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imj  at  West  Point,  report  of  the  hoard  of  visitorg  to  the  Military. . . . . 
nnj,  report  of  the  Secretary  of  the  Navy  in  relation  to  the  Naval . . . . 
I,  with  appendix,  maps,  and  sketches,  report  of  Commander  Lynch  of 

is  mission  to i 

n  slave  trade.     (See  Slave  trade.) 

8  appointed  by  the  late  Secretary  of  the  Treasurv,  from  September, 

)50,  to  March,  1853>  list  of  confidential ', 

ilture,  &c.,  annual  report  of  the  Commissioner  of  Patents  (part  2) 

Jatinf  to • 

azas  Island.     (See  California.) 

ader's  report  in  relation  to  experiments,  &c.,  on  alimentary  sub- 

mces,  Professor 

atary  substances.     (See  Alexander.) 

lac,  report  of  Lieutenant  Davis  in  relation  to  the  American  Epheme- 

I  and  Nautical. ..  • • 

ca.     (See  Central  America.) 
can  securities.     (See  Securities.) 

priations  for  the  Navy  Department,  viz :  Balances  of  appropriations 
i  July  1,  1852;  appropriations  for  the  fiscal  year  1852- '3;  repayments 
id  transfers  in  same  time  ;  amounts  applicable. to  the  service  of  the 
!ar  185^-*^ ;  amounts  drawn  by  requisitions  from  the  treasury  in  tlie 
me  period ;  and  the  balances  on  June  30,  1853 ;  with  such  sums 
ecially  designated  as  have  been  carried  to  the  surplus  fund,  state- 

mt  of  the 

priations  for  the  service  of  the  Interior  Department  for  the  fiscal  year 

iding  June  30,  1853,  report  of. 

priations  for  the  War  Department,  report  in  relation  to 

net  during  the  year  1853,  report  of  operations  in  relation  to  the 

Washington 

Bas  river.     (See  River.) 

ies  and  of  the  number  of  arms,  &c.,  made  thereat,  during  the  year 

ding  June  30,  1853,  statement  of  expenditures  at  the  National 

ies  and  arsenals  during  the  year  ending  June  30,  1853,  statement  of 

B  principal  operations  at  the  United  States 

■ong,  report  in  relation  to  the  correspondence  with  the  government 

Portugal  relative  to  the  bng  General 

annual  report  of  the  commanding  general  of  the  United  States 

annual  report  of  the  quartermaster  general  of  the  United  States. . . . 

annual  report  of  the  paymaster  general  of  the  United  States 

annual  report  of  the  conmiissary  general  of  the  United  States •  • 

annual  report  of  the  surgeon  genenl  of  the  United  States 

ujmaal  report  of  the  chief  enginter  of  the  United  States 
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Army  and  to  the  several  military  posts  during  the  year  ending  June  30, 
1853,  report  of  ordnance  and  ordnance  stores  issued  to  the 

Arsenals  and  armories  during  the  year  ending  June  30,  1853,  statement  of 
the  principal  operations  of  the  United  States 

Asylum  in  tlie  District  of  Columbia,  report  of  the  Secretary  of  the  Interior 
in  relation  to  the  insane 

Attorney  General  and  Secretary  of  the  Treasury  on  the  claim  of  tlie  execu- 


tor of  Zephaniah  Kinffsley,  deceased,  report  of  the.. 
"  '  IJnitec' 


Attorney  General  of  the  United  States  for  the  enlargement  and  modifica' 
tion  of  the  judicial  system  of  the  United  States,  plan  proposed  by  the. . 

Attorney  General  of  tlie  United  States  suggesting  modifications  in  the  man- 
ner  of  conducting  the  legal  business  of  the  government,  report  of  the.,. 

Auditor  of  the  treasury  for  the  Post  Office  Department  for  the  fiscal  year 
ending  June  30,  1854,  with  the  statistical  information  called  for  by 
Senate  resolution  of  March  25,  1852,  report  of  the 

Auditor  of  the  treasury  with  copies  of  accounts  rendered  by  persons  charged 
with  tlie  disbursement  or  application  of  moneys,  &c.,  for  tlie  benefit  of 
the  Indians  for  the  year  ending  June  30,  1852,  with  a  list  of  the  names 
of  the  persons  to  wnom  the  same  has  been  delivered,  report  of  the  Se- 
cond   

Auditor  of  the  treasury  with  copies  of  such  accounts  as  have  been  rendered 
by  persons  charged  with  the  disbursement  or  application  of  moneys, 

foods,  or  effects,  for  the  benefit  of  the  Indians  from  July  1,  1852,  to 
une  30,  1853,  inclusive,  with  lists  of  the  names  of  all  persons  to  whom 
goods,  moneys,  or  effects  have  been  delivered  within  the  same  pe- 
riods, report  of  the  Second ' 

Austrian  authorities  at  Smyrna,  copies  of  communications  from  the  Ameri- 
can legation  at  Constantinople  respecting  the  seizure  of  Martin  Koszta 
by  the , 


B. 

Baltimore  harbor  in  1814,  (parts  1,  2;)  statement  of  amounts  paid  to  the 
owners  of  vessels  sunk  in  defence  of. 

Beaufort,  North  Carolina,  report  in  relation  to  a  naval  depot  at 

Bedini  to  the  United  States,  correspondence  with  the  government  of  the 
Papal  States,  in  relation  to  the  mission  of  Archbishop  Gietano 

Blake  to  remove  the  Indians  from  Florida,  report  in  relation  to  the  employ- 
ment of  Luther 

Blake,  late  agent  for  the  removal  of  the  Indians  from  Florida,  the  objects 
for  which  expended,  and  the  number  of  Indians  refnoved;  statement  of 
the  amount  of  money  received  and  expended  by  Luther 

Bonds.     (See  Securities.) 

Boundary  line  of  Iowa,  report  in  relation  to  the  northern , 

Brazilian  government,  concerning  the  seizure  of  the  cargo  of  the  American 
barque  **  Griffin,*'  and  the  imprisonment  of  George  Marsden,  a  citi- 
zen of  the  United  States;  correspondence  with  the • , 

Brazos  river.     (See  River,) 

Bremen  of  Conrad  Schmiat,  and  at  Heidelburg  of  E.  Dana,  W.  B.  Dingle, 
and  Dr.  Ramsay;  correspondence  in  relation  to  the  arrest  at 

Bureau  of  Yards  and  Docks,  recommending  the  sale  .of  the  navy  yard 
lands  at  Brooklyn  be  postponed,  report  of  the 

Bureau  of  Yards  and  Docks,  in  relation  to  the  floating  balance  dock,  basin, 
and  railways  at  the  navy  yard,  Pensacola,  report  of  the 


California  battalion  while  engaged  in  the  public  service,  report  of  a  board 
of  officers  of  the  army  upon  claims  for  funds  and  subsistence  furnished 

»       Fremont's 

California,  report  relative  to  the  works  of  defence  now  in  progress  at  Fort 
Point  and  Alcatrazas  Island 

California,  under  contracts  with  Indian  agents  in  1851  ;  correspondence, 
&c.,  respecting  claims  of  persons  for  services  and  subsistence  furnished 
the  Indians  in 

Canal  across  the  peninsula  of  Florida,  preliminary  report  in  relation  to  the 
e;ramination  and  survey  of  a  route*  for  a • 

'ap/to/  extension,  report  of  Captain  Meigs  on  the «••••,.,... 
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rt  of  the  Superintendent  of  the ' 

rica,  information  communicated  by  the  President  of  the  United 
a  relation  to  questions  between  Great  Britain  and  the  United 

I  respect  to  the  government  of. • 

rica,  correspondence  with  the  diplomatic  agents  of  the  govern- 

Great  Britain  in  relation  to M 

er's  department  of  the  army  during  the  year  1853,  annual  re- 
he  operations  of  the 

thcr  persons  employed  in  the  State  Department  during  the 

3,  statement  of  the  number  and  compensation  of 

ther  persons  employed  in  the  War  Department,  other  than 

»f  the  army,  during  the  year  1853;  list  of. 

al  purposes  at  Key  West,  report  of  Commander  Blftko  in  re- 
establishing a  depot  for 

y,  &c.,  report  oi  the  number,  names,  and  compensation  of 

employed  in  the » 

r,  (in  quarto,)  report  of  the  Superintendent  of  the 

rope,  report  on  the  different  penal 

.  of  the  director  of  the  United  States  mint  at  Philadelphia 

)  fineness  and  value  of  foreign 

general  of  the  army  during  the  year  1853,  report  of  the  opera- 

the 

r  of  the  General  Land  Office  of  the  operations  of  the  General 
iice  and  subordinate  departments  during  the  year  1853,  report 

(See  list  of  accompanying  documents  at  nose  8§.) 

r  of  Indian  Affairs,  with  statements  ot  the  operations  of  that 

>f  the  public  service  during  the  year  1852,  report  of  the 

r  of  Pensions  in  relation  to  revolutionary,  half-pay,  invalid, 

Y  pensions,  and  bounty  land,  annual  report  of  the 

r  of  Indian  Affairs,  asking  an  additional  appropriation  for  the 
incidental  expenses  of  the  Indian  service  in  the  Territory  of 

(xico,  letter  from  the  acting 

r  of  Patents,  (part  1,)  relating  to  mechanical  inventions,  &c., 

eport  of  the 

r  of  Patents,  (part  2,)  relating  to  agriculture,  annual  report 

r  of  Indian  Affairs,  recommending  certain  appropriations  for 
an  service,  communication  to  the  chairman  of  the  Committee 

n  Affairs  from  the 

o  steamships  belonging  to  the  United  States,  report  in  relation 

>plication  of  fresh-water • .  • . . 

agents.     (See  ^i^tnts.) 

dcr  authoritv  of  tiie  War  Department  during  the  year  1853, 

It  of. * 

f  the  seizure  of  his  property  by  the  Cuban  authorities.     Cor- 
(nce  in  relation  to  the  imprisonment  of  James  H.  West,  in  the 

r. 

D. 

I.  Dingle,  and  Dr.  Ramsay,  citizens  of  the  United  States, 

ndence  in  relation  to  the  arrest  at  Heidlebur^  of  E.  F 

in  progress  at  Fort  Point  and  Alcatrazas  island,  California, 

lati ve  the  works  of 

others  at  Heidleburg,  correspondence  of  the  legation  of  the 
States  at  Berlin,  with  the  minister  of  the  Grand   Duke  of 

n  relation  to  the  arrest,  &c.,  of  W.  B 

olumbia,  report  in  relation  to  the  United  States  insane  asylum 

ulumbia  for  the  year  ending  December  31, 1853,  annual  report 

>ard  of  inspectors  of  the  penitentiary  for  the. .  ^ 

iscertain  oceanic  currents,  new  routes,  &c.;  repirt  with  charts, 
he  cruise  of  Lieutenant  Samuel  Phillips  Lee,  commander  of 
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EmifiTants  from  foreig^n  countries  to  the  United  States,  communications 
from  the  British  minister  to  the  Secretary  of  State,  relative  to  the 
health  on  shipboard  of 

Emigrants  to  Uie  United  States  by^a,  correspondence  between  the  British 
minister  and  the  Secretaries  of  State  and  Treasuiy,  in  relation  to  the 
expediency  of  furtlier  measures  for  the  safety,  comfort,  and  health  of. . 

Engineers'  department  of  the  army  during  the  year  1853,  annual  report  of 
chief 


Engineers'  deoartment  of  the  army  during  the  year  1853,  annual  report 
"   '  *  *  al. 


of  the  operations  of  the  topographical 

Engineers,  in  relation  to  the  military  academy,  harbors  and  rivers,  supply 
of  water  to  Washington,  Georgetown,  &c.,  compendium  of  the  report 
of  the  colonel  of 

Engineers  for  1853,  with  estimates,  annual  report  of  the  bureau  of  topo- 
graphical  

Espy 's  Meteorological  Observations  for  1853,  report  of  Professor 

Estimates  for  the  Department  of  the  Interior 


Estimates  for  the  Department  of  the  (General  Land  Office. 


Estimates  for  roads  in  Minnesota 

Estimates  for  river  improvements 

Estimates  for  harbor  improvements 

Estimates  for  the  prosecution  of  certain  works  under  the  charge  of  the 
Bureau  of  Topographical  Engineers  during  the  year  ending  June  30, 

Estimates  for  the  office  of  Secretary  of  the  Navy,  and  the  superintendent 
of  the  Nautical  Almanac 

Estimates  for  the  Bureau  of  Ordnance  and  Hydrography,  including  Hydro- 
graphical  Office,  and  Naval  Observatory,  and  Naval  Academy 

Estimates  for  the  Bureau  of  Yards  and  Docks • . 

Estimates  for  the  Bureau  of  Construction,  Equipment,  and  Repair 

Estimates  for  the  Bureau  of  Provision  and  Clothing.  •  •  •  • 

Ketimates  for  the  Bureau  of  Medicine  and  Surgery 

Estimates  for  the  Paymaster  and  Quartermaster's  Departments  of  the 
Marine  Corps .* 

Estimate  for  the  office  of  Secretary  of  the  Navy  and  the  several  bureaus  of 
the  department 

Estimate  for  the  Southeast  Executive  building 

Estimates,  summary  and  general,  for  the  navy,  and  the  support  thereof. . . . 

Estimate  in  general  for  the  support  of  the  marine  corps 

Eastimate  in  general  for  special  objects  under  the  Navy  Department 

European  penal  codes,  report  by  H.  S.  Sanford,  late  charge  d'affaires  at 
Paris,  on  the  different 

Expenditures  under  the  head  of  contingent  expenses,  as  settled  and  allowed 
by  the  Fourth  Auditor  of  the  Treasury,  during  the  year  ending  June 
30,  1853,  abstract  of 

Expenditures  of  the  Post  Office  Department  for  the  fiscal  year  ending  June 
30,  1853,  statement  of 

Expenditures  of  the  government  for  the  year  ending  June  30,  1853,  and 
the  quarter  ending  September  30,  185i3,  statement  of  receipts  and 

Expenditures  for  the  contingent  purposes  of  the  State  Department  for  the 
fiscal  year  ending  June  30,  1853,  report  of 

Expenditures  under  the  direction  of  the  Superintendent  of  the  Coast  Sur- 
vey, statement  of. 

Expenditures  at  the  national  armories,  with  the  number  of  arms,  &c.,  made 
tliereat,  during  the  year  ending  June  30,  1853,  statement  of  the 

Expenditures  for  contingent  pugposes  of  the  military  establishment  for  the 
year  1853,  statement  of. 

Expenditures  of  the  marine  hospital  fund  for  the  year  ending  June  30, 
1853,  statement  of  receipts  and • 

Expenditures  for  the  transportation  of  troops,  supplies,  and  munitions  for 

the  land  and  naval  forces  in  the  Pacific ;  also  for  the  transportation  of 

t/ie  mails  for  the  Ust  three  years,  report  of  the  Secretary  of  iWe  Tieaa- 

urjr  of, *, . , •  •  • •••••• 
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if  Um  flunt,  and  the  amoiuit  received  at  the  mint  in  Phila- 

c,  Btatements of  the.. ••••- ^ 

f  the  Post  Ofl^  Department  for  the  year  ending  June  30, 

mentfl  of • 

illy  from  1821  to  1853,  statement  of  the  aggregate  value  of 

and  provisions 

lUy  from  1821  to  1853,  statement  of  the  quantity  and  value 

and  race 

Uly  from  1821  to  1853,  and  average  price  per  pound,  state- 
e  quantity  and  value  of  cotton 


F. 

hio  river  at  Louisville,  examination,  survey,  and  report  on 

t  methods  devised  for  the  improvement  of  the 

al  report  of  the  Secretary  of^the  Treasury  on  the  state  of  the. 

'  pajtera  accompanying  the  above ,  ai  pare  24  thereqf.) 

le  northeastern  coast,  views  of  the  rresident  of  the  United 

elation  to  the  protection  of  the 

.    (See  Blake.) 

in  relation  to  the  improvement  of  the  bar  of  the  St.  John's 


(See  MaUs.) 
(See  Coin.) 
lee  California,) 

Su:.,  of  the  United  States,  with  estimates  for  repairs,  &c., 
u*  ending  June  30,  1855,  statement  of  the  present  condition 
tral 


and  Key  West,  report  on  the  expediency  of 


t  the  Tort! 

ompleting  tne. 

'.     (See  JudUor.) 

le  revolution  of  1848,  report  of  H.  S.  Sanford,  late  Ameri- 

d 'affaires  at  Paris,  on  the  administrative  changes  in. 

&mia  battalion.     (See  California.) 

G. 

Tbor,  Sl.  C,  and  the  Savannah  and  Brazos  rivers,  reports  in 

the  survey  and  improvement  of. < 

and  the  United  States,  information  communicated  by  the 
f  the  United  States  respecting  the  adjustment  of  questions 

to  Centra]  America,  between 

respecting  the  fisheries,  negotiations  respecting  an  adjust- 


to  the  United  States  government,  presentation  of  a  set  of 
itrative  of  the  London  exhibition  of  1851,  by  the  govem- 


inications  from  Mr.  Marsh,  American  minister  at  Constanti- 
VIr.  Webster,  Mr.  Everett,  and  Mr.  Marcy,  Secretaries  of 
elation  to  the  difficulties  between  the  reverend  Mr.  King 

remment  of. 

3an  Juan  de  Nicaragua,  report  in  relation  to  the  bombard- 


I  imprisonment  of  George  Marsden,  a  citizen  of  the  United 
respondence  with  the  government  of  Brazil  respecting  the 
he  American  barque 


H. 

iT  improvements,  report  of  regulations  and  orders  repecting . 
vers,  compendium  of  report  of  Colonel  of  Engineers  in  re- 


rith  estimates,  on  Lakes  Champlain,  Ontario,  and  Erie,  re- 

jor  Tumbull  on  progress  of  the  works  at  the. 

in  during  the  year  1853,  report  of  the  work  done,  &c.,  on. . 
•tern  rivers,  in  relation  to  tne  estimafes  for  the  year  end'mg. 
\55,  abstract  of  the  proceedings  of  the  Board  of  Eng\ne«n 
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Harbors  and  rivers,  report  in  relation  to  the  work  done  tinder  the  appro- 
priations  of  1852,  for  the  improvement  of  western 

Hayti,  with  the  correspondence  of  the  special  a^nt  to  that  government  in 
1849,  information  in  relation  to  the  claims  of  citizens  of  the  United 
States  against. •  • 

Heidelburff.     (See  E.  T.  Dana  and  others,) 

Hollins,  ot  the  ship  Cyane,  and  the  authorities  of  San  Juan  de  Nicaragua, 
correspondence  between  Captain •• , 

Hospitals,  report  in  relation  to  the  construction  of  marine • 

Hospitals,  report  on  the  condition  of  marine 

Hospital  fund  for  the  year  ending  June  30,  1853,  statement  of  receipts  and 
expenditures  of  the  marine 

Hospital  at  New  Orleans,  report  in  relation  to  the  repair  of  the  marine. . . . 

Hospitals  and  the  collection  and  disbursement  of  the  hospital  fund,  with 
the  sums  annually  appropriated  by  Congress  therefor,  report  in  rela- 
tion to  marine - • 


Immigrants  to  the  United  States  by  sea,  correspondence  between  the  Sec- 
retary of  State  and  the  British  minister,  and  between  the  Secretary  of 
State  and  the  Secretary  of  the  Treasury,  relative  to  the  expediency 
of  further  measures  for  the  safety,  health,  and  comfort  q£, 

Imported  aimually  from  1843  to  1853,  statement  of  the  quantity  and  value 
of  wines,  spirits,  &c 

Imported  during  the  years  1844,  1845,  1846,  1848,  1849,  1850,  1851,  1852, 
1853,  (after  deducting  the  re-exportations,)  and  the  amount  of  duty 
which  accrued  on  each  during  the  same,  respectively,  statement  of 
woollens,  cottons,  hempen  ^oods,  iron,  and  manufactures  thereof, 
sugar,  hemp,  unmanufactured,  salt  and  coal 

Imported,  re-exported,  and  consumed  annually,  from  1821  to  1853,  inclu- 
sive ;  and  also  the  estimated  population  and  rate  of  consumption,  per 
capita,  during  the  same  period,  statement  of  tlie  value  of  foreign  mer- 
chandise  

Imports,  and  the  imports  consumed  in  the  United  States,  exclusive  of 
specie,  and  the  tonnage  employed  during  the  same  periods,  statement 
of  the  total  value  of 

Indian  affairs  during  the  year  1853,  statement  of  the  operations  of  the 

office  of • 

(See  list  of  accompanying  documenis  at  page  265.) 

Indian  hostilities  in  Oregon,  report  respecting .' 

Indians,  for  the  year  ending  June  30,  1852,  report,  with  copies  of  accounts 
rendered  by  persons  charged  with  the  disbursement  or  application  of 
moneys,  goods,  &c.,  for  the  benefit  of  the 

Indian  service  in  the  Territory  of  New  Mexico,  letter  from  the  acting  com- 
missioner of  Indian  affairs,  asking  an  additional  appropriation  tor  the 
general  incidental  expenses  of  the 

Indian  service,  recommendation  by  Secretary  of  the  Interior  and  Commis- 
sioner of  Indian  Affairs,  of  certain  appropriations  for  the , 

Indians  from  Florida,  the  objects  for  which  expended,  and  the  number  of 
Indians  removed,  statement  of  the  amount  of  money  received  and  ex- 
pended by  Luther  Blake,  late  agent  for  the  removal  of  the , 

Indians  on  the  26th  October,  1832,  report  in  relation  to  Uie  fulfilment  of  a 
treaty  made  with  the  Pottawatomie , 

Indians  in  California,  under  contracts  with  Indian  agents,  in  1851,  corres- 
pondence and  documents  respecting  the  claims  of  persons  for  services 
performed,  and  supplies  and  subsistence  furnished  to  the -••••. 

Insane  asylum.     (See  Jsylum,) 

Interior  in  relation  to  the  public  lands,  annual  report  of  the  Secretary  of 
the 


12 


Interior,  communicating  a  statement  of  appropriations  for  the  Interior  De- 
partment for  the  fi^l  year  ending  June  30,  1853,  report  of  the  Secre- 
tary of  the 

Interior,  communicating  the  report  of  the  Superintendent  of  the  Census, 

letter  from  the  Secretary  of  the 

Qterior,  communicating  inuirmation  in  relation  to  the  northern  boundary 
Jlne  of  the  State  of  Iowa.,  report  of  the  Secretary  of  the ..  ••.••..«•. 
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Page. 


Duoicating^  a  list  of  rejected  applicationfl  for  pensions,  and 
idinf  that  the  act  of  February  3,  1853,  to  continue  half-pay 
wiiu>w8  and  orphans,  be  amended,  report  of  the  Secretary 


aunicating  a  letter  from  the  Acting  Commissioner  of  Indian 
iking  an  additional  appropriation  for  the  general  incidental 
i>f  the  Indian  service  in  the  Territory  of  New  Mexico,  report 

cretary  of  the 

mitting  a  communication  of  the  Commissioner  of  Indian  Af- 
e  chairman  of  the  Committee  on  Indian  Affairs  in  the  Senate, 
iding,  with  his  concurrence  therein,  certain  appropriations 

dian  service,  communication  from  the  Secretary  of  the , 

ation  to  the  United  States  Insane  Asylum  in  the  District  of 

,  report  of  the  Secretary  of  the 

Qunicating  a  statement  of  the  amount  of  money  received  and 

by  Luther  Blake,  late  agent  for  the  removal  of  the  Indians 
ida,  the  objects  for  which  expended,  and  the  number  of  In- 

oved,  report  of  the  Secretary  of  the 

ation  to  the  examination  and  measurement  of  the  materials 
furnished  by  contract  for  the  Patent  Office  building,  and  a 

of  the  payments  made  under  the  act  of  August,  1852,  re- 

e  Secretary  of  the 

mitting  to  the  President  the  report  of  the  investigation  of 
es  of  fraud  and  official  misconduct  alleged  against  Alexander 
superintendent  of  Indian  affairs  in  Minnesota,  report  of  the 

of  the , 


ation  to  the  employment  of  Luther  Blake  to  remove  the  In- 

n  Florida,  report  or  the  Secretary  of  the < 

ation  to  the  mlfilment,  on  the  part  of  the  government,  of  the 
ns  of  a  treaty  made  with  the  Pottawatomies,  October  26, 

>rt  of  the  Secretary  of  the 1 

[See  Patent  Office.) 

a  relation  to  the  northern  boundary  line  of. • . 

I  relation  to  the  prices  of  various  kinds  of 


J. 

n  of  the  United  States,  plan  proposed  by  the  Attorney  Gcne- 
i  enlargement  and  modinqation  of  the •  • . 


K. 

port  of  Conmiander  Blake,  relative  to  establishing  a  depot 


i  the  Tortugas,  report  on  the  expediency  of  promptly  com- 
>e  fortifications  at 


!  to  difficulty  between  him  and  the  government  of  Greece; 
cations  fi-om  Mr,  Marsh,  the  American  minister  at  Constan- 

elating  to  the  case  of  the  reverend  Mr 

eased,  praying  payment  of  interest  on  his  claim,  arising  un- 
'  with  Spain  of  1819,  report  on  the  petition  of  the  executor 
uiah 


ispondence  between  the  United  States  consul  at  Smyrna  and 
ican  legation  at  Constantinople,  and  between  said  consul  and 

d  States  government  in  relation  to  Martin 

ingarian  refugee  and  inchoate  citizen  of  the  United  States; 
dence  in  relation  to  the  seizure  and  imprisonment,  by  the 

authorities,  of  Martin 

Austrian  authorities  at  Smyrna,  communications  from  the 
1  legation  at  Constantinople  respecting  the  seizure  of  Martin. 


I  report  of  the  survey  of  the  north  and  northwestern 

lain,  Ontario,  and  Blrie,  report  of  Major  Tumbull  of  the  pro- 
he  various  works  on •••••.•, 

f  report  of  the  Secretary  of  the  Interior  in  relation  to  \iie 
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Land  Office,  accompanying  the  report  of  the  Secretaiy  of  the  Interior,  in 
relation  to  the  operations  of  the  General  Land  Office  during  the  year 
1853;  report  of  the  Commissioner  of  the  General.  (See  teheduU  qf 
auampanying  doeumsntsat  page  89.)*  •  • 

Lands  to  the  several  States  for  the  benefit  of  indigent  insane  persons,"  veto 
of  the  bill  entitled  "An  act  to  make  a  grant  of  public '• 

Law,  designed  to  supersede  all  existing  laws  on  the  subject,  and  to  embrace 
all  needful  provisions  for  regulating  the  foreign  anddomestic  commerce 
of  the  United  States  in  American  and  foreign  vessels,  draft  of  a  general 
revenue 

Lee,  commander  of  the  United  States  surveying  brifir  Dolphin,  under  act 
of  March  3,  1849,  for  testing  new  routes  and  perfecting  the  discoveries 
made  by  Lieutenant  Maury;  report,  with  charts,  of  the  cruise  of  Lieu- 
tenant S.  P 

London  exhibition.     (See  Great  Britain.) 

Lynch  *s  expedition  to  Africa,  report  of  Commander 

M. 

Mail  steamers  for  the  year  ending  June  30,  1853,  statements  of  postages 

and  revenue  by  ocean 

Mails  by  ocean  steamers  to  foreign  countries,  report  in  relation  to  contracts 

for  the  transportation  of. 

Mail  service  during  the  year  ending  June  30,  1853,  in  the  several  States 

and  Territories,  tabular  statements  of 

Mails  by  States  and  Territories,  and  the  amount  of  postages  collected  in 

each,  statement  of  the  transportation  of  the 

Mail,  report  of  the  causes  of  the  repeated  detention  of  the  northern 

Mail  between  certain  places  on  the  Mississippi  river,  under  act  of  August 

31, 1852,  report  of  measures  taken  to  establish  a  daily 

Mails,  statement  of  the  annual  pay  of  the  several  railroad  companies  in  the 

United  States  for  the  transportation  of  the 

Marine  hospitals.     (See  Hospitals.) 

Marine  hospital  fund.     (See  Hospital.) 

Marsden,  a  citizen  of  the  United  States,  correspondence  with  the  Brazilian 

government  relating  to  the  seizure  of  the  American  barque  Griffin, 

and«the  imprisonment  of  George 

Mechanic  arts,  inventions,  &c.,  annual  report  of  the  Commissioner  of 

Patents  relating  to 

Meteorological  observations,  by  Professor  Esp^,  repAl  of. 

Military  roads  in  Oregon,  instructions  respectmg 

Military  establishment  for  the  year  1853,  statement  of  contingent  expenses 

of  the 

Military  asylum  in  the  west,  report  of  the  commissioners  appointed  to  ex- 
amine the  different  sites  ofl&red  for  a 

Militia  fbr  the  year  1852,  report  of  the  apportionment  of  arms  to  the 

Militia  of  all  tne  States  ana  Territories,  with  their  arms,  accoutrements, 

and  ammunition,  abstract  of  the  returns  of  the 

Mint  of  the  United  States  at  Philadelphia,  upon  the  fineness  and  value  of 

foreign  coin,  report  of  the  director  of  the 

Mint  at  Philadelphia,  or  charged  to  depositors  for  refining,  and  other 

charges  since  March  3,  1853,  statements  of  the  expenditures  at  the 

Mint  at  New  Orleans,  report  of  the  present  condition  of  the  building  of 

the  United  SUtes  branch 


N. 

Nautical  Almanac.    (See  Mmanac.) 

National  armories.     (See  Armories.) 

Naval  Academy,  report  of  the  Secretary  of  the  Navy  in  relation  to  the  con- 
dition of the 

Naval  Academy,  report  of  the  annual  board  of  examiners  in  relation  to  the 
organization,  condition,  &c.,  of  the 

Naval  Academy,  that  a  vessel  propelled  in  part  by  steam  be  used  as  a  prac- 
tice ship ;  and  report  of  the  commandant  of  in  the  late  cruise .  of 
the  practice  ship.  Recommendation  of  the  board  of  examiners  of 
ilte..., 
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Sabject. 


at  Newport,  Rhode  Island,  report  in  relation  to  the  establish* 


at  Beaufort,  North  Carolina,  report  in  relation  to  a.. 

iting  the  condition  of  the  navy,  operations  of  naval  squadrons, 
3WS  relating  to  an  increase  of  the  naval  force,  its  reorganiza- 
d  a  modification  of  the  laws  regulating  it,  annual  report  of  the 
7  of  the 

qfpapen  accompanying  the  above  at  page  320.) 
he  report  of  December  1,  1852,  list  of  deaths,  resignations,  and 

Dns  in  the 

lunicating  the  report  of  the  cruise,  with  charts,  &c.,  of  Lieut. 
se,  commander  of  the  United  States  surveying  brig  Dolphin, 
le  act  of  March  3,  1849,  for  testing  new  routes,  temperatures, 

;,  &c.,  report  of  the  Secretary  of  the 

aunicating  information  from  the  bureau  of  navy  yards  and 
a  relation  to  **the  floating  balance  dock,  basin,  and  railways 

ayy  yard,  Pensacola,"  report  of  the  Secretary  of  the 

.tion  to  the  establishment  of  a  naval  depot  at  Newport,  Rhode 

report  of  the  Secretary  of  the 

.tion  to  the  application  of  surface  or  fresh-water  condensers  to 
ips  belonging  to  the  United  States,  report  of  the  Secretary  of 


tion  to  a  naval  depot  at  Beaufort,  North  Carolina,  report  of 

"etaiy  of  the 

I,  condition  of  the  building  of  the  United  States  mint  at.. .... . 

I,  report  respecting  the  repair  of  the  marine  hospital  at 

[lode  Island,  report  in  relation  to  the  establishment  of  a  naval 


correspondence  between  Captain  HoUins,  of  the  United  States 

ine,  and  the  authorities  of  San  Juan  de , 

r  Grey  town,  by  Captain  Hollins,  report  in  relation  to  the  bom- 

itof. 

es  of  papers  and  vouchers  on  file  in  the  War  Department  in 
to  the  claim  of  Daniel 


O. 

(See  River.) 
partment  during  the  fiscal  year  ending  June  30,  1853,  report 

rincipal  operations  of  the , 

>rt  respecting  Indian  hostilities  in 

ructions  respecting  military  road  in 


P. 

»ad.     (See  Railroad.) 
relative  to  the  mission  of  Archbishop  Gaetano  Bedini  to  the 

States,  correspondence  with  the  government  of  the 

3  building,  report  and  examination  and  measurement  of  the 

ts  and  work  furnished  by  contract  for  the 

t  1)  relating  to  the  mechanic  arts,  inventions,  &c.,  annual  re- 
he  Commissioner  of 

t  2)  relating  to  agriculture,  &c.,  annual  report  of  the  Commis- 


enerars  department  of  the  army  during  the  year  of  1853,  re- 
he  operations  of  the 

in  different  countries  of  Europe,  synoptical  history  by  H.  S. 

.  late  charge  d  'affaires  at  Paris,  of  the  system  of. 

Florida.     (See  Canal.) 

for  the  District  of  Columbia,  for  the  year  ending  December 

,  annual  report  of  the  board  of  inspectors  of  the 

elation  to  revolutionary,  half-pay,  invalid,  and  navy  pensions, 

nty  lands,  annual  report  of  the  Commissioner  of. 

d  recommendation  by  the  Secretary  of  the  Interior  to  amend 
»f  1853  to  continue  half-pay  to  certain  widows  and  orphans, 

ith  a  list  of  rejected  applications  for,  ••••.. 

,  report  of  the  Poetmaster  Geaeral  in  relation  to  propoeala  buV>- 
A/m  i&r  the  parchaae  of  a  site  for  a  port  office  at 
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Portuj^l,  relating  to  the  brig^  General  Armstrong,  report  in  relation  to 
the  correspondence  with  the  government  of • 

Postages  and  revenue  by  ocean  mail  steamers,  for  the  fiscal  year  ending 
June  3U,  1853,  tabular  statements  of. 

Postages  collected  and  amounts  paid  for  transportation  of  the  mails  in  the 
several  States  and  Territories,  statements  of •  •  • 

Postal  arrangements  between  the  United  States  and  the  West  Indies,  &c., 
in  concurrence  with  the  convention  with  Great  Britain,  report  of. .  •  •  • . 

Postal  arrangements  between  the  United  States  and  the  west  coast  of 
South  America,  report  of. ^ < 

Postal  arrangement  between  the  United  States  and  Bremen,  report  of. .... . 

Postmaster  General  for  the  year  1853,  annual  report  of  the.. 

Postmaster  General,  communicating  the  causes  of  the  repeated  detention 
of  the  northern  mail,  report  of  the • 

Postmaster  General  respecting  the  measures  taken  to  establish  a  daily  mail 
between  certain  places  on  the  Mississippi  river,  under  the  act  of  Au- 
gust, 1852,  report  of  the 

Postmaster  General,  communicating  a  statement  of  the  annual  pay  of  the 
several  railroad  companies  in  me  United  States  for  the  transportation 
of  the  mails,  report  of  the 

Postmaster  General,  in  relation  to  proposals  submitted  to  him  for  the  pur- 
chase of  a  site  for  a  post  office  in  Philadelphia,  report  of  the 

Post  Office  Department  during  the  year  ending  June  30,  1853,  statement 
of  expenditures  and  receipts  of  the 

Post  office  in  Philadelphia,  proposals  submitted  to  the  Postmaster  General 
for  the  purchase  of  a  site  tor  a < 

Post  Office  Department  for  the  year  ending  June  30,  1853,  statement  of 
receipts  and  expenditures  of  the 

Pottawatomies.     (See  Indians.) 

President  of  the  United  States  on  the  state  of  the  Union,  (parts  1,  2,  and  3, 
in  vols.  1,  2,  3,)  message  from  the 

President  of  the  United  States,  transmitting  a  report  of  the  correspondence 
relative  to  the  claim  on  the  government  of  rortugal  in  the  case  of  the 
brig  General  Armstrong,  message  from  the 

President  of  the  United  States,  communicating  information  in  relation  to 
the  transactions  between  Captain  Hollins,  of  the  United  States  ship 
Cyane,  and  the  authorities  of  San  Juan  de  Nicaragua,  message  from 
the 


President  of  the  United  States,  communicating  information  in  relation  to 
the  claims  of  citizens  of  the  United  States  against  Hayti,  with  the 
correspondence  of  the  special  agent  to  that  government  in  1849,  mes- 
sage from  the • 

President  of  the  United  States,  communicating  further  correspondence 
with  Great  Britain  in  relation  to  Central  America,  growing  out  of  the 
treaty  of  Washington  of  July  4,  1850,  message  from  the 

President  of  the  United  States,  communicating  a  copv  of  the  correspond- 
ence with  the  government  of  the  Papal  States,  relative  to  the  mission 
of  Archbishop  Gaetano  Bedini  to  the  United  States,  message  of  the.. . 

President  of  the  United  States,  transmitting  a  set  of  works  illustrative  of 
the  exhibition  in  London  in  1851,  presented  by  the  British  government 
to  the  government  of  the  United  States,  message  from  the 

President  of  the  United  States,  communicating  a  copy  of  the  correspond- 
ence in  relation  to  the  repair  of  the  United  States  steam-frigate  Sus- 
quehanna at  Rio  de  Janeiro,  message  from  tlie , 

President  of  the  United  States,  communicating  copies  of  all  communica- 
tions from  the  American  legation  at  Constantinople,  respecting  the 
seizure  of  Martm  Koszta  by  Austrian  authorities  at  Smyrna,  message 
from  the 

President  of  the  United  States,  communicating  a  plan  proposed  by  the 
Attorney  General  for  the  enlargement  and  modification  of  the  judicial 
system  of  the  United  States,  message  from  the 

President  of  the  United  States,  communicating  the  annual  report  of  the 
Board  of  Inspectors  of  the  Penitentiary  for  the  District  of  Columbia, 
for  the  vear  ending  December  31,  1853,  message  from  the 


President  of  the  United  States,  transmitting  a  copy  of  the  correspondence 
in  relation  to  the  imprisonment  of  James  H.  West  in  the  island  of 
Cuba,  message  from  the 


1 
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756 
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816, 

813  ^ 
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INDEX. 
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Subject. 


Vol. 


No. 


Page. 


>f  the  United  States,  communicating  the  correspondence  between 
chenck,  United  States  minister  at  Brazil,  and  the  Secretary  of 

in  relation  to  the  African  slave  trade,  message  from  the 

>f  the  United  States,  communicating  the  correspondence  between 
nited  States  consul  at  Smyrna  and  the  American  legation  at 
mtinople,  and  between  said  consul  and  the  United  States  govern- 
in  relation  to  Martin  Koszta,  message  from  the 

of  the  United  States,  communicating  a  report  of  the  Attorney 
^1  suggesting  modifications  in  the  manner  of  conducting  the 

>usineaB  of  the  government,  message  from  the 

>f  the  United  States,  returning  to  tne  Senate,  with  his  objections, 
II  entitled  **  An  act  making  a  grant  of  public  lands  to  the  several 
for  the  benefit  of  indigent  insane  persons,''  message  from  the. . . 
of  the  United  States  relative  to  the  expediency  of  further 
res  for  the  safety,  health,  and  comfort  of  immigrants  to  the 

i  States  by  sea,  message  from  the 

of  the  United  States,  communicating  copies  of  the  correspond- 
n  relation  to  the  arrest  at  Bremen  of  Conrad  Schmidt,  a!nd  at 
Iburg  of  £.  T.  Dana,  and  other  citizens  of  the  United  States ; 
copies  of  correspondence  with  the  king  of  Prussia,  on  the  sub- 

r  religious  toleration,  message  from  the  .,  ^ 

of  the  United  States,  communicating  the  report  of  an  investi- 

of  the  charges  of  fraud  and  misconduct  in  office,  alleged  against 

nder  Ramsey,  superintendent  of  Indian  affairs,  message  from 


of  the  United  States,  communicating  a  letter  from  H.  S.  San- 
ate  charg€  d'affaires  at  Paris,  on  the  different  systems  of  penal 

in  Europe ;  also,  a  report  on  the  administrative  changes  in 

e  since  the  revolution  of^  1848,  message  from  the 

of  the  United  States,  communicating  copies  of  the  correspond- 
between  Mr.  Marsh,  the  American  minister  at  Constantinople, 
he  Secretaries  of  State,  Mr.  Webster,  Mr.  Everett,  and  Mr. 
r,  in  relation  to  difficulties  between  the  reverend  Mr.  King  and 

ivernment  of  Greece,  message  from  the , 

)f  the  United  States,  communicating  copies  of  two  communica- 
from  her  Britannic  Majesty's  minister  to  the  Secretary  of  State, 
re  to  the  health  on  shipboard  of  emigrants  from  foreign  countries 

United  States,  message  from  the 

of  the  United  States,  communicating  information  respecting  the 
irdment  of  Greytown,  or  San  Juan  de  Nicaragua,  message Trom 

of  the  United  States,  communicating  information  concerning  our 

ms  with  Spain,  message  from  the 

of  the  United  States,  communicating  correspondence  and  docu- 
:  respecting  the  claims  of  persons  for  services  performed,  and 
es  and  subsistence  furnished  to  the  Indians  in  California,  under 

ict  with  Indian  agents  in  1851,  message  from  the 

of  the  United  States,  communicating  copies  of  the  correspond- 
between  Ferdinand  Coxe,  late  charge  d  affaires  of  the  United 
I  at  Brazil,  and  the  Brazilian  government,  concerning  the  seizure 
!  cargo  of  the  American  barque  "Griffin,"  and  the  imprison- 
of  George  Marsden,  a  citizen  of  the  United  States,  message 
he 


12 

4 


mnual  report  of  the  superintendent  of  the  public 

1  the  subject  of  religious  toleration,  correspondence  with  the 

►f. 

ids.     (See  Lands.) 
iting.     (See  Printing.) 

Q. 

ister  General's  department  of  the  army  during  the  year  1853, 

.  of  the  operations  of  the I     2 

ister  General's  department  in  the  settlement  of  accounts,  report  ! 
onveniencts  arising  under  late  enactments  of  Congress  in  the. . .  .|    4 


47 


8 

53 

8 

55 

8 

56 

8 

58 

129 
134 


14 


INDEX. 


Subject. 


Vol. 


R. 


Railroad  route  to  the  Pacific,  instructions  for  a  survey  of  a •  •  •  • 

Railroad,  report  of  Col.  Long  in  reference  to  the  Pacific 

Railroad  from  the  Mississippi  river  to  the  Pacific  ocean,  reports  of  engi- 
neers of  explorations  of  a  route  for  a ..••.. 

Railroad  to  the  Pacific  ocean,  report  by  Lieutenant  Williamson  of  his  sur- 
veys to  ascertain  a  practicable  route  for  a ..•..«•. 

Railroad  companies  in  the  United  States  for  the  transportation  of  the 
mails,  statement  of  the  annual  pay  of  the  several 

Ramsay  and  otliers,  at  Heidleburg,  correspondence  in  relation  to  the  arrest, 
&c.,  of  Doctor 

Ramsey,  superintendent  of  Indian  afliairs  in  Minnesota,  report  of  the  inves- 
tigation of  the  charges  of  fraud  and  official  misconduct  alleged  against 
Alexander 

Receipts  of  the  Post  Office  Department  for  the  fiscal  year  ending  June  30, 
1853,  stotement  of. 

Receipts  and  expenditures  of  the  government  for  the  year  ending  June  30, 
1853,  statement  of. 

Receipts  and  expenditures  of  the  government  for  the  quarter  ending  Sep- 
tember 30,  1853,  statement  of. 

Receipts  and  expenditures  of  the  Marine  Hospital  fund  for  the  year  ending 
June  30,  1854,  statement  of. 

Receipts  and  expenditures  of  the  Post  Office  Department  for  the  year  end- 
ing June  3U,  1855,  statements  of 

Religious  toleration,  correspondence  with  the  King  of  Prussia  on  the  sub- 
ject of. 

Revenue  law  designed  to  supersede  all  existing  laws  on  the  subject,  &c., 
drafl  of  a  general 

River  and  harbor  improvements,  report  respecting 

River  and  harbor  improvements,  regulations  in  relation  to 

Rivers,  report  in  relation  to  the  improvement  of  the  western 

River  at  Louisville,  examination,  survey,  and  report  on  the  various  methods 
devised  for  the  improvement  of  the  falls  of  the  Ohio 

Rivers,  reports  with  estimates  in  relation  to  the  improvement  of  the  Ohio, 
Mississippi,  Missouri,  Arkansas,  and  Illinois 

Rivers  and  harbors  during  the  year  1853,  report  of  work  done  on 

Rivers  and  lake  harbors  in  relation  to  the  estimates  for  the  fiscal  year 
ending  June  30,  1835,  abstract  of  the  proceedings  of  the  board  of 
engineers  of  western 

River,  report  of  the  Secretary  of  War  communicating  information  in  rela- 
tion to  the  improvement  of  the  Arkansas. 

Rivers  and  harbors,  report  in  relation  to  the  work  done  under  the  appro- 
priations of  1852,  for  the  improvement  of  the  western 

River  St.  John,  Florida,  report  in  relation  to  the  improvement  of  the  bar 
of  the 

River  Brazos,  Texas,  and  the  surveys  of  Georgetown  harbor,  South  Caro- 
lina, and  the  Savannah  river  from  Savannah  up  to  Augusta,  reports 
on  the  improvement  of  the 

River  Savannah  up  to  Augusta,  report  of  the  survey  of  the 


S. 

St.  John's  river.     (See  Hirer.) 

Salt  and  Turk 's  Island  salt,  in  the  cure  and  packing  of  provisions,  report 
of  the  experiments  made  to  test  the  relative  efficacy  and  usefulness  of 
Onondago  solar , 

Sanford,  late  charge  d'affaires  at  Paris,  with  an  account  and  history  of  the 
different  systems  of  penal  codes  in  Europe  ;  also,  on  the  administra- 
tive charges  in  Prance  since  the  revolution  of  1848,  letter  from  H   S.. . 

San  Francisco,  report  and  correspondence  in  relation  to  the  wreck  of  the 
steamer , 

San  Juan  de  Nicaragua.     (See  Nicaragua.) 

Savannah  river.     (See  River.) 

Schmidt,  and  at  Heidelburg  of  E.  T.  Dana,  W.  B.  Dingle,  and  Doctor 
Ramsay,  correspondence  in  relation  to  the  arrest  at  Bremen  of  Conrad . 

Second  Auditor  of  tne  Treasury.     (See  •^ladUor  and  Treasury,) 

SecreUry  of  SUte.    (See  State.) 
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Subject. 


le  Treunry,    (See  TVeomry.) 

be  Interior.     (See  Interior.) 

Var.     (See  War.) 

le  Navy.     (See  S/avy.) 

i  in  Europe,  and  other  forei^  countries,  June  30,  1853,  re* 

statenientfl  of  the  amount  of  American 

be  United  States  redeemed  since  March  3,  1853,  statement 

Mmt  of  bctfids  or  other . .  • '. 

>rre8pondence  between  Mr.  Schenck,  United  States  minister 
and  the  Secretaries  of  State,  Mr.  Webster  and  Mr.  Everett, 

I  to  the  African 

ition  communicated  b/  the  President  of  the  United  States 

I  our  relations  with  the^ovemment  of 

>ort  of  the  Secretary  of  the  navy  in  relation  to  the  services 
al. 


Hnlseman,  the  Austrian  charff^  d'affaires,  in  relation  to  the 
id  imprisonment  of  Martin  Koszta  by  the  Austrian  govern* 

-eepondence  between  the  Secretary  of. 

'  the  disbursements  for  the  service  of  the  State  Department 
tal  year  ending  June  30,  1853,  report  of  the  Secretary  of. . . . 
licating  a  copy  of  the  correspondence  in  relation  to  the  claim 
•vemment  of  Portugal  relative  to  the  brig  General  Arm- 

KMt  of  the  Secretary  of, , • , 

»n  to  claims  of  citizens  of  the  United  States  against  Hayti, 
orrespondenoe  of  the  special  agent  to  said  government  in 

rt  of  the  Secretary  of. , 

liplomatic  agents  of  Great  Britain  in  relation  to  Central 
correspondence  between  the  Secretary  of  ••......••.....•. . 

»  names  and  compensation  of  clerks  and  other  persons  em- 
the  State  Department  during  the  year  1853,  report  of  the 
of 


Xmz  to  the  President  a  communication  from  H.  S.  Sanford, 
§  d^ffaiies  at  Paris,  on  the  different  systems  of  penal  codes 
;  alw  on  the  administrative  changes  in  France,  letter  of  the 
of 


le  year  ending  June  30,  1853,  statements  of  postages  re- 
ocean  mail , 

*ranci8co,  report  of  Secretary  of  War,  with  information  in 

the  wreck  of  the 

Susquehanna  at  Rio  de  Janeiro,  correspondence  in  relation 

lir  of  the 

onging  to  the  United  States,  report  on  the  application  of 

fresh  water  condensers  to 

t  of  the  coast  survev,  report  of  the 

-al's  department  or  the  army  during  the  year  1853,  amiual 

he  operations  of  the , 

Dortn  and  northwestern  lakes,  annual  report  of  the , 

(See  Sttam  Frigate  Susquehanna.) 


engineers.     (See  Engineers.) 
«  Key  West.) 

le  United  States,  with  receipts  and  expenditures  of  the  Post 
artment  for  the  year  ending  June  30,  1853,  report  of  the. . . . 
le  Post  Office  Department,  for  the  year  ending  June  30, 
statistical  information  called  for  by  Senate  resolution  of 

1852,  report  of  the  Auditor  of  the. 

e  state  or  the  finances,  annual  report  of  the  Secretary  of  the. 

papers  accompanying  the  above  at  page  24  of  the  same.) 

vg  the  number  ana  names  of  persons  employed  in  the  coast 


1  their  compensation,  with  a  statement  of  expenditures  made 
lirection  of  the  superintendent  thereof,  report  of  the  Secre- 


ounicating  a  statement  of  receipts  and  expenditures  of  the 
pital  fund  for  the  year  ending  June  30,  1853,  report  of  the 
»fthe 
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12 
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INDEX. 


Subject. 


Vol. 


No.  Ptgt 


TfMLSury,  with  copiei  of  accounts  rendered  by  persons  ohaiged  with  the 
disbursement  or  application  of  moneys,  &c.,  for  the  benefit  of  the  In> 
dians  for  the  year  1852,  report  of  the  Second  Auditor  of  the 

Treasury  in  relation  to  amounts  paid  to  the  owners  of  certain  vessels  sunk 
for  the  defence  of  Baltimore  in  1814,  (parts  1  and  2,)  report  of  the 
Secretary  ofthe...., • 

Treasury  in  relation  to  the  prices  of  various  kinds  of  iron,  report  of  the 
Secretary  ofthe • • • 

Treasury  in  relation  to  the  amount  of  American  securities  held  in  Europe 
and  other  foreign  countries  June  30,  1853,  report  of  the  Secretary  of 
the. 


Treasury,  communicating  a  report  of  the  director  of  the  United  States 
mint  at  Philadelphia  upon  the  fineness  and  value  of  foreign  coins,  re- 
port ofthe  Secretary  ofthe ,  • .. , 

Treasury  in  relation  to  the  amount  expended  for  the  transportation  of 
troops,  supplies,  and  munitions  for  the  land  and  naval  forces  in  the 
Pacific ;  also  for  the  transportation  ofthe  mails  for  the  last  three  years, 
report  ofthe  Secretary  ofthe , 

Treasury,  communicating  a  statement  of  the  amount  of  bonds  or  other  se- 
curities of  the  United  States  redeemed  since  March  3,  1853,  report  of 
the  Secretary  of  the , 

Treasury,  communicating  statements  of  the  expenditures  of  the  mint,  and 
the  amount  received  at  the  mint  in  Philadelphia,  or  charged  to  deposi- 
tors for  refining,  and  other  charges,  since  March  3,  1853,  report  of  the 
Secretary  ofthe.  .• , 

Treasury,  communicating  information  respecting  the  present  condition  of 
the  building  of  the  United  States  branch  mint  at  New  Orleans,  report 
ofthe  Secretary  ofthe 

Treasury,  communicating  information  respecting  the  repair  of  the  marine 
hospital  at  New  Orleans,  report  of  the  Secretary  of  the 

Treasury,  communicating  a  draft  of  a  general  revenue  law,  designed  to 
supersede  all  existing  laws  on  the  su^ect ;  with  provisions  for  regulat- 
ing the  foreign  and  domestic  commerce  of  the  United  States  in  Ameri- 
can and  foreign  vessels,  report  ofthe  Secretary  ofthe 

Treasury  in  relation  to  marine  hospitals  and  the  collection  and  disburse- 
ment of  the  hospital  fund,  with  the  sums  annually  appropriated  by 
Congress  therefor,  report  of  the  Secretary  of  the 

Treasury  and  the  Attorney  General  on  the  petition  of  Kingsley  B.  Gibbs, 
executor  of  Zephaniah  Kingsley,  deceased,  praying  payment  of  inter- 
est on  his  claim  arising  under  the  treaty  with  Spam  ot  1819,  report  of 
the  Secretary  of  the. 

Treasury,  communicating  the  report  ofthe  superintendent  ofthe  coast  sur- 
vey, report  of  the  Secretary  of  the 

Treaty  made  with  tlie  Pottawatomies  October  26,  1832,  report  in  relation 
to  the  fulfilment  ofthe  stipuktions  of  a 


V. 

Vessels  sunk  for  the  defence  of  the  harbor  of  Baltimore  in  1814,  (parts  1, 
2,)  statement  of  amounts  paid  to  the  owners  of  certain 

Veto  of  the  bill  making  a  grant  of  public  lands  to  the  several  States  for  the 
benefit  of  indigent  insane  persons,  reasons  assigned  by  the  President  of 
the  United  States  for  his 


W. 

War,  of  the  operations  of  the  War  Department  during  the  year  1853,  report 

of  the  Secretary  of  the 

(See  List  qf  accompanying  documents  at  page  34  of  the  above.) 

War,  communicating  a  statement  ofthe  expenditures  at  the  national  armo- 
ries, with  the  number  of  arms  and  appendages  made  thereat,  during 
the  year  ending  June  30,  1853,  report  of  the  Secretary  of. 

War,  relative  to  experiments  made  to  test  the  relative  efficiency  and  useful- 
ness of  the  Onoudago  Folar  salt  and  the  Turk's  island  salt,  in  the  cure 
and  packing  of  provisions,  report  of  the  Secretary  of \ 

War,  communicating  a  statement  of  the  contingent  expenses  of  the  mili-  i 
tary  establishment  for  the  year  1853,  report  of  the  Secretary  of ' 
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Subject. 


iVol.   No.l  Pa^e. 


mimicating  the  reports  of  the  commisflioners  who  examined  the 
nt  sites  for  a  mihtary  asylum  in  the  west,  report  of  the  Secre- 
f. 


oiunicating  information  in  reUtion  to  the  wreck  of  the  steamer 

rancisco,  report  of  the  Secretary  of 

municating  information  in  relation  to  the  improvement  of  the 

isas  river,  report  of  the  Secretary  of • 

nunicating  copies  of  all  reports  of  the  engineers  and  other  per- 
mployed  to  explore  and  ascertain  the  most  practicable  and  eco- 
al  route  for  a  railroad  from  the  Mississippi  river  to  the  Pacific 

,  report  of  the  Secretary  of. 

municating  an  abstract  of  the  returns  of  the  militia  of  all  the 
t  and  Territories,  with  their  arms,  accoutrements,  and  ammuni- 
vport  of  the  Secretary  of. 

statements  of  contracts  made  under  the  authority  of  the  War 

tment  during  the  year  1853,  report  of  the  Secretary  of. , 

municating  lists  of  clerks  and  other  persons  employed  in  the 
Department,  other  than  officers  of  the  army,  during  the  year 

report  of  the  Secretary  of. 

municating  the  report  of  a  board  of  officers  of  the  army,  appoint- 
examine  and  report  upon  claims  for  funds  advanced,  and  sub- 
le  and  supplies  furnish^  or  taken  for  the  use  of  Fremont's  Cali- 

battalion,  while  engaged  in  the  public  service,  report  of  the 
of. 


ary 

tive  to  the  works  of  defence  now  in  progress  at  Fort  Point  and 

uzas  island,  report  of  the  Secretary  of 

lation  to  the  work  done  under  the  appropriations  of  1852,  for  the 
irement  of  the  western  rivers  and  harbors,  report  of  the  Secre- 


municating  Lieutenant  Williamson's  report  of  his  surveys  to 
tin  a  practicable  route  for  a  railroad  to  the  Pacific  ocean,  report 

Secretary  of. , 

tnanicating  copies  of  all  papers  and  vouchers  on  file  in  his  de- 
ent  in  relation  to  the  claim  of  Daniel  Nippes,  report  of  the  Sec- 
of. 


le  expediency  of  promptly  completing  the  fortifications  at  Tor- 

and  Key  West,  report  or  tho  Secretary  of. , 

lation  to  the  improvement  of  the  bar  of  St.  John's  river,  Florida, 

of  the  Secretary  of.. , 

lation  to  the  examination  and  survey  of  the  route  for  a  canal 

the  peninsula  of  Florida,  report  of  the  Secretary  of. , 

sitting  reports  of  Lieutenant  Stevens  and  Captain  Gilmer  on  the 
irement  of  the  Brazos  river,  Texas,  and  the  surveys  of  Oeorge- 
larbor.  South  Carolina,  and  the  Savannah  river  from  Savannah 

Augusta,  report  of  the  Secretary  of 

lation  to  appropriations  for  the  service  of  the  War  Department, 

of  the  Secretary  of , 

tn  aqueduct  during  the  year  1853,  report  of  operations  in  regard 


he  cities  of  Washington  and  Georgetown,  report  approved  by 
esident  of  the  United  States  and  Seeretary  ot  War  in  relation 
•    of 


«,  S.C.,  postal  arrangements  between  the  United  States  and  the. 

t  Academy,  report  of  the  board  of  visitors  to  the 

le  island  of  Cuba,  correspondence  in  relation  to  the  imprison- 

»f  James  H 

vers  and  harbors.     (See  Rivers  and  Harbors.) 

I  *8  report  of  his  surveys  to  ascertain  a  practicable  route  for  a 

d  to  the  Pacific  ocean.  Lieutenant 


Docks,  recommending  that  the  sale  of  the  navy  yard  lands  at 

fn  be  postponed,  report  of  the  Bureau  of 

[>ocks,  in  relation  to  the  floating  balance-dock,  basin,  and  rail- 
t  the  navy  yard,  Pensacola,  report  of  the  Bureau  of. 
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MXSSAGEt    FROM  THE   PRESmENT   OP   THE   UKITED   STATES,  TIZ  : 


On  the  state  of  the  Union,  (parts  1,  2,  and  3,  in  vols.  1,  2,  and  3) 

(See  Rrports  qf  Heads  of  Departments,  ^c,  auompanying  the  same  under 
their  appropriate  heads.) 

Tunsmitting  a  report,  with  the  correspondence  relative  to  the  claim  on 
the  government  of  Portugal,  in  the  case  of  the  brig  General  Arm- 
strong ..•• •••••••••.•••••••••••..•••••.••.•••••••••••••••• 

Gonmnntcatinf  information  in  relation  to  the  transactions  between  Caotain 
HoUins,  of  the  United  States  ship  Cyane,  and  the  authorities  or  San 
Juan  de  Nicaragua • -.••• 

Gonmnnisating  inrormation  in  relation  to  the  claims  of  citizens  of  the 
United  States  against  Hayti,  with  the  correspondence  of  the  special 
agent  to  that  government  in  1849 

Gooununicating  further  correspondence  with  Great  Britain  in  relation  to 
Central  America,  growing  out  of  the  treaty  of  Washington  of  July  4, 


1850. 


Communicating  a  copy  of  the  correspondence  with  the  government  of  the 
Papal  States  in  relation  to  the  mission  of  Archbishop  Gaetano  Bedini 
to  the  United  States 

Transmitting  a  set  of  works  illustrative  of  the  exhibition  in  London  in 
1851,  presented  by  the  British  government  to  the  government  of  the 
United  Sutes. 

Gommunicatinfr  a  copy  of  the  correspondence  in  relation  to  the  repair  of 
the  United  States  frigate  Susquehanna  at  Rio  de  Janeiro 

Communicating  copies  or  all  communications  from  the  American  legation 
at  Constantinople,  respecting  the  seizure  of  Martin  Koszta  by  Austrian 
authorities  at  Smyrna 

Communicating  a  plan  proposed  by  the  Attorney  General  for  the  enlarge- 
ment and  modification  of  the  judicial  system  of  the  United  States 

Communicatiiij^  the  annual  report  of  the  board  of  inspectors  of  the  peni- 
tentiary for  the  District  of  Columbia,  for  the  year  ending  December 
31,1853 

Tnnsmitting  a  copy  of  the  correspondence  in  relation  to  the  imprisonment 
of  James  H.  West,  in  the  Island  of  Cuba 

Communicating  the  correspondence  between  Mr.  Schenck,  United  States 
minister  at  Brazil,  and  the  Secretary  of  State,  in  relation  to  the  Afri- 
can slave  trade 

Communicating  the  correspondence  between  the  United  States  consul  at 
Smyrna  and  the  American  legation  at  Constantinople,  and  between 
said  consul  mnd  the  United  Statea  goveniment,  in  relation  to  Matlm 
KtmiU. 
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20 
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Subject. 


MESSAGES   FROM   THE   PRESIDENT   OP    THE   UNITED   STATES ContitlUed. 

Communicating  a  report  of  the  Attorney  General  suggesting  modifications 
in  the  manner  of  conducting  the  legal  business  of  the  government 

Returning  to  the  Senate,  with  his  objections,  the  bill  entitled  **  An  act 
making  a  grant  of  public  lands  to  the  several  States  for  the  benefit  of 
indigent  insane  persons  ** 

Relative  to  the  expediency  of  further  measures  for  the  safety,  health,  and 
comfort  of  immigrants  to  the  United  States  by  sea 

Communicating  copies  of  the  correspondence  in  relation  to  the  arrest,  at 
Bremen,  of  Conrad  Schmidt,  and  at  Heidelburg,  of  £.  T.  Dana,  and 
other  citizens  of  the  United  States  ;  also  copies  of  correspondence  with 
the  King  of  Prussia  on  the  subject  of  religious  toleration 

Communicating  the  report  of  an  investigation  of  the  charges  of  fraud  and 
misconduct  in  office  alleged  against  Alexander  Ramsey,  superintendent 
of  Indian  affiiirs 

Communicating  a  letter  from  H.  S.  Sanford,  late  charge  d'aJffaires  at  Paris, 
on  the  diflSrent  systems  of  penal  codes  in  Europe  ;  also  a  report  on 
the  administrative  changes  in  France  since  the  revolution  of  1848. . . . 

Communicating  copies  of  the  correspondence  between  Mr.  Marsh,  the 
American  minister  at  Constantinople,  and  the  Secretaries  of  State, 
Mr.  Webster,  Mr.  Everett,  and  Mr.  Marcy,  in  relation  to  difficulties 
between  the  Rev.  Mr.  King  and  the  government  of  Greece 

Communicating  copies  of  two  communications  from  her  Britannic  majesty's 
minister  to  the  Secretary  of  State,  relative  to  the  health  on  ship-board 
of  emigrants  from  foreign  countries  to  the  United  States 

Communicating  information  respecting  the  bombardment  of  Greytown,  or 
San  Juan  de  Nicaragua 

Communicating  information  conceminfr  our  relations  with  Spain 

Communicating  correspondence  and  documents  respecting  the  claims  of 
persons  for  services  performed,  and  suppHes  and  subsistence  furnished 
to  the  Indians  in  California  under  contracts  with  Indian  agents  in 
1851 

Communicating  copies  of  the  correspondence  between  Ferdinand  Coxe, 
late  charge  d'affaires  of  tlie  United  States  at  Brazil  and  the  Brazilian 
government,  concerning  the  seizure  of  the  cargo  of  the   American 
,  barque  "Griffin,"  and  the  imprisonment  of  George  Marsden,  a  citi- 
zen of  the  United  States , 

Transmitting  a  set  of  works  illustrative  of  the  exhibition  in  London  in 
1851,  presented  by  the  British  government  to  that  of  the  United  States. 


DEPARTMENTS. 

REPORTS  OF  THE  SECRETARY  OF  STATE. 

Correspondence  with  Mr.  Hulseman,  Austrian  charff€  d'affaires,  in  relation 
to  the  seizure  and  imprisonment  of  Martin  Koszta  by  the  Austrian 
government 

Showing  the  disbursements  for  the  service  of  the  State  Department  for  the 
fiscal  year  ending  June  30,  1853 

Communicating  a  copy  of  the  correspondence  in  relation  to  the  claim  of  the 
government  of  Portugal  relative  to  the  brig  General  Armstrong 

In  relation  to  claims  of  citizens  of  the  United  States  against  the  govern- 
ment of  Hayti,  with  the  correspondence  of  the  special  agent  of  said 
government  in  1849 

Correspondence  with  the  diplomatic  agents  of  Great  Britain  in  relation  to 
Central  America 

Elxhibiting  the  names  and  compensation  of  clerks  and  other  persons  em- 
ployed in  the  State  Department  during  the  year  1853 

Transmitting  a  communication  from  H.  S.  Sanford,  late  charge  d'affaires 
at  Paris,  on  the  different  penal  code  systems  in  Europe  ;  also  on  the 
administrative  changes  in  France 

REPORTS  OF  THE  SECRETARY  OF  THE  TREASURY. 

On  the  state  of  the  finances •  •  • 

(See  List  qf  accompanying  papers  at  pagt  24  qf  the  above  .^ 
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Subject. 


ITS    OF   THE   SECRETARY    OP   THE  TREASURY — Continued. 

number  and  names  of  persons  employed  in  the  coast  survey, 
r  compensation,  with  a  statement  of  expenditures  made  under 

;tion  of  the  superintendent  thereof. 

ing  a  statement  of  receipts  and  expenditures  of  the  marine 

fund  for  the  year  ending  June  30,  1853 

of  accounts  rendered  by  persons  charged  with  the  disburse- 
application  of  moneys,  &c.,  for  the  benefit  of  the  Indians  for 

1852 

>  amounts  paid  to  the  owners  of  certain  vessels  sunk  for  the 
of  Baltimore  in  1814,  (parts  1  and  2) 

>  the  prices  of  various  Kinds  of  iron. 

>  the  amount  of  American  securities  held  in  Europe  and  other 

countries  June  30,  1853 

ing  a  report  of  the  director  of  the  United  States  mint  at  Phila- 
upon  the  fineness  and  value  of  foreign  coins 

>  tne  amount  expended  for  the  transportation  of  troops,  sup- 
d  munitions,  for  the  land  and  naval  forces  in  the  Pacific ;  also 

ransportation  of  the  mails  for  the  last  three  years 

in£r  a  statement  of  the  amount  of  bonds  or  other  securities  of 

ed  States  redeemed  since  March  3,  1853 < 

ing  statements  of  the  expenditures  of  the  mint,  and  the  amount 
at  the  mint  in  Philadelphia,  or  charged  to  depositors  for  re- 
nd other  charges,  since  March  3,  1853 

ns  information  respecting  the  present  condition  of  the  build- 

le  United  States  branch  mint  at  New  Orleans 

ng  information  respecting  the  repair  of  the  marine  hospital  at 


ng  a  draft  of  a  general  revenue  law  designed  to  supercede  all 
laws  on  the  subject ;  with  provisions  for  regulating  the  foreign 
estic  commerce  of  the  United  States  in  American  and  foreign 


I  marine  hospitals,  and  the  collection  and  disbursement  of  the 
fund,  with  the  sums  annually  appropriated  by  Congress  there- 


in with  the  Attorney  General  on  the  petition  of  Kingsley  B. 
xecutor  of  Zephaniau  Kingsley, deceased,  praying  pa vment  of 

3n  his  claim  arising  under  the  treaty  with  Spain  of^  1819 

ng  the  report  of  the  superintendent  of  the  coast  survey 


REPORTS  OP  THE  SECRETARY  OF  THE  INTERIOR. 


I  the  pubhc  lands 

ing  a  statement  of  appropriations  for  the  Interior  Department 

seal  year  ending  June  30,  1853 

ng  a  report  of  the  Superintendent  of  the  Census 

ng  information  in  relation  to  the  northern  boundary  line  of 

i  of  Iowa 

n^  a  list  of  rejected  applications  for  pensions,  and  recom- 

tnat  the  act  of  February  3,  1853,  to  continue  half-pay  to 

ndows  and  orphans,  be  amended 

ng  a  letter  from  the  acting  Commissioner  of  Indian  Affairs, 
Q  additional  appropriation  for  the  general  incidental  expenses 

idian  service  in  the  Territory  of  New  Mexico 

:  a  communication  from  the  Commissioner  of  Indian  Affairs 
lairman  of  the  Senate  Committee  on  Indian  Affairs,  recom- 

certain  appropriations  for  the  Indian  service,  and  expressing 
irrence  therein 

the  United  States  Insane  Asylum  in  the  District  of  Columbia, 
ing  a  statement  of  the  amount  of  money  received  and  ex- 
>y  Luther  Blake,  late  agent  for  the  removal  of  the  Indians 
irida,  the  objects  for  which  expended,  and  the  number  of 

amoved 

I  the  examination  and  measurement  of  the  materials  and  work 

I  and  done  under  contract  for  the  Patent  Office  building,  and  \        \        \ 

ent  of  the  payment  made  under  the  act  of  August,  1852. . . . .  .\    ^  \  4^  \ 
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REPORTS    OF    THE   SECRETARY    OF   THE   INTERIOR — Continued. 

Transmitting  the  report  of  the  inyestigation  of  the  char^  of  fraud  and 
misconduct  allefired  a^inst  Alexander  Ramsey,  superintendent  of  In- 
dian affairs  in  Minnesota 

In  relation  to  the  employment  of  Luther  Blake  to  remove  the  Indians  from 
Florida ^ 

In  relation  to  the  fulfilment,  on  the  part  of  the  government,  of  the  treatv 
stipulations  of  a  treaty  made  with  the  Pottawatomies  October  6,  183^. 

REPORTS  OP  THE  SECRETARY  OP  WAR. 

Exhibiting  the  operations  of  the  War  Department  during  the  year  1853. . . , 
{See  list  of  aeeompanying  documents  at  page  34  of  the  above.) 

Communicating  a  statement  of  the  expenditures  at  the  national  armories, 
with  the  number  of  arms  and  appendages  made  thereat  during  the  year 
ending  June  30,  1853 

Relative  to  experiments  made  to  test  the  relative  efficacy  and  usefulness  of 
the  Onondago  solar  salt  and  the  Turk's  Island  salt,  in  the  cure  and 
packing  of  provisions. • . 

Communicating  a  statement  of  the  contingent  expenses  of  the  military  es- 
tablishment for  the  year  1853 

Communicating  the  reports  of  the  commissioners  who  examined  the  differ- 
ent sites  for  a  military  asylum  in  the  west 

Communicating  information  in  respect  to  the  wreck  of  the  steamer  San 
Francisco 

Communicating  information  in  relation  to  the  improvement  of  the  Arkansas 
river 

Communicating  copies  of  all  reports  of  the  engineers  and  other  persons 
employed  to  explore  and  ascertain  the  most  practicable  and  economical 
route  for  a  railroad  from  the  Mississippi  river  to  the  Pacific  ocean 

Communicating  an  abstract  of  the  returns  of  the  militia  of  all  the  States 
and  Territories,  with  their  arms,  accoutrements,  and  ammunition 

With  statements  of  contracts  made  under  the  authority  of  the  War  Depart- 
ment during  the  year  1853 

Communicating  lists  of  clerks  and  other  persons  employed  in  the  War  De- 
partment, other  than  officers  of  the  army,  during  the  year  1853 

Communicating  the  report  of  a  board  of  officers  of  the  army  appointed  to 
examine  and  report  upon  claims  for  funds  advanced,  and  subsistence 
and  supplies  fiimishea  or  taken  for  the  use  of  Fr€mont*8  California 
battalion  while  engaged  in  the  public  service. • 

Relative  to  the  works  of  defence  now  in  progress  at  Fort  Point  and  Alca- 
trazas  island 

In  relation  to  the  work  done  under  the  appropriations  of  1852  for  the  im- 
provement of  western  rivers  and  harbors 

Communicating  Lieutenant  Williamson's  report  of  his  surveys  to  ascertain 
a  practicable  route  for  a  railroad  to  the  Pacific  ocean 

Communicating  copies  of  all  papers  and  vouchers  on  file  in  his  department 
in  relation  to  the  claim  of  Daniel  Nippes -  • . . 

On  the  expediency  of  promptly  completing  the  fortifications  at  Tortugas 
and  Key  West 

In  relation  to  tlie  improvement  of  the  bar  of  the  St.  John's  river,  Florida... 

In  relation  to  the  examination  and  survey  of  the  route  for  a  canal  across 
the  peninsula  of  Florida 

Submitting  reports  of  Lieutenant  Stevens  and  Captain  Gilmer  on  the  im- 
provement of  the  Brazos  river,  Texas,  and  the  surveys  of  Georgetown 
harbor,  South  Carolina,  and  the  Savannah  river,  from  Savannah  up  to 
Augusta. , 

Communicating  statements  of  appropriations  for  the  War  Department  for 
the  fiscal  year  ending  June  30,  1853. . .  • 

REPORTS  OF  THE  SECRETARY  OP  THE  NAVY. 

Exhibiting  the  general  condition  of  the  navy,  the  operations  of  naval 
squadrons,  with  views  relating  to  an  increase  of  tne  naval  force,  its 

reorganization,  and  a  modification  of  the  laws  regulating  it  • . .  • 

See  list  of  papers  accompanying  the  above  at  page  S20.) 
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BPORTS    OF   THE    8EC&KTART    OP    THB  MAY T— Continued. 

Lting  a  report  of  Uie  cruise,  with  charts,  &c.,  of  Lieutenant  S 
;,  commander  of  the  United  States  surveying  brig  **  Dolphin," 
the  act  of  March  3,  1849,  for  testing  new  routes,  temperatures, 

c  currents,  &c •  • • 

ating  information  from  the  Bureau  of  Navy  Yards  and  Docks  in 
n  to  "  the  floating  balance-dock,  basin,  and  railways,  at  the 

^rd,  Pensacola" •••.. 

to  the  establishment  of  a  naval  depot  at  Newport,  Rhode  Island . 
to  the  application  of  surface  or  fresh-water  condensers  to  eteam- 

>eioiiging  to  the  United  States ••.......• 

to  a  naval  depot  at  Beaufort,  North  Carolina 


Vol. 


REPORTS    OF   THB  POSTMASTER   GENERAL. 


orations  of  the  Post  Office  Department  during  the  year  1853 .... 
ating  the  causes  of  the  repeated  detention  or  the  northern  mail. . 
r  the  measures  taken  to  establish  a  dailv  mail  between  certain 

on  the  Mississippi  river,  under  the  act  or  August,  1852 

ating  a  statement  of  the  annual  pay  of  the  several  railroad  com- 
I  for  the  transportation  of  the  mail 

to  proposals  submitted  to  him  for  the  purchase  of  a  site  for  a 
ffice  in  the  city  of  Philadelphia 


REPORTS  OF  THE  ATTORKBT  GENERAL. 


I  to  the  enlargement  and  modification  of  the  judicial  system  of 

nited  States 

I  to  modifications  in  the  manner  of  conducting  the  legal  business 
t  government < 


SUBORDINATE  DEPARTMENTS. 

RTS    OF   THE   COMMISSIONER   OF   THE   GENERAL   LAND    OFFICE. 

erations  of  the  General  Land  Office  and  subordinate  departments 
»f  during  the  year  1853 ••••.•• 


REPORTS    OF   THE   COMMISSIONER   OF   PATENTS. 


o  the  mechanical  arts,  &c. ,  (part  1) . 
.o  agriculture,  &c.,  (part  2)  ....... 


REPORTS    OF    THE  COMMISSIONER   OF   INDIAN   AFFAIRS. 

ements  of  the  operations  of  that  branch  of  the  public  service 

g  the  year  1852 

I  additional  appropriation  for  the  general  incidental  expenses  of 
idian  service  in  the  Territory  of  New  Mexico 


nding  to  the  Senate  Committee  on  Indian  Affiiirs  certain  appro- 
ons  for  the  Indian  service 

REPORTS    OF   THE   COMMISSIONER   OF   PENSIONS. 

n  to  revolutionary,  half-pay,  invalid  and  navy  pensions,  and 
;y  land. • 


REPORTS    OF    THE   TREASURER   OF    THE  UNITED   STATES. 

«ments  of  receipts  and  expenditures  of  the  Post  Office  Depart- 
for  the  year  ending  June  30, 1853 • •> 
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REPORTS  OF  THE  SECOND  AUDITOR  OP  THE  TREASURY. 

With  copies  of  such  accounts  as  have  been  rendered  by  persons  charged 
with  the  disbursement  or  application  of  moneys,  goods,  or  effects,  for 
the  benefit  of  the  Indians,  for  the  year  ending  June  30, 1853,  inclusive, 
with  lists  of  the  names  of  all  persons  to  whom  goods,  moneys,  or 
effects  have  been  delivered  within  the  same  periods •. , 


REPORTS    OF   THE    SUPERINTENDENT   OP   THE  PUBLIC   PRINTING. 

Of  the  operations  of  his  office  during  the  year  1853 


11 


33d  Congress,  [SENATE.]  Ex.  Doo- 

lie Session.  No.  27. 


REPORT 
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COMMISSIONER  OF  PATENTS 


FOR  THE   YEAR  1853. 


PART  I. 
ARTS  AND  MANUFACTURES. 


WASHINGTON: 

BETERLET  THCKER,  I'lilSTER  TO  THE  SENATE. 
1854. 
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REPORTS  OF  THE  SECOND  AUDITOR  OP  THE  TREASURY. 

With  copies  of  such  accounts  as  have  been  rendered  by  persons  charged 
with  the  disburBement  or  application  of  moneys,  goods,  or  effects,  for 
the  benefit  of  the  Indians,  for  the  year  ending  June  30, 1853,  inclusiire, 
with  lists  of  the  names  of  all  persons  to  whom  goods,  moneys,  or 
effects  have  been  delivered  within  the  same  periods 


11 


REPORTS    OF   THE    SUPERINTENDENT   OF   THE  PUBLIC   PRINTING. 

Of  the  operations  of  his  office  during  the  year  1853 


33d  CoNGKBSS,  [SENATE.]  Ex.  Doo. 
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COMMISSIONER  OF  PATENTS 


FOR   THE   YEAR  1853. 


PART  I. 
ARTS  AND  MANUFACTURES. 


WASHINGTON: 
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United  States  Patent  Office,  January^  1854. 

Sir  :  Agreeably  to  the  14th  section  of  the  act  approved  3d  March, 
1837,  entitled  "An  act  in  addition  to  the  act  to  promote  the  progress 
of  science  and  useful  arte,"  I  have  the  honor  to  submit  herewith  mj 
annual  report. 

Hie  following  statement  will  show  the  receipts  and  expenditures  of 
the  OflBce  during  the  past  year: 

No.  1. 

^atement  qf  moneys  received  at  the  Patent  Office  dv/rmg  the  yea/r 

1853. 

Received  on  applications  for  patents,  reissues,  additional 
improvemente,  and  extensions,  and  on  caveate,  disclaim- 
ers, and  appeals $110,565  00 

Received  for  copies  and  for  recording  assignmente     .    .      10,939  70 
Received  from  sale  of  old  iron 22  75 

Total  receipte $121,627  45 

No.  2. 

Statement  of  eospenditures  from  the  Patent  Fund  dwrmg  the  yea/r 

1853. 

For  salaries $44,826  77 

For  compensation  of  librarian 1,200  00 

For  temporary  clerks 23,205  78 

For  books  for  the  library 8,296  28 


lo  jlkntal  ssa*oicr  o**  the 

FoT-  coiitiun-enT  €xi>ense&,  viz. : 

I Vir  .irdinarT'  exj^en^ef; $17.,590  57 

To-  iuniisiiiiur  r(w-)m^  in  the  new  building, 
]):imtiiu:  tiie  <>ld.  and  making  caaeB  for 
n^iefted  nuKieis*.  6c:c 11,923  35 

29,513 

For  airrifulmra]  statistic?  and  purchiee  of  seeds     .     .     .        7,086 

Fo!- ]):iviiieTii^  to  judire^  in  appeal  cases 50 

Tnr  Tvtuiidiiur  uiouev  on  witiidrawak  ,     .     .   23,466  64 

TnT  ri'fuiidiiip  monev  paid  in  br  mistake      .         225  00 

23,691 


$132,869 
Makiiixr  an  exces?  of  expenditnree  over  T&oeiptB  danng 

the  rear  of $11,34! 

yo.  3. 
Staten4.en:t  of  i}4>e  Paiemi  Fumd, 

AvLvmrn  to  tbe  credit  of  the  Patent  Fnnd  Jul  1st,  1853,  $40,21 

I)e]iu'T  from  thif : 

The  excess  of  €Xj»enditureP  during  lie  year  1S53,  viz.  .     11,3 


Leaving  in  tie  treasmy,  Ist  Jannanr,  1S54  .     .     .  $28,9 

In  aJ JitioB  to  the  amount  already  paid  for  fitting  up  the  rw 
tbe  new  bmldinir.  there  are  f^everal  bills  outstanding,  amount 
ab(»ut  $.^.,f>(»<J,  which  will  diminish  by  that  amount  the  som  ab^ 
p(»rted  a^  l»eing  still  in  the  treasniT. 

A  contract  has  also  been  made  to  pay  $10,800  for  the  iron  1 
for  t lie  lower  tier  of  cases  necessary  t-o  be  placed  in  the  large  1 
tljc  t\i>x  wing  of  the  Patent  Office,  The  finishing  of  those  ca8< 
pnHuring  an  eqnal  number  of  c^*es  of  wood  for  the  upper  tic 
otljer  ntx-essary  fixtures  for  that  hall,  aie  estimated  to  swell  thi 
mentioned  sum  to  $30,000,  which  would  more  than  absorb  the 
amount  in  the  treasury  to  the  credit  of  the  Patent  Fund. 

There  are,  besides,  at  least  2300  applications  which  have  \h 
jecte<l  ])y  the  Office,  in  which  the  amounts  liable  to  be  withdraw] 
not  yet  been  demanded.  In  each  of  these  the  applicant  is  enti 
withdraw  two-thirds  of  the  fee  paid  by  him,  making  at  least  $> 
of  additional  liability  subject  to  be  called  for  at  any  time. 

From  the  above  statement  it  will  be  seen  that  the  Office  has  a 
incurred  liabilities  which  it  is  unable  to  meet  A  justification  i 
cour/,0  pui-Hued  will,  it  is  hoped,  be  found  in  the  great  necessity 
cane. 

Congress  had  made  no  provision  for  these  expenses.  The 
nienco  of  all  those  connected  with  the  Patent  OflBce  required  tl 
nitiire  which  has  been  procured;  and  the  condition  of  the  n 
which  are  to  occupy  the  large  hall  in  the  east  wing,  imperative 
mand  that  thia  httll  should  bo  fitted  for  their  reception  at  the  € 
day  practicable.    Had  the  matter  been  postponed  tiU  Congress  i 
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make  the  neceeeary  appropriation,  much  time  might  elapse  before  tlie 
bill  for  that  purpose  would  become  a  law.  Sixty  days  notice  must 
then  have  been  given  before  a  contract  could  be  made,  and  several 
months  more  for  the  contractors  to  complete  the  works,  so  that  the  hall 
might  not  be  ready  to  be  occupied  for  a  year  to  come.  Under  the!=«e 
circumstances,  it  was  thought  expedient  to  take  the  responsibility  of 
contracting  to  pay  these  expenses  from  the  Patent  Fund,  and  tni^t  to 
Congress  to  renmd  the  amount  so  far  as  it  should  be  found  necessaiT. 
Should  these  reasons  be  deemed  suflScient  to  justify  the  course  pursued, 
it  is  respectfiiUy  suggested  that  immediate  measures  be  taken  to  refund 
the  amount  paid  by  the  Patent  OflSce  for  furniture,  to  meet  the  amount 
ttiat  will  be  due  when  the  iron  cases  are  delivered,  and  also  to  furnish 
the  means  for  immediately  providing  the  other  furniture  for  the  large 
hall.  This  will  be  ready  in  a  few  weeks  for  the  reception  of  the  cases. 
The  iron  cases  are  to  be  here  by  the  first  day  of  February  next,  and 
the  other  fixtures  can  also  be  soon  completed,  if  contracts  for  that  pur- 
pose be  made  at  once.  If  all  this  is  done,  the  Patent  OflSce  will  have 
a  little  over  $40,000  in  its  treasury,  which,  considering  the  liability  for 
withdrawals  above  stated,  is  not  much  more  than  should  be  found 
there. 

Appended  hereto  will  be  found  a  list  of  all  the  patents  that  have 
been  granted  during  the  year,  together  with  an  alphabetical  list  of  the 
patentees,  with  their  places  of  residence ;  also,  a  nst  of  all  the  patents 
which,  during  the  same  period,  have  become  public  property. 

The  whole  number  of  patents  issued  during  the  year  is  958,  includ- 
ing 24  reissues,  3  additional  improvements,  12  extensions,  and  75  de- 
signs. 

The  whole  number  which  have  expired  is  375. 

The  number  of  applications  made,  and  the  number  of  patents  issued, 
in  each  of  the  last  tnirteen  years,  are  as  follows : 

Table  exhibiting  the  bumieas  of  the  Office  for  thirteen  years^  endir^ 
Deceniber  ^Ut,  1853. 


Y«mL 

filed. 

CmvMts 

fll«d. 

Pfttonts 
teaed. 

Cwh  received. 

Cash  expended. 

1S41 

847 

312 

496 

^,413  01 

$23,066  87 

1842 

761 

291 

617 

36,606  68 

31,241  48 

1843 

819 

316 

631 

36,316  81 

30,776  96 

1844 

1046 

880 

602 

42,609  26 

36,844  73 

1846 

1246 

462 

602 

61,076  14 

39,396  66 

184« 

1272 

448 

619 

60,264  16 

46,168  71 

1847 

1631 

633 

672 

68,111  19 

41,878  36 

1848 

1628 

607 

660 

67,676  69 

68,906  84 

184ft 

1966 

696 

1076 

80,762  78 

77,716  44 

18(K) 

2193 

602 

996 

86,927  06 

80,100  96 

1861 

2268 

760 

869 

96,738  61 

86,916  93 

1862 

2639 

996 

1020 

112,066  34 

96,916  91 

1868 

2678 

901 

968 

121,627  46 

132,869  83 

From  this  it  will  be  seen  that  although  the  receipts  of  the  OflSce  have 
been  $9,471  11  greater  than  during  the  year  previous,  the  expendi- 
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tares  have  increased  in  a  mucli  greater  proportion,  exceeding  tlie 
whole  income  by  $11,341  38.  K  &q  amount  of  $11,923  35,  which 
has  been  paid  for  fomiture,  as  above  stated,  were  to  be  refunded,  it 
would  bring  the  expenditures  slightly  below  the  receipts.  The  excess 
of  receipts  over  expenditures  womd  have  been  about  the  same  as  usual 
but  for  two  circumstances.  Firsts  an  undue  proportion  of  the  amoimt 
expended  for  agricultural  purposes  stands  charged  to  the  last  year's  ac- 
count, in  consequence  of  fliose  expenses  being  paid  from  parts  of  two 
separate  appropriations.  Our  fiscal  year  begins  on  the  first  of  January 
instead  of  the  first  of  July,  and  it  nas  so  happened  that  most  of  &e 
payments  have  been  crowded  into  the  closing  portion  of  the  last  fiscal 
year,  and  into  the  first  six  months  of  this.  Secondly^  the  number  and 
compensation  of  the  clerks  in  this  OflBce  have  been  considerably  in- 
creased, mainly  in  conseauence  of  the  act  of  the  last  session  of  Con- 
gress, classifying  the  clerks  in  the  difierent  departments. 

The  large  accumulation  of  the  Patent  Office  fimd  occurred  princi- 
pally prior  to  the  establishment  of  the  system  of  examinations.  On 
the  first  of  January,  1837,  it  amounted  to  upwards  of  $300,000.  Since 
that  time  the  average  amount  of  receipts  over  expenditures  has  not  ex- 
ceeded $10,000  per  annum. 

The  labor  and  expense  of  making  examinations  is  every  year  in- 
creasing as  the  field  for  examinations  is  constantly  and  rapidly  widen- 
ing. Ine  Office  is  not  justified  in  allowing  a  patent  to  issue  until  fully 
satisfied,  as  far  as  it  has  the  means  of  becoming  so,  that  the  same  in- 
vention has  not  been  patented  in  this  or  any  foreign  country,  nor  been 
described  in  any  printed  publication,  nor  even  been  discovered  in  the 
United  States.  The  models  and  portfolios  of  the  Patent  Office,  and 
all  printed  publications  in  the  library  are,  therefore,  to  be  constantly 
examined,  and,  as  these  rapidly  increase,  the  labor  is  augmented  some- 
what in  the  same  proportion. 

To  give  some  idea  of  the  amount  of  this  labor,  and  of  the  rapidity 
of  its  mcrease,  it  may  be  stated  that  there  are  now  in  the  Office  very 
nearly  25,000  models,  and  about  the  same  nmnber  of  drawings  in  the 
portfolios.  The  number  received  within  the  last  nine  years  is  a  little 
upwards  of  17,000,  and  the  number  filed  within  the  past  year  nearly 
3,000. 

The  number  of  volumes  in  our  library  at  this  time  is  about  6,760 : 
in  1847  it  was  only  1,850.  There  have  been  1,650  added  during  the 
past  year ;  most  of  these  are  works  which  require  to  be  frequently 
referred  to  by  the  examiners  in  the  course  of  the  year. 

From  these  facts  it  can  be  understood  how  the  labor  of  examination 
is  constantly  increasing,  and  how  the  exapiinations  of  applications 
which  once  required  but  one  examiner  can  now  be  scarcely  performed 
by  eighteen.  The  preceding  table  shows  also  that  the  number  of  Pat- 
ents issued  during  the  past  year  is  considerably  less  than  during  the 
year  previous.  Tliis  is  principally  to  be  attributed  to  the  fact  that  the 
changes  and  vacancies  which  occurred  near  the  close  of  1852  and  in 
the  early  part  of  1863,  as  well  in  the  office  of  commissioner  as  in  those 
»)f  some  of  the  examiners,  left  the  Office  less  efficient  than  it  would 
otherwise  have  been. 

The  following  table  shows  that  the  number  of  Patents  issued  during 
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tfie  last  six  months  of  the  year  is  583,  against  375  issued  during  the 
first  six  months.  With  the  present  force,  and  their  constantly  increais- 
ing  experience,  it  will  be  practicable  to  issue  1,200  Patents  during  the 
^iBuing  year. 

The  whole  number  of  Patents  issued  during  each  month  of  the  past 
year  is  as  follows  : 


In  the  month  of  January, 59 

February, '  .     39 

March, 49 

April, 68 

l4y, 79 

June, 81—375 

July, 79 

August, 100 

September, 82 

October, .124 

November, .126 

December 72—583 


{( 

(4 

u 
a 
u 
u 


Total, 


958 


The  number  ot  cases  on  hand  and  undisposed  of  on  the  last  day  '>f 
each  month  in  the  year  is  as  follows : 


January, 
February, 
March,  . 
April,  . 
May,  . 
June, 


.     .     .     544 

July,     .    .    .     . 

.     .     .    692 

August,     .    .     . 

.    .    .    782 

September,    .     . 

.     .     .     859 

October,    .     .     . 

.     .    .     946 

November,    .     . 

.     .     .  1028 

December,    .     . 

948 
900 
757 
675 
614 
582 


These  arrearages  had  augmented  from  155  on  the  first  of  January, 
1852,  to  481  on  the  first  of  January,  1853.  It  will  be  seen  that  they 
constantly  and  rapidly  continued  to  increase  till  the  firet  of  July,  since 
which  time  they  nave  been  gradually  diminishing. 

On  that  day  the  act  of  the  last  session  of  Congress  took  effect,  which 
gave  the  Patent  Office  eight  clerks  of  the  second  class.  As  their  du- 
ties are  not  prescribed  by  law,  it  was  deemed  expedient  to  detail  one 
of  their  number  to  act  as  a  second  assistant  examiner,  in  each  of  the 
six  examiners'  rooms.  The  experiment  has  fully  answered  the  purpose 
intended,  and  will  require  to  be  made  permanent.  Even  that  augmen- 
tation of  force  will  not  be  suflicient  to  keep  the  business  of  the  OflSce 
in  that  state  of  forwardness  which  the  wants  of  the  country  require, 
and  additional  arrangements  should  be  made,  if  it  is  intended  that  ap- 
plications shall  be  acted  upon  promptly  as  soon  as  made. 

One  of  the  objects  sought  to  be  accomplished  by  the  appointment 
of  this  additional  force,  is  to  have  a  number  of  suitable  persons  in 
training,  and  ready  to  fill  any  vacancies  in  the  corps  of  examiners 
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proper,  that  may  at  any  time  occur.  These  vacancies  not  unfre- 
quently  resnlt  from  resignations,  caused  by  the  fact  that  a  person  well 
qualified  for  an  examiner  finds  a  more  profitable  employment  else- 
where than  in  the  Patent  OflSce.  One  remedy  for  this  would  be  to 
increase  the  compensation  of  the  examiners :  another,  to  prepare  for 
filling  the  vacancies  when  they  occur.  The  latter  of  these  nas  been  to 
some  extent  resorted  to ;  the  former,  if  deemed  desirable,  will  require  a 
the  further  action  of  Congress. 

The  Patent  OflBce  should  command  the  highest  order  of  talent 
There  is  no  person,  whatever  be  his  abilities  or  his  attainments,  who 
would  not  find,  as  an  examiner,  full  exercise  for  all  his  talents.  A  j 
practical  sound  sense  is  nowhere  more  important.  All  learning  con- 
nected with  the  arts  and  sciences  finds  here  an  ample  field  for  exercise; 
and  even  questions  of  law,  that  tax  to  their  utmost  the  abilities  of  the 
most  learned  jurists,  frequently  present  themselves  for  the  decision  of 
the  OflSce,  and  should  be  rightfully  decided  by  the  examiner. 

The  compensation  of  the  lowest  class  of  examiners  should  be  such  as 
to  command  abilities  that,  with  proper  training,  would  grace  the  high- 
est ;  and  the  compensation  of  all  sliould  be  suflScient  to  induce  each 
one  in  this  employment  to  content  himself  with  making  it  a  business 
for  life,  as  the  information  he  is  daily  acquiring  is  constantly  increasing 
his  usefulness. 

From  the  fact  that  the  OflSce  during  the  last  six  months  has  been 
constantly  gaining  upon  the  work  before  it,  there  may  be  thought  no 
necessity  for  an  augmentation  of  its  force.  But  the  exertions  of  the 
])ast  six  months  have  rather  overtasked  some  of  the  examiners ;  and  as 
the  number  of  applications  is  annually  increasing,  it  will  be  very  diffi- 
cult to  overcome  the  heavy  arrearage  still  standing  against  us.  When 
tliat  is  eftected,  much  of  the  force  of  the  OflSce  might  be  very  advan- 
tiigeously  employed  in  digesting  and  indexing  the  Dooks  of  reference 
belonging  to  the  Office. 

From  the  present  number  and  rapid  increase  of  our  models,  draw- 
ings, and  boots  of  reference  as  above  shown,  it  is  evident  that  the  only 
way  of  preventing  the  Office  from  being  overwhelmed  with  its  increas- 
inglabors,  is  by  systematizing  and  arranging  every  thing. 

The  increased  space,  of  which  we  have  an  early  promise,  will  enable 
us  to  do  tliis  with  regard  to  the  models  and  drawings ;  but  with  regard 
to  the  books  of  reference  the  case  is  more  difficult.  Many  of  these  are 
wholly  without  indices.  In  other  cases  works  containing  from  fifty  to 
a  hundred  volumes  have  only  a  separate  index  to  eacn  volume.  A 
reasonable  amount  of  time  appropriated  to  consolidating  these  indices, 
and  to  digesting  and  arranging  tlie  works  in  the  library,  would  be 
undoubted  economv ;  and  by  promptly  reducing  all  new  works  to  the 
same  system  of  order  and  arrangement,  augmentation  will  not  tend  to 
produce  confusion,  or  even  sensibly  to  increase  the  labor  of  exami- 
nation. 

Any  increase  of  force  will  absolutely  require  increase  of  room  for 
its  accommodation.  But  for  this  difficulty  a  further  number  would  be- 
fore this  time  have  been  detailed  on  this  duty,  sufficient  to  have  dis- 
posed of  the  greater  portion  of  the  present  amount  of  arrearages,  so 
that  an  application  could  have  been  acted  upon  within  a  few  days  af- 
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ter  it  was  filed.  The  inability  to  do  this  is  one  of  the  greatest  griey- 
ancee  of  which  inventors  have  to  complain,  and  should  be  soon 
removed. 

In  fact,  the  present  accommodations  are  altogether  insufficient  for 
the  present  force :  one  set  of  examiners,  consisting  of  the  principal  and 
bis  two  assistants,  have  to  occupy  a  single  room.  Applicants  and  their 
agents  must  constantly  have  more  or  less  intercourse  with  these  exam- 
iners :  the  models  of  cases  under  examination  are  thus  to  some  extent 
exposed  to  the  observation  of  those  who  may  make  an  improper  use  of 
such  an  opportunity.  There  should  be  the  means  of  preserving  greater 
secrecy  than  is  now  possible.  Each  set  of  examiners  should  be  pro- 
vided with  two  rooms,  into  one  of  which,  containing  the  models  of 
cases  under  examination,  no  one  except  a  sworn  officer  should  ever  be 
permitted  to  enter. 

The  limited  space  assigned  to  the  models  in  the  Office  has  long  oc- 
casioned serious  inconvenience,  and  been  the  cause  of  just  complaint 
by  inventors.  The  crowded  condition  of  those  models  not  only  pre- 
vents a  proper  arrangement,  but  necessarily  exposes  them  to  constant 
danger  of  injury  and  destruction.  A  large  portion  of  them  are  con- 
sequently in  a  crippled  condition,  very  discreditable  to  the  Office, 
ana  detracting  much  from  its  usefulness. 

So  far  as  the  patented  models  are  concerned,  this  difficulty  will  be 
remedied  as  soon  as  the  large  hall  in  the  east  wing  is  ready  for  their 
reception.  The  space  they  now  occupy  will  be  barely  sufficient,  when 
divided  into  suitable  rooms,  for  the  proper  accommodation  of  the 
library,  the  examiners,  and  the  machinist. 

The  large  number  of  models  belonging  to  rejected  applications 
would  therefore  still  be  left  in  their  present  condition,  which  is  con- 
stantiy  growing  worse  as  their  number  continues  to  augment.  The 
law  requires  these  to  be  arranged  and  preserved  in  the  same  manner 
as  those  of  patented  inventions.  If  a  discrimination  were  allowed,  some 
of  these,  being  mere  duplicates  of  other  models,  or  representing  con- 
trivances wholly  unpatentable,  might  be  dispensed  with,  which  would 
partially  relieve  their  present  crowded  condition.  But  a  considerable 
proportion  of  these  rejected  models  are  almost  as  useful  as  those  of 
patented  inventions.  They  show  the  different  shapes  in  which,  what 
the  Office  would  regard  as  the  same  invention  substantially,  may  pre- 
sent itself,  and  often  furnish  a  far  more  satisfactory  reference  on  which 
to  reject  a  new  application  than  could  be  otherwise  obtained.  For 
these  reasons  those  models  should,  if  possible,  be  brought  from  their 
present  dark  and  incommodious  recesses  in  the  basement,  and  exposed 
to  the  clear  light  of  the  upper  day,  suitably  arranged  for  convenient 
and  ready  examination. 

There  seems  no  other  pmcticable  way  of  effecting  this  object  than 
to  get  possession  of  the  large  hall,  now  principally  occupied  by  curiosi- 
ties brought  home  by  our  exploring  expeditions.  These  curiosities 
have  no  natural  connection  with  the  Patent  Office,  and  would  find  a 
much  more  appropriate  resting  place  withtn  the  walls  of  the' Smithso- 
nian Institution.  There  is  plenty  of  room  within  that  building  for 
their  reception  and  proper  arrangement ;  and  the  only  obstacle  in  the 
way  is  the  expense  attendant  upon  the  care  and  custody  of  these  van- 
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ous  articleB,  which  those  who  have  the  mana^ment  of  that  institution 
do  not  feel  authorized  to  defray  out  of  its  limited  income  specially  ap- 
propriated to  other  purposes.    A  small  annual  appropriation  for  this 
purpose  by  Con^ss  would  remove  the  difficulty  tnat  now  prevents  tiie  ■ 
restoration  of  this  large  hall  to  the  use  for  which  it  was  designed.    It 
is  respectfully  submitted  whether  the  dictates  of  sound  policy,  and  even 
simpfe  justice,  do  not  require  this  small  expenditure,  in  order  that  room 
should  De  provided  in  the  Patent  Office  for  the  fall  exhibition  and  com- 
plete arrangement  of  all  our  models.    If  this  were  done,  not  only  could 
all  our  models  be  properly  disposed  of,  but  specimens  of  fabrics  and 
other  manufactures  and  works  of  art,  might  be  classified  and  arranged 
in  the  manner  which  the  law  now  reauires,  but  which  requirement  ab- 
solute necessity  has  always  compelled  the  Office  to  disregard. 

The  rate  of  fees  required  to  be  paid  into  the  Office  needs  a  Hhor- 
ough  revision.  Perhaps  they  will  require  to  be  somewhat  augmented; 
since,  while  the  salaries  and  the  numoer  of  persons  in  the  Office  have 
been  all  the  while  increasing,  the  fees  have  remained  unchanged. 

But  an  augmentation  in  amount  is  not  so  important  as  changes  in 
other  respects.  It  is  believed  that  a  tariff  might  be  adopted  which 
would  be  quite  as  acceptable  to  the  inventors  as  the  present,  and  at  the 
same  time  bring  a  much  greater  income  into  the  Office.  If,  for  in- 
stance, the  whole  svstem  of  withdrawals  were  at  once  abolished,  so  that 
the  inventors  could  keep  their  money  in  their  own  pockets  until  it  was 
required  to  be  paid,  ar.d  when  once  paid  it  were  never  to  be  withdrawn, 
the  fees  might  be  even  less  than  they  are  at  present,  and  at  the  same 
time  the  available  amount  paid  into  tilie  treasury  would  be  greater. 

Such  an  arrangement  would  be  much  more  convenient  for  the  Office, 
saving  some  labor,  and  the  transmission  of  a  considerable  amount  of 
money  from  the  Office  back  to  the  unsuccessful  applicant,  and  enabling 
us  to  know  at  any  time  the  exact  condition  of  our  reliable  finances,  in- 
stead of  having,  as  at  present,  near  $50,000  lying  idle  in  the  treasury 
without  a  known  owner.  That  money  might  have  been  much  jfLort 
usefully  employed  at  home  until  it  was  wanted  here. 

Another  change  connected  with  this  subject  which  seems  to  be  im- 
peratively called  for,  relates  to  the  fee  required  of  foreigners.  That 
fee  seems  to  the  undei-signed  enormous  and  indefensible  upon  any  prin- 
ciple of  justice  or  somid  policy.  If  a  Patent  is  to  be  regarded  as  a 
downright  gratuity  conferred  by  the  Government  on  the  inventor,  sim- 
ple equity  dictates  that  we  should  not  impose  more  onerous  conditions 
on  the  subjects  of  olher  governments  than  those  governments  exact 
from  our  own  citizens.  The  stem  rule  of  retaliation  would  ask  for 
nothing  more  than  such  reciprocity. 

Within  the  last  two  years  Great  Britain  has  ereatly  diminished  her 
fonner  high  rates  of  Patent  fees.  It  is  believea  that  in  no  country  in 
Eui-ope  are  our  citizens  taxed  for  these  purposes  as  severely  as  we  now 
tax  theirs.  It  is  well  known  that  some  European  governments  impose 
a  lower  rate  of  fees*  on  an  American  citizen  than  he  would  be  required 
to  pay  by  this  Office ;  and  yet  we  continue  to  charge  a  British  subject 
$500,  and  any  other  alien  $300,  for  that  which  we  grant  to  our  own 
citizens  for  $30. 

But  the  granting  of  a  Patent  is  not  a  mere  gratuity  by  the  Qove^ 
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Qt :  it  is  the  recognition  of  an  evident  right  in  the  inventor.  No 
e  to  property  can  be  more  just  or  valid  than  liis  who  has  created 
t  property.  The  rule  of  natural  justice  is  the  same  in  this  respect 
ether  the  inventor  be  a  citizen  or  an  alien.  It  is  right  that  the  Qov- 
ment  should  charge  the  patentee  with  the  expense  of  securing  him 
lis  title  to  what  was  before  rightfully  his  own ;  but  it  is  questionable 
ether  a  revenue  should  be  sought  from  this  source  except  in  cases  of 
at  necessity.  Is  there  any  sufficient  reason  why  the  general  rule 
►old  be  departed  from  in  the  case  of  an  alien  ? 
[t  may  seem  reasonable  that  we  should  charge  an  alien  the  same  fee 
Lt  his  government  would  charge  one  of  our  own  citizens  utider  like 
cumstances ;  but  it  should  be  recollected  that  European  governments 
ike  no  discrimination  between  natives  and  foreigners.  The  high  or 
V  rates  are  the  same  for  all.  Under  such  circumstances  retaliatory 
jasiires  are  not  resorted  to  by  us  in  regard  to  any  other  subject. 
The  oppression  to  which  an  alien  is  subjected  at  home  nas  never 
en  held  as  a  reason  for  oppressing  him  here,  even  prior  to  his  taking 
^ps  to  become  a  citizen,  if  he  holds  real  estate,  we  do  not  levy  extra- 
dinary  taxes  thereon  commensurate  with  what  that  same  property 
onld  be  taxed  if  owned  in  his  country  by  one  of  our  citizens.  Why 
loidd  a  different  rule  be  followed  in  regard  to  property  in  an  invention  ? 
But  there  is  a  reason,  founded  in  sound  policy,  why  greater  liberality 
lould  be  exercised  towards  a  foreign  inventor  than  towards  the 
lien  owner  of  tangible  property.  He  pays  a  consideration,  which  the 
ther  does  not :  by  taking  out  a  Patent,  he  makes  the  subject  thereof 
ublic  property  at  the  end  of  fourteen  years.  The  benefits  of  the  in- 
ention  are  then  secure,  and  can  never  be  lost  to  the  world.  High 
harges  deter  inventors  from  parting  with  their  secrets.  Many  an  m- 
ention  is  thu^  strangled  in  its  birth,  which,  under  other  circumstances, 
light  have  been  developed  into  something  of  vast  consequence  to  the 
rorld. 

There  are  no  lost  arts  under  a  liberal  and  well-regulated  Patent  Of- 
ice  system ;  and  this  is  one  of  its  great  advantages.  If  foreign  nations 
;hoose  to  place  these  chief  means  of  human  progress  in  subordination 
0  the  requirements  of  their  respective  exchequers,  we  are  forbidden 
0  imitate  them,  both  by  the  condition  of  our  treasury  and  the  well- 
jstablished  policy  of  our  government. 

Finally,  while  we  extend  the  free  and  full  benefits  of  all  our  institu- 
tions to  the  alien  who  comes  hither  to  seek  them,  should  not  a  course 
equally  liberal  be  pursued  in  regard  to  inventions, — the  creations  of 
tiis  ingenuity?  Wnv  should  these  be  subjected  to  incapacities  and 
liscriminating  taxation  ?  In  regard  to  them  should  not  the  whole 
w^orld  be  regarded  as  one  republic,  of  which  we  should  seek  to  render 
5ur  Patent  Office  the  capital,  wherein  every  region  should  be  permit- 
ted a  free  representation?  We  tolerate  no  onerous  discriminations 
against  the  foreign  exhibitors  in  our  Crystal  Palaces.  At  the  cannon's 
nonth  we  extend  the  protection  of  our  flag  to  the  alien  who  has  simply 
ieclared  his  purpose  of  becoming  a  citizen,  in  the  same  manner  as 
hongh  he  were  native  bom.  Ought  we  to  levy  a  discriminating  tax 
ipon  the  offipring  of  genius  that  seek  our  shores  for  the  express  pur 
nee  of  being  naturalized  among  us  ? 
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From  the  preceding  considerations  it  seems  evident  that  a  great i^  ^* 
change  should  be  maoe  as  to  the  fees  required  from  foreign  appIicaBts.! 
It  is  respectfiilly  submitted,  whether  the  most  convenient,  wise,  an^*'^, 
beneficial  rule  will  not  be  to  abolish  all  distinctions  growing  oui  0^"-^^  ^ 
geographical  considerations,  and  to  charge  every  applicant  a  fair  renm-;-^  - 
neration  for  the  trouble  given  by  him  to  the  Oflice,  but  no  more.  ^  *  *^ 

Such  a  course  would  be  just,  generous,  and  noble ;  seeking  to  r9M  ^^ 
no  revenue  from  those  who  are  tlie  special  instruments  of  humaJi  ad-j  >  u 
vancement,  showing  a  confidence  in  the  capability  of  our  own  ii^veBt-i'?^  t 
ors  to  cope  on  equal  terms  with  those  of  all  the  world  beside,  aiAi:^-^ 
taking  no  inconsiderable  step  in  bringing  about  that  ffreat  brothe  jrhoodb  ^ 
of  nations  for  which  a  higher  civilization  is  gradually  preparing  ^  '^ 
world.  '*' 

A  change  in  the  manner  of  taking  testimony  to  be  used  in  cases-  '^ 
pending  before  the  Patent  Office  seems  indispensable.  There  is  ^  J/: 
present  no  power  to  compel  the  attendance  of  a  witness  in  such  cBBe^  ^ 
nor  to  oblige  him  to  answer  questions ;  and  it  is  even  doubtful  whetb^  -  ^ 
he  can  be  punished  for  perjury.  It  will  not  be  difficult  to  providte*  _^.^ 
remedy  for  this  defect.  It  will  be  even  practicable  to  enable  a  parf^  - 
to  obtain  a  compulsory  affidamt^  or,  in  otlier  words,  to  take  an  ex-paf^"^  r^ 
deposition,  to  be  used  tlie  same  as  an  affidavit,  which  would  often  be  ^ 
matter  of  very  great  consequence. 

The  present  mode  of  appealing  from  the  decisions  of  the  Office  iy 
extremely  inconvenient,  and  in  many  respects  objectionable.    The 
Patent  Office  should  possess  within  itself  the  entire  power  to  act  upon 
a  case  up  to  the  time  when  a  Patent  issues.     The  whole  matter  should 
then  be  turned  over  to  tlie  Judiciary.     If  it  be  thought  expedient  to 
have  the  action  of  a  strictly  legal  mmd  brought  to  bear  upon  a  Patent 
before  it  issues,  that  mind  sliomd  form  a  portion  of  the  Patent  Office  ^ 
itself,  and  be  made  to  exercise  a  supervisory  influence  upon  all  the 
Patents  that  are  issued  by  the  Office.     At  present  the  appellate  power  ^ 
is  vested  practically  in  either  of  two  liighly  respectable  and  intelligent  [^ 
judges,  either  of  wnom,  under  proper  circiunstances,  would  no  doubt 
be  able  to  exert  a  salutary  supervisory  influence  over  the  Office  and 
its  decisions.     But  the  two  do  not  act  conjointly,  and  therefore  unity    — 
of  decision  is  hardly  possible.     A  few  cases  go  up  by  appeal  out  of  the 
hundreds  that  are  decided  by  the  Office.     The  appellate,  and  therefore 
controlling  power,  cannot  be  expected  under  such  circumstances  to 
give  tone  and  character  to  the  action  of  the  Office,     Besides,  under  the     - 
present  practice,  the  drawings  and  models  have  to  be  removed  from 
the  Patent  Office  to  the  offices  of  the  respective  appellate  judges: 
away  from  the  custody  of  their  proper  keepei-s,  they  are  often  injured, 
and  always  liable  to  be  destroyed  or  lost. 

If  it  is  thought  expedient  to  have  as  wide  a  range  for  appeals  as  at 
present,  it  is  believea  that  a  much  more  convenient  and  ludicious  ar- 
rangement would  be  found  in  having  a  judicial  officer  to  near  appeal? 
from  the  decisions  of  the  examiners,  with  the  power  of  ultimate  appeal 
to  the  commissioner. 

Many  other  minor  improvements  in  the  practice  of  the  Office  might   ^ 
be  suggested ;  but  they  would  look  to  a  general  change  in  the  existing    ^ 
laws  on  the  subject.    Should  such  a  course  be  thought  expedient,      . 


C0MMIS6I0NEB   OF   PATENTS.  19 

ions  can   readily   be  made   to   those  having  the  matter  in 


lar^. 

Tliere  is  one  very  important  question,  entirely  surrounded  with  diffi- 
ilties,  which  deserves  a  passing  notice.  It  relates  to  the  practicabili^^ 
■  preventing  the  protracted  and  expensive  controversies  that  are  al- 
lOst  sure  to  absorb  a  great  portion  of  the  value  of  every  truly  valuable 
fttent  during  its  proper  lifetime,  and  which  lay  the  foundation  for 
lany  of  the  claims  for  extension  presented  to  this  OflBce. 
To  remedy  this  evil  some  have  proposed  that  notice  of  the  pendency 
f  applications  for  Patents  should  be  published,  and  that  the  Patent 
fterwards  obtained  should  convey  an  absolute  unquestionable  title. 
Jut  on  the  other  hand  it  has  been  contended  that  this  would  introduce 
;reater  evils  than  it  would  cure ;  inasmuch  as  it  might  work  a  great 
njustice  to  many  who  would  never  hear  of  the  notice,  or  who  might 
lot  then  be  in  a  condition  to  engage  in  the  controversy.  Others  have 
>nly  proposed  that  after  such  a  notice  the  Patent  should  be  incapable 
)f  being  collaterally  brought  into  question,  and,  like  a  judgment  at 
AW,  only  be  liable  to  be  assailed  by  a  direct  proceeding,  which  would 
cut  off  much  of  the  present  litigation.  But  in  opposition  to  this  it  has 
been  objected  that  by  giving  such  notice  many  a  poor  inventor  would 
be  harassed  and  prevented  from  procuring  his  Patent,  which,  if  once 
obtained  without  the  knowledge  of  evil-disposed  opponents,  might  be 
at  once  turned  to  account.    This  objection  has  no  small  weight. 

The  least  objectionable  course  on  this  subject  (if  any  thing  is  to  be 
done)  would  seem  to  be  to  allow  the  patent  to  issue  without  notice,  as 
at  present,  and  to  possess  only  its  present  validity ;  but  that  the  ap- 
plicant, either  in  tne  beginning  or  at  any  subsequent  time  during  its 
lifetime,  should  be  permitted,  if  he  thought  proper,  to  have  the  notice 
given ;  and  that  the  Patent,  if  afterwards  obtained,  should  not  thereaft;er 
be  capable  of  being  collaterally  assailed. 

It  will  be  seen  that  the  usual  reports  of  examiners  are  herein  omit- 
ted. This  has  been  done  in  part  oecause  it  was  believed  that  their 
time  might  be  more  usefiilly  employed ;  and  in  part  because  such  re- 
ports rendered  it  almost  impossible  to  avoid  inviaious  distinctions  be- 
tween patentees  who  suppose  themselves  equally  meritorious.  It  was 
thought  a  better  course  to  give  a  clear  and  brief  description  of  each 
patent,  without  further  comment,  and  leave  it  to  the  public  to  make 
the  proper  discriminations.  A  mere  publication  of  the  claims,  as  has 
hitherto  been  done,  conveys  in  most  cases  no  adequate  idea  of  the  dif- 
ferent inventions.  It  is  confidently  believed  that  the  advantages  re- 
nting from  having  the  Patents  more  fully  described,  and  those  which 
required  it,  o»  which  could  in  that  maimer  be  made  more  perspicuous, 
accompanied  by  a  cut  showing  the  parts  referred  to,  would  be  amply 
sufficient  to  justify  the  expense  attending  upon  such  an  arrangement. 
The  report  has  therefore  been  drawn  up  witn  a  view  to  such  an  illus- 
tration of  the  different  Patents. 

The  attention  of  Congress  is  invited  to  the  importance  of  providing 
some  adequate  means  of  preventing  attempts  to  obtain  patents  by  im- 
proper means.  Several  cases  have  occurred  during  the  past  year 
wherein  persons  interested  in  pending  cases  have  sent  or  ofltered 
money  to  the  examiners  having  those  cases  in  charge,  for  the  purpose 
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of  securing  favorable  action  upon  their  respective  applications.  T\m 
has  sometimes  apparently  been  done  through  ignorance  or  thoughtless- 
ness, but  in  other  cases  evidently  with  a  premeditated  corrupt  intent 
In  cases  of  this  kind  it  seems  proper  and  necessary  that  penalties  com- 
mensurate with  the  enormity  of  tne  offence  should  be  visited  upon  the 
heads  of  wilfiil  transgressors. 

Respectfully  submitted, 

CHARLES  MASOli,  Commissioner, 

Hon.  Linn  Boyd, 

Speaker  of  the  Hoitse  of  Representatives. 
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CLASSIFIED   LIST  OP  PATENTS  THAT  HAVE  EXPIRED  DURING  THE 

YEAR  1868. 

Class  I. — Agricultubb,  induding  instruments  and  operations. 


loratioDS  or  dSaoorerki^ 


PatenteMw 


Sesldenee. 


Date  of 
patent 


ldS9. 

July  22 

Not.  29 

Dec  27 

Jan.  21 

July  27 

Feb.  2S 

Mar.  80 

July  9 

Aug.  12 

Oct  81 

Jnoe  U 

April  15 

April  10 

Sept  10 

June  94 

Oct  16 

July  2 

April  22 

July  :i 

Bept  11 

Oct  9 

Nov.  9 

April  19 

Oct  5 

July  22 

June  18 

Sept  20 

Oct  12 

Mar.  12 

June  24 

June  26 

July  17 

July  27 

Mar.  26 

Oct  12 

Oct  IS 

Oct  18 

Dec  21 

June  29 

Aug.  9 

July  9 

Mar.  16 

Mar.  26 

May  17 

Bept  80 


B«*hlT«a 

BeeldTee 

BcehiTea,    (afdditioDal    improTement,  ) 
March  89,  1841.)  f 

Churn 

Qmra 

Cora-ftheUer 

Com-aheUer | 

Com-abdler 

Cora-sheUer 

Cora-ahener ■[ 

Com.rt»eU«T 

CUtlrator,  com 

[^ttrator,    garden,    (antedated    Oct  ) 

10, 188a)  i 

farrowa,  reTolvlnff 

laUng  dorer-seed  and  oUier  graw- ) 

»eed.  ) 

lowing-machine 

loving,  attaching  scythes  to  snathes. . . 

*U»uch 

Wh 

"lougfa 

*W^h 

loQsh,  coupling.  Ac 

*knigh.  faUI-»de  and  horizontal 

longfa,  mould-board  of 

take,  hay  and  grain  barrow 

take,  hay  and  grain,  rake-teeth  for, ) 

(ertended.)  ) 

(ate,  hay.  revolving 

««i^tg,  planting  com 

■ceding.  pUuiting  corn,  &c 

(ceding,  planting-macfainM 

^eedin?,  planting-machines 

wedlng;  sowing  grain,  plaster,  dbc 

keding.  sowing  seed 

^mat-machine 

^mat-macbine 

^mat-machine,  (extended.) 

9mat-m*chine 

^mat-machine 

^Qt-maehioe^  cleaning  grain 

^vt-machine,  cleaning  grain 

^at  machine,  cleaning  wheat 

Tlsrwihing-machine,  anti  cleaning  srain . . 
Thrashing-machine,  shelling  and  bull-  ) 

iop  grain.  J 

Thrashing-machine,  teeth  for 

Winnowing-machine,  fiinning-mill 


Samnel  G.  Myers 

JohnShoU 

William  M.  Hall 

MiloB.  Hough 

John  S.  Thomson 

Alonxo  B.  Dinsmore 

W.   Mcllroy,  jr..  Hartley,  and  ( 

WiUiam  Boon.  f 

WiUiam  B.  Parker 

Lester  E.  Deunison 

Samnel  H.  Kislngcr  and  £.  G.  ( 

W.  Stake.  f 

John  Mercer 

John  B.  Smith 

John  B.  Smith 

Mosee  G.  Case 

Abraham  Keagy 

Asa  P.  Trask  and  Davis  Aldrich. 

Ebenezer  Q.  Lamson 

William  SmaU 

Ebeneier  G.  Whiting 

Ambrose  Bamaby 

Josiah  Dutcher 

J.  Card  and  G.  Newell 

John  W.  Jordon 

8.  Withcrow  and  David  Pierce. . . 
George  Davis 

Hezekiah  Haynes 

E.  R  and  M  D.  Wella 

Niram  B.  and  Orin  G.  Merchant. . 

David  8.  Bockwell 

Moses  Atwood,  jr. 

John  M  Forrest 

Samnel  Hoffer 

M.  and  S.  L.  Seward 

William  C.  Grimes 

John  B.  Yates 

Leonard  Smith 

Luther  B.  WaUcer 

Samuel  W.  Foeter 

George  Mann,  jr. 

Thomas  McCrea 

Elisha  W.  and  Wm.  B.  Toong  . . . 
Matthew  McKeever 

Thomas  Elliott,  jr 

Jeremiah  Wrightaon 

Alfred  Ervin 


Mount  Pleasant  Pa. . 
New  York,  N.T.... 

Wallingford,  Conn.. . 

Dover,  Ohio 

Wyal  using,  Pa 

Westchester,  N.H... 

Greenwich,  K.  J. . . . . 

Milton,  Del 

Saybrook,  Conn 

WilliamaportfMd... 

Harrisville,  Ohio.... 
NoribIk,Va 

I^orfolk,Va 

Utica,N.  Y 

Morrison's  Cove,  Pa. 

Ellington,  N.  Y 

Shelbume,  Mass. 

North  Arnrle,  Mass. . 
Eacine,  Wiscon.  Ter. 

Ithaca,  N.Y 

New  York,  N.Y.... 

Mentor,  Ohio 

Lexington,  Va. 

Philadelphia,  Pa..... 
Belmont,  Ohio 

Mlddletown,  Vt 

Morgantown,Ya 

Guilford,  N.Y 

New  Canaan,  Conn . . 
Hampetead,  N.  H.... 
Princess  Ann  c  h.,Ya. 

Londonderry,  Pa 

Guilford,  Conn 

York,  Pa. 

Sherry viUe,  Va. 

PIatt*burgh,  N.  Y... 
Orangeburgh,  N.  Y. . 

8cio,Mich 

Lockport  N.  Y 

Ann  Arundel,  Va 

Parkman,Ohio 

Staunton,  Ya 

Middletown,  Ky 

Tobacco  Stick,  Md... 
Jefferson,  Md. 


Class  IT. — Metallubgt  and  mcmufacture  of  metals  and  instruments 

therefor. 


Patentees. 

Besidence. 

Date  of 
patent 

iihiag  the  heads  ot,  (additional  im-  V 
provement.  Sept  10, 1840.) 

Drilling  iron 

John  Bellemere 

PhUadelphia,Pa..... 

New  York,  N.Y.... 
Fairhaven,Ma8a..... 
Byron,  N.Y 

Sept  26 

John  G  Tibbets 

June  91 

John  H.  Currier  and  Wing  H.Taber. 
Elisha  Hall 

July     8 

rvaOag  metalHc  and  other  substances. . 

Au^  99 
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Clamfied  list  of -eT^red  patents. — Continued. 


Inventtona  or  disooverie& 


Forges,  blacksmiths',  producing  the  ) 

blast  for.  f 

Furnace,    blacksmiths*,   burning   an-  ( 

thracito.  f 

Furnace,  revolving  fim- wheel  for,  (ex-  i 

tended.)  f 

Furnace,  smelting  iron  ore,  (ext«nded.)- . 

Hammers  and  hatchets,  socket  of 

Latch,  door 

Lock  and  double-catch  bolts 

Lock,  door,  (additional  improvement,  ) 

January  14, 1840.)  f 

Lock,  door,  and  latches 

Lock,  door,  safety,  (antedated  March  ) 

14. 1889.)  ( 

Nails,  making 

Needles,  manufacture  of 

Padlocks  and  other  locks 

Pipes,  casting  and  drawing  lead \ 

Punching  metal 

Siveta,  making 

Riveting  metallic  plates  for  boilers 

Saw-set 

Screws,  wood,  and  riveta,  turning  the  \ 
heads  of  [ 

Screw-wrench 

Sockets  for  holding  tools,  (extended.). . . 
Stirrups  for  saddlM 

Tin,  Ac,  double-seaming i 

Tarere,  iron,  blacksmiths',  (antedated  1 
December  21, 1888.)  f 

Umbrella-ninner 

Vice 

Window-blind  futeners 

Wire  rope,  round,  flexible 


Patenteea. 


William  and  Heman  W.  Sharp. . . 
Edward  Nichols  and  Jas.  Augur.  -{ 

Frederick  P.  Dimpfel 

Augustus  Roth 

Pbineas  Eastman 

Henry  Duntze 

Conrad  Leibrich 

Erastue  Finney , 

Nathan  and  Caleb  Hunt 

William  Stillraan 

Walter  Hunt 

AbelMonall 

Joseph  Nock 

Joseph  C.  Vaughn  and  Frederick  ) 
Leach.  f 

Samuel  H.  Brown 

Francis  A.  Cannon 

Robert  Smith 

Joftepb  Beach  and  David  Chilver  . 

Henry  Crum 

Henry  W.  Hewet 

Herrick  Aiken 

John  Carrel 

Hiram  Van  Pelt  and  BenJ.  Arm-  \ 
strong.  f 

John  Shugert 

Joseph  Bamhurst 

John  Wetherell 

Mileden  M.  Isbel 

Isaac  Mc<}ord 


Residence. 


Catherine,  N.Y.. 

Hampden  and  Now  \ 
Haven,  Conn.       ) 

New  York,  N.Y.... 

Pottsvllle,  Pa, 

Canaan,  N.H 

New  Haven,  Conn. . . 
Philadelphia,  Pa..... 

Cleveland,  Ohio 

Cleveland,  Ohio 

Westerly,  R.L 

New  York,  N.Y.... 
Studley,  Gt  Britain. 
Philadelphia.  Pa...., 

Tioga,  N.Y 

Wbeelinjr,  Va 

Boston,  Mass. 

Great  Britain 

Hartford,  Conn. 

Charlestown,  N.  Y., 

Troy,N.Y. 

Franklin,  N.H 

Petersburgh,  Va 

Troy,N.Y 

Elizabeth,  Pa. 

Franclsville,  Pa 

Alleghany,  Pa. 

New  Haven,  Conn... 
Harrisburgh,  Pa. 


Date  of 

patent 


1S89. 
Aug.    S 

Aug.  21 

Dec  88 

Oct  81 

July  17 

July  € 

Oct  6 

June  18 

July  S9 

Sept  14 

Not.  13 
Dec  21 
July  1« 

Dec  81 

Aug.  14 
Sept  » 
Sept  8 
Sept  M 

Not.  1« 

Aug.  84 
Dec  K 
June    7 

Sept  89 

May    9 

June  S5 
April  8S 
June  29 
July    « 


Class  IH. — Manufactures  of  fibrous  and  textile  substances,  indud- 
ing  ma^hwss for  preparirig  fibres  ofwool^  cotton^  silk^fur^  paper ^  <&c. 


loTentioDS  or  diseoTeriet. 


Patentees 


Residence. 


Date  of 
patat 


Carding  machine,  wool 

Cloth,  napping  and  making  water-proof . . 

Ooooonerie^  lodgements  in,  &c 

Cordage,  long,  manufacturing 

Cordage,  manulkoturing 

Cordage,  twine  and  oora 

Cotton,  roping 

Felt,  making,  in  the  manufkoture  of ) 
fbrhats.  f 

Flier  and  bobbin  fbr  twisting  sUk 

Gin,  cotton 

Gin,  cotton 

Gin,  cotton 

Hats  coloring 

Hats,  napping 

Loom,  hand,  for  weaTing  fringe 

Oakum,  making 

Paper,  making 

Pq[>er,  sizing 

Pulp-dressing,  of  which  pi4>er  is  made.\ 

Beol  for  chalk-lines 

Reeling,  spinning,  and  twisting  silk. 

Silk-twisting 

Spinning,  cop-epeeder  for 


Nathan  Freeman 

William  K.  Phlpps 

BoL  M.  Jenkins,  H.  D. 

WillUm  K  Maglnnis 

AlA^  Hathaway 

Jacob  Bloat 

Jesse  Whitehead 

Hezekiah  8.  BfUler 

Oliver  Ellsworth 

William  Whtttemore,  jr. 

Henry  Conklin 

John  Beath 

George  M.  Johnson 

Andrew  Rankin 

Eliza  Ann  B.  Jndkins 

James  Tlbbals 

Wm.  and  AbiJ.  L.  Knight  and 

Edward  F.  Oondlt 
W.  W.  Wilson  and  Charles  Dick- 

erQian. 

Nathaniel  Hebard 

Gerard  Sickles , 

Jacob  Pratt , 

Gamaliel  Gay 

Truman  Eates  &  Warren  Dutoher , 


Lowell, 
Framingham,  Mass. 

Easton,  Md 

Philadelphia 

Boston,  Mass 

Sloatsburg,N.  Y.. 
Mancheater,  Va. . 


Philadelphia,  Pa.... 

Hartford,  Ct 

W.  Cambridg^  Mass^ 
Poughkeepsle,  N.  Y 

Boston,  Mass , 

PortDepoaite,Md.. 

Newark,  N.J 

Portland,  Me 

Haddam,Ct 

Whippany.N.  J...., 

Weetileld,  Mass 

Dorchester,  Mass 

Middletown,  Conn. . . 
Sherburne,  Msas.... 
Philadelphia,  Pa..., 
Bennington,  "' 


,  Vt. 


1889. 
Dec  81 
Aug.  81 
Sept  tS 
Not.  9 
July  t 
Nov.  t 
June  S4 

Mar.     6 

July  11 
May  9S 

June  T 
July  IS 
Dec  81 
Sept  89 
FeU  « 
Feb.     8 

Sept  » 

Aug.     8 

Dec  97 
Dec  81 
Oot  IS 
JmM  T 
July  M 
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IWTWltlOM  or  dlfOOTQliMi 

Pfttentee^ 

Date  or 
patent 

vninr  iM^mpi,  flax 

Cbarlcfl  W.  Brown 

Bozbary.Maas 

Bozbory,  Maas 

Northfleld,Vt 

FroTidenoe,  R.  I 

18». 
July  1ft 

MoeesDay 

June  24 

■Bini  wooC(aato(Uted  Feb.  29, 18W.) . 
Bding,    9pooHDg   wool    from    the  i 
veftkcr  cardloc-iiiftcbiiiCL                   ( 
M^bnrriBg            

IsMfC  R  Martweil 

Jane    7 

Zacbariah  Allen 

Sept  10 

Henrj  ronoklin 

July     6 

LASS   TV. — ChKMICAL  PB0CEB8ES,   MANUFACTURES,   AND   CJOMPOUNDS,   in- 

dvding  medicine^  dyeing,  cdar-making^  distiUingy  soap  and  ccmdle 
making^  rrwrtars^  cemerUs^  (&e. 


InTcntiooa  or  dUaoorerieiL 


Patenteee. 


Beiidence. 


Date  of 

patent 


dd,  aalphvrle,  manolbctnring 

mtdMme;  manolhotaring  varioas  aiU- 
4m,  preparing  with  aalphar. 

■Mat  artificial  atone,  A«l,  ftmnlng  .  -j 

soBDosittoa  Ibr  bnming  in  lampa 

law.  Wnc,  for  writing 

OB,  protecting  ttonx  oxidation 

ead.  white,  manofiictare  of 

eail,  white,  separating  the  oxide  of  lead, 
ead.  white,  separating  the  oxide  of  lead. 

iqukls«  mode  of  exaporating 

[atdiea,  trietifoi,  composition  of  matter, 
[atebea,  Metion,  preventing  accidental  ( 
ifDttioo.  f 

(atcbeac  friction,  retaining  flre 

«p,int>ce98ofmanulkctarlng 

eda,  carbonate,  oi;  mannikctaring  . . .  •! 

^rpentine,  oil  oC  proeees  of  reetlffing, ) 
vUeh  be  ealla  eamphine f 


N. 


James  Hargreares 

C.  Ooodyear,  (assignee   of 

Haywood.) 
John  Danforth  Oreenwood  and 

Richard  Wynn  Keene. 

Isaiah  Jennings 

Henry  King 

Palmer  Samner  and  P.  Naylor. . 
ChasL  Button  ds  Harrison  G.  Dyar 

Edward  Clark 

Edward  Clark 

WlUiam  Henry 

John  H.  Stevens 

John  H.  Sterena 

John  H.  Stevens 

Arthur  Dunn  

John  Hemming 

Harrison  Gray  Dyar 

Ang.Y.  H.Webb 


Patterson,  N.  J 

Baaton,MaaB 

England 

New  York, N.T.... 

Baltimore,  Md 

New  York 

London,  En^and  . . . 
Saugerties,  N.  Y..... 

SaagerUe^N.  Y 

Laporte,  Ind 

New  York,  N.Y.... 

New  York,  N.Y.... 

New  York,  N.Y.... 
Stamford  HUl,  G.  B. 

England ) 

adiEenU.8.1n£ng.f 

NewYork 


Aug.  94 
Feb.    94 

Oct      • 

Dec  81 

Not.  7 

Oct  18 
April  le 

July  11 

Dec  5 

Jan.  8 

Not.  16 

Not.  16 

Not.  16 
Aug.  28 

June  24 
Feb.   19 


Class  V. — Calorifigb,  comprising  lamps^  fireplaces^  stoves^  ^cUeSy 
furnaces  for  heating  buicdings^  cooking  apparaticSj  preparation  of 
fud,  <tc. 


loTentkMM  or  diaeoTeriaa. 


Patentees. 


Bf>aidflihWL 


Dateof 
patent 


1889. 
Dec  81 
March  4 
Aug.  14 
June  98 
Not.  19 
Dec  81 
Oct  81 
Not.  90 

May     9 

May   90 

July  96 
Sept  IT 
Feb.  19 
July  IT 
Jan.  11 
Jnna    T 


WMflen 

lying  floor 

fyfag  grata 

replace 

aea  ^eooklng-stovea 

lea  of  eooking-rangea 

MB  of  Hovea 

■9  of  atovea 

mftoe,  ecoDomizlng  (tael  and  con- 
amfng  smoke  (extended.) 
[Icy,  sblpV,  for  the  distillation  of 
ftk  water  (extended.)  ) 

ibnraera,  argand 

alee,  aogar,  aetting  and  arranging 

i^ia,  boming  eampbene 

OBpa,  regolatiog  the  flame  of 

lapa,  gl«a  aocketa  for 

■■a,  aoMW  baad  for 


Horace  Wells 

John  Ballantfne  and  Adam  Clark. 

Richard  Else 

Sarah  Hammond 

Ebenezer  Ferren 

Ebenezer  Barrows 

Linus  North 

Micah  Ketcbam  Ai  W.  A.  Wheeler 

Frederick  P.  DImpfel 


Enoch  Hutchinson 

Geo.  Darrfcott  and  Joaeph  Naaon 

Maunsel  White 

Aujmstus  V.  H.  Webb 

John  S.  Tough 

Henry  Whitney  Jb  Thoa.  Lolghton 
Patrick  J.  Clark 


Hartford,  Conn 

ZanesviUe,  Ohio 

Middlesex  cc,  Eng. 

Baltimore,  Md 

Haverhill.  N.  H.... 

Boston,  Massw 

Palmyra,  N.  Y 

Boston,  Masa. 

New  York,  N.Y... 

Balttmore.  Md 

Boaton,  Maaa 

New  Orleans,  La... 

NewYork 

Baltimore,  Md 

Cambridge,  Masa... 
Meriden,Ot 


I 


u 
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InrentioQB  or  diMoreries. 


PfetentM& 


Lightii,  rerolrlng,  for  Ught-hoa8«8 

Oven*,  porUble 

Storey  coal,  applied  to  ttinuioeB 

Stovea,  ooal  or  wood 

Stovc^  cooking  (extended) 

Stove,  cooking 

Stove,  cooking 

Stove,  cooking 

Stove,  cooking 

Stove,  cooking 

Stove,  cooking 

Stove,  cooking,  coal,  anthracite 

Stoves,  cooking,  draugltt  arranging 

Stoves,  cooking,  with  elevated  ovens -j 

Stove^  cooking,  Franklin 

Stove,  cooking,  railway 

Stoves,  cooking,  yalre  of 

Stoves,  draught  of;  changing  b j  an  1 
elliptical  valve  ) 


Bei\)amin  F.  Willard 

Thaddeus  R  Curtis 

KliphaletNott 

Judson  B.  Oali^n 

Darius  Buck 

Micah  Ketcham 

Elihu  Smith 

James  Devine 

Elbridge  McCoUum 

Noble  Peck 

George  D.  Boj  oe 

WillUra  Davis  and  B.  W.  Lord  . . 

John  L  Latiirop 

John  P.  WUliaton  and  Willard  i 
A.  Arnold.  f 

Abner  R.  Ring 

Anson  Atwood 

Hiram  Root 

Horace  Bnshnell 


Boston,  liaaa . 
New  Haven,  Ct. 
Schenectady,  N.  T. 
New  Haven,  Ck>nn..|  Aa 


Albany,  N.Y 
Boston,  Maaa.. 

Troy,  N.Y 

Rochester,  N.  Y 

Weare,  N.  H 

Carmei,  N.Y 

W.  Wareham,  Mass. 

NewYork 

Provincetown,  Mass, 

Northampton,  Mass. 


'arma,N. 

Troy/N.  Y 

Deerfleld,Maai^. 

Hartford,  Conn.. 


Ms 
Ms 

Aa 

Ao 
Sei 

?f' 
De 

No 

De 

No 

De 

8ei 

Jul 


Class  VI. — Steam  and  gas  engines,  including  boilers  and  /urm 
therefor^  a/iid  parts  thereof. 


Inventiona  or  dlsooyerleflb 


Patentees. 


Beetdenoei 


Boilers, 

Boilers,  steam,  ftimaoee  of;  Increasing 

combustion  by  the  deoompoaition 

of  steam, 
iloilers,  steam,  ftimaoes  ot  supplying 

steam  to  promote  combustion 

Bollera,  steam,  inverted  arch 

Boilers,  steam,  prevonting  explosion  of. 
Boilers,  steam,  preventing  e]q>lo6lon  of ) 

(extended.)  j 

Boilers,  steam,  preventing  explosion  of. 
Boilers,  ^am,  preventing  explosion  of. 

Spark  arresters 

Spark  arresters 

Spark  arresters 

Spark  arresters 

Steam-engine,  &«.,  apparatus  to   be  ) 

substituted  for  the  piston  cylinder  of  ) 
Dteam-encine,  locomotive,  ascending  ( 

inclined  planeSb  ) 

Steam-engine,  locomoUre,  supplying ) 
water  to.  ) 

Steam-engine,  rotary 

Steam-engine,  rotary 

Steam-engine,  rotary 

Steam-engines,  Talyes,  sallBty 


Ed.  Varick  De  Witt 

Lucien  Halliard 

John  B.  Petitval 

John  C.  F.  Saloman 

Philip  C.  Friese 

Cadwallader  Evans 

William  H.  Hale 

Isaac  N.  CofBu 

Henry  Wilton 

William  Knight 

Leonard  Phlegor 

Nicholas  Turbutt 

Abram  Patterson 

Davis  H.  Dotterer  and  Thomas  ) 
Jackson.  f 

Stephen  Vail 

Roger  M.  Sherman 

John  Drummond 

Wmu  H.  Baker  A  SmL  H.  Baldwin 
John  S.  Bakewell 


Albwiy,  N.Y 

New  York,  N.Y... . 

Charleston,  S.  C 

Cincinnati,  Ohio 

Baltimore,  Md 

Pittsburgh,  Pa 

Brooklyn,  N.Y 

Wsshington,  D.  C... 
Wrlghtsville,  Pa. ... . 
Chambersbnrg,  Pa.. 
Philadelphia,  Pa.... 
Fredericktown,  Pa.. 

Rush,  Pa 

Beading,  Pa 

Speedwell  Iron ) 
Works,  Morris-  V 
townTN.  J.  i 

Fairfield,  Ct 

Ellzabethtown,  N.  J. 

Cohoe8,N.Y 

Pittsburgh,  Pa. . . 
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Classified  list  of  expired  patents, — Continued. 

Class  Vll. — ^Xavigation  and  maritime  implements,  cmajprising  all 
vessels  for  conveyance  on  watery  their  construction^  rigging^  and 
proptdsion^  diving-dresses^  life-preservers^  ike. 


loTentioiis  or  diaooveriea. 


Patentees. 


Besidenoe. 


Date  of 

patent 


1S89. 
Jan.  11 
Jan.  21 
June  25 
April  18 
Dec.  81 
May    11 

Nov.   26 


Boatiiw  I)f«>  and  anchor Jtiseph  Francis  . 

Buttta,  life,  oonstracdDg I  Oeoi^e  James  . . 

Bo«tA,  towing  oD  canab Thomas  Jack»on . 


Propelling  boats,  Ac,  canal  and  other 

PropelHnic  Niats  aod  other  vessels 

Raising  canaJ  boats  for  repairing 

Shipa,  preventing  dragging  their  an-  \ 


"Wm.  Leavenwortli 

Benjamin  D.  Beecher 

N.  K.  PenroM  and  S.  F.  Palmer 

Bussel  Evarts 


NewYorIt,  N.  Y... 
Philadelphis,  Pa..... 

Heading.  Pa. 

New  Yorlt.  N.  Y.... 

Prospect,  Conn 

Ueavur  Meadow,  Pa. 

MadI«)n,Ct 


Class  VIII. — ^Mathematical,  philosophical,  and  optical  instruments, 
indvding  clocks^  chronometers^  ike. 


Inventioiis  or  discoTcriea. 

Patentees. 

Residence. 

Date  of 
patent 

Area  of  irregular  figures,  mode  of  finding . 
lirttaing  eondoctora 

Thomas  Wood 

Smithfield.  Ohio  .... 
Gloucester 

1S8». 
July    22 

Joseph  8.  Barber 

Mar.     6 

Ottaneter 

Smith  Beers    

Waterbury.Conn.... 
New  York 

Sept  U 
April  2<> 

Speetacka,  preparing  the  glasses,  Ac . . . 
SpectacleR,  revolving  glasses,  Jbc. 

Charles  H.  L  Jackson 

Christo^er  H.  Smith 

NiajraraFalKN.Y.. 
Hingham,  Moss 

June  29 

ftprctarlee!!^  side  daeaes  .  .  x   x . 

Daniel  Thaster 

June  IS 

Class  IX. — Civil  enoineerino  and  architecturk,  cowp7nsing  works 
on  rail  and  common  roads^  bridges^  canals^  wharves^  docJcSj  rivers^ 
wierSy  dam^^  and  other  inte7*nal  improvements^  buildings^  roofs^  i&c. 


InTentiona  or  discoveries. 


Blinds,  window 

Bering  earth,  auger  for 

Bridgea,  construction  of 

BrUirea,  lattloe 

Bridjrea,  wooden  brace 

Bridges,  wooden    frame    suspension 

(eTtendad). 

Caaal  locks,  balance  for 

Csaal  locks,  sliding  valves 

Cnal  locks,  wicket  gates  for 

Drag  tor  removing  stones  lh>m  the 

bottom  of  lakes. 

Dredging  machine 

Drilling  rodu , 

Excavating  and  removing  earth 

ExeavatiDg  and  removing  earth,  crane 

ezesTator  for  (extended). 
SxearatJng     and     removing    earth, 

aerapcr  fiir. 

Hooaea,  portable,  constmcUng 

laelined  |>lanes  on  railroads,  asoend- 

inc  and  descending. 
Inclmed  planes  on  railroads,  ascend- 

iag  and  descending, 
ladled  planes  on  railroads,  ascend- 
ing and  deaeendins. 

Eailroad,  chairs  of;  &c 

Baiboad,  ehairs  oC  Ac 

liflroail,  cleaning  the  raili,  Ac 


Patentees. 


Alonzo  8.  Orenville  and  Thos.  ) 
John  Leviii.  f 

George  Page 

Henry  Wilton 

Herman  Hanpt 

Stephen  H.  Long 

Stephen  H.  Long 

Joslah  White 

William  Lake 

William  L  Potter 

Philander  Lee 

Wm.  P.  Brayton  A  Jas.  Hamilton 

Isaac  M.  Singer 

George  W.  Cherry 

Wimam8.0ti8 

John  Beholder 

Frederick  8.  Barnard 

William  F.  Ketchum 

John  Meroer 

John  Drummond 

Moneure  Robinson 

Brittom  M.  Evans 

Thomas  8.  Ridgaway 


Residence. 


Cambridge  A  Bos- ) 
ton,  Mass.  f 

Baltimore,  Md 

Wrightsville,  Pa... 

York,  Pa 

United  States  Army 

United  States  Army. 

Philadelphia,  Pa  . 
Richmond,  Va . . . 
Clifford  Park,  N.Y.. 

Lyme,N.  Y 

New  York.  N.Y.... 

Lockport,  111 

Washington,  D.  C. 

Philadelphia,  Pa..... 

Canton,  Ohio 

Philadelphia,  Pa.... 
BuflWo,  N.  Y 

Harris viUe,  Ohio... 

Ellxabethtown,  N.  J 

Philadelphia,  Pa.... 

Lancaster,  Pa 

PottsviUe,  Pa 


Date  of 
patent 


1889. 
Aug.     9 

May  8 

June  24 

Det.  2T 

Nov.  7 

Nov.     7 

May  17 
June  7 
Aug.   81 

Oct     81 

Jan.  8 
May    16 

Jan.    16 

Feb.   84 

Sept  85 
Dec  81 
Mar.   80 

June  81 

June  81 

Mar.  16 
Dec  87 
Oct.    81 
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InrentionB  or  disooreriea 

Pateirteea. 

Dsterf 
patesL 

SallroKd,  deaoing  the  tracks \ 

John  N.  Dennison  ^  Ellas  Kfrlc-  » 

Patrick.                                     f 

James  Stimpson , 

Plalnfleld,».J 

Baltlroort,  Md. 

Morrisvflle,  P» 

PhUadelphia,Pa..... 
New  York,  N.T.... 
New  York 

1S3J. 

July  9 

Jalj  tf 
Aae  21 

SallroMl,  Bwltcbes  for,  aelf-adjiisting  . . . 
Railwaf  can,  and  mode  of  fiUteDiog. . . 
Rooik.  coveiinff  with  metal 

Jolin  C.  Past  ...           

Kdward  Tilgbman 

Dec    5 

Peter  Noyhn" 

Sept  11 
June  ST 

SnaoB.  sawlns  or  cnttine 

James  Hamilton 

Streets  and  roads.  flTadioe     

Randal  Fish 

New  York 

Not.    % 

Btomp  extractinff  . .                    . . 

Benjamin  Burling. .  .,* 

Catherine,  N.  Y 

N«w  York 

Jnne  2> 

Walla  and  ceilings,  protecting  f^m  fire . . 

Peter  Navlof  .  ., 

Feb.  3 

Class  X. — Land  conveyance,  comprising  carriages^  cars^  and  other 
vehicles^  used  on  roads  and  parts  thereof. 


Inrentions  or  discoveries. 


BraLM<arr«atlng  the  motion  of  carriage  ) 

wheels.  \ 

Brakes,  safetjr,  self-acting,  for  railroad  I 

cam.  f 

CarfSage  bodies,  hanging 

Csrriage  bo<|Us,  hitnglng 

Carriage  bodto^  hanging 

Carriage,  railroiid,  constructing 

Carriage  shaft,  oHp  for 

Coaches,  pleasure  carriages,  and  ralN  ( 

road  cars.  | 

Jonrnals  of  railroad  eor^,  constructing  \ 

the  bearings  and  oil  boxes.  f 
Sleighs 

Springs,  elliptical,  for  carriages j- 

Springs,  elliptical,  for  carriages 

Bpring^  elliptical,  setting  and  Acting 

Springs  fur  railroad  carriages 

•nre,  bending 

WagonN  carts,  Ac,  aUachlng  boxes  to  . . 
'Wheels,  boxe^  and  axles  of  carriage,  \ 

applying  anti-friction  rollers  to.  f 

Wheels,  boxes  for  axle-trees  and  gud-  j 

geons  (extended).  ) 

"Wneels,  car 

"Wheels,  car,  Iron 

Wheels  for  carriages 

Wheels,  carriage,  nubbands  for 

Wheel-bubs  and  axles  for  cars,  cutting  \ 

the  seats.  i 

Wheel-hnb^  carriage,  attaching  to  the  ( 

arms  of  axle-trees.  | 

Wbeel•hub^  carriage,  attaching  to  axles. 


Patenteea, 


Cyras  Walker 

GeorgrS.  Origgs 

Arima  Vallerchamp . 
Dimon  B.  Bamnm.. 

Ira  W.  BritUn 

Lewis  J.  Germain . . . 
John  Cooper 

Thomas  Shriver 


John  H.  Tims 

Daniel  Carpent<^r 

FranklinfT  Hatch  and  Jonathan  ( 
W.  Terry.  f 

Sumner  King 

Geofffe  J.  Neveil 

Patrick  Riley 

Aaron  Wliitcomb 

Jason  C.  Osgood 

George  G.  Tibbets 


Isaac  Babbitt  . 


David  Co<-kley 

William  W.  Pennell. 

ElishaTolIes 

Samuel  Furrand 

Thomas  J.  Butter  . . . 


George  Hunt 

John  Loudon,  Jr., 


Resldenee. 


t 


Date  of 
pateaL 


Lewfabnry,  Ta '  July 

Roxbury,  Mass Dre. 

McDowellsvflle,  Pa..;  Oct 

New  Field.  Ct. I  <>ct. 

Metl!na,Ohio Oct. 

Ciittskill,  N.  Y May 

New  York I  Jan. 

Not. 


Cumberland,  Md 

Newark,  N.J 

Nelson,  N.Y 

South  Cortlandt,  N.Y 

Connecticut 

Philadelphia.  Pa. ... . 

Shamokin,  Pa 

Choconut,  P« 

Chlttenango,  N.  Y. . . 

New  York,  N.  Y.... 

Bostitn.  Ma:<s... 

Lancaster.  Pa.. 
Lancast«'r.  Pa.. 
Hartfurd,  Conn. 
Newark,  N.  J.. 

Johnstown,  Pa. 


Pratt8ville,N.Y.. 
Auburn,  N.Y... . 


Oct  31 

Sept  r» 

July  1» 

tlcL  .11 

Sept  2» 

Juriy  il 

Anp.  Jl 

Sept  IS 

July  n 

July  17 

Oct  » 

Feb.  '^ 

Dec  27 
Jane  11 

Dec  81 

July  S 

Oct  in 


I 


Class  XI. — Hydrauucs  and  pneumaucs,  inclvding  water-wheels^ 
windmiUs^  and  other  impleinents  operated  on  hy  oat  or  water^  or 
employed  in  the  raising  and  delivery  of  fluids. 


Inyentions  or  discoveries. 


Patenteea. 


Residence. 


Date  of 
patent 


Bellows,  portabla . . . , 

Cocks,  molasses  gate. 

•  Cooks,  molasses  gate 


New  York. 


Alexander  Ewing  . 
Jonathan  D.  Kell 


mathan  D.  Kellogg  and  Jus.  I    xr«.^i.-™^...«    -k*— 
Wright,  assig.  to ri).  Kellogg.  )    Northampton,  Mass. 
Jervice  Whittemore '  Boston,  M.\« 


Oct  SI 
Aug.  16 
'  Oct      » 


Oockfl,8top !  Chas.  F.  Johnson  &  J.  J. Speed,  Jr.   OswejroA  Iil;iua,N.Y  Jum  21 
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InTMitkHis  or  diseoreriefl. 


Patentees^ 


Residence. 


Dftteof 
peteat 


cs.  etop 

Ine,  flro 

tp,  cattle 

ip,  doable,  preparing  moulds  f<ir 

Btlne. 

I  p.  force,  tor  wells,  constracUng  the 

kTtS. 

ip,  stoofs  wa'.(^>tifht  Joints 

;er-whe«l > 

kf^wheel 

Urr-»  heel 

t«r-»'bc>el,  lettinir  the  water  on 

ter-wbe«L,  reaction,  moulding  pre-  ( 
ormtory  to  caAting  ) 

XiPr-wbeei,  apind  backet 

Bdmill 


Atr  Davis 

John  Wllllam^jr. 

Andrew  Bailey 

Foster  Henshaw 

Thoa.  W.  H.  Mofrely 

Abraham  Van  Vorhes 

Eliza  Martlnean,  adm'x  of  John 
Mtrtinenu.  deceased. 

William  C.  Bl»hop 

Timothy  Row* 

Thomas  Ruble 

Stephen  Parsons 

Lorenzo  D.  Adklns 

Wantsford  Evans 


Boston,  Mass 

Salem,  N.Y 

Jefferson,  Ohio 

Brookfleld,  Mass. . . 

ParJs,Ky 

Ilebardsville,  Ohio 

EJbri.lgcN.  Y.... 

Ovid,  N.Y 

New  York 

St  Marys,  Ind..... 

Edgecomb,  Me 

Perry.  Ohio 

Dumfries,  Ya 


Oct  1« 
May    11 

Aug.     8 

Jane  89 

Sept  80 

May     8 

AprU  18 

Sept  6 
Oct  18 
Aug.  99 

ApHl  18 

May  17 
Jaly   19 


LA^  XIL — Lever,  screw,  and  othkr  mechanical  power,  as  applied 
to  pf'essififf^  weighing^  raising^  and  moving  weights. 


InvcBtlom  or  disooverles. 


Patentees. 


Residence. 


Date  of 
patent 


laocc,  or  eoonter  scales,  for  weighing. 

ranee,  scales  for  weighing 

ck-«crew 

•«*,  cheese 

t^ft.  rbeese 

-e«.  cnn^tnictlon  of 

•«•»,  cotton 

■«•,  cotton 

'vaA.  cotton  and  hay 

V5S.  cotton  and  hay 

ei|rh  locks,  for  weighing  canal  boats  \ 
sod  other  bodies.  \ 


George  White 

Jonathan  Ball 

Stephen  Vail 

Adin  Gaunt 

Wni.  W.  Townsend 

John  J.  Wine 

Jas.  R.  Hitchcock  h  W.  F.  Serrell 

John  Price 

Charles  W.  Hawkes 

Joseph  C.  Baldwin 

Jeremiah  Brainard 


Louisville.  Ky 

BulTalo,  N.Y 

Mor^i^N.  Y 

Springiaeld,N.  J.... 

Shoreham,  Vt 

Baltimore,  Md 

New  York,  N.Y... 

Nashville,  Tenn 

Brunswick,  Me 

Staunton,  Va 

Rome,  N.Y. 


1830. 
Nov.    18 
April  90 
May      7 
July 
Dec 
May 
Sept 
Dec. 
April  18 
Feb.   29 

July   17 


« 
18 
16 
80 

7 


LASS   XIII. — Grinding-mills  and  mill-oearino,  containing  grain- 
mUlSy  mechanical  movements  and  horse-powers^  i&c. 


Inveotions  or  diacoyorlea. 


oSee-mill 

rinding  and  crashing  com,  mill  for  . . 

rJA-mltl 

ri>t-mill 

rlsi-mill 

or««-power 

(H>«-power,  endless  chain 

ill,  paint 

IllL  fpindlee  tor 

[iIl»tone«.  dressing 

focioa,  dooble-actinK,  reciprocating. . . 
l<A:on.  In  machinery,  to  be  a.«ed  as  a 
*nb«tltate  for  coc-ffearing,  mode  of 
isereasing,  reducing,  and  commnni- 
eating. 

over,  manoal,  mode  of  driving  ma- 
chinery. 

hafts,  vertical,  and  spindles,  prevent* 
Ing  MetJon  and  adhesion  in  the  steps 
«rgadfeons  of 


Patentees. 


John  Rittenhousc 

J.  C.  and  C.  B.  Baldwin 

David  D.  Wagener 

Oliver  Wy man 

Henry  Pfaroe 

William  E.  Arnold 

Moses  Daveniwrt 

J<«eph  W.  Webb 

Joseph  C.  Gentry 

Shadrach  Trumbull 

ChrlsUan  WiUson 

Frederick  S.  Barnard. . . 

Ammi  West 

Stephen  Parsons 


Residence. 


Germantown,  Pa 

Virginia 

Pittsburg,  Pa 

£.  Cambridge,  Mass. 
Cincinnati,  Ohio  . . . . 

Rochester,  N.  Y 

Phillips.  Me 

Mount  Mo^^l^  N.  Y. 

Dayton,  Ohio 

Snffleld.  Ct 

Bedford,  N.Y 

New  York,  N.Y... . 

Greene,  Maine 

Edgecombe,  Maine . . 


Date  of 
patent 


184*. 
July  9 
June  98 
Jan.  8 
April  18 
July  98 
April  96 
July  10 
Feb.  15 
Sept  95 
Aug.  9 
Oct      6 

Bepi  10 

Aug.  16 
Jane    T 
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Class  XTV. — Lumber,  including  machines  and  tools  for  preparing 
and  ma/nufacturing^  stcch  as  sawing^  planing^  mortising^  shingle 
and  stavcy  carpenters*  and  coopers'  implements. 


Inventions  or  diflooveriQ& 


BarreK  vents  for 

Boring  posts 

Boring  timber -j 

Boxes,  wooden,  preparing  wood  for 

Mitering  and  dovetailing  boards 

Mitering  and  dovetailing  the  ends  of  [ 
boards,  Ac  f 

Mortising,  tenoning,  and  boring  ma- 
chine. 

Flanlng-machlne < 

8aw,    circular,   preparing  blocks  for  ( 

matches.  ) 

Saw,  circular,  relieving  the  collar  of  a. . . 

Saw-mills 

Saw,  rotary,  for  cutting  round  tenons . . . 

Screw%  cutting  in  wood 

Shingles,  cutting 

Shingles,  cutting -j 

Shingles,  cutting  flrom  steamed,  boiled,  j 
or  other  timber.  1 

Shingles  and  heading  for  barrels,  cut- ) 

Ung  from  steamed  or  boiled  timber.  ) 

Shingles,  sawed,  planing  and  dressing. . . 

SUves,  blind-slits,  cutting 

Staves,  cutting 

Staves,  sawing 

Stave^  sawing 

Tools  used  in  the  mannlkcture  of  barrels . 


Patentees. 


Samuel  Pike 

William  H.  Shay 

Moses  Hubbell,  (assignee  of  Bus-  \ 
well  llubbell.)  f 

Jacob  Bcntz 

Richard  Urann 

Air  Davis 

Bamt  Richtmyre  and  James  IL) 
Martin.  f 

Freeman  Walcott  and  James  H.  | 
Hutchinson,  (Hutchinson,  as-  V 
signee  of  Walocitt.)  ) 

Jonathan  Morgan 

Iffanassflb  An  (lrews&  James  Sproat 

Eden  Baldwin 

Charles  Whitsitt 

Samuel  H.  Wills 

Ludram  M.  Parsons 

Justus  HInnian,  John  Thatcher, 
and  Alonzo  Palmer. 

Daniel  C.   McMtllen,  John   B. 
Knoll,  Thomas  S.  Henry,  and  > 
MaUhew  Knoll.  ) 

J.  Burt  and  E.  SmiUi 

Oliver  N.May 

Hardin  Branch 

Jonathan  Burt  and  Erasmus  Smith. 

Koyal  E.  House 

Hart  Pepper 

William  G.  Burr 


Residence. 


Brattleboro',  Vt.. 
New  York,  N.  Y. 

Sheffield,  Ohio.... 

New  York 

Bo.ston,  Mass 

Princeton,  Mass... 
Conesvllle,  N.  Y.. 


Boston,  Ma». 


Portland,  Me 

Taunton,  Mass 

AshfleR  Mass.... 
Connersville^lnd.. 

Abingdon,  Va 

Castieton,  Vt 

Persia,  N.  Y 


Persia.  Collins,  and  ) 
Tully,  N.  Y.  f 


Sullivan,  N.Y... 

Windsor.  N.Y.. 
New  York,  N.  Y 
Sullivan,  NY... 

ChtH'onnt  Pa 

Southwick,  Mass 
Mount  Pleasant,  N. 


Y. 


!   DaleoT 

pateat. 

[  im" 
.July  12 
Kov.  S 

Oct    36 

OcL  28 
An^  i\ 
July  16 

July  16 

JODC  2t 

Dec.  81 
Jan.  31 
Sept  2J 
June  l^ 
Mar.  \i 

Mar.  *}> 
Sept  10 

July    9 

April  » 
Mav  8 
Jufc  S9 
Anjj.  li 
Sept  S 
Oct    \t 


Class  XV. — Stone  and  clay  manffactures,  including  machines  far 
pottery,  glass-making,  hrichmaking,  dressing  and  preparing  stone, 
cements,  and  other  huilding  materials. 


Inventions  or  diaooverlea. 


Patentees. 


Residence. 


Date  of 

patent 


Brlck-preas 

Clay  and  mortar,  mixing,  for  making  brick 

KUo,  lime 


Mortar,  preparing  for  the  mannftotnre 

of  briciu. 
Pipes,  earthen  or  cement,  for  conTeylng 

water. 


Daniel  Carpenter, 

Ansel  Teall 

A.  H.  Tyson 

Oran  W.  Seeley.. 
Charies  Steams  . . 


Cortiand,  N.  Y 
Waterloo^  N.  Y' 
Baltimore,  Md 

SodaA,N.  Y... 
Springfield,  Ma 


July  « 

Mar.  1J 

Sept  2S 

Mar.  5 
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Class  XVI. — Leather,  inclyding  tanning  and  dressing^  manufacture 
of  boots ^  shocs^  saddlery^  harness^  (6c, 


Inrentioiis  or  diaeoTerlcft. 


Boot-rrf  mps 

B<K>t-crimfi« 

Soots  and  »hoca,  cuttliwr 

Soo«.«  and  5bof«.  be«I-p(at«s  for 

Oimplnsr  leather,  macfaine,  regalating  I 

tb«-Jav8w  f 

Carrier»'  and  tannery'  knife,  i>harpcnUiff. 

Hameas,  bridle-blt«  for  bor^e 

Hkka,  eonntrocting  rollers  for  prevtng. . 

Lotli*r,  rolling \ 

Leather,  spl  i  ttl  ng 

L»lker.  BCJtrhing 

Taaoing  bides  and  skins 


PatenteML 


Joseph  Sanderson 

IIorAcc  Ferre 

Jeremiah  B.  Keen 

Win.  Lewis  and  Wm.  H.  Lewis. . 

John  Goodwin,  jr. 

Warren  Egltfton 

Dan.  Shaw  Bnlch 

Lewis  K.  Palnier 

Thomas  J.  Patterson,  (assignee  ) 
of  Wm.  Cobum.)  J 

Horace  White 

Samuel  Sheldon 

William  Uerapath 


B«8id«Dce. 


Cincinnati.  Ohio... 
Springfield,  Mass. . 
Bridgeton,  N.J.... 
New  York 

Sterling,  Maas 

Troy.  N.  T 

Bradford.  Vt 

Maryland,  N.Y... 

Mount  Joy,  Pa.... 

Binghamton.  N.  Y 
Cincinnati,  Ohio... 
Bristol,  England... 


Date  of 
patent 


1839. 
Jane    7 
Sept  80 
Jane  81 
Oct    81 

May    80 

Jan.  8 
Aug.  88 
Dec   81 

Oct    81 

Aug.  i 
Aug.  8 
May    80 


Class  XVIT. — Household  furniture,  maobines,  and  implements  for 
DOMESTIC  PURPOSES,  including  washing  ma^chines^  bread  and  cracker 
machines^  feather-dressing^  dkc. 


Inrentions  or  disooTeriea. 


Patentees. 


SeeideBce. 


Date  of 
patent 


IMsteada.  attaching  cortaln-posts  to — 
Bedsteads,  eonstmctlng -j 

Bwirtead  fastening 

Bedittead,  Mrfit.  raiding  or  Inclining 

Bi>d5t«ad,  tif^btening  Vacking-bottom  of. 
B*<i?tead.  tightening  sacking-bottom  of. 
BflK  banffinc  and  mode  of  constmcting. 

Brooffiii.  metallic  da^p  or  bend  for 

CrKkers  and  biscait,  making  and  baking. 

Catting  potatnee 

SoMcm.  making 

Wishlng-machine 

WvhiBg.macbiiM | 


Thomas  Early 

C.  J.  Fountain,  J.  F.  Adams,  and  I 

O.  F.  nillyer.  f 

Ja*«ph  Roiiefer 

E<lmund  Chcrrington 

John  Hart 

Benijah  Boeworth 

Ebenczer  Dewey 

Imsc  Cheney 

Benjamin  F.  Mason 

Abel  Williams 

O.  D.  Metettal 

Samuel  Swett,  Jr 

Isaac  Leavttt,  Adnah  Ollmore,  ( 

and  William  Sturtevant  f 


Washington  ca,TeDn. 

New  York 

Cincinnati,  Ohio 

Boston,  Mass 

Nicholasville,Ky.... 

Fayette  oo.,  Ky. 

New  York,  N.Y.... 

Leyden,  Mass 

Kennebunk-Port,  Me. 
A8hflcId,Maaa.... 

Pittsburg,  Pa 

Portsmouth,  N.  H 

Tomer,  Me 


1889. 
Jan.      8 

April  80 

Dee.  18 
Feb.  9 
June  81 
Dec  14 
AprU  10 
June  85 
June  6 
Mar.  18 
Aug.  89 
July   18 

Aug.     9 


Class  XVIII. — Arts,  polite,  fine,  and  ornamentax,  indudina  music^ 
painting^  sculpture^  engraving^  books^  paper^  printing^  binding^ 
jewelry^  <&c. 


Inventions  or  dlaoovertea. 


lak.  Ripplying  to  the  pens  of  paper-  I 
raling  machines.  f 

Mnsic  writing 

Pea-bolder 

Peacii-caM,  ever-pointed 

?e«eil-caae,  ever-pointed •[ 

PiaDO-forte 

Ptano-fiorte -! 

Plaoo-lbrt«,  actton  of 

Pkno-forte,  action  of 

Printiog- press 

PriBting-preBB 


Patenteea. 


Lewis  Edwards 

Thomas  Harrison 

William  Fife 

John  Hague 

J.  Stockman  and  S.  L.  Hopper  ) 
(assignees  of  Q.  W.  Simona)    ) 

William  Cumston 

Jonas  Chickcrlng,  John  Mackay, ) 
and  William  IL  Mackay  (as-  V 
»ignee<«of  AlpheusBaboock)   ) 

John  J.  Wise 

Hiram  Herrick 

William  and  Thomas  Schnebly. . . 

J.  Lemuel  Kingsley 


Beddenoei 


Norwich,  Ct 

Springfield,  Ohio... 
Philadelphia,  Pa... 
New  York,  N.Y... 

Philadelphia,  Pa.... 

Boston,  Mats 

Boston,  Mats 

Baltimore,  Md. 

New  York 

Hagerstown,  Md. . . . 
New  York 


Date  of 
patent 


1889. 

Aug.  81 

Oct  88 
Sept  88 
Aug.  16 

Oct    IS 

Augi     8 

Oct    81 

June  87 
Oct    88 

Sept  T 
Oct    81 
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Class  XIX. — Fire-arms  and  implements  of  war,  and  parts  thereof, 
incltuling  tlie  manufacture  of  shot  and  gunpowder. 


Inrentions  or  disooTories. 

Patentees. 

Kefii'.once. 

I)»te  of 

jjateiit 

Flre-Armt 

David  Edwards 

Zainwille,  Ohio 

.Vildlrtowii,  (.t 

1*^ 
April  *5 

Di'c    5 

Fire-anns 

Nathan  Slarr 

Fire-arms 

Benjaniin  F.  Smith 

Suiilh  llNdlvy.  MM.H8  . 
Pntcrson,  N.'J 

New  York,  N.  Y.... 

I'mttlcboro'.  Vt 

Flre-anna,  and  apparatus  used  therewith . 

Fire-arms,  gun-breech < 

Fire-anns,  rn<»T»y-chambr,rod 

Samuel  Colt 

\U2    ^ 

Silas  Day,  (assignee  uf  t>tunnel  > 

Hall.)                                            f 

Elon  B  Butterfleld 

Dec  31 
Mur   K 

Fire-arms,  rifles,  water-proof < 

L.  Bitilev.  J.  B.  liipley,  and  W.  * 
B.  Smith.                                 S 

PorU»nd,Me 

FeU  » 

L 


Class  XX. — Surgical  and  medical  instruments,  induduiff  trusses^ 
dental  mstruments^  bathing  apparatus^  So. 


InrentloDS  or  discoveries. 


Fractures,  apparatus  for  the  cure  of. 

Teeth,  key  for  extracting 

Tmsa,  for  hernia 

TmsR,  for  hernia 

Truss,  for  prolapsus  uteri 

Truss,  for  prolapsus  uteri 


Patentees. 


Orson  M  Ailnben  . 
John  McConnell  . 


Residence. 


Middloti.wn,  N.  Y.. 

rhiladclphi.i,  P,i.... 

John  M.  Sinton i  llacliettst4»wn,  N.  Y 

William  B.  Dey |  ll«>pe,  N.  J. 


AUran  Potect \  DaiivilUi,  Ind 

Wm.  Reynolds [  Camden,  S.  C 


Datsof 
paieat 

Di'c  li 
Sept  *» 
June  i7 
July  9 
June  39 
Dec  14 


Class  XXI. — Wearing  apparel,  articles  for  ihk  toilet,  ic, 
eluding  instrwments for  mamfacturing. 


InTentions  or  discoveries. 


Buttons,  mode  of  constmcting  bright  1 
dies  for  stamping  highly  polished  V 
blanks  or  shells  for.  ) 

Garments,  cutting  the  bodies  of  coats  t 
in  one  piece.  i 

Garments,  instruments  for  measuring  \ 
the  human  body,  he  \ 

Garments,  tailors'  instruments  for  mea- 1 
suring.  f 

Garments,  tailors'  draughting  histruments 

Razor-strop  and  case 

Shears,  talfors' 

Straps  for  pantaloons 


Patentees. 


Green    Keniick,    (asMgnee    of) 
Wm.  B.  Dunbar.)  J 

William  W.  Wiswell 

Daniel  Williams 

John  P.  Barnett  and  Francis  Story . 

Edward  J.  Axford 

Aaron  and  Luther  Hill 

Roi'hius  Ileinisih 

M.  H.  Simpson 


Residence. 


im. 

Dale  of 
patent 


Waterbury,  Ct Oct   81 


Portland,  Me 

New  York,  N.Y. 


April  10 
April  26 


Cnttskill,  N.  Y '  Nov.  12 

rhlladeli.hia.Pa.....    Mar.  80 

Stoneham,  Mass. ....    July  17 

NewHrk,N.  J >  Feb.  « 

B<>8Uin,Mass May  80 


Class  XXII. — MisceUaneaas. 


Inyentiona  or  discoverleA. 


Oofflns,  lodgments  in 

loet  mode  of  obtaining  and  securing  — 

Pills,  mode  of  counting 

Sun-flower  leaves  and  rhubarb-plants  | 
as  a  substitute  for  smoking-tobaooo,  V 
and  for  the  formation  of  cigars.  ) 

Trap  for  catching  animals 


Patentees. 


Moses  Leonard . 
Jos.  £.  Manuel . 
J.  P.  Peters  . . . 

Wm.  D.  Duff.. 

WUliam  Biddle 


Residence. 


New  York 

Philadelphia.  Pa..... 
New  York,  N.Y... . 

Marietta,  Pa. 

Pittsbuiig,  Pa 


Date  of 
patent 

July  3 
July  19 
June  27 

Jan.     8 

July  U 
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JETICAL  LIST  OF  PERSONS  WHOSE  PATENTS  HAVE  EXPIRED 
JO  THE  YEAR  1858,  WITH  THEIR  INVENTIONS  OR  DISCOVERIES, 
XASS. 


PiatentMiL 


InventloM  or  dlfloorerfM. 


Claia 


renzo  Dow. 

rick 

'9«>n  M.  . . . . 


afiah 

tanasaah,  and  Janifii  Sproat  . . . 

n.E. 

tison i 

ojk'N  Jr. 

ward  J 

lac 

drew 

beoa,  John  B.  Biplej,  and  Wm. 

L  H..  and  Samad  II.  Baldwin. . . 

rohn  S 

.Shaw 

<len 

oiM'ph  C,  and  Cyrua  B 

.  C 


John,  and  Adam  Clark  . 

*eph  9 

inibro$e 

rederick  S 

rederick  S 

J<»seph 

o.  P.,  and  Francis  Story  . 

f  mon  B. 

ibcnczer 

rpUy  and  David  Culrer  . . 


pnjainin  D.. 

li 

•John 


Illam 

IllamC 

Benljah 

•le»T. 

wire  D 

ereniiah , 

ardln 

Tm.  P.,  and  James  llHmilton  . 

iW 

iirtcii  W. 

nnelll 


•njamin 

am  G 

than,  and  K.  bmith 

than,  and  E.  Smith 

lorace 

»mas  J. ' 

Elon  B. 

irlt«,  and  Harrison  O   Dyar  . . 

ancls  A. 

ifuandO.  Newell 

Dnniel 

Daniel 


G  .... 
Iiaidel . 
lac  . 


Edmund 

^eW 

Jonas,  and  others^  assignees  of  i 
ek,  f 

ard 

ard 

tk  J 

jN 

I 

^n^ 

any 


Water-wheel,  spiral  bucket 

Sockets 

Fractures,  for  cure  of 

Locks  for  fire-arms 

Winding,  spooling  wool , 

Saw,  circular,  relieving  collar.* 

Horse-power 

Stove,  eo«)king,  railway 

Seeding,  planting  machine , 

Gannenta,  draughting  instruments 

Wheel  boxes  . 

Pump,  cattle 

Fire-arms,  rifles  water-proof , 

Steam  engine,  rotary 

Steam  engine  safety  valves 

HarneM,  bridle  bit 

Saw-mills , 

Corn-mill 

PresN  cotton  and  hay , 

Balance  scales 

Dryin?  flour 

Lightning  conductors , 

Plough 

Houses,  constructing , 

MoUon.  substitute  for  cog-gearing 

Umbrella  runner 

Garments  measuring 

('arriage  biKlies,  hanging 

Flues,  cooking  ranges 

Sftw  set 

Gin,  cotton 

Pro|>elIing  vessels 

Odometer , 

Bo  tH  and  nuts,  heads 

BiLxes,  wood  for , 

Trap 

Water-wheel 

Bedstead  sacking 

Straw-cutter , 

Stove,  cooking .....^ 

Weigh  locks _ 

Stav.-s  Mind  slits  cuttli^ 

Dredvri'  g  mnchlnes • 

Carria;re  Ixulies,  hanging 

S|.ifiiiliiop  hemp 

I'unchins;  metal J 

Stove.  ctH>liinir 

Stump  extrMCting 

T<xiIh  for  bsrreb 

Shingles  nnd  barrel  heads  from  hteamed  timber  . 

StHve^s,  cutting 

Stove  valve 

Wheel  hubs,  cutting  seats 

FIre-aniis,  iiuiny -chambered 

Lead,  white 

Kivets,  making 

Plough,  coupling 

Sleiglis 

Briik  pre"« 

Stirru|»s.  saddle 

Harrows,  revolving 

Pigment,  black.  IVom  anthracite  coal 

Brooms,  metallic  heads  for 

Bedstead  sofii,  raising 

Excavating  earth 

Pinno-forte 


Lead,  white,  from  oxide 

Lead,  white,  from  oxide 

I^mps.  screw  head 

Boilers,  preventing  explosion  . 

Fire-Hriiis 

Gin,  cotton 

Wool,  burring 


XL 

IL 

XX. 

XIX. 

IIL 

XIV. 

XIIL 

V. 

L 

XXL 

X, 

XL 

XIX 

VL 

VL 

XVI. 

XIV. 

XIII. 

XIL 

XIL 

V. 

Via 

L 

IX 

XIIL 

IL 

XXL 

X 

V. 

IL 

HL 

VIL 

VIIL 

IL 

XIV. 

XXIL 

XL 

XVIL 

1. 

V. 

XIL 

XIV. 

IX 

X 

IIL 

II. 

V. 

IX. 

XIV. 

XIV. 

XIV. 

V. 

X. 

XIX. 

IV. 

II. 
I. 

X. 

XV. 

IL 

L 

IV. 

XVIL 

XVIL 

IX 

XVIIL 

IV. 
IV. 
V. 
VL 
XIX 
lU. 
IIL 
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Patentees. 


lD%'entl(ins  or  discoveries. 


Qa 


Crom,  Henrr 

Ciunston.  William 

Currier,  John  H.,  and  W.  II.  Taber 

Curtis,  Thaddeus  B. 

Darrioott,  George,  and  Joseph  Nason 

Davenport,  Moses 

Davis,  Air 

Davis  Air 

Davis,  George 

Davis  A  Lord 

Day,  Moses 

Day,  Silas,  and  Samuel  Hall 

Dennison,  John  N.,  and  Ellas  Kirkpatrick 

Denlson,  Lester  £. 

Devine,  James 

Dewey,  Ebenezer 

De  Witt,  Bichsrd  V. 

Dey,  William  B 

Dimpfel,  Frederick  P 

Dimpfel,  Frederick  P 

Dinsmoor,  Alonzo  B 

Dotterer,  David  H.,  and  Thomas  Jackson . 

Drummond,  John 

Drummond.  John 

Dunn,  Arthur 

Duntze,  Henry 

Dutcher,  Joeiah 

Early,  Thomas 

Eastman,  Phineas 

Edwards,  David 

Edwards,  Lewis 

Egleston.  Warren 

Elliott,  Thomas,  jr. 

Elbworth,  Oliver 

Else,  Bichard 

Ervln,  A  Ifred 

Estes  Truman,  and  Warren  Dutcher 

Evans,  BriUon  M.  

Evans  Cadwallader 

Evans  Wantsford 

Evarts,  Bussell 

Farrand,  Samuel  £. 

Ferre,  Horace 

Ferren.  Ebenezer 

Fife,  William 

Finney,  Erastus 

Fish,  Bandal 

Forrest,  John  M. 

Foster,  Samuel  W 

Francis  Joseph 

Freeman,  Nathan « 

Friese,  Philip  C. 

Galvin,  Judson  B. 

Gaunt  Adln .., 

Gay,  Gamaliel 

Ctontry,  Joseph  C. 

Germain,  Lewis  J 

Goodwin,  John,  jr, 

Goodyear,  Chas.  assignee  of  N.  Haywood 

Grantham,  Willis 

Grenville,  Alonzo  S.,  and  T.  J.  Lewis 

Greenwood,  John  D.,  and  B.  W.  Keene  . . 

Griggs  George  8 

Grimes  William  C. 

Grofl;  William  D 

Hagus  John 

Hare,Eli*ha 

Hale,  William  H 

Hall,  Ellsha 

Hall,  William  M. 

Hamilton,  James 

Hammond,  Sarah 

Hargreaves  James 

Harrison,  Thomas 

Hart,  John 

Hartwell,  Isaac  R 

Hatch,  Franklin,  and  Jona.  W.  Terry 

Haapt,  Herman 

Bawkes  Charles  W 


Screws  heads  and  rivets  turning 

Drilling  iron 

Ovens,  portable 

Gas  burners,  argand 

Horse-power 

Cockstojj 

Mit^ring  and  dovetailing 

Rake,  liay  and  grain  harrow 

Stove,  cooking,  anthracite 

Spinning  hemp,  flax 

Firo-arnis  gun-breech 

Railroad  track,  cleaning 

Corn-shellor 

Stove,  ciKiklng 

Bells  banging  and  constructing 

Boilers  steam 

Truss  for  hernia 

Furnace,  revolving  fan-wlu  el 

Furna«'e,  consuming  smoke,  &«' 

Corn-sheller 

Steam  engine,  locomotive 

Steam  engine,  rotary 

lucitneil  \)  anes  ascending  and  descending  . 

Soap  manufacturing " 

Latch,  door 

Plough 

Bedstcwl,  attaching  curtain* 

Hammers  and  hatchets  S4>ckets 

Fire-arras  . 


Ink,  supplying  pens  of  ruling  machine. 
Currier  s  knife,  e^hxriiening , 


Thra.«hing  ma  hlne,  &c 

Flier  and  bobbin,  twisting  silk 

Drying  grain 

Winnowing  machine,  kc 

Spinning  cap.  speeder  for 

Rnilroaa,  chairs  of 

Expltision  of  boilers,  preventing 

Wind-mill 

SbiiMS  preventing  drsirging  anchors 

Wheel-s  carriage,"  hubbauas  for 

nooi-crimps 

Flues  <-<M>king-i.tovf 

Pen-holder 

L(K:k.  d<M)r 

Streets  and  roa<ls  grading 

Seeding,  planting  iimchiues 

Smut  maclilno 

Boats  life  anil  «»ther 

Canling  macliine,  wool 

Boilers  preventing  explosions 

Stoves  coal  or  wood 

Press  cheese 

Silk,  twUing 

Mill  spindle* 

Carriajre,  railroad 

Crimping  leather,  machine 

Caoutchouc,  manufacturing  with  sulphur. 

Straw-cutter , 

Blinds  window 

Cement,  artificial  stove 

Brakes,  safety,  railn>ad  cars 

Smut  machine 

Substitute  for  cigars  A-c 

Pencil-c  jse,  ever-jjolnted 

Umbrellas  «fec , 

Boilers  pre\  enting  explosion 

Drilling,  metallic  and  other  substances 

Beehives 

Snags  sawing  or  cutting 

Fireplace 

Acid,  sulphuric,  manufacturing , 

Music^  writing , 

Bedstead,  tightening 

Spinninz  wool 

Spriuzrs  ell'ptlcAl,  carriajfcA 

Bridges  lattice " 

Press  coUon  and  hay 


X 
X^ 


x> 

X 
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Patenteflflw 


InTentions  or  dlsooTeri««. 


GImb. 


ih.. 
let. 


,  and  Harrison  6.  Dyar  . . . 


Aaron 

John  Thatcher,  and  Alon 


•} 


assigDee  of  R.  Uubbell  . . 


id  Caleb. 

och 

I 

»H,L.  .. 


n  M.,M.D 

sF^and  J.  J.  Spiwd,  jr.. 
s  3t 


knn  B.. 


an  D.  (assignee  of  Justus  f 

(aa^iznee  of  Wm.  Dnnbar). . 
I,  an.i  Wm.  A.  Wheeler 


im  F. 


auel.v 

I,  II.  and  £.  G.  Stake  . 


.  L  Knight,  A  K  F.  Condit. 

ira!!!!!;;!!!!;;;;;!!;!! 


.'illiaui 

Adna  Gilmurc,  and  Win. 


and  William  11  . 

I 

I 


a  (adiiiiiiistriitrix  uf  Juhri  « 
wasi'd),  s 
n  F 


Rake,  hay,  teeth  for 

Pulp,  dreming 

Shears,  taiiorii.  At 

ii^oda,  carbonate,  manufactnring 

Liquid,  mode  of  e%'aporating 

Tanning 

Screw  vrrt'nch 

Razor  strop  and  case 

Shingles,  catting 

Seeding,  sowing  grain,  «kc 

Straw-Gutter 

(hum 

Staves,  sawing 

liorlng  timber 

Wh(>el  hubs,  attaching  to  axles 

Lock,  door,  latches 

Galley,  shii»\  distilling  salt  water 

Window-blind  fa-^tt-ners 

Spectacloji,  preparing  the  glasses 

lJoat^life 

(,'om|>(>sition  for  burning  in  lamps 

Cocooneries,  lodgments  In,  &.C. 

Cocks,  stop 

Hats,  coloring  

Plough,  hill-side  and  horizontal 

Loom,  hand,  weaving  fringe 

liulting  clover  see*i.  Ac 

Boots  and  Shoes,  cutting 

GKks,  molasses  gate 

Rnttons,  Ac 

Flues  of  stoves 

Stovos,  cooking 

Incline  iilane«,  Ac ,  ascending,  Ac, 

Fluid,  blue,  for  writing 

Springs,  elliptical 

Printint:  nresa 

C<»rn-slicller 

Spark -arresters 

Paper  making 

Canal  locks,  A--^  sliding  valves 

Mowing,  Kcvtlics  to  snaths,  attaching 

Stove*.  Voofeing 

Propfll.ng  boHts,  Ac 

Washing-machine 

Drng  for  removing  stone^  Ac 

IxkIc  and  dontdo  oatcli  bolts 

Coffins,  lod:;ments  in.  Ac 

U<MiU,  Ac.  heel  plates  for 

llri<lL'es.  wooden  frame  brace 

Urldgcs  wooden  finme  suspension 

Wlii-el  hubs,  t-RTiajre,  attar-hing  to  axles  . 

IViilcrs.  steam,  furn«ces  of,  Ac 

Smut-machine,  eleanintf  grsin 

lie.  iiKxlc  of  obtaining  and  M*curlng 

Water-Vi  heel 


n  R.  and  Orin  G. 


I  S.. 


.  W.  H. 
Idge . . . . 


Ti.  jr..  and  Wm.  B<»cn  . 

hew 

;l  C,  and  others 


Crnckers  nnd  bi*iCMits  making  and  baking. . 

Sliin^-'le,  sawed.  Ac 

Corn-*heller  and  liulling  grain 

1  nc^ inn  plnne*.  Ac 

Seed  \vi.  ]i1:<nting  corn 

Sau>nsr'  ^  making 

Kelt  ni'tking,  Ac 

Saw.  lircnUr,  Ac 

Nt-edles.  mannfucture  of 

Pump,  force,  f<»r  wells,  Ac 

Heehive*  

Strive,  eookiiiff 

T^eth,  key  for  extracting 

Win-  rope,  nmnd  flexible 

Sriiut-maehine,  for  cleaning  grain 

<^>rn-sheller 

Thrajihliiff  m.ichhie,  Ac 

Shingles,  cutiins;  from  steamed  timber,  Ac. 

Walls  and  ceiling.  i»rot«^ting  from  fire 

Roofs,  covering  with  metal 


L 

IIL 

XXL 

IV. 

IV. 

XVL 

IL 

XXL 

XIV. 

L 

L 

I. 

XIV. 

XIV. 

X 

IL 

V. 

IL 

VIIL 

VIL 

IV. 

IIL 

XL 

IIL 

L 

IIL 

I. 

XVL 

XL 

XXL 

V. 

V. 

IX 

IV. 

X. 

XVIIL 

L 

VL 

IIL 

LX. 

L 

V. 

VIL 

XVIL 

IX. 
IL 

xxn. 

XVL 
IX. 
IX. 
X. 
VI. 
L 
XXIL 

XL 

XVIL 

XIV. 

L 

IX 

I. 

XVIL 

IIL 

XIV. 

IL 

XL 

L 

V. 

XX. 

IL 

L 

L 

L 

XIV. 

IX 

IX 


I 
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PfttentMSw 


Nevoll,  Georpe  J. 

Nivko1^  Edward,  and  James  Angur 

Nock,  Joseph 

North.  Linus 

Nott,  Eilnhalet 

O}{rto«1,  Jason  C 

Oil-,  Williams 

I'asre,  Oeorgo 

Pa'nier,  Lewis  U. 

I'«rkor,  Wlll'am  K 

Psrsons.  \ah\  am  M 

p8R^on^  Stephen 

Psr^ons.  Stephen 

Pa*t,  John  C 

Patterson,  Abram 

Patter*«in,  Thos.  J^  assignee  of  Wm.  Coburn 

Pesree.  Henry 

Peck,  Noble 

Pennell,  William  W 

Penrose,  N.  R.,  and  S.  F.  Pahner 

Pepper,  Hart 

Peters,  Joseph  P 

Pe-  itval,  John  B 

Pl^lpp^  William  R 

FhU-frer.  Leonard 

P  k<-.  Samuel 

Piiteet,  Allran 

Poller,  William  L. 

Pratt,  Jacob 

Rankin,  Andrew 

Iteaney.  Thomas,  and  John  Naglee  (Najjlee, 
assignee  of  Reaney), 

Reynolds,  William 

Rirlitmyre.  B.,  and  James  H.  Martin 

Rld^wsy,  Thomas  8 

Riley,  Patrick 

Ring.  Abner  R 

Rittenh<»use,  John 

Robinson,  Moncure 

Rtickwell,  Davi(i  S 

RiMlefer,  «Toseph 

Root,  Hiram 

Rose,  Timothy 

Roth,  Augustus 

Ruble,  Thomas 

Salomon,  John  C.  F 

Sanderson,  Jo5ei)li 

Sebnebly,  William  and  Thorna* 

Scholdef,  John 

Seely,  Oran  W 

Seward,  Martin  and  Samuel  L. 

Sharp,  William  and  Reman  W 

Shsv.  William  H 

Sheldon,  Samuel 

Sherman,  Roger  M 

Sholl,  John 

Shrlver,  Thomas 

Shiigert,  John 

Sickels,  Gerard 

SimpMin,  M.  II 

Singer,  Isaac  M 

Sinton,  J6hn  M 

Small,  William 

Smith,  Benjamin  F 

Smith,  Christoplier  H 

Smith,  Ellhn 

Smith,  John  B 

Smith,  John  B 

Smith,  Leonard 

Smith,  Robert 

Staples.  William  A 

Starr,  Nathan 

Stearns,  Charles 

Stevens.  John  H 

Stevens,  John  H 

Stevens,  John  H 

Stillman,  Wmiam 

BtlmpfiODf  Jamee 


Inventions  or  discoveries. 


C! 


8j>ring»,  elliptfea'.  setting  snd^flttine 

Y  umaces.  lifacksin  th,  buniing  anihracitc 

Piidlifcks.  Ac 

Flues*  of  Ntoves , 

Stove<=.  coal.  api'Krd  t<»  furniees 

WHjrons.  Ac.  attHching  1  oxej«,  A-r ! 

Kvmvatins:  and  rt-nKivinir  earth,  crane  excavator  f«»r  .; 

Boring  earth,  alien   fo- I 

Hl'les  eon^tnn•tllllr  rollers  for  pref*ing I 

Coru-f-ht-lli-r 

ShinjfleK  cu'tlrir 

Wu  er-w|jeel  re  et  on.n>':uldlnsrF>n  paratory  t4»c««in>r| 

•^lu.fla.  vi-rtienl.  .^e.  ]ireventing  friction . . .' 

l:nl]roa<1.  ^e!f-  id)':>tin>r 

S\/>aiii  entr  ne.  A  c ,  apparatus.  &.C. 

L«'atlier,  rolling' 

OriRt-mill 

Stove,  cookinjr 

Wh^'eI^  •  ar.  iron ; 

Raiding  ennal  hojits 

Slaves.  Kawincr ; .  j 

Pills  Ac.  fountliijr | 

Boilers,  steam  fiirimre-  «r.  Ac ■ 

Cloth.  nap])inff  and  making  waterprmtf i 

Spark-arresters I 

Barrels,  vents  r«»r | 

Truss,  for  prolapsus  uteri .' 

Cnnal  hnks.  wicket  trates  for i 

Reeling  and  spinning  and  twiMing  silk I 

IlatN  nappinsr \ 

Sfiark-arresters ' 

Truss,  for  |  rolapsiis  uteri i 

Mortising.  ten<»nliijr.  and  boring 

Railroad,  eleaninsr  the  rail*,  Ac 

Springs  for  railroad  enrriages 

Stoves,  <(M>king,  Franklin 

Cffee  mill 

Railn»a<l,  cliairs  of 

Seeding,  plitnting  corn,  Ac 

Bed>teads.  fastening 

Stoves,  e«M»kiiig,  valve  of 

Water-wheel 

Funiace,  sineltinir  iron  ore 

Water-wheel,  letting'  tie  WHler  on 

Boilers,  steam,  in  vertfd  arch 

B(H»t -crimp 

Pi  inting-prcM 

Excavating  and  removing  earth,  scraper  for 

Mortar,  preparing  for  the  manu&tcturc  of  brieks,  dec 

Seeding.  «owlng  seed 

Forjres  blacksmiths',  producing  blast , 

Boring  p<M»ts,  Ac 

Leather,  stitching 

Steam-engine,  rotary 

Beeldvcs 

Coaches,  Ac 

Tuyere,  iron,  blacksmitlia' 

Reel  for  chalk  lines 

Straps  for  pantaltNins 

Drilling  rocks 

Truss  for  hernia 

Plough 

Fire-arms 

Spectacles,  revolving  glass 

Stoves  cooking 

Cultivator,  corn 

Cultivator,  garden 

Smut  machine 


Riveting  metallic  plates  for  boilers 

Straw-ctitter 

Fire-arms 

Pipe^  earthen,  for  conveying  water 

Matches,  friction,  composition,  Ac 

Matches,  fk-iction,  preventing  accidental  Ignition. 

Matche^  friction,  retaining  fire 

Lock,  door,  safety 

Bailroed,  constructioa  of 
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Alphabetical  list  of  expired  patents. — Continued. 


PatentMA. 


eob  and  Samuel  L.  Hopper,  ) 
'G.W.  Simon*.  f 

ner,  and  I'eter  Navlor 

»l,jr. 

iei!!!!!!!!!!!!!!!!!!!!!!!!!!! 

inS 

» 

lO 

O.,  (not  George  O.  a.*  la  chia-  ♦ 

Iward 

L 

iniam  w 

»  and  Davis  Aldrick 

nrlrarh 

iola» 

Azlma 

and  Benjamin  Armstrong 

Abraham 

^  and  Frederick  Leach 

rid  D 

.man.    (See  J.  If.  Hutchinson.). 

» 

<?r  B 

tusV.  H 

.tn»  V.  H 

»W 

,  and  Moses  D 

9 

aron 

« 

e 

lOl 

ease 

mcier  O 

nry,  and  T.  Leighton 

rles 

Jervice 

Wm.,ir.. 

jamln  F 

el 

niel ] 

in,jr 

Arnold 

stlan 

N.y  and  C.  Dfckerman 

7 

7 

Kam  w!!i!!!!*!*!""!!!!!!! 

I  Pierce 

IS 

etremiah 

er 

J 

a  W.  and  Tho^  H.  Wilson,  ) 
I,  as  in  clafislflcation.)  f 


iDTentions  or  discoveries. 


Pencil-case,  ever-pointed 

Iron,  proteot'pjr  from  oxidation , 

Wa^hinir-niachiiie 

Cny  an'l  inoi-tar.  nilxinfr,  J:c 

Spectacles,  hldc-jsrlnss 

Charn 

Onlcnm.  m  kin;r 

Dr«».«t9lng  inm.  Ac 

Wheels,  boxM,  Ac ,  applying  nnti-fHction  rollers  to  . , 

Railway  bars.  fn««t4'n'nsr 

Wlie«'K  boxe**.  «kr 

W Ve?\*.  cnTl'iK'e 

Ij»»np».  r»'jni'«tlns  tlio  flame  of 

Press,  cheese 

Mowlnjr-machinn 

Mill-stone**,  dn-sslnp 

Si»  rk-arrcste'S 

Kiln,  lime 

MiteHnir  and  dovetailing  boanls,  Ac. 

Stenm-ongine,  locomothe 

.Ia'*k'«erf  w 

(•arriajre  bodio*.  hnnfflnir 

Tin,  Ac.  doubie-seamiiiK 

Pnmp,  stone,  »Vc 

Pipes  ca*tlnfr  and  drawlnfr  lead 

Grbt-mlll 


Brakes.  Ac 

Smnt-machino         

Turpentine,  o'l  oC  rertlfyin?  . 

Ijimp,  rainph'ne 

Mill,  pnint 

Rake,  hay,  revolving 

Coal-slflers 

Power,  manunl,  Ac 

Vice  . 


Tlrc-l)endlng,  Ac 

Balnnce.  Ac 

leather,  ftplittinfr 

CMna'-look,  balance  for 

Mineral- water,  soda-fonnt>iin,  Ac 

Kettles,  snsrar,  setting.  Ac 

Cf)tton.  roping 

Plouch 

Lamps,  ffla^s  socket  for 

Saw.  n»tary.  for  cutting  round  tenon* 

Cock,  molMsses-gate 

Oin.  rotton 

Lljrhts,  rev<»l vlnp,  Ac 

Cuttintr  potatfws.  Ac 

Garments.  Instruments  for  measuring  the  human  ) 
bo<ly,  Ac.  j 

Knsrine.  Are 

Stoves,  cooklnif,  with  elevated  ovens 

Motion,  double-a  t'ng,  Ae 

Paper-sizing 

Spsrk-arresters 

Bridges,  ronstructlon  of 

Press,  constrnction  of . .    

Garments,  cutting  the  iKMlies  of  coats  in  one  piece. . . 

Plough,  mon'd-bf>'«rd  of 

Area  of  irremilsr  flffures.  finding 

Thrashlns-machlne,  teeth  for 

Grl«t-mill 

Smat-machlne 

Smut-machine 


ClaBi. 


XVIIL 

IV. 

XVIL 

XV. 

VIII. 

L 

III. 

n. 

X. 

IX. 
X. 
X. 
V. 

xu. 
I. 

XIII. 

VL 

XV. 

XIV. 

VL 

XII. 

X. 

II. 

XL 

IL 

XIIL 

X. 

L 

IV. 

V. 

XIIl. 

L 

V. 

XIII. 

IL 

X. 

XIL 

XVL 

IX. 

IV. 

V. 

IIL 

L 

V. 

XIV. 

XL 

IIL 

V. 

XVIL 

XXL 

XL 

V. 

XIIL 

IIL 

VL 

IX. 

XII. 

XXL 

I. 

VIIL 

L 

XIIL 

L 
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ANNUAL    REPORT   OF   THE 


Alphabetical  list  of  persons  whose  patents  for  designs  have  expired 
during  the  year  1853. 


Patentees. 


DeslgnA. 


Rncon.  Lnthrop  8. 

Burlier,  Roberi  and  Michael  Hoffman 

Bifindna,  Ilonry 

Bipjrina.  Henry,    (^^eo  Nahanifl  Uatrh«lor.) 

BUncliard,  Alonzo  L 

BI.  ecker.  Wn».  E.    (See  John  N.  Wilder.) 

Chile,  J«.hn  Bt 

iM\.    (See  Johnnon  and  Cox.) 

Cre^son,  Wm.  !»„  assignee  of  Wm.  P.  Cresson,  David  Stuart,  and  Jacob  Beesley 

Cre«8on,  Win.  P '. 

Crc8*on,  Wm.  P.,  A.<wi|i:nee  nf  Crei«*ion.  Stunrt  Bee-nlev,  and  Shl'cir. 

Cre^'^on,  Wm.  P.,  awljrnee  of  Wm  P.  Creadon.  Dnvl  I  Stnort  and  SanmcUI.  Sailor. 

Dnn)>am.  A.  T.,  B.  H.  Saj^e,  £.  Jone»,  and  Julin  B.  Chollar,  aj»>ignees  of  Sam.  ) 

Hanley  f 

notion,  John : 

Fnlton.  Calvin •. . . 

Gibb^.  Samnel  W.    (See  Anenstns  Qiiackcnbo!>r>.) 

Crlbncv,  Michael 

OfK)dhne,  D.  F.,  and  Cha^  Gnlld 

CuMxlwIn  C.  and  W.  Littlejohn 

Gravllne,  I^    (See  Jesso  K  Potta.) 

Orefirrtr\'.  Robert  A 

Guild,  ChA«.     (Sec  D.  F.  Goodhue  ) 

Hampton,  Adam 

Hampton,  Adam 

Hnnley.  Sflmnel.    (See  Dunham.  Sajre,  Jones,  and  Chollar.) 
H«»tfman,  Michael.    (See  Robt  Barber.) 

Jackson,  William  and  Ni.than  H 

.Taokwm,  William 

Jackson.  William 

Jowett  Sherman  8.,  and  Francis  H.  Hoot 

•Tewett,  Sherman  S..  and  Francis  H.  Root 

Johnson  and  Cox,  a"«slRnees  of  Ezra  Ripley 

Kelsey,  Melville.    (See  Jns.  D.  Spsrkmsn.) 
Kelsey,  Melville.    (See  Jaa  D.  Sparkman.) 

Lincoln.  Ames  A 

LittJejohn,  W.    (See  C.  Owulwin.) 

Ia^vc,  Peter 

Morrison,  John 

Motr,  Jorlan  L 

Norton.  Geo.  M 

pHlmer,  Lnclns  O.    <See  John  F.  Seymour.) 
Palmer,  Lucius  O.    (See  John  F.  Seymour.) 

Peckhnm,  John  S.  and  Merritt 

Peckham,  John  S.  and  Merritt 

Potts,  JeHMi  K.  asiii^nee  of  L.  Gravllne 

Qnackenbo«s  Au^ustu^,  assignee  ot  Samuel  W.  Gibbs 

Ratlibone,  John  F 

Rathbone,  John  F 

Ratlibone,  John  F 

Rathbone,  Jolin  F 

Rathbone,  John  F..  as^oignee  of  John  K  Thomas 

Resor,  W.  and  R.  P 

Resor.  W.  and  R.  P 

Resor.  William 

Ripley,  Kxra   

Ripley,  Ezra 

Ripley.  Ezra     (See  Johnson  and  Cox.) 
Ro4iL,' Francis  H     (See  SJperman  S.  Jewett) 
Root,  Francis  H,     (See  Sherman  8.  Jewett ) 

Seymour,  John  F.,  a-sijrnee  of  Lucius  O,  Pa'mer 

Seymour,  John  F..  assignee  of  Lucius  O.  Palmer 

Sizer,  Geti.  W.  and  Henry 

SIzcr,  Geo.  W.  and  Henry 

ShftM-,  Wllllmn.    (See  John  N.  Wilder  snd  others.) 

Sparkman,  James  D.,  ;»f8ijtnee  of  Melville  Kelsey 

Sparkman.  James  D..  assignee  of  Melville  Kel?ey 

Th<»inaa,  John  E.    (See  John  F.  Rathbone.) 

Voae,  Samnel  D 

Vose,  Samuel  D 

VoM,  Samuel  D 

Vose,  Samnel  D 

Voae,  Samuel  D 

Vose,  Samuel  D 

Vose,  Samuel  D.    (See  John  N.  W^ilder.) 

Wager,  James 

Wilder,  John  N.,  Wm.  K  Bleeckor  and  Sam.  D.  Vose,  assignees  of  Wm.  Bhaw 


St«ve.s. 
Stove*. 
Spittoona 

Stovea. 

Vases. 

Stoves. 
Stove-". 
Su»vea 
Stove  plateSL 
Stoves, 

Fountain,  omameotaL 
Stoves,  cooking. 

Spoons,  forks,  Ac 
Stoves. 
Stoves,  parlor. 

Stoves. 

Grate,  flrc-plaoe. 
Grate,  parlor. 


Grate,  parlor. 

Stoves, 

Stoves. 

Stovea. 

Stoves. 

Stoves. 


Stoves. 

Stoves,  cooking. 
Stoves,  cooking. 
Bathing  tubs. 
Stoves. 


Stoves. 

Stoves. 

Stoves,  cooking. 

Stoves. 

Stoves,  air>Ugbt 

8to\es,  box. 

St^»ve^  box. 

Stoves,  cooking. 

Stove^  cooking,  air-tia^t 

Stovea. 

Vases. 

Stoves. 

Stoves. 

Stoves. 


Stoves. 
Stoves. 
Stoves. 
Stove«. 

Car]>^t.t  and  other  fabrlot. 
Carpets  and  other  flibrica. 

Stoves. 
Stoves. 
Stoves. 
Stoves. 
Stoves. 
Stovea. 

Stovea. 
Stoves. 
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DESCEIPTIONS  AND  CLAIMS   OF   PATENTS, 

ISSUED    IN    THE    YEAR    1853. 


ILLUSTRATED     WITH     OUTB. 


Ko.  9,512.-— Jambs  P.  Arnold,  of  Louisville,  Kj.— Improvement  in 
Hacklmg  .Hmp.— Patented  January  4th,  1853. 

The  first  part  of  this  improvement 
oonsmts  in  the  method  of  hackling  hemp 
(after  it  has  been  suitably  prepared  by 
rotting,  breaking,  and  scutching),  by 
subjecting  it  to  me  action  of  a  senes  of  | 
mixed  combs  d  (see  fig.)  and  beaters  a; 
the  beaters  of  uniform  radial  length,  but 
the  teeth  of  the  combs  gradually  mcreas- 
ing  in  length,  from  the  point  where  the 
fibre  is  first  subjected  to  their  action  (be- 
tween the  rests  b  and  c),  to  the  point  at 
which  the  operation  is  completed.  By  this 
inethod  of  operation  a  larger  per  centage,  and  a  better  qualitv  of  hemp 
18  obtained  from  a  ^ven  quantity,  than  bv  the  methods  neretofore 
adopted.  The  proportion  of  tow  is  diminisned  in  the  same  ratio  as 
the  long  staple  is  increased,  which  is  much  the  most  valuable  com- 
modity. 

The  second  part  consists  of  a  stotted  rest,  open  at  one  end,  and  act- 
ing in  connexion  with  a  projecting  concave  that  holds  the  fibre  in  the 
jDjroper  position  against  the  cylinder,  and  keeps  it  properly  spread. 
xhe  narrow  slotted  rest  also  protects  the  hand  of  the  attendant. 

Claim. — The  method  of  hackling  hemp  by  subjecting  it  to  a  series 
of  mixed  beaters  and  combs,  the  teeth  of  the  combs  varying  in  length ; 
also  a  rest  having  a  narrow  slot  open  at  one  end,  in  combination  with 
a  concave  projecting  beyond  the  end  of  the  cylinder,  at  the  open  end 
of  the  rest. 


Ho.  9,513. — John  T.  Bbuen  and  James  G.  Wilson,  of  Hastings,  N.  Y. 
— Irnprovement  in  Sa/uyi/tr/g  Mcurble  and  other  Stone. — ^Patented  Jan- 
nary  4:th,  1853. 

This  invention  consists  in  lifting  the  saw-frame  at,  or  sufficiently 
near  the  middle  of  its  range  of  motion,  to  effect  the  contemplated 
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Eurpose,  t.  e.  that  the  sand  may  be  carried  under  the  edge  of 
laae  by  means  of  inclined  projections  on  the  ways  over  wl 
wheels  run.  Also,  in  interposing  india  rubber,  or  its  equiva 
tween  the  ways  and  the  inclined  projections,  to  reduce  the  con 
which  would  otherwise  take  place  when  the  wheels  strike  the 
clined  projections. 

"  What  we  claim  as  our  invention  is,  lifting  the  saws  (in 
marble  and  other  stone),  at  or  sufficiently  near  tlie  middle  of  tl 
to  effect  the  specified  purj)ose.  Also,  interposing  india  ml 
tween  the  ways  and  me  inclined  projections  wnich  lift  t 
frame." 


No.  9,514. — Jahes  J.  Clark,  of  Philadelphia,  TtL.-r-Ifnprove 
the  Construction  of  Telegraph  Registers. — ^Patented  Janv 
1853. 

This  improvement  is  denominated  the 
"self- winding  register,"  by  the  inven- 
tor, and  consists  in  attaching  an  adapta- 
tion to  the  ordinary  Morse  telegraph 
register,  of  a  second  electro-magnet,  an 
armature  attached  to  one  extremity  of  a 
lever,  and  a  click  at  the  other  extremity, 
this  click  works  into  a  ratchet  wheel.  To  the  lower  extremit 
lever,  behind  the  armature,  a  reacting  spring  is  attached.  TH 
spring  is  wound  up  to  a  certain  point,  the  current  through  tl 
ing  magnet  is  cut  off  by  establisiiing  a  cross  connexion.    (Sec 

''  I  claim  as  my  invention  the  regulating  the  current  thro 
coil  of  the  electro-magnet  of  the  self-winding  apparatus,  by  n 
the  relative  motion  of  the  spring  shaft  and  spring  box,  so  th 
the  spring  has  been  wound  up  to  a  certain  pomt,  that  current 
cut  off"— cease  to  act" 


No.  9,515. — John  D.  Dale,  of  Philadelphia,  Pa. — Improve 
Machinery  for  Planing  Mouldings. — Patented  January  41 

Tlie  object  of  this  invention  is  to  plane  a  plank 
into  a  series  of  mouldings,  and  separate  them  from 
each  other  at  one  operation.    (See  fig.) 

Tlie  nature  of  this  invention  consists  in  arranging 
a  series  of  moulding  cutters  or  plane  irons,  side  by 
side,  and  along  the  length  of,  ana  around  an  axis,  a, 
of  rotation ;   when  this  is  combined  with  rotating 
saws,  or  their  eouivalents,  for  slitting  or  separating 
the  several  mouldings  at  the  same  time,  whereby  the  operat 
not  only  simplified,  but  accurate  work  insured.     In  this  v 
number  of  sets  of  moulding  plane  irons  may  be  arranged 
side.     At  each  end  of  this  stock  of  j^lane  irons  c  c,  and  saws 
arms,  and  to  the  outer  end  of  these  arms  is  secured  a  metal 
*o  the  under  surface  of  this  bar  are  secured  a  series  of  plat© 


„::^ 


COMMISSIOirEB  OF  PATElfTO.  103 

may  be  shifted  at  pleasure,  for  adjustment ;  there  is  one  of  these  plates 
for  each  set  of  moulding  cutters.  Spaces  are  left  between  the  cutters 
for  the  passage  of  the  saws ;  d  d  d  a^  screw  bolts  and  nuts. 

"  I  claim  as  my  invention,  a  method  of  arranging  a  scries  of  seta 
of  moulding  cutters  side  by  side,  along  the  length  of  a  rotating 
stock,  combined  with  rotating  saws,  interposed  and  projecting  be- 
yond the  periphery  of  the  cutter,  for  separating  the  several  mouldings 
formed  on  one  plank,  whereby  the  operations  of  planing  the  several 
mouldings,  and  separating  them,  are  performed  at  one  and  the  same 
operation,  and  accuracy  of  work  secured." 


No.  9,516. — John  D.  Dale,  of  Pliiladelphia,  Pa. — TmproveTnent  in 
Machiaiery  for  ^^  Planing  Mouldings. ^^ — ^Patented  January  4th, 
1853. 

In  this  improved  machine  the  planing  is  effected 
by  one  planing  iron,  which,  during  the  passage  of 
the  wooa  under  it,  is  fixed,  for  each  successive  opera- 
tion is  moved  nearer  to  die  bed,  so  as  to  produce  the 
flooding  by  successive  operations.  The  first  part 
ednsists  in  attaching  the  planing  iron  to  a  hinged 
£ding  adjustable  stock  v,  so  that  the  plate  6,  to 
which  the  planing  iron  w  is  attached,  can  be  turned  up  so  as  to 
sharpen  the  planing  iron  without  detaching  it,  and  can  be  set  for  each 
succeeding  cut,  by  an  adjusting  screw.  The  second  part  consists  in  so 
connecting  the  sliding  aajustable  plane  iron  with  a  movable  mouth- 
piece to  make  pressure  on  the  surface  to  be  planed,  directly  in  front  of 
the  plane  iron,  and  of  corresponding  form,  tiiat  as  the  plane  iron  is  ad- 
justed for  each  succeeding  shaving,  the  said  mouth-piece  shall  receive 
a  corresponding  adjustment  by  a  differential  movement  being  im- 
parted to  it,  that  the  relative  positions  of  the  two  may  be  proportional 
to  the  thickness  of  the  shaving  tb  be  cut ;  i  i,  are  rollers. 

"  Wliat  I  claim  as  my  invention,  is  attaching  the  planing  iron  to  a 
plain  stock  which  is  hinged  to  an  adjustable  sliding  plate,  by  medns 
of  which  combination  the  plane  iron  can  be  readily  thrown  up  to  be 
sharpened  without  the  necessity  of  taking  it  out  of  the  machine. 
Also,  the  adjustable  sliding  plane,  when  combined  with  the  separate 
movable  mouthpiece,  so  that  in  setting  the  plane  iron  a  differential 
motion  is  given  to  the  mouthpiece  in  order  to  vary  to  any  desired 
thickness  the  shaving,  that  when  the  plane  is  set  to  cut  a  thick  or  thin 
Bhaving,  the  mouthpiece  shall  receive  a  corresponding  set." 

No.  9,517. — George  Feaoa  &  George  W.  Feaoa,  of  Frederick,  Md. — 
Improvement  in  Machinerrj  for  Separating  Grain  from  Garlicy 
Smut  and  oth-er  Lnpurities, — Patented  January  4th,  1853. 

Tlic  nature  of  this  invention  consists  in  washing  the  grain  in  water, 
by  which  means  tlie  smut  is  loosened,  and  the  smut,  garlic,  and  all 
other  light  impurit*es  will  rise  and  pass  off  with  the  water;  and 
then  carrying  tke  washed  grain  by  elevators  and  passing  it  through 
chambers  heated  by  steam  or  hot  air,  where  it  is  thoroughly  dried, 
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and  dioioe  to  flie  stoiieB  finr  grindiiig.  Tbe  tityiirii  in  wliidi  die  grain 
IB  wadied,  has  a  ahidt  jMniiig  throngli  it  proyiaed  with  a  series  of 
omrallj  fixed  anus  for  sdmng  19  and  carrpn^  fijrwaid  the  grain. 
liie  imiyiirities  pass  off  through  an  cfpemng  in  tiie 
top  of  uie  trongn.  The  deratcHS  are  perforated  at 
their  bottoms  to  allow  die  watra*  to  drain  oSL 

^  What  we  claim  as  new  in  this  method  of  sepa- 
rating grain  finom  snmt  and  other  impmities,  is 
washing  it  in  a  trough  or  resenroir  of  watra*  where 
the  separation  takes  place,  and  then  oonTejing  the 
washed  mm  to  a  Srjmg  apparatos,  where  it  is 
thoroo^y  dried." 


Ko.  9,518. — JoBH  S.  Oallahxb,  of  Washinfftmi 
CSty,  D.  C. — Improvement  an  the  Crutch  or  Sup- 
poH  for  a^>>p2e9.— Patented  Jannaiy  4th,  1&53. 

This  improvement  c<MisistB  in  ccmstmctin^  a 
cmtdi  with  a  compound  oorrogated  elliptical 
spring  and  air  cushion  top :  which  top  is  arranged 
to  revolye  horizontall j  npon  the  staff  (see  fi^.  at 
a)  part  of  the  cmtdi.  Tne  staff  may  be  made  in 
one  solid  piece,  or  so  as  to  dose  np  or  fold.  Ap- 
pertaining to  this  crutch  is  also  a  ^^  sliding  joint,*^ 
an  ^^  extension  fermle  "  and  ^'  elastic  bulb.'^ 

^^I  claim  the  revolving  plane  or  corrupted 
Bpring  top,  in  combination  with  an  air  cu^on. 
Also,  in  combination  with  the  revolving  spring 
top  the  sliding  joint  And  in  combination  with 
the  eliding  stan  the  revolving  hancye,  extension 
ferrule,  and  elastic  bulb." 


No.  9,519. — John  C.  Bidwell  &  John  Hall,  of  Pittsburgh,  Pa.  Ex- 
ecutors of  Samuel  Hall,  late  of  Manchester,  Pa. — Improvement  in 
the  "  JHUreide  Ptou?.^— Patented  January  .4th,  1853. 

This  improved  plow  is  constructed  with  a  land 
side  of  the  usual  lonn  for  a  double  plow,  and  pro- 
vided with  two  plow-shears  pointing  in  opposite 
directions.  Two  mould-boards  are  hinged  (at  e  e 
and  K  k)  to  the  land  side  by  projecting  ears  x  x,  on 
the  under  side  of  both  the  mould-boards  and  land 
side,  so  that  thejr  will  readily  turn  forward  and  back- 
ward when  required.  The  respective  hinges  of  each 
mould-lx^eml  are  at  a  consideraole  distance  from  each 
other,  thus  allowing  free  play  to  either  mould-board 
without  disturbing  the  other.  The  beam  and  handles 
turn  upon*  a  pivot,  so  that  its  direction  can  at  any  titae  be  readily 
reversed. 
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**  What  we  claim  as  the  invention  of  Samuel  Hall  Is  the  manner  of 
rranging  the  mould-boards  upon  the  land  side,  to  wit :  placing  their 
linges  at  such  a  distance  from  each  other  on  each  side  of  the  centre 
►f  me  land  side,  that  each  mould-board  may  be  supported  by  the 
jdges  as  far  as  practicable  from  the  hinges,  and  rest  upon  grooves 
lear  the  middle  of  the  land  side." 


ffo.  9,520, — ^Richard  Hollwos,  of  Boston,  Mass. — Improvement  for 
regulating  the  spread  of  Water  when  discharged  from  a  "  JStose- 
pipe^^ — ^ratented  January  4th,  1853. 

This  invention  consists  in  hanging  a  flat 
spreading  pan  a,  to  the  nose  of  the  hose-pipe 
B,  in  such  manner  as  to  admit  of  vibration  in 
combination  with  adjusting  apparatus  for  vary- 
ing its  position,  so  that  the  water,  when  dis- 
clmrged  from  the  pipe,  strikes  more  or  less 
directly  upon  said  pan,  and  is  spread  into  a 
sheet  of  greater  or  less  expanse.  The  inventor  denominates  this 
improvement  the  "  Regulating  Water  Spread." 

The  instrument  is  made  of  brass,  and  is  a  flat  triangular  shaped  pan. 
Laving  a  handle  h,  at  one  angle,  and  raised  lateral  ed^es. 

"  What  I  claim  is  hanging  the  spread  to  the  hose-pipe  by  means  of 
pins  passing  through  the  collar  o,  which  allow  it  to  vibrate,  in  com- 
bination with  adjusting  apparatus  for  varying  the  position  of  the 
spread," 

Xo.  9,521. — Benjamin  F.  Jenkins  and  Luke  L.  Knight,  of  Barre,Mass 
— Improvem^rU  in  Machinery  for  turning  irregular  forms. — Pa- 
tented January  4th,  1853. 

This  invention  relates  to  that  description  of  lathe  in  which  the 
work  and  cutters  both  revolve,  and  the  irregularity  of  form  is  produced 
by  the  vibration  of  the  axis  of  the  work,  and  of  tlie  whole  or  part  of 
the  cutters.  The  improvements  consist  in  certain  simple  and  effective 
means  of  controlling  the  vibrations  of  the  said  axis. 

"  What  we  claim  is  giving  the  necessary  relative  vibrations  to  the 
cutter  cylinder  and  work  carriage  by  cranic  pins  or  excentrics,  upon 
he  axis  of  a  pair  of  toothed  wheels,  of  which  one  is  toothed  all  round 
ts  periphery  and  the  other  upon  any  suitable  portion  of  its  periphery, 
he  latter  wneel  having  a  constant  rotary  motion  applied  which  gives 
m  intermittent  rotary  motion  to  the  former  wheel,  whereby  the 
aid  cutter  cylinder  and  work  carriage  receive  the  one  a  constant 
ibratory  motion,  and  the  other  an  intermittent  vibratory  motion." 


So.  9,522- — ^Merkht  Peokham  and  Lucius  O.  Palmer,  of  Utica,  N.  Y. 
— Imprcvem^ent  in  Machinery  for  "  Washing  Gold  f ram  the  deposits 
in  which  it  isfound^^ — Patented  January  4th,  1853. 

Tliis  improvement  consists  in  the  arrangement  of  cylinders  revolving 
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within  a  trough,  the  smaller  one  constructed  of 

sheet  iron,  within  the  larger  which  m  made  of  iron 

rods.    ITie  larger  cylinder  a  (see  fig.),  is  divided 

into  four  separate  parts  by  sheet  iron  win^  or 

partitions,  and  firmly  connected  with  the  smaller 

cylinder  b,  both  being  keyed  to  a  shaft  and  made  to  revolve  with  it 

'fne  trough  is  of  sufticient  depth  to  receive  the  cylinder  nearly  to  ite 

axis.    The  interior  cylinder,  whicli  is  half  the  diameter  of  the  larger, 

has  indented  ends  and  wings  attached*    Tlie  rods  forming  the  larger 

cylinder  are  one-eighth  of  an  inch  apart,  forming  a  fine  screen,    Tiiis 

description  is  very  general. 

"  We  claim  the  interior  cylinder  with  indented  ends  and  wings 
attached  to  operate  as  a  dischar^ng  apparatus,  attached  to  tlie  interior 
of  an  inclinea  revolving  screen. ' 


No.  9,523. — Francis  C.  Schaffer,  of  Brooklyn,  N.Y. — An  impnmi 
implement  for  digging  Potatoes. — Patented  January  4th,  1853. 

This  invention  con- 
sists in  the  arrange- 
ment and  construction 
of  an  endless  apron  e, 
and  scoop  n,  oy  the 
combination  of  which 
potatoes  are  dug  and 
scooped  from  the  hills, 
and  conveyed  by  the 
aid  of  a  brush  cylin- 
der into  a  proper  re-  . ^_ 

ceptacle  o,  or  box ;  the  potatoes  being  thoroughly  cleaned  from  dirt 
in  consequence  of  passing  up  tlie  inclined  apron,  m,  n,  o,  gear 
wheels ;  n,  cylinder ;  s,  driver^  seat ;  k,  regulating  lever, 

"  I  claim  the  arrangement  and  combination  of  the  scoop  and  endles* 
apron,  by  which  the  potatoes  are  scooped  from  the  hills,  and  the 
dirt  separated  from  them  as  they  pass  up  the  endless  apron  into  the 
receptacle." 


No.  9,524. — ^William  Watson,  of  Chicago,  His. — ImjfTcrcemenU  for 
"  Tongmng  and  Gfrooving  Lumber ^ — patented  January  4th,  1853. 

This  improvement  consists  in  the  construction  and  operation  of  a 
series  of  tonguing  and  grooving  knives  and  chisels  which  are  mounted 
in  two  (pardlel)  stocks.  The  stocks  are  stationary  when  adjusted  and 
secured  to  a  bed  or  bench.  The  board  to  be  matched  is  drawn  or 
forced  along  stationary  ways  between  tlie  planes ;  and  the  knives  are 
secured  by  screws  to  the  plane  stocks,  and  can  be  conveniently  ad- 
justed or  set,  to  cut  different  depths :  tlie  first  set  cutting  a  proportion- 
able  part  of  the  required  depth,  the  second  deeper,  and  the  third  serfcs 
of  knives  cutting  to  the  desired,  or  ordinary  depth,  upon  each  side  of 
the  tongue.    Between  each  set  of  knives  are  gouges  or  instrument*  to 
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remove  the  surplus  wood.  The  grooving  is  performed  simultaneously 
ipon  the  opposite  edge  of  the  board  and  in  a  similar  manner,  but  by  one 
Jet  of  knives  or  gouges.  The  knives  and  chisels  are  set  at  right  angles. 
"  What  I  claim  is  the  method  of  tonguing  and  grooving  boards  by 
means  of  knives  arranged  in  the  sides  of  the  plane  of  the  sides  of  the 
tongue  or  grooves,  with  their  cutting  edges  inclined  towards  their 
rear  extremities,  so  as  to  cut  gradually  deeper  and  deeper  as  the  board 

E asses  them,  when  in  combination  with  cutting  instruments  arranged 
etween  these  side  knives  to  reduce  or  remove  the  sui-plus  wood 
which  is  severed  by  them." 

No.  9,525. — Jkptiia  A.  Wilkinson,  of  Fireplace,  N.  Y. — Improvement 

in  tJie  constructwn  and  operation  of  PHnting  Presses. — Patented 

January  4th,  1853. 

This  improvement  consists  in  forming  cylinders  of 
metal  with  means  to  secure  type  for  printing  upon  their 
surface,  combined  with  means  of  folaing  and  cutting  the 
sheets  when  printed. 

The  inventor  claims  as  follows:  "The  application  of  notches  or 
grooves,  and  beads  or  projections  on  the  shafts  of  type  tapered  to  the 
radii  of  a  circle,  for  the  purpose  of  locking  said  type  together  on  a 
cylinder.  2d.  The  mode  of  forming  column  lines,  rules,  rings,  and 
blocking,  so  that  they  are  adapted  to  the  cylinder  and  to  the  type, 
jd.  The  mode  of  constructing  the  type  cylinder.  4th.  The  mode  of 
constructing  the  compositor's  stick  in  the  form  of  a  part  of  a  cylinder. 
5th.  The  mode  of  constructing  the  galley  or  proof  cylinder.  6th.  The 
mode  of  constructing  tlie  type  holder  or  grab  to  enclose,  and  secureljr 
lift  a  mass  of  type  from  the  galley  or  proof  cylinder.  7th.  Tlie  appli- 
cation and  arrangement  of  the  pulleys,  bands,  and  guide  plates  for 
carrying  the  paper.  8th.  Tlie  application  of  the  press  rollers  to  com- 
press the  folded  paper,  and  lead  that  out  of  the  folding  apparatus,  and 
the  combination  of  the  standing  roller,  revolving  shear,  standing  shear, 
valve,  and  cam,  to  effect  the  cutting  of  the  folded  paper  as  it  issues  from 
the  rollers,  and  guide  the  firet  cut  edge  clear  of  the  standing  shear." 


So,  9.526. — Rt-DOLPii  Kreter,  of  New  York,  N.  Y.,  Assignor  to  Rob- 
ert NuNNs  and  John  Clark,  of  Xew  York  aforesaid. — Improvement 
in  Mdchin^ry  for  Covering  the  Hammers  of  Piano-Fortes. — ^Pa- 
tented January  4th,  1853. 

Tills  machine  is  constructed  of  a  clamp,  a  strong  bar 
nade  of  two  plates,  a  frame  or  carriage,  a  vice  ope- 
•ated  by  a  series  of  springs,  a  series  of  pulleys  and 
evers,  arranged  and  applied  in  the  covering  of  hammer 
leads  of  piano-fortes.  The  covering  consists  of  three 
thickness^  of  felt  for  the  base,  gradually  tapering  to 
two  towards  the  middle,  and  continuing  double  to  the 
end.  Tlie  covering  is  made  to  adhere  by  means  of 
glue.  Tlie  inventor  claims  the  application  of  felt  or 
other  covering  material,  to  the  whole  set  of  hammer 
heads,  at  one  operation.     Also  the  clamp  a  (see  fig.) 
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the  bar  k,  levers,  pulleys  and  block  b,  with  the  sliding  frame  p  in 
combination.  Also  the  vice  in  combination  with  and  inclosing  the 
bar  K  and  block  b  ;  the  lip  pieces  in  combination  with  said  vice ;  and 
the  method  of  var^'ing  the  pressure  of  the  levers  upon  the  vice  by 
means  of  a  movable  bridge  x,  in  combination  with  a  press  x,  and 
Y.     Also  the  levers  and  springs  in  combination  with  the  vice. 


No.  9,527.— Walter  Hunt,  of  New  York,  N.  Y.,  Assignor  to 
Charles  S.  Kjpp,  of  New  York  aforesaid. — Improvcm^rU  in 
Decanter  Stoppers. — Patented  January^  4th,  1853. 

This  improvement  is  denominated  bji  'the  inventor  the 
"  Swivel-Caj>  Decanter  Stopper,"  and  is  composed  of  two 
parts  or  species ;  a  tube  combining  in  one  piece  two  flanges 
c,  and  a  funnel  shaped  cap  f,  with  a  shaft  e,  upon  which 
said  cap  is  suspended :  "  1  claim  the  combination  of  the 
circular  cap  and  the  central  shaft  upon  which  the  cap  is 
suspended,  allowing  it  to  have  three  principal  motions, 
swivel,  pendulous,  and  sliding  motions." 


VIZ. 


No.  9,528. — ^Thomas  Baylis  and  Daniel  'Wn.LiAMs,  of  Tecumsehi 
Mich. — Improvement  in  the  method  of  cutting  and  raking  grain 
and  cutting  grass, — ^Patented  January  11th,  1858. 

This  machine  consists  of  two 
large  wheels  which  run  upon  the 
ground  (and  carry  the  whole  ma- 
chine), an  axle,  and  a  platform, 
circular  in  front,  under  which  is  a 
revolving  circular  knife  or  sickle ; 
said  knife  is  made  to  revolve  un- 
der the  platform  bv  means  of  a 
wheel  attached  to  the  hub  of  the 
driving  wheel,  which  runs  upon 
the  ^ound,  and  mashes  into  a 
wheel  attached  to  the  lower  portion  of  an  upright  shaft,  the  top  of 
which  shaft  projects  up  through  tlie  platform,  and  is  also  the  axle  of 
,  the  circular  cutter  or  knife.  To  this  last  mentioned  shaft  or  axle  is 
attached  a  wheel  above  the  platform,  which  mashes  into  another 
wheel  also  above  the  platform,  causing  a  rake  i,  to  revolve  at  tJie  end 
of  an  arm  h,  which  gathers  the  grain  mto  a  sheaf,  and  discharges  it  at 
the  rear  of  the  platform  at  r.  There  are  teeth  projecting  in  front  of 
the  platform  under  the  cutter,  which  extend  into  the  grain  or  grass, 
somewhat  beyond  the  teeth  of  the  cutter. 

The  inventors  claim,  "  that  by  the  application  of  continuous  rotary 
motiou  the  force  once  acquired,  is  not  lost  as  in  other  methods,  in 
which  the  motion  of  the  cutter  is  alternately  checked  and  reversed. 
That  the  circular  wheel  to  which  the  kniv^  are  attached,  becomes 
an  efficient  balance  wheel.    Also  that  the  form  and  action  of  the 
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machine  renders  feasible  the  gathering  of  the  cut  grain  by  a  circular 
sweep  of  the  rake,  and  the  size  of  the  sheaf  is  regulated.  That  it  is 
cheaper  of  construction,  more  portable,  and  less  liable  to  get  out  of 
repair  than  other  machmes  for  a  similar  purpose." 


No.  9,529. — Nathan  Chapin,  of  New  York,  N.  Y. — Improveinent  in  a 
machine  for  "  Dwplicate  Turning  of  Profile  Work^  a?(?." — Patented 
January  11th,  1853. 

The  nature  of  this  invention  consists  in  constructing  a  machine,  in 
'irixich  profile  work  may  be  executed  upon  both  or  one  edge  of  pieces 
of  wood  or  other  material,  by  securing  any  desired  number  in  a  pair 
of:  discs  forming  a  drum  or  cylinder  turning  on  an  axis,  which  being 
Aof  en  by  proper  machinery,  said  pieces  may  be  worked  to  conform 
to  a  pattern  by  an  improved  swing  rest  for  the  gouge,  working  against 
tte  edge  of  said  pattern,  while  tne  inside  face  or  ed^e  is  worked  at 
the  same  time  by  a  swing  rest  carrying  a  gouge,  which  is  made  to 
advance  or  recede  agreeably  to  the  edge  of  uie  pattern  upon  the  out- 
side of  the  cylinder,  by  means  of  a  rod  passing  along  a  groove  in  the 
axis  communicating  motion  to  the  cutter  and  rest. 

"  What  I  claim  is,  constructing  the  clamping  heads,  with  a  projec- 
tion on  tlio  interior  face,  in  combination  with  orilices  cut  through 
said  clami)s  and  projection,  for  the  purpose  of  introducing  key  slats, 
to  retain  the  pieces  auring  the  operation  of  turning  the  interior  and 
exterior  surfaces.  Also,  giving  to  the  sliding  and  vibrating  interior 
e^lier  motion  corresponding  to  the  pattern." 

'%  

^'9,530. — ^MosEs  G.   Farmer,  of   Salem,  Mass. — Imvrovement  in 

^arous  CeUs  for  GaZvanic  Batteries.^^ — Patented  January  11th, 


improvement  consists  in  the  method  of  constructing  a  veasel  to 
1  the  acids  used  in  the  operation  of  Galvanic  Batteries.    These 

pis  are  usually  constructed  of  unglazed  earthen  or  porcelain,  or 
suitable  substance  that  is  porous,  so  as  to  allow  of  the  passage 
thronffh  it  of  the  nitric  acid  or  liquid  ;  and  in  consequence  of  making 
the  whole  vessel  porous,  so  that  the  electricity  can  pass  through  any 
part  of  it,  a  great  waste  of  the  liquid  necessarily  follows ;  and  it  at- 
tacks the  mercury  of  the  amalgamated  zinc  in  the  cistern,  producing 
serious  injury.  This  vessel  is  porous  only  a  part  of  it,  the  remainder 
being  impervious  to  the  liquid  by  being  glazeo,  and  the  electricity  can 
pass  through  the  unglazed  or  porous  part,  and  is  so  arranged  as  to  obvi- 
ate the  loss  and  injury  above  referrea  to  ;  and  more  power  is  obtained. 

"  I  claim  the  improved  cell  with  a  part  only  of  it  porous,  the  othe^f 
part  being  made  by  glazing  or  other  means  impervious  to  the  passage 
of  electricity  or  acids  or  liquid." 


No.  9,531. — PiNCKNEY  Frost,  of  Springfield,  Vt. — Improved  Jifode 
of  Fastening  Scythes  to  the  Snath. — Patented  January  11th,  1853, 

This  improvement  consists  in  the  peculiar  construction  of  di  aet 
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/<H?^^     r* 


^^^^ 


ring  B,  which  haa  a  groove  for  the  jjassage 

of  the  claw  of  the  scythe,  and  a  mortice  lor 

the  admission  of  the  loop-bolt    The  loop-bolt 

has  an  opening  or  loop  a,  and  the  groove 

with  a  hook  or  lip  which  fills  the  opening  in  _^^^^^^_^^^^_ 

the  set  ring,  on  tne  side  of  the  snath ;  the  inside  ut  the  Iiook  is  bent 

firmly  agamst  the  wood. 

Olmm. — "  The  peculiar  construction  of  the  loop  and  the  set  riDg, 
with  the  grooves." 


No.  9,632. — Ammt  M.  Gboege,  of  Nashua,  N.  H. — Improved  Method 
of  Hcmgi/ng  cmd  OperaUng  Circular  Scms. — ^Patented  January 
11th,  1853. 

This  invention  consists  in  supporting  and  guiding  a 
circular  saw  l,  which  is  driven  by  friction  appBed 
near  its  periphery  by  means  of  a  guard  plate,  m  upon 
which  is  placed  an  arbor  fitting  a  circular  opening  in 
the  centre  of  the  saw  plate,  and  around  which  the  saw 
runs,  by  which  means  Doards  or  veneers  may  be  sawed 
off  almost  equal  with  the  diameter  of  the  saw ;  h  h, 
K  K,  are  the  friction  wheels,  seen  in  the  figure. 

Claim. — "  In  combination  with  a  circular  saw  driven 
by  friction  near  its  periphery ;  the  guard  plate  with  its 
arbor,  around  which  the  saw  runs,  and  by  which  it  is  held  into  the 
wood,  and  on  which  the  board  or  veneer  being  sawed  may  rest^  and 
relieve  the  saw  from  all  friction." 


ji^«^^ 


No.  9,533. — John  L.  Gilliland,  of  Brooklyn,  N.  Y. — Improvement 
in  Firepoliehing  Glaee. — Patented  January  11th,  1853. 

The  method  usually  pursued  in  the  fire- 
polishing  of  glass  consists  in  attaching  the 
article  to  be  polished  by  means  of  a  piece 
of  glass  to  the  end  of  tne  ordinary  punta- 
iron,  inserting  it  in  the  fire  and  turning  it 
around.  The  object  of  this  invention  is  to 
obviate  the  necessity  of  injuring  the  sur- 
face of  the  article  by  attaching  it  as  for- 
merly to  the  ordinary  punta  iron.  It  con- 
sists m  the  use  of  a  horizontal  table  d  (see  fig.),  on  the  end  of  a  hol- 
low handle  a,  through  which  an  arbor  or  shaft  passes,  by  which 
rotary  motion  is  communicated  to  the  vertical  arbor  of  the  table  by 
gearing  (g  is  the  crank) ;  by  means  of  which  a  glass  lens  or  other 
article  can  be  rotated  in  the  furnace  by  the  workmen,  so  as  to  receive 
the  heat  equally  all  over  its  surface  without  injury  from  the  ordinary 
mode  of  attachment. 

^Glaim, — "  The  method  of  fire-polishing  glass,  by  means  of  a  rotat- 
ing rtable  provided  with  a  hollow  handle,  or  its  equivalent,  and  gear, 
byimeans  of  which  the  table  can  be  rotated." 
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JTo.  9,534. — ^Peter  P.  R  Hayden,  of  New  York,  N.  Y. — Improvement 
in  BucJdes, — Patented  January  11th,  1853. 

This  improvement  consists  in  the  manner  of  con- 
necting the  two  ends  of  the  buckle,  or  wire  of  which 
the  buckle  is  constructed,  by  means  of  a  boss  «,  formed 
at  each  of  the  ends  of  the  body  a,  of  the  buckle,  the 
bosses  being  in  contact  with  eacn  other,  and  forming  a 
bulb  around  which  one  end  J,  of  the  tongue  b,  is 
clasped.  The  end  of  the  tongue  which  surrounds  the  bulb  to  prevent 
the  tongue  from  slipping  off  of  the  bulb  and  to  keep  it  in  its  proper 
place. 

Claim. — Uniting  the  two  ends  of  the  body  of  the  buckle  by 
means  of  a  boss  formed  at  each  of  the  two  ends  of  the  body,  the 
bosses  being  in  contact,  and  forming  a  bulb,  around  which  one  end 
of  the  tongue  (having  a  recess  or  groove  fitting  to  the  bulb)  is  clasped. 


]|ow  9,535. — Silas  A.  Hedges,  of  Lancaster,  Ohio. — Improveiri^nt  in 
CarU  for  Spreading  Manwea. — Patented  January  11th,  1853. 

This  improvement  consists  in  constructing 
a  cart  with  two  bodies,  the  front  one  ot 
which  is  capable  of  being  raised  so  as  to  dis- 
charge the  manure  into  the  rear  one,  by 
means  of  throwing  a  shaft  (which  is  con- 
nected with  the  front  end  of  it  by  a  tackle) 
into  gear  with  the  hind  axle  at  l  ;  and  in 
providing  an  inclined  endless  apron  c,  in  the  rear  body  a,  which  is 
also  actuated  by  the  hind  axle,  and  so  arranged  with  the  tail-board 
that  \>j  means  of  a  lever  p,  it  is  thrown  into  gear  simultaneously  with 
the  raising  of  the  tail-board  o. 

Claim. — ^The  construction  of  a  cart  with  two  bodies,  the  front  one 
of  which  is  raised  or  tilted  for  the  discharge  of  its  contents  into  the 
rear  one,  bv  the  action  of  the  liind  axle  by  means  of  an  axle  (to 
which  the  lialyard  is  attached,  having  at  one  end  a  ratchet  wheel) 
and  tackle,  when  thrown  into  gear  by  means  of  a  hand  lever.  Also 
the  combination  of  the  endless  apron,  the  tilting  body,  and  raising 
the  tail-board  simultaneously,  with  throwing  in  gear  the  endless  slotted 
apron. 


No.  9,536. — "William  Mann,  of  Philadelphia,  Pa. — Irnprovement  in 
the  Manufacture  of  Copying  Paper. — Patented  January  11th, 
1853. 

This  invention  or  improvement  consists  in  making  a  paper  upon 
which  writing  with  copying  ink  upon  common  paper,  by  pressure, 
will  make  a  dear  and  distinct  impression  or  copy.  Manilla  and  cot- 
ton are  to  be  used  (instead  of  the  materials  hitherto  employed  in  the 
manufacture  of  bibulous  paper  for  copying)  in  equal  portions. 
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Claim. — The  copyinff  paper  composed  of  manilla  fibre  or  the  eqm- 
valent  thereof,  tempered  with  cotton  or  its  equivalent. 


No.  9,537. — ^Andbew  Mater,  of  Philadelphia,  Pa. — Imjprovemefd  in 
Appa/ratu8  for  cutting  Screws  on  Pipes  and  other  articles.— ^it 
tented  January  11th,  1853. 

The  object  of  this  invention  is  to  cut  screws  upon  the  ends  of  pipes 
or  tubes  without  injuring  the  dies  by  twistinff;  and  is  attained  by 
having  the  dies  which  cut  the  screws  loose  laterally  between  the 
plates  which  confine  them,  but  not  loose  as  respects  tne  distance  be- 
tween the  two  plates  which  secure  the  dies.  The  reason  for  allowing 
this  movement  is  to  enable  the  dies  to  accommodate  themselves  (as 
the  pipe  or  other  article  is  turned  to  screw  it)  to  any  bends  or  irre- 
gularities which  may  occur  in  it.  The  lathe  is  so  constructed  as  to 
admit  of  adjustment,  and  allow  dilierent  lengths  of  pipe  to  be  con- 
ducted to  the  dies. 

Claim. — ^Arranging  solid  dies  between  the  side  plates  of  a  stock,  in 
such  a  manner  that  they  are  free  to  play  to  a  limited  distance  in  a 
plane  perpendicular  to  the  axis  of  tne  bolt  or  pipe  to  be  screwed, 
while  tney  are  at  the  same  time  incapable  of  revolution  in  the  same 
plane. 


No.  9,638. — ^Richard  Montgomery,  of  New  York,  N.  T. — Im.profX' 
ment  in  Steam  Boilers. — ^Patented  January  11th,  1853. 

This  improvement  con- 
sists in  the  method  of  con- 
structing certain  parts  of 
steam  boilers,  and  connect- 
ing the  series  of  flues  and 
water  spaces  with  the  roof 
of  the  lire-box;  also  connecting  them  at  their  opposite  extremities 
with  the  smoke-box  or  the  up-take.  To  accomplisn  tliis  object,  the 
rear  margin  of  the  fire-box  is  to  be  slit  at  right  angles  to  its  edge,  so 
as  to  form  a  series  of  tongues  which  correspond  in  width  with  the  ad- 
jacent water  spaces  and  flues.  The  tongues,  corresponding  in  width 
with  the  water  spaces,  are  bent  at  right  angles  to  the  plane  of  the 
roof  so  as  to  extend  downwards  a  short  distance  against  the  ends  of 
the  water  spaces ;  the  other  alternate  tongues  are  not  bent,  but  pro- 
ject under  the  tops  of  the  flues,  which  tops  are  formed  from  the  sides 
overlapping.    The  whole  is  then  secured  by  rivets. 

Claim. — Riveting  together  the  overtoppmg  flanges  of  the  opposite 
sides  of  sheet  flues  in  steam  boilers,  whereby  the  nues  are  firmly  at- 
tached each  to  each.  Also  the  method  of  connecting  a  series  of  flues 
and  water  sjpaces  with  the  roof  or  arch  of  the  fire-box,  by  means  of 
tongues  which  project  from  the  latter,  and  are  secured  alternately  to 
the  faces  of  the  water  spaces  and  to  the  tops  of  the  flue& 
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Ifo.  9,539. — ^Dan  Pease,  Jr.,  of  Floyd,  N.  T. — Improvement  in  the 
Smut  Machine. — ^Patented  January  11th,  1853. 

This  improvement  consists  in  construction  of  a  re- 
ceiver of  the  grain,  as  it  comes  with  great  velocity 
from  the  scounng  cylinder  a  (see  fig.).  As  the  grain 
comes  into  the  receiver  it  strikes  upon  a  deflector  p, 
and  against  a  plane  surface  of  the  receiver ;  which 
causes  it  to  fly  in  all  directions,  until  its  upward  in- 
clination is  arrested  by  an  adjustable  top,  and  its 
downward  inclination  is  arrested  by  an  inclined  ribbed 
bottom,  which  prevents  the  further  spreading  of  the 
grain,  and  also  ^ves  it  in  an  even  state  of  distribution 
a  downward  direction  towards  the  discharge  head  of  the  scouring 
cylinder,  in  which  state  of  distribution  it  is  kept  until  it  passes  through 
me  wind-pipe  and  passes  from  the  machine. 

Claim. — The  employment  of  the  adjustable  deflector  (set  at  an  angle 
to  throw  the  grain  in  diflerent  directions)  in  combination  with  me 
receiver  with  an  adjustable  top,  and  the  front  piece  set  in  a  particular 
position  in  relation  to  the  deflector.  Also  causing  the  grain  to  spread 
Dy  making  the  top  of  the  receiver  adjustable  to  different  heights. 


No.  9,540. — ^RoBEBT  W.  Andrews,  of  Stafford,  Conn. — Improvement 
in  Poioer  Loams. — ^Patented  January  18th,  1853. 

The  nature  of  this  invention  consists  in  operating 
each  treadle,  e  (see  fig.),  by  means  oft  a  mover  f, 
having  two  outwardly  acting  cam  surfaces,  i,  r,  of 
unequal  length,  comoined  in  one  piece,  in  such  a 
manner,  that  the  position  of  the  mover  upon  its 
arbor  can  be  reversed,  for  the  purpose  of  doubling 
its  capacity  for  producing  different  movements  and 
retentions  of  the  treadles.  Each  treadle  is  curved 
80  as  to  embrace  its  mover,  and  has  on  its  inner 
periphery  of  its  curved  portion  two  projections, 
whose  central  points  are  located  on  opposite  sides  of, 
and  in  the  same  line  with,  the  centre  of  the  cam- 
shaft, and  against  which  the  cam  surfaces  of  the 
mover  act,  in  vibrating  the  treadle.  Each  mover  has  a  central  hub 
of  the  required  thickness,  and  two  cam  plates  outside  of  the  same, 
each  being  of  one-half  of  the  tliickness  of  the  hub,  and  both  firmly 
Tinited.  The  outer  peripheries  of  the  plates  are  of  the  same  radius, 
and  respectively  act  against  the  shoes  of  the  treadle. 

Claim. — Operating  each  treadle  by  means  of  a  mover  having  two 
outwardly  acting  cam  surfaces  of  unequal  len^  combined  in  one 
piece,  and  producing  the  movements  and  retentions.  Also  the  form 
and  arrangement  respectively  of  the  treadles  and  their  movers ;  that 
the  treadles  can  be  reversed  in  their  positions  upon  their  fiilcrums, 
cansing  a  reversal  of  the  movements  and  retentions  of  the  treadles. 


I 


114 


AinnJAL   REPORT  OF  THE 


No.  9,541. — Chari.e8  S.  Bauder,  of  Cleveland,  Ohio. — Improvement  in 
Fasteiihigs  for  Bedsteads, — Patented  January  18th,  1853. 

This  invention  consists  of  the  method  of 
connecting  (see  fig.)  the  side  rails  and  posts 
of  bedsteads,  by  fastenings  composed  of  metal 
bars,  with  projections  on  each  end,  the  inner 
faces  of  whicn  are  sections  of  screws;  these 

faces  work  a^inst  metal  inclined  planes,  one  «^^  ,^^,^ ^ »..  j..^-«=— 

of  which  is  Fastened  in  the  post  a,  and  the  other  near  the  end  of  the 
rail  B ;  the  joint  being  kept  tight  by  the  weight  of  the  bed,  which 
rests  on  a  frame,  o,  which  frame  rests  upon  the  iron  bars  or  fastenings, 
thus  forming  a  self-tightening  fastening. 

Claim. — ^The  fastening  of  bedsteads  by  the  use  of  metal  bars,  having 
upon  their  extremities  arms  with  inner  faces  formed  of  sections  ot 
screws,  which  arms  work  against  the  faces  of  castings  secured  in  the 
bed  posts  and  the  ends  of  the  rails — the  face  of  the  castings  being 
likewise  constructed  of  sections  of  screws. 


No.  9,542. — Dexter  H.  Chamberlain,  of  Boston,  Mass. — Improvement 
in  machinery  for  reducitig  metallic  bars  into  the  shape  of  nulls  or 
otJier  articles  of  like  character. — ^Patented  January  18th,  1S53. 

This  machine  consists  of  two  hori- 
zontal rollers  applied  (see  figs.)  re- 
spectively upon  the  ends  of  two 
parallel  shafts,  that  are  supp^tcd, 
m  suitable  bearings,  by  a  frame. 
The  end  of  one  of  these  rollers  a, 
has  a  grooved  cavity,  a,  formed  in 
it,  and  on  its  periphery  ;  the  cavity 
being  wider  at  one  end  than  the  other.  Against 
the  cavity  and  the  ends  of  the  two  rollers  a  b,  a 
third  roller,  f,  is  arranged  upon  a  vertical  shaft,  the 
periphery  of  which  roller  rests  and  rotates  against 
the  ends  of  the  two  rollers.  In  connexion  with  the  two  rollers  so 
applied,  is  a  bolster  k,  which  consists  of  a  block  of  metal  curved  to 
fit  into  the  angularly  shaped  space  between  the  peripheries  of  the  two 
first  mentioned  rollers.  This  block  of  metal  is  hxea  upon  one  end  of 
a  slide  l,  running  parallel  witli  the  horizontal  shafts  (to  which  the 
two  rollers  are  applied),  so  as  to  have  a  free  endwise  movement.  From 
this  slide  an  arm  is  made  to  project  into  a  cam  groove,  cut  around  in 
the  shaft  (to  which  is  applied  one  of  the  rollers)  in  such  a  manner  as 
to  keep  the  front  end  of  tne  bolster  on  a  plane  with  the  reducing  ed^ 
of  the  cavity  during  the  rotary  movement  of  the  cavity  against  it 
By  means  of  gearings  the  three  rollers  are  caused  to  move  or  rotate  at 
the  same  time,  with  the  same  velocity. 

Claim. — ^The  combination  of  the  bolster  with  the  three  rollers,  as 
arranged  and  made  to  operate  together.    The  bolster  preventing  the 
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metal  from  splaying  out,  or  squeezing  between  the  rollers  so  as  to  form 
a  fin. 


'Ko.  9,543. — Joseph  Contneb,  of  Milroy,  Pa. — Improvement  in  the 
Bridge  Sfpring-Seai  Saddle, — Patented  January  18th,  1853. 

•  This  improvement  consists  of  a  semi-oval  up- 
right steel  or  iron  plate,  fastened  with  its  convex 
end  up,  by  screws  through  ite  legs,  to  the  under 
and  inner  part  of  the  pommel ;  so  that  the  hook 
on  the  front  end  of  the  centre  spring  may  be  fast- 
ened to  it,  to  give  additional  spring.  (See  fig- 
ure.) 

Claim, — Connecting  the  bridge  spring-seat  d,  to  the  pommel  of  the 
saddle,  a,  by  hooking  or  fastening  tne  hook  on  the  front  end  of  the 
lon^tudinal  centre  spring  c,  of  the  bridge  spring-seat  to  the  semi- 
ovfu  or  circular  steel  or  iron  jjlate  or  strap  j,  fastened  underneath  the 
pommel  by  screws  or  otherwise,  through  its  legs,  to  the  legs  of  the 
pommel,  to  ffive  additional  spring  to  the  seat,  and  allow  the  seat  to  be 
disconnected  from  the  frame  when  necessary,  and  also  strengthen  the 
pommel.  • 


Ifo.  9,544. — George  CJook  &  David  Cook,  of  New  Haven,  Conn. — Im- 
pravement  in  "  Working  Circular  Saws^  d&c." — ^Patented  January 
18th,  1853. 

This  improvenient  consists  of  a  hooded  tooth  pinion : 
the  hooked  teeth  or  leaves  of  the  pinion  J,  mash  into  the 
rubber  covering  of  the  wheel  e,  to  which  the  power  is 
applied,  and  cause,  when  in  operation,  the  rubber  to  fill 
the  hollows  of  the  teeth  by  reason  of  its  elasticity. 

Claim, — ^The  curved  or  booked  tooth  pinion,  acting  in 
the  manner  and  for  the  purposes  herein  set  forth. 


^o,  9,545. — ^Edward  Everett,  of  Lawrence,  and  Thomas  T.  Thomas, 
of  Lowell,  Mass. — Improvement  in  Hole-^oarcUforJacquard  Looms. 
—Patented  January  18th,  1853. 

This  invention  is  designed  to  facilitate  the 
operation  of  changinff  the  relative  position  of 
the  mail-cords  or  neadles  in  a  jacquard  loom 
when  the  number  of  threads  in  a  given  breadth 
of  the  cloth  is  to  be  increased  or  diminished. 
This  improvement  is  confined  to  that  part  of  the 
loom  commonly  called  the  hole-board  a  a. 

Claim, — ^The  actional  harness-board  in  combination  with  the 
movable  supporting  bars  placed  on  each  side  of  the  frame,  for  the 
purpose  of  aojusting  and  retaining  the  harness-boards  in  the  position 
required. 
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No.  9,546. — James  S.  Hogeland,  of  Lafayette,  Ind. — Improvement  in 
Wool  Condensers. — Patented  January  18th,  1853. 

This  improvement  consists  in  applying  to  the  delivery  side  of  the 
ordinary  "  rub-rollers"  of  wool  conaensers  "  relief  and  guide  rollers," 
which  are  so  situated  on  the  delivery  side  of  the  rub-rollers,  as  to 
relieve  the  slubbing  from  its  tendency  to  adhere  to  the  latter,  and  be 
carried  out  of  the  oirect  line  of  the  spools. 

Claim. — ^The  method  of  detaching  the  ropings  from  the  rub-roller, 
and  guiding  them  on  their  passage  to  the  spools,  in  such  manner  as  to 
prevent  them  from  being  uneaually  deflected,  and  thereby  unequally 
stretched,  by  means  of  a  relief  and  guide  roller. 


No.  9,547. — John  Gmfftths,  of  Philadelphia,  Pa. — Improvement  in 
Screw-cutting  Machines. — Patented  January  18th,  1853. 

This  machine  consists  of  a  turned  shaft,  grooved  longitudinally, 
and  contained  in  a  hollow  mandrel,  and  made  to  revolve  with  the 
mandrel.  The  shaft  is  distinct  from  the  hollow  mandrel,  in  which  it 
slides  with  ease.  To  the  outer  extremity  of  the  shaft  a  screw  collar  is 
keyed,  which  revolves  in  two  semicircular  screw  plates :  the  upper 
screw  plate  is  keyed  to  a  cap,  and  the  lower  to  a  bed ;  and  both  move 
upon  a  common  joint.  A  cylindrical  die  having  the  same  pitch  as 
the  screw  collar  is  keyed  to  the  extremity  of  the  shaft.  The  cap  and 
bed  are  made  to  approximate  by  means  of  an  "  elliptical  piece,"  which 
is  moved  by  a  lever :  the  screw  collar  and  plates  are  adjustable. 

Claim. — ^The  circular  die  with  an  offset  which  makes  a  cuttinff 
edge,  which  is  held  in  position  by  a  bolt  and  screw  nut ;  the  tiirea£ 
which  are  cut  in  its  periphery  being  parallel,  instead  of  having  a 
running  pitch. 


No.  9,548. — John  L.  Kinosley,  of  New  York,  N.  Y. — Improvement 
in  Metallic  Gum  Composition. — ^Patented  January  18th,  1853. 

The  nature  of  this  invention  consists  in  the  process  of  preparing 
and  using  compositions  made  by  grinding  metals,  earths,  and  other 
similar  materials,  with  the  raw  or  uncured  gums  of  gutta  percha  and 
caoutchouc  (India  rubber).  Tlie  composition  to  be  used  in  making 
stereotype  moulds  and  plates,  &c. 

Claim. — ^The  making  of  stereotype  moulds  and  plates  of  the  raw 
or  uncured  gum  combined  with  tne  pulverized  oxides  of  iron  and 
antimony,  or  their  equivalents. 


No.  9,549. — Jeremiah  P.  Smtth,  of  Hummelstown,  ^a. — Improvement 
in  Com  Shellers. — Patented  January  18th,  1853. 

The  shelling  bars  are  made  in  separate  pieces  e  e  e  (see  fig.),  and 
this  improvement  consists  in  constructing  the  second  and  thira  bar 
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with  a  bevel  on  the  feeding  end,  to  facilitate 
the  discharge  of  the  cobs.  The  straps  are  to 
prevent  the  shelling  bars  e  e  e^  from  com- 
ing in  contact  with  the  cylinder  d.  There 
are  also  springs  which  press  the  bars  in  such 
a  manner  as  to  shell  either  thick  or  thin  ears. 
The  screws  are  to  regolate  the  spring. 

Claim,. — ^The  bevelled  spring-blocks  or  shelling-bars  at  i  i  in  sepa- 
rate pieces,  in  the  manner  and  lor  the  purposes  set  forth. 


No.  9,550. — Joseph  W.  Webb,  of  Aurora,  N.  T. — Improvement  in 
Rotary  Steam  or  Power  Engines. — Patented  January  18th,  1853. 

His  invention  consists  nrincipally  in  so  constructing,  arranging, 
and  operating  the  steam-chest  valves,  exhaust  chamber,  and  slides, 
with  reference  to  each  other,  and  with  reference  to  the  ports  and 
qrlinders,  that  steam  may  be  made  to  operate  eocpanaively  in  the  cylin- 
aers  in  a  more  convenient,  effective,  and  economical  manner  than  has 
hitherto.  To  accomplish  this  object  a  double  engine  is  constructed, 
having  two  annular  cylinders  connected  firmly  to  each  other  and  sta- 
tionary, but  which  do  not  communicate  with  each  other.  Each  has 
its  ports,  strap,  and  piston,  but  so  arranged  that  when  the  steam  is 
exhausting  from  one  cylinder  it  shall  be  operating  with  its  greatest 
power  npon  the  piston  of  the  other,  and  vice  verm.  Both  cylinders 
receive  steam  from  the  same  chest,  but  through  different  port.s, 
ffovemed  by  separate  valves ;  and  both  exliaust  into  the  same  cliani- 
ber,  each  through  its  own  v^lve,  and  through  an  aperture  in  the  top 
of  the  steam  chamber,  governed  by  slides,  which  are  stationary  wlion 
the  engine  is  in  operation,  but  shitted  for  reversing  at  the  pleasure  of 
the  en^neer. 

Clatm,. — ^Making  two  exhaust  openings,  separate  and  distinct  from 
each  other,  through  each  steam  and  cut-off  valve  ;  the  valves  having 
seats  on  the  upper  as  well  as  lower  side  of  the  steam  chamber,  each 
of  said  exhaust  openings  communicating  with  the  exhaust  chamber, 
through  apertures  in  the  upper  side  of  the  steam  chamber,  which  are 
opened  and  closed  at  pleasure  by  slides  used  in  connexion  with  the 
valves  for  governing  or  revereing  the  engine. 


No.  9,551. — Samuel  Wiiheeow,  of  Gettysburg,  Pa. — Improvement  in 
a  Com  Planter. — Patented  January  18th,  1853. 

The  nature  of  this  invention  consists  in  so  arrang- 
ing the  spring-gauge  slide  as  to  prevent  the  breaking 
of  the  grains,  when  received  into  the  cells  of  the  re- 
volving seeding  cylinder  edgewise,  and  so  that  the 
spring  be  adjusted  to  any  required  pressure,  whether 
the  hopper  be  full  or  otherwise.  And  the  manner  of  adjusting  the 
seeding  tube,  and  supporting  the  drag-bar,  to  which  it  is  attached,  by 
passing  the  same  through  a  slot  in  the  neck  of  the  mould-board. 
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.To  remedy  the  practical  difficulty  above  referred  to,  in  the  drills 
heretofore  in  use,  the  inventor  has  constructed  a  box  g^  in  the  fore  part 
of  the  seed-box,  at  suitable  angles  reaching  down  to  the  cylinder  a; 
at  the  end  of  the  tube  is  a  roller,  j,  the  bearing  of  which  rests  on  the 
block,  s.  The  spring  t  presses  upon  the  block  s,  and  consequently 
upon  the  roller,  and  that  upon  the  grain.  When  the  roller  comes  in 
contact  with  the  ^ain,  the  spring  allows  the  roller  to  rise,  and  the 
grain  passes  down  mto  the  furrow ;  the  roller  closes  down  again  with- 
out injury  to  the  grain. 

Claim. — ^The  spring  t,  slide  s,  and  roller  j,  within  a  box  or  tube 
forming  one  end  of  the  hopper,  in  such  manner  as  to  prevent  anv  more 
seed  from  leaving  the  hopper  than  is  required  for  planting.  Also  the 
arrangement  of  the  drag  bar  under  the  plow  beam,  and  passing  through 
the  adjustable  hanger,  and  a  slit  in  the  neck  of  the  mould-board,  for 
the  purpose  of  giving  additional  lateral  support  to  it,  and  protecting 
it  from  the  earth  which  runs  up  on  the  mould-board  in  turning  the 
furrows. 


lifVVM^ 


No.  9,552. — John  Bell,  of  New  York,  N.  Y. — Irmrovement  in  the 
Mode  of  Joining  the  Comers  of  Boxes^  &c. — Patented  January 
25th,  1853. 

The  nature  of  this  invention  consists  in  form-    W  ^        . 

ing  a  joint,  compounded  of  a  double  oblique  tenon  '^^— ^■^— ^^-^^ 
and  corresponding  mortises,  at  the  comers  of 
drawers,  boxes,  &c.,  as  seen  in  the  figure.  The 
comers  are  prevented  from  coming  apart  when 
the  lid  or  bottom  is  fastened  on,  thereby  being  secured  in  a  manner 
superior  to  modes  heretofore  known.  The  Imes  of  the  tenons  are 
parallel  to  each  other,  but  drawn  from  both  sides  of  a  vertical  line  at 
the  comer  of  the  box,  at  an  obtuse  angle  with  the  vertical  line  above 
the  vertex  of  the  angle. 

Claim. — Joining  the  comers  of  boxes,  &c.,  by  means  of  double 
oblique  mortises  and  tenons  (which  are  parallel),  so  that  neither  the 
sides  nor  ends  can  be  separated  or  displaced  without  previous  removal 
of  the  top  and  bottom  of  the  box. 


No.  9,553. — James  Black  and  Orson  Beecher,  of  Philadelphia,  Pa.— 
Improvement  in  the  Hydraulic  Steam  Pump. — ^Patented  January 
25th,  1853. 

This  invention  consists  in  connecting  the  top  of  the  condenser  widi 
the  valve  box,  between  the  induction  and  eduction  valves,  by  a  pipe 
with  a  check  valve  so  arranged  as  to  draw  the  air,  &c.,  from  the  con- 
denser. When  the  water  is  drawn  down  in  said  pipe  by  the  diaphragm, 
the  vessel  is  filled  with  water,  and  the  air  is  driven  out  of  said  pipe 
through  another  check  valve  into  the  discharge  pipe  or  elsewhere,  by 
the  water  when  it  is  forced  up  in  said  pipe  as  it  is  expelled  from  the 
vessel  by  the  steam  above  the  diaphragm,  and  thus  the  air  is  drawn 
from  the  condenser  by  a  column  of  water,  working  the  equivalent  of 
an  air-pump.    Also  m  the  arrangement  of  a  pipe  with  a  valve  in  it 
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leading  from  the  bottom  of  the  condenser  to  the  chamber  of  the  pump, 
so  constructed  and  arranged  as  to  draw  the  water  from  the  condenser,  , 
into  the  chamber  of  the  pump,  by  the  action  of  the  diaphragm  or  its 
equivalent,  thus  causing  the  water  pump  to  work  an  exhaust-pump 
or  its  equivalent  to  the  condenser,  at  the  same  time  that  it  does  its 
ordinary  work. 

t  Claira,— The  pipes  and  valves,  or  their  equivalents,  so  constructed 
and  arranged  as  to  draw  the  air,  &c.,  from  the  condenser,  and  drive  it 
into  the  discharge  pipe  or  elsewhere,  by  the  column  of  water  in  said 
pipe,  operating  by  the  working  of  the  diaphragm,  which  causes  said 
colunm  of  water  to  work  the  equivalent  .of  an  air-pump  to  the  con- 
denser. Also  the  pipe  and  valve  or  their  equivalents,  so  constructed 
and  arranged  as  to  draw  the  water  from  the  condenser  by  the  raising 
of  the  diaphragm,  thus  causing  the  water  pump  to  work  an  exhaust- 
pump  or  its  equivalent  to  the  condenser,  at  the  same  time  that  it  does 
Its  ordinary  work. 


TSo,  9,554. — Chakles  Botjroabd,  of  New  York,  N.  Y. — Machine  for 
manufacturing  Wigs. — Patented  January  25th,  1853. 

The  machine  which  constitutes  this  invention  consists  of  a  work- 
frame  and  its  carriage,  one  or  more  needles,  and  the  mechanism 
through  which  the  work-table,  carriage,  and  needle  or  needles,  receive 
such  motions  in  relation  to  each  other  as  are  necessary  for  the  proper 
performance  of  the  operation.  The  carriage  is  mounted  on  wheels 
which  run  on  a  suitable  railway,  and  the  work-frame  is  placed  upon 
a  double  slide-frame,  which  rests  on  the  carriage,  and  is  adjustable 
longitudinally  and  transversely. 

'file  work-frame  is  provided  with  means  of  securing  the  silk  or 
ottier  material  into  which  the  hair  is  to  be  inserted,  and  confining  a 
suitable  quantity  of  hair,  which  is  laid  on  the  face  of  the  silk  or  other 
material.  The  needle  is  barbed  and  receives  a  reciprocating  motion 
in  a  line  perpendicular  to  the  face  of  the  silk,  and  passes  through  it 
from  its  back  side  catching  one  or  more  hairs  as  may  be  required,  and 
drawing  the  root  ends  through  the  back  of  the  silk  or  material.  The 
carriage  receives  an  intermittent  rectilinear  motion,  which  takes  place 
between  every  two  passages  of  the  needle  through  the  silk,  so  as  to 
bring  the  silk  or  material  to  a  proper  position  for  tlie  drawing  through 
of  the  succeeding  hair ;  by  this  motion  the  hair  is  inserted  in  rows. 

The  relative  position  ol  the  hairs  of  each  row  is  regulated  by  the 
double  slide  of  tne  frame. 

Claim. — "  (For  the  purpose  of  making  the  partings  or  those  parts 
of  wigs  and  all  articles  ot  a  similar  nature  where  the  artificial  scalp 
or  skin  is  visible  and  the  surrounding  parts)  the  employment  of  two 
or  more  adjustable  slide-frames,  for  carrying  the  silk  or  other  mate- 
rial into  which  the  hair  is  to  be  inserted,  and  the  hair  to  be  inserted 
therein,  in  combination  with  a  reciprocating  hooked  or  barbed  needle, 
either  tiie  frames  or  needle  having  such  a  movement  as  is  necessary 
to  insert  the  hairs  at  a  proper  distance  apart." 
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No.  9,665. — Henry  Britney,  of  Springfield,  Ohio. — Improvement  in 
Tanning  Leaiher, — Patented  January  25th,  1853.    • 

This  invention  consists  of  a  tin  vat  (see  fig.)  in  which  is 
placed  an  upright  shaft  (which  may  be  turned  by  horse 
or  other  power)  with  a  series  of  arms  projecting  from  it 
horizontally,  about  four  inches  apart.  The  hides  are 
secured  by  one  edge  to  the  arms ;  and  when  the  hides  are 
attached,  the  vat  is  filled  with  liquor.  When  flie  shaft  is 
put  in  motion  the  hides  arrange  themselves  horizontally 
and  parallel  to  each  other,  ana  the  liquor  can  circulate 
freely  among  them,  and  cause  them  to  be  uniformly  tanned. 

The  object  of  this  invention  is  to  expose  the  entire  surfaces  of  the 
hides  to  the  liquor  simultaneously. 

Claim. — Continuously  towing  the  hides  in  separated  layers  through 
the  tanning  liquor,  in  such  manner,  that  each  hide  made  fast  only  at 
one  edge  or  end  to  the  towing  mechanism,  will  be  gently  stretcned 
and  kept  spread  out  by  the  resistance  of  the  li(^uor,  whicn  is  caused 
freely  to  circulate  in  contact  with  both  sides  ot  the  hides,  whereby 
every  hide,  of  a  quantity  however  large,  is  equally  and  constantly 
exposed  to  the  action  of  the  tanning  liquor,  and  the  stretching  action 
upon  the  hides  is  adjusted. 


1 
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No.  9,556. — ^Freeman  Palmer,  of  Conneaut,  Ohio. — Improvemefni  t» 
Sewing  Machine, — Patented  January  25th,  1853. 

The  inventor's  improvement  is  in  the  feeding  apparatus  for  shuttle 
sewing  machines.  Fig.  1  is  a  side  view,  showing  the  ~ 
feeding-wheel  b,  with  a  flange  J,  upon  its  disk,  and 
the  cramp  rf,  which  grasps  the  flange  J,  but  sliding 
freely  along  the  same  until  acted  on  by  the  lever  <?, 
when  it  instantly  binds  firmly  upon  the  flange,  so 
that  the  feed  wheel  shall  be  carried  forward  by  tlie 

arm  e ;  the  cramp  d  is  kept  in  its  place  by  a  spring  : 

Fig.  2  is  a  front  view,  showing  these  parts  in  their  proper  position. 

The  forward  motion  of  the  feed  wheel,  which  gives 

the  length  of  the  stitch,  is  regulated  at  pleasure  by 

a  screw  regulator,  which  allows  the  arm  a  longer  or 

a  shorter  ran^e.     In  the  returning  motion  of  the 

shuttle,  one  ot  the  friction  rollers  strikes  an  arm 

placed  on  the  end  of  a  horizontal  shaft,  and  acts  on 

the  feed  wheel  b,  carrying  the  material  to  be  sewed , 

far  enough  forward  for  another  stitch,  which  completes  the  operation. 

Claim. — ^The  arrangement  and  combination  of  parts,  by  which  the 
material  to  be  sewed  is  carried  under  the  needle,  m  a  way  to  secure 
any  required  length  of  stitch ;  consisting  of  the  shaft  c,  and  tiie  screw 
regulator  y,  together  with  the  lever  and  cramp  c  and  d,  upon  the 
feed  wheel  b. 
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Ko.  9,557. — Samuel  M.  Perkins,  of  Springfield,  Pa. — Improvement  in 
manufacturing  Coats^  dsc. — ^Patented  January  26th,  1853. 

The  nature  of  this  invention  consists  in  forming  the  bat  as  it  comes 
from  the  carding  machine,  on  suitable  "  rollers"  or  "  formers."  The 
bat,  as  it  comes  from  the  machine,  is  formed  into  a  coat  or  other  wear- 
ing articles,  by  tearing  out  portions  of  it  for  the  arm-holes ;  the  arm 
piec^  are  torn  diagonally  across  the  middle  of  the  bat  to  have  the 
natural  downward  inclination  of  the  fibre-like  cloth.  The  arm-pieces 
and  collar  are  tacked  to  the  body  of  the  coat  by  a  few  loose  stitches  : 
and  the  coat  is  then  "  shrunk"  by  a  kind  of  felting  process,  and 
shaped,  and  dried  over  a  block,  when  it  is  ready  for  tnmming. 

Claim. — ^The  art  or  method  of  making  seamless  felt  articles  of  use, 
and  wearing  apparel,  by  giving  the  battmg  of  wool  or  ftir  the  desired 
shape,  and  uuitinff  ita  edges  when  required,  with  silk  or  any  other  non- 
dirmkinff  equivalent,  or  by  such  shrinking  threads  or  fibre  as  will 
resume  uieir  original  state  when  dry. 


N"o.  9,558. — ^William  H.  TiXTmi.^  of  New  York,  N.  T. — Improvement 
in  Apple-Paring  Machinee. — ^Patented  January  26th,  1853. 

This  invention  consists  of  a  semicircular 
stationary  rack  in  combination  with  a  travers- 
ing lever  or  handle,  on  which  are  mounted  a 
wheel  and  pinion,  and  supports,  sustaining  a 
revolving  fork,  having  a  pinion  on  the  end  of  | 
its  hanole,  mashing  with  the  wheel  on  the 
lever ;  the  prongs  of  the  fork  sustain  the  apple 
against  a  stationary,  yet  yielding  knife  t  (see 
figs.),  fastened  to  an  arm,  by  which  when  the 
traversing  lever  l  is  pushed  horizontally  back- 
ward and  forward,  a  rotary  motion  is  given  to 
the  fork,  thus  making  the  apple  rotate  against  the  knife  t,  which  acts 
npon  it  to  pare  or  remove  the  skin  in  a  perfect  manner.  When  the 
apple  is  placed  on  the  prongs  of  the  fork,  and  the  handle  of  the  lever 
is  drawn  to  the  end  of  the  rack  a,  by  pushing  the  lever  forward 
in  a  horizontal  direction,  the  prongs  of  the  fork  will  traverse  a  semi- 
circle, and  the  knife  will  aet  longitudinally  from  the  heel  to  the  toe 
of  the  fork,  or  from  the  stem  to  the  blossom  end  of  the  apple.  Tlie 
stationary  spring  knife,  being  made  adjustable  and  flexible,  is  eflicient 
and  accommodating  to  the  omerent  shapes  of  the  finit. 

Claim. — ^The  apple-paring  machine  constructed  with  a  stationary 
circular  rack  or  way  a,  in  combination  with  a  traversing  lever  l,  foi 

rratinff  the  fork  c,  on  which  the  apple  or  other  article  is  placed, 
handle  having  a  pinion  on  it,  which  traverses  the  rack,  and  gives 
rotary  motion  to  the  fork,  making  the  apple  revolve  against  the 
swinging  spring  knife  t,  while  the  handle  is 'pushed  forward  and 
hackward  in  a  horizontal  direction  by  the  operator. 


\ 
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No.    9,559. — J.    PiFFAXJT,  of  New    Orleans,  La. — IrwprovemerU  «» 
Pianofortes. — Patented  January  25th,  1853. 


^^Si^^^sJ 


Tliis  invention  consists  in  so  constructing  the  metallic  frames  of 
Pianofortes,  that  the  inside  frame,  or  that  which  supports  the  long 
bridge  of  tlie  piano,  may  be  raised  or  lowered  at  pleasure,  and  thu8 
raise  or  lower  the  tone  of  the  instrument,  and  at  the  same  tin^e  keep 
up  the  general  accord  of  the  piano. 

The  frame  to  be  made  of  iron  or  other  metal.  The  movable  or 
adjustable  part  a  (see  figs.),  which  supports  what  is  termed  the 
straight  or  long  bi-idge,  is  connected  to  the  frame.  By  turning  the 
screw  N,  the  rear  end  of  part  a  will  be  drawn  down,  while  the  front 
which  carries  the  bridge  a,  will  rise :  and  the  tone  of  the  piano  is 
raised  or  lowered  by  a  revenged  operation. 

To  raise  or  lower  the  tone  of  an  in- 
strument, and  still  pre^serve  its  accord, 
the  coarser  strings  will  require  more 
straining  than  the  finer  ones.  Tlie  op- 
eration is  a  constantly  varying  one, 
which  no  non-adjustable  apparatus  can 
provide  for.  For  this  pur{)()se  the  inven- 
tor arranges  besides  tlie  centre  screw  n 
(see  tig.  2),  one  on  each  side  of  it  and 
near  the  ends  of  the  frame  o  p,  which 
are  simihirly  connected  to  the  main  frame 
in  all  respect-s  as  that  at  n.  Tliese  screws 
are  each  provided  with  curved  levers  n,  o,  p,  to  which  they  are 
permanently  iixed,  so  that  by  the  turning  of  one,  the  other  will'move 
with  it.  These  levers  are  connected  together  by  connecting  bars  r, 
B,  which  are  attached  by  screw  bolts  passing  tlirough  slots  in  the 
level's,  in  which  they  are  made  adjustable,  so  as  to  make  the  coarser 
strings,  wlien  the  tone  c>f  the  instrument  is  to  be  raised,  undergo  a 
greater  degree  of  tension  than  the  liner  ones ;  which  may  be  done  hy 
mcreasing  the  length  of  the  lever  by  means  of  its  slot  (and  vice  versal 
and  thus  preserve  the  accord.  By  turning  the  screw  n,  motion  is 
given  through  tlie  level's  and  contracting  bars  to  the  screws  o,  p;  and 
conse([uently  all  three  act  simultaneously,  and  in  that  degree  for 
which  they  may  be  set.  Tliere  is  a  dial  or  indicator,  upon  which  a 
hand  on  the  screw  p,  marks  the  degree  to  which  the  instrument  is 
raised  or  lowered,  c  represents  pieces  of  wood  with  which  the 
metallic  movable  part  a,  may  be  filled  so  as  to  better  hold  the  pins 
c  c  c?,  which  extend  into  them,  f  (fig.  1)  represents  the  cro()ked 
bridge.  The  number  of  ribs  may  be  increased  or  diminished,  or  so 
arranged  as  best  to  support  or  counteract  the  strain  upon  the  wires. 
The  movable  part  a  lias  two  motions  independent  of  the  frame; 
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o —  hprizontal,  so  that  whilst  the  bridges  cannot  approach  each  other 
nearer  than  a  given  point,  they  may  recede  one  from  the  other ;  the 
other  motion  is  in  the  arc  of  a  circle  upward  for  straining  np  the 
wires,  * 

Claim. — In  combination  with  the  metallic  frame  of  a  piano-forte, 
the  movable  part  which  supports  the  bridge,  and  which  is  raised  or 
lowered  at  pleasure,  by  means  of  a  key  operating  through  the  screws 
and  levers,  or  their  equivalents,  for  the  purpose  of  raismg  or  lower- 
ing the  tone  of  the  instrunaent,  and  at  the  same  time  preserving  ita 
accord. 


No.  9,560.-r-Jo6iAH  W.  Archibald,  Porto  Rico,  West  Indies. — Im 
pravement  in  Draining  Machine  for  Suga/r, — Patented  January 
25tli,  1853. 

This  improvement  consists  in  the  use  of  bags,  made  of  any  kind  of 
material,  to  be  tilled  with  sugar,  and  placed  m  the  "  Centrifugal  Re- 
fining" sugar  machine ;  to  keep  the  sugar  from  attaching  itself  to  the 
wire  gauze,  or  perforated  cylinder,  when  the  machine  is  in  motion, 
and  is  intended  to  save  time,  which  is  occupied  (in  operating  the  ma- 
chine as  heretofore)  in  scraping  off  the  sugar  from  the  wire  gauze,  or 
sides  of  tlie  rotating  cylinder,  and  in  removing  it  from  the  same, 
which,  by  means  of  the  bag,  can  be  effected  at  once. 

Claim, — ^The  employment  of  a  fibrous  or  flexible  bag,  made  of 
cotton,  linen,  hair  cloth,  or  any  other  substance,  placed  loosely,  or 
secured  by  loops,  as  described  in  a  centrifugal  depurating  sugar  ma- 
chine, inside  of  the  wire  gauze  cylinder,  and  containing  the  sugar ; 
the  bag  not  being  permanently  attached  to  the  machine  by  any  screw 
or  clamp,  &c.,  but  to  be  freely  placed  in  and  then  lifted  out  of  the 
machine  entirely,  when  the  sugar  is  depurated. 


No.  9,561. — Abrather  F.  Potter,  of  Boston,  Mass. — Improvement  in 
'-  Gold  TrflwA^r."— Patented  January  25th,  1853. 

The  nature  of  this  invention  consists  in  a  water- 
wheel  L,  placed  in  the  tube  h  (see  fig.  2),  which  con- 
ducts the  water  containing  the  metal  into  the  appara- 
tus ;  the  wheel  l  being  operated  by  water  as  it  enters 
and  descends  the  tube,  so  as  to.  agitate  the  water  by 
the  motion  of  the  wheel  and  the  arms  p  p,  fixed  to  the 
vertical  shaft.  T|iis  wheel  may  work  an  additional  ap- 
paratus to  wash  the  ore  or  metals  before  they  come  m 
contact  with  the  mercury.  The  outlets  of  the  tube  h 
conduct  the  water  containing  the  ore  into  the  bath  open 
at  or  near  the  bottom,  in  an  oblique  direction  at  e 
(see  tig.  2) ;  so  that  the  water  coming  from  tlie  tube  h 
acts  in  combination  with  the  water  which  issues  from  the  oblique  and 
spiral  apparatus,  o,  in  a  pipe  which  surrounds  the  bath,  so  as  to  give' 
tne  mercury  in  the  bath  a  rotary  motion,  and  thereby  brings  all  the 
water  containing  the  ores  more  effectually  in  contact  with  the  mercury. 
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CZaim. — ^A  wheel  or  its  equiyalent  arranged  in  the 
tube  above  mentioned,  so  as  to  be  operated  by  the 
water  containing  the  metals  as  it  descends  in  the  tube, 
so  as  to  agitate  tne  water  by  the  motion  of  the  wheel, 
whetlier  it  is  made  to  operate  some  other  apparatus  or 
not.  Also,  the  openings  ef,  or  their  equivalents,  in  com- 
bination with  tne  openings,  t  t,  or  their  equivalents. 


Ko.  9,562.— Thomas  Prossee,  of  NewToA,  N.T.— 
Improved  Hhopansion  Drill. — Patented  January 
25fli,  1853.    • 

This  invention  consists  in  a  combination  of  mechanism 
^or  producing  a  continuous  expansion  in  the  cutting  part 
< '  a  chambering  drill  when  in  motion,  and  thereby  ena- 
oiing  tiiw  operator  to  enlarge  a  hole  previously  made  in 
metallic  substances,  within  the  thickness  thereof,  techni- 
cally called  chambering,  without  changing  the  cutter  or 
stopping  the  drill.  The  cutter  h  (see  fig.)  is  oblique  to 
the  axis  of  the  drill.  The  cutter  is  set  in  motion  by  the 
bevel  wheels  a  and  c,  which  wheds  can  be  worked  by 
liand  or  otherwise. 

Claim. — ^The  combination  of  the  inclined  cutter  S,  with  a  screw  cut 
thereon,  bevel  screw  pinion,  or  its  equivalent,  and  collar  c,  arranged 
so  that  bv  holding  said  collar,  during  the  rotation  of  the  drill,  a  con- 
tinuous reed  motion  is  communicated  to  the  cutter. 


No.  9,563. — ^Peter  Taltaval,  of  Washington,  D.  0. — BegisUrfor 
Om/nilms  Passengers^  dec. — Patented  January  25th,  1853. 

This  invention  consists  of  a  shallow,  oblong 
oox,  secured  upon  or  in  the  position  of  the  up- 
per step  of  an  omnibus,  and  is  provided  with  a 
cover,  hinged  to  it,  and  made  to  vibrate  up  and 
down.  In  the  central  part  of  the  box  is  a  com- 
partment in  which  the  device  for  operating  the 
machine  is  arranged. 

When  a  person  steps  upon  the  step  b  (see  fiff.),  it  depresses ;  the 
shank  of  the  shaft  is  raised  sufficiently  to  allow  tne  lower  ball  in  the 
tube  to  escape  and  fall  into  a  drawer  (?,  the  key  of  which  is  kept  by 
the  owner  or  the  omnibus.  Each  time  the  step  b  is  depressed,  a  sin- 
rfe  ball  is  allowed  to  escape ;  and  for  each  passenger  two  balls  are 
oropped,  one  on  entering  and  one  in  leaving. 

Claim. — ^The  springs,  operated  and  arranged  in  combination  with 
the  inclined  plane  and  escapement  tube. 


No.  9,564. — AuotTSTus  B.  Childs,  of  Rochester,    N.  T. — Improve' 
ment  in  Winnowing  Machines. — Patented  January  25th,  1853. 

This  improvement  consists  in  a  method  of  regulating  the  blast  for 
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he  second  winnowing  of  the  grain,  by  com- 

)ining  with  the  revolving  fan,  which  gene- 

•at^  the  blast  for  both  the  first  ana  se- 

;ond  winnowing,  a  compensation  snpply 

ralve  M  (see  fig.  1),  Mtuate  at  some  point 

ntermediate  between  the  fan  and  the  place 

it  which  the  grain  is  winnowed  the  second 

ime ;   the  operation  of  this  valve  being 

nch  that  it  can  be  opened  to  admit  an 

ncreased   quantity  of  air  to  supply  the 

an,  whenever  the  fan  demands  more  than  could  be  drawn  through 

he  grain,  without  increasing  the  strength  of  the  blast  to 

inch  a  decree  as  would  endanger  the  carrying  away  of  the 

lound  gram  with  the  impurities.    Also  in  a  self-relating 

ielirery  valve,  which  prevents  the  admission  of  air  while 

t  opens  to  discharge  grain,  or  impurities  separated  from 

he  grain,  and  collected  in  any  receptacle  within  the  ma- 

diine.  •  na.r 

Tlie  valve  box,  n,  is  attached  to  the  casing  at  the  lowest  line  of  the 
inclined  bottom  of  chamber  k.  The  upper  part  of  the  box  com- 
fnanicates,  by  an  aperture,  with  the  chamoer  k  ;  and  the  seeds  which 
fall  upon  the  bottom  of  the  chamber  run  into  the  valve  box,  where, 
as  a  sufficient  quantity  of  the  impurities  have  accumulated  in  the  box, 
it  opens  by  the  weight  of  hs  contents,  without  admitting  air. 

Claim, — ^Regulating  the  blast  for  the  second  winnowing  of  grain,  by 
sombinine  witn  the  revolving  fan,  which  generates  both  the  first  and 
second  biast,  a  compensating  supply  valve.  Also  the  self-regulating 
ralve,  which  prevents  the  a£nis8ion  of  air  into  the  machine  wlale  it 
3pens  to  discharge  the  impurities  separated  from  the  grain,  and  thus  pre- 
sents an  undue  accumulation  of  t^em  at  the  bottom  of  the  air  chamber. 


ffo.  9,565. — Charles  B.  Huchinson,  of  Waterloo,  N.  Y. — Improve' 
ment  in  machinery  for  Cutting  Barrd-Heads, — ^Patented  Feb.  1st, 
1853. 

This  improvement  consists  in  the  use  of 
[^lamp  rings  to  hold  the  wood  for  the  head, 
and  present  it  to  be  cut  and  dressed  by  ro- 
tating cutters.  The  wood  for  the  head  is 
plac^  in  the  clamp  rings  n  n  (see  fig.),  to  ! 
present  it  to  the  rotating  cutters  gag  and 
t  K  K ;  the  cutters  being  arranged  upon  a  rotating  disc  and  arms, 
IS  seen  in  the  figure. 

Olaim^ — ^Tlie  use  of  clamp  rings,  n  w ,  to  hold  the  pieces  of  heading, 
ind  hung  in  pieces  on  opposite  sides,  or  in  any  equivalent  way  so  as 
to  be  reversible ;  in  combination  with  the  adjustable  rotating  cutters 
3  g  g\^  cut  and  bevel  the  edge  of  the  head,  and  with  the  face  cut- 
ters, K  K  K,  arranged  upon  the  disc  g^  whereby  the  opposite  sides  of 
the  head  may  be  successively  presented  to  the  action  of  the  cutting 
tools,  and  the  head  cut  out  and  chamfered  and  face  dressed,  or  cut  out 
uid  chamfered  only,  at  one  operation. 


\ 
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No.  9,666. — Elijah  F.  Parker,  of  Proctorsville,  Vt. — TmprovemerUin 
the  ConMrv^ction  of  Frames  for  Lardenma. — ^Patented  February  Ist, 
1853. 

The  nature  of  this  invention  consists  in  making  the 
corners  (of  lanterns)  or  pieces  for  holding  the  glass,  mica, 
&c.,  in  one  pi^ce,  and  tliereby  avoid  the  necessity  of  any 
soldering  of  these  parts.  Tlie  corner  pieces  of  lantern 
frames,  or  those  which  unite  tlie  top  and  bottom,  are 
made  in  one  piece  (see  fig) ;  h  represents  the  comers,  and  a  a  the 
glass. 

Claim, — ^The  turning  of  grooved  or  sunken  flanges  upon  the  frames 
of  lanterns,  for  holding  the  glass  or  its  equivalent ;  so  that,  when  the 
top  and  bottom  are  united,  the  flanges  for  holding  the  glass,  &c.,  shall 
be  already  in  place  to  receive  it,  without  any  further  soldering. 


No.  9,567. — George  B.  Eead,  of  New  York,  N.  Y. — ^mprov^mefni  «f» 
the  Screw  Wrench. — Patented  February  1st,  1853. 

The  nature  of  this  invention  con- 
sists in  having  the  shank  d  (see 


fig.)  of  the  adjustable  jaw  e  pass 

through  a  recess  in  the  stationary 

jaw  c,  which   is  attached  by  a 

pivot  to  the  end  of  the  wrench  stock.    The  shank  d  of  the  adjustable 

jaw  is  provided  with  a  rack,  into  which  a  pawl,  attached  to  the  end 

of  the  wrench  stock,  catches. 

Claim, — ^The  arrangement  of  the  several  parts,  viz. :  the  jaw  c 
being  attached  by  a  pivot  to  the  stock  a,  ana  said  jaw  o  having  a 
recess  through  it,  and  through  which  the  shank  d  of  the  adjustable 
jaw  e  passes,  the  shank  d  bemg  provided  with  a  rack,  J,  into  which  a 
pawl,  F,  attached  to  the  end  of  the  stock,  catches,  the  pawl  being  kept 
into  the  rack  J,  by  the  spring  j'/  by  which  arrangement  the  two  jaws, 
E  c,  are  forced  against  the  sides  of  the  nut  as  the  handle  of  the  wrench 
is  turned,  and  the  jaws  made  to  bear  or  bind  harder  near  the  comers 
of  the  nut,  thus  preventing  the  jaws  from  slipping  ar^ound  it. 


No.  9,568. — MATTmAs  Stratton,  of  Philadelphia,  Pa. — Improvcmevi 
in  Portable  Gas  Ajppa/ra^us. — Patented  February 
1st,  1853. 

The  nature  of  this  improvement  consists  in  con- 
structing a  stove^  retort^  and  cooler^  all  arranged  so  as 
to  be  partahle  in  the  sti^ict  sense  of  tlie  term^  which 
may  be  used  for  the  manufacture  of  illuminating  | 
gas,  from  rosin  or  other  suitable  material. 

Claim. — ^The  construction  of  the  stove  with  remov-^ 
able  gates  c  c,  in  the  ends  b,  for  the  introduction  of  I 
the  retort,  and  the  movable  section  o,  under  the  rosin 
holder. 


00MiaS8I0KEB   OF  FATSNTS.  127 

No.  9,569. — ^Benjamin  SravEMCK,  of  North  Sandwich,  Mass. — Improve' 
tnent  in  the  mode  of  feeding  Rosin  to  the  fires  of  Glass  Furnaces, — 
Patented  February  let,  1853. 

This  improvement  relates  to  furnaces  in 
which  rosin  is  used  as  fuel.  Tlie  rosin  is  first 
incited  in  a  vessel  or  pot  by  tlie  heat  of  the 
fire,  and  allowed  to  pass  into  the  fireplace  or 
chamber.  The  pot  or  vessel  h  (see  fig.\  for 
nieltinff  rosin,  is  in  front  of  the  flame  cliam- 
ber  and  directly  over  the  fireplace ;  under  the 
bottom  of  the  pot  is  to  be  one  or  two  sliding 
doors,  or  dampers,  k,  to  regulate  the  amount 
of  surface  agamst  which  the  fire  may  be  suf- 
fered to  act. 

The  interior  of  the  pot  is  divided  by  the' 
strainer  l;  the  rosin  is  to  be  placed  in  the  rear  chamber/*,  and  passes 
through  the  strainer  into  chamber  e,  thence  through  vertical  strainer 
^,  into  chamber  m;  in  which  is  a  discharge  tube  which  opens  into  the 
fireplace.  This  tube  may  or  may  not  be  surrounded  by  a  strainer. 
In  the  upper  part  of  tube  A,  there  is  inserted  a  long  conical-shaped 
plug  J,  attached  to  a  rod  with  a  spring  on  the  top  of  it,  which  can  be 
regulated  by  a  nut,  n.  The  object  of  this  mode  of  feeding  rosin  is  to 
regulate  the  flow  of  the  rosin  down  the  tube,  and  freeing  the  tube 
from  glutinous  matter  that  may  accumulate  in  it,  which  last  operation 
is  accomplished  by  pressing  down  the  rod  of  the  valve  j,  and  is  eftected 
by  the  spring  and  nut  m  n  ;  by  removing  the  hand  from  the  rod,  the 
spring  brings  the  rod  back  to  its  former  position. 

Clmm. — -The  combining  the  long  conical  valve  and  the  discharge 
tube,  by  means  of  a  set  screw  and  nut  and  supporting  spring ;  whereby 
the  flow  of  the  melted  rosin  may  not  only  be  regulatea,  but  when  any 
interruption  takes  place,  the  attendant  can  readily  remove  it,  either 
by  lifting  the  valve,  or  pressing  on  it :  the  valve  being  subsequently 
removed  back  to  its  former  position  by  the  spring. 


No.  9,570. — ^EicHAM)  SoLis,  of  New  Brunswick,  N.  J. — Art  of  re- 
Tnanufactwring  Insoluble  livhher. — Patented  February  Ist,  1853. 

This  invention  consists  in  the  art  of  re-manufacturing  what  is  com- 
monly known  and  called  metallic  vulcanized  or  insoluble  rubber. 
The  vulcanized  rubber  is  cut  into  small  pieces,  and  subjected  to  mas- 
tication by  any  suitable  machinery ;  when  ground  to  powder,  it  is  in 
that  state  mixed  with  a  paste  made  of  ordinary  India  rubber  and 
spirits  of  turpentine — equal  portions  of  each.  The  inventor  says  that 
a  good  fabric  may  be  made  by  the  mixture  of  equal  parts  of  the  vul- 
canized rubber  wuth  the  native  rubber,  and  tlien  dried  in  the  sun  and 
air  without  artificial  heat. 

Claim, — ^The  manufacture  of  India  rubber  fabrics,  by  the  mixture 
of  ground  or  powdered  vulcanized  rubber  with  the  ordinary  India 
rubber  of  commerce. 
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Jfo.  9,671. — ^IsAAo  L.  PuLVBRMAOHEB,  of  BreslatL,  Prnflfiia. — Imffcw- 
ment  in  Hyd/ro-ElectHo  Volimc  BaUeriea  cmd  Chmna  for  medicd 
purposes. — l^atented  February  Ist,  1853. 

The  nature  of  this  invention  consists  in  forming  galvanic  elemente 
of  a  positive  and  negative  metal,  separated  from  each  other,  and  com- 
bined and  in  contact  with  porous  non-conducting  substances,  »  « 
which  porous  substances  will  absorb  and  retain  the  existing 
fluid^  and  impart  it  to  the  metals  to  excite  the  electric  action. 
Also  in  constructing  various  shaped  chains.  Fiff.  a  is  a 
chain  composed  of  a  series  of  elements  linked  together,  each 
one  of  which  is  an  electric  pile ;  each  link  is  a  positive 
metal,  with  a  flat  plate  of  negative  metal  inside,  and  with  a 

{)orous  non-conductinff  substance,  such  as  linen,  cloth, 
eather,  &c.,  interposea.  The  links  are  formed  by  placing 
the  negative  metal  outside,  and  the  positive  metal  inside. 
This  arrangement  presents  certain  mfficulties  (to  wit:  it 
does  not  present  sufficient  surface  for  producing  electric 
currents),  which  are  overcome  (by  the  inventor^  by  making 
a  hydro-electric  chain,  which  becomes  electric  wnen  brought 
in  contact  with  the  human  body ;  when  moistened  with  any  diluted 
acid,  it  taiakes  a  powerful  portable  pile  on  a  small  scale  (see  fig.  J). 
llie  element  is  composed  of  zinc  and  copper  wire,  coiled  as  a  helix, 
and  around  a  cone  formed  of  small  pieces  of  wood  and  copper'wire 
inverted  in  a  hole  inside. 

Claim. — Constructing  galvanic  elements  of  positive  and  negative 
metals,  separated  from  each  other  by  a  porous  non-conducting  sub- 
stance, when  the  porous  non-conducting  substance  is  surrounded  and 
held  by  one  or  both  of  said  metals.  Also  forming  the  galvanic  ele- 
ments by  coiling,  in  the  form  of  helices,  the  positive  and  negative 
wires  in  grooves  previously  made  in  the  surface  of  an  inner  core  of 
wood  or  other  porous  substance ;  so  that  when  the  wires  are  wrapped 
around  in  the  grooves,  they  shall  both  be  in  contact  with  the  porous 
substance  witmn  and  separate  from  each  other.  Also  forming  a 
chain  of  a  series  of  elements  substantially  such  as  herein  described, 
by  means  of  ties  or  links.  And  finally,  the  methods  of  interrupting 
the  currents  of  electricity,  bv  means  of  the  spring  vibrating  conductor, 
interposed  substantially  as  herein  described  for  the  purpose  of  break- 
ing and  closing  the  circuit  by  the  movement  of  the  human  body,  or 
other  like  motion. 


No.  9,572. — Jean  Baptistb  Moinikb  and  Pubre  Hippolytb  Boutiont, 
of  Paris,  France. — Improvement  in  pu/rifying  fatty  materials.^ 
Patented  February  8th,  1853. 

This  improvement,  or  discovery,  a{>plies  to  the  treatment  of  fattj 
materials  with  alkalies.  It  consists  in  causing  to  pass  through  tiie 
mixture  of  fatty  materials  with  alkalies,  a  strong  current  of  sulphur- 
ous acid  gas,  wnich  frees  the  mixture  from  impurities,  and  hardens  it, 
BO  that  a  superior  kind  of  candles  or  tapers  imL  be  produced  there- 
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from.    The  residae  is  treated  in  like  manner,  successiyely,  tQl  the 
matter  is  entirely  exhausted. 

dcmn. — ^The  mtroduction  and  mingling  of  a  current  or  cnrrents  of 
sulphurous  acid  gas,  with  mixtures  of  fatty  acids  and  alkalies,  prepa- 
ratory to  the  process  of  being  converted  into  candles,  tapers,  ana  other 
articles  for  burning ;  thereby  causing  them  to  bum  with  a  stronger, 
clearer,  and  brighter  light 


No.  9,573. — ^Nathaniel  A.  Boyntok,  of  Boston,  Mass. — Irnprovement 
in  HotrAvr  jPWtww^.— Patented  February  8th,  1853. 

Fig.  1  represents  a  vertical  section  of  the  fur- 
nace ;  and  ng.  2  represents  a  top  view  of  the  hol- 
low "wheel  radiator."  This  improvement  con- 
gists  in  the  construction  and  the  application  of 
the  hollow  "  wheel  radiator,"  and  the  valve  and 
valve-seat,  o  is  the  hollow  rim  of  the  wheel, 
which  is  provided  with  hollow  spokes,  h  m', 
L  l'.  h  is  the  hollow  hub;  s  the  smoke-pipe; 
and  A  the  outer  casing  of  the  radiator. 

Claim, — ^The  hollow  wheel  radiator,  made  with 
a  hollow  rim,  hollow  spokes,  a  hollow  hub  (open 
at  top  and  bottom),  ana  a  valve  and  valve  seat,  so 
made  and  applied  to  the  hub,  that  when  the  valve 
is  closed  it  snail  cause  the  heat  and  volatile  pro- 
ducts of  combustion  to  pass  through  one  or  more 
of  the  arms,  and  into  and  through  the  hollow  rim, 
thence   out  of  the  rim  through  the  other  arm  or 
arms,  and   into  the  hub,  and  over  the  valve ;  and 
also  so  that  when   the  valve  is  opened,  the  heat 
and  volatile  products  of  combustion  may  pass  di- 
rectly up  through  the  hub,  without  first  circulating 
througb  the  hollow  arms  and  rim.  j.^,  2. 


Fit.X. 

/■" 

;■     L 
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No.  9,574. — George  Chase,  of  Prudence  Island,  R  I. — Irrvprc/ved 
method  of  hanging  the  sliding  ked  amd  rudder  of  vesaeU. — ^Patented 
February  8th,  1853. 

The  nature  of  this  improvement  consists  in  providing  a  vessel  with 
a  stem  post  a  (see  fig.),  which  may  slide  up 
and  down  in  guides  or  ways,  and  in  attaching 
thereto  the  rudder  b,  also  the  rear  end  of  the 
centre-board  or  keel  (the  front  end  bein^ 
hinged  by  a  pin  d,  or  otherwise,  near  the  bow) ;  so  that  when  the 
centre-board  strikes  in  shallow  water,  or  when  it  is  raised  or 
lowered  for  any  purpose  whatever,  the  rudder  shall  also  rise  or  fall 
with  it 

Claim. — ^Attaching' the  rear  end  of  the  movable  centre-board  and 
the  rudder  to  the  slimng  stern  post,  so  that  the  said  centre-board,  stem 
post,  and  rudder  may  be  raised  or  lowered  together.   The  sliding  stem 


i 
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the  centre-board. 
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post  serving  as  an  indicator  to  the  positions  of  both  the  mdder  and 
iitre-bc 


'No.  9,576. — John  Fujson,  of  Milroy,  Pa. — Improved  method  of  Hanq- 
ing  and  Catching  Gates, — Patented  February  8th,  1853. 

Tliis  invention  consists  in  providing  a  de- 
vice, by  which  a  gate  may  be  raised  or  low- 
ered, and  detained  at  any  desired  height, 
when  obstructed  in  shutting  by  coming  in 
contact  with  the  ground,  snow,  or  ice,  or  other 
obstructions  beneath  it ;  also  in  a  contrivance 
by  which  the  catch  of  the  latch  may  be  rais- 
ea  or  lowered  to  suit  the  height  of  the  gate. 
(See  fig.)   A,  is  the  hinge  post;  b,  the  double- 

i'ointed  ninge ;  d,  the  oack  post  of  the  gate ;  e,  the  elongated  rack 
inge;  f,  the  ratchet  wheel :  G,the  pawl;  r,  the  cog  wheel  working  in 
the  rack  hinge.  When  the  gate  is  lifted  up,  the  rack  forces  the  cog 
wheel  B  to  turn  with  the  ratchet,  the  pawl  o  preventing  the  turning 
back,  keeps  the  gate  at  the  point  desired.  The  catch  works  up  and 
down  in  a  slot,  o,  in  a  metal  plate,  s,  and  can  be  set  at  the  necessary 
point  to  suit  the  height  of  the  gate  and  of  the  latch. 

Claim, — ^The  lower  double  jointed  hinge,  in  combination  with  the 
apparatus  attached  to  and  constituting  the  upper  hinge  for  the  purpose 
of  holding  the  gate  at  any  inclination  required. 


No.  9,577. — George  Peacock,  of  West  Trov,  N.  Y. — Irwprovefmenl  tn 
Pipe  MmdJing, — Patented  February  8th,  1853. 

Tlie  nature  of  this  invention  consists  in 
providing  ;i  lozenge-shaped  iron  bar  having, 
a,  semi-circular  or  other  shaped  wings  or 
projections  on  its  lower  halt.  Tlie  bar  is 
termed  the  core-fjar^  and  is  fitted  in  a  core- 
box  5,  and  the  sand  packed  and  adjusted 
around  it,  tlie  wini:^  or  semi-circular  projections  binding  the  sand, 
and  causing  it  to  adhere  to  the  lower  portion  of  the  bar.  The  sand 
is  placed  over  the  upper  portion  of  the  bar,  and  rounded  or  shaped 
perfectly  semi-circiil.ir  by  means  of  a  sweep.  The  bar,  when  properly 
encompassed  by  the  sand,  forms  the  core.  The  core-bar  may  oe  so 
arranged  as  to  be  adapted  to  form  cores  for  elbows,  "branch  pipes,  &c., 
Fig.  a  represents  a  perspective  view  of  the  core-bar,  and  6  a  top 
view  of  the  core-bar  in  the  box. 

Claim, — ^Tlie  core-bar,  b,  having  transverse  mngs  or  projections 
a,  of  semi-circular  or  other  shape,  corresponding  to  the  shape  of  the 
article  to  be  cast;  said  wings  or  projections  permitting  the  sand  to  be 
rammed  for  forming  the  lower  half  of  the  core,  and  holding  or  binding 
the  sand  to  the  lower  part  of  the  bar,  and  allowing  the  upper  part  of 
the  core  to  be  made  by  the  sweep.  Also,  the  manner  of  anchoring 
the  core-bar  by  means  of  the  metal  strips  or  bridges  fitting  in  recesses 
in  the  upper  surface  of  the  core-bar,  said  bridges  resting  upon  wooden 
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gupports,  and  having  anchor  rods  bearing  npon  their  npper  surfaces ; 
the  liquid  metal  burning  out  the  wooden  supports,  ana  allowing  the 
core  to  be  withdrawn,  by  whid  means  the  core  is  prevented  from 
being  raised  or  forced  upward  by  the  liquid  metal  as  it  is  poured  into 
the  mould ;  and  thus  pipes  of  any  length  may  be  cast.  Also,  the 
manner  of  jointing  the  core- bars  for  forming  cores  for  elbows  or  branch 
pipes,  by  means  of  wooden  wedges  which  hold  the  bars  together  while 
the  core  is  being  formed ;  the  wedges  bein^  burnt  out  by  the  liquid 
metal,  and  thus  allowing  the  cores  to  be  withdrawn. 

No.  9,578.  —  Charles  Fetters,  of  Trenton,  N.  J. — Inmrovement  in 
Moulds  for  uniting  Steel  to  Cast  Iron. — Patented  February  8th, 
1853. 

The  nature  of  this  invention  consists  in 
forming  a  solid  basis  of  iron,  brick,  or  other 
hard  material,  to  the  mould,  with  an  aper- 
ture therein  of  the  shape  of  the  steel  or 
wrought  iron  songht  to  be  welded ;  and 
thus,  by  means  oi  the  said  aperture,  sub- 
jecting the  steel  or  wrought  iron  while  in 
the  mould  to  the  lire,  until  heated  to  welding  heat. 

Claim, — ^The  use  of  a  solid  base  to  moulds  m  which  steel  or  wrought 
iron  is  to  be  welded  to  cast  iron,  with  an  aperture  in  the  same,  so  that 
steel  or  wrought  ii'on  can  be  subjected  to  the  heat  of  the  furnace  while 
in  the  mould. 


No.  9,579. — J.  F.  Zimmerman,  of  Charlestown,  Va. — Threshing  amd 
Clearing  G'^min.— Patented  February  8th,  1853. 

An   essential    advantage   in   — 

this  improved  thresher  is  the 
straw  deliverer,  or  vibrating 
table  (says  the  inventor.)  There 
are  side  pieces  h  h  (see  fig.), 
to  which  a  table  or  straw-plat- 
form, ^,  ^,  is  attached,  having 
several  saw-like  parallel  run- 
ning strips  i,  attached  to  it  at 
proper  distances.  The  platform 
or  straw-table,  (?,  has  a  number 
of  perforations  or  holes  acting  as  a  riddle  oY  screen.  To  the  table  is 
attached  a  sloping  bottom,  s ;  the  table  and  scoop  hang  by  straps  to 
allow  it  to  move ;  the  vibration  is  produced  by  a  rod  and  cranK  in 
the  ordinary  way  or  manner;  through  several  of  the  holes  of  the  vibrat- 
ing table  (9,  pass  curved  prongs  g^  attached  to  a  horizontal  axle  work- 
ing underneath  the  platform.  The  saw-like  teeth  i,  are  used  for 
the  purpose  of  pushing  the  straw  forward  in  its  passage  from  beneath 
the  concave  thresher  ;  and  the  curved  prongs  y,  are  used  to  beat  the 
straw  and  shake  out  what  grain  may  have  been  left  bv  the  thresher ; 
and  they  fall  through  tibe  holes  in  the  table,  upon  tne  scoop  s,  and 


\ 
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from  these  npon  the  inclined  plane  b,  into  the  screen  or  riddle,  when 
it  is  acted  upon  by  the  current  of  the  fan-blower  u. 

Claiim — The  invention,  use,  an*  application  of  the  perforated 
vibrating  table,  o  o,  arranged  to  a  sloping  bottom  or  platform  «,  and 
the  parallel  saw-like  strips  or  straw-pushers  i,  combinea  with  an  oscil- 
lating rake,  and  straw-beaters  or  curved  prongs  q  :  the  whole  com- 
binea and  working  with  the  oscillating  hinged  standard  and  suspend- 
ing straps,  as  shown  in  the  figure. 
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No.  9,580.— E.  E.  Hallam  and  T.  B.  Babnabd^  of  New  Haven,  Conn. 
— trwpraoejnerU  in  Oa%  Meters. — ^Patented  Feb.  8th,  1853. 

A  is  the  external  cylinder  (see  fig.), 
to  the  bottom  of  which  is  fastened  an 
inner  cylinder  ^,  thereby  forming  an 
annular  space  u.  b  is  a  cyhnder 
with  a  hollow  ring,  to,  at  the  bottom, 
which  serves  as  a  float  to  counter- 
balance the  weight  of  the  cylinder  b, 
the  annular  space  u  being  nlled  with 
water  or  other  li(]^uid  up  to  the  line 
W2 ;  I  ia  the  receivitig  pipe,  through 
which  the  gas  passes  into  uie  valve  box,  and  thence  into  the  cylinder 
B,  through  the  pipe  w  ;  k  is  the  delivering  pipe,  through  which  the 
gas  passes  from  the  space  within  the  cylinder  b,  through  the  pipe/ 
or  nrom  the  space  above  the  cylinder  b,  through  the  pipe  fn^  to  the 
valve  box  y,  and  thence  to  the  burners ;  h  and  i  are  tne  valves  by 
which  the  gas  is  directed  in  its  course  through  the  pipes  g  nf  and  m; 
e  is  the  beam  that  works  the  valves  A  and  t,  by  means  of  the  rods  a 
and  6  /  «  is  a  hollow  tube  attached  to  the  beam  c,  by  a  centre  on 
which  it  can  vibrate ;  P  is  a  bent  wire  for  the  tube  e  to  strike  against, 
when  it  is  raised  or  lowered  by  the  cylinder  b,  by  means  of  the  but- 
ton %d\  and  cord  v' ;  c'  is  a  stationary  bearer  fixed  to  the  cylinder  i, 
and  carries  the  beam  c ;  b'  is  the  centre  of  the  beam,  c ;  e  is  a 
bracket  carrying  the  end  of  the  pivot  b'.  The  quantity  of  gas  passed 
through  this  machine  is  measured  by  the  cylinder  b,  whicn  may  be 
made  to  work  an  index  on  the  top  of  the  machine. 

C7aw/i.— Constructing  meters  with  one  cylinder  working  within 
another,  so  that  the  gas  passes  alternately  into  the  inner  cylinder  and 
out  of  tlie  space  above  it,  and  then  out  of  the  inner  cylinder,  whfle 
the  supply  enters  the  spaoe  above  it,  the  gas  being  changed  in  its 
course  or  direction  by  valves. 

No.  9,581. — ^HL  Lb  Rikmondib,  of  New  Orleans,  La. — Improvement  tti 
Surgical  Instrwments  for  exa/nvi/nmg  the  Eo/fy  Eye^  dkc. — Patented 
February  8th,  1853. 

The  nature  of  this  invention  consists  in  the  construction  of  such 
jftn  instrument  that  the  part  to  be  examined  may  be  seen  by  light 
reflected  upon  it  from  the  interior  of  the  instrument  In  using  tnis 
instrument,  the  lenses   a  (see  fig.),  and  the  reflectors  i,  must  he 
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tted  (which  are  mode  of  silvered  plate).    The 

•  o  is.  lighted  and  pat  into  the  case  a  ;  the  light 

iected  by  the  concave  reflector  i,  to  the  oblique 

3  reflector  d,  and  from  that  to  the  reflector  e, 

;e  to  the  object  examined  at  the  end  of  the  tube 

d  then 'through  the  tube  f,  and  lens  o,  to  the  eye 

18  operator.    When  the  ear  or  nose,  or  other 

should  be  examined,  the  tube  e  is  inserted. 

aim. — ^The  construction  of  an  instrument  for  examining  the  inte- 

)f  the  ear,  nose,  eye,  or  other  part  of  the  human  system,  by  the 

vitiation  of  the  renectors  i  d  e  ;  the  lens  f  ;  case  a  ;  tubes  b  h  d  ; 

amp  0. 


),582. — ^Horatio  Allen  and  D.  G.  Wells,  of  New  York,  N.  Y. — 
wrovement  in  Valve  Oearmg  of  Steam  .EWme*.— Patented  Feb- 
vrj  15th,  1853. 

is  improvement  consists  in  the  mode  of  simplifying  the  arrange- 
of  cutoff  valves.    This  is  accomplished  by  placmg  the  rock- 


which  carries  the  exhaust  valve  toes  in  the  same  plane  with  the 
\  stems,  about  midway  between  the  upper  ana  lower  steam 
3.  To  this  rock-shaft,  so  placed^  the  exhaust  valves'  toes  are 
anently  attached ;  under  this  shaft  are  placed  the  loose  toes,  or 
idaij  toes,  by  means  of  which  the  steam  valves  are  operated. 
>n  IS  riven  to  raise  the  loose  toes  by  means  of  an  arm  perma- 
y  fixea  to  the  rock-shaft,  and  to  lower  them  by  means  of  an  arm 
ig  its  centre  on  the  rock-shaft,  and  deriving  its  motion  from  any 
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part  whose  motion  commences  with  or  slightly  precedes  the  motion 
of  the  piston  rod. 

Claim, — ^The  combination  of  pawls  with  the  two  arms,  whereby 
the  valves  are  lifted  and  tripped. 

Also,  the  combination  of  the  arms  provided  with  rollers,  which,  in 
their  action,  assist  in  transferring  the  pawls  from  one  arm  to  the  other, 
with  the  pawls  and  loose  toes. 

Also,  the  making  the  rollers  adjustable,  with  reference  to  each  other, 
by  means  of  supporting  them  on  independent  arms,  and  connecting 
them  to  each  ^  other  and  the  arms  by  means  of  a  right  and  a  left 
screw,  whereby  the  point  of  cut-oft"  may  be  altered. 

Also,  the  mode  of  operating  the  loose  toes  by  means  of  pawls  and 
rollers. 

Also,  the  mode  of  working  the  valves  by  hand,  by  means  of  toes 
supported  on  the  rock-shaft. 


No.  9,583. — John  Briggs,  of  Boston,  Mass. — Improvement  in  RaUr 
Road  Car  Seats, — Patented  February  15th,  1853. 

The  essential  feature  of  this  improvement 
consists  in  a  curved  sliding  seat,  upon  which 
the  back  rests,  which  slides  in  or  out,  and  can 
be  fastened  in  any  desired  position.  The  an- 
nexed figure  is  a  sectional  side  view  of  the  car 
seat :  6  is  a  groove  in  the  side  of  the  frame  «, 
in  which  the  bar  c  travels.  Tliis  bar  has 
notches  on  its  under  side ;  g  g  are  foot  rests. 
The  curved  bar  c,  and  conse(|uently  the  seat 
J,  is  kept  in  any  desired  position  by  the  bent 
8prino;8  h  A,  attached  to  the  top  of  the  foot  rests 
gg,  ilie  springs  enter  any  of  the  notches  d  d^ 
and  hold  the  seat  firmly.  Tlie  spring  by 
which  the  back  of  the  seat  is  held,  when  open, 
enters  a  metallic  socket  it;  from  which  it  can  easily  be  relieved  when 
the  back  is  to  be  folded  up,  on  the  springs  kk^  attached  to  the  outside 
of  the  back,  being  pressed  upon. 

Claim, — ^A  seat  sliding  in  an  arc  formed  in  the  frame-work  of  the 
chair,  and  fastened  in  any  desired  position ;  whereby  the  back  is  made 
to  follow  the  motion  of  the  seat,  in  such  a  manner  as  to  preserve  a 
constant  or  nearly  constant  connexion  and  angle  therewith. 


No.  9,584. — ^Darius  C.  Brown,  of  Lowell,  Mass. — Tmprcyvemeni  fo^ 
knitting  Weavers'  Harnesses. — Patented  February  15th,  1853. 

Claim. — Fliers  constructed  with  a  spring-nose  or  its  equivalent,  so 
as  to  yield  the  twine  when  the  needles  draw  the  stitches  into  the  rest, 
and  to  take  up  the  binding  twine,  or  draw  it  tight  when  the  stitches 
slip  otr  of  the  needles.  Also,  the  apparatus,  or  its  equivalent,  for 
shoving  the  eyea  off  of  the  rod,  consisting  of  the  cam,  slides,  rod^ 
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lever,  &c.     Also,  the  revolving  spring-nose  flier  or  its  equivalent,  in 
combination  with  the  needle  or  its  equivalent 


ifo.   9,585. — Joshua  C.  Cart,  of  Richmond,  Va. — Improvement  in 
Spike  Machines, — Patented  February  15th,  1853. 

The  nature  of  this  invention  con- 
sists in  sustaining  the  heading  lever  -'^ 
upon  a  movable  fulcrum,  so  that  it 
shall  be  capable  of  a  nice  adjustment, 
so  as  to  throw  the  fulcrum  of  it  to  '\l 
any  point  inside  or  outside  of  a  ver-  ^ 
tieal  line,  drawn  touching  the  plane 
of  the  face  of  the  griping  dies  or  at 
a  right  angle  to  the  spike  rod,  where- 
by the  machine  is  enabled  to  bend 
the  end  of  the  rod  up  or  down  or  otherwise,  according  to  the  adjust- 
ment, and  effect  the  neading  of  the  spike  in  either  direction,  in  one 
sipgle  motion  upon  its  fulcrum. 

The  figure  shows  a  section  of  the  machine,  f  is  a  heading  lever, 
moving  on  an  axis  o,  which  can  be  adjusted  by  set  screws  1 1.  If  the 
fulcrum  is  adjusted  inside  of  the  dotted  line  nn,  the  machine  will 
effect  a  heading  of  the  spike  upward ;  and  if  adjusted  outside  of  said 
hue,  the  heading  will  be  effected  downward.  Tlie  dotted  lines  bb 
represent  the  lever  working  the  movable  jaw. 

Cl^hn, — Sustaining  the  heading  lever  upon  a  movable  fulcrum, 
BO  as  to  be  capable  oi  adjustment  to  the  requisite  distance,  inside  or 
outside  of  the  vertical  line  drawn,  touching  the  plane  of  the  face  of 
the  griping  dies,  for  effecting  the  heading  of  the  spike  either  up  or 
down  or  otlierwise,  in  one  single  motion  upon  its  fulcrum. 


No.  9,586. — ^Richard  M.  Leslie,  of  Philadelphia,  Pa. — Improvem^rU 
in  Paging  Books, — Patented  February  15th,  1853. 

This  invention  consists  in  two  pairs  of  metal- 
lic wheels,  each  wheel  having  a  flange  of  spring 
sheet  metal,  from  one  to  two  inches  wide,  and 
cut  into  slats  from  the  outer  edge  of  the  flange, 
in  as  far  as  the  outer  edge  of  the  solid  wheel, 
thereby  cutting  the  entire  flange  from  the  dia- 
meter at  a  tangent  into  spring  slats  of  uniform 
size.  To  the  upper  suriace  of  each  of  these 
slats  is  cemented  a  copper  type  forming  per- 
manent numbers  from  1  to  1,500,  as  may  be  re- 
quired. The  wheels  are  supported  horizontally 
by  two  metallic  tubes,  about  six  inches  high ; 
the  lower  end  of  the  tubes  is  attached  to  a 
brass  plate,  which  lies  on  and  is  secured  to  a 
table  or  bench;  these   wheels  have   an  axle  or  rod  which  passes 
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through  the  tube  to  a  ratchet  wheel,  and  is  secured  .to  its  centre  hy  a 
nut  and  screw.  Hiis  ratchet  wheel  is  propelled  under  the  table  which 
revolves  the  slat  wheels  a  and  b,  the  aistance  of  the  width  of  one  of 
these  slats.  Between  the  two  pairs  of  slat  wheels  elevated  above  the 
table  are  two  upright  metallic  posts,  elevateu  at  an  equal  distance 
above  the  table,  wifli  two  arms  extending  from  each  post  to  a  position 
immediately  under  two  spring  slats  of  each  wheel,  which  are  about  to 
be  pressed  upon  for  the  purpose  of  printing  the  numbers  contained 
Hiereon,  and  to  which  slats  they  rest  as  supports.  To  each  of  these 
arms  there  is  a  fi^me  t,  made  of  spring  sheet  metal,  for  placing  the 
comers  of  the  leaves  of  books,  &c.,  when  about  to  print  tne  numben 
thereon.  There  is  a  hole  in  the  bottom  of  the  frame,  through  which 
the  type  protrudes  when  the  frame  is  pressed  down  underneath  each 
of  these  frames ;  and  fastened  thereto  is  a  knob  which  presses  upon 
the  slat  immediately  following  the  one  in  use,  which  prevents  the 
fi*ame  from  rubbing  the  ink  on  of  the  type  to  be  used.  Each  of  these 
metallic  posts  has  a  pair  of  sliding  arms  for  the  purpose  of  pressing 
the  comers  of  the  leaves  that  are  in  the  frame  upon  the  types  or  num- 
bers about  to  be  printed  from.  These  arms  are  raised  or  lowered  br 
means  of  a  rod,  s,  fastened  to  them,  which,  passing  down  through  the 
table,  is  secured  to  and  works  by  a  treadle.  There  are  two  pairs  of 
inking  tables,  u  u  u',  and  inking  rollers  moving  thereon  located  be- 
tween the  two  pairs  of  slat  wheels  in  the  rear  of  the  arm  posts,  each 
table  being  level  with  its  opposite  flange,  and  having  a  ledge  under- 
neath each  flange  for  supporting  the  slats  as  the  inMng  rollers  pass 
over  them  when  inking  the  type;  on  the  wheel  ab  ifiere  are  four 
inking  rollers,  propelled  forward  and  back  by  means  of  a  rod  attached 
to  them  running  down  and  secured  to  the  treadle  by  which  it  is 
worked,  t  is  a  metallic  spring  fi^me  for  placing  the  comers  of  the 
leaves  upon  when  about  to  make  the  impression ;  it  has  a  hole  in  the 
bottom  for  allowing  the  type  to  protrude  through,  when  the  leaves 
and  frame  are  pressed  down  by  one  of  the  anns  b.  u  u  are  inking 
tables ;  w,  inking  rollers. 

Claim. — ^The  spring  slat  type  wheels  made  after  the  manner,  and 
operating  for  the  purposes  described.  Also,  the  combination  and  ar 
rangement  of  the  spnng  slat  type  wheels,  the  adjustable  posts  s,  slid- 
ing arms  b,  spring  frame  t,  inlang  rollers  w,  with  their  tables  u,  and 
the  rod  k,  witn  its  ratchet  and  pawls,  whereby  one  side  of  four  pages 
may  be  numbered  at  a  single  movement  of  the  treadle. 


No.  9,687. — Louis  F.  Sheppakd,  of  Alhambra,  HI. — Improvemeni  tn 
AHificidl  r^e^A.— Patented  Febraary  15th,  1853. 

The  nature  of  this  invention  consists  in  the  application  of 
a  suitable  metallic  plate  to  the  back  and  masticating  portion 
of  tiie  tooth  or  teetn,  so  as  to  protect  them  more  effectually 
against  injury  in  use,  the  plate  being  so  constmcted  as  to 
cover  the  enos  of  the  teeth  which  perrorm  the  chewing ;  and 
the  back  of  the  teeth  may  be  partially  or  entirely  covered, 
as  may  be  most  desirable,  to  connect  the  covermg  of  the 
ends  to  the  plate  to  which  the  teeth  are  fastened,  and  which 


COHMIS8IONEB   OF   PATENTS. 


137 


scmnects  iJkem  togeflier ;  Ae  ends  of  the  teeth  being  fitted  to  receive 
\he  metaUie  plate  by  grinding  or  otherwise.     (See  fig.) 

Claim. — ^Extending  a  snitaole  metallic  pjate  over  the  masticating 
DOrtion  of  artificial  teeth,  to  protect  them  more  effectually  against 
BJTuy  from  nse. 


S'o.   9,588. — Kakd  B.  WmxE,  of  Mendon,   N.  Y. — Improved  Sa/w- 
Setting  Machine. — ^Patented  February  15th,  1853. 

This  improvement  consists  in  the 
construction  of  a  machine  for  setting 
»w-teetli  to  any  required  angle,  and 
writli  uniformity  of  angle,  by  means  of 
i  spring  hammer  c  (see  fig.),  attached 
X)  the  handle  or  spring  d,  so  that  the 
blow  of  the  hammer  is  regulated  by  the 
spring,  and  strikes  each  tootli  with  equal  force.  The  spring  d  is  ope- 
rated upon  by  a  cam  on  the  shaft  n.  The  tooth-gauge  o  p  q,  or  spring, 
takes  hold  of  every  other  tooth,  and  draws  the  saw  back  into  the  re- 
quired position  to  receive  the  blow  from  the  hammer,  striking  against 
the  upright  f  ;  the  tooth-gauge  being  operated  by  a  cam  l,  on  the  same 
shaft  N  by  which  the  hammer  is  drawn  back,  the  teeth  of  the  saw 
are  always  brought  into  the  required  position  by  means  of  the  set 
screw  H,  and  the  wheels  s  s  s  s,  so  as  to  receive  the  blow  of  the  ham- 
mer, and  thus  the  teeth  are  all  set  even  and  alike. 

Claim. — ^The  combination  of  the  spring  hammer  c  and  d  with  the 
tooth-gauge  o,  p,  and  q,  operating  in  tne  manner  and  for  the  purpose 
described. 


No.  9,589. — ^Davto  Wolf  and  Herman  Wolf,  of  Lebanon,  Pa. — Ivi- 
provement  in  Seed  Planters. — Patented  February  15th,  1853. 

This  improvement  appertains  to  the  arrange- 
ment of  clearers  t  (see  fig.),  for  keeping  Uie 
openings  in  the  slide  or  slides  o  from  choking. 
Ijie  dearer  t  moves  up  and  down  in  a  verti- 
cal opening  in  the  bridge  s,  being  held  down 
rn  the  side  by  a  flat  spring  u,  bearing  against 
upper  end  of  the  pin ;  so  that  as  the  slide 
reciprocates,  or  moves  back  and  forth,  the 
clearer  rises  and  falls,  forcing  the  seed  through 
and  keeping  the  apertures  from  choking.    This 

ng  is  covered  with  a  cap  v,  which  prevents 
eed  in  the  hopper  from  coming  m  contact  with  it.  Tlie  lower 
end  of  the  clearer  is  rounded  so  that  it  rises  out  of  the  seed  aperture, 
whilst  the  spring  u  will  again  force  it  down ;  and  in  this  way  the 
deiirer  is  made  to  serve  an  important  oflSce  in  the  machine. 

Claim. — ^The  movable  clearer  t,  arranged  and  operating  in  the 
manner  and  for  the  purpose  described. 
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No.  9,590. — Hezekiah  Bbadfobd  and  Elibha  FmsaERALD,  of  Nc 
York,  N.  Y. — Improvement  in  Apparatnia  for  Separcstimg  OreSj . 
other  substances^  of  different  specific  gramiy, — ^Patented  Februa: 
22d,  185:3. 

This  iii>{  rovement  consists  in  giving  (by 
machinery)  to  a  pan  (suspended,  and  shghtly 
inclined  or  curved  upwards)  a  motion  resem- 
bling that  given  by  nand,  in  separating  cop- 
per ore  on  a  shovel,  in  the  operation  called 
vanning.  Tlie  pan  is  suspended  to  pendu- 
lous rods,  and  caused  to  nave  a  vibrating 
motion.  Its  backward  motion  or  movement 
is  made  in  a  shorter  space  of  time  than  its  for- 
ward motion.  A  current  of  water  is  caused 
to  flow  into  the  pan.  (See  fig.)  t/?,  y,  and  r  are 
the  rods  for  vibrating  the  pan  m.  The  sub- 
stances are  raised  by  the  endless  belt  and 
buckets  J,  and  carried  through  funnel /",  pro- 
vided with  a  whirl  A,  into  trough  A;,  and  from 
that  upon  the  pan  m.  The  water  passes 
through  p,  and  carries  back  those  substances 
which  have  less  momentum  than  the  particles  of  the  greatest  sp 
cific  gravity,  which  overcome  the  current  and  are  discharged  ot* 
the  front  end.  The  lighter  particles,  which  are  overcome  and  ca 
ried  back  by  the  current,  are  discharged  through  a  series  of  holes 
in  the  bottom  of  tJie  pan.  Besides  the  vibrating  horizontal  motio] 
the  pan  has  also  an  upward  and  downward  motion  at  the  same  time. 

Vlo/im. — Giving  to  the  reciprocating  pan  the  peculiar  motio 
above  described.  Also  giving  to  the  pan  the  back  movement  in  a  lei 
period  of  time  than  the  forward  movement,  by  means  of  a  crank  c 
cranks,  whose  axis  of  motion  is  below  or  above  the  plane  of  motion  o 
the  rear  end  of  said  pan,  or  by  equivalent  means.  Also,  in  combiiu 
tion  with  the  pan  having  the  motions  or  either  of  the  motions  specifie( 
and  on  which  the  ore,  <Sc.,  mixed  in  water,  is  supplied  at  some  poii 
towards  the  middle  or  back,  the  employment  of  a  current  or  curreni 
of  water,  descending  the  inclined  or  curved  surface  of  the  pan.  Al» 
making  the  rear  ena  of  the  pan  with  an  inclination,  or  curve  upward 
Also,  making  the  pan  (operated  as  specified)  with  apertures  back  of  ti 
place  where  the  substances  to  be  separated  are  supplied.  Finallv,  mal 
mg  the  front  and  rear  ends,  or  either,  of  the  pan  (liaving  the  vioratiD 
motion^  with  a  gradual  curve  downwards,  substantial^  as  specifier 
when  tne  same  is  employed  in  combination  with  currents  of  water. 


No.  9,591. — Alexander  A.  Cboll,  of  London,  England. — Improt 
menis  in  Gas  Meters, — ^Patented  February  22d,  1853. 

The  object  of  these  improvements  (in  the  gas  meters  known  i 
"  dry  g^  meters"]  is  to  prevent  the  flickerinff  of  the  light,  so  coi 
monly  resulting  n*om  the  use  of  this  kind  of  meter ;  and  the  pr 
duction  of  an  accurately  registering  apparatus.  This  meter  has  t¥ 
movable  partitions  b  (see  fig.),  givmg  motion  to  two  axe^  e  a,  whi< 
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work  the  yalveB  and  the  registering  wheels.  Accn- 
lacy  in  measuring  gas  is  obtained  oy  employing  as 
large  a  disk  of  metal,  and  surrounded  by  as  narrow 
a  mar^  of  flexible  material,  as  possible. 

Claim. — The  mode  of  arranging  movable  parti- 
tions or  plates  b,  so  that  the  flexible  material  at  tlio 
circumference  of  the  plates  shall  not  be  bent,  but 
in  one  direction.  Also,  the  arrangement  of  the 
ipaas,  with  the  valves  and  movable  plates  b  of  a  dry 
]|itcr,  as  set  fordi. 


9,592. — ^William  H.  Johnson,  of  Granville,  Mass. — Improvement 
%wtkSewvfig  Maehmes. — Patented  February  22d,  1863. 

^'tEliis  invention  consists  in  making  a 
or  uniting  two  pieces  of  cloth,  by 
s  of  the  peculiar  double  loop-stitch ;  | 
jops  of  the  stitch  being  made  upon 
«iae  of  the  cloth,  formed  from  two 
eontinaous  threads,  by  the  use  of  two 
needles  with  eyes  near  their  points,  one 
of  the  needles  carrying  its  thread  through 
the  cloth,  and  the  other  working  entirely 
on  one  side,  the  needles  passing  alternately  into  loops  formed  in  their 
threads,  thus  forming  the  double  loop-stitch  on  one  side  of  the  cloth. 
The  needles  and  feeding  arrangement  being  moved  by  cams  driven 
by  suitable  mechanical  devices.  The  figure  shows  the  double  loop- 
stitch  produced  in  the  manner  above  described. 

Claxm, — ^Making  the  double  loop-stitch,  having  the  loops  upon  one 
side  of  the  cloth,  by  means  of  two  needles  combined,  &c.  Also,  making 
a  seam,  or  uniting  two  pieces  of  cloth,  by  means  of  the  double  loop- 
stitch  from  a  single  thread  on  one  side,  and  on  the  other  of  a  con- 
tinuous chain,  formed  of  a  succession  of  double  loops  from  the  threads. 


Ko.  9,593. — Alphetjs  Kimball,  of  Fitchburg,  Mass. — Improvement  in 
Scythe  Fastmmgs.—VdLXj&nt^d  February  22d,  1853. 

This  invention  consists  of  a  small 
metallic  plate  (with  two  or  more  open- 
ings for  tne  claw  of  the  scythe)  fastened 
on  to  the  snath  near  the  end  of  it : 
the  snath  being  first  made  flat  upon 
one  side  in  a  suitable  manner ;  and 
oi  a  ring  with  an  ope'ning  at  the  end 
of  the  snath  to  admit  the  shank.  The 
ring,  which  is  also  attached  to  the 
snath  by  screws,  has  a  projection  on 
the  lower  part  of  it  with  a  screw  in 
it,  which  may,  by  means  of  a  wrench,  be  raised  or  lowered.  When 
t^  claw  of  tne  scythe  is  introduced,  the  screw  is  raised  against  the 
lower  side  of  the  shank,  and  this  .secures  it  in  a  substantial  manner. 


140 


ANKUAL   REPOBT   OF   THS 


Claim, — The  method  of  secmiiig  the  bhide  of  the  scythe  to  the  snatli, 
bj  passing  the  shank  of  the  scjth  thronch  the  end  of  the  stationarj 
metal  cap  b,  and  secnring  it  by  means  oi  the  upward  pressure  of  the 
screw  K,  in  combination  with  the  claw  r,  and  bosh  piece  m. 

No.  9,594. — ^William  Steruno  Lacon,  Yarmouth,  £ng. — In^jrovement 
in  Suspending^  Lowering^  and  Liberating  Ships*  Boats, — ^Patented 
February  22d,  1853. 

The  object  of  this  invention  is  to  suspend 
ships'  boats  at  the  sides  or  stem  of  the  ves- 
sel, that,  in  case  of  any  sudden  emergency, 
they  may  be  readily  lowered  and  put  to  sea 
without  the  risk  of  the  tackles  whicn  connect 
the  boats  to  the  ship  retarding  the  opera- 
tions of  lowering  and  floating  them  clear 
of  the  ship.  In  lowering  the  boat  the  lever 
I  is  first  pulled  forward  (see  fig.],  in  order 
to  make  the  friction  strap  k  retam  its  hold 
of  the  friction  pully  A,  and  thus  prevent 
the  premature  revolution  of  the  shaft /"/ 
on  loosening  the  friction  strap  i,  the  boat 
will  descena ;  and  by  means  of  this  strap  the 
boat  can  be  prevented  running  down  too  fast. 

(7^e7».— Suspending  ship?  boats  by  hav- 
ing the  chains  or  ropes  so  connected  with 
drams  or  barrels,  that  the  two  ends  of  the  boat  shall  descend  together, 
and  with  eaual  or  nearly  equal  velocity ;  and  so  that  the  chains  or 
ropes  shall  be  free  to  disengage  themselves  from  the  barrels ;  in  com- 
bination with  the  mode  of  controlling  the  turning  of  the  barrels  by 
the  weight  of  the  boat 
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No.  9,595. — Jakes  Mokeland,  of  Adrian,  Mich. — Improvement  in 
Mortising  Machines. — ^Patented  February  22d,  1853. 
The  pitman  rod  d  (see  fig.)  is  made  to 
extend  down,  and  is  jointed  to  a  noddle  iron 
e.  The  pitman  has  a  strap,  o,  extending 
down  from  the  upper  part^  by  means  ot 
which  it  can  be  elongated,  whereby  tlie 
chisels  can  be  used  for  several  inches  longer 
before  tiey  are  worn  down  and  must  be  re- 
moved :  below  the  point  o^  the  pitman 
divides  into  three  branches.  The  cross- 
heads  slide  up  and  down  on  V-shaped  ways 
ff.  It  has  a  bar  e  across  its  front ;  to  tms 
bar  the  slides  working  the  chisels  are  con- 
nected ;  on  either  side  is  a  guide  frame  h  / 
»  is  a  projection  at  the  upper  end  of  the  slide, 
which  causes  the  slide  to  move  to  a  certain 
point. 

Claim. — ^Hie  combination  of  the  cross 
bar  s  on  the  cross  head,  widi  the  projecting 
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dog  t'  on  the  movable  way,  for  the  purpose  of  withdrawing  the  chisel 
from  the  wood,  on  the  back  motion  of  the  cross  head. 


No.  9,596. — Amos  B.  Taylor,  of  Mystic,  Conn.,  and  Stephen  Wilcox, 
Jr.,  of  Westerly,  K.  I. — Im^provement  in  ^^  Leiniff  a/nd  Take-ujp^^ 
motions  for  Looms. — Patented  February  22d,  1853. 

The  object  of  this  improvement  is  to  keep  the  warp  and  cloth  at  a 
^BJform  tension,  and  make  the  cloth  of  even  thickness. 
Jt^im. — ^Effecting  and  regulating  the  let-off  motion,  by  the  variable 

flterpoise  lever  in  combination  with  the  sliding-worm  pinion,  when 
worm  pinion  is  acted  on  by  the  yam-beam  through  a  direct  strain 
Hl||liiiiiiii  nl(  i1  to  it  by  the  tension  of  the  warp ;  the  whole  arranged 
'  *l|lXHnbined  in  the  manner  specified. 


Lauren  Ward  {Admr,  of  Richard  Ward^  dec,\  Jerome 
UBBELL,  and  Hart  C.  Hubbell,  all  of  Naugatuck,  Conn. — Lur 
in  Machinery  for  Turning  Irregular  foi^rns, — Patented 
lary  22d,  1853. 

cutter  wheel  b  is  made  of  a 
f  of  separate  metal  rings,  and  se- 
coied  on  a  shaft ;  the  cutters  J,  J,  J,  J, 
are  attached  to  the  periphery  of  the 
circle,  and  are  adjustable.  The  pattern 
developed  on  the  surface  of  the  wheel 
will  be  the  reverse  of  the  pattern  to  be 
turned. 

Claim, — The  use  of  a  cutter  wheel 
for  turning  irregular  forms,  the  cutters  being  so  arranged  that  the 
pattern  may  be  disclosed  in  reverse  on  its  surface,  when  combined 
with  the  feed-motion,  so  that  in  turning  the  cutter  wheel  the  desired 
lar  shape  will  be  given  t^  the  article,  without  using  guides  or 
when  the  whde  is  constructed,  arranged,  combined,  and 
to  operate  substantially  as  herein  described. 


^,598. — A.  N.  and  A.  Case,  of  Gustavus,  Ohio. — Invprovement  in 
'€4id  FaMenings. — ^Patented  March  1st,  1853. 

J  posts  and  rails  of  the  bedstead 

cured  together  by  fastenings  as 

rented  in  fig.  y,  a  representing 

lil,  a'  the  post,  and  b  the  tenon ; 

>  end  of  tne  rail  is  screwed  the  v  \ 

bet  D  (fig.  x).    Any  degree  of 

[)n  (says  the  inventor)  can  be 

I  the  cord,  by  turning  the  side 

or  end  rails  a  in  the  proper  direction.    The  tension  of  the  cord  is 
letained  by  the  pawl  k.     When  the  bedstead  is  disjointed,  the  rails 
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are  raised  so  as  to  allow  the  head  of  the  tenon  to  be  withdrawn  through 
tte  hole  J  of  the  piece  g  ^see  fig.  s),  and  fastened  into  the  post  a. 

Claim. — ^The  combination  of  the  inclined  plane  h  and  nead  j  with 
the  pawl  and  ratchet  d  and  k,  for  the  purpose  of  fastening  bedsteads 
and  tightening  the  cord. 


No.  9,599. — Augustus  C.  Hakig,  of  Louisville,  Ky. — Irrvprovement  in 
SmvelrNibbed  Keys  for  Door-Locks. — ^Patentea  March  Ist,  1853. 

Tlie  object  of  this  invention  is  the  arrange- 
ment and  construction  of  the  key  in  such  a 
manner  as  that  the  key  proper  by  which  the 
lock  bit  is  moved  is  not  presented  on  the  out- 
side of  the  lock,  and  consequently  no  oppor- 
tunity is  afforded  for  the  application  of  pick- 
lock instruments  to  outsiders. 

Figure  1,  side  view  of  the  key,  with  shaft 
and  bits  e  and  d. 

Figure  2,  side  view  of  the  main  bit  c,  and 
guara  bit  d^  with  the  latter  revolved  half 
round  on  its  axis  or  tenon,  and  showing  the  position  of  the 
grooves  in  the  latter  for  the  reception  of  the  annular  col- 
Eu". 

Figure  3,  transverse  section  through  the  main  bit,  safety 
guard  partially  revolved. 

Claim, — ^The  guard-nib  rf,  attached  to  the  swivel-nib,  in  combina- 
tion with  the  ordinary  bit  and  shank  of  the  key. 


No.  9,600. — James  McKay,  of  Philadelphia,  Pa. — ImfprovemeiU  in 
Rotwry  Steam  Engines. — Patented  March  1st,  1853. 

This  improvement  consists  in  having  the  exhaust  passages  for  the 
steam  entirely  encircling  the  cylinder,  so  that  it  is  kept  hot  by  the 
exhaust  steam.  Also,  in  having  additional  exhaust  passages  which 
act  in  conjimction  with  the  usual  exhaust  passages.  Also,  in  the 
combination  of  the  sliding  pistons,  and  self-adjusting  valves  and  steam 
ways,  which  admit  the  steam  behind  the  piston,  to  act  as  a  spring  to 
press  the  piston  into  the  steam  space.  Also,  in  having  me  two 
cylinders  in  radial  axial  journals,  arranged  at  right  angles,  so  that  the 
cylinders  accommodate  tnemselves  to  each  other. 

The  above  description  substantially  sets  forth  the  claims  of  the 
inventor. 


No.  9,601. — Jonas  Simmons,  of  Cohoes,  N.  Y. — Im^proved  Machine  for 
making  Axes. — Patented  March  1st,  1853. 

The  object  of  this  improvement  is  to  accomplish  the  most  difficult 
part  of  the  process  by  machinery  at  one  operation.  A  bar  of  iron 
IS  forged  (of  the  shape  shown  by  figure  1)  of  the  proper  width  for 
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ike  axe,  but  somewhat  thicker  than  would  be  necessary  if  the  work 

was  to  be  completed  xmder  the  l^ammer.  

The  rolls  beiuff  placed  in  tibe  position 
ahoi^m  by  fi^.  2,  me  bar  jp',  heated  to  a  weld- 
ing heat,  is  laid  on  the  rolls,  with  its  centre 
supported  by  the  rest-bar  /,  with  the  eye-bar 
K  lying  above  it.    The  machine  being  now 

Sut  into  operation,  the  frame  f  (fiff.  1)  moves 
o\m wards,  turning  the  rolls  inwardly  towards 
each  other :  the  bars  /  and  n  carrying  down 
^een  them  the  bar,  the  iron  closing  around 
l^eye  bar  (as  shown  in  fig.  2,  No.  2),  and  hav- 
its  edges  kept  separate  by  the  scarfing 
r.  As  the  frame  progresses  downwarc^ 
bottom  c  of  lever  o  tnpping  against  the 
dy  draws  the  eye  bar  out  from  tlie  eye  of 
axe  (as  shown  in  No.  4j,  when  the  axe 
from  the  rest  bar,  just  as  the  frame  r 
to  move  downward.  The  motion  of 
.  frame  is  now  reversed,  and  it  goes  upward 
the  rest  bar  /  has  reached  its  position 
When  the  frame  reaches  this  point, 
detent  n,  which  has  been  kept  back  by 
Jie  pressure  of  the  lower  extremity  of  the  frame  at  p,  drops  into  its 
notch  in  A  and  holds  the  rest  bar /still,  whilst  the  eye  bar  n  goes  up 
with  the  frame  and  then  descenos  with  the   frame  ~  ^        ^ 

again.  The  object  in  permitting  the  eye  bar  to  move 
up  whilst  the  rest  bar  stands  still,  is  to  allow  time 
and  space  to  lay  a  fresh  axe  bar  in  place  of  the  one 
jnst  made  into  an  axe.  As  soon  as  the  frame  de- 
scends low  enough  to  bring  the  bars  into  position, 
in  which  they  gnp  the  axe  bar  as  in  a  vice  oetween 
them,  the  lower  point  of  the  frame  /*,  pressing  at 
r,  throws  the  detent  m  out  of  the  notch  at  n,  when  the 
spring  j  forces  the  bar  h  forward  with  the  stops 
K  K  into  the  side  necks  1 1,  so  that  the  frame  in  its 
farther  downward  course  carries  the  rest  bar  and  eye 
bar  down  together  with  the  axe  bar  between  them 
through  the  rolls,  till  the  axe  is  dropped  from  the  rest 
bar.  As  the  lever  o  ascends  with  the  frame  f,  and  its 
lower  extremity  is  released  from  the  stop  <?,  the  spring  e  forces  the 
eye  bar  out  for  service. 

Claim. — ^The  arrangement  of  the  several  devices  above  mentioned  for 
making  axes,  viz.,  rolling  dies,  with  a  rest-bar  to  support  the  ironwhilst 
being  rolled,  and  an  eye-bar,  arranged  not  only  to  serve  as  a  mandrel 
to  shape  the  eye  of  the  axe,  but  with  the  rest  bar  to  hold  the  iron  firmly 
during  the  process  of  rolling,  the  rest  bar  and  eye  bar  being  connected 
with  me  machinery  to  give  them  appropriate  movements  to  cause  them 
to  co-operate  with  the  rolls  in  shaping  the  a^e,  and  these  parts  further 
in  comoination  with  a  acarfing-bar  for  the  purpose  of  shaping  the  blades 
to  receive  the  steel  point,  in  order  to  complete  the  axe. 
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No.  9^602. — Charles  A.  Sp&ino,  of  Kensin^on,  Pa. — Im^proved  Suf- 
plement  Valve  in  Reciprocating  Steam  Sngiues. — ^Patented  Marai 
1st,  1853. 

The  object  of  this  im- 
provement is  to  equalize  the 
pressure  of  the  steam  in  the 
cylinder  and  boiler,  and  pro- 
tect the  engine  agamst 
strains,  and  insure  a  more 
equable  motion,  &c.  g  (see 
fig.)  is  the  valve  which  opens 
towards  the  cylinder  (see 
arrow),  in  such  position  in  the  steam  boiler  lid,  that  it  willopen  by  the 
pressure  of  the  steam  in  the  boiler,  to  permit  the  steam  to  pass  from 
the  latter  into  the  cylinder ;  but  whenever  the  pressure  on  the  side 
next  the  cylinder  becomes  greatest,  and  steam  begins  to  return  to  the 
boiler,  then  this  valve  g  will  close,  and  arrest  the  reflux,  so  that  what- 
ever force  is  exerted  in  compressing  the  steam  in  the  cylinder  before 
the  piston,  as  it  approaches  the  end  of  the  stroke,  will  be  given  out 
again  on  the  return  of  the  piston,  to  aid  in  accelerating  its  motion ;  so 
that  the  force  required  to  arrest  the  momentum  of  the  moving  parts 
at  one  stroke  is  borrowed  from  that  stroke  and  added  to  the  next. 

Claim. — The  arrangement  of  a  valve  in  the  lid  of  the  steam  chest, 
between  the  cylinder  of  a  steam  engine  and  the  boiler,  in  such  a  man- 
ner that  it  will  prevent  the  reflux  oi  the  lead-steam,  by  closing  when- 
ever the  pressure  of  the  steam  in  the  engine  exceeds  that  in  the  boiler, 
and  opening  again  whenever  the  pressure  in  the  boiler  is  greater. 


No.  9,603. — ^WiLLiAM  TowNSHEND,  of  Hiusdalc,  Mass. — Improvement 
in  the  Construction  of  Zooms. — Patented  March  1st,  1853. 

This  improvement  consists  in  an  arrangement  "  whereby  the  har- 
ness and  treadles  are  moved  with  greater  certainty  in  all  kinds  of 
figured  weaving,  and  with  less  macliinery  than  heretofore  employed; 
a£o  the  picking  motion  for  throwing  the  shuttles  is  simpliiied,  the 
warp  is  allowed  to  be  drawn  off  tlie  yam-beam  with  more  certainty 
and  regularity,  and  the  take-up  motion  for  the  cloth  is  more  effective, 
simple,  and  cheap.  The  selvages  of  the  cloth  are  formed  by  a  pecu- 
liar arrangement  of  levers  to  work  the  sheds  of  the  warp." 

Claim. — ^The  cam  wheel  on  the  chain  shaft,  right  angle  lever,  and 
staples  or  side  bolts  combined  and  acting  as  described,  to  bring  the 
picKing  motion  into  operation  alternately  on  each  side  by  the  back- 
ward motion  of  the  lay.  Also,  actuating  the  picker-staft'  by  the  lay, 
on  its  backward  motion,  by  means  of  the  vibrating  studs,  when  com- 
bined with  levers  attached  to  the  swords  of  the  lay  and  the  bent  levers, 
the  whole  arranged  and  combined.  Also,  the  levers  connected  toge- 
ther by  the  adjustable  pin,  so  as  to  give  greater  or  less  motion  to  3ie 
selvage  wai-p,  w^hen  actuated  by  the  cam.  Also,  the  apron  or  straw 
connected  to  the  bar,  and  kept  to  the  cloth  by  the  proper  weignt 
or  power,  so  as  to  cause  suflBicient  fiaction  to  wmd  the  cloth  on  the 
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sloth-beam,  when  said  apron  and  bar  aro  moved  or  actaated  from  tlie 
by,  or  otherwise,  so  as  to  produce  the  eflFect. 


STo.  9,604. — E.  Sumner  Taylor,  of  Cleveland,  Ohio. — Lnprovemen^ 
in  Bedstmd  Fdstenimjs, — Patented  March  Ist,  1853. 

By  reference  to  the  figure,  the 
^laim  will  explain  tlie  operation 
lad  arrangement  of  this  Improve- 
ment. 

Cl4iim, — ^The    combination  of 
the  pawl  and   ratchet  with  the 
spiral   grooved  section  h  i    at- 
tached to  the  tenon  o,  arrangje  J 
and  applied  as  follows,  to  wit : 
the  tenons  of  one  side  rail  and  one  end  rail  being  furnished  with 
the  plates  having  the  spii-al  gr«jove  turning  to  the  right  and  left,  in 
the  direction  of  the  arrows,  and  making  a  tight  joint  with  the  post, 
the  other  side  and  end  rails  having  on  their  tenons  a  gi'oove  passmg 
around  the  tenon  at  right  angles  to  the  axis,  and  fitting  the  pins,  so 
as,  by  having  one  side  of  the  tenon  on  each  end  flattened,  to  enable 
it  to  pass  the  pin  in  order  to  allow  it  to  enter  the  groove ;  when,  by 
turmng  in  either  direction  less  than  a  complete  revolution,  the  pin 
fitting  into  the  groove  prevents  tlie  posts  and  rails  from  separating ; 
and  by  attaching  the  ratchets  to  the  end  of  this  side  rail,  ana  one  end 
of  the  end-rail  with  the  pawl  attached  to  the  posts,  by  tightening  the 
cord  the  whole  frame  of  the  bedstead  is  held  firmly  together,  by  the 
combined  action  of  all  the  parts  described ;  one  end-rail  and  one  side- 
rail  turning,  as  described,  to  tighten  the  cord,  both  being  secured  bj 
the  pawl  and  ratchet. 


No.  9,605. — ^William  Wheeler,  of  Troy,  N.  Y. — Improvement  in  the 
Construction  of  Curry-combs. — Patented  March  1st,  1853. 

This  improvement  consists  in  substituting 
"thumb-loops"  instead  of  handles  as  they  have 
hitherto  been  made.  The  drawing  represents  a 
top  view,  and  a  side  view. 

Clmm. — The  application  of  a  ring-loop,  or  fixture 
on  currj -combs,  for  the  insertion  ot  the  thumb  as  a 
guard  and  rest  therefor,  the  ring  or  loop  being 
made  in  one  piece  with  the  back  strap. 


No.  9,606. — Seth  Adams,  of  Boston,  Mass. — Improvement  in  Printing 
Presses.— PdXmiQ^  March  8th,  1853. 

The  figure  represents  a  longitudinal  section  of  the  press.  The  pinion 
29  on  the  fly-wheel  shaft  gives  motion  to  wheel  28 ;  on  the  shaft  of 
which  there  are  two  impression-cams  15,  15,  one  of  which  is  shown  in 
Uie  section.     On  the  same  shaft  is  fixed  also  cam  16  for  moving  the 
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inking  rollers  over  the  type.  On  the  inking  cylinder  is  placed  the 
vibrating  ink-distributing  roller  A,  and  the  feed  inkine  roller  s.  From 
roller  i  me  ink  is  taken  to  ink  rollers  g  g.  These  toUs  are  moved  np 
and  down  over  the  type  a. 
The  rolls  g  give  direction 
to  the  paper  into  box  k,  as  it 
conies  from  the  platen  and 
passes  between  rollers  a.  7 
IS  a  gauge,  against  which  the 
paper  is  placed  for  the  pur- 
pose of  registering  it.  This 
gnage  is  put  upon  a  rod,  and 
rests  upon  tne  platen  J, 
during  the  time  platen  h  is 
at  rest  and  while  o  is  going 
up  to  give  the  impression  to 
the  sheet;  but  when  this 
platen  returns  to  its  place  of 
rest,  this  gauge  is  caught  by 
a  catch,  and  held  suspended 

till  the  paper  which  has  been  pruned  un  the^ktciri  is  carrir^l  Mown^ 
ward  by  the  motion  of  the  tympan-cloth  to  tne  two  rollers  g^  when  it 
is  taken  between  them  and  carried  to  the  box  k.  In  order  to  carry  the 
sheet  down  to  the  rolls  ^,  the  tympan-cloth  30  on  the  platen  h  is  moved 
downward  as  follows,  viz. :  The  tympan-cloth  30  is  connected  by 
belts  to  the  segment  a  on  shaft  m.  When  the  impression  has 
been  given  and  flie  platen  h  is  returned  to  its  place,  the  catch  catches 
into  a  ratchet,  thus  turning  shaft  h  and  segment  a  and  giving  mo- 
tion downward  to  the  tympan-cloth  30,  which  carries  me  dieets 
with  it  to  the  "take-off"  rolls  ^,  between  which  rolls  the  sheet  is 
taken  and  convened  to  box  k.  c  is  a  gauge  against  which  to  put  the 
paper  to  register  it.  This  gauge  is  held  to  tne  platen  J  by  a  screw,  and 
can  be  moved  in  the  slot,  to  conform  to  different  sized  sheets,  by 
turning  the  screw,  and  then  moving  the  gauge  as  required.  The  chase 
in  which  the  type  is  locked  is  keyed  to  bed^  by  a  key;  s  is  type,j? 
the  bed.  The  bed  is  screwed  to  the  cross  piece  o  o.  In  order  to 
adjust  the  bed  and  give  more  or  less  impression,  set  screws  26,  26  are 
screwed  into  the  cross  pieces  o  o,  the  ends  of  which  screws  set  back 
against  the  bed.  38  is  a  table  on  which  to  put  the  paper;  it  is 
screwed  to  each  of  the  arms  of  the  frame,  31.  18  is  a  treadle,  17  con- 
necting rods  which  are  attached  to  fly  wheel  and  pulley  by  cnjok 
pins  and  treadle.  11  is  a  hand-lever  for  stopping  the  impression  of  the 
press.  This  lever  has  on  it  a  fork,  which  fits  into  the  groove  on  a 
clutch  ;  said  clutch  is  fitted  to  the  driving  shaft  of  pulley  29,  with  a 
spUne  to  prevent  it  from  turning  on  the  shaft,  wlien  the  lever  is 
moved  to  the  right,  it  disengages  the  clutch  from  a  corresponding 
clutch  or  pinion  29,  and  leaves  the  pinion  on  driving  shaft  free  or 
loose,  so  that  the  spur-gear  and  cams  can  stop. 

Claim, — The  combination  of  the  vibrating  platen  with  the  sheet- 
holders  arranged  so  as  to  be  kept  up  a  little  distance  from  the  platen, 
when  ib  position  to  receive  the  sheet,  and  moving  with  said  platen  to 
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the  form,  in  order  to  hold  the  sheets  thereon,  and  draw  them  from  the 
types ;  also  the  gauges  for  registering  the  sheets. 

Also,  the  mode  or  means  for  keeping  the  sheet-holders  up  from  the 
platen  when  the  sheet  is  to  be  placed ;  said  means  consisting  of  an 
arm  on  each  end  of  the  rod  (on  which  the  holders  are  fixed,  and  with 
which  they  tnm),  and  stops  against  which  said  arms  strike. 

Also,  the  apparatus  for  dehvering  or  taking  off  the  sheet  from  the 
platen  after  it  is  printed,  consisting  of  the  moving  or  sliding  tynapan- 
doth,  in  combination  with  the  turning  segment  a,  to  which  an  inter- 
mittent and  reciprocating  rotary  motion  is  imparted  by  catch  47,  and 
ratchet  e^  and  spiral  spring  48. 


No.  9,607. — IIenry  Besseheb,  of  Baxter  House,  England. — Invprove- 
ment  in  Ca/n&Jmce  Evaporators. — ^Patented  March  8th,  1853. 

This  contrivance  avails  itself  of  the 
endlefls  screw  threads  to  carry  along  the 
fiquid  fit)m  end  to  end  of  the  evapora- 
tor. The  screw  thread  consists  of  a 
series  of  wide  flat  disks  arranged  heli- 
cally around  a  hollow  perforated  shaft, 
and  having  its  broad  screw  thread  wings 
stand  out  nearly  at  right  angles  to  the 
hollow  shaft  so  as  to  form  an  extended 
sur&ce  for  evaporation.  The  cylinder  is  arranged  horizontally  in  its 
proper  basin,  and  the  lower  portion  of  it  dips  into  the  heated  liquid. 
The  blast  of  air  forced  through  the 
holes  in  the  hollow  shaft,  rapidly 
carries  off  the  vapor  of  the  syrup  at 
a  temperature  below  the  boiling 
point.     (See  figs.) 

Claim. — ^The  combination  of  a 
hoUQw  and  perforated  shaft,  con- 
nected with  an  air-blast  apparatus, 
a  series  of  plates  or  a  screw  plate 
(placed  around  and  on  the  shaft),  and  a  reservoir,  trough,  or  basin,  for 
holding  the  liquor  to  be  evaporated. 

Also,  the  combination  of  a  hot-water  vessel  and  its  heating  appara- 
tus, the  cistern  for  holding  the  saccharine  liquor,  and  the  apparatus 
for  effecting  its  evaporation  by  means  of  hot  air  blown  on  thin  or 
extended  surfaces,  a  screw  or  plates  as  specified. 


ISTo.  9,608. — B[enby  Bessemer,  of  Baxter  House,  England. — Invprave- 
ment  in  FiUersfor  Cam^  Juice. — Patented  March  8th,  1853. 

This  invention  is  confined  to  the  drum  which  is  immersed  in  the  liquid 
to  be  filtered,  and  receives  the  same  through  its  perforated  periphery, 
and,  by  means  of  inclined  scoops  and  troughs  within,  discharges  it  at 
its  axis  through  its  hollow  construction.  A  scraper  arrangea  on  its 
upper  part  constantly  clears  and  cleans  the  perforate  periphery. 

Claim. — The  combination  of  the  receiving  vessel  a  (see  ng.),  the 
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rotary  filtering  drum  (placed  within  the  same  vessel),  the  gntters  A 
(within  the  drum),  the  hollow  axle  or  shaft  (connected  with  said  gut- 
ters), and  the  scraper  applied  to  the  outer  surface  of  the  revolving 
drum ;  the  whole  oeing  arranged  and  made  to  operate  together. 


No.  9,609. — Stillman  A.  Clemens,  of  Springfield,  Mass. — ImpnM' 
ment  in  Mq^chinesfor  Dressing  Flax, — Patented  March  8th,  1863. 

In  the  annexed  figure, 
the  fiax  is  placed  upon  the 
endless  apron  i,  which 
presents  it  to  the  bite  of  | 
feed  rollers  dd ;  it  passes 
between  the  rests  m  m,  to  the  beater  n,  composed  of  two  flat  feces 
with  a  space  between.  The  beater  is  workea  by  a  connecting  rod 
and  crant,  to  give  it  vibratory  motion. 

On  the  other  side  of  the  beater  are  another  set  of  rests,  o  o,  ihrouffh 
which  the  fibres  separated  from  the  woody  parts  pass  between  die 
rollers  d'  d' ;  these  are  grooved,  and  the  upper  has  also  a  longitudinal 
motion.  From  the  rollers  the  article  passes  on  to  the  endless  belt  J. 
Below  the  beater  ti-  is  a  fan  blower  surrounded  by  a  casing;  the 
spout  h  discharges  the  current  of  air  between  the  faces  of  the  beaters, 
to  blow  away  the  woody  parts. 

Claim, — ^The  method  ot  breaking  and  dressing  flax,  or  otho-  fibroiM 
substances,  by  a  beater  (as  described)  vibrating  on  a  central  axis, 
between  the  faces  of  which  the  flax  passes ;  combined  with  rests  placed 
in  close  proximity  to  the  edges  of  the  beaters,  between  which  the  flax 
passes.  Also,  in  combination  with  the  beater  and  rest,  the  employ- 
ment of  a  pair  of  rollers,  each  of  which  is  grooved  in  the  direction  of 
its  periphery,  and  one  of  which  is  made  to  vibrate  in  the  direction  of 
its  axis,  for  the  purpose  of  opening  and  softening  the  flbres. 


No.  9,610. — Samuel  Gakdiner,  Jr.,  of  New  York,  N.  Y.- 

Magnetic  Machine  for  Washing  and 

Separating  Gold, — Patented  March 

8th,  1853. 

This  invention  is  more  particularly 
designed  for  the  separation  of  gold 
from  the  black  sand  witli  which  it  is 
frequently  found  mixed  in  the  beds  of 
rivers  ;  this  sand  contains  oxide  of  iron, 
which  is  diflScult  to  separate  from  gold 
by  the  operation  of  washing  alone, 
owing  to  its  great  speciflc  gravity. 


-Improved 


COMMISSIOinCB   OF   PATENTS. 


U9 


The  annexed  firare  represents  a  section  of  the  machine.  Tlie  ffold 
b  placed  in  the  box  c  (mixed  with  the  oxide  of  iron),  and  wasned 
down  in  the  trough,  there  to  be  separated  from  the  iron,  by  means  of 
the  revolving  magnets  1 1.  The  oxide  is  brushed  off  by  the  brush  k, 
snd  thrown  upon  the  inclined  plane  d.  Outside  of  the  opening  c  is 
placed  a  cylinder  valve,  whicn  turns  in  suitable  journal  boxes,  and 
nas  a  slot  of  corresponding  size  with  o.  Tliis  cylinder  valve  has  a 
handle,  by  which  it  is  turned  to  regulate  the  width  of  the  opening  c. 

Claim. — Separating  gold  or  other  metals  from  earthy  or  other  mag- 
netic particles,  by  means  of  a  rotary  cylinder  of  magnets  f  h,  whicn 
magnets,  at  the  same  time  they  collect  the  magnetic  particles,  serve 
as  agitators  of  the  water  and  metal,  &c. ;  the  cylinder  being  con- 
structed in  relation  to  a  trough  b,  substantially  as  set  forth. 


No.  9,611. — J.  F.  Mascheb,  of  Philadelphia,  Pa. — Improvement  in 
Daguerreotype  Cases, — ^Patented  March  8th,  1853. 

The  nature  6f  this  invention  consists  in  con- 
structing the  case  with  an  adjustable  flap  or 
supplementary  lid,  which  is  within  the  case, 
ana  having  two  ordinary  lenses  in  it.  A  Da- 
guerreotype is  placed  opposite  each  of  the 
lenses,  in  the  lid.  By  this  arrangement  a  per- 
fect stereoscope  is  obtained,  and  the  Daguerre- 
otypes, by  binocular  vision,  are  apparently 
formed  into  a  solid  figure  like  life. 

Claim, — Construe tmg  a  Da^erreotype  case  with  an  adjustable 
flap  or  supplementary  lid  o,  within  the  case,  and  having  two  ordi- 
nary lenses  d  d  placed  in  it,  by  which,  upon  adjusting  the  flap  or 
Ud,  a  stereoscope  is  formed  of  the  case;  and  the  two  Da^erreotypes 
IS,  by  binocular  vision,  are  apparently  formed  into  a  li^-like  figure. 


JTo.  9,612. — ^Ltsandee  A.  OEcmT,  of 
Albany,  N.  T. — Improvement  in 
Machines  for  MovMing  HoUovy- 
TTar^.— Patented  March  8th,  1853. 

The  nature  of  this  invention  consists 
in  combining  with  a  moulding  ma- 
chine, so  constructed  as  to  give  the 
^Bsk  a  contfaiuous  rotary  or  recipro- 
cating rotary  motion,  under  the  ram- 
mers F  p  (see  fig.),  as  the  character  of 
the  work  to  be  moulded  may  require. 
The  rammers  have  both  vertical  and 
horizorUal  adjustment  (the  first  being 
automatic,  tlie  latter  at  the  will  of  the 
operator),  and  can  be  made  to  operate 
in  any  portion  of  the  flask  without 
stopping  the  machine. 

Claim. — ^In  combination  with  a  flask, 
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having  a  continuous  or  reciprocating  rotary  motion,  the  rammer  or 
rammers  so  arranged  as  to  be  made,  at  any  time  during  their  opera- 
tion, to  work  in  any  portion  of  the  flask ;  whilst  at  the  same  time  they 
have  an  automatical  adjustment,  so  as  to  rise  in  the  flask  as  it  is  fillea 
and  rammed,  and  adjust  themselves  vertically  in  regard  to  the  flask. 


No.  9,613. — ^Thaddeus  A.  Smtth,  of  Albany,  N.  T. — Improvement  in 

Moiddingfor  Cast-iron  Plates  with  dovetail^  recesses. — Patented 

March  8th,  1853. 

Figure  1  represents  a  pattern  of  a 
pot-hole  cover,  top  upwards,  with  a 
square  hole  in  it  towards  one  edge, 
for  the  admission  of  the  cup  nattem, 
the  sides  of  the  hole  being  bevelled  up- 
wards. 

Fig.  2,  the  cup  pattern  face  upwards. 

Fig.  3,  reverse. 

Fig.  4,  cross  section. 

Fig.  5,  lifter  or  handle. 

In  using  the  pattern-cup  in  moulding,  the  top  pattern  is  laid  down 
in  the  flask  (with  the  cup  in  its  place),  with  the  upper  face  upper- 
most, and  is  then  properly  rammed  up ;  then  the  flask  and  pattern 
are  reversed  in  the  usual  way,  and  the  under-side  sanded  and  rammed 
up  in  the  core ;  the  core  is  then  removed,  and  the  cover  pattern  carefdlly 
taken  off*,  leaving  the  cup  pattern  on  the  sand ;  then  each  half  of  the 
cup  pattern  is  moved  carerally  to  the  right  or  left  as  the  case  may  re- 
quire, so  as  to  have  the  dovetailed  core  of  sand  complete. 

Claim, — ^The  process  of  moulding  the  recesses  in  the  tops  of  stove- 
plates,  intended  for  the  reception  of  the  lifters  (which  recesses  are 
required  to  be  dovetailed),  by  employing  pattern  cups,  shaped  to  form 
such  recesses,  divided  by  a  vertical  cut  into  two  parts,  so  that  the  cnps 
can  be  removed  from  the  core,  by  moving  each  division  of  it  horizon- 
tally from  the  core  before  raising  it  off  tne  sand ;  and  bv  fitting  the 
cup  patterns  into  the  pattern  of  the  stove  plate,  so  that  the  plate  pat- 
tern can  be  lifted  from  the  sand,  leaving  the  cup  behind  it. 


No.  9,614. — Joel  Tiffany,  of  Cleveland,  Ohio. — Improvement  in 
JUachinesfor  Dressing  Shingles. — ^Patented  March  8th,  1853. 

This  machine  operates  in 
the  following  manner.  After 
the  shingles  are  rived  out, 
they  are  first  placed  on  the 
table  beds  u  u*  (see  fig.),  al- 
ternately as  the  table  passes 
from  one  end.  of  the  frame 
to  the  other ;  the  bed  or  table  „ 
rises  and  falls  by  the  action  J 
of  cams,  so  that  the  knife  in 
the  cross  head  will  not  shave 
the  shingle  against  the  grain 
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IB  passixig  firom  b  to  b'  ;  but  as  the  table  returns  from  b'  to  b  it  is  ele- 
vated, and  thereby  the  shingle  is  shaved  from  butt  to  point,  the  points 
being  always  in  the  direction  of  the  arrows.  By  the  raising  and 
lowering  of  the  table,  as  described,  the  proper  taper  is  given  to  the 
shingle.  The  knives  are  in  the  cross-head  t,  and  always  move  in  an 
adverse  direction  to  the  table.  The  shingles  are  shaved  on  one  side 
at  a  time :  the  first  side  is  shaved  in  the  bed  u*;  they  are  then  turned 
from  the  bed  u'  to  w,  and  from  w*  to  w.  As  the  table  passes  from  b  to  b' 
the  shingle  passes  in  betweer  the  forks  of  the  arms  ^/  and  the  instant 
the  table  moves  from  b'  to  b,  the  shingle  is  conveyed  from  the  bed  v^ 
to  «7,  the  arms  taking  the  place  marked  A,  which  was  occupied  by  the 
DOS  N  :  and  at  the  instant  the  arms  A"  begin  to  pass  to  A,  the  arms 
^  ^hicn  then  occupied  the  place  A,  pass  to  the  position  indicated  at 
^^^hich  throws  the  shingle  from  the  bed  w  to  the  floor,  completed, 
aims  i^  convey  the  shingles  from  the  bed  u'  to  u,  and  the  arm  i 

S'ace  to  it,  passing  to  the  position  i^\  and  at  the  same  time  taking 
ed  shingle  with  it  from  the  bed  u\  The  rollers  a  a  and  ff 
are  for  the  purpose  of  keeping  the  shingle  in  place  when  it  is  being 
shaved.  The  gear  wheels  are  hung  on  journals.  The  springs  y  y  are 
for  the  purpose  of  allowing  the  rollers  to  adjust  easily  to  shingles 
of  various  thicknesses.  The  ends  of  the  springs  rest  on  the  journal 
caps. 

Claim, — ^The  combination  of  parts  consisting  of  the  pinions  I  V  and 
k  ^,  with  the  intermediate  gears  m  m'/  the  levers  n'  and  joint  levers 
0  and  o\  and  sections  u*\  with  the  connecting  rods  »  and  «,  and  cam  (?, 
for  the  purpose  of  operating  the  arms  A  A',  t  i\  as  described. 


No.  9,615. — John  A.  Waoenee,  of  Charleston,  S.  0. — Improved  Ccm- 
non  >%A^.— Patented  Maich  8th,  1853. 

The  nature  of  this  invention  consists  of  an 
"  easy  and  correct"  mode  of  determining  the 
highest  point  of  the  surface  of  a  cannon,  re- 
gi^less  of  any  position  the  wheels  may 
occupy  upon  the  ground ;  and  of  affording 
the  gunner  at  the  same  time  a  perfect  sight 
to  direct  and  elevate  the  piece  by,  capable  of  | 
regulation  for  any  distance  less  thwi  point 
blank,  as  well  as  to  extreme  range,  according  to  degrees. 

Figure  1,  front  sight. 

Figure  2,  rear  sight,  attached  by  means  of  spring  clasps  to  the 
cannon. 

Claim. — The  sighting  apparatus,  consisting  of  the  corresponding 
pendula  e,  hun^  between  the  graduated  side-pieces  or  uprignts  c  o, 
m  connexion  with  the  protecting  and  regulating  slide  f,  with  its 
rifle  sights  r  //  the  pendula  having  free  sway,  by  means  of  the  rotary 
mounting  of  ^  the  uprights,  and  upper  part  of  the  apparatus,  on^  the 
screws  and  pivots  as;  and  the  whole  being  attached  and  shifted 'into 
horizontal  position  on  the  cannon,  by  means  of  the  movable  spring 
clasps  A  A  and  a'  a',  all  combined. 
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No.  9,616. — Wakren  Aldrioh,  of  Lowell, 
Mass.  —  Imp7*(yoe7netits  in  Turning 
Za^A^.— Patented  March  15tli,  1853. 

The  object  of  this  invention  is  to 
accurately  turn  a  variety  of  forms,  such 
as  globes,  ovals,  &c.  To  effect  this  re- 
sult the  tool  carriage  h  h  is  made  sus- 
ceptible of  a  variety  of  motions  and  ad- 
justments. (Seefi^.)  The  letter  E  shows 
the  tool  carriage  witnout  the  lathe ;  b  b 
is  a  slide  moving  on  the  bed  of  the  lathe, 
and  sustaining  the  whole  apparatus  of 
the  tool  carriage  ;  c  c*  is  a  circular  plate 
movable  by  a  screw  d,  which  is  shown 
in  dotted  lines. 

On  the  circular  plate  c  c  is  placed  a 
revolving  slide  e'  ;  on  this  side  is  placed 
the  tool  carriage  n  h,  which  is  moved  by 
screw  I,  revolving  worm  shaft  x,  and 
revolvmg  plate  c  c. 

Claim. — ^The  improvement  which  con- 
sists in  givinff  an  automatic  motion  to 
the  upper  sliae  or  tool  rest,  when  set  at  any  angle  to  the  bed-piece  < 
the  latne,  instead  of  moving  it  by  hand ;  so  as  to  turn  with  ease  an 
accuracy  solid  or  hollow  cones,  by  means  substantially  of  the  sere 
I  I',  revolving  worm  shaft  x,  ana  revolving  plate  c  ^,  as  above  s( 
forth. 


No.  9,617. — Henry  Bessemer,  of  Baxter  House,  England. — Improve 
mmt  in  Sugar-Ccme  Presses, — ^Patented  March  15th,  1853. 

This  invention  is  a  modification  of  that  patented  by  the  same  ii 
ventor,  May,  1851.    In  that  patent  the  chamber  for  pressing  is  parallc 


on  its  sides ;  but  in  the  present  case  it  is  parallel  for  some  distance,  bx 
contracted  somewhat  at  the  mouth,  so  as  to  wedge  the  cane  in  whi! 
the  juice  is  being  expressed.    This  change  makes  it  unnecessary  t 
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ave  as  long  a  chamber,  and  so  prevents  a  re-absorption  of  the  juice 
Qce  forced  to  the  outer  surface  of  the  mass.  This  improvement  also 
mbracoB  the  arrangement  of  devices  for  sustaining  the  parallelism 
f  the  motion  of  the  pistons ;  g  g  g  s^re  tubes,  having  pistons  «,  as 
3en  at  A ;  ^  i  i  are  hoppers ;  w  is  the  cutter  attached  to  the  piston  e. 

Claim. — ^The  improvement  in  the  construction  of  the  cane-pressing 
ibes,  with  sides  made  parallel  some  distance,  for  the  working  of  the 
is(bn  against,  and  to  approach  one  another  towards  the  mouth  of  dis- 
haige  of  the  pressed  cane.  Also,  the  combination  of  the  compresses, 
rpiresfiing  tubes  b  c,  and  two  conjoined  pistons  d  e,  with  one  revolving 
ctitating  shaft  and  its  mechanism,  to  give  to  the  plungers  or  pistons 
mmdtcmeoua  reciprocating  rectilinear  motion. 


To.  9,618. — Henry  Bessemer,  of  Baxter  House,  England. — "  Improved 
Seater^^far  Sugar  Syrup. — ^Patented  March  15th,  1853. 

This  device  is  designed  to  heat 
le  syrup  discharged  from  the  va- 
Qum  pan,  just  before  it  is  poured 
)  fill  the  moulds,  and  consists  of 

vertical  drum  of  tubes,  in  a  case 
cting  as  steam  jacket ;  the  syrup 
I  poured  by  means  of  a  hopper 
ito  the  top,  and,  falling  by  gravi- 
f  through  the  same,  is  heated  by 
le  steam  which  surrounds  the 
ibes.  Figure  a  is  a  vertical  see- 
on,  and  B  a  plan  of  the  appara- 
IS ;  B  is  a  copper  heater  open  on  the  top,  t  is  a  chamber,  u  a  spout ; 

is  a  steam  pipe  for  admitting,  and  t  a  pipe  for  passing  the  steam 
ff. 

Cflawm. — ^The  above  description  substantially  embraces  the  claim 
r  the  inventor. 


^o.  9,619. — ^WnxiAM  Coleman  and  Stephen 
G.   Ooleman,  of  Providence,  R.  I. — Imr 
provem,erU  in  S^porting  the  Topprng-IMt 
amd  the  Pectk-Jacuyard  Block  of  Sad  Ves- 
sels.—'Patented  March  15th,  1853. 
This  invention  relates  to  a  mode  of  apply- 
ig  the  topping-lift  shackle  and  the  peak-nal- 
ard  blocK  to  tne  upper  part  of  a  mast.   (See 
g.)  A  represents  me  mast,  b  the  peak-nal- 
ard  bloct,  and  o  the  topping-lift  shacUe. 
(7Zaim.— Supporting   tne   topping-lift   by 
leans  of  a  crane,  of  such  form  and  construe- 
on,  that  when  the  topping-lift  sags  (when 
le  sail  is  hoisted),  it  shall  not  foul,  or  chafe 
gainst  the  peak-halyafd  block.    Also,  so  ar- 
mging  ana  constructing  the  crane,  that  it 
lay  afio  support  the  peac-halyard  block. 
10 
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No.  9,620. — ^Peter  Ten  Etck,  of  New  York. — Imjrraoement  in  Beck- 
ing Chairs. — Patented  March  15th,  1853. 

The  nature  of  this  invention  consists  in  combining  with  a  chair  (so 
arranged  that  the  top  or  seat  shall  rock  upon 
the  bottom  part,  while  the  legs  remain  station- 
ary) a  safety  guard  to  prevent  the  chair  from 
going  back  too  far,  and  also  to  prevent  it  from 
going  suddenly  backward  when  a  person  seats 
nimself  in  it.  The  bar  c  reaches  across  the 
chair,  and  works  on  pivots  in  projections  Z,  per- 
manently fixed  to  the  chair;  in  the  centre  of 
bar  c  is  a  cam  y,  which  works  on  a  pivot,  and 
rests  against  the  spring  y,  for  preventing  the 
top  part  of  the  chair  from  rocking  too  suddenlv. 

claim. — ^The  guard  or  safety  piece,  and  the  spring  gr,  combined 
and  arranged  with  a  sitting  chair,  so  that  the  seat  may  rock  upon  the 
legs,  or  support,  and  as  above  set  forth. 


No.  9,621. — ^MosEs  Marshall,  of  Lowell,  Mass. — Irnprovemmi  wi 
Knitting  Machines. — Patented  March  15th,  1853. 

To  fully  illustrate  this  improvement  would 
require  extensive  drawings  and  descriptions ; 
therefore  reference  is  made  to  the  prmcipal 
features  of  the  invention  only,  with  the 
claim. 

In  the  figure,  c  d  represents  the  needles ; 
e  f  the  needle  rests ;  g  the  levers  working 
the  needles ;  and  s  %  the  rotary  depressers. 

Clai/rn. — Connecting  the  rotary  depress- 
ers and  the  feeder  which  carries  tne  thread 
with  the  arm  which  connects  the  reciprocat- 
ing cam  boxes.  Also,  dividing  the  plates 
which  support  the  needles,  and  cast  the  stitches,  at  the  angle  of  inter- 
section of  the  two  sets  of  needles,  so  that  the  fabric  knit  may  pass  be- 
tween them.  Also,  forming  the  stitches  alternately  on  each  side  of 
the  needle  rests,  by  two  sete  of  needles 
placed  at  an  angle  to  each  other,  and 
operating  one  needle  at  a  time. 


No.  9,622.— HoBATio  N.  Black,  of  Phi- 
ladelphia, Pa. — Inwrovement  in  Hy- 
draulic *  Steam  Pum^. — ^Patented 
March  22d,  1853. 

The  nature  of  this  invention  consists 
in  placing  at  the  juncture  of  a  double 
cyhnder  a,  b,  a  piston  rod  e,  united, 
to  and  carrying  two  pistons  working, 
the  one  c,  in  the  steam  cylinder,  and 


} 


COMMISSIONER   OF    PATENTS.  155 

the  other  d,  in  tlie  water  or  pump  cylinder  ;  both  pistons  are  united 
by  a  bar  at  f,  which  bar  moves  in  grooves  on  eacli  side  of  the  rod. 
Tjiere  ar^openings  in  the  piston  rod  e  e^  and  the  juncture  of  the 
doable  cjnder,  whereby  at  the  proper  time  communication  of  the 
cylinders  is  eflfected;  for  the  puq^ose  of  causing  a  small  quantity 
of  cold  water  to  pass  into  the  steam  cylinder,  and  therebjr  effect  the 
MOtial  condensation  of  the  exhaust  steam  in  tlie  cylinder  itself.  This 
literovement  relates  also  to  the  combination  of  the  double  cylinder 
^9^m^  the  intermediate  piston  rod  and  connected  or  twin  pistons,  hav- 
W^  a  movement  simultaneous  with  the  piston  rod. 

Claim, — ^The  combination  of  the  double  slotted  water  and  steam 
cylmder  a  and  b,  double  pistons  c  and  d,  and  slotted  pisten  rod  b,  ar- 
ranged and  operating  as  described,  &c. 


No.  9,623. — John  P.  Comly,  of  Davton,  Ohio. — Improvement  m  the 
mode  of  Separatmg  Paper  by  tlie  single  sheet. — ^Patented  March 
22d,  1853. 

This  improvement  consists  in  the  method 
of  feeding  or  supplying  paper  sheet  by 
sheet  from  a  heap,  tnrougn  the  agency  of 
atmospheric  pressure,  having  reference 
Qtpecially  to  the  instances  in  which  the 
abeet  has  to  be  raised  and  drawn  forward 
to  one  edge  as  in  the  case  of  printing,  and 
iKiotfflidea  to  supersede  the  services  of  the 
afi^dant,  now  found  necessary  to  feed  the 
Boschine.  The  principal  features  of  this 
improvement  are  an  exhaust  pump  a, 
atlaAed  by  a  flexible  tube  to  a  nori- 
amtal  tube  c,  provided  at  the  under  side  with  small  tubes  x,  x,  x. 
He  paper  is  placed  upon  the  elevating  table  e,  which  presses  the 
paper  in  its  upward  motion  against  the  roller  f.  This  runs  out  the  top 
sheet  of  paper,  which  is  sucked  up  by  the  exhaust  tube  c  and  x,  x, 
X.  By  means  of  proper  gearing,  the  paper  is  regularly  fed  and  re- 
moved. 

Claim. — ^The  above  description  substantially  embraces  the  claim  of 
the  inventor. 


Xo.  9,624.— EoswELL  Enos  and  Bela  T.  Hunt,  of  St.  Charles,  111.— 
Improvement  in  the  art  of  Tanning, — Patented  March  22d,  1853. 

•  This  mode  of  tanning  consists,  in  the  first  place,  of  liming  the  hides 
in  the  usual  way  te  remove  the  hair,  and  then  placing  them  in  cold 
water  for  one  day  (not  subjecting  them  to  the  usual  bating  process) ; 
then  working  them  twice  on  the  grain  ;  then  placing  them  in  liquor, 
made  of  200  galloiiS  of  water,  200  lbs.  of  domestic  sumach,  20  lbs.  of 
salt,  30  lbs.  of  wheat  bran,  at  the  temperature  of  forty-five  degrees : 
handle  for  ten  or  twelve  hours  on  the  first  day.  The  second  day 
Uquor  is  added  made  of  30  lbs.  of  sumach,  36  lbs.  of  extract  of 
hemlock  bark,  20  lbs.  of  salt,  and  30  lbs.  of  bran.  Third  day,  handle 
four  times.    Fourth  day,  add  to  the  liquor  as  on  the  second  day, 


156  ANNUAL  REPORT   OF  THE 

.•and  handle  well ;  and  so  continue  to  strengthen  every  day  until 
tanned,  which  will  take  from  twelve  to  fourteen  days.  The  in- 
ventors regard  this  process  of  tanning  as  superior  to  any  other  known 
mode.  ^ 

Claim, — ^Tlie  process  of  tanning,  with  the  use  of  lime,^lt,  bran, 
iSumach,  and  cutcli,  or  any  other  tanning  in  room  of  cutch',  whereby 
we  commence  the  tanning  at  the  same  time  we  commence  reducing; 
as  the  salt  and  bran  overpower  the  lime,  the  tan  takes  the  place  of 
the  lime,'  and  converts  the  hide  into  more  perfect  leather,  and  in  lesa 
time,  than  in  any  other  way.  The  claim  is  based  upon  the  applioa- 
Hon  of  the  materials,  as  set  forth. 


IJo.  9,625. — ^MiLLS  A.  Hackley,  of  Belleville,  N.  Y. — Improved  Cheeu 
Prew.— Patented  March  22d,  1853. 

The  frame  r  is  to  be  used  in  turning  the 
table  on  which  the  cheese  is  placed,  and  acts  in 
connection  with  the  roller  y,  so  as  to  raise  or 
depress  it  as  majr  be  required.  This  turn-table 
is  constructed  oQron  and  bent  in  a  square  form. 


as  represented  m  the  figure,  and  securely  at- 
tached to  the  bed-piece  bv  means  of  screws  q, 
upon  which  it  works,  ana  which  forms  its  ful- 
crum. The  extremities  of  the  turn-table  are 
sufficiently  curved,  so  as  to  pass  beneath  the 
shaft  upon  which  the  roller  y  works;  which 
shaft  extends  through  the  bed-piece,  and  projects  on  both  sides, 
sufficiently  to  receive  the  bearings  of  the  turn-table ;  thus  the  turn- 
table becomes  a  powerful  lever,  by  means  of  which  the  roller  is  ra»ed 
and  the  withdrawing  of  the  cheese  made  easy,  and  its  taming  speedily 
and  easily  accomplished. 

Claim. — ^The  turn-table  r,  or  its  equivalent,  in  combination  with 
the  roller,  in  such  manner  that  whenever  the  table  is  adjusted  for  turn- 
ing the  cheese,  there  will  be  a  corresponding  adjustment  of  the  roller 
for  facilitating  the  process  of  turning  the  same. 


No.  9,626. — ^William  Mansfield,  of  Dracut,  Mass. — Improvement  in 
Knitting  Machines. — ^Patented  March  22d,  1853. 

By  the  aid  of  this  improvement,  the  operation  of  knitting  a  piece  of 

foods  is  performed  by  means  of  a  single  thread  or.  yam  t^en  from  a 
obbin,  and  two  sets  or  series  of  hooked  needles.  The  principal  feature 
of  this  improvement  consists  in  the  manner  of  operating  one  set  of 
needles  with  respect  to  the  other  set.  To  fully  explain  tms  machine, 
would  require  large  drawings. 

Claim, — ^The  manner  of  forming  the  loops  in  knitting  ribbed  fabrics, 
viz.:  by  the  combination  of  two  sets  ot  needles,  made  to  operate 
together;  which  affords  important  advantages  in  constructing  and 
operating  the  loom. 
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No.  9,627. — Jambb  Riley  and  William  Allen,  of  Southfield,  N.  Y. — 
DiMiUing  Basin  (?tZ.— Patented  March  22d,  1863. 

The  nature  of 
this  invention 
consists  in  the 
distillation  of  oil 
from  rosin,  by 
pa^n^  it  in  an 
expanded  state 
from  the  alem- 
bic, where  it  is  first  heated,  throuffh  one,  two,  or  more  worms,  or  other 
suitable  vessels,  encased  in  fire-brick,  cement,  or'clav,  so  as  to  be 
heated  by  c(mduction,  in  contradistinction  from  actual  contact  with 
the  fire ;  and  with  pitch-receivers,  flow-backs,  and  other  necessary 
oonnectmg  pipes,  stop-cocks,  or  valves.  The  alembic  is  charged  up 
to  about  two  thirds  of  its  capacity  with  rosin,  and  a  saturated  solution 
of  nitrate  of  soda  or  potasssr-^qual  to  about  one  per  cent,  of  the  rosin 
used-^ is  added,  and  the  heat  raised  to  500  degrees  Fahrenheit.  The 
hefllin  the  worms  f  and  j  is  kept  from  10  to  20  degrees  higher  than 
thft  of  the  alembic,  a,  is  the  alembic ;  b,  the  man-hole ;  d,  acid  and 
spii^  pipe  and  valve ;  f,  heated  worm ;  o,  gas  escape  pipe ;  h,  pitch 
reeielver ;  j,  heated  worm ;  k,  gas  escape  pipe ;  n,  pitch  receiver ;  o,  cold 

Glaim. — ^The  process  of  manufacturing  oil  from  rosin  by  passing  it 
from  an  alembic  through  expanding  worms,  or  their  equivalents,  sur- 
rounded by  a  jacket  of  fire-brick  or  clay ;  whereby  we  prevent  destruc- 
tive distillation  and  carbonization,  and  greatly  economize  time. 


JTo.  9,628. — James  Stanbrough,  of  Newark,  N.  Y. — Irryprcyoemmt  in 
J3am€*«.— Patented  March  22d,  1853. 

This  improvement  consists  in  the  mode  of  forming  on  any  part  of 
a  harness  "  rounds,"  "  raises,"  or  "  rolls,"  as  they  are  termed  by 
leather  workers ;  by  doubling  and  sticking  together  a  strap  of  leather 
M  its  ed^es,  or  laying  a  welt  or  secondary  strap  upon  a  principal  strap 
md  stitcning  them  toother  at  their  corresponding  ed^es,  and  then 
binding  these  edges  wiui  a  separate  piece ;  and  in  depressing  the  raises 
)r  rolls  so  as  to  conceal  the  stitching  upon  their  binding,  by  drawing 
ip  and  £Eistening  by  their  sides  a  fold  of  the  principal  strap. 

Claim. — ^The  above  description  embraces  the  claim  of  the  inventor. 


No.  9,629. — Seth  D.  Tripp,  of  Rochester,  Mass.,  Assignor  to  Edward 
L.  Norfolk,  of  Salem,  Mass. — Improvement  in  Machines  for  Peg- 
ging Boots  cmd  Shoes, — Patented  April  12th,  1863. 

The  principal  parts  of  this  machine  are  the  following,  viz. :  Ma- 
chinery for  supporting  the  shoe,  and  moving  it  under  Sie  pegging 
mechamsm. 

Machinery  for  sustaining  the  pegging  mechanism,  and  regulating 
the  dk^ection  of  the  pegging  awl,  so  that  it  shall  pass  into  the  sole  at 
the  proper  angle,  under  any  change  in  the  curvature  in  the  sole. 
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Macliincry  for  operating  the  pegging  awl  and  driver. 

Machinery  for  sustaining  tlie  j^eg-wood,  and  forcing  it  forward 
towards  tlie  shoe. 

Machinery  for  splitting  the  pegs  from  the  wood. 

MacIiineiT  for  operating  the  charger  that  contains  the  peg-wood. 

Claim, — ^The  inventor's  claims  embrace  the  construction,  combina- 
tion, and  operations  of  tlie  machinerv  or  mechanism  above  referred 
to,  for  tlie  puri>oscs  fully  set  forth  in  his  specifications  and  drawings, 
and  therein  described. 


No.  9,630. — LuTUKu  At w(m)d,  of  Boston,  Mass. — Imjpromment  in  Pre- 
pariiuj  Luhicaiiiig  Oils. — Patented  March  29th,  1853. 

To  prepare  this  oil,  denominated  coup  oil  by  the  inventor,  crude 
coal  tar  is  placed  into  a  retort,  connected  with  a  condenser.  By  means 
of  heat,  vapora  of  fluids  are  condensed  in  the  condenser,  imtil  the 
temperature  in  the  retort  rises  to  700  degrees  Fahr.  Tlie  temperature 
during  distillation  should  be  150  to  175  degrees  Fahr.  To  100  gallons 
of  distillate  add  200  lbs.  caustic  soda,  marking  25  degrees  Beaum^, 
which  is  agitated  for  two  horn's.  Tlie  clear  distillate  is  placed  in  a 
leaden  vessel,  where  it  is  mixed  with  50  lbs.  sulphuric  acid,  and  agi- 
tated for  four  hours.  The  clear  oil  is  then  removed  to  an  iron  vessel 
and  mixed  with  100  lbs.  of  solution  of  caustic  soda  marking  about  25 
degrees  Beaumd,  stirred  for  two  lioure,  and  left  to  repose  for  six  hours. 
The  clear  oil  which  separates  is  now  ready  for  distillation,  which  is 
done  in  an  iron  retort  at  a  temperature  of  150  degrees.  Tlie  impure 
oil  thus  obtained  is  put  in  a  leaden  vessel  and  mixed  with  25  lbs.  of 
sulphuric  acid  to  100  lbs.  of  oil.  The  acid  being  allowed  to  subside, 
the  clear  oil  is  finally  pmrified  by  agitation  with  solution  of  caustic 
soda  25  degrees  Beaum^,  and  again  distilled  in  an  iron  retort,  mixed 
with  12  lbs.  of  hydrate  of  soda  and  one  gallon  of  water  for  every  hun- 
di-ed  gallons  of  oil.  This  oil  is  then  ready  for  use,  and  may  be  mixed 
with  otl.er  oils  for  lubricating. 

Clatm, — ^Tlie  "  coup  oil,"  or  combination  of  paranapthaline  and 
fixed  oils  derived  from  coal  tar  and  boiling  from  450  degrees  to  675 
Fahr.,  as  produced  by  the  process  described,  the  manutacture  being 
useful  as  a  lubricating  composition,  either  alone  or  combined  with  oils 
or  fatty  matter. 

Also,  the  combination  of  this  product  so  made  with  concrete  or 
thick  fatty  matter  or  oils,  for  the  purpose  of  liquefying  them,  or  ren- 
dering them  more  mobile,  &c. 

No.  9,631. — SoHCYLEB  Briggs  and  John  G.  Talbot,  of  Sloansville, 
N.  Y. — Im/provement  in  Farming  Mills. — Patented  March  29th, 
1853. 

The  nature  of  this  invention  consists  in  causing  the  upper  sieve  to 
vibrate  at  a  greater  speed  than  the  screens  below,  for  the  purpose  of 
more  eftectually  separating  the  impurities  from  the  grain,  thus  caus* 
ing  the  chaff  and  light  matter  to  be  separated  and  olown  from  the 
riddle.  This  is  effected  by  making  an  additional  gearing  to  the  £ui- 
axle,  having  crank  and  connecting-rod. 
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Claim. — Causing  the  upper  sieve  or  riddle  to  vibrate  at  a  greater 
«peed  than  the  lower  screens. 


No.  9,632. — Lewis  W.  Colver,  of  Louisville,  Ky. — Improvement  in 
Machines  for  Breuking  Hemp. — Patented  March  29th,  1853. 

The  nature  of  this  invention  consists  in  BaBnHK^H|HM^H 
the  combination  of  the  oscillating  beater  H^^^Bjf^^SB^H 
F  (see  fig.)  and  bars  j  j  j  j,  above  ^^^■■.^^Bli JHl^B^^B 
and  below  it,  hun^  upon  springs,  so  HVC  T^I^K^i^^^H 
tiiat  the  recoil  of  uie  springs  after  the  B»'-'^^Jyif;^B^^^B 
beater  passes  the  bars  shall  shake  out  the  ^^-'  -'  -  ■  ^"S^^^^ 
hemp,  and  clear  it  of  its  woody  fibre.  The  breaker  u  is  to  break 
down  the  material,  at  the  breaking  point  resting  on  the  fixed  bar  x ; 
it  passes  between  spring  bars  j  j  j  j,  where  it  is  finished  by  the  beaters 
e  e.  By  means  of  feeding-rollers,  hand-wheel,  and  treadles,  the  ope- 
rator has  perfect  control  over  the  hemp. 

Claim;. — ^The  combination  of  the  oscillating  beaters  u,  and  the  spring 
bars  J  J  J  J,  placed  above  and  below  the  beaters,  so  that  the  recoil  ot 
the  springs,  after  the  beater  leaves  the  bars,  shall  shake  out  the  hemp 
and  clear  it  of  its  woody  portions. 


No.  9,633. — William  Ennis,  of  New  York,  N.  Y. — Improvement  in 
Hot-Air  Furnaces.— PdX^TiiQA  March  29th,  1853. 

The  nature  of  this  invention  consists  in  ■j^^^Hj^HIBIiimH 
the  employment  of  an  inverted  hollow  cone  J||||j|||||^^j^^||jj 

A,  placed  in  a  cylinder  or  radiating  drum  vH^^|t^H|B^H[^ 

B,  which  communicates  with  the  ash-pit,  I^^^Bi^Sl^^^S^B 
and  is  connected  with  the  fire-chamber  (see  K^^^S^Sfj^HHfl 
fig.)  ;  the  cone  a  having  its  smaller  end  li^^^|^^^H]HHn|!« 
inserted  into  and  through  the  side  of  the  B^|^|iHB  |lfiS|BI 
drum  B,  for  the  pur})ose  of  admitting  a  cur-  B^^^|;H|fl|BsM 
rent  of  cold  air  mto  the  drum,  whicli  is  de-  ES^^S^^^^^^^^S 
signed  to  operate  upon  the  direct  and  heated  PJ^M^^^^^^^^M 
draft  from  the  fire  chamber  i,  and  cool  it  be-  I^I^^^^^BS^BB 
fore  it  reaches  the  exit  pipe,  m,  and  consequently  cause  the  gas  which 
rises  from  the  fire  with  the  smoke  to  descend  upon  the  outside  of  the 
cone,  and  pass  into  the  ash-pit  d,  and  up  through,  the  fire  into  the  fire 
chamber,  &c. 

Claim,. — ^The  employment  of  an  inverted  cone  a,  within  a  drum  or 

S Under  b,  in  whose  side  the  taper  end  of  said  cone  is  inserted  and 
owed  to  communicate  with  the  "  atmospheric  revei-sing  shaft,"  to 
cool  the  direct  heated  current  from  the  fire ;  the  cylinder  b  communi- 
cating with  the  fire  chamber  i  and  ash-pit  d,  in  the  manner  and  foi 
the  purposes  as  described. 


No.  9,634. — Moses  G.  Farmer,  of  Salem,  Mass. — Lnprovement  in 
EleciHc  Telegraphs.— PsLtented  March  29th,  1853. 

The  object  of  this  invention  is  to  enable  a  common  telegraphic 
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circuit  extending  between  any  two  places  to  be  used  by  two  or  more 
operators  at  the  same  time,  instead  of  but  one,  as  at  present. 

Claim, — ^Tlie  method  of  bringing  any  number  of  telegraphic  sig- 
nalizing and  recording  instruments  into  successive  electric  connexion 
with  the  common  comft>unicating  wire ;  and  more  particularly  the 
combination  of  the  writing)!;  and  working,  or  primary  and  secondary 
circuits,  the  electro-magnets  and  their  movable  armatures  of  tlie  pri- 
mary circuit,  the  local  magnets  and  their  movable  armatures  and  pal- 
lets, or  equivalents  therefor,  and  local  battery,  and  battery  connexions 
of  each  terminus,  and  connexions  leading  to  the  armatures  of  the  local 
magnet,  the  escapement  wheels,  and  wheels  on  the  arbor  of  each,  the 
two  series  of  springs  of  said  wheels  and  branch  connexions,  and  the 
branch  connexions  of  the  main  writing  circuit  at  its  two  termini ;  the 
whole  being  connected  and  made  to  operate  together. 


I 


No.  9,635. — ^Benjamin  Fenn,  of  Hartford,  Ohio. — Imjpnmed  Machine 
for  Weighing. — Patented  March  29th,  1853. 

In  the  'annexed  cut,  a  and  b  represent 
standards ;  o  and  d  semicircles,  d  having  a  catch 
k:  m  another  catch  which  holds  the  frame  still. 
W  hen  the  catch  m  is  dropped  from  the  pin,  the 
circular  frame  moves,  e  t  g  h  is  a  movable 
frame  attached  to  the  semicircle  n.  The  semi- 
circles move  on  arms  on  pivots. 

Claim. — ^The  machine  for  ascertaining  in- 
stantly the  weight  of  bodies,  by  means  of  a 
scale,  dish,  or  plate,  supported  by  pivots  upon 
a  heavy  or  weighted  semicircular  frame  or  its  equivalent,  in  the  man- 
ner of  a  pendulum,  and  operated  by  catches. 


'Improvement  in 


No.  9,636. — Isaac  H.  Garretson,  of  Clay,  Iowa.- 

Seed  PZoTi^r^.— Patented  March  29th,  1853. 

Tlie  figure  is  a  perspective  view 
of  the  planter,  t  is  a  section  of 
the  hopper  and  slide.  The  hoppers 
D  are  attached  centrally  over  the 
cultivators  b  to  the  frame  a  for 
containing  the  com.  These  hop- 
pers are  fitted  with  vertical  slides 
E,  each  of  which  has  a  notch  to  re- 
ceive the  com  at  suitable  intervals 
from  the  hoppers,  and  discharge  it, 
at  the  proper  periods,  in  the  wake  of  the  cultivator.  Both  slides  b 
are  operated  upon  by  the  bar  f,  which  is  raised  or  lowered,  as 
required,  from  the  back,  by  handles  o,  pivoted  to  the  bar  f,  at  g, 
Wnen  the  handles  o  are  elevated  or  depressed,  at  suitable  inter- 
vals, the  slides  e  are  raised  so  that  the  notches  e  enter  the  grain  hop- 
pers to  receive  the  necessaiy  number  of  kemels  for  a  hill  oi  com. 

Claim. — Planting  com  m  check  rows,  by  means  of  the  planting 
slides  E,  worked  on  the  cross-bar  f. 
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To.  9,637, — Jomr  Maxwell,  of  Qulesville,  N.  Y. — Improvement  m 
KniMmg  JTo^jAi/Kfi— Patented  March  29th,  1853, 

This  improvement  pertaining  to  knitting  looms,  consists  in  the  erec- 
on  of  two  stiMidardfl  upon  the  back  ends  of  the  half  jacks ;  these 
landards  rising  high  enough  to  carry,  between  their  upper  bent  ends 
nd  the  bar,  springs,  strong  enough  to  keep  the  bar  firmly  down  upon 
le  tail  ends  of  the  jacks ;  and  is  termed  oy  the  inventor  the  locking- 
pparaiue.  (To  fully  illustrate  the  whole  machine  would  require 
xtensLve  drawing) 

Claim. — ^The  con^yu^ction  of  the  locking  apparatus  by  placing  stand- 
rds  upon  the  back  ends  of  the  half  iaftks ;  to  carry  springs,  which 
egolate  the  pressure  of  the  bar  upon  the  jacks ;  in  combination  with 
n  apparatus  for  raising  said  bar,  &c. 

f  0.  9,638. — John  McAdams,  of  Boston,  Mass. — Improvement  m  Mor 
chineryfor  Paging  Books, — Patented  March  29th,  1853. 

The  operation  of  this  machine  is  as 
Before  commencing  to  page 
,  both  the  type  chains  are  inked 
:9k  band  inkmg-roller,  and  the 
are  carried  along  until  the  fig. 
I^e  upper  chain  and  the  number 
j  preceoing,  1,  of  the  lower  chain 
3ught  opposite  each  other  ready 
_  __j  impreesion.  The  book  is  then 
aid  upon  the  table  b,  with  the  covers 
amea  back.  It  is  placed  in  such  a 
ofiition  that  when  the  leaves  are  ex- 
)nded  naturally,  they  will  be  in  proper  relation  to  the  types  which  are 
)  give  the  impression^  so  as  to  print  the  number  in  the  right  place  on 
le  page.  The  operator  sitting  in  front  of  the  machine  leans  his  right 
rn^  upon  the  book  to  hold  it,  and  seizes  the.  whole  mass  of  leaves 
i^  ta^  right  hand,  by  the  comer  next  the  printing  apparatus,  and 
ends  tiiem  up  out  of  tne  way,  as  seen  at  a.  The  first  leaf  then  to  be 
aged  is  detached  by  the  left  hand,  and  placed  between  the  tongue  f 
ad  tihe  upper  chain  e  carrying  the  even  figures,  the  leaf  being  ex- 
?nded  to  its  natural  position,  de  impression  is  then  given  by  the  foot, 
hidi  prints  upon  the  upper  side  of  the  leaf  Ae  number  2.  The  foot  is 
len  raised,  which  permits  the  jaws  to  open,  and,  bv  the  operation  of 
le  ratchets  and  their  appendages,  each  of  the  shaus  d  is  turned  one 
mrth  of  a  revolution,  which  lyings  tlie  next  number  in  each  chain 
>  the  proper  position- to  be  pnnted.  The  leaf  printed  by  the  above 
peration  is  then  passed  below  the  touj^e,  to  receive  an  impression 
rom  the  lower  chain  carrying  the  odd  figures. 

Claim, — ^The  employment  of  a  square  rotating  shaft  d  as  a  bed  for 
he  odd  numbers,  and  the  shaft  d'  as  a  bed  for  me  even  numbers  of 
he  types,  in  combination  with  tongue  f  as  a  platen  to  both  sets  of 
ypes,  the  same  being  operated  by  the  treadle,  ratchet,  and  pawls,  so 
IS  to  enable  the  operator  to  print  the  odd  and  even  numbers  of  a  book 
by  a  single  movement  of  the  treadle. 
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No.  9,639. — James  H.  Swett,  of  Boston,  Mass. — Irrmrovement  of  Oia 
Die  RoUers  in  Spike  Machines. — Patented  March  29th,  1853. 

The  nature  of  this  invention  consists  in 
skewing  the  shafts  or  axes  of  the  rotary 

1)ointing-dies,  so  that  they  shall  stand  ol)- 
iquely  towards  each  other  in  their  vertical 
lines;  and  bevelling  off  the  faces  of  the  dies 
at  or  about  the  same  inclination  at  which 
the  shafts  stand  to  each  other,  for  the  pur- 
pose of  forming  a  square  clos^fitting  space 
m  front  of  the  dies,  or  where  the  l)lank  is  fed  in,  and  spreading  the 
dies  in  the  rear  or  behind  where  the  spike  is  pointed,  to  relieve  it,  and 
allow  the  nippers  to  take  it  from  the  dies  without  inlury  to  the  spike, 
and  with  certainty  of  action.  See  fig. :  a  and  b  are  tne  shafts ;  c,  per- 
manent flange ;  d,  ring;  e,  die  holder ;  f,  dies  of  steel ;  g,  ring  to  hold 
the  whole  in  place. 

Clmm,  — The  above  description  contains  all  that  the  inventor  claims. 


No.  9,640. — Geoeoe  TEtAEYSEB,  of  Cincinnati,  Ohio. — 
Irmrovement  in  Vertical  Pia/no  Fortes, — Patented 
March  29th,  1853. 

This  improvement  consists  in  changing  the  tuning- 

Eins  to  a  different  position  from  that  occupied  by  them 
itherto,  to  wit :  below  the  lower  edge  of  the  sound- 
ing-board, as  shown  in  the  figure,  representing  a  section 
of  the  improved  piano :  <Z,  is  the  position  of  the  tuning 
pins ;  i,  tne  sounding-board ;  ^,  tne  string ;  j^  the  ham- 
mer ;  A,  the  damper. 

Claim. — ^The  construction  of  a  vertical  piano,  having 
the  tuning  pins  placed  below  the  lower  edge  of  the 
sounding-board. 


No.  9,641. — ^Thomas  C.  Thompson,  of  Ithaca,  N.  Y. — Improvement  in 
Sevmig  Machines. — ^Patented  March  29th,  1853. 

The  nature  of  this  invention  consists,  first,  in  charging  the  race  or 
shuttle  with  magnetism,  for  the  purpose  of  keeping  the  shuttle  in  per- 
fect contact  with  the  face  of  tne  shuttle  race,  without  the  use  of 
springs,  or  holders  of  any  kind,  whilst  at  the  same  time  "  I  insure  the 
taking  up  of  every  stitch."  Also  in  making  the  shuttle  with  a  lunged 
cap,  tor  the  more  readily  placing  therein  and  retaining  of  the  bobbin 
or  cop  which  is  used  without  a  spindle  or  spool,  the  thread  being 
drawn  from  the  inside  of  the  cop  or  bobbin,  by  which  means  a  unitbrm 
strain  or  tension  is  preserved  on  the  bobbin  or  cop  thread. 

CloA/m. — ^The  magnetic  shuttle  and  race,  one  or  both,  for  the  pur- 
pose of  keeping  the  shuttle  in  perfect  contact  with  the  face  of  the 
shuttle  race,  without  the  use  of  springs  or  any  other  device,  and  there- 
by insuring  the  securing  of  every  stitch. 
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Also,  the  curved  and  hinged  cap,  in  combination  with  the  shuttle, 
•  confine  the  cop  in  the  shuttle. 

Also,  the  use  of  a  cop  without  a  spindle  or  spooler,  in  combination 
1^  a  shuttle  or  its  equivalent,  when  the  thread  is  drawn  from  the 
ppe  of  the  cop,  by  which  means  a  uniform  draught  on  the  cop 
mnA  is  retained,  as  it  is  drawn  out  from  the  shuttle. 

1^  »,642. — Matthew  Walker,  Matthew  Walker,  Jr.,  &  Daniel 
%  Walker,  of  Philadelphia,  Pa. — Improvement  m  Wire  Fences. — 
Patented  March  29th,  1853. 

This    invention    consists 

liefly  in  so  arranging  the 

K)p-fa8tenings  b  for  wire 

inces,    that    the    hook    a 

lall  be  within,  and  sustain- 

i  by  the  mortise  in  the 

ost,  as  shown  in  the  figure, 

L  such  manner  that  a  great 

upon  the  wire  shall  not  cause  the  wire  to  open  out  or  spread, 
[uently  the  case  with  the  hook  and  eve  under  other  arrange- 
Also  an  improvement  in  the  form  oi  the  iron  posts  for  such 
I,  making  the  line  posts  of  wrought  iron  in  a  concavo-con- 

aif^fbrm,  for  the  purpose  of  steadiness,  strength,  and  comparative 

riyDess,  and  the  corner  posts  of  angle  iron,  for  similar  purposes. 

^Bwivel  screws  for  tightening  the  fence  and  other  parts  are  well 

tSamh. — ^The  arrangement  of  the  hooks  within  the  mortises,  so  that 
ie,j»rts  of  the  hook  shall  be  sustained  and  kept  from  spreading  by 
le  mortise,  while  a  strain  upon  the  wires  tends  to  steady  the  posts. 


Q.  9,643. — John  H.  Bloodgood,  of  Kahway,  N.  J. — Lrvprovemewt  in 
the  process  of  forming  Yam,  hy  Felting, — Patented  April  5th,  1853. 

The  nature  of  this  invention  consists  in  the  production  of  a  strong 
Ited  roving  or  untwisted  thread  of  wool,  capable  of  being  employed 
r  warp  or  weft  in  making  woven  cloth,  or  for  knitting,  sewing,  and 
her  purposes.  The  object  of  liiis  improvement  is  the  making  ofwool- 
n  threaa  suitable  for  the  above  purposes,  at  less  expense  than  by  the 
"oc^s  hitherto  in  use  for  the  purpose,  and  of  greater  strength.  This  is 
Tected  by  passing  the  rovings  through  steam,  and  giving  a  rolling  rub- 
ng  motion  to  the  thread,  whereby  the  rovings  are  felted. 
Claim. — ^The  formation  of  thread  or  yam  from  woollen  rovings,  by 
e  process  of  felting,  instead  of  spinning  or  twisting. 


o.  9,644. — ^Thomas  D.  Burrall,  of  Geneva,  N.  T. — Improvement  in 
the  Orcdn  Reaper. — Patented  April  5th,  1853. 

This  invention  is  confined  to  that  part  of  the  harvester  called  the 
pron  or  platform,  and  consists  of  a  device  for  enlarging  the  platform, 
>  as  to  rake  off  the  grain  from  the  side,  instead  of  the  rear  of  the 
lachine,  by  splicing  it  with  a  sort  of  triangular  piece ;  and  to  a  pecu- 
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liar  device  for  gearing  and  ungearing  the  connexion  of  the  cutter 
and  drivingwheel.  ^ 

Cfetm.— ^Phe  additional  apron  to  con- 
vert the  usual  rear  discharge  into  a 
side  discharge  of  the  cut  grain.  Also, 
the  combination  of  the  curved  supports 
and  the  adjustable  journal-box  piece, 
to  preserve  the  relative  positions  of  the 
cogs  in  the  mitre  gearing,  and  at  the 
same  time  allow  of  raising  and  depress- 
ing the  driving  wheel. 


No.  9,645* — John  E.  Gbane,  of  Lowell,  Mass. — Improved  Sdf-adinij 
Chain  Stopper. — ^Patented  April  5tii,  1853. 

This  improvement  consists,  of 
u  metallic  rid^  secured  to  the 
deck  of  a  vessel,  near  the  hause- 
hole ;  and  a  pawl  secured  to  the 
bulwark,  or  knight-head  (or 
other  suitable  support),  in  such 
a  position  that  its  acting  end  will  fall  upon  the  top  of  said  ridge.  The 
riage  is  placed  in  such  a  position  that  the  cable  in  its  passage  from  the 
hause-hole  to  the  windlass  must  pass  over  it.  Ears  rise  from  the  ex- 
tremities of  the  ridge  to  prevent  the  escape  of  the  cable  tiberefrom; 
and  the  operating  end  of  the  pawl  extends  the  whole  distance  between 
the  ears,  to  insure  its  action  upon  every  link  of  the  cable. 

Claim. — ^The  ridge  rising  from  the  deck  of  a  vessel  between  the 
hause-hole  and  the  windla^,  combined  with  a  heavy,  pawl  placed 
above  it,  whereby  each  moving  link  of  the  cable  is  turned  flatwise  in 
passing  over  the  ridge,  and  each  link  is  acted  upon  by  the  pawl. 


No.  9,646. — Solomon  Hornet,  Jr.,  of  Richmond,  Ind. — Impravemmi 
in  Ploughs. — Patented  April' 5th,  1853. 

This  improvement  in  ploughs  pertains  to 
the  construction  of  the  stanoard,  or  shank, 
and  the  method  of  securing  the  same  to 
the  beam  and  share.  The  object  is  to 
attain  greater  strength  and  durability. 
The  ends  of  the  bolts  and  the  nuts  are 
sheathed  within  the  shank,  thus  leaving  a 
smooth  unincumbered  surface  on  the  out- 
side. 

Claim, — Constructing  the  shank  a  hollow,  with  two  closed  ends, 
and  securing  the  same  to  and  with  the  share  b  and  beam,  by  means 
of  the  master  bolts  and  the  short  bolt  passing  throi^h  the  slot  in  the 
top  end  of  the  hollow  shank  a,  for  varying  me  position  of  the  shank 
with  the  beam,  and  giving  additional  security  to  the  fastening  of  the 
same.  , 
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p.  9,647. — William  H.  Lindsay,  of  New  York,  N.  Y. — Im/provemerU 
"  Fluid  Meters  and  HydravUc  BnaineSy^  <&c. — Patented  April 
'     1853. 

I  principle  or  character  which  distinguishes  this  invention  from 
a  machine  or  apparatus  acted  upon  by  a  fluid,  consists  in, 
^  peculiar  combination  of  devices  and  the  method  of  operation, 
*  \  the  secondary  engine  with  its  valves  is  actuated  and  governed, 
1  with  the  same  of  the  main  or  working  engine  and  its  valves, 
by  certainty  of  action,  smoothness  of  workmg,  durability,  and 
are  more  perfectly  attained  and  combined,  than  in  any  other 
ie  operated  bv  water,  or  other  non-elastic  fluid,  in  an  analogous 
aner."  Secondly.  In  the  meins  whereby  the  engine  and  valves 
re  protected  against  an  undue  amount  of  travel.  Thirdly.  "In 
le  peculiar  construction  of  the  sluice  or  gridiron  valves,  by  which 
ley  are  relieved  of  the  pressure  they  would  otherwise  be  subject 
Jti.  which  decreases  the  power  necessary  to  put  them  in  motion." 
'm. — Operating  the  valves  of  the  secondary  engine  by  the  main 
^  llirough  a  portion  of  their  movement,  ana  completing  the  same 
rh  the  medium  of  the  secondary  engine.  Also,  connecting  the 
aead  of  the  main  cylinder  with  its  valves,  so  tnat  these  valves 
rift  close  the  ports  of  the  main  cylinder,  in  case  the  working  parts  of 
he  secondary  en^ne  should  fail  to  do  their  duty.  Also,  ferming  a 
ecess  or  recesses  m  the  under  or  working  side  of  the  slide  valve,  in 
Jombination  with  the  secondary  openings,  through  the  seat,  or  in  the 
ide  of  the  port  or  ports,  for  the  purpose  and  in  the  maimer  described. 
Uso,  the  combination  of  the  bridge  in  the  cylinder  with  the  open- 
ags  in  the  plunger. 


0.  9,648. — ^Thompson  Newbuby,  of  Taunton,  Mbsr— Improvement 
in  the  Mode  of  Feedmg  Blamka  to  Sorew  Machinee. — Patented 
April  6th,  1853. 

Hiifl  improvement  consists  of  a  hopper  a  in  the 
ttom  of  which  is  an  oblong  opening,  extending 
arly  its  whole  length,  'mis  opening  is  sur- 
^EM^ed  by  a  flange  l^rming  a  spout,  into  which 
'^^^-^  a  slide  or  piston,  corresponding  with  the 
the  interior  of  the  spout.  A  siiflicient 
of  screw  blanks  are  put  into  the  hopper; 
the  slide  is  pushed  upwards,  the  screw 
fen  upon  it,  a  number  falling  with  their  shanks  down  in 


fn  the  top  of  the  slide,  and  are  thus  supported  perpendicularly 
ir  heads ;  the  slide  is  then  forced  gradually  up  by  the  bar  or  rod 


their 


till  the  flange  c  strikes  the  bottom  of  the  spout  in  which  it  works, 
id  by  the  continued  motion  of  the  rod  g  the  upper  portion  is  canted 
L  its  hinge  over  towards  a  permanent  spout  or  guide  h  affixed  to 
e  side  of  the  hopper,  into  which  it  deposits  the  blank,  by  sliding 
out  of  its  recess  or  slot.  As  the  rod  again  descends,  the  upper  part 
f  the  slide  is  closed  back  to  its  place  by  the  spring  i,  and  tinen  the 
rhole  slide  descends  again  for  a  fresh  supply  from  tne  hopper. 
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Claim. — ^The  sKde  as  herein  described,  passing  up  through  the  bot- 
tom of  the  hopper  in  the  manner  set  forth. 


1 


No.  9,649. — Henry  R.  Noli.,  of  Lewisburg,  Pa. — Improved  arrange- 
ment  of  Sash  Fastenings. — Patented  April  5th,  1853. 
This  invention  consists,  says  tlie  inventor,  in  so 
arranging  the  spring  catch  fastenings  for  window 
sashes,  that  the  spring  for  the  upper  sash  may  be 
commanded,  without  mterference  from  the  lower 
sash.     If  the  lower  sash  is  raised,  the  spring  of  the 
upper  sash  can  be  managed  without  droppmg  the 
lower  sash,     a  a'  are  thumb  pieces  ;  jp,  the  plate ; 
«,  the  stem  ;  g  g\  the  gallows  frames.    The  strap  h 
is  hinged  at  A,  in  order  to  insure  steadiness  of  mo- 
tion.    In  the  upper  sash  is  a  spring,  consisting  of  a  common  flat 
spring,  at  the  upper  end  of  whicli  is  a  friction  roller. 

Claim. — Arranging  the  spring  catch  fastenings  for  the  upper  and 
lower  sash  about  the  middle  of  the  frame,  in  such  manner  tnat  the 
upper  sash  can  be  managed  without  interference  from  the  lower  sash. 
Also,  the  particular  arrangement  of  the  attachments,  on  the  onejplaUd 
the  two  spring  fastenings,  consisting  in  the  spring  bar  b'  (through  which 
the  spring  bolt  k'  of  the  upper  sash  is  operateo),  with  its  hinge  joint 
in  rear  ot  the  spring  bolt  X:,  and  the  bar  ^,  and  bolt  k  of  the  lower  sash, 
by  which  I  gain  economy  of  room  and  a  cheap  and  efficient  action 
upon  the  two  sashes. 

No.  9,650. — Charles  James  Pownall,  of  Addison  Road,  England.— 
Imprffvement  in  the  Process  for  preparing  Vegetable  Fibre. — Patent- 
ed April  5th,  1853. 

Tlie  object  of  this  invention  is  to  deprive  fibrous  vegetable  substan- 
ces of  their  resinous  and  gummy  matters,  in  order  that  they  may  be 
separated  into  fine  fibres.  This  is  accomplished  by  subjecting  the  ordi- 
naVy  filaments  of  these  substances  to  the  action  of  a  macnine  constructed 
upon  the  well  known  principle  of  the  tuck  or  fulling  mill  which 
removes  the  gummy  matter,  and  then  to  the  carding  macnine,  to  sepa- 
rate the  fiax  or  other  fibrous  filament  into  finer  fibres. 

Claim. — ^The  mode  of  subjecting  fibrous  vegetable  substances  to  re- 
peated mechanical  pressure  and  the  action  of  a  stream  of  water  for 
the  purpose  of  depriving  them  of  resinous  or  gummy  matters,  and 
also  resolving  them  into  finer  fibres,  in  the  manner  above  described. 


No.  9,651. — Samuel  Rust,  of  New  York,  N.  Y. — Improvement  in 
*  Sector  Presses. — Patented  April  5  th,  1853. 

•This  press  consists  in  the  employment  of  two  sectors,  d  c,  working 
face  to  face,  o  only  being  eccentric,  and  the  other  an  arc  of  a  circle, 
the  concentric  sector  working  on  a  centre  or  axis  which  is  fixed 
during  the  pressing  operation,  and  the  eccentric  sector  havine  the 
punch  B,  or  other  appendage,  to  which  the  motion  is  given  to  ootain 
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fie  presBTire,  hinged  to  it  at  its  centre  or  axis,  and 
aving  one  or  more  bearing  pieces  f  f  attached,  of 
ich  form,  and  in  such  position,  that  as  the  sector 
;  returned  to  relieve  tne  punchy  or  equivalent  of 
le  pressure,  the  said  pieces  will  be  Drought  in 
ontact  with  a  suitable  rest,  at  h  A,  upon  the  press 
■ame ;  and  bv  causing  the  axis  of  the  sector  to  be 
niwn  up,  or  back  in  tne  opposite  direction  to  that 
I  which  it  moves  to  give  tne  pressure,  it  will  raise 
I  draw  back  the  punch,  or  other  pressing  append- 
ix. The  power  is  applied  to  the  eccentric  sector 
jPrv  the  lever  H. 

^  C&ziTJj^— One  or  inore  bearing  pieces  f  f.  at  the 
Ides  or^  front  of  the  eccentric  sector  c,  acting ' 
ipon  any  fixed  point  or  rest,  as  at  A  A,  on  the 
>re8s  frame,  for  the  purpose  of  raising  or  withdrawing  the  punch 
>r  pressing  appendage,  by  power  appEed  to  the  sector,  in  tne  re- 
verse direction  to  that  by  which  the  pressure  is  given.  Also,  allow- 
ing the  eccentric  sector  a  sufficient  amount  of  motion,  directly  in  the 
line  of  the  pressure,  to  enable  it  to  follow  and  always  keep  in  contact 
and  in  proper  relation  to  the  eccentric  sector. 


No.  9,652.— ^Elliot  SAVAOE^f  Berlin,  Conn. — Imprc^ed  Machme  for 
Ouhing  the  Threads  of  Wood  Screws. — Patented  April  5th,  1853. 

[Extensive  drawings,  and  a  very  lengthy  description  would  be 
tecessarv  to  convey  an  intelligible  idea  of  the  construction  and  ope- 
fttion  of  this  invention.] 

Claim. — ^The  endless  elongated  chaser,  as  constructed,  and  made 
>  tarn  and  move  on  a  pin  or  its  equivalent,  and  to  act  against  a  screw 
lank,  while  in  rotation  and  movement,  as  specified.  Also,  the  feed- 
\g  cam  or  apparatus,  as  applied,  so  as  to  be  operated  by  the  chaser, 
id  feed  it  forward  against  the  screw  blank.  Also,  the  movable  rail 
id  groove,  together  with  mechanism  for  elevating  and  depressing  the 
111  1  the  mechanism  for  such  purpose  being  the  two  grooves,  and  their 
iclined  planes,  and  the  stuos,  and  the  springs  of  the  rail.  Also^ 
echanism  for  withdrawing  the  driver  from  the  head  of  the  screw, 
•  releasing  the  screw  from  the  machinery  by  which  it  is  put  in 
station ;  mechanism  for  removing  the  cut  screw  from  the  endless 
laser,  and   presenting  another  screw  blank  to  the  operation  of 

as  described.  The  mechanism  for  restoring  the  driver  and  other 
arts  to  their  correct  position,  to  again  set  in  motion  the  screw 
atting  machinery ;  the  machinery  as  described  for  actuating  the 
river,  being  a  cam,  a  pitman,  a  rocker  shaft,  bent  arm,  and  forked 
Bver ;  that  for  removing  the  cut  screw  from  the  chaser  and  present- 
Dg  it  to  a  fresh  screw  blank,  being  the  rotary  blank  holder,  tne  gear 
?neel,  and  the  arms;  that  for  restoring  the  parts  to  their  correct 
>06ition,  to  again  set  in  motion  the  screw  cutting  machinery,  being 
the '  pitman  and  the  spring,  the  whole  being  applied  and  made  to 
rate  together. 
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No.  9,653. — ^William  Smith,  of  New  York,  N.  Y. — Improvement  in 
Weaving  Corded  Fabrics, — Patented  April  5th,  1853. 

The  object  of  this  invention  is  to  furnish  means  for  weaving  £abri(s 
formed  by  a  centre  warp  of  India  rubber,  for  corrugated  elastic  goods, 
or  any  similar  warp,  which  is  inclosed  by  a  fabric  formed  on  each 
side  of  it,  by  filling  from  two  shuttles,  one  passing  above  and  the 
other  below  the  centre  warp,  which  is  stationary,  the  sbeds  being 
formed  by  iipper  and  lower  warps,  worked  in  any  usual  manner. 

Claim, — ^The  process  of  forming  a  fabric,  by  the  combination  of 
stationary  and  movable  warps,  witn  two  weft  threads,  passed  simulta- 
neously through  the  two  sheds,  formed  above  and  below  said  sta- 
tionary warps ;  the  wept  threads  being  held  in  place  in  the  manufic- 
ture  of  stationary  warps  by  the  movable  warps.  • 


No.  9,654. — ^WmLiAM  Mt.  Storm,  of  New  York,  N.  Y. — Imjnwed 
Process  for  Mixing  Air  amd  Steam  for  Actu<iting  Engines.— ¥9r 
i«nted  April  5th,  1853.  ^ 


The  improvement  in  this  method  consists  in  generating  the  steam 
from  graduated  quantities  of  water,  in  a  comparatively  dry  vessel  or 
"  heater,"  by  which  plan  the  amount  of  steam  formed  m  a  given  time 
may  be  controlled  sufficiently,  so  that  the  quantities  of  air  and  steam 
admixed  may  be  more  constantly  and  closely  proportioned.  In  the  fig. 
A  is  the  air-pump ;  b,  small  receiver;  c,  pipe  leaaing  to  water  charger 
D,  stuffed  with  fine  tangled  wires,  in  which  the  air  is  charged  with  Bie 
necessary  moisture ;  e,  charge  pipe  to  the  air  and  steam  chamber  o, 
also  stuffed  with  wire  mattress ;  h,  furnace ;  i,  fire  dome,  with  chim- 
nev ;  l,  heating  chamber  of  supply  water ;  m,  supplv  pipe ;  n,  pressure 
valve;  o,  steam  escape  pipe.  The  jet  pipe  p  leacra  the  heated  water 
into  chamber  d,  to  the  rose  in  the  charger ;  b,  the  closed  pipe  leading 
to  the  engine  cylindjpr. 

Claim. — ^Qeneratmg  the  steam  for  intermixing  with  the  air  or  other 
gaseous  body,  in  contact  with  the  latter,  the  air  or  gas  not  being  the 
hot  product  of  combustion,  nor  to  arrive  at  the  place  of  admixture 
from  direct  contact  with  any  body  of  fiiel  undergoing  combustion. 
Also,  the  plan  of  generating  the  steam  for  such  purpose  in  some 
(comparatively)  drj^  vessel  or  neater ;  the  water  from  which  the  steam 
is  so  generated  being  mainly  held,  while  evaporating,  in  suyp^ensum 
in  the  ^,  for  the  objects  specified ;  and  the  air  and  water,  to  that  end. 
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being  caused  by  some  adequate  means  to  meet  with  an  extensive  sur- 
face of  mutual  contact,  as  explained,  &c. 


No.  0,655. — Gregor  Trixks,  of  Jersey  City,  N.  J. — Impracevieiit  in 
Car  Brakes,— P^XenieA  April  5th,  1853. 

Tlie  nature  of  this  inven- 
tion consists  in  tlie  provid- 
inir  and  manner  of  operat- 
ing a  shoe  or  brake  frame, 
the  sides  and  ends  of  which 
are  parallel  to  tlie  truck 
fcime,  and  placed  either 
inside  or  outside  of  it,  the 
frame  being  provided  with  shoes,  which  stand  over  the  line  of  the 
irack ;  and  so  arranging  tlic  two  frames  that  their  entire  weight  may 
be  transferred  from  one  to  tlie  other,  and  so  that  when  the  train  is  in 
iiotion  the  truck  frame  shall  carrv  the  shoe  frame,  and  when  the  train 
s  to  be  stopped  the  shoe  frame  sfiall  support  the  truck  and  its  frame, 
>r  such  portions  thereof  as  the  emergency  shall  require,  raising  the 
.vheels  from  the  track,  and  allowing  the  shoes  on  the  brake  frame  to 
ilide  on  the  rails,  and  thus  retard  the  speed  of  the  cars,  and  that 
jvitbout  any  sudden  jar.  Tlie  shoe  frame  k  is  made  of  iron ;  c  o 
ire  stationary  catches,  into  which  the  hooks  a  a  on  tlie  ends  ot 
:lie  oscillating  shafts  catch,  and  support  the  shoe  frame.  When  the 
brake  is  at  rest,  a  lever  d  extends  rfown  from  each  shaft  J,  and  i{» 
dinged  to  the  rack  bar  ^,  so  tliat  the  rack  bar  e  is  moved  backward 
:ir  tor  ward  by  means  of  the  lever  /*,  an  oscillating  motion  will  be 
given  to  the  sliafts  h  6,  which  motion  tlirows  the  cam  hooks  ^  a  into  or 
out  of  connexion  or  operation,  and  raises  or  lowers  the  shoe  frame, 
so  that  the  shoes  i  i  thereon  shall  come  in  contact  with  or  slide  on 
the  rails. 

Claim. — St>  combining  tlie  shoe  frame  with  the  ordinary  truck  or 
car,  as  that  it  may  be  raised  or  lowered  by  the  operation  of  the  brake 
lever,  so  as  to  be  carried  l)y  the  truck,  or  to  receive  the  weight  of  the 
car  to  aid  in  applying  the  brakes,  and  so  that  the  wheels  shall  not 
come  in  contact  with  tne  shoes  but  be  free  to  turn.  Also,  giving  the 
truck  or  car  a  motion  independent  of  the  shoe  or  brake  frame,  by 
means  of  the  curved  inclined  planes,  or  their  equivalents,  on  the  shoe 
frame,  up  which  the  axles  of  the  trucks  may  roll,  by  an  easy,  swinging 
motion,  wdiilst  its  entire  weight  continues  to  aid  in  applying  the  shoe 
or  brake  to  the  surface  of  the  rails. 


No.  9,656. — John  J.  Updeoraff,  of  Selins  Grove,  Pa. — ImpravemeTU 

in  Stoves. — Patented  April  5th,  1853. 

This  improvement  consists  chiefly  in  arrangements  of  the  parts  of 
#ie  stove,  so  as  to  combine  an  extensive  radiating  surface  with  an  ex- 
tensive air-heating  surface.  Also,  other  arrangements  or  combina- 
tions for  the  economizing  of  heat.  (See  fig.)  a  is  a  central  air-heat- 
ing tube,  extending  from  the  base  of  the  stove  through  the  fire-pot 
to  the  top  of  the  stove ;  between  this  tube  and  the  fire-pot  an  annular 
11 
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space  is  left,  or  fire  chamber  e  for  the  coal.  The  pot 
is  so  cast  as  that  a  part  of  the  tubes  are  without  the 
tire  chamber,  and  so  as  to  be  joined  firmly  by  their  con- 
tinuous sides.  Tlie  air  enters  the  bottom  of  these 
tubes,  and  ascends  into  the  passage  c. 

Olaim, — ^The  combination  of  the  central  hot-air  pas- 
sage, the  annular  fire  chamber,  and  tubular  fire  pot,  for 
the  full  economy  of  heat.  Also,  the  combination  of 
the  outer  casing  p,  the  tubular  fire  pot,  and  central  hot- 
air  passage,  so  that  the  currents  of  each  may  all 
unite  and  co-operate. 


No.   9,657. — William    Berlin,  of  Berryville,  Va. — Improvement  in 
Harrows. — Patented  April  12th,  1853. 

Tliis  invention  (or  improved  har- 
row) is  constructed  of  two  frames, 
made  of  bars  or  straps  of  iron  from 
three  to  five  feet  long,  and  one  to  one 
and  a  half  inches  wide,  and  lialf  an 
inch  thick.  The  lower  frame  b  (see 
fig.)  is  attached  to  the  upper  frame  a 
by  studs  or  adjusting  bolts  c,  whereby 
the  lower  frame  can  be  elevated  or 
depressed,  so  as  to  lengthen  or  shorten 
the  drag  or  dip  of  the  teeth  d. 

Claim. — Constructing  a  double  frame-work  of  iron  bars  or  straps 
of  metal,  and  arraiiging  and  comhiriing  the  two  together,  by  graduat- 
ing bolts,  or  adjustable  screws  and  taps  o  (fig.  1),  by  whicn  means 
the  lower  frame  b  can  be  elevated  or  depressed,  and  the  teeth  length- 
ened or  shortened  in  their  drag  or  dip. 


fellows,   at  each 
twine  A  A ;  the  coils 


No.  0,058. — Edw^n  L.  Busunell,  of  Poudikeepsie,  N.  Y. — Improver 
went  m  Sprin/jf  Mattresses, — Patented  April  12tli,  1853. 

Tills  improvement  consists  in  connecting  the 
top  and  bottom  coil  of  each  spring  firmly  to  its 
point  of  contact,  with  strong 
at  the  angles  of  the  paral-, 
lelograms  having  two,  those  in  the  outer  rows 
three,  and  those  in  the  interior  each  four  liga- 
tures, so  that  the  whole  cluster  is  firmly  united. 
The  springs  thus  united  mutually  support  and 
keep  each  other  in  place. 

Ckiini. — ^Tlie  mode  or  principle  of  securing  the  springs  by  atta.ch- 
ino;  the  free  extremities  of  each  spring  to  the  terminal  coil  of  tlie 
adjacent  spring,  so  that  they  mutually  support  each  other  without  tht 
use  of  any  inflexible  frame  of  wood  or  otner  material ;  at  the  same 
time  that  in  rolling  or  folding  up  the  mattress,  the  outside  ends  ef  the 
springs  are  exposed  or  open,  while  the  inside  ends  contract  or  close, 
and  thus  it  may  be  rolled  or  folded  upon  itself,  or  compressed. 
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lo.  9,659. — ^H.  L.  Fulton,  of  Chicaji^o,  HI. — Irnprovemervt  in  Svvut 
*"  fachinss. — Patented  April  12th,  1853. 

ie  nature  of  this  invention  consists  in  the  employment  of  a  cir- 
r  collar,  or  prism-shaped  concentrator,  secured  to  and  round  the 
|er  periphery  of  the  concave  cr  outer  casing.  Tlie  concentrator 
I  placed  between  each  pair  of  revolving  scouring  plates,  and  in-  • 
iig  towards  the  centre  of  the  machine,  for  the  uui'pose  of  throwing 
{^  grain  (as  it  is  thrown  against  the  inner  periphery  of  the  casingj 
fek  towards  the  centre  of  the  machine  upon  the  inclined  fans  and 
second  scouring  plate ;  and  thus  the  grain  is  prevented  from  passing 
down  between  the  inner  periphery  of  the  case,  and  the  outer  pen- 
pheiy  of  the  revolving  dish-shaped  plates,  before  it  is  perfectly  cleaned. 
Also,  in  tlie  employment  of  the  revolving  dish-shaped  scouring  plates, 
in  combination  witn  the  prismatic  ring,  or  the  case,  for  the  purpose 
of  concentrating  and  directing  the  grain  from  one  beater  to  the  otlier. 
Claim. — ^The  circular  prismatic  shaped  brace  and  concentrator,  ar- 
ranged between  each  pair  of  revolving  scouring-plates,  and  secured 
to  tEe  inner  periphery  of  the  case,  for  the  purpose  of  concentrating 
the  grain,  ana  throwing  it  upon  the  second  scouring  plate,  and  pre- 
venting its  escape,  as  above  mentioned.  Also,  in  combination  with 
the  revolving  dish-shaped  plates  or  beaters,  tlie  prismatic  ring  for  the 
)urp<^e  of  concentrating  and  directing  the  grain  from  one  beater  to 
lie  other. 


N'o.  9,660. — Reuben  F.  Gustine,  of  Chicago,  111. — Improvement  i/ii 
Match  Splint  Machines, — ^Patented  April  12th,  1853. 

The  nature  of  this  invention  consists  in  split- 
ting the  block  for  matches  while  supported  on  a 
convex  surface  or  rest  i  (see  fig.),  by  means  of  a 
reciprocating  knife  c,  acting  in  the  line  of  the 
radii  of  the  convex  rest  i  ;  the  grain  of  the  wood 
in  the  line  in  which  the  split  is  required  to  be 
made  coinciding  with  the  radii  of  the  i^st  in 
which  the  knife  works ;  the  curvature  of  the  rest 
permitting  the  free  ends  of  the  splints  to  separate  without  obstruction 
whenever  the  knife  penetrates  the  block,  so  that  the  splitting  will  l>e 
effected  with  facility,  and  with  expenditure  of  a  small  amount  of 
power,  c  represents  the  reciprocating  knife ;  d,  the  belt ;  e  e',  pressure 
rollers;  i,  the  rest  roller,  with  a  feeding  ratchet;  </,  the  block  to  be 
spUt. 

Claim. — ^The  combination  of  the  reciprocating  knife  with  a  convex 
or  protuberant  rest  and  feeding  and  holding  mechanism,  and  the  pres- 
sure roller  e',  or  any  equivalent  therefor,  for  tlie  purpose  described. 


No.  9,661. — Jacob  J.  IlATcirER,  of  the  District  of  Spring  Garden,  Pa. 
— Improvement  in  the  Apparatxcs  for  testing  the  Genuiiicoiess  if 
Coim. — Patented  April  12th,  1853. 

The  nature  of  this  invention  consists  in  providing  a  case  or  cham- 
W  in  which  the  coins  may  be  permanently  held  between  a  movable 
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spring  bar  d  (see  fig.)  and  the  top  of  the  case,  in  such 
manner  that  when  one  coin  is  drawn  out  the  next 
will  rise  in  its  place,  and  so  on  until  all  are  raised 
and  drawn  out;  and  in  furnishing  a  coin-case  with 
a  weighing  or  gauging  apparatus,  so  arranged  as 
to  be  slid  within,  and  be  entirely  protected  by  the 
case,  when  not  in  use,  by  which  means  it  is  easily 
kept  in  order,  and  conveniently  drawn  out  when 
required  for  testing  coins,  a  represents  the  case;  b, 
spiral  spring;  d,  metallic  movable  pad;  e,  metallic 
pad;  F,  coin;  o,  slide  which  forces  out  the  coin.  In 
the  lower  case,  between  j)late  c  and  bottom  plate  j,  is 
a  sliding,  weighing,  or  gauging  apparatus  k  m,  which 
is  retained  by  the  screw  connected  with  the  bottom 
plate. 

Claim. — A  coin  safe  or  receptacle,  consisting  of  the  arrangement 
of  the  outer  case  a  ;  spring  b,  with  its  pad  for  holding  the  coin  up 
against  the  top  of  the  case ;  and  slide  o,  with  its  projection,  or  their 
equivalents,  for  forcing  out  the  coin  through  the  slot  provided  for  the 
purpose. 

No.  9,662. — Samuel  W.  IIawes,  of  Boston,  Mass. — Iinprovemeni  in 
Marmfa/ituring  liodn  OIL — Patented  April  12th,  1853. 

This  improvement  consists  in 
the  arrangement  of  tlie  ]5ipes 
fffA  ^^  ^  ^^  discharge  the 
oil  during  the  process  of  distil- 
lation, and  to  separate  it  from 
the  spirits,  acid,  and  naphtha. 
The  object  in  part  is  to  free  tlie 
oil  from  smell,  and  make  it  of 
a  better  color  and  quality  than 
wheii  manufactured  in  the  common  way.  a  represents  the  cast-iron 
still ;  tf,  a  rosin  reservoir;  e',  the  long  branch  extending  to  the  bottom 
of  the  still,  and  serving  to  blow  off  the  residuum ;  branch  &'  to  charge 
the  strll  with  rosin ;  J,  steam  pipe ;  ffff-^  pipes  connecting  with  the 
alembic,  of  about  7'ifiches  diameter;  k  kk  k,  are  small  coolers  con- 
taining worms  ;  x,  is  the  large  worm. 

Claim, — In  the  process  of  making  rosin  oil,  the  charging  and  dis- 
charging the  still,  by  means  the  same  in  principle  as  set  forth,  wherebr 
the  necessity  of  unluting  is  saved,  and  the  incrustation  of  the  still  is 

Srevented.  Also  the  separating  of  the  oil  from  the  more  volatile  pro- 
nets,  at  different  and  distinct  points,  remote  from  the  still,  instead 
of  discharging  them  all  together  as  heretofore  done,  by  means  of  the 
series  of  recurved  i)ipes,  in  combination  with  the  series  of  condensers 
attached  thereto,  as  set  forth. 


No.  9,663. — Simon  Inoersoll,  of  New  York,  N.  Y. — LrvprovemerU  i» 
Shingle  Machims, — Patented  April  12th,  1853. 

Tills  invention  relates  to  an  improved  machine  for  catting  shin- 
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ries  from  the  block,  and  giving 

Uiem  the  requisite  bevel,  at  one 

operation,  and   with   the  same 

niiichiue,  by  means  of  a  frame 

havi«g  a   reciprocal  rectilinear 

motion,  the  frame  having  a  knife 

on  its    upper  board  or  surface, 

which  splits  or  cuts  a  strip  from 

the  under  surface  of  the  block ;  the  strip,  after  being  cut  from  the 

bl'Kk,  is  thrown,  by  means  of  a  clasp  acted  upon  by  a  spring,  upon  the 

lower  board  of  the  frame,  when  it,  under  a  stationary  knife  or  cutter,  is 

given  the  desired  bevel,  and  thus  formed  to  the  proper  shape  for  a 

j^hingle. 
Tlie  employment  or  use  of  the  spring  clipper  k,  in  combination 

»rith    tlie   riving  knife,  constitutes  this   invention,     o,  is  the  block 

from  which  the  shingles  are  cut ;  f  the  bed  ;  ii,  the  stop ;  b,  the  frame, 

to  which  the  motion  is  communicated  by  the  crank  c ;  e,  'jie  knife ; 
K,  the  clamp  or  clipper,  upon  which  the  strip  cut  from  che  block  o 
falls  and  is  thrown  upon  the  bottom  board  d, 

Claim.-^T\\e  spring  clipper  k,  operated  as  described,  in  combina- 
tion with  the  riving  knife,  for  the  purpose  of  insuring  the  complete 
separation  of  the  shingle  from  the  block,  and  at  the  same  time  throwing 
it  on  the  lower  bed,  in  position  to  be  carried  to  the  dressing  knives, 
by  the  next  advance  of  the  driver. 

Xo.  9,664.— Edward  A,  Tdttle,  of 'Williamsburgh,N.  Y ,— Improvement 
in  Hot  Air  Registers  and  Ventilators. — Patented  April  12th,  1853. 

Tliis  improvement  consists  in  ornamenting 
the  leaves  of  ventilators  or  registers ;  and  in 
so  arranging  the  leaves  as  to  dispense  entirely 
with  the  ornamental  top  plate,  now  employed. 
(S^e  fig.)  «,  a  leaf. 

Claim, — Constructing  the  leaves  of  a  regis- 
ter or  ventilator  with  projections  on  their 
surfaces,  to  form  an  ornamental  open  or  fret 
work  between  the  leaves,  when  they  are 
turned  with  their  edges  uppermost  or  par- 
tially so,  for  the  purpose  ot  dispensing  with 
the  separate  front  or  top  plate  of  ornamental 
open  work  now  employed  on  registers  and  ventilators. 


Xo.  0^665. — ^WnLLiAM  II.  Johnson,  of  Granville,  Mass. — Im/provem^ent 
in  Sewing  Machines, — Patented  April  12th,  1853. 

This  improvement  consists  in  the  construction  of  a  hollow  rotary 
clamp  composed  of  two  skeleton  disks  or  shells,  meeting  closely  at 
their  perimeters,  so  that  the  cloth  can  be  folded  in  the  interior  of  the 
clamp  while  the  seam  is  arranged  around  the  edge ;  this  clamp  being 
80  operated  as  to  render  the  machine  self-feeding. 

C7.a  '"^ — ^The  use  of  a  hollow  rotary  clamp,  for  holding  and  feeding 
doth  or  uu*cr  material  to  be  sewed. 
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No.  9,666. — ^Benjamin  Frakkun  Upton,  of  Bath,  Me. — Im^provenmA 
m  Mercury  Baths  for  Dagwfrreotyjpmg. — ^Patented  April  12di, 
1863. 

In  this  improvement,  the  heat  of 
the  lamp  is  received  by  the  cast 
iron  bottom  a,  which  is  made  in 
the  form  of  a  hopper,  b  is  a  wooden 
box  secured  to  a  ;  tlie  bottom  of  the 
latter  has  a  projection  w^  through 
which  a  screw  passes,  and  secures 
it  to  the  wooden  stau:i  c ;  and  from 
projection  i;  extends  a  knife-edge  lip 
downwards  into  a  recess  or  notch 
made  into  ti\e  upper  side  of  metal- 
lic rod  F,  resting  upon  a  knife- 
edge  or  lip  g.  G  IS  a  movable  plat- 
form regulated  by  screw  A;,  upon  which  the  lamp  e  is  placed.  The 
lamp  has  a  tube  allowed  to  play  freely,  and  suspended  to  llie  end  of 
rod  or  lever  f.  The  heat  received  by  the  bottom  a  and  the  mer- 
cury in  the  bath  will  cause  the  bottom  to  expand  lengthwise,  and 
tliereby  press  the  uppo'*  knife-edge  against  the  outer  side  of  the  upper 
notch  of  the  lever  ,  and  so  as  to  tilt  or  cause  the  inner  arm  of  the 
lever  to  rise  fl\a  lift  the  slide  tube  on  the  wick  and  diminish  the 
flame.  Shsuid  any  sudden  current  of  air  reach  the  bath,  or  any 
diminution  of  heat  take  place,  a  contraction  of  tlie  bottom  will  follow, 
wliich  will  cause  a  depression  of  the  lever  and  tube  whereby  the  flame 
will  be  increased. 

Claim. — ^The  improvement  of  combining  with  the  mercury  bath 
and  the  lamp  for  heating  it,  the  slide  tube  l  and  the  lever  f  (or  their 
equivalent),  so  that  by  the  expansion  of  the  bath  the  lever  may  be 
moved,  so  as  to  elevate  the  slide  tube  on  the  wick,  and  decrease'  the 
flame  and  consequently  the  heat  thereof,  and  thus  maintain,  or  nearly 
maintain,  equality  of  evaporation. 


Ko.  9,667. — Charles  Wilgus,  of  West  Trov,  N.  Y. — Impraoemeni  i» 
Clothes  Washing  Machines. — ^Patented  April  12th,  1853. 

This  improvement  consists  of  a  drum  or 
net  cylinder  o,  which  is  supported  by  roll- 
ers geared  togetlier  f  f  f  f,  working  a 
centre  cog  wheel  i;  the  pressure  rollers  L 
L  L  L  L  L,  are  made  to  yield  by  means  of 
springs ;  the  cloth  to  be  operated  upon  is 
brouSit  between  the  revolving  net  cylinder 
©  and  pressure  rollers  l  l  l  l. 

Claim. — ^Tlie  employment  of  the  revolv- 
ing feeding  net  cylinder  o,  in  combination 
with  the  two  sets  or  circles  of  rollers  f  f,  ^ 

and  L  L,  one  set  of  said  rollers  being  allow- 
ed to  yield  when  the  clothes  are  drawn  round  the  net  cyimder,  and 
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between  the  two  sets  of  rollers,  as  described ;  for  the  purpose  of  wash- 
ing clothes,  and  fulling  and  flocking  cloths. 


No.  9,668. — CHAitLES  GooDYEAB,  of  Ncw  Haven,  Conn. — Improvement 
in  mamMfaduring  Article  composed  of  Gutta  Perclia^  due. — Pa- 
tented April  12th,  1853. 

This  invention  consists  in  using  or  employing  sand,  pulverized  soap- 
«ioue,  plaster,  or  some  similar  granular  qt  pulverized  or  porous  mat- 
/ter,  or  moulds  made  of  porous  substances,  to  sustain  and  keep  the 
'Ibrm  of  moulded  or  modelled  articles  composed  of  caoutchouc  or  its 
compounds,  and  other  gums,  during  the  process  of  vulcanization,  in 
proper  shape  and  form.  The  caoutchouc  or  other  ^ms  are  taken  in 
a  green  state,  and  formed  into  the  exact  shapes  desired,  then  covered 
with  pulverized  soapstone,or  other  similar  granular  adhesive  powder ; 
they  are  placed  in  a  box  and  heated  to  200^  or  300°  Fahr.  from  3  to 
7  hours,  when  the  articles  are  vulcanized. 

CZaim. — ^The  above  description  sets  forth  the  claim  of  the  inventor 
substantially.  ^ 

No.  9,669.^-CrLLEN  WrappLE,  of  Providence,  R.  I. — Improvement 
in  Shaving  the  Heads  of  Screio  Blanks, — Patented  April  12th, 
1853.     Antedated  November  30th,  1852. 

This  invention  relates  to  the  method  of  shaving  the  heads  of  screw 
blanks,  and  consists  in  moving  the  cutter  that  performs  this  operation 
a^inst  the  head  of  the  blank,  in  ei*;her  a  curved  or  straight  line,  but 
always  in  a  direction  oblique  to  the  axis  of  rotation  of  the  blank,  and 
in  or  nearly  in  a  line  with  the  under  side  of  its  head,  so  that  the  pres- 
sure of  the  cutter  against  tlie  blank  may  be  mainly  in  the  direction 
of  its  Ic^^^th,  thus  avoiding  the  great  tendency  to  force  it  out  of  the 
jaws  by  lateral  pressure,  which  always  ex'sts,  when  the  tool  ap- 
proaches it  at  right  ani^les  to  its  axis  of  rotation ;  by  which  arrano^e- 
ment  the  use  of  a  rest  is  dispensed  with,  whicli  insures  the  production 
of  a  round  head  on  the  blank,  whether  the  wire  of  which  the  blank  is 
made  be  round  or  otherwise. 

Clmm. — ^The  method  of  shaving  the  heads  of  screw  blanks  by  caus- 
ing the  cutter  to  approach  the  blank  obliquely,  and  in  or  nearly  in  a 
line  with  tlie  under  side  of  the  head,  wliereby  the  use  of  a  rest  to 
support  the  blank  against  the  pressure  of  the  cutter  is  dispensed  with. 


No.  9,670. — Francis  A.  Calvert,  of  Lowell,  Mass. — Imprc/vetnent  in 
the  Feed  Motion  to  TF///y)?/J£';'^.— Patented  April  19th,  1853. 

Tlie  distinguishing  feature  of  this  improvement  consists  in  using,  in 
connexion  with  wliat  is  usually  known  as  the  Oldliam  Willower,  a 
set  of  feed  rollers,  to  which  an  intermittent  motion  is  imparted,  so  as 
to  feed  the  cotton  to  the  cleaning  cylinder  in  allotted  quantities,  from 
time  to  time,  and  distribute  it  evenly  over  the  cylinder ;  by  which  it 
becomes  more  quickly  and  thoroughly  cleaned  than  when  the  said 
allotted  quantities  are  fed  in  by  hand,  in  the  manner  now  practised. 

Claim. — ^The  combination  oi*  a  set  of  feeding  aprons  having  an  in- 
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tennittent  motion  imparted  to  them,  with  the  cleaning  cylinder,  for 
the  purpose  above  set  forth. 


No.  9,671. — James  M.  Cook,  of  Taunton,  Mass. — Tmprovemerd  foi 
Excluding  Dust  from  Railroad  Cars. — Patented  April  19th,  1853. 

This  improvement  consists  in  tlie  construction  and 
application  of  a  deflector,  made  to  extend  vertically 
up  against  the  outside  of  tUe  window,  and  horizon- 
tally underneath  the  window ;  the  vertical  part  being 
seen  at  a,  the  horizontal  at  h.  Tlie  guard  projects 
about  six  inches  from  the  side  of  the  car. 

Claim. — ^The  above  description  and  cut  fully  set 
forth  the  claim  of  the  inventor. 


4 


Xo.  9,672. — ^Phtneas  Emmons,  of  New  York  City. — Improvement  in 
Maohhiea  for  Planking  Eat  Bodies. — Patented  April  19tli,  1853. 

Thi^  improved  machine  is  constructed 
of  a  box  or  trougli,  in  which  two  rollers 
(see  fig.)  are  placed,  and  over  which  passes 
an  elastic  endless  apron  f  ;  and  combining 
the  same  with  a  circular  faced  rubber  g, 
arranged  on  a  rock-shaft,  so  as  to  produce 
a  rolling  and  pressing  of  the  hat  body  as 
it  passes  through  the  machine,  in  conse- 
(]^UQnce  of  a  revolving  and  vibrating  mo- 
tion being  given  to  the  endless  apron,  by 
pawls  working  from  a  cross-heacT  on  the  rock-shaft,  and  operating 
ratchet  wheels  c  c  on  tlie  carrying  rollers  of  the  endless  apron  f; 
thereby  producing  an  effect  analogous  to  that  obtained  by  shrinking 
or  sizing  wet  bodies  by  liand. 

Claim. — ^Tlie  combination  of  a  reciprocating  rotary  rubber  or 
pressor,  with  an  endless  elastic  apron,  so  that  by  vibrating  the  rubber, 
a  reciprocating,  intermittent,  diiferential  movement  is  given  to  the 
apron,  thereby  operating  on  both  sides  of  the  body,  ana  working  it 
forward  at  the  same  time. 


No.  9,673. — James  S.  Hartupee  and  Abram  Alexander,  of  Pittsburg, 
Pa. — rmproiJement  in  Machines  for  Rolling  Bar-Iron. — ^Patentea 
April  19th,  1853. 

Tliis  invention  or  machine  consists  in 
the  application  of  four  rollers  for  expand- 
ing bar-iron,  the  rollers  having  their  axles 
movable,  so  as  to  ex]:)and  or  contnict  the 
space  comprised  between  their  faces,  and 
thus  render  it  eniially  appropriate  for  the 
fiabrication  of  dinerent  sized  bar-iron.  The 
rollers  are  combined  or  applied  as  seen  in  the  figure ;  s  and  x  are 
horizontal,  and  o  and  m  are  tlie  vertical  rollers. 
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Claim. — ^Tlie  combiaation  of  the  iour  rollers  in  sucli  a  manner  that 
by  raising  or  lowering  the  upper  roller  s  (to  Ibrni  a  thick  or  thinner 
bar),  one  of  the  vertical  rollei*s  will  be  raised  or  lowered  with  it,  and 
at  tlie  same  time  the  perii>heries  of  all  the  rollers  be  kept  in  contact, 
and  in  their  proper  relative  positions  to  each  other;  and  also  by 
moving  the  lower  roller  t  endwise  in  its  bearings,  to  make  a  nar- 
rower or  broader  bar,  the  vertical  roller  will  be  moved  laterally  with 
it,  and  all  the  rollers  be  kept  in  contact. 


No.  9,674. — Alexandek  McPheuson,  of  New  York  City. — Improve- 
nunt  in  Stoves  and  lian^es. — Patented  April  19th,  1853. 

The  nature  of  this  invention  consists  in  combining  the  construction 
of  the  grate  with  the  mode  of  carrying  the  flues  down  the  ends  of  the 
ran 2:0  and  under  the  oven. 

Claim. — The  arrangement  of  the  vertical  end  flues,  and  diagonal 
cross-plate  under  the  oven,  for  causing  the  gas  to  traverse  the  entire 
surface  of  the  oven  of  the  cooking  range. 


Xo.  9,675. — John  H.  Manny,  of  Waddam's  Grove,  111. — Improvemeiit 
in  C alter- Fhujers  of  Harvesters. — Patented  April  19th,  1853. 

The  cutter-finger  is  made  of  two  . 
pieces  distinct,  a  and  b,  one  above  the  %^ 
other.  The  cutter  plays  between  these 
two  parts.  Tlie  object  of  this  invention  is 
to  keep  the  cutter  and  fingers  clear  of  all 
impediments,  as  wire-orrass,  straw,  grain,  or  grit,  in  the  openings 
through  the  fingers  which  form  the  race  or  guide  of  the  reciprocating 
cutter. 

Claim. — Constructing  the  lower  part  of  the  finger,  or  the  upper,  or 
both,  with  a  recess  on  either  side  in  front  of  the  finger-bar,  and  an 
angular  ridge  between  the  two  recesses,  to  cut  entangled  fibres,  where- 
by the  clogging  of  the  cutting  apparatus  is  effectually  prevented. 
Also,  constructing  the  lingei's  so  that  the  sides  of  the  upper  half  will 
overhang  those  of  the  lower  half,  the  cutter  playing  between  the  two. 


No.  9,676. — Samuel  Miller,  of  Washington  College,  Tenn. — Improve- 
mt  at  in  Cotton-seed  Planters. — Patented  April  19th,  1853. 

The  annexed  figure  represents  a  sec- 
tion of  this  planter.  Tlie  wheels  a  are 
attached  to  axle  n ;  in  the  hopper  d 
are  ribs  of  slats  e,  through  which  the 
teeth  or  spikes  o  of  the  cylinder  b  pass, 
K^>7  the  i)urpose  of  forcing  the  seect  out 
of  tlie  hopper  or  seed  box.  After  the 
MH^ls  are  forced  out  they  fall  upon  a 
gititle  or  hopper  ii,  and  then  into  the 
fiirrow  opened  by  plough  l  Two  shovel 
ploughs  L,  which  straddle  the  furrow, 
throw  the  earth  back  into  the  furrow,  covering  the  seed. 
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Claim. — ^The  combination  of  the  open  or  latticed  bottom  of  the  seed 
hopper,  with  the  teeth  on  the  axle  passing  through  them  into  the  hop- 
per for  the  purpose  of  drawing  or  forcing  out  the  seed,  bo  that  they 
may  be  drilled  mto  the  ground. 

No.  9,677. — ^Thompson  Newbctey, 
of  Taunton,  Mass. — Tmj/roved 
Machine  for  Pointing  and 
Threading  Wood-Screws. — ^Pa- 
tented April  19th,  1853. 

This  machine  is  too  complicated 
to  permit  of  a  concise  description. 
A  full  description  would  be  too 
voluminous  for  this  Report. 

Claim. — ^Tlie  detached  tool  posts, 
combined  and  arranged  with  the 
comb-arm  and  arm  for  carrying 
the  threading  tool. 


No.   9,678. — Amasa  Woolson,  of 

Springfield,  Vt.  —  Improvement 

in     Uig    Mills^   for    Dresdng 

C?<?^A.  — Patentee!   April    19tl^ 

1853. 

Tlie  operation  of  this  machine  is  as 
follows :  At  the  commencement,  one 
end  of  the  cloth  is  secured  to  the  roller 
J ;  it  is  then  passed  over  the  roll  el's  a,  as 
indicated  by  the  dotted  line  in  the  figure, 
coming  twice  in  contact  with  the  surface 
of  the  main  drum  c,  and  passing  be-' 
Tieath  the  rollers  a\  is  wound  upon  the 
other  roller  h'.  The  machine  bemg  now 
set  in  motion,  the  lever  w  is  moved  so 
a.-^  to  bring  the  wheel  s  into  gear  with 
the  wheel  d^  the  latter  is  revolved  in  the 
direction  indicated  by  the  arrow,  and  the 
cloth  is  wound  upon  the  beam  J,  and 
unwound  from    h' ;   the  main  drum   c 

rapidly,  conies  in  contact  witli  the  cloth  as  it  passes  at  the  points 
h'\  and  the  teaselling  is  effected.  In  order  to  the  more  perfect  pe 
formance  of  this  oi)eration,  it  is  necessary  that  the  surface  of  the  clot 
be  operated  upon  by  the  tea«els  longitudinally  in  both  directions.  F( 
tliis  purpose  the  cloth  is  detached  from  one  of  the  rollers  h  or  h\  an 
entirely  wound  upon  the  other  ;  the  auxiliary  carriage  is  then  revolve< 
revei-sing  the  positions  of  tbe  cloth  rollers  6,  b\  and  the  cog  gearin 
rf,  e.     The  operation  is  thus  revei'sed* 

Claim. — A  gig-mill  or  other  machine  for  dressing  cloth,  with  tl 
cloth  rollers  hung  in  a  revolving  carriage,  or  its  equivalent,  by  meai 
of  which  the  cloth  is  run  in  a  reversed  direction  through  the  machir 


in  the  meantime,  revolvin 
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without  the  necessity  of  unwinding  it  from  and  rewinding  it  upon 
the  cloth  rollers,  as  herein  before  practised. 


No.  9,679. — ^WnjjAM  Wickersham,  of  Lowell,  Mass. — Improvemfentm 
Sewing  Machmes. — ^Patented  April  19th,  1853. 

The  claim  of  the  inventor  will  enable  those  acquainted  with  sewing 
machines  to  understand  this  improvement. 

Claim, — ^The  combination  of  a  single  needle  and  two  thread  guides 
(carrying  separate  threads),  so  operated  that  during  one  passage  of  the 
needle  mrough  and  out  of  the  cloth  or  other  material  to  be  sewed, 
one  of  the  guides  shall  lay  its  thread  in  the  hook  of  the  needle,  each 
OTide  acting  alternately.  Also,  making  one  of  the  guides  with  a 
M>ng  slot,  for  receiving  the  thread  in  its  passage  to  ana  through  the 
other  guide. 

Also,  the  peculiar  mode  of  sewing  cloth  or  other  material  by  com- 
bining two  threads  with  the  fabric,  by  drawing  them  through  each 
other^  loops,  interlooping  them  in  plegma  stitches,  so  that  the  threads 
alternately  bind  each  other.  Also,  the  improved  arrangement  of  ap- 
plying the  closing  slide  of  the  hooked  needle  to  the  same  side  as  the 
barb  or  hook,  so  that  it  may  slide  in  a  groove  in  the  needle  or  carrier, 
parallel  to  the  motion  of  the  needle,  in  the  manner  and  for  the  pur- 
pose as  specified. 

No.  9,680. — Samuel  L.  Dana,  of  Lowell,  Mass. — Lnprovement  in  the 
Mode  of  Purifying  Rosin  Oil. — Patented  April  19th,  1853. 

The  oil  is  combined  with  an  alkaline,  earthy,  or  metallic  base,  by 
heating  in  an  open  kettle  with  constant  stirring  (one  pound  of  lime 
to  one  gallon  of  the  oily  product  of  rosin).  This  mixture  begins  to 
thicken  at  a  temperature  of  about  230^  Fahr.,  and  is  thickest  at  260° 
Fahr.  It  then  gradually  becomes  thin  and  liquid,  and  after  being 
kept  heated  about  eight  hours,  a  glutinous  mass  is  formed,  at  a  tem- 
perature of  about  360°  Fahr.,  which  when  cooled  becomes  a  plastic 
substance ;  this  is  distilled,  and  the  oil  is  freed  from  its  peculiar  odor 
and  fit  to  be  combined  with  sperm  or  other  oil  for  the  purpose  of  lu- 
brication. 

Claim, — ^The  above  described  operation  (for  the  purpose  therein 
set  forth)  fully  covers  the  claim  of  the  discoverer. 

No.  9,681. — Henby  Bessemer,  of 
Baxter  House,  Endand. — Im- 
proveinent  in  Sugar  Vrainers. — 
Fatented  April  26th,  1853. 

Tlie  annexed  figure  represents  a 
section  of  the  apparatus  for  carry- 
ing into  practice  this  mode  of 
cleansing  sugar  ;  J,  J,  hollow  table  ; 
i,  the  pipe  for  the  air  pump  to  form  | 
a  vacuum ;  n,  a  pipe  connected 
with  the  suction  punlp  to  carry  off 
the  fluid;  A,  wire-gauze  surface; 
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V,  shaft  with  pulleys  and  cog  wheel  on  the  other  end  for  the  purpose 
of  revohdng^the  hollow  table. 

Claim. — -The  combination  of  the  revolving  and  hollow  spreading 
table,  formed  with  a  wire  gauze  or  perforated  top  (and  connected  wim 
an  air-exhausting  apparatus),  the  spreading  mechanism,  the  water 
sprinkling  pipe  or  its  equivalent,  the  means  of  discliarging  the  water 
and  molasses,  and  that  of  removing  the  cured  sugar. 


No.  9,682. — Saxuel  Cook,  of  Brockport,  N.  Y. — Improvement  in  Smut 
J/aoA27i^.— Patented  April  26th,  1853. 


lU 


The  cylinder  and  screening  and  scouring  plates 
this  smut  machine  are  provided  with  holes, 
through  which  a  draught  of  air  is  drawn  into  the 
machine  by  fan-blowers  j  aud  l,  which  passes  through 
the  holes  and  brush,  and  so  that,  whilst  the  brush 
wheels  h  and  i  are  agitating  the  wheat  or  grain  on  D| 
the  plates,  the  draught  through  the  plates  will  carry 
off  all  the  finer  particles,  separating  the  full  wheat 
from  the  shrunken,  and  both  from  the  smaller  seeds, 
such  as  cockle,  chess,  <fcc.,  and  by  the  same  operation 
divest  and  separate  the  wheat  from  smut  and  other 
impurities. 

Claim, — ^The  construction,  combination,  and  ope- 
ration of  the  fan,  screening  plate,  and  brush  in  the  cylinder,  and  the 
openings  and  tubes  or  pipes  leading  therefrom ;  when  the  fan  is  placL^l 
below  and  the  brush  above  the  plate,  so  tliat  the  blast  created  by  tlie 
fan  shall  be  drawn  througli  the  plate,  and  also  when  the  cylinder  is 
provided  with  discharge  openings  and  tubes  for  conveying  off  the  full 
wheat,  the  lighter  grain,  and  the  dust,  in  separate  directions.  And 
this  is  claimed  whether  the  same  be  effected  in  a  single  cylinder  or  in 
two  or  more,  if  the  constructi'  •  aud  operation  are  substantially  the 
same. 


No.  9,683. — Ezra  Coleman,  of  Philadelphia,  Pa. — Improvement  in 
Machines  for  Folding  Envelopes. — Patented  April  26th,  1853. 

Tlie  claim  of  the  inventor  will  enable  those  acquainted  with  suni- 
lar  machines  to  understand  this  improvement. 

Claim. — ^The  lit\er,  which  acts  in  the  double  capacity  of  taking  the 
pa])er  from  the  package  to  the  folders,  and  holding  it  while  the  ends 
are  being  folded.  Also  the  foldera  in  combination  with  the  pedals,  in 
such  a  manner  as  to  hold  the  paper  by  the  end  foldei-s  pressing  it 
upon  the  bed  while  the  sides  are  being  folded,  the  connexiun  between 
the  pedals  being  through  the  medium  of  racks  aud  pinions,  ami  pul- 
leys, or  other  analoTOus  devices.  Also,  the  arrangement  of  a  roller  in 
combination  with  tne  handle,  by  means  of  arms,  rock-shafts,  and 
levers,  or  other  analogous  device ;  so  arranged  tliat  the  simple  action 
of  raising  and  lowering  the  handle  distributes  the  paste.     Also,  the 
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er  for  the  purpose  of  removing  the  paper,  after  it  has  been 
led. 


.   9,684. — RErBEX  Daniels,  of  Woodstock,  Vt. — Lnprovement  in 
?/m'^-6'w«€/*^.— Patented  April  20th,  1853. 

[Tie  object  of  this  improvement  is  to 
ipt  this  machine  to  the  cutting  of  brush 
i>d  and  twigs,  with  a  view  to  reduce 
m   to  a  granular  state,     d  represents 

straight  rotating  plates,  with  set  screw ; 
be  feeding  apparatus ;  e,  the  adjusta- 

bottoni  edge. 

Olaim, — The  combination  of  a  series  i|!^J 
straight  rotating  blades,  whose  cutting  t 
^es  are  equi-disiant  from  and  parallel  to  *^ 
omnion  axis  of  rotation,  and  hence  de- 
ibe  a  cylinder  when  they  rotate,  with 
ixed  blade  having  a  curved  edge  given  to  it,  and  corresponding  to 
ine  drawn  obliquely  on  the  cylinder  generated  by  the  rotating 
ides,  and  set  in  a  position  coinciding  with  that  line ;  whereby  a 
ies  of  straight  knives  on  a  cylinder  are  made  to  cut  obliquely,  or 
th  a  shearing  cut,  by  the  obli<]ue  adjustment  of  the  lixed  blade  only. 


).  9,fiS5. — ^William  P.  Merrtam,  Norman  C.  Harris,  William 
W^iikl:li:k,  and  Edwin  N.  MpniRiAXt,  of  Poultney,  Vt. — Improvernent 
In  th^  condrucilon  of  Candlesticks, — Patented  April  2(3 tn,  1853. 

Ihe  nature  of  this  invention  consists  in  so  construct- 
^  candlesticks  made  of  sheet  metal  as  to  save  the 
K>r  and  cost  of  brazing  or  soldering  the  parts  to- 
:lier,  as  has  heretofore  been  the  mode.  Also,  in 
ing  the  cost  and  labor  of  the  bolt  and  nut,  used 
•etofore  in  attaching  the  bottom  parts  to  the  baiTel. 
$0,  in  saving  the  cost  and  labor  of  cutting  a  screw 
the  stem  of  the  thumb  piece,  and  in  the  spring 
1  lifrer,  as  formerly. 

The  barrel  is  placed  in  a  disk  c  (as  shown  in  the 
ire),  secured  by  ring  n ;  to  pi*event  the  barrel  fn^ra 
n^  forced  in  there  s  a  plate  f,  inserted  at  the  bottom  of  the  barrel ; 
lifter  i  is  made  with  a  spring.     Hie  toj)  of  the  barrel  is  held  to- 
her  by  the  heading,  wliich  is  i)rovided  with  a  handle. 
Haha, — Tlie  mode  of  constructing  candlesticks  of  sheet  metal  sub- 
itially  as  described. 


.  9,086. — James  BoltT)n,  of  Richmond,  Va. — Improvement  in  Hot 
Or  Fay^naces, — Patented  April  2r)th,  1853. 


i?he  nature  of  this  invention  consists  in  packing  the  space  called 
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the  air  chamber,  between  the  stove,  furnace,  or  other  heating  contriv- 
ance, and  the  wall  which  incloses  said  chamber,  with  metallic  scraps 
twisted  into  a  s|)iral  form,  or  bent  into  other  shapes,  so  as  to  allow  a 
space  between  these  scrui)s  for  the  passage  of  air,  these  scraps  ])oss€8&- 
ing  the  property  of  conducting  heat,  and  absorbing  that  which  is  ra- 
diated, and  of  imparting  the^heat  to  the  air  within  the  chamber. 
Claim. — ^The  claim  of  the  inventor  embraces  the  above  description. 


No.  9,687. — Stephen  F.  Palmier,  of  New  York,  K  Y. — Imprmjement 
in  Towing  Apparatus  for  Canal  Boats, — Patented  April  26tli, 
1853. 

The  nature  of  this  invention  consists  in  arranging  a  drum  or  wheel 
with  a  winding  spring  upon  its  axle,  placed  in  the  rear  of  the  usual 
position  of  the  towing  post ;  the  perimeter  of  the  wheel  being  grooved 
80  as  to  admit*of  the  tow  line  being  wound  upon  it,  with  a  brake  ope- 
rat-ed  by  a  lever ;  whereby  the  taking  in  and  letting  out  of  the  line, 
and  the  slacking  of  the  line  in  passmg  boats  and  to  assist  the  team 
in  starting,  are  regulated,  causing  the  boat  to  move  moderately  for- 
ward as  the  line  unwinds  by  the  forward  movement  of  the  team. 

Claim, — ^Tlie  arrangement  of  the  wheel,  and  the  spring  wound  upon 
its  axle  and  fastened  to  the  frame,  with  the  brake  and  the  tow  line. 


No.  9,688. — ^Thomas  J.  Sloan,  of  New  York,  N.  Y. — Improvemerd  in 
Machines  for  Pointing  and  Threading  Screw-Blanis, — Patented 
April  26th,  1853. 

This  invention  consists  in  combining  in  an  organized  machine  a 
cutter  and  its  appendages,  for  forming  the  point  on  screw  blanks,  tdth 
the  chaser  or  cutter,  -svhich  cuts  the  thread  over  the  shank  and  pointed 
part  thereof,  down  to  the  point. 

Claim, — ^Tlie  above  literally  sets  forth  the  claim  of  the  inventor. 


No.  9,689. — ^Thomas  B.  Stout,  of  Kevport,  N.  J. — Improved  Potato 
i>%m— Patented  April  26th,  185*3. 

This  potato  digger  consists  of 
a  cylinder  b  (see  fig.),  having 
teeth  a  a  a^  so  arranged  as  to 
take  out  tlic  potatoes  from  the 
hills  or  drills,  o  is  an  inclined 
apron  which  conveys  the  pota- 
toes into  the  box  n.  The  apron  has  a  shaking  motion^  which  is  given 
to  it  by  the  cam  i  attached  to  the  side  of  the  cylinder.  To  die  cylm- 
der,  also,  cog  wheels  are  attached  on  both  sides,  which  gear  into  an- 
other set  of  such  wheels  attached  to  the  axle  d,  which  is  provided 
with  teeth  g  g^  which  mash  into  teeth  A  on  a  shaft  j  placed  at  ri^t 
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angles  to  the  axle  d,  and  running  longitudinally  with  the  frame.  This 
shaft  has  beaters  i  upon  it,  which  revolve  over  a  forked  cutter  k  ;  the 
beaters  force  the  vines,  weeds,  or  grass  against  cutting  edges  at  j  of 
the  forked  cutter  k. 

Claim. — The  cylinder  b  with  the  teeth  a  attached  to  its  periphery, 
in  combiliation  with  the  beater  i  and  forked  cutter  k;  tiie  cylinder, 
beaters,  and  cutter  being  constructed  and  arranged  in  the  manner 
described. 


No.  9,690. — Samuel  D.  TtumaKj  of  Seneca  Falls,  N.  T. — Improve- 
ment in  Badiators  far  Stoves. — ^Patented  April  26th,  1853. 

The  figure  represents  three  of  these 
radiators  differently  constructed,  and 
showing  the  position  and  shape  of  the 
tubes.  In  radiator  a^fff  represent 
a  series  of  flattened  tubes  or  pipes  ar- 
ranged within  a  case  <?,  which  may  be 
Df  Sieet  or  cast  iron,  of  cylindrical, 
jquare,  or  other  form.  These  pipes 
nust  be  made  of  sheet  iron  or  other 
netal  and  extend  from  the  bottom  to  the  upper  head  of  the  radiator, 
md  have  their  edges  rounded  for  the  twofola  purpose  of  allowing  an 
mobstructed  passage  to  the  smoke  draught  around  one  edge,  while  the 
>ther  edge  presents  but  a  single  line  of  contact  with  the  case  ^,  giving 
lie  largest  surface  for  exposure  to  the  heating  influence. 

In  the  radiator  J,  whicn  is  a  modification,  involving  the  feature  of 
he  sheet  iron  tubes  with  the  cast  iron  heads  and  flanges,  these  tubes 
ire  arranged  concentrically,  each  leaving  a  vertical  space  or  opening 
7h  ra  from  top  to  bottom. 

In  radiator  c  there  is  a  spiral  smoke-flue  A,  and  a  diminishing  air- 
space^/*, as  in  a  and  J. 

Claim. — Having  the  entrance  and  exit  passages  on  the  same  hori- 
sontal  line  with  the  radiator,  or  nearly  so,  and  at  or  about  the  position 
>f  the  line  of  the  middle  horizontal  section  of  the  radiator,  when 
mch  arrangement  of  these  passages  is  combined  with  a  series  of  flat- 
tened tubes  or  air-passages,  and  horizontally  winding  smoke-passages. 
A.lso,  in  combination  with  the  vertical  air-s^paces  and  smoke-passages 
formed  by  the  flattened  tubes,  the  successive  contraction  of  the  air- 
spaces ;  tnat  is  to  say,  the  air-spaces  varying  in  thickness,  or  in  the 
width  of  their  cross-section,  as  tliey  recede  from  the  source  of  heat ; 
each  tube  being  of  uniform  width  or  thickness  throughout,  but  nar- 
rower or  thinner  than  that  which  precedes  it. 


Xo.  9,691. — Alfred  J.  Watts,  of  Utica,  N.  Y. — l7n][/rovement  in 
Process  for  Preparing  Gold  for  Fillhuj  Teeth. — Patented  April 
26th,  1853. 

The  nature  of  this  invention  consists  in  dissolving  gold  in  mercury, 


184 


ANKUAL  REPOBT   OF  THE 


and,  after  treatment  by  heat  or  otherwise,  dissolving  out  the  mercBTj 
by  nitric  acid,  and  then  subjecting  the  now  conditioned  but  as  yet 
unfinished  gold  to  the  -action  of  a  particular  heat,  whereby  it  is  ren- 
dered coherent,  soft,  and  malleable,  thus  fitting  it  for  the  purpose  of 
filling,  teeth. 

Claim. — ^Tlie 'processes,  as  described,  of  preparing  or  crystallizmg 
gold  for  the  purpose  of  filling  teeth. 


No.  9,692. — ^D AVID  Marsh  and  Bennet  WmrxEY,  of  Fairfield,  Conn.— 
Improvement  in  Bice  Hvllers. Patented  April  26th,  1853. 

Tlie  grain  is  put  into  the  screen  1,  which  separates  the  coareer 
parts,  passing  through  into  Nos.  2  and  3,  and  into  the  runner  v. 
When  the  grain  has  passed  the  stones,  it  falls  into 
the  dentated  cylinder  o  d.  When  it  is  suflSciently 
beaten,  it  is  discharged  through  an  orifice,  and  passes 
oft'.tlirough  spout  »,  which  carries  it  through  a  current 
of  air  from  the  blower  f,  and  finally  falls  into  the  re- 
ceiver R. 

Claim. — ^The  two  dentated  cylinders  and  the  den- 
tated beating-arms  running  between  them,  to  be 
used  in  connexion  with  the  above  described  ma- 
chinery. 


No.  9,693. — Carl  Ludwto  Gran,  of  Hamburg,  Germany. — Improve- 
ment  in  Cementing  MaieriaU  for  Oi^xamental  Compmind^. — Pa- 
tented April  26th,  1853. 

Tliis  compound  is  made  of  the  curd  of  milk  mixed  with  30  per 
cent,  of  slaked  liine.  AVlien  in  a  semi-liquid  state,  the  materials  which 
are  to  give  the  character  or  color  are  mixed  with  the  preparation  of 
curd  and  lime.  To  produce  veneere,  or  imitations  of  wood,  saw-dust 
or  various  colored  chips  are  mixed  with  the  cement.  When  artificial 
stones  are  to  be  produced,  fragments  of  various  colored  minerals  or 
earth  are  substituted.  Articles,  such  as  ornaments,  &c.,  may  be 
moulded  of  this  preparation  or  compound,  and  thus  produced  at  much 
less  cxj)cnse  than  carving,  &c. 

Claim,. — ^The  method  of  making  artificial  veneers,  &c.,  by  combin- 
ing with  saw-dust  (of  various  colors),  or  the  equivalents  tliereof,  the 
curd  of  milk,  and  lime  or  its  equivalent,  after  these  latter  have  been 
triturated,  and  thoroughly  mixed,  and  reduced  to  a  semi-fluid  state. 


No.  9,694. — Robert  Adams,  of  London,  England. — ImproveTnerd  in 
Eevol&ing  Fire-amis. — Patented  May  3d,  1853. 

d^  a  spring  bolt,  when  pressed  forward,  comes  against  a  suitable 
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alder,  or  recess,  formed  on  the  hammer 
d,  and.   retains  it  back  while  the  revolv- 

clxamljers  are  being  charged,  c*  is  a 
d  on  tlie  trigger,  which  enters  any  of  a 
r\es  of  recesses  to  retain  the  magazine  in 
ace  ^wliile  the  discharge  occurs.  When 
le  trigger  is  pulled  back,  the  pear  c*  lifts 
le  hammer  to  a  sufficient  height  for  the 
ctioii  of  the  maiil-spring  j  to  give  it  suffi- 
ient  force  to  explode  the  cap,  and  the  sear  c* 
8  thrown  out  of  the  recess  e'  by  the  pro- 
lecting  angular  part  of  the  cock,  \iiien  the 
eock  is  forced  back  to  the  fullest  extent. 

ClaiTn. — Combining  with  the  frame  a  and 
the  hammer  ^,  the  spring  d  for  holding  the 
hammer  back.  Also,  the  sear  c'  attached 
to  the  trigger  by  a  swivel  joint  and  acting  on  the  hammer  e.  Also, 
the  stop  or  projection  c  on  the  trigger  for  holding  the  chambers,  in 
position  when  nring. 

No.  9,695. — ^RicHAHD  L.  Hinsdalk,  of  New  York  City. — Imprcyvememi 
in  Eldstio  Exercising  J/ixcVw/i^.-r— Patented  May  3a,  1853. 

This  machine  consists  of  elastic  bows,  (which  are  applied  in  such  a 
manner  as  tO  sustain  the  person  exercising,  and  tend  to  strengthen  the 
mnsclte  of  th0  body,  and  expand  the  cnest  of  the  operator),  and  a 
spring  platform  and  elastic  reciprocators. 

Clmm. — ^The  bows  on  their  hubs,  and  the  string  and  handles,  either 
done  or  in  combination  with  the  spring  and  viorating  platform,  as 
described.  Also,  the  elastic  reciprocators.  And  thirdly,  the  bows  on 
the  brackets,  or  their  equivalents,  either  alone  or  in  combination  with 
the  spring  platform,  for  the  purposes  of  vertical  exercise. 


No.  9,696. — GrEOKGE  Kendall,  of  Providence,  R.  I. — Irwj^ovement  we 
the  Manufactv/re  of  Candles, — Patented  May  3d,  1853. 

The  object  of  this  improvement  is  to  diminish  the  manual  labor  and 
expense  of  moulding  candles,  and  to  perform  manv  of  the  nicer  parts 
of  the  operation  automatically ;  which  is  accomplished  by  mounting 
the  moulds  upon  cars,  which  run  on  cross  railways  on  the  floor  of  the 
moulding  room.  By  running  the  car  into  an  oven,  the  moulds  are 
heated  to  about  the  temperature  of  melted  fat,  then  carried  by  the  car 
to  a  cauldron  of  melted  fat  6,nd  filled,  and  then  run  to  one  of  the  empty 
tracks ;  after  standing  until  cool,  they  are  removed  upon  the  car  to  an 
apparatus  by  the  aid  of  which  the  candles  are  drawn  at  one  operation, 
and  the  moulds  rewicked.  To  facilitate  the  transference  of  the  moulds, 
the  cars  are  carried  about  on  trucks  fitted  with  rails  at  right  angles  to 
the  track  on  which  they  run,  so  as  to  be  moved  in  any  direction  de- 
sired. 

Claim;. — The  arrangement  of  the  travelling  and  fixed  railways,  in 
combination  with  an  oven  for  heatinglthe  moulds,  a  melting  pot  to 
12 
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Srepare  the  &t  for  ^casting,  and  apparatus  for  drawing  the  cane 
•om  the  moulds. 

Also,  in  combination  with  a  series  of  moving  stands  of  moulds, 
counterpoised  hooks  or  their  equivalents  arranged  and  operatinj 
aid  in  drawing  the  candles  and  centring  the  wick  in  such  mannei 
to  dispense  with  much  of  the  care  and  skill  heretofore  required  for 
performance  of  this  operation.  Also,  an  elastic  or  vielding  cap 
the  lower  end  or  tip  of  the  moulds,  which  performs  tLe  two  functi 
of  stopper  and  friction-brake  to  stretch  me  wick.  Also,  the  ^ 
clamp. 


No.  9,697. — Daniel  Keto,  of  Washington,  "NT.  Carolina. — Impr 
ment  in  Manv/re  Cmis, — ^Patented  May  3d,  1853. 

The  object  of  this  invention  is  to  spread 
guano  or  other  manure  equally  on  the  sur- 
face passed  over  by  the  cart,  or  to  deposit 
the  same  in  hills  at  regular  intervals. 
Tliis  is  accomplished  by  having  on  the  axle 
on  one  side  of  the  cart  a  small  wheel  a, 
with  projections  g  on  its  rim;  in  the 
rear  of  this  wheel  there  is  a  bar  J,  with 
a  sprinff.  This  lever-bar  is  on  the  axle 
c,  on  the  middle  of  which,  and  in  the 
rear  of  the  middle  of  the  cart,  is  a  fixed  arm  d^  which,  by  mean 
another  arm  «,  works  the  feeding  or  measuring  box  f.  The  bo 
has  one  half  of  its  bottom  open,  from  which  me  charge  is  droj 
into  the  hill. 

Claim, — ^The  measuring  valve  apparatus  beneath  the  lower  hop 
in  combination  with  the  said  hopper,  for  discharging  manure  as 
forth,  &c. 


No.  9,698. — George  W.  Keid,  of  EvansviUe,  Ind. — Improvement 
Cam  SheUers.—YsAj&niQA  May  3d,  1853. 

This  improvement  consists  in  forming 
the  feed  hopper,  shelling  concave,  and  sepa- 
rator, in  one  connected  and  self-adjustable 
piece ;  and  in  the  peculiar  construction  of 
the  screens  for  the  separation  of  the  cobs 
and  other  refuse  :  c  is  the  cylinder,  j  the 
concave,  h  the  vertical  spring,  giving  the 
concave  complete  mobihty.  flie  grains 
fall  from  the  concave  upon  the  conducting 
shute/,  and  the  cobs  are  rolled  around  between  the  cylinder  and 
concave,  and  thrown  upon  the  combined  screens  g  and  A. 

Clmm. — ^Tlie  combination  and  arrangement  of  the  sloping  lonj 
dinal  slat-screen  y,  and  the  tranc>rerse  slat-screen  A,  for  me  rapid 
thorough  separation  of  the  com  from  the  cobs,  as  they  are  thr< 
from  the  concave  by  the  sh'el^g  cylinder  upon  these  screens. 
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^o.  9,699. — ^Pabis  J.  Steere,  of  Clieshire,  Mass. — Improver.ient  in 
McLchinea  for  Sawing  Barrd-Heads, — Patented  May  3d,  1853. 

In  this  machine  the  barrel  heads  are 
ut  by  two  dishing  circular  sa^irs,  which 
re  brought  in  contact  with  the  stuft*  to 
e  cut,  one  forming  the  short  or  upper 
-e^el  of  the  head,  and  the  other  the  long 
r  lower  bevel. 

Claim, — ^The  finger  t  in  combination 
rith  the  movable  shaft  d,  for  the  pur- 
pose of  converting  the  curvilinear  motion 
f  the  saw  into  a  rectilinear  motion. 


!fo.  9,700. — James  S.  Taylor,  of  Danbury,  Conn. — Improvement  in 
Machine  for  Shrinking  HatrBodies. — Patented  May  3d,  1853. 

This  machine  consists  of  any  suitable  num- 
yer  of  rollers  placed  nearly  horizontally 
ipon  a  frame  or  vat,  and  so  arranged  as  to 
bna  a  cavity  between  them,  of  sufficient 
dse  to  receive  the  hat  when  rolled  up,  after 
laving  been  partially  felted,  a  a  a  are  the 
•oilers,  6  the  vat,  and  c  the  cavity.  The 
■oilers  are  provided  with  pullevs,  and  are 
driven  by  means  of  a  cross-bana. 

Clmra. — ^The  process  of  shrinking  or  sizing  the  hat  bodies,  by  pass- 
ing them  loneitudinallv  into  or  through  a  chamber,  formed  by  placing 
several  cylinaers  or  rollers  (having  concave  or  other  denomination  of 
surfaces)  in  such  a  proximity  as  to  form  the  said  chamber. 


No.  9,701. — Charles  N.  Tyler,  of  Worcester,  Mass. — Improvertunta 
in  Repeating  Fi/re-OArma. — ^Patented  May  3d,  1853. 

The  principal  object  of  these  improvements  is  to  include  or  bring 
the  whole  lock  (except  the  trigger)  in  so  small  a  compass  as  to  be  con- 
tained within  the  stock. 

Claim. — Arranging  the  cock  in  such  a  manner  that  it  may  be  raised, 
md  will  stand  up  without  being  held  by  a  sear  or  catch,  and  may 
hen  be  gradually  lowered  again,  without  tripping,  to  fire  the  charge, 
)r  may  be  tripped  to  fire  the  charge,  at  the  option  of  the  operator. 

Also,  the  movable  stop,  operatea  upon  by  a  stud  or  button  protrud- 
v^  through  to  the  outsiae  of  the  stock,  in  combination  with  tne  fixed 
«gt  and  the  jack,  for  the  purpose  of  preventing  the  jack  being  thrown 
ar  enough  back  to  clear  the  tongue  through  which  the  trigger  acts 
ipon  it,  wherebv  the  escape  of  the  driver  or  hammer  is  rendered  im- 
[)os8ible  while  the  stop  is  m  operation. 

Also,  the  magazine  constructed  with  a  self-acting  driver  which 
places  the  cartridges  in  succession  in  front  of  the  discharger ;  and 
with  a  discharger  that  will  draw  itself  back,  and  place  the  pulling- 
rod  in  the  proper  position  for  transferring  the  cartridges  into  tne 
breech,  so  that  they  may  be  transferred  as  required,  by  simply  press- 
ing with  the  finger  upon  the  pulling-rod. 
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No.  9,702. — Samuel  R.  Wilmot,  of  New  Haven,  Conn. — Improee 
merU  in  Apparatus  for  Drawing  Water  a^id   Conveying  it  fnm^ 
WeUa,  <fe(?.— Patented  May  3d,  1853. 
This  apparatus  consists  of  a  bucket,  sus- 
pended from  a  car  running  upon  a  curved 
wire    track  a  (see    fiff.J,  the  car  b    and 
bucket  0  being  operatea  oy  means  of  a  cord 
D,  fastened  at  one  end  to  the  car,  and  held 
by  the  operator  at  the  other.    The  figure 
represents  the  mode  of  fastening  the  wire 
to  the  post. 

.  Claim. — ^The  projecting  stud  ^,  in  com- 
bination with  the  spring  ^,  and  grooved  pul- 
leys ff^  for  the  purpose  of  contracting  the  spring  e  by  the  weigbl 
of  the  bucket,  ana  causing  the  pulleys  to  grasp  firmly  the  way. 

No.  9,703. — ^Patrick  O'Reilly,  of  Reading,  Pa. — Imprcrveineni  in 
Bails  for  Railroads. — Patented  May  3a,  1853.  Antedate  1  No- 
vember 3d,  1852. 
The  improvement  consists  in 
dividing  the  ordinary  bridge, 
or  any  other  rail  having  a 
flangea  base,  by  a  longitudinal 
division  parallel,  or  nearly  so, 
to  the  top  of  the  flanges  and 
arch,  and  the  sides  which  join 
the  arch  and  flanges,  into  two 
layers,  plates,  or  haltVails,  of  near- 
ly equal  thickness  and  weight. 
One  is  applied  to  the  other  by  sliding  the  upper  one  over  the  under 
one,  until  the  end  of  one  is  opposite  tne  middle  of  the  other,  and  then 
riveting  or  otherwise  fastening  them  together  in  this  position,  so  that 
they  will  reciprocally  break  joint  with  and  support  each  other,  thus 
giving  greatly  increased  stiflness  and  strength  to  the  track. 

Claim. — ^Ijie  inventor's  claim  substantially  embraces  the  above 
description.  


No.  9,Y04. — J.  DunoN  Steele,  of  Pottstown,  Pa. — Improvemmt  i» 
Bails  for  BaUroads. — Patented  May  3d,  1853. 

The  nature  of  this  invention 
consists  in  making  a  rail  of  two 
parts,  and  which  is  composed  of 
a  flanged  bridge  or  u-shaped 
rail  of  usual  form,  resting  on 
an  interior  rail  or  splice  plate  of 
similar  external  form;  the  un- 
der side  of  the  arch  of  the  exte- 
rior rail  forming  a  groove  to  fit  over  the  arch  or  tongue  of  the  splice 
Slate,  and  the  flanges  of  the  one  resting  on  the  flanges  of  the  other,  said 
anges  being  fastened  together  by  rivets.  This  rail  has  a  double 
briage  and  double  base  so  far  as  the  interior  rail  or  splice  extends.. 
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Claim. — ^The  invention  above  described,  whether  the 
)nger  or  shorter,  or  tlie  tongue  or  rib  be  hollow  or  solid. 


189 

splice  be 


Jo.  9,705. — AsATTEL  G.  Bachelder,  of  Lowell,  Mass. — l7nr 
provemerU  in  Countersinks, — Patented  May  10th,  1853. 

Tlie  nature  of  this  invention  consists  in  a  collar  with  a  cnt- 
ing  lip  on  one  end ;  the  collar  is  provided  with  a  set  screw, 
o  as  to  fasten  it  in  the  position  aesired  upon  bits  or  other 
nstruraenta  for  boring,  so  as  to  counteraink  or  ream  the  hole 
vhen  it  is  bored  to  the  desired  depth,  at  one  operation,  a 
s  the  collar  with  the  cutting  lip. 

Cf^im.—An  independent  countersink  so  constructed  that 
it  may  be  used  on  oifferent  sized  bits  or  other  instruments 
for  borinff,  for  the  purpose  of  countersinking,  as  well  as 
ganging  the  depth  oi  the  hole,  at  the  same  time  it  is  bore  J. 


No.  9,706. — Kehemiah  Dodge,  of  Xew  York,  N.  Y. 
— Improvement  in,  Puinp  Valves, — Patented 
May  10th,  1853, 

This  improvement  consists  in  forming  an  arched 
valve,  the  curvature  of  which  is  the  same  as  that 
of  the  barrel  of  the  pump.  Its  form  may  be  thus 
described:  Suppose  two  planes  inclinecl  to  each 
other,  passed  through  the  barrel  of  the  pump,  then 
the  lines  x  x  will  represent  in  projection  the  seats  of 
this  curvilinear-valve. 

Claim.— An.  arched  valve,  formed  by  passing 
two  planes,  inclined  to  each  other,  through  a  semi- 
cylinder  of  the  same  diameter  with  the  bore  of  the 
Eump — ^the  sectional  valve  thus  formed  being 
inged  by  one  vertex  to  the  interior  of  the  bore. 


Xo.  9,707.— EvAN^  L.  Ev^vns,  of  Hartford,   Conn.- 
Wa^/iing  Machines, — Patented  May  10th,  1853. 


-Improvement  in 


This  machine  is  constructed  of  two  rubbers,  which  are  suspended  on 
bjuckets,  the  brackets  being  suspended  from  a  cross-bar  sustained 
imes.  One  of  the  rubbers  is  secured  to  the  lower  end  of  the 
tet,  while  the  other  is  suspended  on  a  similar  bar,  which  is  secured 
e  main  bar  by  a  hinge  which  allows  the  rubbers  to  be  drawn  to- 
ker  or  forced  apart  by  the  operation  at  pleasure.  The  operation  is 
^mned  by  means  of  an  apparatus  adapted  to  that  purpose.  These 
ilibbers  act  in  combination  with  other  rubbers  corresponoing  to  them, 
Tfhich  are  placed  directljr  under  them,  one  of  which  is  secured  firmly 
to  a  bar,  while  the  other  is  allowed  to  slide  freely  on  the  same  surface, 
which  admits  of  its  being  drawn  away  from  tne  one  which  remains 
stationary  (which  is  done  by  means  of  a  spring),  or  forced  against  it 
by  means  of  a  treadle  and  pulley.  The  bars  on  which  the  rubbers  are 
secured  are  supported  by. means  of  spiral  springs  nnder  them,  which 
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allow  the  bars  and  lower  mbbers  to  be  depressed  at  pleasure,  bj 
means  of  a  handle  provided  for  that  purpose. 

Clcdm. — ^The  combination  of  the  rubbers  and  rod  or  handle  fo 
opening  and  closing  the  rubbers,  it  being  the  same  handle  with  whidi 
the  ruboing  is  performed. 

Also,  the  combination  of  the  two  pairs  of  rubbers,  with  the  rabbere 
and  the  bars,  so  that  the  two  pairs  oi  rubbers  shall  each  of  them  gra^ 
the  cloth  and  rub  it  between  them. 


No.  9,708. — ^Thomas  S.  Minniss,  of  MeadviUe,  Pa. — Improvemeni  tn 
In/valid  Locomatme  Chcma. — ^Patented  May  10th,  1853. 

(This  improvement  is  sufficiently  explained  by  the  claim,  which 
conveys  a  general  idea  of  it.) 

Claim. — ^Tlie  combination  of  the  wheel,  axle,  and  shank  on  the  end 
of  the  projecting  arm,  by  which  a  central  support  is  given  to  the  frame 
within  the  dish  of  the  wheel — ^the  bearing  in  the  nub  being  central 
with  the  bearing  of  the  rim,  permitting  a  tree  lateral  movement  to  the 
wheel,  without  changing  its  point  of  support  to  the  frame,  and  enabling 
tibe  wheel  to  receive  any  shock  on  its  rim  with  firmness,  while  its 
plain  surface  is  left  unobstructed  from  the  free  movements  of  the  crank 
and  handle. 

Also,  the  arrangement  of  the  adjustable  handle,  which  can  be  used 
to  pull  the  chair,  or  as  a  guide  in  the  hands  of  the  invalid,  when  he 
wishes  to  propel  himself  with  his  own  hands.  (This  machine  may  be 
constructed  of  wood,  iron,  or  other  material.) 


No.  9,709. — Jonathan  W.  Morrhx,  of  Hampton  Falls^  N.  H. — Im- 
provemerU  in  Diiclmig  Machvrvea, — ^Patented  May  lOtii,  1853. 

This  invention  con- 
sists of  a  hollow  cut- 
ter with  three  sides 
or  vertical  cutting 
edges,  open  at  the 
top  and  bottom  and 
one  of  the  sides.  In 
connexion  with  this 
cutter  is  a  spade, 
turning  on  a  fulcrum 
pin  passing  through 
the  handle  of  the  cut- 
ter, which  is  also  connected  to  the  lower  or  walking-beam  by  mean 
of  a  connecting  link,  and  operated  likewise  through  the  weight  of  the 
operator  applied  to  the  lever  or  beam.  The  spade  is  intended  for  cut- 
ting underneath  the  sod,  and  is  made  to  enter  the  open  end  of  the 
box-shaped  cutter.  (See  fig.)  a  a  are  the  wheels  for  propelling  the 
machine ;  d  d  d,  square  box  of  cutter ;  r,  verticid  hanme  passing  up 
through  the  slot  o  of  the  beam ;  j,  the  spade ;  o  p  are  thin  strips  for 
guiding  the  first  sod  as  it  is  raised  by  the  second  sod,  and  also  for 
flirowing  it  on  the  side  of  the  ditch. 
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Claim. — ^The  employment  of  the  swinging  cutters  d  d  d,  in  com- 
bination witii  the  swinging  spade  J.  # 

Also,  the  combination  oi  tne  swinging  cutters,  swinging  spade,  and 
lever. 


Ifo.  9,710. — ^Enoch  Osgood,  of  Bangor,  Me. — Improved  Mode  of 
Fastening  Leather  ^^Zfe.— Patented  May  10th,  1853. 

The  object  of  this  improvement  is  ac- 
complished by  the  employment  of  metallic 
hooKS  and  eves,  on   tapering  screws,  in- 
serted into  the  ed^^  or  ends  of  leather  belting,  and  by  thig  means 
uniting  the  ends  oi  the  belting  closely,  and  making  it  run  smoothly. 

Claim. — ^The  application  of  the  tapering  screws  with  hooks  and 
eyes,  screwed  into  the  edffes  or  ends  of  leather  belting,  for  the  purpose 
of  uniting  the  edges  togeUier  as  above  described. 


No.  9,711. — John  W.  Richards,  of  Hoboken,  N.  5 .-^Improvem&nt  in 
Registering  Appa/rai/m  for  Printing  Presses. — Patented  May  10th, 
1853. 

The  nature  of  this 
in  >ntion  consists  in 
perii  itting  the  regis- 
tering points  to  be 
passed  through  the 
feed  -  boa  '•d  at  any 
point  within  a  given  area ;  which  is  accomplished  by  means  of  a  cir- 
cular plate  of  a  size  to  include  within  its  circumference  all  the  area 
necessary  for  registering  with  a  given  sized  press.  One  of  these  plates 
is  introduced  on  each  side  of  tlie  feed-board,  near  its  lower  ed^e,  and 
set  into  a  circular  rebate,  flush  with  the  surface  of  the  feeding-board ; 
and  each  plate  has  a  radial  slot  passing  through  it  and  running  across 
Hie  plate  a  little  further  than  the  centre  thereof.     By  rotatmg  this 

gate,  an  opening  at  any  position  can  be  obtained  within  the  circle, 
r  tlie  passage  of  the  registering  points.  The  figure  represents  a 
vertical  section  of  the  apparatus :  a,  the  impression  cylinder ;  J,  the 
Ibed-board  ;  ^,  a  cam  connected  with  a  rod  1,  actuates  the  rock-shaft  3, 
imd  by  the  arm  d  raises  the  ^oint  3  ;  c  is  the  circular  plate  in  which 
the  improvement  consists,  let  in  flush  with  the  face  of  the  feed-board. 
Claiiii. — ^The  circular  slotted  plate  ^,  let  in  flush  with  the  face  of 
the  feed-board,  and  fitted  so  that  it  can  be  rotated  to  bring  its  radial 
slot  into  any  desired  position  to  pass  the  registering  point.  Also,  the 
spindle  and  arm  connected  to  and  combined  with  the  circular  slotted 
plate  ^1^0  as  to  slide  verticalljr  when  actuated  by  competent  mechani 
cal  means,  and  project  the  pomt  3  through  the  slot  in  the  plate. 


Ko.  9,712. — John  P.  Sherwood,  of  Fort  Edward,  N.  Y. — Improv^^ 
ment  in  Machines  for  making  Wrought  Nails. — Patented  May 
10th,  1853. 

The  principal  features  of  this  machine  are  a  set  of  bevelling  rollers. 
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two  sets  of  cutting  and  pointing  apparatus,  with  their  appropriate 
Tieaters ;  and  a  reciprocating,  griping  and  heading  carriage,  ,whidi, 
trat^elling  to  -and  fro  between  me  two  sets  of  pointing  apparatus,  al- 
ternately ffripes  and  heads  a  pointed  nail-blank  at  each  of  its  extre- 
mities, and  witlidraws  it  from  the  pointing  apparatus.  By  this  ma- 
chine wrought  nails  may  be  formed,  either  from  nail  plate  presented 
sidewajs  to  the  dies,  or  from  nail  rods  presented  endways  thereto. 

Claim. — ^Tlie  combination  of  a  revolving  cam-drum  with  con- 
verging die  stocks,  moving  in  directions  oblique  to  the  axis  in  which 
the  cam-drum  revolves,  the  cam-drums  being  constructed  with  two 
curved  faces  meeting  at  an  angle  ;  the  whole  arrangement  being  snch 
that  dies  moving  at  right  angles  to  each  other  are  operated  by  a  sin- 
gle drum,  without  the  intervention  of  rods  or  levers. 

Also,  the  compound  gauge  and  nipper,  which  acts  as  a  gauge  to  regu- 
late the  breadth  of  the  nail  blank,  and  also  as  a  nipper  to  hold  it 
firmly,  during  the  action  of  the  pointing  die. 


No.  9,713. — ^I'REDEmcK  E.  Sickels,  of  New  York  City. — Improvemetd 
in  the  Mode  of  Operating  and  Controlling  the  jkudders  of  Steam 
F^^^;*.— Patented  May  10th,  1853. 

The  nature  of  this  invention  consists  in 
combining  with  the  steersman's  handle  and 
the  rudder  a  steam-engine,  so  arranged  as 
to  move  or  hold  the  rudder,  with  and  against 
the  force  of  the  propelling  engine.  The 
steersman's  handle  at  a  (see  lig.)  is  con- 
nected to  the  valve  motion,  so  that  in  mov- 
ing round  the  pin  €,  it  moves  the  valve  i 
and  o,  and  alternately  applies  and  releases 
tiie  power  from  each  of  the  pistons  q  and  k  ; 
thus  causing  the  engines  to  move  only  with 
a  motion  corresponding  to  the  motion  of  the 
steersman's  handle,  as  each  piston  q  and  b 
acts  as  a  check  to  the  other,  until  the  power 
is  applied  and  released  by  the  steersman.  In  holding  the  rudder  at 
midships,  for  instance,  the  engines  will  act  in  conjunction  with  each 
other. 

Claim, — Combining  the  steersman's  handle  and  the  rudder  with  an 
engine  so  arranged  as  to  move  or  hold  the  rudder  with  and  against 
the  force  of  the  propelling  engine. 

No.  9,714. — John  H.  Sntdeb,  of  Troy,  N.  Y. — Improvement  in  Mor 
chines  for  Making  Hook-headed  Spikes. — ^Patented  May  10th,  1853. 

The  figure  is  an  elevation  of  the  dies,  with  the  fixed  headii^  h'ps. 
This  machine  is  composed  or  consists  of  four  rotating  forming  dies, 
and  four  working  dies,  making  four  pairs,  two  on  the  main  shatl  h  and 
llie  other  two  on  the  other  shaft  c.  Each  pair  consists  of  what  the 
inventor  calls  a  "  former,"  on  the  wheel  q  of  the  shaft  J,  and  a  "  worker'* 
jp  on  a  wheel  on  the  shaft  o.  The  worker  has  a  flange  a' ;  t^  the  fiace  of 
the  worker  jp. 
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C7flRtm.rT— Rolling  wedge-pointed  spikes  between 
itating  dies,  so  formed  that  the  face  of  one  shall  be 
le  reverse  of  one  face  of  the  spike  when  formed, 
ad  the  face  of  the  other  die  to  coiTcspond,  in  the 
)tation,  with  the  other  face  of  the  spike.  AJso,  form- 
ig  hook-heads  on  spikes  by  roiling  from  the  point 
)wards  the  head,  to  force  the  surphis  metal  towards 
16  head;  and  tlien  bending  and  giving  the  form 
Bquired,  by  a  lip  on  one  of  the  dies  projecting 
»eyond  its  face,  so  that  it  shall  have  an  increased 
action,  by  reason  of  its  greater  radius,  to  give 
he  required  form.  Also,  in  combination  with 
he  dies  for  rolling  the  shank  of  the  spike,  making 
he  heading  lip  for  forming  the  head  movable, 
)j  forming  the  lip  upon  the  end  of  a  bar  adapted  to  slide  in  the  stock 
I  the  die.  Also,  in  combination  with  the  rotating  dies,  the  employ- 
Qent  of  the  slidiiig  cutter  and  carrier,  for  cutting  from  a  rod  the  re- 
[uired  lengths,  and  carrying  them  to  the  rotating  dies.  Also,  in 
ombination  with  the  rotating  dies,  the  slides  for  presenting  and 
3rcing  the  ends  of  the  rods  into  the  rotating  dies,  to  insure  the  proper 
osition  of  the  rod  in  the  dies. 


fo.  9,715. — George  A.  Whipple,  of  Newark,  N.  J. — Impraoemmi  in 
Manufadyrmg  MaUeahU  Iron. — ^Patented  May  10th,  1853. 


This  invention  consists  in  an  improved  method  of  decarbonizing 
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iron  ore,  in  mannfacturing  malleable  iron  directly  therefrom,  in  aro- 
verberating  fiimace ;  first  subjecting  it  to  the  ijrocess  of  deoxidation, 
by  which  tne  ore  is  brought  directly  to  a  pure  iron,  or'comparativelj 
so,  rendering  it  malleable,  and  preventing  either  the  red  or  cold  shaie, 
so  troublesome  to  iron  masters.  "  To  effect  this  I  bring  a  blast  of  atmo- 
spheric air  (says  the  inventor),  heated  or  otherwise,  upon  the  ore,  ao- 
cording  to  the  state  the  ore  is  in,  and  the  heat  required  in  each  pro- 
cess as  it  progresses  to  the  perfect  loop,  which  drives  out  the  carW 
and  unites  therewiUi,  and  also  during  the  process  removes  the  otiier 
impurities,  destroymg  or  removing  the  causes  that  produce  red  or 
cold  share  in  the  iron."  In  the  accompanyinfi;  figures,  a  is  a  fire 
chamber ;  a\  a  ffrate ;  J,  a  fire  bridge  built  of  fire  brick ;  d^  an  air-pipe; 
J  qq.  flues ;  ri,  hopper  on  the  table  o, 

dlcmri, — ^Forcing  down  upon  the  iron  ore,  from  the  roof  of  the  ht- 
nace,  in  the  different  stages  of  the  process  as  required,  and  on  the 
different  hearths,  atmospheric  air  eitner  heated  or  cold,  for  the  pu^ 
pose  of  decarbonizing  tne  ore  and  bringing  the  iron  to  nature,  or 
refining  it,  and  regulating  the  degree  of  heat. 

No.  9,716. — ^D.  TViNDEB,  of  Xenia,  Ohio. — Improvement  in  Locomo- 
tive Steam  Engines. — Patented  May  10th,  1853. 

The  object  of  this  invention  is  to  adapt  the  power  of  the  engine  to 
the  varying  resistance  presented  by  the  train,  with  the  view  to  econo- 
mize fuel,  and  at  the  same  time  equalize  the  power  applied  to  the 
crank,  or  driving  shaft. 

To  accomplish  these  ends,  three  steam  cylinders  are  employed  widi 
their  appendages ;  their  pistons  being  connected  with  a  three-throw 
crank,  arranged  at  equal  distances  apart,  so  as  to  divide  the  circle  into 
three  equal  parts,  and  have  the  power  applied  on  the  three,  in  regular 
succession ;  when  this  is  combined  with  the  employment  of  stop  cocks, 
valves,  or  their  equivalents,  for  the  purpose  ot  letting  on  or  shutting 
off  the  steam  from  one  end  of  each  of  the  cylinders,  so  that  the  three 
can  be  employed  as  double  or  single  acting  engines,  and  thus  increase 
or  decrease  the  power,  to  suit  the  condition  of  the  road. 

Claim, — ^The  employment  of  three  engines  connected  with  a  three- 
throw  crank  on  the  driving  shaft,  with  the  cranks  arranged  at  eoual 
distances  apart  on  the  circle,  when  this  is  combined  with  the  employ- 
ment of  valves,  stop-cocks,  or  their  equivalents,  for  letting  the  steam 
on  both  ends,  or  cutting  it  off  from  one  end,  to  work  the  engines  on 
the  single  or  double  acting  principle. 


No.  9,717. — Chables  F.  Sibbald,  of  Philadelphia,  Pa. — Improxemesii 
in  Paint  Compoxmd. — Patented  May  10th,  1853. 

The  object  or  use  of  this  compound  is  to  prevent  the  formation  of 
iiard  crust  upon  the  inner  surface  of  steam  boilers,  and  arrest  the 
corrosion  of  them.  The  parts  are  one  pound  of  tallow,  one  pound  of 
graphite  or  black  lead  (plumbago),  one-eighth  of  a  pound  of  pulverized 
charcoal,  to  which  may  be  added  one  gill  of  gas-tar,  to  make  the  mi> 
ture  spread  more  easily  upon  the  surface  of  boilers,  &c. 

Claim. — ^The  above  compound,  for  the  purpose  set  forth. 
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18. — John  Mee,  of  Lowell,  Mass. — iTwpravemerU  in  Knittmg 
^.—Patented  May  10th,  1853. 

►bject  of  this  invention  is  the  weaving  a  new  and  improved 
eture  of  warp-knit  cloth,  produced  by  two  sets  of  warp  threads, 
>  sets  of  needles ;  and  wherein  the  nb  is  shown  on  Doth  sides 
lotli  of  equal  width,  or  on  one  side  of  double  the  width  of  the 

n. — ^The  two  sets  of  thread  guides,  in  combination  with  two 
needles,  and  machinery  for  casting  the  loops,  the  whole  being 
o  operate  together,  to  produce  a  ribbed  Jmit  fabric.  Also, 
the  two  sets  of  needles  to  work  or  move  up  or  down  inde- 
tly  of  each  other,  and  thus  be  out  of  the  way  of  the  thread- 
and  be  arranged  close  together,  to  make  closer  work  than  can 
luced  when  the  two  sets  of  needles  are  made  to  move  in  one 
n  (either  up  or  down)  at  the  same  time. 


19. — John  Mee,  of  Lowell,  Mass. — Improvemefnt  in  Wwrp  Net 
M».— Patented  May  10th,  1853. 

improved  fabric  is  made  by  means  of  two  sets  of  warp  threads, 
)  sets  of  needles  or  hooks ;  exhibiting  a  perfect  rib  on  both 
'  it,  and  which  rib  shall  be  of  equal  widm  on  both  sides,  or 
width  on  one  side  to  that  on  the  other. 
71. — ^The  claim  embraces  the  above  described  fabric. 


r^ 


20. — James  M.  Pation  &  "William  F.  Fergus,  of  Philadelphia, 
-ImproveTnent  in  Tongueing  cmd  Oroovvng^  and  Movldvng 
?r«.— Patented  May  10th,  1853. 

nature  (Si  this  invention  consists  in 
ng  seri^  of  cutting  teeth,  for  form- 
;ongue,  groove,  or  moulding,  on  the 
5ry  of  a  generally  elliptical  plate 
i  to  the  axis  of  its  rotation,  so  that,  as 
»te  is  rotated,  the  cutting  teeth  upon 
phery  shall  correspond  m  reverse  to 
gue,  groove,  or  moulding,  to  be  form- 
•eby.  The  double  series  of  cutting 
J,  on  opposite  edges  of  the  plate  a, 
the  peripheries  of  segments  of  the 
illipse,  and  the  plate  is  suflSciently 
i  to  cause  all  the  teeth  to  be  exactly  equi-distant  from  the 
rotation,  thereby  causing  them  to  dress  the  faces  of  the  lips 
the  sides  and  groove  g.  The  double  series  of  cutting  teeth 
iced  between  the  double  series  of  teetii  h  J,  are  also  on  the 
jries  of  segments  of  an  ellipse  of  a  larger  size,  but  parallel  or 
so  with  tne  ellipse  before  mentionea  This  causes  all  the 
a  a  in  both  series  to  project  the  same  distance  from  the  axis 
tion,  and  to  cut  at  a  greater  distance  from  the  axis  than  the 
series  of  teeth  h  J,  and  thereby  to  form  the  groove  g  whilst  the 
h  are  dressing  the  lips  //  at  the  sides  of  the  same. 
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Claim. — ^Arranging  the  catting  teeth  on  the  periphery  of  a  pkte 
inclined  to  the  axis  of  its  rotation,  so  that,  as  they  are  rotated,  thej 
shall  correspond  in  reverse  to  the  tongue  and  groove  or  moulding  to 
be  formed  thereby. 

No.  9,721. — Jambs  Youkg,  of  Philadelphia,  Pa- — Improvement  m 
Prmti/ng  Presses. — Patented  May  lOtn,  1853. 

In  the  figure,  a  represents  the 
frame;  q,  cam  shaft;  d,  driving 
pinion;  c,  pulley  on  the  pinion 
shaft ;  E,  spur  wheel ;  b,  lever ;  g, 
roller ;  f,  cam ;  b'',  platen ;  h,  ftd- 
crum;  s,  stationary  bed;  w,  false 
bed ;  v,  segment  bar ;  x,  movable 
hook  connected  with  the  sliding 
pieces ;  p,  distributing  roller ;  o  o, 
inking  rollers ;  n,  connecting  rod ; 
M,  curved  arm  projecting  from  arm 
i'  on  cam  shaft  q,  connected  by  link 
J,  which  embraces  cam  i ;  a',  nip- 
per frame. 

To  operate  this  press,  the  bed  is 
first  brought  into  the  position  shown 
by  the  dotted  lines,  and  a  form  laid 
on  to  it ;  the  segment  v  is  then  unfastened,  and  the  bed  falls  back  into 
piace,  the  clamp  at  x  at  the  same  time  griping  and  holding  it  fast ;  the 
nippers  are  then  properly  set,  and  a  sheet  of  paper  or  card  laid  on  the 
platen,  when  the  press  is  put  into  operation ;  the  rollers  o  o  descend 
and  ink  the  types ;  after  they  return  to  their  positicw  on  the  roller, 
the  platen  ascends  and  makes  the  impression,  the  nipper  being  first 
brought  into  contact  with  the  paper  in  the  ascent  of  the  platen,  and 
held  by  springs  until  the  paper  is  withdrawn  from  the  form  after  the 
impression  is  made,  when  the  nipper  is  made  to  let  go,  at  any  point 
to  which  it  is  adjusted,  and  the  slieet  is 
thrown  oflfl 

Claim. — ^Tlie  combination  and  ar- 
rangement for  operating  the  inking 
rollers.  Also,  a  false  bed  hinged  to  a 
stationaiT  one,  and  the  mode  of  fasten- 
ing the  form  to  the  bed.  Also,  tlie  ec- 
centric in  combination  with  the  platen, 
by  means  of  which  the  latter  can  be  ad- 
justed while  in  motion,  or  thrown  oflf. 

No.  9,722. — ^Thomas  A.  Chandler,  of 
Rockford^  HI. — Improvement  in  Pen- 
dvlum  Zevd. — Patented  May  ITtli, 
1853. 

This  invention  consists  in  supporting 
the  knife  edges  or  bearings  of  the  axle 
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^f  pendulums  of  indicators  in  concave,  angular,  or  knife-edge  bear- 
ngs  formed  in  the  turning  axle  of  a  second  pendulum,  whereby 
banges  in  the  position  of  the  support  of  the  pendulum  are  more 
accurately  measured  by  the  indicator.  Figure  I.  represents  at  b  the 
lisk  for  the  graduated  circle  ;  c,  indicator;  d,  a  plate  of  glass;  J,  axle 
>ent  into  a  form  resembling  a  bell-yoke;  corresponding  to  the  arch 
►f  the  yoke,  being  made  heavy,  so  as  to  perform  the  function  of  a 
)endulum  ball,  as  well  as  that  of  an  axle ;  p,  pendulum,  which  has 
aiife-edge  bearings,  as  shown  at  IT.,  that  rest  m  cavities  of  a  corre- 
ponding  angular  shape,  as  shown  at  IIL 

Claim. — ^fiie  method  of  supporting  the  angular  joumjJs  of  the  axle 
)f  a  pendulum  indicator,  in  turning  and  self-adjusting  bearings  of 
limilar  form  to  the  angular  journals. 


tfo.  9,723. — ^MosEs  Cobukn,  of  Savannah,  Ga.- 
foW.— Patented  May  17th,  1853. 


-Improvement  in  Via- 


This  improvement  consists  in  making* 
the  apertures,  or  means  of  communication 
between  the  exterior  and  interior,  in  the 
^des,  instead  of  at  the  top,  as  shown  in 
the  figure  aX  a  a;  this  is  to  prevent  the 
«veakening  of  the  centre  of  the  top,  and 
the  consequent  impediment  to  its  perfect  vibration. 

Claim. — ^The  apertures  a  a,  in  the  sides,  instead  of  in  the  top,  for 
the  purposes  described,  as  set  forth. 


No.  9,724. — Edwin  Fobes,  of  Boston,  Mass. — Irriprovement  in  Vertioal 
Pianos,— PsLtented  May  17th,  1853. 

This  improvement  is  "practically  and  usefully"  applied  to  the 
piccolo  upnght  piano,    a  represents  the  metallic  n-ame ;  b,  sounding 


board,  d  hitch-pins  at  the  bar  e,  g  bridge,  i  string,  c  roller  with  two 
grooves  on  its  periphery,  for  the  strings  to  pass  over  it ;  /*,  wooden 
bar  for  the  tumng-pins. 

Claim, — ^The  arrangement  of  the  straining  pins,  with  their  axes 
vertical  or  nearly  so,  and  parallel  or  nearly  so,  to  the  general  plane 
of  the  strings,  and  to  stand  above  the  iron  frame  as  set  forth;  the 
strings  of  each  hitch-pin  having  guide  rollers  applied  to  it — all  for  the 
purpose  of  advantages  in  tuning  the  instrument.  Also,  extending 
the  soimdin^-board  upwards  above  the  bridge,  and  in  rear  of  the 
bridge  plate  in  the  treble,  and  so  as  to  be  capable  of  vibrating,  in  rear 
of  and  above  said  bridge  plate. 
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No.  9,725. — SiJfCEL  Fox,  of  Sheffield,  England. — Tmprmemmts  in 
UmireUas  and  Parasols. — Patented  May  ITth,  1853- 

The  inventor  employs  steel  wire  (say 
No.  13) ;  when  annealed,  it  is  passed  be- 
tween a  pair  of  plain  rollers  and  flat- 
tened into  fillets  or  strips  about  the  width 
of  fig.  at  a.  These  strips  are  annealed 
again  before  they  are  passed  through 
rolls  to  give  them  the  trough-like  form  J  / 
when  they  have  that  form,  they  are  again 
annealed  and -straightened,  and  cut  off 
into  proper  sizes  for  ribs  and  stretchers. 
A  wire  eye  is  introduced  and  fastened 
into  the  end  of  the  rib  by  pressing  it 
together,  as  seen  at  c;  the  otner  end  of  the  rib  is  flattened,  after  a 
small  piece  of  metal  has  been  introduced  (see  e  and  d) :  a  strip  of 
metal  is  also  put  round  the  rib  and  forced  into  the  trough,  to  inake 
the  connexion  for  the  stretcher  as  shown  at  /. 

Claim. — Making  umbrellas,  &c.,  with  ribs  and  stretchers  of  plate 
steel  bent  in  the  trough-like  shape,  in  combination  with  eves  and 
connexions,  whereby  they  are  renaered  much  lighter,  and  still  possess 
all  the  requisite  strength  of  those  made  with  solid  or  round  rods  of 
metal,  and  at  the  same  time  the  formation  of  the  eyes  and  connexions 
is  &cilitated. 


No.  9,726. — Lewis  L.  Qiluland  and  Joseph  R.  Wagoner,  of  DaytoDi 
Ohio. — Irwprovement  in  Sofa  Beds. — ^Patented  May  17th,  1853. 

The  annexed  figure  is  a  ver- 
tical cross  section  of  this  sofa 
bedstead,  showing  the  upper 
half  of  the  sofa  partly  turned 
over  in  the  act  oi  forming  the 
bedstead,  a  is  the  bacK  of 
the  sofa,  b  the  lower  frame,  g 
front  board,  e  and  f  two  shafts, 
to  which  the  canvas  sacking  c 
is  secured.  At  each  end  of  the 
shaft  near  the  pinions  are  at- 
tached the  straps  n,  which  are  worked  by  the  same  shaft  as  the  sack- 
.ing  c.  The  turning  of  the  roller  e  elevates  the  head  and  foot-boards 
A,  which  are  fitted  with  racks  r,  into  which  pinions  on  the  shaft  e  are 
fixed. 

Claim. — ^The  hinged  front  board,  so  arranged  that  by  turning  over 
the  seat,  to  convert  the  apparatus  from  a  sofa  into  a  bed,  the  front- 
;  board  o  shall  turn  down  to  prevent  it  from  forming  a  hard  ridge  under 
the  sacking,  which  would  oe  uncomfortable  to  lie  on ;  and  when  the 
seat  is  turned  back  again  to  reconvert  the  bed  into  a  sofa,  the  front- 
board  shall  be  lifted  up  again,  by  the  act  of  turning  the  seat  back  into 
the  proper  position  to  support  the  sacking  of  the  seat.  Also,  th* 
arrangement  of  the  head  and  foot  board,  to  be  operated  as  described. 
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Also,  the  arrangement  of  the  turning  seat  of  the  sofa  and  the  sackings 
of  the  bed  and  seat  in  such  a  manner,  that  by  the  turning  of  the  seat 
to  form  the  bed  the  sackmg  of  the  bed  shiall  be  stretcned,  and  by 
turning  back  to  form  the  sofiEi  the  sacking  of  the  sofa  shall  be 
stretched. 


No.  9,727. — John  H.  H.  BLiwis,  of  Ithaca,  N.  Y. — Imjprovement  i/n 
Calendar  Clocks.— Poiented  May  17th,  1853. 

The  nature  of  this  invention  consists,  first,  in  causing  a  clock  calen- 
dar to  supply  its  own  changes  for  the  irregularities  in  the  length 
of  the  months,  and  showing  the  exact,  and  no  fractional  part  of  a  day, 
week,  or  month ;  and,  secondly,  in  combining,  with  the  day  of  the 
week  indicator,  the  two  wheels  working  togetner  spring  tight,  so  as 
to  move  together,  and  independently  of  each  other,  for  the  purpose 
of  allowing  the  day  of  the  month  mdicator  to  run  during  the  time 
the  change  is  taking  place  from  the  end  of  a  short  month  to  the 
beginning  of  the  next  month,  while  the  day  of  the  week  indicator 
passes  from  one  day  to  another  in  regular  succession. 

Claim. — The  combination  of  mechanism  for  the  purpose  set  forth, 
substantially  as  described. 

No.  9,728. — Matthaus  Hem,  of  Cincinnati,  Ohio. — Improvement  in 
Cooking  Stoves. — ^Patented  May  17th,  1853. 

The  fij^ure  represents  a  section 
of  this  improved  stove :  J  is  an 
arched  chamber  for  roasting;  at 
each  side  of  the  stove  deperJ 
hangers  <?,  having  each  a  biV  .on, 
over  which  the  doors  e  a  o  slip- 
ped, and  secured  thereto  by  a 
staple.  A  hole  through  both  hang- 
ers and  doors  gives  journal  bear- 
ings to  a  spit  g  ;  from  the  hangers 
depends  a  pan  i,  to  catch  the  drip- 
ping ;  a  is  the  fireplace. 

Claim. — ^The  open  bottomed  space  or  chamber  J,  behind  the  fire, 
encircled  at  sides  and  top  by  flue,  and  closed  at  the  ends  by  movable 
doors,  constituting  an  accessible  and  well  ventilated  arrangement  for 
roasting  purposes. 

Ko.  9,729. — Abneb  H.  Lonoley,  of  Lebanon,  Ind. — ImjprovemerU  m 
Machine  for  Boring^  and  Cutting  Screws  for  Bedsteads  omd  other 
articles. — ^Patented  May  17th,  1853. 

This  machine  consists  of  an  auger,  arranged  to  operate  inside  of 
the  screw-cntting  apparatus,  so  as  to  bore  the  hole  or  make  the  tenon 
and  cut  the  screw  in  it,  or  upon  it,  at  one  and  the  same  operation,  and 
thereby  "  save  twenty-five  per  cent,  of  the  labor  required  to  do  the 
same  work  by  the  machines  heretofore  used  for  that  purpose." 

CZo^.— Giving  an  equal  progressive  motion  to  the  cutting  tools, 
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in  combination  with  a  differential  rotary  motion,  for  the  pnrploBe  d 
cutting  the  screws  at  the  same  time  the  hole  is  bored,  or  the  tenoAia 
made,  in  the  manner  and  for  the  purpose  set  forth. 


No.  9,730. — Feedeeick  Mathesius,  of  New  York  City, — Improuineii 
in  UjphoUtermg  Fumitu/re. — ^Patented  May  17th,  1853. 

The  nature  of  this  invention  consists  in 
attaching  to  the  edges  of  the  hair  cloth  or 
other  material,  to  be  used  for  the  outside 
covering  of  chairs  or  sofa  seats  or  any  other 
article  to  be  covered,  ligaments  or  springs 
made  of  India-rubber  or  other  elastic  ma- 
terial. This  elastic  ligament  a  a  is  ffis- 
tened  to  the  sides  of  the  covering  c  c,  and  also  to  the  framework ;  so 
that  when  a  person  sits  upon  the  chair  or  sofa,  the  elastic  string  wiH 
stretch  to  the  extent  of  the  pressure  without  straining  the  outer  or  fancy 
covering,  which  will  resume  its  smooth  surface,  upon  tiie  rising  of  tho 
person. 

Olaim,^-The  above  description  substantially  embraces  the  claim  of 
the  inventor. 


No.  9,731.^ — Julius  A.  Pease,  of  New  York  City. — ImprovemmU  k 
Seeding-Hoes. — ^Patented  May  17th,  1853. 

This  invention  consists  of  a 
double-bladed  hoe,  with  a  seed- 
box  and  drop  attached  to  it  at 
the  bottom,  so  constructed  and 
arranged  as  to  drop  four  kernels 
of  com  at  equal  distances  apart, 
into  the  opening  in  the  ground 
behind  each  blade,  made  by  the 
stroke  of  the  hoe.  The  seeds 
are  covered  by  the  back  stroke 
of  the  hoe  as  it  is  lifted  from 
the  ground.  The  com  is  drop- 
ped by  pulling  the  slide  near 
the  end  of  the  handle  with  the 
fore  fingers  of  the  right  hand, 
which  brinffs  the  holes  in  the 
quarter-circle  plates  under  the  holes  in  the  bottom  of  the  box,  allow- 
ing the  kernels  within  the  guards  to  pass  through,  and  at  the  same 
time  shutting  oft*  the  grain  from  entering  within  said  guards,  o  o  o  o 
are  guards  reaching  two  thirds  the  way  round  each  hole ;  p  p  p  p  are 
springs  which  play  in  front  of  the  guards ;  the  springs  are  attached 
to  quarter-circle  plates  d  d  d  d  (in  fig.  3),  which  work  on  the  under 
side  of  the  box  b  ;  the  springs  work  through  slots  in  the  bottom  of  the 
box  and  within  guards  r  ;  near  the  centre  of  movable  plate  k  is  a  pin 
L,  against  which  bears  a  spring  n,  which  keeps  the  holes  shut  in  the 
bottom  of  the  box ;  the  movable  plate  k  is  attached  to  slide  u  (fig.  1)) 
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near  the  end  of  the  handle  x .    Fig.  1  shows  the  box  with  the  lid 
open. 

Claim. — ^The  combination  and  arrangement  of  a  double-bladed  hoe 
with  seed-box  and  drop,  for  the  purpose  of  planting  separate  kernels 
of  com  at  equal  distances  apart. 

No-  9,7S2. — ^WiLLiAM  J.  Thokn,  of  Westbrook,  Maine. — Improvement 
in  Pocket  Clwi**.— Patented  May  17th,  1853. 


This  improvement  consists  in  coupling  two  combs,  cut  from  one 
piece  of  ivory,  horn,  or  wood,  together  bv  a  round  joint.  The  object 
IS  to  save  stock  or  material,  and  also  proauce  a  handsomer  and  better 
article. 

Claim. — ^The  manufacture  of  pocket  combs  with  semicircular  joints, 
in  combination  with  strips  overlapping  them. 


No.  9,733. — William  "W.  Wade,  of  Sprinrfeld,  Mass. — Improvement 
in  Castors  for  Famitare. — Patented  May  17th,  1868. 

This  improvement  is  confined  to  shank  b, 
and  socket  a  :  on  shank  b  there  is  a  male 
screw  a^  to  fit  the  screw  h  in  the  socket. 
When  the  male  screw  of  shank  b  passes  the 
female  screw  in  the  socket  a,  it  not  only  al- 
lo\^  the  shank  to  turn  freely,  but  the.  latter 
will  also  be  held  in  place  by  the  two  screws 
and  be  prevented  trom  falling  out  of  the 
socket. 

Claim, — ^Hie  arrangement  of  the  male 
screw  a  on  the  spincne  b,  in  combination 
with  or  respect  to  the  arrangement  of  the 
female  screw  h  in  the  socket,  ajid  to  the 
bearing  surfaces  of  tlie  parts  a  and  b  ;  where- 
by the  spindle  is  not  only  preserved  in  the 
socket  piece  by  the  two  screws,  but  allowed 
freely  to  rotate  when  its  bearing  surface  is  in  contact  with  the  bearing 
surface  of  the  socket 


Ifo.  9,734. — Halsey  D.  Waixjott,  of  Boston,  Mass. — Irmyrovem^nt  in 
graduated  Cutters^  for  GUth  and  other  Substances. — Patented  May 
17th,  1853. 

The  figure  diows  a  section  of  the  cutter,   s  is  a  small  tubular  punch 
fixed  to  the  lever  a,  and  against  the  rear  of  die  cutting  knife  d,  and 
18 
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in  conjunction  with  the  knife  cuts  a  button-hole  formed  of  a  straight 
slit  and  a  circular  hole  at  one  end  of  it.  f  is  the  adjustable  and 
movable  bed  against  which  the  knife  acts,  and  on  which  the  cloth 
rests.  Tlie  bca  is  a  separate  figure  represented  as  formed  of  two 
triangular  or  trapezoidal  pieces  of  metal  a  i,  wrapped  around  a  cylin- 
der c  J  one  of  tliem  at  one  end  has  a  series  o£  plane  beds  or  surfaces 
e  f  q^  &c.,  which  rotate  underneath  the  tubular  punch  e  ;  a  smaU 
notched  wheel  k  and  a  spring  I  retain  the  bed  m  any  position  in 
which  it  may  be  set.  Tlie  length  of  the  button-hole  may  be  changed 
at  pleasure,  by  rotating  the  bed  on  its  axis. 

Claim, — In  its  connexion  with  the  cutting  knife,  making  the  bed 
to  move  or  rotate  transversely,  in  combination  with  making  the  sur- 
face of  it  which  acts  in  conjunction  with  the  knife  of  variable  lengths, 
that  different  lengtlis  of  cut  may  be  made.  Also,  combining  with  the 
knife  and  tubular  cutter,  and  a  rotary  shaft  or  cylinder  placed  under 
them,  the  two  triangular  or  trapezoidal  beds  a  J,  arranged  on  tlie 
shaft,  whereby  a  button-hole  may  be  made  of  any  desirable  length, 
either  with  or  without  a  hole  at  one  end. 


No.  9,735. — Davtd  L.  Weatoerhead,  of  Philadelphia,  Pa. — Imprtjm- 
m^nt  in  Cleansing  and  Cooling  Hlock  Dies  in  liivet  Machines,— 
Patented  May  17th,  1853. 

This  improvement  relates  to  the  cooling  of  closed  or  block  dies  in 
which  rivets  are  headed  and  shaped,  and  consists  in  expelling  there- 
from the  particles  of  oxide,  cinders,  &c.,  that  fall  from  the  article 
being  formed,  by  means  of  a  current  of  water,  steam,  air,  or  other 
fluid.  While  the  operations  of  heading,  &c.,  are  going  on,  water  is 
passed  into  the  die,  and  runs  out  at  the  mouth  of  the  same,  during  the 
mterval  between  the  discharge  of  one  block  and  the  admission  of 
another. 

Claim. — Clearing  cinders,  scales,  and  other  obstructions  from  a 
socket  die,  made  in  a  solid  block,  for  the  purpose  of  heading  rivets, 
by  forcing  in  at  the  closed  end  of  the  die  a  stream  of  water  that 
washes  out  the  cinders,  &c-,  every  time  a  rivet  is  discharged  ;  the  inner 
end  of  the  socket  of  the  die  being  closed,  so  that  the  pressure  of  the 
head  of  water  is  rendered  available  for  forcing  obstructions  out  of  the 
die. 
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No.  9,Y36. — Samuel  J.  Seelt,  of  New  York,  N.  T. — IrrvpTovement 
in  Lime  EUna. — Patented  May  17th,  1863. 

This  improvement  consists  in  a  me- 
thod of  calcining  limestone  by  the  aid 
of  an  artificial  draught  of  air  main- 
tained in  the  kiln  by  means  of  mecha- 
nical blowers.  A  suction  blower  is 
arranged  at  the  top  and  a  forcing 
blower  at  the  bottom  of  the  kiln,  a 
is  the  blower  at  the  top;  b  at  the 
bottom.  The  kiln  furnace  is  also  con- 
structed for  a  boiler  furnace,  the  boil- 
ers «  «  ^^^^  placed  over  the  fire,  d  d, 
fniTiace.  'fte  car  e  for  supplying  the 
kiln  is  worked  by  the  same  steam 
engine  which  operates  tHe  blowers. 

Claim, — ^The  claim  includes  sub- 
stantially the  above  description.  Also, 
the  method  of  regulating  the  produc- 
tion of  steam,  to  generate  the  power 
for  the  engine  in  proportion  to  the 
duty  required  of  it,  by  setting  the 
steam  boiler  in  the  same  furnace  that 
supplies  the  heat  for  calcining  the 
limestone. 


No.  9,737. — ^WiLUAM  F.  Ketchum,  of  Buffalo,  N.  Y. — Improvement 
in  Mowing  Machines. — Patented  May  17th,  1853. 

The  object  of  this  improvement  is  to 
clear  the  track  for  the  heel  of  the  rack- 
piece,  when  the  machine  is  on  the  return 
swath,  by  removing  the  cut  grass  from 
the  standing  stubble,  turning  it  in  out  of 
the  way,  and  thus  prevent  it  from  clog- 
ging or  choking  tne  cutters,  a^  rack- 
piece  ;    J,  raking-board  ;    c,  the   hinge. 

Claim, — ^The  scraper  or  raking-board, 
combined  with  the  rack-piece,  at  an 
angle  less  than  a  right  angle,  for  the  purposes  above  set  forth. 

No.  9,738, — ^Richard  Montgomery,  of  New  York  City. — ImproveTnervt 
in  Corrugated  Plates  far  Steam  Boilera, — ^Patented  May  17tii, 
.     1853. 

I     Tliis  invention  consists  in  making  a  plate  of  metal,  with  a  margin 


on  its  edges  wide  enough  for  tlie  rivet  holes,  thick,  and  flat  (see  fig. 
at  c) ;  and  its  middle,  or  that  portion  included  within  the  margin, 
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thinner,  but  corrngated  to  render  it  stiS^  the  denths  of  the  folds  cf 
the  corrugation  bein^  inyersely  proportioned  to  tne  thickness  of  tbe 
middle,  so  that,  to  wnatever  degree  it  may  be  reduced,  it  will  ^ 
have  tne  requisite  d^ree  of  lateral  strength  imparted  to  it  by  the 
corrugation. 

Claim. — The  corrupted  metal  plate  as  herein  described^  with  ibl 
margins  of  greater  thickness  than  its- middle. 


No.  9,739. — Jakes  A.  Woodbury,  of  Winchester,  Mass^  Joshua  Msb- 
BILL,  of  Boston,  Mass.,  and  Gexwoe  Patten,  of  Charlestown,  Mass.^ 
Improvement  in  Ai/r-Engines. — ^Patented  May  17th,  1853. 

This  invention  consists  in  the  application  of  caloric  to  air  white  id 
a  highly  compressed  state,  by  which  its  expansive  force  wiU  be  greatly 
increased  by  the  same  amount  of  heat  (four  hundred  and  eigii^ 
degrees)  as  is  required  to  double  the  volume  of  the  ordinary  atmo- 
sphere. The  most  essential  parts  of  this  engine  consist  of  a  cylinder 
cSr  the  same  construction  as  an  ordinary  steam  engine,  an  air-pump, 
and  a  receiver  fcr  containing  the  compressed  air|  and  to  which  t£f 
heat  i»  applied. 

CkUfjfL — ^The  mode  of  using  air  as  a  motive  power^  substantially  » 
described.  Also,  in  combination  with  sudb  an  ensane,  a  device  for 
regulatii^  the  pressure  of  the  air  in  the  receiver,  and  economizing  die 
power  01  the  en^e;  tfie  device  consisting  ol  a  weighted  bar, 
entering  the  receiver  through  a  stuffing  box,  and  connected  at  its 
opposite  end  with  the  stop-cocks  attach^  to  the  cham^>ers  of  the  air- 
pumps  ;  intending  to  use  any  known  means,  for  accomplishing  the 
two-rold  purpose  of  regulating  the  pressure  of  the  air  in  the  reeeiver, 
and  opening  the  pump  chambers  to  the  atmosphere,  so  that  the  pump 
eJiall  be  relieved  from  unnecessary  labor. 


No.  9,740. — ^William  Ckessler,  of  Shippeueburg,  Pa. — Improvemeni 
in  Seed  Planters.— Pekt&nted  May  17th,  1853. 

The  nature  of  this  inven- 
tion consists  in  the  manner 
of  constructing  the  seeding- 
wheel,  with  a  circular  flange 
for  dividing  the  grain  from 
the  lime,  ashes,  guano,  or 
other  material  which  may  be 
sown  with  it.  and  the  parti- 
tions in  saia  seeding-wheel 
for  regulating  the  quantity 
and  &tributin^  the  same 
vegnlariy  to  toe  opening 
tiirough  which  it  Passes  out 
of  the  machine,  tbe  figure 
illustrates  the  inventioiL  Qa  the  L::b  of  om  of  Urn  wibeek  b  is  a 
spur-wheel  i  which  geaiB  into  another  h,  attaijied  to  a  aiuift;  on  thit 
•mft  9x^  two  short  screiisi  m,  wbich  work  wU>  and  lotate  t|i^  seeding- 
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Aeel  K,  sliown  separately  on  a  larger  scale.  The  seeding-wheel 
V'orks  under  the  hopper ;  through  the  cross-piece  o  is  an  opening  p,  to 
lUow  the  grain  and  other  materials  sown  to  escape  into  the  tube  s, 
ind  shoe  b. 

From  the  hub  t  of  the  seeding-wheel  n  extend  oblique  spokes  u, 
v-hich  form  chambers  for  receiving  lime  or  guano,  &c.,  and  carry  it 
ironnd  to  the  opening  p,  and  allow  it  to  escape  into  the  tubes  s  and 
hoe  B.  The  space  between  the  flange  and  the  periphery  of  the  seed- 
ng-wheel  n  is  divided  into  smaller  apartments  for  tiie  grain,  by 
neans  of  the  curved  partitions  v,  each  apartment  receiving  a  certain 
[uantity  of  grain,  and  moving  it  around  to  the  opening  p,  from 
whence  it  is  conveyed  by  the  tubes  to  the  ground.  Tlie  liopper  is 
livided  into  two  compartments,  the  one  for  grain,  the  other  for 
ime,  §uano.  &c. 

Clcetm, — In  combination  with  the  adjustable  tubes,  the  seeding- 
iv^heel  N  with  its  flange  and  partition,  for  adjusting,  receiving,  and 
conveying  the  grain  and  other  material  to  be  sown  witli  it,  around  to 
i;he  opening  whence  it  is  conveyed  to  the  ground. 


N"o.  9,741. — ^HmAlc  Berdan,  of  New  York  City. — Im^provemervt  in 
Ma^ihim^  fi>r  Pulverizing  AuriferouB  Quartz  and  Amalff'  ..uitii^ 
the  GolcL—Fsitented  May  24th,  1853. 

The  nature  of  this  invention  consists 
in  attaching,  by  a  pin  or  axle  and  a  box 
and  sleeve  (as  seen  in  the  figure  at  s), 
a  ball  or  sphere  x,  of  three  thousand  or 
more  pounds  weight,  to  the  inclined  shaft 
B  of  an  inclined  vase  or  bowl  a,  whose 
axis  inclines  a  few  degrees  from  a  per- 
pendicular ;  which  ball  or  sphere  is  so 
fastened  to  the  axis  of  the  bowl  as  to 
have  a  combined  rotary  and  spiral  motion 
by  the  turning  of  said  bowl  unon  its  in- 
clined axis,  which  may  be  enected  by 
horse  or  any  convenient  power  applied 
to  gearing  which  mashes  into  cogs  on  the 
periphery  of  the  bowl  at  y.  The  basin 
A.  is  furnished  with  quicksilver,  serving 
also  as  an  amalgamator ;  the  finely  puWerized  gold  is  retained,  while 
the  earthy  matters  pass  off  with  the  stream  of  water  flowing  into  and 
out  of  the  bowl  through  openings  t  at  its  sides.  Tlie  ball  may  be 
made  solid,  or  hollow  to  be  filled  with  lead  or  sand  when  at  the  pro- 
per locality  to  be  used  ;  the  basin,  which  acts  as  an  endless  inclined 
plane,  being  turned  upon  its  axis  with  a  comparatively  small  amount 
of  power,  the  ball  in  the  mean  time  revolving  continually,  and  by  its 
own  gravity  keeping  in  the  lower  portion  of  tne  bowl,  and  thus  grind- 
ing the  quartz  successively  presented  to  it  by  the  continued  rotation 
of  the  basin.  Also,  in  connecting  with  the  bowl  or  basin  a  fire  cham- 
ber, divided  into  four  divisions  p,  with  grate  F,  which  chamber  re- 
volves with  the  bowl  or  basin. 
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Claim, — Attaching  the  ball  or  sphere  obliquely  to  the  inclined 
shaft  (and  in  the  incfined  bowl)  by  the  pin-box  anil  sleeve,  in  combi- 
nation witli  the  inclined  shaft,  and  inclined  bowl.  Also,  in  connexion 
with  the  bowl,  the  heating  chamber  or  furnace  as  arranged  and  de- 
scribed. 


\ 


No.  9,74r2. — Samuel  E.  Bbiok,  of  Philadelphia,  Pa. — Irnprovemeni  tn 
(?a*-^wr/wT«.— Patented  May  24th,  1853. 

Tlie  nature  of  this  invention  consists  in  providing 
the  interior  of  the  ordinary  gas-burner  with  a  long 
centre  conducting-pipe  surrounded  by  a  long  con- 
centric capping-pipe,  causing  the  gas  to  be  suddenly 
deflected  from  tlie  top  of  tne  conducting-pipe,  and 
to  descend,  and  afterwards  pass  through  horizontal 
perforations  in  the  base  of  the  capping  pipe  into  the 
area  of  the  burner,  and  ascend  to  tne  burning  point; 
by  which  means  the  supply  for  burning  is  made 
uniform,  though  the  pressure  in  the  main  gaa  pipes 
may  vary.  Slowing  and  waste  of  the  gas  are 
thereby  prevented ;  and  good  combustion  and  steady 
light  **re  obtained,  a  is  a  common  gas-burner 
screwed  on  to  the  conducting  apparatus  6,  with  its 
female  screw  at  base  e^  which  screws  on  to  the 
supply  gas  pipe ;  c  is  the  capping-pipe  with  perforations  horizontally 
d  d, 

Clahn, — ^Tlie  arrangement  and  combination  of  the  centre  conduct- 
ing pipe  and  its  capping  pipe  inside  of  the  common  gas-burner,  for 
the  purpose  described  above. 


No.  9,743. — John  B.  Blaib,  of  Alton,  111. — Im^prcved  Machine  far 
Engraving. — ^Patented  May  24th,  1853. 

The  object  of  this  invention  is  to  produce  either  mezzotint  or  other 
engraving  with  a  greater  uniformity  and  regularity  than  is  done  by 
hand,  by  the  arrangement  of  a  machine  so  as  to  be  capable  of  pe^ 
forming  the  work  ot  an  engraver  or  other  tool  for  the  purpose. 

Clartm. — Combining  the  needle,  whether  sharp  or  blunt^  with  a 
pentagraph  or  other  copying  or  tracing  instrument,  through  the  me- 
dium of  double  carriages  moving  at  right  angles  to  each  other,  so  that 
the  dots  or  punctures  of  the  needle  may  be  oispersed  or  aggregated  at 
pleasure,  for  the  purpose  of  forming  tne  lights  or  shadows ;  the  cha- 
racter of  the  lignts  and  shadows  being  indicated  by  the  sliding  scale 
moving  before  the  eye,  or  under  the  hand  of  the  operator. 

Also,  the  combination  of  the  sliding  bar,  the  sliuing  box,  the  cords, 
the  spring  lever,  wheels,  and  other  mechanism. 

Also,  in  combination  with  the  carriage  and  needle,  the  wheel  with 
its  lifting  piece,  and  the  cam  v:heel  for  changing  the  character  of  the 
marks,  hues,  or  dots,  at  pleasure,  upon  the  plate  to  be  engraved — 
whether  the  same  be  operated  in  connexion  with  the  pentagraph  or 
not. 
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No.  9,744.— Thomas  H.  DomE,  of  Nashua,  New  Hampsliire.— /wi- 
pravemerU  in  Kettle  BaUs. — Patented  May  24tli,  1853. 

This  improvement  consists  in  placing  on 
the  bail  of  the  kettle  or  other  vessel  a 
slidinff  dovetail-shaped  eye-piece  c,  which 
is  made  to  slide  on  and  around  the  bail  b  of 
the  kettle  or  pan  a,  and  when  it  is  desired 
to  have  the  bail  in  an  upright  and  perma- 
nent position,  to  slide  down  to  one  of  the 
sides  of  the  kettle,  and  its  dovetail  or  otlier 
shaped  end  to  fit  snugly  in  a  female  dovetail  or  other  shaped  groove 
cut  in  one  of  the  ears  or  flanges  of  the  kettle  in  the  manner  shown  in 
the  figure;  the  flanges  having  the  dovetail  cast  either  on  the  outside 
or  inside  of  the  kettle.  The  figure  represents  a  frying-pan  a,  and  b 
the  bail  in  a  vertical  position,  and  secured  by  the  dovetail-shaped 
pliding-piece  c.  This  fastener  c  is  secured  on  the  bail,  and  the  eyes 
of  the  ears  d  f  on  the  pan.  o  is  a  side  view  of  tlie  sliding-piece,  and 
n  is  a  view  of  the  same  seen  from  below. 

Clai77i. — ^Tl\e  sliding  dovetail,  or  other  shaped  piece  c,  in  combina- 
tion with  the  female  dovetail  or  other  shaped  groove  cast  in  the  flange, 
for  keeping  the  bail  perfectly  fixed  in  any  position  desired,  and  for 
any  length  of  time,  and  also,  admitting  its  feeing  left  loose  in  the  o:  ii- 
nary  manner. 


No.  9,745. — John  C.  Fletcher,  of  Burling- 
ton, Iowa. — Improvement  in  liadiatora  for 
/S^6«.— Patented  May  24th,  1853. 

This  invention  consists  in  combining  with 
the  fire-chamber  a  and  escape-pipe  c,  a 
aeries  of  concentric  flues  as  represented  in 
the  fij^e. 

Claim. — ^The  interposition,  between  the  fire- 
chamber  and  exit-pipe  of  a  stove,  of  a  series 
of  concentric  flues,  so  arranged  as  that  the 
heat  of  one  flue  shall  pass  tnrough  the  par- 
titions, and  in  whole  or  m  part  be  transmitted 
to  the  next  flue  or  portion  of  the  flue  in  ad- 
vance, and  prepare  it  for  transmitting  the 
draught  through  the  series. 


No.  9,746. — John  Haritn,  of  New  York  City. — Improvement  in  Water 
Meters.— Patented  May  24th,  1853. 

Tlie  nature  of  this  invention  consists  in  providing  the  cylinders  in- 
side with  a  sliding  box  or  stop  p  which  is  adjusted  in  its  position 
by  a  screw  q,  by  which  means  the  stroke  of  the  piston  is  limited, 
by  causing  it  to  strike  against  the  box  or  stop,  for  the  purpose 
of  preventing  the  pin  in  the  arm  d  from  straining  upon  the  stop  r  in 
the  slotted  arm  e,  after  tilting  the  lever  f.  The  sliding  box  p  in  the 
cylinder,  and  the  sliding  piece  b  in  the  slotted  connecting  piece  e, 


208 


ANJSCXJAL  HEPOBT  OF  THB 


iiSLve  to  be  l^gulated  proportionally,  bo  as  to  have  the  oscillating  ball 
o,  with  its  lever  f,  operate  the  valves  properly.  Slits  are  made  in  tha 
two  connecting  rods  h  h,  which  operate  the  valves ;  a  slit  is  likewise 
in:^He  in  the  connecting  piece  e.  Bj  the  combination  of  the  two  slitted 
conni  »ting  rods  h  h  and  the  piece  e  with  the  oscillating  ball  g  and 
the  lever  r,  a  sudden  change  of  the  valves  is  caused,  wnenever  tl» 
piston  has  moved  to  a  certain  place  in  the  cylinder.  The  fluid  is 
made  to  cause  the  piston  to  move  tight  in  the  cylinder,  by  means  of 
the  openings  u  u  on  the  faces  of  the  piston;  these  openings  run 
obliquely  towards  the  inside  of  metallic  rings  placed  in  groova 
around  the  piston  through  the  openings.  The  fluid  presses  a^mst  the 
inside  of  the  metallic  rings  (which  are  cut  through  in  one  place^,  and 
causes  thera  to  expand  and  press  tight  against  the  cylinder.  An  index 
N  is  placed  near  the  piston  rod,  and  a  finger  on  the  piston  rod,  by 
whicli  means  the  amount  of  fluid  drawn  Irom  the  cylinder  is  asce^ 
tained. 

Claim, — ^The  adjustable  box  or  stop  p  in  one  end  of  the  cylinder  for 
tlie  piston  to  strike  against,  for  the  purpose  of  preventing  the  pin  in 
tlie  arm  d  from  straining  upon  the  stop  b  in  the  slotted  arm  e  after 
the  tilting  of  the  lever  f. 

Ts  V  0,747. — Lewis  Lupton,  of  Winchester,  Va. — Improvement  in  the 
ixmstruction  of  Harro^cs. — Patented  May  24:th,  1853. 

This  harrow  may  be  made  in  any 
desirable  form  ;  it  is  constructed  of  bar 
or  stout  strap-iron,  which  is  bent  into 
angular  recesses  or  sockets,  for  the 
teeth  to  be  secured  therein,  as  shown 
in  tlie  figure. 

Claim. — Constructing  the  frame  of  a  harrow  of  double  metallic 
bars,  or  flat  strips  of  metal,  and  forming  teeth-sockets  thereon  by  bend- 
ing  the  metal  or  otherwise,  and  imiting  the  bars ;  and  combining 
therewith  the  manner  of  bracing  or  staying  the  same  by  rods  ana 
^^ouplings. 
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To.  9,748. — SrAinsLAS  Millbt,  of  New  York,  N.T. — Improvement  in 
Meat  6?M^^«.— Patented  May  24th,  1853. 

This  improved  cutter  consists  of  a 
jvolving  dish  a,  having  a  station- 
ry  cover  fitting  tightly  on  the 
dges.  A  pair  of  cutters  b  b  play 
irough  slits  in  the  cover,  upon  the 
leat  within.  Tlie  dish  is  made  to  pre- 
3nt  itself  to  the  action  of  these  cutters 
1  all  directions  by  its  constant  rota- 
Ion,  which  brings  the  meat  to  be  cut 
distantly  under  the  cuttei-s,  by  a  pair 
f  scrapers  fitting  the  bottom  of  the 
Lish. 

Claim, — ^Tlie  combination  of  a  set 
if  revolving  knives  or  cutters  with  the  top  plate  and  revolving  dish, 
iperating  for  the  purpose  and  in  the  manner  described. 


Jo.  9,749. — ^TuoiiAS  Nelson,  of  Troy,  N.  Y. — rmprovemerU  in  Watches 
and  Chronometers.—'Psitented  May  24th,  1853. 

(The  nature  of  this  improvement  is  set  forth  fully  and  clearly  in  the 
daim.) 

Claim, — ^The  method  of  constructing  watches  or  chronometers  of 
any  kind,  so  as  to  permit  of  the  employment  of  a  spring  barrel  of  a 
size  that  shall  occupy  nearly  the  entire  interior  diameter  of  the  watch- 
case  or  frame  ;  which  is  ejected  by  placing  the  movements  upon  the 
top  of  the  barrel,  and  communicating  the  motion  of  the  barrel  to  them 
by  means  of  a  ring  fixed  on  the  interior  of  the  case,  with  teeth  on  its 
inner  edge,  concentric  with  the  barrel,  into  which  teeth  the  teeth  of 
one  or  more  wheels  of  the  movements  may  cog,  or  take. 

No.  0,750. — Jeitha  A.  Wagent^r,  of  Pultney,  N.T. — Improvement  in 
Clover  Ilarveaiers, — Patented  May  24th,  1853. 

The  improvement  consists  in  a 
cylinder  a,  set  with  spiral  knives 
BBS,  arranged  to  act  in  combi- 
nation with  teeth  curved  to  cor- 
respond with  the  circle  traversed 
by  the  edges  of  the  knives  upon 
the  cylinaer,  which  act  in  con- 
cert with  a  straight  stationary 
knife  placed  at  the  base  of  the 
teeth,  so  as  to  shear  the  heads 
of  clover  from  the  stalks,  there 
being  onlv  suflicient  space  for 

the  heads  between  the  cylinder  and  "t-  \.^\\\^  -,»  tl,nt  t]N>  }i, 
are  gathered ;  also  in  making  flanged  teeth  d,  and  cutting  the  top 
away,  so  as  to  form  a  seat  for  the  stationary  knife,  and  allow  the  teetn 
to  spring  and  vibrate  towards  and  from  each  other. 
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Claim. — ^The  arrangement  of  the  hollow  or  solid  cylinder,  set  with 
knives  on  its  periphery,  and  just  near  enough  to  the  fixed  knife,  or  to 
the  concave  of  the  fingers,  to  allow  space  enough  to  admit  the  clover 
heads  to  pass  through  without  being  crushed ;  and  so  that,  by  the  com- 
bined action  of  the  forward  movement  of  the  machine  and  tiie  adjust- 
able guard  plate  and  the  knives,  the  stems  may  be  drawn  in  and 
severed  close  to  the  heads.  Also,  making  the  teeth  so  as  to  vibrate 
as  described. 


No.  9,751. — Alexander  J.  Walker,  of  New  York  City. — Imjprao^ 
ment  in  Spirit  Lamps. — ^Patented  May  24th,  1853. 

Tliis  improvement  relates  to  the 
"  safety  spirit  lamp."  The  inner  tubes 
H,  which  carry  the  wick,  are  secured  to 
circular  movable  plate  b,  said  plate 
being  connected  to  the  cap  or  cover  by 
means  of  a  vertical  rod  f  having  a  spiral 
spring  E  situated  between  tlie  cap  and  the 
lower  plate,  which  forces  the  plate  down 
over  tne  vertical  rod  when  the  cap  is 
unscrewed,  and  thereby  draws  the  inner 
tube  n  downward  and  conse^uentlv 
causes  the  other  tubes  1 1  to  extmguish 
the  light  instantaneously;  this  spring 
also  serves  to  keer  the  circular  protec- 
tion plate  firmly  down  against  a  circu- 
lar flange  d  formed  round  the  inside  of 
the  necK  of  the  lamp,  and  thereby  prevents  the  fluid  possibly  getting 
above  said  plate,  except  through  the  inner  tubes,  and  becoming  neatwl 
and  exploding. 

Claim. — ^Tlie  employment  of  the  plate  b,  which  serves  as  a  protection 
against  the  fluid  rising  too  high  and  becoming  heated  and  exploding, 
and  also  as  a  support  lor  the  mner  tubes,  in  combination  with  the  spi- 
ral spring  E  ana  rod  f,  the  rod  serving  to  connect  the  plate  with  tne 
top  of  the  lamp,  and  the  spring  to  hold  the  plate  b  firmly  down  on  the 
flange  d,  and  also  to  throw  up  the  cap  and  extinguishing  tubes  instaiv 
taneously  after  the  top  has  been  unscrewed. 


No.  9,752. — Madison  Page,  of  Williamsburgh,  N.  Y. — Improvemefd 
in  the  Process  of  Distilling  Rosin  Oil. — ratented  May  24th,  1853. 

For  this  process  a  common  still 
A,  with  a  condensing  worm  b,  is  used 
in  connexion  with  tlie  steam  pipe  e, 
whereby  steam *is  introduced  in  such  a 
manner  that  the  steam  does  not  coriie 
in  contact  with  the  rosin,  but  only 
with  the  vapors  arising  from  the  rosin. 
Tlie  first  process  is  to  extract  the  acid 
from  the  rosin,  next  the  naphtha,  and 
lastly  the  oil. 
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Claim. — ^The  employment  (in  the  manner  and  for  the  purposes  de- 
scribed) and  the  introauotion  of  steam  into  the  commencement  of  the 
§oose-neck,  above  the  rosin  in  the  still,  so  that  the  vaporized  oils  from 
le  rosin  will  pass  through  and  be  commingled  with  the  steam  in  the 
assage  to  the  worm,  for  condensation  for  the  purpose  of  purification, 


c,  as  set  forth. 


No.  9,753.— Duncan  E.  MoDouoall,  of  Troy,  K  T.- 
jRw^^n^r.— Patented  May  31st,  1853. 


-Imjproved  Door 


The  nature  of  this  invention  consists 
in  a  portable  contrivance  for  travellers 
and  others,  to  fasten  doors  on  the  in- 
side. The  plate  a  shown  in  the  figure 
bears  against  the  inner  face  of  the  door, 
having  its  lower  end  bent  in  tlie  shape 
of  an  elbow,  so  as  to  form  a  hook  or  hp 
6  to  be  inserted  under  the  bottom  edge 
of  the  door ;  on  the  back  of  plate  a  is  a 
bar  with  ratchet  teeth  d,  and  a  series 
of  holes ;  to  this  bar  two  curved  or  other  suitably  shaped  levers  o  h 
are  secured  by  movable  pins.*  The  lever  o  is  attached  at  its  other  end 
to  the  claw  or  floor-plate  i,  which  is  provided  with  sharp  spikes  which 
are  driven  into  the  floor.  The  lever  h  is  connected  to  the  ratchet  bar  of 
plate  A  by.  a  pin,  the  bar  h  having  a  recess  at  i  into  which  either  of 
the  ratchet  teeth  fit,  when  the  screw  j,  which  is  at  the  other  end  of  the 
lever  h,  is  set  in  one  of  the  recesses  of  lever  o,  and  turned  until  the 
recess  i  catches  in  a  tooth  of  bar  d,  and  screwed  tight  to  form  a  pres- 
sure between  the  two  levers,  giving  a  horizontal  (firection  of  plate  a 
against  the  door  b,  whereby  the  door  is  firnjly  secured. 

Claim. — ^The  arrangement  of  the  above  parts,  as  constructed  and 
operating  for  the  purposes  therein  set  forth. 


-Improvement  in 


No.  9,754. — ^Philip  H.  Keck,  of  Morgantown,  Va.- 
CvUivatora. — Patented  May  31st,  1853. 

Tills  cultivator  consists  in  the 
combination  of  a  harrow,  a  roll- 
er, and  a  plough,  constructed 
and  arranged  (as  one  utensil) 
to  mutually  assist  each  other. 
The  balance-pivot  p  is  for  fa- 
cilitating the  turning  around  at 
the  end  of  the  field  or  at  any 
other  place.  The  lever  f  is 
allowed  to  fall  and  comes  in 
the  position  of  the  dotted  line, 
and  the  bill-hook  o  enters  the 
ground ;  and  by  the  forward 
motion  of  the  cultivator  it  is  raised  from  the  ground,  when  it  can  be 
easily  turned  around. 
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Claim. — ^The  combination  of  the  balancing  pirot  p  with  a  culti- 
vator constructed  as  above  described,  for  aiding  in  turning  the  same. 

No.  9,755. — ilicHABD  H.  MrooLEioN,  of  Alexandria,  Va. — Tmprov^ 
ment  in  Compound  Rails  for  Railroads. — ^Patented  May  Slst^ 
1853. 

This  invention  consists 
in  the  construction  and 
arrangement  of  a  tripart 
rail,  the  two  upper  por- 
tions of  wliich  resemble 
the  ordinary  split  rails, 
and  the  lower  part  is  a 
continuous  box,  to  con- 
tain and  bind  together 
the  two  upper  parts  as 

sho^tt  in  tlie  figure.  Either  half  of  thd  split-rail  (a  or  a')  Ib  formed 
of  a  bar  or  side  «,  projecting  over  either  side  and  forming  a  shoulder 
I.  The  bar  a  lias  a  flanch  e,  the  top  surface  of  which  forms  a  hollow 
curve  for  the  heads  of  the  holding-down  bolt  d  :  when  the  half  raib 
A  and  a'  are  placed  in  their  position,  they  form  a  tubular  channel  b 
between  them. 

Claim. — ^The  combination  of  the  continuous  case-rail  with  the  split 
rail,  the  halves  or  pai-ts  of  the  latter  being  constructed  with  Bhouluers     ' 
that  rest  on  the  sides  of  the  case-rail,  whue  their  lower  edges  fit  into 
and  rest  upon  the  bottom  of  the  same. 

No.  9,756. — Charles  Neer,  of  Troy,  N.  Y. — Impr&oement  in  Fire-  % 
places  and  xSf^v^^^.— Patented  May  31st,  1853. 

The  fi^re  represents  a  vertical  section  of  this 
improved  fire-place,  b  is  the  tire  chamber;  o 
the  grate ;  o  hot-air  chamber ;  f  flues,  and  k 
draught  damper. 

Claim. — Combining  with  the  fire-box  of  a 
fire-place,  heating  stove,  or  furnace,  an  inverted 
pyramidal  shaped  air-chamber,  open  at  top  and 
suspended  over  the  fire,  so  that  the  inclined 
sides  thereof  shall  radiate  the  heat  and  throw 
it  affainst  the  fire-box  plates  on  all  sides :  with 
the  lire-box  surrounded  by  a  series  of  one,  two, 
or  more  air-heating  and  smoke  and  gas  fines  o 
p,  for  the  purpose  of  exposing  all  the  heated 
plates  to  the  current  of  air. 


No.  9,767.^Thomas  P.  Murphy,  of  New  York,  N.  T. — Ifrypraoemerd 
in  Bank  Zocfe. —Patented  May  3l8t,  1853. 

This  improvement  is  too  complicated  to  permit  of  a  brief  de- 
acription. 
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Clamk. — ^The  aUdes  and  pins,  and  their  operations.  Also^  the  pres- 
sure plate,  pressure  bolt,  and  spring  attached  to  the  plate,  arranged 
and  operating  as  described,  or  in  any  other  way  substantially  the 
wme,  and  for  the  purpose  set  forth. 


Ko.  9,758. — Mabss  Lonss  Kouooirr,  of  Paris,  France.— 757i;prtwamdw< 
in  Orate  .Bar*.— Patented  May  31st,  1853. 

This  improvement  consists 
in  constructing  the  bars  of 
furnaces  and  other  grates  of 
an  arched  or  partly  arched 
form,  and  with  a  double 
row  of  parallel  air-holes 
made  in  the  len^h  of  the 
bars,  which,  combined  with 
the  arrangements,  prevent 
clogging  of  combustible  to  the  bare,  and  improves  the  combustion,  and 
economizes  fuel. 

Clad/m. — ^The  construction  of  bars  of  furnaces  and  other  grates  of  an 
arched  or  partly  arched  form,  provided  vnth  two  paral&l  rows  of 
air-boles. 


Wo.  9,759.-*-ABir(HJ)  Botpum,  of  Kew  York,  IT.  Y. — Improved  Gold 
Washer  wnd  AmalgamcUar.—PsLtefat^  May  31st,  1853. 

1,  2,  3,  4,  are  eentriftigal 
amalgamating  compartments ; 
5  is  a  centripetal  aischarging 
compartment;  6,  7,  8,  9,  are 
agitators.      The    discharging 

S^erture  is  in  the  centre  of 
e  bottom  of  the  centripetal 
compartment  at  12,  surround- 
ed by  a  conical  indKned  plane. 
Sorroimding  this  inclined  plane 
18  a  series  of  circular  channels 
within  one  another^  and  connecting  with  each  other  by  openines : 
ihey  are  about  two  inches  high.  Above  is  a  revolving  guiding  table 
10,  which  brings  the  ore  in  close  contact  with  the  quicksilver.  The 
bottom  of  the  amalgamator  is  covered  with  quicksilver ;  the  water 
and  ore  are  introduced  at  1.  The  inclined  plane  of  conical  shape 
prevents  the  quicksilver  from  being  discharged  with  the  impurities, 
at  12. 

Clmm. — Furnishing  the  centripetal  discharging  compcu*tment  with 
a  horizontal,  revolving,  water^moving  and  ore-guiding. table,  in  com- 
bination with  a  dis^rging  aperture  surrounded  with  a  condcal 
inclined  plane  at  the  centre. 

Also,  the  arrangement  of  the  circular  guiding  channels,  with  /eon 
sectin^  opening  so  adju^ied  as  to  secure  an  irregular  spiral  passage 
froHiuie  periMery  to  the  aperture  at  the  centre,  for  gold-separatoai 
— .whetber  mm  separately  or  in  eombmation  with  the  ccmipartBarata. 
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No.  9,760. — ^William  H.  Jenntson,  of  New  York,  N.  Y. — Imprm- 
ment  in  Compositions  for  a  Filter. — ^Patented  May  31st,  1853. 

Tliis  composition  consists  of  animal 
charcoal  (say  bone  black)  thirty  pounds, 
mixed  with  sixty  pounds  of  finely 
ground  glass,  to  which  is  added  boil- 
ed starch  sufficient  to  cause  the  par- 
ticles to  adhere  to^i^ether,  when  it  is 
moulded  into  the  oesired  shape,  and 
dried.  Tlie  figure  a  represents  the 
filtering  medium  and  h  the  case,  which 
b  made  of  gutta  percha. 

Claim. — ^Tlie  combination  of  animal  charcoal,  glass,  an^  starch  or 
its  equivalent,  treated  in  the  manner  set  forth,  for  a  filtering  com- 
position. . 

No.  9,7f)l. — ^Hknry  Baker,  of  Catskill,  N.  Y. — Improvement  in  Con- 
verting  Rotary  into  Beciprocatiiuj  Motion. — Patented  June  Tth, 
1853. 


This  invention  is  more  particularly  designed  for  driving  the  bed  of 
a  printing-press,  or  the  bed  of  any  other  machine  to  which  it  is 
desired  to  give  reciprocating  rectilinear  motion. 

The  motion  is  communicated  in  the  first  place  #om  the  revolving 
shafk  B  to  one  of  two  wheels  or  pulleys  c,  around  which  an  endless 
belt  or  chain  e  is  placed ;  these  wheels  and  belt  or  chain  being  so 
arranged,  that  the  uelt  will  move  in  a  direction  parallel  or  near^  so 
with  the  desired  reciprocating  motion.  To  the  object  wliich  is  to 
receive  the  reciprocating  movement,  is  attached  a  ring  f,  which  lies 
nearly  close  to  the  belt  or  chain ;  the  minor  diameter  of  the  ring 
being  about  equal  to  that  of  the  pulleys  on  which  the  belt  or  cnaiu  runs. 
Two  pins  e  e'  are  fitted  to  slide  freely  through  the  periphery  of  the 
ring  on  opposite  sides ;  both  pins  being  parallel  with  the  band,  and 
being  caused  by  spring  applied  to  tliem  to  project  a  short  dis- 
tance into  the  nng.  To  the  endless  band  k  is  attached  a  stud  J, 
which  projects  into  the  ring  close  within  the  periphery,  at  right 
angles  to  the  two  pins ;  and  as  the  band  moves,  this  stud  catches  one 
or  the  other  of  said  pins,  and  i)n)pels  the  ring  and  whatever  is  con- 
nected with  it.  As  that  part  of  the  endless  IHt  or  chain  which  is 
on  one  side  of  tlie  wliei'ls  or  pnllevs  moves  in  the  opposite  direction 
to  that  on  the  other  side,  the  stud  will  move  in  opposite  directions 
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alternately.  The  sliding  pins  are  so  placed  that  when  the  stnd  moves 
in  one  direction,  it  catches  with  one,  and  when  in  the  other  direction, 
with  the  other;  and  each  of  the  pins  being  drawn  back  from  tlie  ring 
by  a  lever  o  attached  to  it  catching  against  a  stop  y,  at  the  time  the 
stud  reaches  either  oulley  or  wlieel,  it  is  passed  by  the  stud,  which 
runs  round  the  wheel  or  pulley  with  the  belt  or  chain,  and  cntclies 
the  other  pin,  and  by  its  reversed  movement  drives  back  the  ring  in 
the  opposite  direction  to  that  in  which  it  moved  before  the  stud 
arrived  at  the  wheel  or  pulley.  Tlie  rinoj  f  is  secured  to  the  bed  a, 
having  two  knuckle-pieces  c  c\  which  receive  the  fulcra  d  d'. 

Claim, — ^Tlie  ring  f  with  its  sliding  pins  e  e,  in  combination  with 
the  stud  J,  attached  to  the  endless  chain.  The  points  or  ends  of  the 
pins  e  e\  being  caused  to  project  through  to  the  mterior  of  the  ring  to 
catch  the  stud  J,  and  being  withdrawn  alternately  to  allow  it  to  pass, 
by  springs,  levers,  and  stops. 

No.  9,762. — ^Thomas  A.  Duodale,  of  Richmond,  Ind. — Improvement 
in  Washing-Machines. — Patented  June  7th,  1853. 

In  this  washing-machine,  two  wash-boards  b 
B,  with  rollers  d  d  d  d,  are  placed  in  a  suitable 
box  A :  the  centre  wash-board  is  attached  to  the 
lever  o ;  the  clothes  are  secured  to  this  centre 
wash-board,  which  is  worked  up  and  down  be- 
tween the  two  B  B.  The  cords  e  e  pass  over 
the  rollers  on  the  top  of  the  wash-boards,  and 
are  secured  to  the  side  of  the  box,  to  prevent  the 
two  wash-boards  b  b  from  rising,  f  f  are  floats 
of  wood  secured  to  the  inside  of  wash-boards  b 
B  by  means  of  cords  as  shown  in  the  drawing, 
which  cause  the  wash-boards  to  be  drawn  to- 
gether. 

C'/atm.— Combining  the  wash-boards,  cords, 
and  floats,  as  above.  , 

No.  9,703. — Henry  W.  Hewet,  of  New  York,  N.  Y. — Lnprovem^nt 
in  Propellers  for  Steamboats. — Patented  June  7th,  1853. 
The  nature  of  this  invention  consists  in 
giving  to  the  paddles,  in  their  circuit,  a 
greater  longitudinal  than  vertical  mo- 
tion, imparted  by  a  crank  motion,  modi- 
fied by  the  vibratory  motion  of  a  beam 
or  beams,  so  that  the  motion  of  the  pad- 
dles shall  be  generated  by  the  combined 
motion  of  the  crank  and  the  beam.  Also, 
in  making  the  vibrating  beam  (in  the 
above  combination)  to  slide  on  its  ful- 
crum ;  by  reason  of  which  combination 
the  paddles  begin  to  move  back  in  the 
direction  of  the  propelling  action,  before 
the  cranks  in  their  descent  reach  the  ho- 
rizoutul  line  or  dead   point,  in  carrying 
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the  paddles  down  towards  the  water,  and  continne  this  motion  in  ibi 
direction  of  the  propelling  action,  until  after  the  cranks  in  rising  liav« 

Eassed  the  horizontal  line  or  dead  point,  thus  avoiding  what  is  called 
ack  water.  There  are  three  cranks  on  two  shafts  connected 
bj  three  bars  like  c;  f  the  paddle  bar.  Each  carrii^  is  provided 
with  two  studs  o^  to  ffive  longitudinal  motion  in  addition  to  whai 
is  imparted  to  the  paddles  by  the  cranks ;  and  the  carria^  is  em- 
braced by  the  lower  end  of  the  beam  A,  which  is  made  double  at  the 
lower  end  for  that  purpose,  and  the  two  parts  at  this  end  are  slotted 
longitudinally  to  embrace  the  studs  ^  so  as  to  strike  thereon  freely. 
Tlie  upper  end  of  tiie  beam  h  is  attached  to  a  crosshead  j^  which 
slides  oetween  ways  k  in  frames  I  erected  above  the  guards ;  th« 
beam  is  also  attached  to  an  arch-piece  m  extending  over  the  carriage 
and  bar  c,  and  connected  with  the  end  thereof. 

Claim. — ^The  foregoing  description  embraces  the  claims  of  the  in- 
ventor.   

No.  9,764. — ^William  S.  Hubbbll  and  Amos  Barbett,  of  Einj^syille, 

Ohio. — Ifn^avemerU  m  a  GonM^sitionfdr  treating  Wooly  to^  Ufof 

the  differeM  Mamj^actwre^. — J^atented  June  7th,  1853. 

This  compositioai  consists  of  oil  and  alcohol ;  two-thirds  by  measure- 

ment  of  oil.  and  one-third  of  alcohol.    The  object  is  to  oDviate  the 

necessity  ot  washing  the  wool  previously  to  the  various  stages  of  iH 

manufacture  from  the  raw  state  to  its  finish  in  cloth. 

CZa^.—- The  above  composition,  for  the  purpose  specified. 

Ko.  9,765. — Samuel  P.  KnrLE,  of  BuflMo,  N.  Y. — Imprm^Doot 

Fastener. — Patented  June  7th,  1853. 

For  the  application  of  this  fasten-  \\ 
er,  the  door  is  provided  with  a  metal 
bar  A  (see  fig.)  sufficiently  thin  to 
allow  the  door  to  shut ;  this  bar  has 
spurs  E  E,  which  are  pressed  into  the 
wood  forming  the  raobet  by  closing 
the  door  (see  sectional  figure).  The 
end  of  the  bar  which  projects  beyond  the  face  of  the  door  when  dosed, 
secures  it  so  long  as  tne  edges  retain  their  hold  in  the  rabbet  Fi^ore 
1  represents  a  perspective  view  of  the  fastener  with  cap  on.  a  is  a 
bar;  b,  stop  or  rest;  o,  brace ;  d,  cap;  h,  the  rivet  which  holds  the 
pieces  b  and  o  to  plate  a,  and  upon  wnich  b  and  o  turn. 

Claim. — ^The  construction  oi  the  bar  a, 
having  the  edges  b  e,  with  the  stop  or  rest 
B,  having  the  lips  f  and  o  arranged  as  de- 
scribed. 

Also,  the  combination  of  the  cap  d  with 
the  bar  A. 


ISffo.  9,766.— R  W.  Bklsok,  of  Philadelphia, 
Pa. — ImaprovemeirU  in  Culinary  BoUer$. — 
Patented  June  7th,  1858. 

This  invention  relates  to  stove  boilers,  and 
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5ts  of  a  fine  and  valve,  provided  for  the  escape  of  the  steam  and 
3  into  the  chimney,  a  is  the  tube,  and  c  the  valve,  which  is  con- 
»d  by  the  movements  of  the  cover. 

ai7n. — The  employment  of  a  valve  in  combination  with  the 
>e  tube  of  culinary  boilers,  the  valve  being  controlled  by  the 
r  or  in  any  equivalent  manner. 


9,767.— Olivek  ELLswoR-m,  of  Hartford,  Coixn.—Im^roverrient  in 
oeratln^  and  lA^cking  Knob  BoUs. — Patented  June  7th,  1853. 


le  figure  represents  a  section  of  the  lock.  i>  is  the  thumb-piece  or 
)nnector ;  when  pushed  in,  it  forces  the  rod  c  towards  the  inside 
>  8,  carrying  the  pin  attached  to  the  rod  out  of  the  teeth  of  the 
ide  knob  tube  a,  and  into  the  "  cavity  "  or  "  oblique  sides  "  contained 
e  side  of  the  lock  case,  and  the  latcn  has  now  become  a  lock.  The 
way  of  opening  the  lock  from  the  outside  when  thus  disconnected 
'  the  introduction  of  a  key  which  fits  over  a  thumb  pin  and  on  to 
md  of  the  spindle.  The  inside  knob  s  has  an  extender  k,  which 
5S  to  disconnect  the  outside  knob  a,  and  to  lengthen  or  shorten  the 

5aim.— The  inventor  claims  the  above  described  combination  and 
DLgement,  for  the  purpose  not  only  of  an  ordinary  door  fastening, 
made  so  as  to  be  converted  into  a  lock. 


9,768. — ^Ralph  J.  Falconer,  of  Washington,  D. 
ose-Oowpling. — ^Patented  June  7tli,  1853. 

le  hose  are  (by  this  improvements  coupled  by 
us  of  the  taper  or  draw  slide,  to  hola  and  oind  the 
parts  together.  (See  fie.)  a  and  h  are  the  parts, 
med  to  hose  and  lockea  together,  which  may  be 
kly  done  even  while  the  water  is  flowing  through 
lose. 

laim. — ^The  employment  of  the  slide  coupling  in 
bination  with  tne  collars  of  hose,  in  the  manner 
for  the  purposes  set  forth. 


C. — Imjyroved 


9,769.— P.  G.  Gardiner,  of  New  York,  N.  Y .—Imprc/oed  Ar^ 
mgement  of  Quartz  P^ilverizer  and  Gold  Anudgamaior, — Patent- 
[  June  7th,  1853. 

lis  improvement  consists  in  the  arrangement  of  a  pulverizing 
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basin  and  an  amalgamating  basin, 
with  a  screen  interposed  between 
them  ;  the  basins  operating  to- 
gether, upon  the  same  shaft.  In 
flie  figure,  b  is  the  driving  shaft, 
and  receives  its  motion  through 
belt-pulley  c;  the  upper  shaft  is 
forked  to  receive  a  block  d.  e  is 
the  lower  or  amalgamator  basin 
with  centre  shaft  f,  to  which  is 
8ecm*ed  the  inner  or  crushing  basin 
o,  with  the  balls  k  k.  The  lower 
end  of  shaft  p  is  connected  by  a 
crank-rod  i  to  the  shaft  b,  which 
works  freely  in  a  hole  made  in  the 
block  D,  at  right  angles  to  the 
pivot  f:  at  one  end  is  pivoted  a 
metal  box  j,  which  is  bored  to  re- 
ceive the  journal  ion  the  lower  end 
of  shaft  F.  A  spring  flr  is  applied  between  the  block  d  and  the 
shoulder  on  the  rod  i.  Tlie  auartz  is  fed  into  basin  o.  The  stream  of 
water  let  into  the  basin  o  wasnes  up  all  the  finely  pulverized  particles, 
and  carries  them  through  the  screen  l  into  the  amalgamator  k. 

Claim, — ^The  arrangement  of  the  vibrating  pulverizing  basin,  and 
amalgamating  basin  attached  thereto,  with  the  screen  interposed 
between  the  two,  connected  and  operating  as  described. 


No.  9,770. — Herman  (JoLDSMmi,  Jun.,  of  New  York  City. — fmpmi^ 
me7it  in  Water  Closets. — Patented  June  7th,  1853. 

(See  fig.)  D  is  the  water-chamber, 
which  contains  a  valve  m,  which  opens 
when  the  basin  f  closes,  and  allows  a 
requisite  quantity  of  water  to  pass 
round  the  pan  or  basin  and  the  flange  of 
the  orifice ;  the  effluvium  is  prevented 
from  escaping  by  the  closing  of  the  pan 
or  basin,  thus  hermetically  closing  the 
orifice,  e  is  the  opening  in  the  centre 
of  the  water-chamber,  of  a  conical 
shane.  The  pan  f  is  attached  to  a 
shaft  <f,  which  has  spiral  springs 
wound  around  it,  and  pinions  g  y,  one 
at  each  end,  into  which  racks  oo  mash. 
When  the  board  j  j  is  depressed,  the 
two  racks  o  o  work  the  pinions  g  g  (>ii  shaft  d  to  which  the  pan  f  is 
attached,  and  opens  the  pan  f  ;  when  the  basin  rises,  the  pan  closes. . 

The  water-chamber  is  closed  air-tight  at  x,  to  prevent  an  undue 
quantity  from  escaping. 

Claim. — ^Tlie  claim  of  the  inventor  is  substantially  included  in  the 
above  description. 
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Iffo.  9,771. — Leon  Jajsosson,  Jersey  Qity,  N.  J.- 
Painting  an  ClotA. — ^Patented  June  7th,  1853. 


-Improvement  in 


The  woollen  cloth  fii-st  undergoes  a  series  of  operations  of  a  prepara* 
toiy  nature  in  chemical  preparations,  &c.  The  mordant  is  composed 
of  muriatic  acid,  sulphuric  acid,  and  block  tin,  in  about  the  propor- 
tions of  18  lbs.  of  the  first,  9  lbs.  of  the  second,  and  2i  lbs.  of  the 
third ;  the  whole  being  warmed  in  a  sand-bath,  whilst  chlorine  gas  is 
introduced  by  a  pipe  to  saturate  it. 

Claim. — ^TTie  painting  upon  cloth,  previously  prepared  with  the 
mordant,  that  wul  combine  chemically  with  colors  laid  one  over  the 
o&er,  and  blended  by  the  means  described ;  by  which  great  richness 
is  given  to  the  figures,  whilst  the  tint  of  each  is  carefufly  preserved'; 
ana  developing  and  fixing  the  colors  by  steam;  and  restoring  the 
cloth  to  its  natural  pliable  state  by  washing  out  the  excess  of  eolorixig 
matter. 


N^o.   9,772. — ^Gebakd  Sickels,   of  Brooklyn,  N.  Y. — Setf-adfiirtinff 
Platform  for  Ferry  ^/•w^.— Patented  June  7th,  1863. 

This  platform  is  con- 
structed in  such  a  shape 
iat  when  the  boat  ap- 
>roaches,  it  covers  the  en- 
ire  space  between  the 
t)oat  and  the  bridge. 

A  represents  the  bridge 
working  by  pivots  a/  o 
the  frame  which  supports 
the  lever  frame  d,  whose 
pivots  or  bearings  h  work 
m  oblong  slots,  e  f  is  the 
platform.  To  the  lever  frame  d  are  attached  cords  or  chains  g  g^ 
with  counterpoise  o.  h  represents  the  ferry  boat,  i  is  a  vertical  pm 
secured  by  a  pivot  to  lever  j,  having  a  fulcrum  at  j.  When  the  boat 
approaches,  tne  cut-water  k  strikes  the  cross-bar  i^  and  forces  tiie 
lower  end  of  the  frame  inward  and  downward,  and  raises  the  weight  o. 

Claim. — Substantially  the  improvements  above  described. 

No.  9,773. — Gbobge  W.  Wight,  of  New  York  City. — Improvement  in 
Screw-Presses  for  Packing  Boxes, — Patented  June  7tn,  1863. 

The  application  of  this 
press  may  be  seen  by  re- 
ference to  the  annexed 
figure.  A,  the  male  screw ; 
B  the  joints  in  the  arms,  o 
the  female  screw,  e  e  the 
hooks.  This  screw-press 
is  desired  to  hold  and 
press  oown  the  cover  of 
the  box  while  it  is  nailed 
or  fastened. 
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Claim, — Bending  the  upper  portions  of  the  arms  or  levers  from  a 
vertical  position,  and  tending  towards  each  other  till  they  reach  the 
cross-piece  at  b,  and  are  jointed  thereto  at  any  point  between  tbe 
uprignts  and  the  centre  of  the  yoke  at  o,  to  give  them  an  inward  ten- 
dency when  the  yoke  is  raised  by  the  screw  a. 


No.   9,774. — ^Ebenezer  Talbot,   of  Windsor,   Conn. — Machine  for 
TumieUing,  or  Boring  Bock. — Patented  June  7tli.  1 S58. 

The  nature  of  tliis  invention  consists  in  so  employing  one  or  more 
metal  rollets,  or  sets  of  rollets,  witli  the  periphery  adapted  to  cnt 


Eway  the  surface  of  stone  by  rolling  against  it,  that  th?y  shall  de- 
scribe in  their  action  the  segment  of  a  circle,  from  the  ceiitio  to  the 
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eircumference  of  the  tunnel,  in  combination  with  a  slow  motion 
around  the  said  centre  of  the  tunnel,  or  other  aperture,  whilst  at  the 
same  time  that  part  of  the  machine  which  carries  the  rollets  is  capable 
of  being  advanced  for  the  feed  motion  in  the  direction  of  tlie  axis  of 
the  tunnel. 

Otaim, — ^The  method  of  applying  a  rollet-cutter  or  cutters,  for 
borinff  or  excavating  tunnels  and  other  apertures  in  rocks,  by  causing 
the  rollet-cutters  to  cut  segments  of  circles  from  the  centre  to  the 
periphery  of  the  tunnel,  with  the  concavity  towards  the  machine,  in 
comoination  with  a  motion  or  motions  around  the  centre  of  the  tunnd, 
to  cause  the  cuttei^  to  act  in  succession  on  tlie  entire  surface  to  be 
cut  away. 

No.  9,Y75. — J.  HoRNio  and  Lm)wio  Suess,  of  Union  Hill,  N.  J. — Imr 
provement  in  Artificial  Stone. — Patented  June  7th,  1863. 

The  composition  consists  in  silex  seventy  parts,  clay  eighteen  parts, 
and  twelve  parts  of  common  salt,  or  substances  containing  sodium  or 
potassium  in  sufficient  quantity  to  cement  the  silex  and  clay  by  mean» 
of  heat  together;  when  two  parts  of  chalk  are  added,  the  composition 
receives  a  fine  white  color ;  ten  parts  of  dross  of  copper  give  it  a 
greenish  color;  fifteen  parts  of  dross  of  iron  give  it  a  gray  or  black 
color.  To  give  it  a  very  remarkable  degree  of  nardness,  and  a  granite- 
like appearance,  mix  sixty  parts  of  sand,  fifteen  of  clay,  ten  of  salt,  and 
fifteen  of  quartz  slate.  Tlie  employment  of  powdered  quartz  instead 
of  sand  gives  it  a  still  greater  hardness,  especially  when  five  parts  of 
powdered  glass  are  mixed  with  the  rest  of  the  composition. 

Clcdm. — ^The  above  described  mode  of  forming  artificial  stone,  by 
the  use  of  silex,  alumina,  and  salt,  or  chloride  of  sodium. 


No.  9,776. — Hamilton  L.  SMrm,  of  Cleveland,  Ohio. — ImprovemerU 
in  Paper  Files, — Patented  June  7th,  1853. 

This  improvement  consists  in  a  series 
of  naiTOw  leaves  a  a,  which  are  bound 
together  in  the  form  of  a  book.  The 
outer  margins  of  the  narrow  leaves  are 
coated  on  one  side  with  a  glutinous 
substance,  by  moistening  whidi  it  will  adhere  to  the  margin  of  a  letter 
or  other  paper  applied  to  it.  Tlie  narrow  leaves  may  be  numbered 
and  an  index  added. 

Claim. — ^Tlie  paper  file  herein  described,  witli  prepai'ed  adhesive 
leaves,  or  margins. 


No.  9,777. — Levi  P.  and  Willum  F.  Dodge,  of  Newburg,  N.  Y. — 
Iinprovement  in  Pumps. — Patented  June  7th,  1853. 

This  improvement  consists  in  connecting  the  valves  o  o'  of  the  piston 
heads,  by  a  tube  n  encirclinfj  the  rod  e,  wherebv  their  simultaneous 
operation  is  insured,  one  closing  at  the  precise  time  the  other  opens, 
while  tlie  piston  heads  are  connected  by  a  thin  cylinder  f,  open  on 
one  side  to  conmiunicate  with  tlie  discharge  pipe  d.    Fig.  1  represents 
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a  section  of  the  pump.  On  the  upper  side  of  the  piston  cylinder  r, 
opposite  the  discharge  aperture  d,  there  is  a  series  of  passages  aaa 
to  let  the  water  pass  out  Ireely  from  the  interior  of  the  piston.  (See 
fig.  2.) 

Claim, — ^The  combination  of  the  cylindrical  piston,  with  its  valves 
and  passages,  so  that  the  water,  all  entering  the  cylinder  upon  pressure 
alternately  at  its  ends,  and  being  discharged  under  pressure  throuA 
the  opening  at  its  side,  tends  to  expand  tlie  same.  Also,  the  combi- 
nation of  tiie  piston  heads  without  the  cylinder  with  thin  valves,  and 
the  induction  and  eduction  passages,  when  these  valves  are  united. 
The  water  entering  through  the  niston  keads,  into  the  space  between 
the  same,  and  being  discharged  tnerefrom  through  a  lateral  eduction 
orifice. 


Ne.  9,778. —  CiLVRLES  B.  Frrcn,  of  Galena,  111. — Improvement  in  Out- 
ting  Apparatus  far  Tenoning  Machines, — Patented  June  14th, 
1853. 

The  object  of  this  invention  is  to  economize 
time  and  labor  in  tenoning,  by  making  a  wider 
cut  practicable  than  heretofore.  To  the  gate 
A  are  attached  the  improved  cutting  tools,  in 
pairs,  D  D  and  b  b  ;  the  foremost  only  partially 
performing  the  cut,  while  the  after  cutters 
finish  the  same.  But  the  cutters  differ  in  form 
according  to  the  work  to  be  performed ;  the 
lower  or  foremost  cutting  tools  are  V-shaped 
wing  cutters,  and  are  adjustable.  In  order  to 
remove  the  angular  strips  ^,  formed  by  the 
cutters  B  B,  the  finishing  tools  d  d  shave  off 
said  strips  and  complete  the  formation  of  a 
regular  tenon. 

Claim. — ^Tlie  method  herein  described  of 
cutting  tenons,  by  means  of  the  scoring  V- 
shapea  cutter,  that  cuts  the  square  shoulder 
ana  point,  and  at  the  same  time  scores  the  side  of  the  tenon,  when  this 
is  combined  with  the  lancet-shaped  or  other  finishing  cutter,  for 
removing  the  material  left  by  the  scorers  ;  arranged  and  combined  as 
specified. 
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Ko.  9,779. — ^William  G.  Huyett,  of  Williamsburgh,  Pa. — Tm^avs- 
rnent  in  Harvesters  of  Oram  and  Grass, — Patented  JunQ  14th, 
1853. 

This  improvement  relates  to  the 
CQtteiB.  Tiiere  are  two  sets  of  tliem, 
one  above  the  other ;  the  lower  ones  b  J, 
as  shown  in  the  figure,  are  of  the  shape 
of  saw-teeth,  and  nave  a  reciprocating 
motion  communicated  to  them  in  a 
direction  crosswise  of  the  machine,  by 
means  of  connecting  rods  and  cranlcs 
o.  The  upper  set  c  c  c  work  over  the 
lower  ones  oh;  and  their  outer  ends 
are  attached  by  pivots  ^  6  ^  to  the  outer 
ends  of  tlie  teeth  a  a  a.  The  upper 
set  of  knives  are  comparatively  narrow,  and  of  taper  form,  and  are 
attached  at  their  inner  ends  by  pivots  d  d  to  &  bar  d  having  a  recipro- 
cating motion,  which  is  also  communicated  to  the  upper  knives  by 
means  of  the  piece  f  having  its  fulcrum  at  h.  By  this  arrangement 
the  knives  operate  with  a  ''  drawing  cut,"  and  the  upper  knives  have 
the  greatest  length  of  vibration  at  their  inner  ends,  and  consequently 

f)revent  anv  choking  or  clogging  of  the  knives,  at  the  angles  of  the 
ower  set  of  teeth  at  i  i  i. 

Claim, — ^The  peculiar  manner  of  arranging  the  two  sets  of  knives 
b  i  h  and  c  c  Cy^  above  described,  having  an  opposite  reciprocating 
motion. 


No.  9,780.— Sherman  S.  Jksvistt  and  Francts  H.  Root,  of  BuflTalo, 
N.  Y. — Improvement  in  Stoves. — Patented  June  14th,  1853. 

This  improvement  consists  in  constructing  stoves  or  grates  with 
recesses  a^'acent  to  their  dooi-s,  of  sufficient  size  to  receive  the  doors, 
and  open  only  when  the  doors  enter. 


In  the  figure,  b  b  represent  jambs,  containing  the  recesses  c  c  to 
conceal  the  doors,  d  d  are  the  door-leaves,  whicn  slide  in  grooves  i  i 
in  the  bottom  plate  b.     g  g  are  the  door  flanges. 

Claim, — ^The  combination  in  a  stove  or  grate  of  the  fireplace  or 
furnace  with  a  sliding-door  or  doors,  to  close  the  front  of  the  fire- 
place ;  and  a  recess  in  one  or  both  of  the  jambs,  for  the  doors  to  slide 
mto,  and  be  concealed  from  view,  and  be  insulated  from  the  fire  and 
smoke  within.  The  recess  of  sufficient  size  only  to  receive  the  door 
or  doors,  and  open  only  when  the  door  enters. 


J 
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No.  9,781. — ^Harvey  Murch,  of  Lebanon,  N.  H. — Improvmneiii  tn 
Mop-Heads. — Patented  June  14th,  1853. 

The  claim  will  explain 
this  invention,  by  refer- 
ence to  the  annexed  figure. 

Claim, — ^The  improved 
mop-head  composed  of 
the  fixed  cross-head  b, 
which  has  grooves  in  its  lower  side  and  end,  in  combination  with  the 
sliding  binder  c,  that  terminates  in  a  notched  shank  e,  and  paasa 
through  the  loop  a,  on  the  handle  a,  which  serves  as  a  detent  m  con- 
sequence of  the  action  of  the  spring  rf,  on  the  under  side  of  the 
shank. 


No.  9,782. — Geo.  Frederick  Muntz,  Jun.,  of  Birmingham,  England.- 
Improvement  in  the  Manufacture  of  Metal  Tubes. — ^Patented  June 
14th,  1853. 

This  invention  consists  in  casting  short  tubes  of  a 
peculiar  form  or  section,  rolling  them  flat  to  extend 
fliem  in  length,  and  then  openmg  them  out  and  ren- 
dering them  cylindrical.  Figure  1  represents  the 
short  tube ;  the  inside  is  washed  with  lime  and  water 
containing  as  much  salt  as  will  be  held  in  solution, 
which  prevents  the  tube  from  adhering  together  when 
rolled  flat.  Tlie  tube  is  heated  to  a  red  heat,  and 
rolled  between  grooved  rollers  similar  to  those  used 
in  rolling  flat  bar  iron,  but  grooved  to  produce  round 
edges  as  shown  in  figure  2.  The  tube  thus  rolled 
mto  flat  bars  is  to  have  one  end  opened  for  about  six 
inches,  as  shown  in  figure  3 ;  and  when  in  this  foim, 
and  at  red  heat,  it  is  to  be  passed  through  between 
^ooved  rollers  shown  at  figure  4.  The  tube  is  then 
entered  on  to  the  end  of  the  mandrel,  and  on  to  the 
stem,  so  that  the  tube  will  be  thereby  opened  in  its 
whole  length.     At  figure  5  the  form  of  the  mandrel  is  shown. 

Muntz's  metal,  which  is  used  for  these  tubes,  consists  of  GO  parts  of 
best  copper,  and  38  parts  of  good  zinc. 

Claim. — ^The  above  described  mode  or  process  of  manufacturing  a 
metallic  tube  of  Muntz's  metal,  or  other  like  metal,  or  compositions 
of  metal. 


No.  9,783. — Lea  Pusey,  of  Patterson,  Penn. — Improvement  in  self- 
waiting  Dining  Tables. — Patented  June  14th,  1853. 

This  table  is  constructed  with  an  endless  band,  situated  beneath  the 
table  and  kept  in  constant  motion  during  meals,  by  any  power  applied 
through  cranks  or  other  means.  Upon  me  top  of  the  guiding  carrieB 
(whicli  are  firmly  attached,  and  are  supported  by  small  railway  trucks 
which  move  in  guiding  apertures  in  the  top  of  the  table)  are  placed 
waiters,  whereon  the  dishes  are  put,  and  constantly  conveyed  around 
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the  guests  on  both  siues  of  the  ^able 

itral  portion  of  the  table. 

fTk — Tlie  inventor's  claim  is  suh.-  lantially  eu 

lescription. 


AJso,  placing  a  shelf  over 
i  raced  in  the  fore- 


784. — Fergus  Pcbdki^,  of  Baltimore,  Md. — Im^provement  m 
tising  Machines. — Patented  June  14tli,  1853. 

nature  of  this  improvement  consists  in  making  tdo  bed-piece  in 
rts,  so  that  it  may  be  adjusted  to  mortises  in  ^afferent  positions 
various  widths,  to  allow  the  chips  to  escape  from  the  under  side 
piece  to  be  mortised. 

m. — ^A  divided  bed,  so  constructed  that  it  can  be  adjusted  to 
3  width  of  the  mortise  to  be  cut,  so  as  to  prevent  the  side  of  the 
5  from  being  splintered  by  the  cutter  or  chips,  when  they  are 
through  anadnven  out  on  the  under  side. 


r85. — Alex.  Hypolfte  Sampson,  of  New  Orleans,  La. — Imprcv&^ 
\  in  Brick  Machines, — Patented  June  14th,  1853. 

nature  of  this  improvement  consists  in  combining  the  mould 
pressing  apparatus,  the  carrying  chains  with  suitable  projeo- 
hereon,  whicli  furnish  from  a  reservoir  or  box,  and  carrv  for- 
>  the  delivery  followers,  the  boards  or  platforms  upon  whicn  the 
I  brick  are  received  and  carried  forward  to  any  convenient 
3r  arranging  them  in  the  drying-house  or  kiln  ;  some  portions 
ipparatus  having  a  continuous,  and  othei-s  a  reciprocating  inter- 
;  motion,  but  the  whole  being  so  timed  as  to  operate  with  per- 
iformity  with  each  other. 

m, — ^Tlie  box  or  reservoir  of  plattbnns  with  the  carrying  chains, 
r  equivalents,  provided  with  suitable  projections  for  catching, 
g  forward,  and  carrying  immediately  underneath  the  delivery 
r,  the  boards  or  platforms  for  receiving  the  pressed  brick,  and 
ch  tliey  are  conveyed  out  of  the  machine. 


86. — E.  H.SMrrn,  of  New  York,  N.  Y. — Iviproveineni  m  Cojyy- 
Presses, — Patented  June  14th,  1853. 

platens  a  and  b  are  set  ver- 
Tlie  hand  lever  has  its 
I  at  F,  and  works  between 
right  supports  d,  to  which 
tionary  platen  is  attached. 

lever  is  attached  a  pawl  e, 

the  progressive  motion  ;  h 

ransverse  bar  to  which  the 

i  standard  o  is  attached,  and 

>vable  platen  a.    The  ad- 

e  stop  L  in  the  separate  figure  is  set  upon  one  end  of  the  trans- 

ar,  and  is  to  be  secured  in  any  position  by  the  wedge  i,  whereby 

ss  can  be  worked  exactly,  and  at  any  distance  required. 

7h. — ^Tlie  employment  of  the  hand  lever  to  operate  the  prc^^sing 
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Elaten  through  the  agency  or  by  the  means  of  the  sliding  transvaiiQ 
ar,  or  its  equivalent,  in  combination  ^vith  the  adjustable  stop  or  ki 
equivalent. 

Also,  the  arrangements  of  the  plates  or  platens  a  and  b  in  such  re- 
lation to  their  support  and  operating  medium,  as  to  render  tlu-ee  of 
the  four  edges  of  each  platen  unobsti'ucted,  perfectly  available,  and 
easy  of  access. 

No.  9,787. — John  I.  Sturois,  of  New  York,  N.  Y. — Improvement  m 
TyperCasting  Machines, — Patented  June  14th,  1853. 

The  nature  of  this  invention  consists  in  arranging  upon  a  horizontal 
rock-shaft  working  in  adjustable  boxes  in  standards  at  each  side  of 
the  bed  plate  of  the  machine,  the  mould-block  rest  in  a  horizontid 
position,  having  one  edge  inclining  downwards,  so  as  to  ffive  the 
mould  a  downward  slant  to  drop  the  type,  and  having  its  bacK  end  ia 
a  vertical  rock  shaft,  having  a  pin  in  it  to  work  in  a  groove  of  a  cam 
on  the  main  shaft,  for  the  purpose  of  producing  a  reciprocating  motion 
to  carry  the  mould-board  to  and  from  the  nipple  of  the  metal  batL 
Also  in  the  combination  of  the  levers  and  cam  and  spring  movements, 
for  holdinff  the  matrix,  and  "levering"  it  (technicSly)  when  in 
operation  lor  moulding  type.  Also  in  the  mode  of  setting  tlie  upper 
half  of  the  mould-block,  by  means  of  a  V-shaped  bar  secured  to  s 
back  piece,  which  is  made  adjustable  by  means  of  set  screws,  holding 
in  the  joint  at  the  back  of  the  mould-block.  And  lastly,  in  the  arrange- 
ment of  the  several  parts  of  the  machine,  for  the  purpose  of  type  cast- 
ing. 

Claim. — The  use  of  the  horizontal  mould-block  rest,  in  combination 
with  the  vertical  and  horizontal  rock-shafts  and  cam.  Also,  the  use  of 
the  lever  and  rod  in  combination  with  the  horizontal  mould-block  rest 
and  matrix.  Also,  the  use  of  tlie  matrix-holder,  having  a  slot  in  it,  to 
allow  of  a  lifting  motion  on  its  centre  pin,  and  a  notch  m  its  back  side 
for  the  end  of  the  spring  to  act  against,  in  combination  with  a  spring 
and  inclined  plane  or  cam,  on  the  horizontal  rock  shaft,  and  a  pm  for 
holding  it.  Also,  the  V-shaped  bar  secured  to  an  adjustable  ena  plate, 
attached  to  the  outer  end  of  the  lower  half  of  the  mould-block. 


No.  9,788.— GiLi.:s  F.  Filley,  of  St.  Louis,  Mo.— 
Improvement  in  Cooking  Stoves, — Patented 
June  14th,  1853. 

The  claim,  by  reference  to  the  figure,  will 
fully  explain  this  improvement. 

Claim, — ^Tlie  flaring  enlargement  of  the  side 
flues  D  D,  c  c,  from  the  space  above  the  oven  to 
the  flue  space  e,  which  extends  under  the  entire 
jfront  end  of  the  oven ;  and  also  the  enlargement 
of  the  central  flues  f  and  o,  from  the  flue  space 
E  to  tlie  upper  end  of  o,  for  the  purpose  of  in- 
creasing the  draught  of  all  the  flues,  and  causing 
a  larger  portion  ol  heat  to  be  conducted  into  the 
flue  space  e.    Also,  in  combination  with  the 
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buin^  8h^)e  of  the  flues  oof  and  o,  the  auxiliary  dumb  flue  h,  which 
ises  vroxa  the  flue  space  e  to  the  hearthplate,  and  thence  is  continued 
mmediately  under  the  fire  chamber  and  up  the  back  of  the  same ;  by 
nrhich  another  portion  of  heat  from  the  fire  chamber  is  conducted  by 
"adiation  and  circulation  into  the  flue  space  £,  for  the  purpose  of  aid- 
ng  in  giving  an  increased  draught  to  the  stove,  and  in  raising  the 
temperature  of  the  front  end  of  the  oven  bottom  to  the  required 
iegree  for  baking  purposes. 

N^o.  9,789. — James  M.  Bbookfield  and  Ephba^dc  V.  Whiie,  of  Hones- 
dale,  Pa. — Impovement  in  Manufacturing  Glass. — Patented  June 
14th,  1853. 

The  nature  of  this  invention  consists  in  ||^^^^^|BSBPB^8M| 
combining  and  usin^  a  blast  with  the  ^^^^^|B^|Bg^|H^| 
ordinary  tumace,  and  anthracite  coal  as  ^^^^HH^^^^H^I 
&  fuel,  for  melting  the  materials  in  the  ^^^^^Bm^IBMmJBB 
manufacture  of  glass.  The  common  fur-  ^^^^R^=l^n^;^^fl 
Dace  is  used,  having  the  ordinary  arched  ^|^^H^|lES||mfll 
chamber  a  for  containing  the  melting  B|j^B^^Brjj|Hil^BB 
pots,  working  holes,  &c.,  sieges,  heating  ^M^l[i||^BMH|H| 
chambers  b,  air  chambers  rf,  doors  ^,  &c. ;  |m^^^gg^^^^^^^^| 
and  to  permit  the  use  of  anthracite  coal, 

in  addition  to  the  ordinary  bellows,  a  blast  apparatus  is  applied,  and 
the  blast  is  conducted  through  the  pipo  9[.  lie  strength  ol  the  blast 
is  regulated  by  the  sliding  valves  A.  The  shelves  i  are  for  heating 
the  coal,  and  the  apertures  k  for  introducing  it  into  the  heating  cham- 
bers B. 

Claim. — The  application  of  a  blast,  and  anthracite  coal  as  a  fuel,  in 
the  manufacture  ot  glass. 

No.  9,790. — John  L.  Kjngsley,  of  New  York,  N.  Y. — Improvement  in 
Mcndding  &i(Ua-Percha  Stereotype-Plates. — ^Patented  June  14th, 
1853. 

The  nature  of  this  invention  consists  in  making  moulds  for  stereo- 
typiii?  of  India  rubber  or  gutta-percha,  by  mixing  the  gums  with 
metallic  or  earthy  substances,  and  by  expelling  all  air  from  the  mould 
while  it  is  being  tilled,  to  render  the  cast  in  all  respects  perfect.  (The 
process  would  require  too  lengthy  a  description  for  this  Keport.) 

Claim. — ^The  process  of  expelling  air  from  the  surface  of  the  type 
when  forming  the  mould,  and  from  the  surface  of  the  mould  wlien 
forming  the  plate.  Also,  the  methDd  of  dressing,  levelling,  or  thick- 
nessing  the  moulds  and  plates,  when  made  of  any  compounds  that  run, 
so  that  all  the  plates  made  shall  be  invariably  oi  the  same  thickness. 


No.  9,791. — J.  J.  Greenough,  of  Boston,  Mass. — Improvement  in  the 
Manufaxiure  of  Glass  Plates. — Patented  June  14tli,  1853. 

This  improvement  consists  in  the  apparatus  and  process  of  forming 
plates  of  glass,  by  causing  the  melted  material  to  pass  between  two  or 
more  pairs  of  rollers,  while  in  a  plastic  state,  and  in  keeping  the  plates 
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between  the  rollers,  and  supported  by  them,  till  cool  enongh  to  sup- 
port themselves  straight  without  stretching  while  annealing,  or  by  soi- 
pending  them  by  their  upper  edges  in  an  annealing  chamber  during 
the  process  of  cooling ;  both  of  which  processes  may  be  used  in  con- 
junction. The  apparatus  consists  of  a  carriage  composed  of  two  aide 
pieces,  properly  connected  and  placed  on  trucks ;  tnis  carriage  sup- 
ports two  or  more  paire  of  rollers,  arranged  so  as  gradually  to  reduce 
the  thickness  (if  desired)  of  the  fflass,  as  it  passes  between  them.  The 
hopper  or  reservoir  containing  tne  melted  glass  is  located  above,  and 
so  arranged  as  to  precipitate  the  melted  glass  direcUy  between  the 
rollers,  by  turning  tne  frame  upon  which  the  hopper  is  suspended  or 
swung. 

Claim, — ^Manufacturing  plates  of  glass,  by  causing  the  glass  while 
in  a  plastic  state  to  pass  between  two  or  more  paire  of  rollers.  Also, 
embossing  the  surface  of  the  plate-glass  by  passing  it  between  em- 
bossing rollers.  Also,  suspending  plates  of  glass  by  their  upper  edges 
after  tney  have  been  formed  while  annealing,  so  as  to  keep  them  in  a 
perfect  plane,  without  resting  on  a  bed. 

No.  9,792.— HoBATio  Allen  and  D.  G.  Welus,  of  New  York,  N.  T. 
— ImproveTnent  in  Cutroff  for  Steam,  Engines. — Patented  June 
21st,  1853. 

In  this  improvement  in  the  cut-off,  the 
exhaust  valve  toes  are  permanently  attach- 
ed to  the  rocknshaft;  and  on  this  shaft  are 
E laced  the  loose  toes,  or  secondary  toes, 
y  means  of  which  the  steam  valves  are 
operated :  motion  is  given  to  raise  the  loose 
toes  by  means  of  an  arm  permanently  attach- 
ed to  the  rock  shaft,  and  to  lower  them  by 
means  of  an  arm  having  its  centre  on  an  arm 
attached  to  the  rock  shaft,  and  deriving  its 
motion  from  any  part  of  the  engine  whose 
motion  commences  with  or  slightlv  precedes 
the  motion  of  the  piston  rod.  h  is  the  rock 
shaft ;  p  p  are  loose  toes ;  8  8'  are  two  sectors, 
supported  by  the  pin  7,  but  free  to  turn  on 
it.  These  sectors  are  connected  with  the 
arm  9  by  means  of  a  right  and  left  hand 
screw. 

Claim, — ^The  mode  of  operating  the  loose  toes  by  means  of  sectors, 
combined  with  the  rock  snaft,  and  operated  as  set  forth. 


No.  9,793. — Benjamin  E.  Collet,  of  Cambridge,  Mass. — Improvemeni 
in  Piano-Fortes. — ^Patented  June  21st,  1853. 

This  improvement  consists  in  making  the  fly  of  the  jack  adjustable 
by  a  set  screw,  ^vhich  keeps  it  in  its  proper  position  with  regard  to 
the  shoulder  of  the  hammer  arm,  and  prevents  its  rebounding  against 
the  same ;  at  the  same  time  the  fly  of  the  jack  is  prevented  from 
blocking  by  being  pushed  from  the  lever  whicn  operates  the  hamme^ 
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inn,  at  each  blow ;  a  represents  the  key-lever;  Cj  back-catch ;  d^  jack ; 
^  fly ;  y,  arm  which  works  on  a  fulcrum  at  g. 


In  the  army,  and  turning  on  a  fulcrum  o  in  the  same,  is  placed  the 
right  angular  lever  ^,  through  the  bottom  end  of  which  is  inserted  a 
screw  qj  with  washers  at  r.  The  other  end  or  projection  t  of  this 
lever  bears  against  the  stationary  piece  s.  When  the  armf  is  raised 
by  the  fly  of  the  jack,  the  lever  »,  turning  on  the  fulcrum,  will  press 
by  means  of  its  screw  ^,  and  wa&er  r,  against  the  fly  of  the  jack,  and 
wow  it  from  the  shoulder  of  the  arm//  thus  effectually  preventing 
its  sticking  or  blocking.  The  lever  ^,  of  right  angular  form,  is  aidea 
by  the  bent  spring  u. 

Claim. — ^Throwmg  the  fly  of  the  jack  from  the  arm  which  operates 
the  hammer  each  time  the  note  is  struck,  so  as  to  prevent  its  blocking 
in  the  arm,  by  the  bent  lever  ^,  and  set  screw  y,  operating  indepenf 
ently  of  the  hanmier  and  hammer  arm  in  the  manner  set  forth. 


BTo.  9,794. — ^William  H.  Danfobth,  of  Salem,  Mass. — Imprcviment 
in  Power  PHnii^ig  Presses*    Patented  June  2l8t,  1853. 

The  nature  of  this  invention  consists  in  the  employment  of  two 
parallel  type  forms,  and  two  platens,  in  one  printing  machine,  so 
arranged  one  above  the  other  that  both  platens  can  be  operated 
together,  so  that  a  sheet  of  paper  can  be  printed  by  each  form  at  one 
impression.  Also,  in  the  manner  of  feeding  tlie  paper  into  the 
machine  between  a  series  of  griping  bars  and  bands,  that  hold  it  in 
place  to  receive  the  impression,  and  pass  it  forward  afterwards ;  while 
the  inking  roller  is  so  arranged  as  to  follow  closely  after  it,  across  the 
face  of  the  types,  to  ink  them,  and  be  followed  in  turn  by  the  blank 
sheet  that  is  to  receive  the  next  impression.  Also,  in  the  manner  of 
providing  an  opening  between  the  feed  bands,  at  the  time  that  the 
sheets  are  entered  from  the  tympan.  Also,  in  the  arrangement  for 
operating  the  feed  bands,  so  that  they  will  be  stationary  at  the  time 
that  the  impressions  are  given. 

Claim. — The  employment  in  one  printing-press  of  two  parallel 
type-forms,  one  above  the  other,  and  two  platens  so  arranged  in  a 
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frame  as  t):at  a  sheet  of  paper  can  be  printed  bj  each  form  at  cm 
impression.  Also,  the  mode  of  feeding  the  paper.  Also,  making  tfas 
feed-bands  unequal  in  thickness,  for  the  purpose  described.  Also,  the 
employment  of  a  series  of  griping  or  discharging  cross-bars,  in  combi- 
nation with  and  so  arranged  upon  two  endless  bands,  as  to  be  made 
to  act  upon  the  leading  edges  of  the  sheets  as  they  pass  along,  and 
hold  them  against  the  feed-bands,  until  they  have  passed  across  OTer 
the  top  of  the  pile  upon  the  platform,  for  the  purpose  of  piling  the 
printed  sheets.  Also,  the  device  for  ^ving  and  checkinff  the  motion 
of  the  feed-bands,  alternately  as  required ;  consisting  of  me  vibrating 
lever,  bar,  reciprocating-rack,  connecting-wheel,  feeding-wheel,  fast- 
wheel  or  disc,  spring-pawl,  adjustable  cam,  pin,  studs,  arm,  rock- 
shaft,  brake,  cylinder,  &c. 

JJo.  9,795. — John  A.  Eldee,  of  Westbrook,  Me. — Improvemerd  wi 
Looms  for  weaving  Checked  and  Figured  Fabrics. — ^^atented  June 
21st,  1853. 

The  main  feature  of  this  improvement  consists  in  placing  one  half 
of  the  trap-boards  directly  above  the  other  half,  their  position  being 
such  as  to  allow  the  knot-cords  to  pass  from  their  point  of  suspension, 
through  holes  in  the  two  trap-boanls,  placed  at  short  distances  apart 

Claim, — ^The  arrangement  of  two  ti-ap-boards,  placed  one  above  the 
other,  and  between  the  suspension  board  and  needles.  Also,  two  trap- 
boards,  arranged,  the  one  above  the  other,  with  their  slots  in  opposite 
directions  to  me  knot-cord  holes,  when  combined  with  the  knot-cords, 
having  a  knot  for  each  board,  and  a  single  set  of  needles,  for  tlie  pn^ 
pose  of  vibrating  the  knot-cords  from  the  slots  in  one  board  to  the  slots 
m  the  oilier ;  the  whole  arranged  and  combined  in  the  manner  herein 
set  forth. 


No.  9,796. — ^Edmond  L.  Freeman,  of  Ann  Arbor,  Mich. — Improvemeni 
in  jBog- Cutting  CvltivcUors. — Patented  June  21st,  1853. 

The  teeth  are  constructed  in  the  form  re- 
presented in  the  figure,  b  represents  the 
beam,  e  the  shank,  f  the  coulter  part  of  tlie 
tooth,  and  o  the  blade  of  the  tooth.  The 
teeth  are  set  in  triangular  frames. 

Claim. — ^The  precise  construction  of  the 
tooth,  and  placed  in  the  position  as  set  forth, 
the  vertical  part  and  the  horizontal  each  having  a  backward  slant 


No.  9,797. — Frederick  W.  Howe,  of  Windsor,  Vt. — Impr<n^neni  in 
Machines  for  planing  Metals. — Patented  June  21st,  1853. 

A  represents  the  bed  or  rail  frame,  which  supports  the  tool  carriage 
o ;  B  B  are  friction  boxes  connected  to  tlie  tool  carriage ;  d  is  a  lever 
shown  in  dotted  lines  k  ;  the  endless  chain,  which  moves  continually  in 
one  direction  through  the  boxes  b  b. 

Claim. — Combining  with  the  endless  chain  and  the  primary  tool 
carriage  the  two  slide  boxes  b  b  (or  their  mechanical  equivBlents),  die 
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bindera  a  o  and  rocker  lever  d,  and  its  operative  mechanism,  viz.,  tko 
rod  F,  eccentric  h,  diaft  j,  and  lever  i ;  the  whole  being  made  to  operato 


snbetantiallj  in  manner  as  described,  and  for  the  purpose  of  enabling  a 
person  to  readily  produce  a  movement  of  the  tool  carriage  either  to 
ue  right  or  left,  wliile  tlie  endless  chain  has  a  continuous  motion  ip 
one  direction. 


No.  9,798. — ^William  S.  Hyde,  of  Townsend,  Ohio.- 
OultivcUor  Ploughs, — Patented  June  21st,  lSo3. 


-Improvement  in 


This  cultivator  is  constructed  of  three 
shares,  and  secured  to  a  triangular  adjust- 
able frame.  The  middle  share,  which  is 
placed  behind  the  side  shares,  is  of  the  shovel 
variety.  The  side  shares  b  b  are  of  the 
plough  variety,  and  are  inclined,  to  throw  the 
soil  in  opposite  directions  from  the  centre  of 
die  maciune ;  each  of  tlie  side  shares  has  an 
adjustable  wing  k  which  is  pivoted  to  the 
mould  board,  and  can  be  turned  up  or  do^vn,  as  seen  in  dotted  lines 
K.    i  is  a  bolt 

Claim. — ^The  cultivator  herein  described  with  adjustable  supple- 
mentary wings,  so  constructed  as  to  cultivate  the  soil  near  the  roots  oi 
the  plants  superficially,  and  deeper  at  a  distance  therefrom,  the  wings 
being  adjustable  to  any  requireci  angle  with  the  bottom  of  the  furrow, 
60  as  to  give  any  desired  degree  of  inclination  to  the  sides  of  the  ridges 
or  hills,  and  to  change  their  inclination  from  time  to  lime  to  adapt 
them  to  the  varying  stages  of  the  growth  of  the  plant. 


No.  9,799. — Simon  Ingersoll,  of  New  York,  N.  Y. — Improvement  in 
Feed  Motion  in  Plug- Gutting  Machines. — ^Patented  June  21st 
1853. 

Tliis  invention  consists  in  the  enaployment  of  a  feed  motion  which 
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18  constracted  and  operated  so  as  to  move  the  board  or  slab  finom  wUdk 
the  plug  or  bun^  is  eat,  at  intervals  between  the  longitudinal  motiiHis 
of  the  cutter  spindle,  after  cutting  one  plug  to  a  proper  distance  to 
cut  another  one,  and  which  has  certain  provisions  made  for  forcing 
the  feed  dogs  into  the  work,  and  withdrawing  them  therefrom,  prepa- 
ratory to  the  feeding  and  retrograde  movements,  for  the  prevention 
of  injury  to  their  edges  and  to  tne  face  of  the  work. 

Claim. — ^The  above  description  substantially  sets  forth  the  claim 
of  the  inventor. 


No.  9,800. — John  H.  Many,  of  Waddam's  Grore,  Dl. — ImprownmX 
in  Cutters  to  Harvesters. — ^Patented  June  21st,  1853. 


This  improvement  consists  in  a  strong  straight  bar  a  and  a  series  of 
lozenge-shaped  blades  b  b  secured  thereto  by  screws,  or  otherwise. 
The  blades  should  be  four  inches  long  and  one-eighth  of  an  inch  thick, 
with  their  edges  sharpened  by  bevelling  them  on  in  the  manner  of  a 
joiner's  chisel. 

Claim. — A  cutter  or  sickle  composed  of  a  series  of  lozenge-shaped 
blades  attached  to  a  bar ;  whereby  the  pressure  of  the  grass  at  the 
front  comers  of  the  blades  is  so  counteracted,  that  the  latter  are  not 
bent  down  from  the  edges  of  the  guard  fingers  against  which  they  cut 


No.  9,801. — ^D.  H.  B.  Newcoi^ib,  of  Conewango,  N.  Y. — Improvemtfid 
in  HiUrside  Plouglis. — ^Patented  June  21st,  1853. 

This  invention  consists  in  ar^'anging,  centrally  between  the  mould- 
boards,  a  running  wheel,  whicji  aises  from  the  bottom  of  the  fur- 
row the  share  which  for  the  lime  being  happens  to  be  behind,  and 
thus  prevents  the  dragging  of  the  same,  and  oDviates  all  friction  from 
that  cause,  and  also  facilitates  tlie  draught,  and  prevents  the  wear 
from  the  same  cause. 

Claim. — Arranging  the  two  shares  of  a  double  plough  which 
alternately  run  forward  on  a  central  wheel,  in  such  manner  that  the 
share  in  the  rear  shall  be  carried  above  the  bottom  of  the  furrow. 
Also,  the  method  of  relieving  the  swivel,  and  of  steadying  and  sup 
porting  the  beam  when  set  and  in  turning,  by  means  of  semi-circulir 

fuide  or  track,  in  connexion  with  a  catch  at  each  end  of  the  track  to 
old  the  beam  in  place  when  properly  adjusted. 


No.  9,802. — Augustus  K.  Popp:,  of  Somerville,  Mass. — ImproverMfU 
in  EUctrO'Magixetic  Alai^ms. — Patented  June  21st,  1853. 

The  nature  of  this  invention  consists  in  applying  to  either  doors  or 
windows  of  a  house  a  magnetic  alarm,  for  tne  purpose  of  giving 
alarm  in  case  of  burglarious  or  other  attempts  to  enter  the  same 
through  doors  and  windows.    Tiy  o^e^miv^  1\\^  doer  or  window  the 
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of  the  key  which  is  attached  thereto  is  forced  against  the  other 
irhich  forms  a  circuit,  whereby  the  magnet  becomes  charged 
raws  the  armature  towards  it,  thereby  tlirowing  the  hammer 
bell,  and  giving  alarm. 

m. — ^The  combmation  of  tlie  movable  and  vibrating  armature 
B  spring  circuit-breaker  with  the  hanmier  of  the  bell,  the  same 
used  in  connexion  with  the  electro-magnet  wires,  and  a  key 
i  to  the  door  or  window. 


J03. — Geobqe  Eohb,  of  Charlestown,  Va. — ImpravemefU  in  Seed- 
A?r«.— Patented  June  21st,  1853. 

invention  consists  in  a  device  attached  to  a  seed-planter,  for  the 
e  of  sowing  grain,  or  scattering  it  from  an  apron  and  screen, 
m. — ^The  use  and  application  of  a  ridged,  or  fluted,  or  comi- 
ribrating  apron  device,  combined  with  the  "grain  scatterer" 
rank-handle  axis  actuated  by  the  pins  or  cogs,  on  the  hub- 
of  the  propelling  wheel,  together  with  the  reacting  spring  rest; 
lole  arranged  and  used  together  as  a  seed  fountain,  with  aper- 
jo  constructed  as  to  admit  of  connecting  thereto  short  detach- 
•  movable  mouth-pieces  or  outlet  spouts,  for  the  more  perfect 
^e  escape  of  the  seed  from  the  grain  chamber  on  to  the  apron 
Gitterer. 


804. — J.  R.  Shank,  of  Buffalo,  Va. — Improvement  in  Lath 
hines, — Patented  June  2l8t,  1853. 

nature  of  this  invention  con- 
providing  the  machine  with  a 
o,  which  is  furnished  with  a 
)ry  motion,  answering  the 
purpose  of  regulating  the 
ess  of  the  lath,  and  slipping  it 
[le  knife  and  table  k,  in  order 
ure  of  its  separation  from  the 
so  that  it  can  be  shoved  up  at 
stroke  of  the  machine  and 
y  cut  a  lath  perfect.    While 

life  is  descending  the  gauffe  is  

ding,  whereby  the  lath  is  forced  down  from  the  table. 
Im. — ^Imparting  a  vibratory  motion  to  the  gauge-bar,  in  the 
r  descrioed,  so  that  it  will  not  only  perform  the  function  of  a 
bar  to  regulate  the  thickness  of  the  lath,  but  also  that  of  a 
•  in  order  to  insure  the  separation  of  the  lath  from  the  block, 
I  purposes  described. 

305. — ^Walter  Sheeeod,  of  Providence,  K.  L — Imprirvemeni  in 
anding  Mandrels  for  Turning  Machinery. — ^Patented  June 
,  1853. 

nature  of  this  invention  consists  in  the  use  of  an  arbor  a 
;  a  taper  turned  thereon,  on  which  is  fitted  «si  ^xg«s\QliSi% 
15 
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cylindrical  spring  shell  a  bo,  open  at  f  lon^tudinall j  with  the  arbor, 
and  held  in  its  place  by  its  elasticity. 


Claim, — A  divided  spring  shell  constructed  as  described,  and  8< 
that  when  it  is  combined  with  a  tapering  mandrel  it  shall  retain  it 
position  on  said  mandrel ;  the  whole  arranged,  constructed,  and  con 
oined  in  the  manner  set  forth. 


No.  9,806.— William  McKay  Thornton,  of 
Bloomsburgh,  Pa. — Irrvprovement  in  Horse- 
coUara. — Patented  June  21st,  1853. 

Figure  1  represents  this  improved  collar, 
with  wide  pad-flaps  d^  which  are  stiflFened  by 
means  of  a  metallic  bow,  as  shown  in  figure  2. 

Claim, — A  horse-collar  formed  with  pad- 
flaps  d  by  the  extension  of  the  face  leather 

of  the  pads  as  described.    Also  the  manner 

of  stiffening  and  uniting  the  pads  by  means  of 
ends  of  which  are  rigid  to  stinen  the  shoulder 
pads  and  support  the  tugs,  while  its  arch  is  flat| 
thin,  and  flexible  in  one  direction,  to  allow  the 
pads  to  change  their  relative  distances  apart, 
comparatively  rigid  in  the  other  direction, 
to  prevent  the  pads  from  turning,  with  respect 
to  a  plane  parallel  to  the  front  of  the  collar. 


No.  9,807. — Joseph  H.  Tuttle,  of  Seneca, 
Saws, — Patented  June  21st,  1853. 

Tlie  nature  of  this  inven- 
tion consists  in  so  forming 
and  arranging  the  teeth 
on  a  saw  bmde,  as  that  the 
wt  of  teeth  which  scores  the 
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:lie  kerf  shall  project  slightly  beyond  the  other  set  of  teeth 
anes  out  the  wood  between  the  scores,  and  so  also  that  a  por- 
;he  planing  teeth  shall  by  their  form  and  location  act  as  a 
>th  to  the  fleam  cutters  or  scorers  and  to  themselves,  to  prevent 

from  taking  too  rank  a  hold  on  the  wood,  which  makes  it 

CTeat  ease  and  efficiency,    a  a  and  b  b  represent  the  fleam 
joffed  teeth,  and  o  o  the  curved  planing  teeth. 
— ?Che  combination,  arrangement,  and  location  upon  the  same 

the  sets  of  fleam  teeth  for  scoring  the  sides  of  the  kerf,  and 
f  planing  teeth  for  removing  the  wood  between  the  scores, 
3  planing  teeth  are  placed  back  to  back,  curve  in  opposite 
3,  and  are  between  the  sets  of  fleam  cutters,  and  at  sufficient 

apart,  so  that  each  planing  tooth  shall  serve  alternately  as  a 
its  fellow,  while  allowing  it  to  cut  to  a  proper  depth,  and  be  a 
it  guide  to  the  fleam  cutters,  to  prevent  any  of  the  teeth  from 
o  rank  a  hold  upon  the  wood,  wnich  makes  it  run  with  great 
efficiency,  and  is  applicable  to  slitting  or  cross-cutting. 

)8. — Jonas  R  Wilder,  of  Belfast,  Me. — Improvement  in 
i*.— Patented  June  21st,  1853. 

ature  of  this  invention 
in  having  a  revolving 
ard,  so  arranged  and  at- 

the  share  ana  land-side 
it  the  mould-board  may 
d  independently  of  tho 
dch  also  revolves.  Both 
id-board  and  share  may 
d  to  either  side  of  the 
plate,  so  that  the  dirt  or 
>e  cast  or  turned  in  either 
;  and  the  object  in  hav- 
nould-board  so  arranged 
lay  have  an  independent 
it,  is,  that  it  may  be  ad- 
•operly  to  either  side  of  the  plough,  and  the  plough  work 
rell,  no  matter  on  which  side  of  the  plough  the  share  and  mould 
5  placed.  The  figure  represents  the  side-hill  plough,  the  share 
uld  board  a  being  down,  or  in  the  act  of  being  turned  over  on 

side  of  tlie  land  side  b. 

— Having  the  mould-board  so  constructed,  arranged,  and 
to  the  share  o  and  land  side  plate  b,  that  the  mould-board 
umed  independently  of  the  diare,  and  a  proper  curved  outer 
resented  to  the  sod  on  either  side  of  the  plough ;  the  mould- 
ing constructed  with  two  faces  precisely  of  the  same  form. 


9. — ^Benj.  R.  Nobton,  of  Syracuse,  N.  Y. — Iinprovement  m 
ic-PovrUed  Pens. — Patentea  June  2l6t,  1853. 

istruct  these  pens  metallic  moulds  are  first  prepared,  either 
9,  or  as  most  convenient,  the  inside  of  which  is  of  the  shape 
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and  size  of  the  pen  to  be  made,  having  on  one  end  a  cylinder  and 
piston,  for  forcing  the  composition  of  ^ms  when  in  a  plastic  state 
mto  the  moulds.  The  pens  are  made  ot  ffutta  percha  or  other  elastic 
gnms,  and  pointed  with  metallic  points,  me  nios  of  which  are  tipped 
with  iridium,  as  in  the  ordinary  manner  of  making  gold  pens. 

Claim. — A  metallic-pointed  pen,  attached  to  a  wire  of  the  leogth 
required  to  form  a  handle,  when  such  pen  and  holder  are  covered 
from  the  top  of  the  holder  to  near  the  nib  of  the  pen  by  a  coaring  ef 
gutta  percha  or  India  rubber,  of  suitable  thickness. 


No.  9,810. — ^William  T.  Ttson,  of  Orwigsburg,  Pa. — Improvemeni  tn 
Propellera  for  Comal  Ncmgation. — Patented  June  21st,  18M. 
Antedated  December  21st,  1852. 

This  propeller  consists  of  inclined 
blades,  which  are  secured  to  a  hub  ; 
the  peripheries  of  the  blades  are 
everywhere  equidistant  from  the 
axis  on  which  the  propeller  turns, 
and  are  furnished  throughout  their 
whole  extent  with  rims,  which  have 
the  form  of  helical  strips  cut  from 
the  barrel  of  a  cylinder,  and  pro- 

i'ect  backwards  from  the  blade,  to  confine  the  water  on  which  the 
itter  is  acting,  and  thus  prevent  it  from  being  thrown  outwards  by 
the  centrifiigaJ  force  generated  by  the  revolution  of  the  blades,  a  a 
are  the  propeller  blades  in  the  figure,  d  d  the  rim-*,  e  the  axis. 

Claim. — ^The  blades  constructed  with  lips  or  rims,  which  are 
sections  of  a  cylinder  concentric  with  the  axis  on  which  the  propeller 
rotates. 


No.  9,811. — ^Enoch  HroDEN,  of  New  York,  N.  Y. — Improvemerd  wi 
Side-lights  for  Ships. — ^Patented  June  21st,  1853. 

This  improvement  in  ship 
lights  has  for  its  object  a 
more  convenient  ventilation. 
The  figure  represents  a  sec- 
tion, and  A  a  portion  of  the 
ship's  side,  b  b,  the  main 
frame  of  the  light,  rendered 
tight  by  a  lead  rin^  k  x.  o 
a  movable  frame  m  which 
the  glass  d  is  fastened  and 
*  turned  on  its  pivots  j  in  the 
projecting  pieces  e,  cast  on 
the  frame  b.  l  shows  the 
fiume  0  in  an  upright  posi- 
tion when  open,  f  f  are  the 
screws  witn  combined  in- 
clined planes,  which  firmly 
-yarew  the  light  fiwne  or  glass  cell  to  its  India  rubber  seat  o  o,  making 
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it  air  and  water  tight  The  screw  i*  is  shown  separate,  fig.  o  being 
the  circular  inclined  j)lane;  n  is  a  projecting  pin  for  stopping  the 
screw  in  its  proper  position  when  the  light  is  to  be  opened  K)r  venti- 
lation* 

Claim. — ^The  arrangement  of  screws  f  tapped  into  the  main  frame 
B,  in  combination  wiui  inclined  planes  or  spirals  o,  forming  part  of 
the  screws  that  holds  the  light  frame,  or  cell  containing  the  glass,  fast 
to  the  India  mbber  in  its  grooved  seat  in  the  main  frame,  with  its  stoj^ 
pin  K  for  stopping  the  screw  in  its  prober  position  when  the  light  is 
opened  for  ventimtion.  Also,  the  projecting  ears  e,  with  slots  or 
cnase-mortises,  in  which  the  pivots  of  the  light  frame  or  cell  torn, 
allowing  the  light  to  be  hauled  from  its  sea^  and  consequentiy  out 
of  contact  with  the  India  rubber,  so  as  to  allow  the  plane  of  the  light 
to  be  placed  at  any  angle  to  the  main  frame,  thus  fireel j  admitting  of 
ventilatioiL  Also,  the  arrangement  of  a  lead  or  other  ductile  metal- 
fic  ring  soldered  on  to  the  main  brass  frame  of  the  light,  so  that  it 
CSJva  be  turned  round  the  other  edm  of  the  opening  in  the  vessel 
Mniring  any  suitable  material,  completely  making  the  main  frame  of 
Ae  light  water-tight  to  the  vesseL 


Ko-  9,812. — R.  L.  Hawbb,  of  Worcester,  Mass. — Improvement  in 
JSnvelope  Folding  JTooAin^.— Patented  June  2l8t,  1863. 

This  invention  consists  in  the  self-feeding  machine,  which  takes  a 
sheet  of  paper  and  carries  it  forward  to  impress  or  form  a  base,  and 
thus  retains  it  until  it  is  carried  onward  to  the  finisher,  whence  it  is 
discharged  a  finished  or  folded  and  pasted  envelope,  the  paste  being 
applied  in  its  progress  through  the  machine. 

Claim. — ^The  combination  of  the  self-adjusting  feed  table  d  with 
die  paste  fountains,  so  arranged  that  they  will  descend  and  press  a 
fr^my  pasted  surface  of  their  rollers  upon  the  top  sheet,  and  raise  it 
to  permit  the  table  h  to  pass  beneath  and  take  away  a  sheet  at  every 
second  revolution  of  the  main  shafl.^  Also  the  combination  of  the 
platform  with  the  hooks  and  the  retaining  fingers.  Also  the  combi- 
^Mon  of  the  platform  with  the  follower  and  weight  Also  the  finish- 
folder,  consisting  of  knives  with  their  adjustable  springs  and 
ies,  in  combination  with  the  finishing  plunger  to  press  the  envelope 
cause  the  three  flaps  to  adhere  together.  Also  the  arrangement 
_  '  raising  the  table,  in  combination  with  the  fingers  for  discharging 
^e  finished  envelope. 

No.  9,813.-^Barnabas  H.  Babtol,  of  Philadelphia,  Pa. — Im^ove- 
m£nt  in  Refrigerators  for  Coolmg  Liquids. — ^ratented  June  28tii, 
.    1853. 

This  invention  consists  in  an  improved  apparatus  for  cooling  water 
used  for  the  condensation  of  vapor  from  vacuum  pans,  especially  appli- 
cable in  places  where  water  is  scarce.  The  apparatus  consists  of'^a  room 
twelve  feet  square,  and  i^early  as  hi^h,  filled  with  a  series  of  vertical 
board  partitions  a  a  a  a.  Ijie  sunace  of  the  boards  is  corrugated 
or  rough ;  between  the  boards  is  a  space  of  two  inches ;  over  every 
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board  is  a  pipe  bbbhj  with 
flmaU  holes  from  which  the 
water  fells  upon  the  board.  In 
front  of  the  chamber  is  a  fan 
blower  c,  inclosed  in  a  shelly 
driving  the  air  into  the  cistern, 
whence  it  passes  np  between 
the  boards. 

Claim. — ^The  arrangement  of 
a  series  of  partitions  and  inter- 
stices, for  coolmg  water. 


No.  9,814. — ^HoBATio  Clarke,  of  Dedham,  Mass. — Im^pravemeni  •» 
Bobbins.— Y^.tented  June  28th,  1853. 

In  this  improvement  the  bobbin  head  is  composed  of  a  wooden  disc, 
cemented  or  glued  firmly  to  a  disc  of  raw  hide  or  other  flexible  mate- 
rial of  durable  (juality.  This  raw  hide  protection  may  be  fixed  on  the 
inner  or  outer  side  of  the  bobbin  head.  This  additional  disc  of  hide 
protects  the  bobbin  head  from  breaking,  and  resists  wear  and  tear. 

Claim. — ^Making  the  bobbin  head  as  described,  of  wood  and  raw 
hide,  or  other  material  having  like  Qualities,  for  the  purpose  of  dura- 
bility, &c. 

No.  9,815. — Christopher  Duckworth,  of  Thompsonville,  Conn. — Im- 
prcvemerU  in  ShutUe-box  Motion  in  Looms. — ^Patented  June  28tli, 
1853. 

This  improvement  consists  in  the  manner  of  operating  the  shuttle 
boxes,  by  means  of  levers,  friction  rollers,  notched  slides,  &c.,  so  that 
the  shuttle  boxes  may  receive  a  lateral,  vertical,  and  diagonal  motion 
at  pleasure,  and  may  also  be  kept  in  any  one  position  as  long  as  is 
required  for  any  figure,  or  character  of  the  fabric,  being  governed  by 
the  card  pattern. 

Claim. — ^The  method  of  giving  a  three-fold  movement  (lateral,  ver- 
tical, and  diagonal)  to  the  shuttle  boxes,  by  which  any  required  shuttle 
may  be  operated  at  any  given  pick.  Also  the  apparatiM  for  operating 
the  shuttle  boxes,  consisting  of  the  case  (with  its  friction  rollers  ana 
slides),  combined  with  the  fevers  which  work  the  slides,  and  the  prin- 
cipal lever  which  moves  the  shuttle  boxes ;  when  the  whole  is  ecm- 
structed,  arranged,  and  combined  as  described. 


No.  9,816. — ^Horatio  N.  Goodmak,  of  New  Haven,  Conn.- 
msrU  in  Mdodeone. — ^Patented  June  28th,  1853. 


-Impraotr 


This  improvement  consists  in  constructing  the  melodeon  with  two 
sets  of  reeds  and  two  sets  of  valves,  in  sudh  a  manner  as  to  be  played 
with  two  sets  of  keys.    The  arrangement  is  such  that  each  set  of  key* 
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msLj  play  its  own  set  of  reeds  independently,  or  so  that  the  lower  set 
ijl^keys  may  play  both  sets  of  reeds  (in  the  ordinary  way  of  two  stops) 
Iprhile  the  upper  set  of  keys  may  play  its  own  set  of  reeas  only,  in  any 
|lher  part  ot  the  key  board,  at  Uie  pleasure  of  the  performer.  The 
%wer  set  of  keys  may  be  connected  with  the  back  set  of  valves,  so  that 
JIbth  sets  of  reeds  may  be  played  by  the  lower  set  of  keys. 
I  Claim.— The  above  fully  sets  forth  the  claim  of  the  inventor. 


ifo-  9,817. — ^Daniel  H.  Hovet,  of  Kilbom,  Ohio. — Improvement  in 
'  Machines  for  Twisting  Waxed  ^rufo.— Patented  June  28th,  1853. 

.  By  reference  to  the  annexed  figure,  this 
improvement  will  be  readily  understood 
from  the  claim. 

Claim. — ^The  combination  of  the  revolv- 
ing rollers  or  tubes  c  c,  conical  coupling 
cores  b  J,  the  spring  tighteners  e  e^  with 
tke  detaching  levers. 

(After  the  threads  are  secured  in  the 
cores  properly,  the  operator  turns  a  wheel 
around  a  few  times,  by  which  the  cores  are 
turned  and  the  threads  are  thereby  untwist- 
ed to  make  a  good  end  or  extremity.  The  end  is  speedily  twisted  by 
turning  the  wheel.) 

No.  9,818. — ^E.  MoBEwooD  and  G.  Eooers,  of  London,  England. — Im- 
provement in  coating  Zinc  with  Lead. — ^Patented  June  28th,  1853. 

The  nature  of  this  improvement  consists  in  a  compound  sheet  of 
lead  and  zinc.  The  zinc  is  coated  with  lead  in  the  following  manner : 
A  suitable  Quantity  of  lead  is  placed  in  a  pan,  having  the  shape  and 
size  to  moula  a  slab  suitable  for  forming  a  sheet  by  extension  between 
rollers,  and  kept  at  a  heat  a  little  above  the  melting  point  of  zinc. 
Zinc,  say  three  times  the  bulk  of  lead,  is  poured  on  the  lead,  \yhen 
cooled  down  to  about  300°  Fahr.  that  compound  is  rolled  out. 

Claim,. — Such  a  composite  sheet  as  a  new  and  useful  manufacture, 
or  article  of  merchandise  of  great  value  and  importance,  and  which 
possesses  the  hardness,  stiffness,  and  strength  of  zinc,  with  the  capa- 
city of  lead  to  resist  tlie  action  of  oxydizing  agents. 


No.  9,819. — Levi  S.  Reynolds,  of  Indianapolis,  Ind. — Improvement' 
in  Bran  Dusters. — ^Patented  June  28th,  1853. 

This  invention  relates  to  the  enmloyment  of  an  additional  scouroTf 

through  which  the  finer  grades  of  offal  are  passed  after  separatioa 

fh)m  me  coarser,  in  order  that  they  may  be  subjected  to  the  requisite 

\     degree  of  friction  for  producing  the  desired  effect,  without  involving 

I     the  necessity  of  the  coarse  offal  undergoing  the  same  process,  ana 

I     consequently  becoming  injured  by  cutting ;  also,  to  the  arrangement:. 
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of  the  bolting  clothfi  so  as  to  be  capable  of  a  vertical  vibratory  motion 
for  preventing  the  clogging  of  the  cloth ;  and  further,  to  an  arrange- 
ment by  which  a  current  of  air  is  passed  through  the  bolting  cloSia 
for  throwing  the  flour  and  bran  against  them  and  effecting  the  separa- 
tion in  a  superior  manner. 

Clami.—^Ihe  employment  of  the  conical  roughened  metallic  scourer, 
in  combination  with  the  double  disc  rubber,  the  discs  and  pins  of 
which  always  preserve  the  same  relative  positions — being  arranged 
and  '  perated  in  the  manner  and  for  the  purposes  set  forth. 


No.  9,820. — OmasTLLN  Shabps,  of  Hartford,  Conn. — ImprovemerU  in 
Percussion  PeUets. — ^Patented  June  28th,  1853. 

Instead  of  the  ordinary  open  percussion  cap  or  pel- 
let, the  inventor  makes  a  closea  cap  or  pellet,  by  in- 
serting detonating  powder  into  two  cylindrical  shdlow 
boxes,  as  shown  in  figures  a  and  J,  that  fit  into  each 
other  like  the  lid  and  bottom  of  a  pill  box ;  when 
these  boxes  are  united,  as  shown  in  c,  they  are  sub- 
mitted to  pressure,  whereby  an  annular  crimp  around 
their  pOTpnery  is  formed,  permanentlv  uniting  them  as 
at  d.  "Wnen  varnished  with  gum  shellac  tney  will 
be  hermetically  sealed,  and  the  powder  perfectly  pre- 
served. 

Claim. — ^The  above  description  fully  sets  forth  the 
inventor. 


claim  of  the 


No.  9,821. — ^Edmond  E.  Shepardson  and  Edwin  Lucas,  of  New 
Bedford,  Mass. — Irriprovement  in  Tuning  Mdodeans  and  other 
Heed  Instruments.— PsitQXit^d  June  28th,  1853. 

The  nature  of  this  improvement  con- 
sists in  securing  the  reed  d  to  movable 
pipes  or  tubes,  the  reeds  being  arranged 
Detween  stationary  clamps  b  and  f,  which 
are  brought  nearer  to,  or  further  from  the 
ends  of  the  reeds.  Consequently,  by 
operating  or  moving  the  pipes  or  tubes 
B,  the  clamps  e  and  f  are  brought  nearer 
to  or  further  from  the  ends  of  the  reed ; 
thus,  the  vibrating  parts  of  the  reeds 
may  be  lengthened  or  shortened,  and  a  greater  or  less  vibration  of  the 
reeds  obtained,  as  desired.  By  this  simple  arrangement  the  instru- 
ment may  be  tuned  with  the  greatest  facility  and  accuracy,  a  is  a 
part  of  a  bellows.  The  lower  damp  e  is  secured  to  the  lower  end  of 
the  slot  or  recess  g  in  the  upper  board  of  tlie  bellows ;  the  upper 
clamp  F  has  a  small  jaw  or  hooked  projection  which  bears  upon  the 
upper  surface  of  the  reed. 

Claim. — Securing  or  attaching  the  reed  to  a  movable  pipe  or  tube 

'  B,  tilie  reed  being  placed  between  stationary  clamps  e  f,  by  which,  as 
the  pipe  or  tube  is  moved,  the  vibrating  portion  of  the  reed  may  be 

•  lengthened  or  shortened,  and  the  desired  tone  obtained. 
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Uo.  9,832. — IdLxrsEN  Wakd,  of  Nan^atnck,  Conn.,  Administrator  of 
BiCHABD  Waed,  deceased,  late  of  Nangatuck  aforesaid. — Improve- 
ment  in  Machines  for  Plcmi/ng  IrreguLa/t  Shapes. — ^Patentef  June 
28th,  185$. 

This  improvement  consists  in  the  nse  of  jointed  levers  suspended 
from  a  bar  or  frame  above,  and  the  crank  by  which  the  levers  are 
Dperated  to  elevate  and  depress  the  front  end  of  the  inner  part  of  the 
carriage  to  the  desired  extent  for  planing  the  article  in  an  elliptical 
shape  of  T>olygon ;  and  in  the  nse  of  the  notched  collet  on  the  front 
or  toothea  centre,  connected  with  the  ratchet  wheel,  which  by  means 
of  tiie  curved  bar  raises  the  front  end  of  the  inner  part  of  the  carria^ 
srtill  higher,  and  more  suddenly  than  the  operation  of  the  levers  womd 
do,  at  the  proper  time  to  give  form  to  a  more  prominent  part  of  tie 
article,  as  the  square  part  of  a  spoke. 

Claim. — ^The  inventor  claims  the  above  named  parts,  combined, 
arranged,  and  operating  as  described,  for  the  purpose  aforesaid. 


No.  9,823. — James  Fosteb,  Jr.,  and  Platt  Evens,  Jr.,  of  Cincinnati, 
Ohio. — Improvement  in  Bushing  for  Seal  Presses^  <6c. — ^Patented 
June  28th,  1853. 

The  nature  of  this  inven- 
tion consists  in  dividing  the 
soft  metal  for  bushing  pur- 
poses, around  a  mandrel,  for 
mstance  that  to  which  the 
die  of  a  seal  press  is  attach- 
ed, in  such  manner  that  the 
metal  is  prevented  from 
shrinkinff  as  heretofore  on 
the  mandrel,  and  is  thereby  allowed  to  shrink  on  itself  towards  the 
box  or  cavity  in  the  press  frame,  so  that  a  sufficiently  free  motion 
after  cooling,  and  yet  a  good  working  fit,  is  obtained  for  the  purposes 
intended. 

Fiff.  1  is  a  longitudinal  and  vertical  section  through  the  stock  boxes, 
mandrel,  and  die.  Figs.  2  and  3  are  each  a  transverse  section  through 
the  upper  and  lower  boxes.  Fig.  4  shows  a  transverse  section  of 
the  mandrel  at  the  portion  where  it  passes  through  the  lower  box. 
A  A  represents  the  stock  of  a  press ;  b  d,  the  guides  or  boxes,  b  is  a 
mandrel  made  of  hard  cast  iron  or  other  metal ;  ^  is  a  spiral  spring 
around  the  mandrel  between  the  two  guide  boxes.  The  metal  is  pre- 
vented from  forming  a  continuous  ring  around  tlie  mandrel  by  means 
of  feathers  i  i. 

Claim. — ^Tlie  mode  of  preventing  the  shrinking  and  binding  <^ 
metal  bushings,  when  cast  upon  screws,  mandrels,  spindles,  shafts,  and 
the  like,  by  the  insertion  of  feathers  either  movable  or  fixed  in  the 
boxes  to  be  bushed,  for  the  purpose  of  separating  or  brei^ing  the 
ring  of  bushing  metal,  substantially  in  the  manner  and  for  the  pur- 
pose set  forth  herein. 
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No.  9,824.— -Amzi  C.  Semple,  of  Cin- 
cinnati, Ohio. — Improvemerd  in 
Presses, — ^Patented  June  28th, 
1853. 

» 

'  A  represents  the  platform,  b  cap, 
h  h  and  c  c  arms  of  toggle-joint 
which  connect  the  nuts  with  the 
cap  and  platen  d,  e  the  screw,  o 
and  F  nuts. 

I      Claim. — Sustaining     the     gear- 

i  frame  of  a  double  toggle-press,  by 
the  toggle  arms  and  joints  (whicn 
connect  the  nuts  with  tlie  cap  and 
platen)  independent  of  and  discon- 
nected from  the  frame  of  the  press, 
by  attaching  the  same  firmly  to  the 
nut ;  in  combination  with  support- 
ing the  screw  by  the  nuts  thus 
sustained  only. 


No.  9,826. — ^Napoleon  B.  Lucas,  of  Otter  Creek,  HI. — Irwprovement  in, 
Separating  and  Cleaning  Chain, — ^Patented  June  28tn,  1853. 

This  improvement  is  confined  to  the 
winnowing  part  of  threshing  machines. 
The  figure  represents  the  screen  h  *  pro- 
jecting from  the  rear  end  of  an  inclined 
screen  A*,  which  has  at  the  front  a  fan- 
blower  //  there  is  another  and  smaller 
fan-blower  p  attached  to  the  lower 
screen  A  ^ ; « is  the  grain  and  straw  carrier. 

Claim. — ^The  auxiliary  screen  A* 
placed  in  a  horizontal  position  or  nearly 
so,  and  projecting  from  the  rear  end  of 
the  inclmed  screen  A*,  so  as  to  be  out  of  the  axis  of  the  blast,  for  the 
purpose  of  catching  the  blighted  and  lighter  kernels  oiF  grain,  which 
may  be  blown  beyond  the  rear  extremity  of  said  screen  A  *. 


No.  9,826. — Alanson  Abbe,  of  Boston,  Mass. — Improvement  in  In- 
eirum^nta  for  correcHng  Zateral  Deviation  of  the  Spine. — Patented 
July  5di,  1853. 

This  instrument  is  secured  around  the  hips  by  the  belt  d,  and  the 
crutch  A,  placed  in  the  axilla  and  secured  to  tne  sfioulder  and  the  body 
by  the  shoulder-straps  and  the  steel  band  l,  and  the  pads  m  n  and  their 
straps.  After  adjusting  the  lever  or  bar  h  to  its  correct  position,  the 
thign  is  moved  up  to  it,  and  confined  to  it  by  the  padded  strap  attached 
to  its  lower  end.  Whenever,  during  the  correction  of  the  deflection 
of  the  thiffh  from  its  natural  or  true  position,  it  may  be  desirable  to 
bring  the  lever  h  outwards,  or  laterally  at  a  greater  angle,  a  key  may 
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he  applied  to  the  screw  p,  so  as  t«  move 
a  weage  connected  with  that  screw  up- 
wards. This  instrument  is  intended  to 
be  worn  in  a  sitting  or  standing  position ; 
the  pads  m  n  being  made  to  rest  on  the 
prominent  points  of  the  back  and  chest; 
by  means  of  the  adjusting  screws  the 
centre  of  gravity  of  the  body  can  be 
thrown  directly  over  the  foot  of  the  leg 
to  which  the  instrument  is  applied, 
whereby  the  correction  of  spinal  or  thigh 
deflection  is  insured. 

Claim. — ^The  instrument  made  of  a 
combination  of  the  crutch  A,the  hip-plates 
0,  the  plates  £  i,  the  wedges  and  screws 
thereof,  the  breast  or  body-band  l,  and 
its  pads  and  straps,  or  other  contrivances 
for  confining  the  whole  instrument  to  the  thigh  and  body,  the  whole 
being  applied  together  and  made  to  operate  in  the  manner  and  for 
the  purpose  set  forth. 


No.    9,827. — J.   Cross,  of  New  London,   Ohio. — Im^provemerU  in 
Brushes.— PsLtentei  July  5th,  1853. 

The  figure  represents  a  section 
of  this  improved  brush,  c  is  the 
handle,  which  has  at  its  lower 
end  a  female  screw  b  ;  this  screw 
works  on  to  a  metallic  casing  a 
with  a  male  screw;  into  mis 
casing  the  bristles  are  placed :  a  wedge  e  is  inserted  in  the  centre  of 
the  casing,  which  is  forced  down  between  the  bristles  by  the  screw 
on  the  handle  c,  and  kept  in  place.  The  bristles  can  be  readily 
attached  to  the  handle  ana  removed  therefrom,  and  readily  tightened 
when  loose. 

Claim. — ^A  brush  consisting  of  a  divided  case  to  hold  the  handle 
and  bristles,  in  combination  with  a  wedge  forced  among  the  ends  of 
the  bristles  within  the  case,  and  tightened  from  time  to  time  so  as  to 
squeeze  and  hold  them,  by  screwing  the  two  parts  of  the  case  together. 


No.  9,828.— Almieon  M.  Dat,  of  Ben- 
nington, Vermont. — Improvement  in 
Clavicle  Adjusters. — ^Patented  July 
6th,  1868. 

This  adjuster  is  designed  to  rest  over 
the  scapma,  to  retain  Bie  shoulders  in 
their  natural  position,  acting  as  a 
counter-brace  during  the  healing  proc^ 
of  the  fractured  clavicle ;  it  is  Held  in 
position  by  a  strap  o  o  at  each  ex- 
tremity ;  on  the  top  of  the  yoke  are  ears, 
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through  either  pair  of  wMch,  to  sait  the  size  of  the  pati^t,  an 
passea  the  stra^  furnished  with  sliding  pads  o'  o' ;  at  the  extremitiea 
of  the  arms^  ol  the  yoke  a  are  the  hoobs  b,  and  in  front  the  hooks  f, 
from  which  h  suspended  the  strap  i,  on  the  fractured  side,  by  a  buckle; 
this  strap  has  a  sling,  into  whicn  the  elbow  is  placed ;  the  strap  i', 
held  hj  the  hook  r,  su])ports  the  forearm. 

Olatm. — ^Tbe  arms  of  the  yoke  a,  hollowed  as  described,  in  comM- 
nation  with  the  straps  c  and  i,  attached  and  operating  as  described ;  by 
means  of  which  the  acromion  process  of  the  scapula  is  compresBe^ 
and  the  arm  held  in  position  for  uniting  a  fracture  of  the  clavicle. 

No.  9,829. — Geobge  H.  Hazlewood,  of  Boston,  Mass. — Improvemeni 
m  Cradles/or  Children. — Patented  July  5th,  1858. 

This  improvement  is  fully  explained  bv  the  claim  alone. 

Claim. — Constructing  the  two  sides  ol  the  bed  frame  of  a  cradle,  so 
that  portions  of  each  may  be  turned  round  and  arranged  pfurallel  to 
one  another,  and  across  the  bed  frume,  and  thus  convert  the  bed  frame 
into  a  ''  tete-drtits^^  seat  or  chair. 


No.  9,830. — Charles  W.  Lancaster,  of  New  Bond  St,  England.— 
IrJwraveTnerU  in  the  Marmfacture  of  Carmon  and  ether  Jrtrearmi. 
—Patented  July  6th,  1853. 

This  improvement  consists  in  giving  a  peculiar  shaped  bore  to  the 
gun,  whereby  the  an^ar  groove  usually  cut  in  such  arms  (more 
generally  in  rifles)  is  oispensed  with,  while  the  advantageous  effects 
of  such  grooves  are  retained. 

Claim. — ^The  method  of  boring  the  barrel  of  a  ma  or  other  fire- 
arms, so  that  a  cross  section  thereof  would  be  in  the  form  either  of  an 
ellipscj  or  of  a  series  of  curves.  Also  the  construction  of  the  boring 
tool  for  giving  to  the  bore  a  form  of  which  the  cross  section  is  not  a 
true  circle  ;  that  is  to  say,  the  combination  of  the  cutter-bar  with  the 
boring  tube,  the  bar  passing  through  the  tube  eccentrically,  the  axes 
of  bom  being  parallel ;  also  the  bar  with  its  inclined  plane,  in  combi- 
nation with  the  cutter  for  regulating  the  depth  of  the  cut ;  also  the 
expanding  collar,  the  inclined  or  bevelled  space  on  the  boring  tube, 
with  the  other  parts  in  connexion  therewith,  lor  the  purpose  of  guiding 
the  boring  tool  when  boring  out  an  irregularly  formed  cylinder. 

Also,  the  curved  rail,  or  other  like  nxture  for  giving  the  proper 
motion  to  the  barrel  of  tiie  gun  during  the  boring  operation,  by  which 
the  spiral  or  twist  is  given  as  described. 

Also,  the  cap  for  supporting  the  boring  tube  just  at  the  moment  the 
cutter  is  about  to  clear  the  muzzle. 


No.  9,831. — Thomas  L.  Mttohell,  of  Birkenhead,  England. — Improve- 
ment in  Propelling  Vessels. — ^Patented  July  5th,  1853. 

This  invention  consists  in  applying  an  instrument  of  the  nature  of  a 
<<  Bommareng,"  placed  in  a  suitable  axis,  as  a  propeller.  The  Bommareng 
is  a  remarkable  species  of  missile  in  use  among  the  savages  of  Aus- 
tralia, and  is  about  blade  so  warped  as  to  form  a  portion  of  a  screw. 
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The  snbstitution  of  two  semi- 

bommareng    blades     for    one 

whole  one  admits  of  the  use  of 

a  hub  A,  of  one  half  the  length 

reqnu^d  for  a  smgle  blade; 

but  even  this  is  in  many  cases 

inconveniently  long,  therefore 

to  render  the  instrument  still 

shorter  the  inventor  proposes 

to  cut  the  blade  at  the  lines  8, 

4  and  5,  into  four  parts,  and 

translate  the  parts  m  n  and  o, 

alone  die  hub  to  the  positions 

in  which  they  are  represented, 

DEO.   Thus  divided,  the  blades 

occupy  the  same  angular  position  relative  to  the  axis  of  the  hub  a, 

whicn  they  would  have  done  had  they  remained  as  one  complete 

blade  attached  to  the  hub  in  one  piece. 

Claim. — Constructing  the  blade  or  blades  of  the  same,  upon  the 
principle  of  the  "  Bommareng." 


No.  9,832. — John  Noeth,  of  Middletown,  Connecticut. — Im^provement 
in  rn««6«.— Patented  July  5th,  1858. 

This  improvement  consists  in  em- 
ploying a  right  and  left  screw  and  nut 
m  a  peculiar  manner,  by  which  the 
wearer  can  with  great  facilitv  adjust 
the  pressure  of  the  pads  without  re- 
moving Ae  truss.  When  this  adjust- 
ment is  combined  with  a  swivel  joint 
upon  the  pad,  it  secures  every  impor- 
tant adjustment,  and  fecility  for  ad- 
justing inguinal  pads.  Figures  1  and 
3  exhibit  uie  adjustments  applied  to 
abdominal  and  inguinal  trusses. 
Figure  2  is  a  dissected  view  of  the 
right  and  left  screw  and  nut  adjust- 
ments. The  ann  of  the  truss  pad  a 
is  screwed  upon  the  right  screw  a?,  and 
the  nut  h  is  screwed  upon  the  left  screw  y  ;  and  in  order  to  admit  the 
arm  a  to  the  right  a?,  the  screw  y  is  maae  smaller  than  the  screw  x. 
It  will  be  seen  that  when  the  nut  b  is  close  up  to  the  arm  a,  it  holds 
the  arm  from  being  moved  in  one  direction,  but  not  in  the  other.  The 
swivel  joint  d  is  controlled  by  a  common  set-screw,  and  the  pad  joint 
e  is  sucn  as  has  been  commonly  used  for  truss  pads. 

Claim, — ^The  mode  of  adjusting  the  pressure  of  the  pad,  by  the 
employment  of  the  right  and  left  screw,  and  the  adjusting  nut,  in 
combination  with  the  pad  lever,  in  the  manner  and  K>r  the  purpose 
setfortlu 
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No.  9,833. — ^William  Pobtee  and  Edward  A.  Tuttle,  of  WilUams" 
bur^h,  N.   Y. — Irwprovement  in  Lanterns. — ^Patented  July  5th, 
1853. 
This  invention  consists  in  the  method  of  uniting  or  arranging  the 

J)arts  of  a  lantern,  by  means  of  one  or  more  small  rods,  extending 
rom  the  bottom  or  cup  of  the  lantern  up  inside  the  glass  globe  to  the 
top,  and  there  secured  by  a  catch,  by  means  of  which  a  more  conve- 
nient and  economical  mode  of  shipping  and  unshipping  the  lantern  is 
obtained,  and  by  the  peculiar  position  of  the  lamp  glass  between  the 
bottom  and  top,  avoiding  the  necessity  of  fiistening  Sie  same  either  to 
the  top  or  bottom,  by  means  of  plaster  sets. 

Claim. — ^The  inventor's  claim  is  fully  set  forth  in  the  above  de- 
scription. 

No.  9,834. — Amzi  C.  Semple,  of  Cincinnati,  Ohio. — Improvement  m 

Paddles  far  Vessels. — Patented  July  5th,  1853. 

The  object  of  this  invention  is  to  obviate  the  shock  occasioned  by  the 
floats  of  paddle  wheels  (when.made  of  non-elastic  or  solid  substances) 
when  entering  the  water,  by  making  the  floats  of  vulcanized  India 
rubber,  so  constructed  that  they  enter  the  water  nearly  edgewise. 

Claim. — ^The  use  of  vulcanized  India  rubber  or  other  similarly 
elastic  substance,  which  will  produce  the  intended  effect,  in  the  con- 
struction of  floats  of  paddle  wneels,  for  the  purpose  and  in  the  manner 
herein  described. 


No.  9,835. — Noah  J.  Tilghman,  of  Salisbury,  Md. — Improvement  in 
Crow  Killers.— PaXentQd  July  5th,  1853. 

This  instrument  consists  of  a  sharp  pointed  and  bearded  rod  let  into 
a  sliding  block,  inserted  into  a  vertical  chamber  formed  in  the  head 
of  a  rough  post  planted  where  crows  are  in  the  habit  of  frequenting. 
When  tne  spring  which  is  contained  in  the  post  is  compressed,  the 
rod  is  drawn  down  below  the  head  of  the  post  and  held  in  ^at  position 
by  a  dog  bearing  against  an  arm  or  projection  of  the  sliding  block 
until  started  by  me  weight  of  a  crow  when  he  lights  upon  iJie  top  of  the 
post,  bearing  down  a  trigger  which  acts  against  the  aog,  and  liberates 
the  dart,  which  is  forcea  suddenly  upwards  by  a  spring,  and  pierces 
the  crow. 

Claim. — ^The  above  described  instrument  with  all  its  parts  as  ar- 
ranged, combined,  and  operating. 

No.  9,836. — ^Edward  H.  AsHCBOFT,of  Boston,  Mass. — Improvement  iti 
Pressure  Ga/uges. — Patented  July  12th,  1853. 

The  chief  feature  of  this  improvement  con- 
sists of  an  elastic  flattened  tube,  bent  in  a  horse- 
shoe, spiral,  or  other  curved  shape,  being  in  a  cer- 
tain degree  elastic.  One  extremity  of  this  tube 
is  fixed  in  position  and  connected  with  a  stop 
cock,  by  means  of  which  a  communication  can 
be  opened  between  it  and  the  steam  or  other 
£nia  whose  pressnra  is  to  T[)e  Tn^«jaxxred\  tha 
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other  extremity,  being  Jiennetically  sealed,  is  left  free  to  be  moved  by 
any  force  tendSng  either  to  straighten  or  bend  the  tube.  Tlie  closed 
extremity  of  the  tnbe  is  connected  either  directly  or  by  a  link  and  a 
toothed  sector  and  pinion  to  an  index  pointer,  which  traverses  the 
area  of  a  dial  plate  graduated  to  given  pressure.  In  the  figure  repre- 
senting the  gauge,  a  is  the  elastic  bent  tube. 

Claim, — ^The  method  herein  described  of  rendering  the  indications 
of  "  Bent  Tube  Pressure  Gauges"  permanent  and  reliable  by  con- 
structing the  tubes  of  precious  metal. 

No.  9,837. — Chatjncey  W.  Camp,  of  Hartford,  Conn. — Inyprovevf^ent 
in  Shot  6!^^e9.— Patented  July  12th,  1868. 


See  figures  1,  2,  and  3.  1,  a  side  view  of  the  charge  tube ;  2,  a  sec- 
tion of  the  same ;  3,  a  side  view  of  the  slide.  When  the  slide  is  pushed 
into  the  charge  tube,  the  point  of  the  bevel  strikes  the  lower  part  of 
the  revolving  cut-off  at  d,  and  the  bevel  part  of  the  slide  forces  the 
revolver  round  till  it  gets  to  the  position  at  e,  which  permits  the  shot 
in  the  belt  to  pass  freely  into  the  slide,  and  when  withdrawn,  the  force 
of  the  spring  f  causes  the  revolver  to  act  upon  and  cut  off  the  shot 
from  the  bevel  part  of  tlie  slide,  and  instantly  close  up  the  opening 
at  D. 

Claim. — ^The  manner  and  method  of  making,  and  the  application 
of  the  cuiroff  and  spring  to  shot  charges,  substantially  as  described. 

No.  9,838. — ^E.  J,  Dickey,  of  Hopewell  Cotton  Works,  Pa. — Improve- 
ment  in  Butter  Workers. — Patented  July  12th,  1853. 

This  machine  is  worked  or  ope- 
rated as  follows.  The  butter  is 
placed  in  the  box  between  the 
partition  d  and  the  reciprocat- 
ing presser  e,  which  is  then  put 
in  motion;  upon  being  pressed 
up,  the  butter  is  divided  by  the 
cutters  or  knives  o  o,  &c.,  and  the 
buttermilk  therein  near  the  cut- 
ters is  forced  up  along  their  sur- , 
faces  by  the  pressure,  and,  flowing 
into  the  grooves  e  e,  &c.,  is  dis- 
charged mto  the  trough  f,  and 
caught  through  the  orifice  m  in 
a  smtable  receptacle,    n  is  a  re- 
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oess  to  prevent  the  butter  from  following  the  presser^^  in  its  r^rail 
from  the  knives. 

Claim.— The  adjustable  knives  o  o,  &c.,  arran^d  within  the  box  of 
the  machine,  and  operating  in  conjunction  with  tlie  reciprocating 
presser.  Also,  the  recess  or  depression  n  in  the  bottom  of  the  box,  to 
prevent  the  butter  from  adhering  to  the  presser  and  being  drawn  back 
with  it 


No.  9,839.— Geo.  M.  Dimmook,  of  Springfield,  Mass. — Improved  appdr 
rakes  for  Ulustratmg  the  Motion  of  a  Pendulnm  upon  the  EariK% 
/Sbi/acd.— Patented  July  12th,  1853. 

Clai/m. — The  application  to  an  artificial  globe  of  one  or  more  pen- 
dulums, the  rods  of  which  are  formed  of  delicate  springs,  so  as  to  ri- 
brate  evenly  to  all  points  of  the  dial,  the  plane  of  which  is  at  ridit 
angles  to  the  pendulum  when  at  rest.  Also,  bending  or  springing  me 
pendulum  rods  to  counteract  the  gravity  of  the  earth,  so  tnat  when  at 
rest  thev  will  be  straight,  and  on  the  line  from  the  ^int  of  suspen- 
sion ana  the  centre  of  uie  globe ;  or  anything  substantially  die  same. 

No.  9,840. — John  J.  Fulton,  of  Monongahela  City,  Pa. — Imprcve- 

ment  in  Tanning. — ^Patented  July  12th,  1853. 

The  nature  of  this  invention  consists  in  the  employment  of  from 
two  to  three  pounds  of  muriate  of  ammonia  incombmation  with  seven 
pounds  of  nitre  for  a  pack  of  20  slaughter  hides,  or  one  hundred  calf 
skins  (after  having  bated  and  cleansed  the  hides).  The  ingredients 
are  dissolved  in  sufficient  water  to  com  the  hides,  and  are  left  in  this 
bath  until  enough  of  the  composition  of  these  ingredients  is  absorbed ; 
the  hides  are  then  placed  for  one  day  in  a  weak  bark  liquor,  and  then 
in  strong  bark  liquor  from  three  to  five  days,  when  they  will  be  in 
good  condition  for  laying  away  in  strong  leached  li(juor. 

Claim. — ^The  use  of  muriate  of  ammonia,  in  combination  with  nitre, 
for  the  purpose  of  suspending  putrefaction,  adding  strength  to  the  ani- 
mal tissues,  and  for  usual  purposes  in  the  manufecture  of  leather,  as 
set  forth. 


No.  9,841. — SMrra  Gboom,  of  Troy,  N.  T. — Improvem^niinSose  Coup 
ling.— P&tented  July  12th,  1853. 

This  improvement  consists 
in  the  swivel  e  (fig.  2\  Vhich 
is  made  to  slide  into  tne  outer 
chamber  b  (fig.  2),  until  the 
packing  l  rests  against  the 
spiral  spring  condmt  d,  which 
recedes  oy  pressing  the  points 
of  the  bolts  o  which  are  brought 
to  a  line  with  it,  and  then  is  pro- 
jected  into  the  outer  circular 
groove  o,  by  the  bolted  springs 
Q  and  N ;  and  is  thus  enectu- 
ally  coujpled  simply  by  press- 
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said  section  together, 
fiiard  plate,  p  tne  par- 
ith  tne  key  knob, 
nakes  the  coupling 
''  secure.  To  separate 
ons,  the  lock  bolt  b  is 
•ack ;  then  by  pressing 
Jie  knob  k,  the  circu- 
d  plate  8  is  turned  in 
>  bring  the  studs  v 
dr  usual  place  in  the  detent  w. 

i. — ^The  spring  conduit  d  and  the  appendages  by  which  it  is 
ongitudinally,  and  is  held  firmly  against  the  packing  l  and 
\  K,  or  rim  in  which  the  packing  rests,  to  prevent  the  joint  from 
in  combination  with  the  arrangement  of  spring  bolts  and  their 
.ges,  as  shown  on  section  a,  witli  the  circular  groove  o,  for  the 
5  set  forth. 


t2. — ^Richard  Montgomery,  of  New  York  City. — ImprovemerU 
set  Metal  Beams. — Patented  July  12th,  1853. 

bject  of  this  invention  is  the  construc- 
metallic  beams  of  greater  lightness 
igth,  and  at  less  cost ;  which  is  eflTect- 
3nding  sheet  metal  in  such  a  form  as 
3  it  the  proper  rigidity  and  transverse 

as  shown  m  the  figure. 
I. — ^A  beam  formed  of  sheet  metal 
0  a  series  of  longitudinal  folds,  the  sides  of  which  are  fiat  and 

and  the  tops  and  bottoms  uninverted  and  inverted  arches, 
rely.  Also,  the  combination  with  such  a  beam  of  a  pair  of 
to  support  its  eads,  substantially  as  set  forth. 


1:3. — ^Myeb  PfflNEAs,  of  New  York  City. — Improvement  in  Me- 
Pen^.— Patented  July  12th,  1853. 

[aim  will  explain  the  nature  of  this  improve- 
'  reference  to  the  annexed  figure. 
I. — Constructing  the  back  of  the  pen  with  a 
'  transverse  ribs  and  slots,  and  leaving  two  flat 
beneath,  nearly  parallel  to  the  back,  and  free 
between  the  nbs ;  the  effect  of  this  construc- 
ig  to  ffive  to  the  pen  combined  stiffness  and 
y  wiuiin  certain  limits,  resembling  that  pro- 
Y  a  series  of  vertebral  articulations,  and  which 
to  render  the  working  of  the  pen  more  easy 
isant  than  any  form  of  metallic  pens  heretofore 
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No.  9,844. — H.  G.  Eobinson,  of  Schuylkill  Haven,  Pa. — In^fmt 
merU  in  Coin  Safe  cmd  Detector, — ^Patented  July  12th,  185J. 
To  detect  counterfeit  coin,  the  gauge  box  b  is 

withdrawn  from  the  case  a.    If  the  coin  will  pass 

snuffly  through  the  recess  d  into  the  box,  it  must  be 

of  the  same  dimensions  as  a  genuine  coin ;  and  if 

counterfeit,  it  will  be  lighter.    The  clamps  c  are 

then  withdrawn  from  the  case  a,  and  the  small 

points  f  f  are  inserted  in  fulcrum  holes  which  are 

placed  at  certain  points  on  the  outside  of  case  a, 

forming  a  kind  of  balance,  so  that  when  a  genuine 

coin  is  in  the  box  b  and  the  box  adjusted  in  the 

case  A,  the  case  a  will  exactly  balance  when  sus- 
pended at  the  fulcrum  holes ;  the  coin  being  repre- 
sented by  A.     If  the  coin  is  to  be  weighed,  it  must 

be  moistened  with  spittle,  to  cause  it  to  adhere  to 

the  end  of  the  ])0x  at  A. 

Claim. — ^The  peculiar  construction  of  the  imple- 
ment, and  the  arrangement  of  its  parts,  by  which 

combination  a  portable  receptacle  for  both  coin 

and  bank  notes  is  obtained,  convenient  for  the 

pocket. 


Claim, — ^The  inventor's  claim  is  substan- 
tially embraced  in  the  foregoing  descrip- 
tion. 


No.  9,846.— Ephkam  R.  Wells,  of  Union- 
town,  Pa. — Lrvprovement  in  Adjusting 
Dishing  /Sai^^.— Patented  July  12th, 
1853.  ^ 

This  improvement  consists  in  adjustable 
rings  k  k\  which  are  regulated  by  screws 
I  I  I  I  passing  through  their  respective 


No.  9,845. — Samuel  T.  Sanfoed,  of  Fall  River,  Mass. — ImprovemeM 
in  Boring  Machines. — ^Patented  July  12th,  1853. 
The  nature  of  this  invention  consists  in  fitting  the  auger  to  a  stoct 
which  is  connected  by  a  ball  and  socket  or  other  universal  joint  with 
a  long  pole,  which  is  attached  to  a  suitable  standard  or  base,  in  such 
a  manner  as  to  move  in  horizontal  and  vertical  arcs ;  and  in  giving 
revolution  to  the  auger  by  means  of  a  pulley  which  is  fitted  to  its 
shank,  and  driven  by  a  band  from  another*  pulley  which  is  fitted  to  » 
shaft  working  in  the  base.    The  attach-  ~ 

ments  of  the  pole  allow  the  auger  to  be 
easily  brought  to  any  required  point,  in 
the  bottom  or  any  other  part  of  a  ship  or 
other  vessel,  and  to  be  held  in  position  to 
bore  in  any  direction.  ITie  object  of  this 
machine  is,  boring  "tree-nail"  holes  in 
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^h^rs  K  A',  by  which  any  required  curvature  can  be  given  to  the 
.    f  represents  a  circular  saw,  in  which  an  angular  incision  is 
ie  extending  from  the  eye  to  the  edge  of  the  saw. 
Uaim, — ^The  adjustable  rings,  in  combination  with  the  concave  and 
vex  washers,  for  the  purpose  described. 


9,847. — ^Ithamar  P.  Simtth,  of  Rochester,  N.  Y.,  and  Oran  W. 
EEL.T,  of  Albany,  N.  Y. — Lnprovement  in  Straw  Cutters. — ^Pa- 
mted  July  12th,  1853. 


lie  figures  represent  this  imj)rovement :  a  (fig.  2)  beinff  the  knife, 
ig.  1^  the  frame  against  which  the  knife  operates ;  tne  frame  is 
ostea  by  means  of  two  spiral  springs  xx  ;  the  springs  pass  through 
frame  post,  and  are  regulated  by  tne  screws  k  %  (fig.  2). 
Tlavm. — ^The  arrangement  of  the  metallic  guide,  in  combination 
h  the  knife-frame,  the  knife  formed  as  specified,  and  the  frame  a^nst 
ose  front  edge  the  knife  is  intended  to  play,  the  last  mentioned  Irame 
>e  adjusted  by  springs  and  screws  contained  in  hollow  boxes  or  cars, 
I  by  trunnions  and  shoulders. 


,  9,848. — ^Nathan  T.  Coffin,  of  Knightstown,  Ind. — Improvement 
nfcrvymg  Teeth  on  Mill  Scms, — ^Patented  July  12th,  1853. 

lie  nature  of  this  invention' consists  in 

Ming  the  points  of  the  teeth  entirely  by 

»dffln^:    this  is  accomplished  bv  means 

A  die  m  which  the  ordinary  straight-edged 

tfa  is  secured,  and  the  b^nt  or  chisel  form 

piven  to  the  point  by  repeated  blows  of  the 

amer.    Also,  in  dressing  and  sharpening 

saw  by  means  of  a  file  gauge,  in  which  the  files  are  so  arranged 

t  no  one  tooth  can  be  operated  upon  more  than  another,  and  by 

%DS  of  which  the  cutting  edges  are  kept  in  the  same  plane,  and  any 

□raality  in  the  set  of  the  teeUi  removed. 

^kmrh. — ^The  dies  and  gauge  constructed  as  described,  by  means  of 

ich  uniform  chisel  points  are  given  to  saw  teeth  by  swedging. 

10,  the  combination  of  the  files  and  the  block-tinned  surface,  and 

olating  screw,  forming  together  the  file  gauge ;  by  means  of  which, 

an  used  in  combination  with  the  bevelled  file,  the  chisel-pointed  saw 

Jbi  are  dressed,  jointed,  and  have  llieir  edges  rendered  uniform. 
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No.  9,849. — Chables  F.  Brow^j,  of  Warren,  R.  L — Improvement  w 
Adju$UMe  Screw  PropeUen. — ^Patented  July  12th,  1853. 

This  invention  consists  in  adjusta- 
ble blades  set  in  the  hub  of  screw 
propellers,  for  the  purpose  of  altering 
the  pitch  of  the  screw,  and  for  bringing 
them  to  a  position  to  offer  no  mate- 
rial resistance  to  the  TesseFs  progress 
when  under  sail,  a  represents  the  hub ;  c  c  the  pirots ;  d  d  (dot- 
ted lines)  the  adjustable  paddles;  e  pinion;  f  the  slide  working  the 
rack  H. 

Claim, — ^Arranging  the  pivots  c  c  of  the  adjustable  blades  d  d  out 
of  the  centre  of  the  hub,  or  at  a  distance  from  the  axis,  and  carrying 
them  right  through  the  hub,  substantially  as  described ;  whereby  they 
obtain  a  greater  depth  of  bearing  without  placing  one  blade  behind 
the  other,  and  thereby  rendering  it  necessary  to  cut  away  and  weaken 
the  after  part  of  the  vessel  unneces^arilr.  Also,  the  employment  of 
one  of  the  adjustable  blades  as  a  rndiler  in  case  of  need,  by  means 
of  mechanism. 


No.  9,850. — ^LiNTJS  Yale,  of  Newport,  N.  T. — Improvefnent  in  Lo(h 
for  jffani^.— Patented  July  12th,  1853. 

Claim, — Impressing  the  form  of  the  key  upon  inert  tumblers  or 
their  equivalents,  which  shall  retain  the  impression  while  being  sepa- 
rated from  the  key  and  beyond  reach  or  influence  through  the  key- 
hole before  they  can  touch  the  fence  (for  the  purpose  oj  preventing 
any  indication  of  the  size  and  form  of  the  key). 

Also,  in  combination  with 
inert  tumblers  the  cross  bolt  d, 
which  takes  the  strain  of  end 
pressure  on  the  main  bolt,  and 
acts  as  a  tumbler  carriage  to 
convey  the  tumblers  beyond 
reach  or  influence  through 
the  key-hole  when  it  moves 
them  to  the  fence  out  of  its 
locked  position  with  the  main 
bolt 


No.  9,851.  —  Charles  P. 
Bailet,  of  Zanesville, 
Ohio.  —  Improvement  in 
JiaUroad  Car  Seats.— 
Patented  July  12th,  1853. 

By  reference  to  the  figure, 
the  claim  of  the  inventor 
will  explain  this  improve- 
ment. 

Claim,. — Hanging    a    re- 
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versable  car  seat,  whose  seat  when  reversed  forms  a  portion  of  the 
back,  and  vice  versd'  so  that  it  shall  occupy  the  same  space  after  it 
is  reversed  that  it  did  before,  or  hang  between,  or  nearly  so,  the  same 
parallel  lines  that  it  did  before  reversing ;  and  so,  also,  that  the  seat 
and  back  may  have  an  adjustment  together  or  independent  of  each 
other,  whether  the  seat  is  divided  into  two  or  more  parts  or  not. 


No.  9,852. — Samuel  T.  Barnes,  of  Columbus,  Ohio. — IiriprovemerU 
in  Press  Mould  Candlesticks. — Patented  July 
19th,  1853. 

The  nature  of  this  invention  consists  in  fur- 
nishing the  press-mould  candle-stand  with  a  tube, 
shown  in  figure,  in  the  centre  of  the  mould  through 
which  the  candle  is  forced  by  pressure,  so  as  to 
supply  it  with  a  wick  through  the  tube,  the  wick 
being  drawn  from  the  spool  o,  attached  to  the 
lower  part  of  the  press  d.  s  is  the  stationary  wick 
tube.  Tlie  tallow,  when  forced  out  of  the  top  of 
the  candle  tube  a,  will  draw  the  wick  off  of  the 
spool  and  up  the  tube,  thus  providing  the  candle 
with  a  wick  as  it  is  pressed  out  of  the  mould,  by 
means  of  the  press  plate  h  worked  by  screws  and  , 
gearing  near  d. 

Claim. — ^The  wick  tube  s  to  guide  and  retain 
the  wick  in  the  centre  of  the  candle,  in  combina- 
tion with  a  wick  so  arranged  on  a  spool  as  to  sup- 
ply a  continuous  wick  as  the  tallow  is  forced  out 
to  form  the  candle.  i 


No.  9,853. — James  C.  Booth,  of  Philadelphia,  Pal — Improvement  in 
Process  for  obtaining  Chromates. — Patented  July  19th,  1853. 

The  nature  of  this  invention  consists  in  reducing  the  oxide  of  ipon 
in  chrome  ore,  either  wholly  or  in  part,  by  means  of  carbon  in  any  of 
its  several  forms,  or  by  means  of  any  of  its  compounds  which  are  or  may 
be  employed  as  fuel,  such  as  carbonic  oxide  or  carburetted  hydrogen,  as 
the  first  stage  of  the  manufacture.  Also,  in  removing  the  iron  so 
reduced  by  means  of  sulphuric  acid. 

Claim. — ^Tlie  reduction  of  chrome  ore  by  the  carbonaceous  materi- 
als, as  herein  described,  as  a  stage  in  the  manufacture  of  chromate  of 
potash.  Also,  the  process  of  manufacturing  chromate  and  bi-chromate 
t)f  potash  jfrom  chromic  iron  ore  by  means  of  the  reduction  of  the  oxide 
of  iron,  and  the  removal  of  the  reduced  iron  by  the  several  substan- 
ces and  modes  substantially  as  are  herein  enumerated  and  set  forth. 
Also,  the  process  of  removal  and  reduction,  in  connexion  with  the  old 
prooeeSy  or  in  combination  with  any  equivalent  therefor. 
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No.  9,864. — ^Alexander  H.  Brown,  of  Washington  City,  D.  C— 
'"^  Feathering  Paddle  TTA^efo."— Patented  July  19th,  1863. 

I4  this  improvement,  the 
rack  cam  e  and  pinion  d  with 
the  eccentric  f  are  combined, 
so  that  the  paddles  enter  the 
water  at  an  angle  which  may 
be  changed  with  great  facility 
and  rapidity.  The  paddles  be- 
ing rendered  adjustable,  by 
thus  combining  the  drum  with 
the  pinion  and  rack,  a  new 
means  of  saving  the  vessel  is 
thereby  obtained  in  case  of  ac- 
cidental loss  of  the  rudder;  the 
arm  and  paddle  adjusting  ma- 
chinery being  connected  with 
the  steering  wheel,  they  are  in- 
stantly converted  into  a  steer- 
ing apparatus,  by  causing  a  variation  between  the  two  wheels,  in  the 
angles  at  which  their  paadles  enter  the  water. 

Ulaim. — ^The  combination  of  tlie  pinion  d,  rack  cam  e,  and  steering 
drum  p  with  the  eccentric  f,  for  the  purpose  of  adjusting  the  paddles, 
and  converting  them  into  a  powerful  steering  apparatus.  Also,  the 
combination  of  the  curved  paddle  with  any  apparatus  for  adjusting 
and  feathering  the  same. 


No.  9,866. — Isaac  Brown,  of  Baltimore,  Md. — Improvement  in  the 
Mode  of  Driving  Saws. — ^Patented  July  19th,  1853. 

The  nature  of  this  invention  consists  in  so  applying  the  power  of 
steam  to  the  saw  gate  or  frame  of  a  saw  mill,  as  tnat  if  the  said  gate 
or  frame  should  vibrate  laterallv,  or  otherwise  run  out  of  line,  the  de- 
fect shall  not  be  communicated  to  the  piston  or  cylinder,  and  cut, 
cramp,  or  otherwise  injure  them. 

Claim. — ^The  mode  of  applying  the  power  of  the 
engine  to  the  saw  frame  or  gate,  without  being  per- 
n^^nently  connected  therewith ;  so  that  the  piston  snail 
in  a  great  measure  be  relieved  from  any  lateral  mo- 
tion which  the  gate  may  have,  which  causes  it  to 
bind  or  cut  in  the  cylinder. 

No.  9,856. — ^Nathan  T.  Coffin,  of  Knightstown,  Ind. 
— Improvement  in  Hanging  MiU-Saws. — ^Patented 
July  19th,  1853. 

The  screws  1 1'  are  used  to  regulate  the  pitch  of  the 
saw,  which  is  accomplished  with  great  facility.  For 
instance,  small  logs  require  the  saw  to  be  more  ver- 
tical than  larger  logs.  The  knife-edge  c  and  hollow 
or  grooved  plate  d  permit  the  stirrup  to  be  moved 
backward  or  forwara  without  binding  or  twisting. 
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(Jlaim. — The  combination  of  the  stirrap  hung  upon  a  knife  edffe, 
will}  the  adjustable  screws  IV  for  the  purpose  of  regulating  the  nS^e 
of  the  saws. 


No.  9j857. — Charles  J.  Conway,  of  New  York,  N.  Y. — Im^ovemerU 
in  iow^.— Patented  July  19th,  1853. 

a  a  are  the  burners ;  a  the  cylinder,  divided 
from  the  lower  part  by  partition  s,  and  forming 
the  chamber  o  m  which  the  wicks  are  placed. 
The  tubes  e  d  pass  up  from  the  reservoir  b  into 
the  cylinder  at  c.  Tne  fluid  ispoured  into  the 
reservoir  through  the  tubey*.  Tne  Jamp  is  then 
held  in  such  a  position  that  the  cylinder  a  gets 
in  horizontal  position,  in  order  that  the  fluid 
may  flow  into  the*  wick  chamber  o  through  tube 
cLf  whilst  the  air  escapes  tlirough  e  ;  and  thus  the 
chamber  o  is  replenished  from  time  to  time. 

Claim, — ^The  peculiar  construction,  by  which 
two  chambers  are  combined  in  the  same  lamp, 
one  fer  the  wicks  and  fluid,  and  the  other  the 
receptacle  into  which  it  is  poured,  and  the  cham- 
bers communicating  by  means  of  two  pipes, 
substantially  as  described. 

No.   9,858. — John  Jackson,  of  Lawrence,  Mass. — Improvement  in 
Spinning-Jacks, — ^Patented  July  19th,  1853. 

The  nature  of  this  invention  consists  in  a  simple  and  effectual 
method  of  forming  the  cops  and  bobbins,  and  also  in  an  improved 
method  of  stripping  the  spindles  preparatory  to  "  winding  on"  the 
thread. 

Glavm, — ^The  stop  b,  in  combination  with  the  tappet  or  gear  for  the 
purpose  of  arresting  the  motion  of  the  latter  at  the  instant  the  belt  is 
shipped  upon  the  pulley,  that  the  gear  may  be  left  in  the  precise  position 
necessary  for  the  performance  of  another  dutv  the  instant  it  is  again 
set  in  motion,  Vithout  being  carried  past  this  position  by  momen- 
tum or  otherwise,  when  the  brake  b  is  so  arranged  in  connexion  with 
the  lever  or  otherwise,  that  it  shall  be  withdrawn  by  the  mechanism 
which  shifts  the  belt  at  the  instant  the  gear  is  set  m  motion.  Also 
operating  the  "winding  on  mechanism,  raising  the  stripping  wire 
and  depressing  the  bmlding  wire  in  the  proper  order,  and  then  shift- 
ing the  belt  on  to  the  fast  pullej  at  the  close  of  these  operations,  by 
means  of  a  single  cogged  gear  m  combination  with  the  tappet  placed 
upon  its  side. 

No.  9,859. — ^Edmund  Munson,  of  Utica,  N.  Y. — ImproveTnent  in  Eyes 
for  MiU  /Sfa>7i^.— Patented  July  19th,  1853. 

This  invention  consists  in  so  constructinff  the  eye  of  the  stone  that 
the  central  cone  supporting  the  runner  snail  be  sustained  by  spiral 
wings  extending  from  the  cone  to  the  inner  surface  of  the  eye.   These 
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wiDgs  are  so  constnicted  as  to  prevent  chok- 
ing and  clogging ;  and  cause  a  cnrrent  of 
air  to  pass  into  the  eye  and  between  the 
stones,  thus  facilitating  the  feeding  of  the 
grain  and  also  supporting  the  stone. 

In  the  figure,  a  represents  the  eve ;  d  d, 
the  spiral  wings ;  these  wings  fit  between 
the  inner  periphery  or  side  of  the  conical 
portion  of  the  eye  and  the  cone  £.  f  is 
the  spindle. 

Claim. — ^The  spiral  wings,  arranged  in 
such  manner  as  to  perform  the  double 
office  of  feeding  the  grain  and  su^^rting 
the  stone. 


No.  9,860. — ^Ralph  C.  Pbatt,  of  Canandaigua,  N.  Y. — Imiprcffoemai 
in  Machines  for  Ditching. — ^Patented  July  19th,  1853. 

This  inventidh  consists  in  the  construction  of  an  implement  of  re- 
volving shovels,  hung  upon  a  shaft  supported  by  wheels  and  casing, 
and  performing  a  cutting  and  scraping  operation,  during  the  progress 
or  revolvingot  the  wheel  and  beam  or  shaft. 

Clanm.-^Ji^iQ  ditching  machine  consisting  of  a  beam  and  casing,  or 
their  equivalents,  in  one  or  more  parts,  with  a  cutting  and  scraping 
point,  hung  on  the  shaft  of  a  revolving  wheel,  with  shovels  attached 
to  the  outer  circle  of  the  wheel,  which  self-act,  by  turning  the  wheel 
and  forming  a  bucket  in  connexion  with  the  casing,  so  as  to  carry  up 
the  earth  to  the  inclined  slides. 


No.  9,861. — John  Fabeel,  of  Philadelphia,  Pa. — Improvement  in 
Lining  for  Fire-Proof  Safes. — ^Patented  July  19th,  1853. 

The  nature  of  this  invention  consists  in  the  introduction  of  flour, 
grain,  or  other  vegetable  substances  into  the  space  which  in  such  safe 
IS  usually  filled  with  non-conducting  materials :  and  hardening  th( 
substance  thus  introduced  by  lime  or  cement.  The  object  is  to  resis 
the  action  of  heat,  or  its  transmission. 

Claim. — ^The  application  of  the  above-named  vegetable  substances 
for  the  purposes  mentioned. 


No.  9,862. — Bkadfokd  Kowe,  of  Albany,  N.  Y. — Improvem^eni  i 
Oripesfor  holding  Leather. — ^Patented  July  19th,  1853. 

The  form  and  construction  of  the 
gripe  are  shown  in  the  figure :  k  repre- 
sents the  key,  being  cylindrical  and 
fitting  the  bore  of  tne  cap  c.  When 
the  leather  l  is  introduced,  the  key  k 
is  turned  from  the  right  to  the  left  by 
means  of  a  handle  t,  so  as  to  bring  the 
edge  at  or  near  s  down  upon  the  leather,  firmly ;  every  eflfort  to  dra^ 
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Ute  leather  from  the  gripe,  will  tend  to  turn  down  the  grooved  edges 
(if  the  key  more  firmly  upon  it. 

Claim. — The  construction  of  a  gripe  composed  of  a  key  turning 
a  socket  or  chamber,  the  key  being  a  solid  cylinder  with  a 
ion  of  its  surface  cut  away  in  two  faces  parallel  with  its  axis  and 
|^>ui  angle  with  each  other ;  one  face  being  grooved  lengthwise,  and 
I  chamber  being  a  hollow  cylinder  with  a  portion  of  its  space  filled 
^  parallel  with  its  axis,  and  having  a  lon^udinal  slit  through 
rfor  nearly  its  whole  length,  corresponding  witu  the  cut-away  part 
#f  the  key,  so  that  when  the  key  is  in  the  chamber,  a  strap  of  leather 
dr  other  material  can  pass  through  the  chamber  and  under  the 
key. 
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No.  9,863.— George  B.  Salmon,  of  Ehnira,  N.  Y. 

Orain  Winnowers. — ^Patented  July  19th,  1863. 

The  figure  and  claim  explain 
this  improvement. 

Claim. — ^The  expansion  of  the 
upper  part  of  the  blast  spout  b  into 
the  circular,  irregular,  enlarged 
head,  with  an  opening  or  mouth 
at  the  lower  extremity,  partly  co- 
vered with  the  sieve  e  for  the  pur- 
pose of  allowing  the  force  of  the 
blast  to  be  exhausted,  the  screen- 
ings immediately  falling  through 
the  opening  or  month  of  the  head, 
while  the  blast  and  dust  escape 
through  the  screen  e,  the  blast  be- 
ing governed  by  a  slide.  Also, 
the  arrangement  and  construction 
of  the  graduated  sieve  ab  of  unequal  fineness ;  the  portion  a  being 
protected  from  the  acKon  of  the  fan  blast,  so  that  the  small  substances, 
such  as  cockle,  &c.,  passing  through  and  falling  on  the  bottom  board 
of  the  sieve  a,  pass  off  at  the  trough  and  spouts  m  m  ;  and  when 
Hie  ^ain  arrives  at  the  coarser  part  of  the  sieve  6,  it  passes  through 
and  IS  acted  upon  bv  the  fan  blast,  while  larger  substances  than  wheat 
pass  over  the  end  ol  the  sieve  h  and  fall  on  tne  floor. 

No.  9,864. — Epheaim  Treadwell,  of  New  York,  N.  Y. — Improvement 
in  Bakmg  Ov^/w.— Patented  July  19th,  1853. 
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The  nature  of  this  invention  consists  in  making  a  perpetual  0?S| 
having  side  doors  in  it,  for  charging  and 
disch^ging  it  at  intermediate  points  be- 
tween tne  ends  of  the  oven,  in  combina- 


tion with  lower  independent  heating  flues 
and  fiimaces,  for  directing  the  entire  heat 
from  one  set  of  furnaces  through  flues  on 
the  upper  side  of  th^  article  to  be  baked, 
and  tne  entire  heat  from  the  other  inde- 
pendent set  of  furnaces  through  flues  on 
the  under  side  of  the  article  to  be  baked. 
The  endless  belt  is  for  placing  the  article 
to  be  baked  upon,  b  b  are  the  furnaces ;  e  and  f  heat  chambers;  pp 
endless  wire-cloth  apron ;  r  b  b  doors ;  s  is  a  scraper. 

Claim. — ^The  oven  as  above  substantially  described,  with  its  appur- 
tenances and  arrangements. 

No.  9,865. — ^Wm.  H.  Thompson,  and  Kiohakd  H.  Plummbb,  of  Bidde- 
ford,  Maine. — Improvement  in  Compressors  for  Flyers. — Patented 
July  19th,  1853. 

The  nature  of  this  invention  con- 
sists in  adapting  the  compressor  to 
the  speeder  flyer,  and  to  work  on  a 
bobbm  having  two  heads,  to  facili- 
tate the  winding  of  the  roving, 
"  and  thus  gain"  (says  the  inventor) 
"  one  hundred  and  fifty  per.  cent,  of 
wind  on  each  bobbin." 

Clavm, — The  combination  of  the 
guard  rib  e  with  the  hole  a,  and  the  passage  5,  and  the  opening  ^ 
substaiftally  in  the  manner  and  for  the  purpose  as  specified. 


No.  9,866.— Pmup  P.  Traysek,  of  Baltimore,  Md.- 
Spike  Machines, — ^Patented  July  19th,  1853. 

0  is  the  stationary  portion  of  the 
griping  and  shaping  die ;  d  is  the 
movable  portion  of  Sie  griping  die, 
and  carries  with  it  the  knife  e, 
which  severs  the  rod  u^  and  a  stump 
orproiection  a  which  aids  the  bena- 
ing  or  the  rod  ;  o  is  the  groove  in 
the  end  of  the  frame  through  which 
the  rod  is  passed  to  the  dies;  h  is 
the  pointing  die,  and  i  the  lever 
which  operates  it ;  j,  rock  shaft  and 
fulcrum  of  lever  i ;  k  is  the  toggle 
lever  bv  which  the  die  d  is  worked ; 
L  the  lever  by  which  k  is  actuat- 
ed. 

Claim. — ^The  combination,  with 
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le  knife  which  seyers  the  blank  from  the  rod,  of  two  stamps,  either  or 
oih  moyiii^,  wherebj,  while  one  blank  is  being  headed  and  pointed 
1  the  dies,  me  end  of  the  rod  for  the  next  blade  is  cat  off  and  bent 
reparatorj  to  forming  a  head. 

Also,  the  method  ot  heading  spikes  by  bending  the  end  of  the  rod 
►reparatory  to  apsetting,  before  placing  it  in  contact  with  the  dies ; 
rhereby  the  heated  rod  is  kept  a  shorter  time  in  contact  with  the  dies, 
md  therefore  heats  them  less,  while  at  the  same  time  it  is  not  detain- 
A  longer  than  usual  out  of  the  dies :  so  that  by  this  method  the  dies 
ire  better  protected  from  excessive  heating,  the  rod  from  cooling,  and 
he  whole  operation  expedited  and  improved. 


N^o.  9,867. — Stlvkstkr  J.  Shermajn,  of  New  York,  N.  Y. — Improv$ 
ment  in  Matmting  Spirit  Zevds. — ^Patented  July  19th,  1853. 

This  improvement  consists  in  provid- 
ing a  spring  catch  hj  for  spirit  levels,  and 
bearers  or  prmections  a  a,  to  attach  or 
place  the  level  upon  a  square,  or  ruler, 
CfT  levelling  instrument. 

Claim. — ^The  spring  catch  to  hold  the 
leffA  in  place  upon  the  square  or  ruler,  in  combination  with  the  bear- 
em;  the  latter  beiiig  so  formed  in  respect  to  the  level,  that  when  they 
are  phiced  upon  a  horizontal  line,  the  bubble  will  be  in  the  middle  of 
thef^ase,  and  thus  a  horizontal  or  vertical  line  may  be  ascertained 
frcn  a  rnler,  or  from  a  square,  when  the  level  is  attached. 


No.  9,868. — Thomas  C.  Wbildoit,  of  Hartford,  Conn. — IrwproveTnevU 
in  the  Mwnufactwre  of  Wigs. — ^Patented  July  19th,  1853. 

The  nature  of  this  invention  consists  in  the  method  of  fSEUsteningthe 
faiir  with  a  jgl^ten  to  the  network  of  wi^,  &c. 

Claim. — ^The  method  of  fastening  and  attaching  the  hair  to  wigs, 
toupees,  or  any  other  kind  of  hair  work,  by  means  of  any  kind  of  glu- 
tinons  substance. 


No.  9,869. — Charles  Wnxmis,  of  Philadelphia,  Pa. — Improvement 
in  the  Preparation  of  Bristles  for  Brushes. — Patented  July  19th, 
1853. 

The  ferrule  which  confines  the  bristles  is  drawn  over  about  two  thirds 
or  three  fourths  the  length  of  the  bristles  from  the  flag  end  (that  be- 
ing smaller  than  the  root),  and  then  submitted  to  the  action  of  heat, 
by  being  placed  (with  the  root  down)  upon  the  top  of  a  boiler  heated 
by  steam.  The  heat  displaces  the  moisture  from  the  roots,  "  and  con- 
tracts tliem  in  a  remarkable  decree,"  so  as  to  enable  the  operator  to 
draw  the  bristles  with  ease  to  their  proper  place  within  the  band  or 
ferrule.  • 

Claim. — In  the  manufacture  of  that  class  of  brushes  known  as 
"  drove  work,"  prej^aring  the  bristles  bv  the  application  of  heat  to  the 
roots,  substantially  in  the  manner  and  n>r  the  purpose  described. 


1 


^0 


ANNUAL  RSPOBT  OF  THE 


No.  9,870.; — Leonardo  Webtbbook,  of  New  York,  N.  Y. — Imprtm 
in  ChittarPercha  Stereotype  Corrvpoaition. — ^Patented  July  loth, 

The  nature  of  this  improvement  consists  in  a  substitute  for 
metal,  for  the  purpose  oi  stereotyping,  composed  of  shellac  and ; 
baffo,  or  graphite,  of  each  three  parts,  to  which  is  added  one  pi 
aspnaltum;  these  are  melted  and  mixed  together,  and  13 
or  crude  gutta  percha  are  cut  into  shreds,  and  wound  wid 
other  articles.  A  solution  of  one  pound  of  the  sulphate  of  copj 
one  gallon  of  water  is  then  taken  to  cover  the  mass,  after  being  h 
about  212^  Fahr. ;  the  solution  is  applied  through  a  tube  in  a  re 
stream  while  the  ingredients  are  bemg  ^ound. 

CZtm/i.-^The  compound  herein  described,  of  shellac,  plumbaj 
graphite,  asphaltum,  and  gutta  percha,  treated  by  sulphate  of  c 
and  water,  as  a  substitute  for  type  metal. 

No.  9,871. — ^Austin  O.  Willoox,  of  Philadelphia,  Pa. — Improt 
m  Air  Engines. — Patented  July  19th,  1853. 

The  nature  of  this  invention  con- 
sists in  the  employm^t  of  inter- 
changing circulators  Cro,  and  h  h, 
which  are  situated  within,  and  oc- 
cupy one  half  the  capacity  of  each 
heat-reversing  vessel  b  c. 

C^aim.-xTne  interchanging  circu- 
lators o  G  and  H  H  (fig.  Ij,  so  arranged 
as  to  alternately  transfer  the  air  or 
other  fluid  to  tne  heating  and  cool- 
ing divisions  of  the  vessels,  in  the 
same  movement,  to  cause  the  air  to 
pass  through  renovating  plates  z  z 
&c.,  or  their  eouivalents,  whether 
placed  within  tne  circulators,  and 
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transmitting  the  air,  or  placed  without  the  circulators,  and  the  air  forced 

through  them.  • 

Also,  placing  an  inwardly-pressing  packing  c  (fig.  2),  in  the  open  end 
of  each  working  cylinder ;  and  in  combination  therewith,  the  construc- 
tion of  the  working  piston  of  a  little  less  diameter  than  the  interior  of 
the  cylinders,  whereby  tiie  friction  surface  is  confined  to  the  periphery 
of  the  piston,  in  order  to  sufficiently  exclude  its  lubricating  nuid  from 
the  contact  of  the  hot  air  within  the  cylinders.  Also,  the  barrel  ^, 
and  stationary  hollow  piston^,  with  its  supply-tube  g,  aperture  i, 
valves  h  and  %  k,  in  combination  with  the  worMng  piston/*,  and  its 
valves  7*  y,  for  the  purpose  of  supplying  air  or  other  fluid  to  the  cyUn- 
ders  wnen  desired. 


ITo.  9,872. — ^Fredkrick  Hesse,  of  Bethlehem,  Pa. — Improvement  in 
jPaper-CuUinff  Machines. — ^Patented  July  19th,  1853. 

The  nature  of  this  inven- 
coBsists  in  having  an  ad- 
ible  knife  or    cutter    j, 

within  a  sliding  stock 

^d  so  arranged  that  the 

or  cutter  may  be  regu- 

to  cut  the  required 
1,  by  meriely  turning  the 
les  1 1,  by  which  the  slid- 

ck  is  moved  upon  the 

urn.  —  Cutting  paper, 
|eboard,  or  other  articles, 
of  the  knife  j,  at- 
Bd  to  the  rack-bar  f,  which 
ies  into  a  pinion  a,  the 
ion  being  hung  or  attached  to  a  spindle  or  shaft,  to  the  ends  of 
ich  the  handles  i  i  of  the  sliding  stock  s  are  secured,  the  above 
parts  being  attached  to  the  sliding  stock  e;  br  which  device  the  knife 
may  be  elevated  or  depressed,  as  desired  by  the  operator,  while  work- 
ing the  sliding  stock  upon  the  bed  piece. 


No.  9,873. — Cybus  C.  Bisbee,  of  Rochester,  N.  Y. — Improvement  in 
Shower-bath  Tables.— P&tented  July  26th,  1853. 

This  improvement  consists  in  constructing  a  shower-bath  in  such 
manner,  that  when  not  in  actual  use  as  a  bath,  it  ma^  be  converted 
iato  a  table.  The  four  legs  are  made  tubular  to  receive  elongating 
standards,  which  can  be  elevated  by  means  of  racks  and  pinions  with 
the  shower  tray,  which  is  placed  under  the  leaf  of  the  table.  The 
Jower  tray,  which  is  also  imder  the  leaf  of  the  table,  can  be  let  down 
^hen  to  be  used. 

Claim.r—The  combination  and  arrangement  of  the  upper  and  low&c 
tray,  so  that  they  shall  simultaneously  recede  from  each  other  to  ele- 
vate the  water  and  set  up  the  bath,  and  approach  each  other  to  pack 
siway  the  bath  and  convert  the  apparatus  into  a  table. 
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No.  9,874. — ^RicHABD  C.  Bristol,  of  Chicago,  IlL — Improvm 
Rotary  Steam  -ffn^'m^.^-Pateiited  July  26th,  1853. 

Claim. — ^The  combination  and  arrangement  of  the  outward  n 
pistons,  or  their  equivalents,  with  the  sliders,  steam  ways  or  p 
and  abutments,  in  such  manner  that  the  sliders  are  firee  from 
friction  by  pressure  of  the  propelling  medium  in  passing  tiie  abi 
and  are  worked  outwards  and  kept  up  to  their  bearings  by  the 
whereby  promptness  and  certainty  are  insured  in  the  outwarc 
of  the  sliders,  counteracting  pressure  to  their  inward  radiation 
ed,  and  a  tight  but  free  action  of  the  sliders  throughout  thei 
travel  produced. 

No.  9,875. — ^William  V.  Burton,  of  Orange,  Ohio. — Improve 
PZen^A^.— Patented  July  26th,  1853. 

Fig.  1  represents  the  side  of  the 
plough  where  the  mould  board  is  placed. 
To  the  lower  edge  of  the  mould  board  is 
attached  the  piece  j,  called  by  the  inventor 
a  "land  cutter,"  wnich  is  secured  to  the 
point  3C,  by  means  of  a  tenon  fitting  into 
a  mortise  made  in  the  point.  Fig.  2  shoves 
the  land  side,  with  a  reversable  land  side 
piece  o,  into  which  a  counter  side  piece  h 
fits,  and  is  secured  by  means  of  tenon  i  in 
the  mortise  i. 

CUrnn, — ^The  manner  of  securing  the 
points  of  the  land-side  land  cutter  J,  and 
counter  side  h,  bv  the  lock  couplings,  or 
jcint  formed  in  tne  mortise  i.  Also,  the 
^Jough  point  H,  and  a  reversable  land-side  piece  in  the  mannc 
tiud,  whereby  the  land-side  piece  and  point  m  are  made  revers 


No.  9,876.— F.  B.  Hunt,  of  Westfield,  Ind.— iinpr^wewen^  i 
for  Grvndmg  Apples^  c&c. — Patented  July  26th,  1853. 

The  nature  of  this  invention  consists  in  the  employment  of  ti 
less  belts — a  stationary  and  movable  one ;  the  belts  having  s 
teeth  upon  them,  and  being  arranged  in  such  manner  as  to  feed  < 
well  small  or  large  substances  to  the  cutters. 

The  lower  belt,  which  is  double  the  len^  of  the  upper  one,  r 
in  its  horizontal  position ;  the  upper  one  is  adjustable,  and  can 
▼ated  or  depressed,  so  as  to  allow  the  space  between  the  two 
greater  or  less.    The  belts  carry  the  article  to  be  cut  to  the 
which  are  tippn  a  cylinder. 

Claim. — The  employment  of  the  endless  belts  arranged  as  des 
for  the  purpose  described.  Also,  in  combination  witn  the  two 
as  arranged,  one  or  more  cutters  or  cutting  cylinders,  the  cy 
being  placed  loosely  on  their  axes,  and  secured  by  set  screws ;  by 
means  several  forms  of  cutters  may  be  used  according  to  the  w 
be  performed. 
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No.  9,877. — David  A.  James,  of  Cincinnati,  Ohio. — Improvemewt  in 
the  Process  ofmakmg  <?^ti«.— Patented  July  26th,  1853. 
This  improvement  consists  in  washing  the  scraps 
in  small  quantities  in  a  thick  cream  of  lime,  and 
piling  them  under  the  protection  of  a  roof  in  lavers, 
fonmng  an  angle  of  about  twenty  degrees  witn  the 
horizon ;  that  is,  commencing  in  one  comer  of  | 
the  space  to  be  occupied,  which  is  kept  the  high- 
est. When  to  be  used,  the  scraps,  after  being 
washed,  are  placed  in  a  bath  of  ailuted  sulphuric  acid,  to  be  freed 
fix)m  all  calcareous  matter,  and  then  taken  and  again  washed  carefully, 
and  are  then  ready  for  the  boiling  in  &  steam  apparatus,  a  represents 
Ae  tub,  h  the  open  steam-pipe,  c  the  close  steam-pipe,  a  and  e 
cocks  for  the  admission  of  steam,  f  cock  to  regulate  the  pressure 
'  steam  within  the  coil. 
CZai^.— The  claim  of  the  inventor  is  comprised  in  the  above  descrip- 


9,878. — OwKN  Kedmond,  of  Kochester,  N.  Y. — Improvement  in 
|i:amj?«.— Patented  July  26th,  1853. 
The  object  to  be  attained  in  this  construc- 
Hi  of  a  lamp,  is  to  retain  the  surface  of  the 
p  on  the  same  level  or  height  as  the  burner 
'  all  times,  without  regard  to  the  quantity  of  I 
contained  in  the  fountain.  When  the  foun- 
n  is  to  be  filled,  the  catch  a  is  disengaged 
i^m  th^ratchet  f,  and  as  the  oil  is  introduced, 
5  fountain  descends  by  itself.    The  float  o, 
own  in  dotted  lines,  prevents  the  oil  from 
splashing,  and  serves  as  a  check  to  the  spring 


D,  \|jhich  retains  the  surface  of  the  oil  in  the 
fountain  constantly  at  a  nearly  uniform  height 
with  the  burner. 

Claim,, — Resting  the  oil  fountain  for  lamps 
upon  a  spring  or  spidngs,  so  constructed  as  to  retain  the  surface  of  the 
ou  in  the  fountain  constantly  at  a  nearly  uniform  height,  whether 
used  with  or  without  a  float. 
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'Improvem^erd  in  Seed 


No.  9,879. — ^Milton  Satterlee,  of  Louisa,  111, 

PioTi^*.— Patented  July  26th,  1853. 

Hie  main  object  of  this  invention 
is  to  adapt  the  drill  more  perfectlv 
to  the  undulations  of  the  ground, 
and  to  simplify  the  arrangement  for 
drilling  and  covering ;  ^o  to  eco- 
nomize labor,  and  avoid  breakage 
when  meeting  with  obstructions. 
The  shafts  j  j  of  the  drill  wheels  f  are 
united  by  the  hince  or  joint  o,  in 
the  centre,  that  auows  tne  wheels 
on  either  shaft  to  rise  or  fall  with  the  undulations  of  the  ground, 
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withoitt  affecting  the  wheels  or  the  other  shaft.  In  the  same  line  witk 
wheels  f  are  puused,  back  of  the  hopper,  the  covering  wheels  h, 
that  work  in  brackets  projecting  from  a  swingmg  frame  k,  which  is 

i'ointed  in  the  middle,  so  as  to  admit  of  vertical  play.  Tlie  wheeb 
ave  a  deep  angular  groove  on  their  peripheries. 
Claim. — ^The  arrangement  of  the  drill  and  covering  wheels,  or  their 
equivalents,  on  flexible  axles,  so  that  they  will  rise  ana  fall  to  accommo- 
date tiiemselves  to  undulatinff  ground,  whereby  the  grain  in  all  the 
furrows  is  planted  at  an  equiu  aepth  and  equally  covered. 

No.  9,880. — ^WnjjAM  M.  Wabben,  of  Watertown,  Conn. — Inypnm 
merU  m  BaUroad  Car  Seats. — ^Patented  July  26th,  1853. 
In  this  improved  car  seat,  the  hinged  back 
is  raised  and  presses  against  the  stationarv 
back  in  such  a  manner  that  the  seat  wiU 
be  inclined.  The  hinge  or  joint  d  in  the 
metal  strip  i  is  rather  above  the  hinges 
h  bj  and  therefore  by  raising  the  adjust- 
able back,  the  line  of  the  hmge  d  being 
the  line  of  fulcrum,  the  hinges  bear  down- 
wards upon  the  top  of  the  stationary  back  b  ; 
and  as  the  seat  a  is  hung  on  pivots,  a  a,  the 
seat  will  of  course  be  inclined.  By  depress- 
ing the  adjustable  back  f,  the  hinges  eievate 
the  seat,  and  bring  it  to  a  horizontal  position.  The  cross  piece  d 
turns,  and  the  seat  may  be  turned  in  any  oirection  in  which  the  cars  go. 
Claim. — Attaching  the  hinged  or  adjustable  back  f  to  the  station- 
ary back  B,  by  means  or  the  hinges  b  ft,  and  having  a  jointed  or  hinged 
metal  strip  i,  secured  to  the  adjustable  back  and  to  the  cross-piece  d, 
the  hinge  or  joint  d  of  the  metal  strip  being  above  the  line  of  the 
hinges ;  by  which  arrangement  the  seat  a  is  inclined,  or  bronghLto  a 
horizontal  position,  as  the  adjustable  back  is  raised  or  depressc^d. 

No.  9,881. — ^EzBA  R  Benton,  of  Cleveland,  Ohio. — ImprovemefU  in 

Bran  Busters.— Patented  July  26th,  1853. 

The  nature  of  this  improvement  consists  in  the  arrangement  of  the 
feeding  apparatus,  in  such  a  manner  that  the  bran  is  f^  into  the  ma- 
chine by  an  inward  current  of  air,  which  at  the  same  time  permits  all 
heavy  substances  to  fall  into  a  spout  and  be  excluded ;  also,  in  the  use 
of  inwardly  acting  blasts  of  different  degrees  of  strength,  at  the  top 
and  bottom  of  the  duster,  to  feed  the  bran  in  and  drive  the  flour  out 
through  the  inclosing  sieve  by  the  upper  blast,  while  the  lower  blast 
or  current  only  countera<j^  the  downward  pressure  of  the  upper  blast, 
so  as  to  prevent  dischargmg  any  flour  with  the  bran ;  also,  in  the  ar- 
rangement of  teeth,  in  lines  ascending  in  the  direction  opposite  to  its 
motion  around  the  revolving  cylinder,  in  such  a  manner  that  their 
action  by  the  revolution  of  the  cylinder  tends  to  lift  the  bran,  or  to 
prevent  its  falling  too  rapidly  to  the  bottom^ 

Claim, — ^The  inventor  claims  the  two  draughts  of  air,  produced  by 
oblique  fans,  as  proportioned  in  strength  of  blasts,  for  the  purposes 
substantially  as  above  described  and  set  forth. 
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j^o.  9,882. — Jaoob  H.  Carothhrs,  of  Davidsburg,  Pa. — IrnprovemerU 
in  Gam  PZan^*.— Patented  July  26th,  1853. 

The  nature  of  this  improvement  consists  in  suspending  the  plantinfij' 
at  any  time  by  grappling  the  periphery  of  the  wheel  by  two  hookea 
levers,  which  are  worked  by  mea^p  of  a  rod  behind  the  hopper,  and 
placed  conveniently  at  the  command  of  the  operator. 

Claim. — ^The  method  of  stopping  the  seedmg  apparatus  by  grap- 
pling the  periphery  of  the  driving  wheel. 

No.  9,883. — Stlvbbteb  Davis,  of  Claremont,  N.  H. — In^ovemerU  in 
Bee  J5Kve«.— Patented  July  26th,  1853. 


The  object  of  this  improvement  is  to  provide 
series  of  slats  placed  over  the  bee  food  in 
feed  drawer)  means  for  the  bees  to  stand 


Q)y  series  of  slats  placed  over  the  bee  "food  in 
me  feed  drawer)  means  for  the  bees  to  stand 
a||  while  feeding,  and  thus  prevent  the  bees 
mmi  being  mirea  in  the  food. 

Clai/m. — ^The  manner  of  constructing  the  float 
K,  or  N,  of  two  parallel  series  of  sligntly  sepa- 
rated thin  slats,  placed  one  directly  over  the 
other,  and  separated  by  two  or  three  cross  slats,  and  supported  by 
similar  cross  slats  beneath  the  whole,  for  the  purpose  of  aUowing  the 
bees  to  feed  without  being  liable  to  be  mired  m  the  food  beneatii. 


ho.  9,884. — ZiBA  DuRKEE,  of  Alden,  N.  Y. — Improvement  in  the 
Beaters  of  Smut  Machines. — ^Patented  July  26th,  1853. 

The  nature  of  this  improvement  consists  in  Qovering  the  revolving 
cylinders,  beaters,  or  wings  of  any  ordinary  constructioif  with  wire  net- 
tmg  or  cloth,  by  which  means  a  uniform  uneven  but  smooth  surface  is 
preserved,  which  has  great  durability,  and  can  be  renewed  at  a  trifling 
expense  when  worn  away,  and  performs  the  work  thoroughly. 

Clavm. — ^The  claim  is  substantially  embraced  in  the  above  description. 

No.  9,885. — F.  O.  Deschamps,  of  Philadelphia,  Pa. — Improvement  in 
Ormtibue  Lanterns. — Patented  July  26tn,  1853. 

This  invention  consists  in  placing  the  lamp  within  a  case,  the  lower 
part  of  which  is  formed  of  glass,  and  the  upper  part  of  a  metal  cap,  in 
which  cap  is  placed  a  lens.  The  case  is  intended  to  be  inserted  in  the 
top  of  the  omnibus  or  staffe,  immediately  behind  the  seat  of  the  driver ; 
the  glass  portion  being  bSow  the  roof,  and  within  the  omnibus  or  stage, 
and  the  cap  containing  the  lens  above  the  top  or  roof.  By  this  ar- 
rangement the  omnibus  is  lighted  inside,  and  at  the  same  time  light  is 
afforded  for  the  driver  on  the  outside,  or  roof. 

Claim. — Substantially,  the  above  described  lamp  and  its  peculiar 
arrangement. 


No.  9,886. — John  A.  Elder,  of  Westbrook,  Me. — Improvement  in 
Machines  for  Backing  Books. — Patented  July  26th,  1853. 

This  invention  is  designed  to  take  the  place  of  the  common  mode  of 
bammeriiig  the  backs  ot  books,  to  prepare  them  after  they  have  been 
17 
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glued  for  the  reception  of  the  cov^ers,  and  to  economize  time,  and  per- 
K)rm  the  work  in  a  "  more  perfect"  manner  than  it  has  heretofore  been 
done. 


Claim, — ^First,  hanging  the  frame  carrying  the  pressure  rollers  i 
upon,  and  eccentricallv  to,  the  centime  of  motion  of  the  arms  f,  so  that 
the  centre  of  motion  of  the  frame  can  be  raised  at  pleasure.  Secondly, 
the  combination  of  the  wedge  m,  and  bars  w  ana  v,  when  connected 
with  the  jaws  of  the  clamps,  for  the  purpose  of  keeping  the  centre  of  the 
book,  whatever  its  thickness,  vertical  with  the  bearings  g  of  the  swing- 
ing frame  u. 

No.  9,887. — ^Danbei.  B.  Hinman,  of  Philadelphia,  Pa. — Improvemeid 
m  Dyeing  Yam  Partircolored. — ^Patented  July  26th,  1853. 

The  nature  tf  this  invention  consists  in  pressing  the  yam  between 
series  of  separate  and  a^ustable  or  changeable  oars  of  hard  wood, 
whose  pressing  faces  are  parallel  to  each  other,  in  such  parts  and  for 
such  distances  as  are  not  mtended  to  be  dyed,  while  the  parts  of  the 
yam  intended  to  be  dyed  remain,  without  being  pressed,  between 
and  beyond  the  sides  of  the  bars. 

Claim. — ^The  employment  of  series  of  separate  and  adjustable  or 
changeable  bars,  one  above  the  other,  in  an  adjustable  press,  and 

Eressmg  between  their  faces  the  parts  of  the  yam  not  intended  to 
e  dyed,  while  the  liquor  is  in  contact  with,  and  dyes  the  parts  of  the 
yam  between  the  sides  of  the  bars. 

No.  9,888.— Levi  PmcAN,  of  Tom's  Brook,  Y9k.—l7nproved  Plotting 
Theodolite.— Peitented  July  26th,  1853. 

This  improvement  consists  in  arranging  a  traversing  scale  over 
the  dial,  adjusted  and  connected  to  a  didmg  frame  unaer  llie  dial, 
upon  which  a  piece  of  paper  is  fastened  to  mark  the  plot  upon 
and  rule  a  line  by  the  traversing  scale  and  note  the  course ;  so  that 
when  the  instrument  is  taken  to  the  position  sighted  to,  and  thrf  dis- 
tance measured,  it  can  be  marked  upon  the  line  and  the  point 
measured  upon  the  paper  by  the  traversing  scale,  which  is  then 
moved  back  and  the  needle  box  replaced,  ana  the  next  point  sighted 
to,  and  the  needle  box  removed,  and  the  line  and  course  marked.    Alfio, 
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in  applying  an  adjustable  index  to  the  traversing  scalo,  so  as  to  mea- 
«ure  nunute  divisions  accurately. 

Claim. — ^The  adjusting  index  or  its  equivalent,  in  combination  with 
the  graduated  scale  upon  the  traversing  ruler  and  the  horfcontal  dial. 
Also,  the  dial  described,  fixed  upon  a  staff  or  socket,  in  combination 
with  the  revolving  frame,  and  turning  under  the  dial  on  the  socket  car- 
rying the  travei-smg  ruler  k,  and  a  suitable  sight  vane. 


No.  9,889.-^.  A.  Eapp  and  E.  8.  Wright,  of  Buffalo,  N.  T.— /m- 
prbvement  in  Straining  Saws  vyitkout  a  Gate. — Patented  July 
26tli,  1853. 

The  nature  of  this  invention  consists  in  the  application  of  com- 
pressed air,  so  applied  to  piston  heads  working  in  cylinders  at  each 
end  of  saws,  and  to  which  neads  the  saw  is  connected  by  its  ends  by 
rods,  as  that  the  tendency  of  the  compressed  air  to  push  or  pull  apart 
the  piston  heads  shall  be  exerted  to  the  straining  of  the  saw,  and  thus 
keep  it  perfectly  strained  without  the  use  of  a  gate. 

Olaifn. — ^TTie  application  of  compressed  air  to  the  straining  cylin- 
ders of  .saws,  when  the  cylinders  are  so  connected  with  each  other, 
that  the  compressed  air  shall  alternately  pass  from  one  cylinder  to 
the  other  during  the  reciprocating  action  of  the  saw,  and  combined 
with  the  air  pump  and  pressure  valve,  for  the  purpose  of  regulating 
and  maintainmg  the  intensity  of  the  strain  on  the  saw. 

No.  9,890. — ^Frederick  G.  Vettkroke,  of  New  York,  N.  Y.—In^ 
proved  Ccmpawndfor  Dyeing. — Patented  July  26th,  1863. 

To  form  this  compound,  10  pounds  of  snl- 
phnric  acid  are  mixed  with  4  pounds  of  cold 
water,  and  let  stand  six  hours : — ^Four  pounds 
of  prussiate  of  potash  are  placed  in  the  receiver 
B,  with  three  gallons  of  boiling  water ;  and  in 
retort  a  five  pounds  of  manganese,  and  four 
ponnds  of  common  salt,  to  which  is  added  the 
mixture  first  mentioned :  the  pipe  f  is  adjusted  and  luted,  and  the 
whole  is  left  quiet  for  six  hours.  After  that  time  a  slow  fire  is  applied 
and  kept  up  for  six  hours  longer,  during  which  time  the  chloride 
formed  in  the  retort  a  will  pass  over  into  the  receiver  b,  which  is 
then  taken  off  and  hermetically  sealed,  and  the  compound  is  ready 
for  use.  To  use  this  compound,  a  mixture  of  sulphuric  acid  and 
water  is  prepared  in  a  retort  similar  to  a  ;  in  another  receiver  are  put 
eight  pounds  of  salts  of  tin,  and  two  pounds  of  tartaric  acid,  and  three 
gfulons  of  boiling  water :  this  mixture  undergoes  the  same  management 
as  flie  *  kali  compound'  above  mentioned,  and  produces  '  chloride  of  tin.' 
To  six  pounds  of  the  first  or  kali  compound  are  added  two  pounds  *of 
sulphnnc  acid,  the  whole  mixed  with  about  100  eallons  of  water  in  a 
dye  kettle,  and  heated  to  212^  Fahr. ;  Uie  wool  is  let  remain  therein 
thi^e  fourths  of  an  hour,  which  ^ves  it  a  green  or  ground  color.  To 
the  same  kettle  of  dye  are  added  three  pounds  of  kali  compound  and 
two  }>onnds  of  vitriol,  and  the  whole  heated  to  200®  FcJir. ;  the  wool  is 
then  pnt  in  and  let  remain  three  fourths  of  an  hour.    Lql  this  manner  are 
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produced  an  endless  variety  of  shades  by  slight  changes  of  the  propw- 
tions  of  the  ingredients  and  the  degree  of  heat  ^  ] 

^2a^.— Making  the  kali  compound,  substantially  as  herein  set 
forth,  as  a  iSasis  for  a  blue  dye. 

Ko.   9,891. — BtaniY  Lee  Nokrib,  of  New  York  City. — Imprcemimi 

in  preserving  India  JRuiber  in  a  Liquid  State. — ^Patented  Julj 

26th,  1863. 

The  nature  of  this  invention  consists  in  treating  the  juice  or  milk 
from  the  caoutchouc  or  India  rubber  tree,  so  as  to  form  a  comi)ound     j 
that  will  remain  liquid,  and  be  prevented  from  fermentation,  aqidula-     j 
tion,  coagulation,  or  putridity.    The  inventor  accomnlishes  this  by 
mixing  with  the  juice,  within  three  hours  after  it  is  orawn  from  the 
tree  and  strained,  concentrated  liquor  of  ammonia — ^to  every  pound     j 
of  the  juice  one  ounce  of  the  liquid.    This  compoimd  when  placed  in     j 
air-tight  vessels  can  be  preserved  for  a  long  time,  and  when  poured     j 
upon  a  polished  surface  and  left  to  evaporate  slowly,  it  forme  a  very 
ekistic,  tough,  and  transparent  article. 

Claim.-^The  compound  above  described,  and  for   the  purposes 
therein  set  forth. 


Ko.  9,892. — James  A.  Bazin,  of  Canton,  Mass. — Improvement  in 
Seraphines  amd  other  Reed  Inetrvments  of  J/tmc.— 5*atented  Au- 
gust 2nd,  1853. 

A  description  of  this  invention  would  be  too  lengthy  for  this  Report 
Claim. — Flatting  the  thirds,  sixths,  and  sevenths,  of  the  scale,  by 
means  of  the  regulating  cylinder.  Also,  the  valve  of  two  parts, 
with  the  springs,  in  combination  with  the  perforated  plate  for 
the  j)urpose  of  sounding  the  note  flat  or  sharp.  Also,  the  cpm- 
bination  and  arrangement  of  the  sliding  bar,  the  buttons,  the  bent 
wires,  and  the  pins,  tor  the  purpose  of  unlocking  the  key  board.  Also, 
the  use  of  two  or  more  wind  chests  in  the  same  instrument,  for  the 
purposes  separately  of  the  bass  and  treble  notes.  Also,  the  peculiar 
arrangement  of  the  bellows  and  wind  chests.  Also,  hangmg  the 
pedal  with  a  movable  fulcrum,  to  prevent  friction  upon  Sie  foot 
Also,  the  construction  of  the  air  passages,  and  their  arrangement 
Also,  the  presser  bar,  so  constructed  and  arranged  as  to  keep  down 
the  rear  portion  of  all  the  valves,  while  their  front  portion  is  left  free 
to  be  operated  by  the  keys,  thereby  modifying  the  tone  of  all  tiie 
notes  of  the  instrument. 


No.  9,893. — Geoeoe  W.  Brown,  of  Tylersville,  111. — Imjprovement  in 

Seed  PUmters. — Patented  August  2nd,  1853. 

The  claim  embraces  the  object  of  this  improvement. 

Claim. — ^The  oscillating  horizontal  wheels,  or  distributers,  in  the 
bottom  of  the  hoppers,  having  slots  and  holes  of  various  sizes,  in  com- 
bination with  stationary  caps  and  pins,  for  the  discharge  of  dif- 
ferent kinds  and  quantities  of  seeds.  Also,  the  arrangement  of  the 
covering  rollers,  mounted  as  described,  and  performing  the  purpose 
of  covering  the  seed,  elevating  the  cutters  in  turning  around,  and  in 
adjusting  mem  to  different  depths. 
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9,894:. — Lebbeus  Caswell,  of  Harrison,  Me. — Lnprovement  in 
^\eedrPlwnieT8. — Patented  August  2nd,  1853. 

lie  principal  feature  of  this  improve- 
nt    consists    in    an    arrangement    for 
iffing  the  depth  to  which  the  plough 
tne  machine  enters  the  ground  before 
seed  is  dropped,   f  is  the  gauge-wheel 
iched  to  an  adjustable  slide  y,  which 
be  raised  or  lowered,  and  fastened  by 
jt-screw  A.    The  axle  k  of  the  gauge- 
dels  f  turns  at  its  centre  on  the  fiil- 
m  Z ;  so  that  in  case  either  wheel  meets 
h  any  inequality  in   the  ground,  the 
eel  will  rise  or  fall  without  producing 
^corresponding  rise  or  fall  in  the  plough,  m,  the  coverer,  is  attached 
;he  slide  a:  a  is  the  spout  through  w^iich  the  seeds  are  dropped. 
Tlaim. — Placing  the  axle  of  the  gauge-wheels  on  a  fulcrum  in  an 
ustable  slide,  so  as  to  plant  at  any  desired,  and,  at  the  same  time, 
niform  depth. 

.  9,895. — Samuel  R.  Clime,  of  Spring  Garden,  Pa. — IniprovemerU 
n  the  Apparatus  for  mpplyim  water  to  SteamrBoilerSj  and  regvr 
ating  the  svpplying  thereof, — ^Patented  August  2d,  1853. 


rhis  invention  consists  of  a  water-chamber  outside  of  the  boiler,  pro- 
ed  with  a  valve-seat  and  valve,  by  which,  by  means  of  an  internal 
angement,  the  water  is  regulated  in  its  course  to  the  boiler  in  such 
intities  as  maybe  required  ;  the  valve  upon  the  valve-seat  is  caused 
be  opened  and  closed  by  the  movement  of  the  internal  arrangement, 
IS  keeping  a  regular  supply  of  water  in  the  boiler.  Tlie  water  en 
I  at  K  ana  fills  up  the  water-chamber  c ;  but  before  it  can  get  to  the 
Qip,  it  has  to  pass  through  the  valve  f  f  and  seat  o  o.  The  seat  g  o 
ng  Stationary,  and  the  valve  f  f  movable,  and  tlie  openings  in  both 
•responding  precisely  in  size  and  relative  position  (see  lig.  2),  the 
I  of  the  aperture  between  them  is  varied  by  simplv  tmning  the 
ve,  which  is  done  by  the  rod"B.     At  e'  is  a  small  wneel  ana  cap, 
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which  forms  a  coggle-ioijit  or  cogs ;  the  cap  fits  ti^ht  against  the  body 
of  the  machine,  and  is  kept  in  place  by  the  spnng  n.  The  lever  h  . 
produces  the  motion  of  the  rod  e  (see  fig.  3),  fitting  into  one  of  4e 
cogs  in  the  circumference  of  said  wheel;  said  lever  moving  upon 
the  pivot  fastened  on  the  collar  b,  and  being  kept  in  its  place  by  means 
of  the  guide  d,  which  derives  its  motion  from  the  float  j  inside  of  the 
boiler.  The  slightest  motion  of  the  float  is  commimicated  to  the  rod 
B  and  valve  f  ;  and  the  hand  x  attached  to  the  rod  e  shows  upon 
a  dial  the  operation  of  the  apparatus. 

Clmm.^-^e  water-chamoers  above  described,  and  the  contrivance 
and  machine  by  which  their  action  is  aided  and  facilitated. 


No.  9,896. — H.  B.  Oonant,  of  Geneva,  Wisconsin. — Improvement  in 
Ahd<yndnal  Swpporters, — Patented  August  2d,  1863. 

This  supporter  is  so  constructed  that 
the  pressure  may  be  varied  at  pleasure, 
and  it  may  be  worn  by  persons  of  dif- 
ferent sizes. 

Glcmrv. — Constructing  the  supporter 
with  two  encompassing  springs  a  b,  at- 
tached respectively  at  tneir  centres  to  tlie 
front  and  hind  pads  (the  hind  spring  be- 
ing slightly  cm-ved  upwards  in  the  mid- 
dle, and  the  front  sprmg  correspondingly 
curved  downwards,  and  both  springs  straight  on  their  flat  sides) ;  and 
uniting  the  springs  at  their  adjacent  ends  with  straps  d  d  of  adjustable 
lengths ;  whereby  its  pressure  may  be  varied,  and  the  same  supporter 
worn  by  persons  of  different  sizes. 


No.  9,897.— Thomas  J.  Eddy,  of  Waterford,  N.  Y.—Im- 
provement  in  Railroad  Car-wheda, — Patented  August 
2d,  1853. 

This  invention  consists  in  coimecting  the  solid  hub  and 
chiselled  rim  of  a  cast-iron  wheel,  by  means  of  a  series  of 
spokes  and  a  disk,  all  cast  in  one  piece,  and  severally 
formed  and  arranged  in  such  manner  that  they  will  not  1>b 
strained  by  the  contraction  of  the  metal,  as  it  cools  and 
solidifies  at  the  time  the  wheel  is  cast. 

B  is  the  hub ;  a,  the  rim ;  d,  spokes ;  o,  disk. 

Cladm, — A  cas^iron  car-wheel  made  in  one  piece,  in 
which  one  end  of  the  hub  is  united  to  the  rim  by  means 
of  a  disk,  and  the  other  by  means  of  a  series  of  spokes. 


No.  9,898.-0.  S.  BoYNTON,  of  New  York,  N.  Y.—ImpravemsrU  in 
Paper-ruling  Machines. — Patented  August  2d,  1853. 

This  improvement  consists  in  employing  feeding-guides  attached  to 
the  endless  apron,  for  the  purpose  of  properly  feedmg  the  paper  to  the 
pens. 

Claim. — ^Ihe  employment  of  the  guides,  by  which  the  paper  may  be 
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jropeAj  adjuBted  upon  the  apron,  and  fed  underneath  the  pens.  Also 
ui%  guides  or  stops  attachea  to  tlie  selvedge  of  the  endless  apron,  for 
the  purpose  of  elevating  the  pens  from  the  paper  at  required  distan- 
ces, according  as  the  puides  are  adjusted  upon  tne  apron,  and  thereby 
causing  the  paper  to  be  ruled  in  lines  of  the  desired  length,  and  hay- 
ing the  requisite  spaces  between  them. 


MTo.  9,899. — Joseph  R.  Miixkb,  of  Jersey  City^,  N.  J. — Improvement  in 
Submarine  Ihnnele. — Patented  August  2d,  1853. 

The  claim  explains  the  nature  of  this  invention. 

Claim, — Constructing  submarine  avenues,  by  casting  them  in  short 
manageable  sections,  simdng  each  successively  to  its  place,  and  uniting 
thair  ends  successively  by  means  of  flanches,  bolts,  and  packing ;  when 
Uiese  are  combined  with  a  lip  or  lips  at  the  end  of  eacn  section,  to  in- 
sure the  bolt-holes,  and  other  corresponding  parts,  to  come  and  rest 
opposite  to  each  other  as  each  succeeding  section  is  sunk  to  its  place ; 
aiid  when  the  structure  is  made  to  rest  upon  a  graded  bottom  as  the 
lltork  progresses,  and  is  held  thereto  by  superincumbent  weight  when 
4(9!mpletea. 


Ho.  9,900. — Joseph  A.  Scholfikld,  of  Westerlv,  R.  I.- 
in  Temples  for  Looms. — Patented  August  2a,  1863. 


-Improvemient 
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Figure  2  is  a  plan  view  of  the  temple  with  the  upper  plate  re- 
moved. Figure  1  is  a  side  elevation  of  the  same ;  c,  the  holoing-box, 
attached  to  the  beam  by  means  of  screws ;  d^  tiie  shank  of  the  temple ; 
from  the  lower  plate  project  the  spurs  « 66^,  inclining  towards  the 
box  c \f  is  apin ;  h  a  spnng  to  hola  the  temple  in  its  place. 

Claim, — ^The  application  of  a  stationary  spur-plate  to  the  temple, 
with  the  pins  in  said  plate  inclined  at  an  angle  to  the  breast-beam,  so 
as  to  allow  the  cloth  to  be  drawn  over  the  tops  of  the  pins  as  the  lay 
beats  up,  and  from  their  inclination  preventing  the  cloth  from  receding 
during  the  backward  motion  of  the  lay. 


Ko.  9,901. — John  M.  Eekder,  of  Memphis,  Tenn. — Improvement  in 
tke  construction  of  SteamrBoilers, — Patented  August  2d,  1853. 


The  nature  of  this  invention  consists  in  providing  the  uj 
steam-boiler  with  two  openings,  a  and  b  (see  fig.),  in  a< 
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for  the  safety-valye,  and  one,  c, 
St  the  bottom  of  the  boiler. 
Theee  apertures  are  cloeed, 
one  by  cylinder  d  and  piston, 
and  two  by  valves  corre- 
sponding witn  the  openings  b 
and  c,  which  are  so  arranged 
as  to  pass  the  water  from  the 
boilers  on  to  the  fire  nnder 
them. 

Claim. — ^The  application  to  steam-boflers  of  stem  h  and  valves  i  and 
J,  and  the  mode  of  their  operation,  which  will,  at  any  given  pvssore, 
allow  the  water  in  the  boilers  to  pass  freely  on  the  fire  mider  them, 
thereby  reducing  the  steam,  and  preventing  explosion. 


Vo.  9,902. — John  R.  Richardson,  James  Westebman,  and  Ebsneeb 
Wilder,  of  Newcastle,  Pa. — /mprovemefU  m  Spike  MacMnei.-- 
Patented  August  2d,  1853. 

The  nature  of  this  invention  consists  in  the  manner  of  forming  the 
point  of  the  spike  by  means  of  rollers,  in  combination  with  broaa  dies 
resting  against  their  disks ;  also  in  other  devices,  which  are  explained 
by  the  claim  of  the  inventor. 

Claim. — ^The  manner  of  forming  the  point  as  described. 

2d.  Slightly  withdrawing  the  header  after  the  head  is  completed, 
for  the  purpose  of  relieving  the  jaws  from  its  pressure  before  thev  be- 

S'n  to  open,  and  holding  them  in  that  position  with  the  spikeieid 
erein  until  the  jaws  are  opened,  and  the  movable  jaw  or  die  is 
nearly  or  quite  withdrawn  from  the  spike ;  then  withdrawing  the  header 
to  its  farthest  position  from  the  dies,  allowing  the  spike  to  fall :  thai 
causing  the  header  to  perform  the  duty  of  a  clearer. 

3d.  The  combination  of  the  cutting  guide-loop,  the  cutter,  and  the 
holder,  as  constructed  and  operating  with  the  movable  jaw  and  the 
movable  die,  for  the  purpose  of  cutting  off  the  blank  at  a  suflBcient 
distance  from  the  ends  of  the  dies  to  leave  material  for  the  head,  and 
carrying  it  over  to  the  stationary  jaw  at  the  same  operation. 

4th.  Attaching  the  gauge  firmly  to  the  carriage  of  the  pointing- 
rollers,  so  that  it  will  be  withdrawn  as  the  point  is  drawn  out  by  the 
rollers,  and  returned  to  its  position  when  the  pointers  are  withdrawn, 
without  any  other  mechanism  to  actuate  it. 


No.  9,903. — Ithikl  S.  Richardson,  of  Boston,  Mass. — Improvemeni  hi 
Atmosphenc  TeUgraph  and  Railway. — Patented  August  2d,  1853. 

This  invention  consists  in  a  method  of  transporting  freight  and  pair 
sengers  through  air-tight  cylinders,  the  pressure  of  the  atmosphere  be- 
hind a  movable  plunger  being  used  to  propel  the  load,  the  air  in 
advance  of  the  pljinger  being  exhausted ;  by  means  of  which  the  in- 
ventor intends  transmitting  letters,  packages,  and  even  more  bulky 
articles  of  freight  and  passengers  from  one  point  of  the  country  to 
another  at  a  great  rate  of  speed. 
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Clofim. — ^The-  check-plate,  confiisting  of  three  pieces,  two  being  ota- 
tionarj,  and  the  third  or  middle  one  revolving  between  them  air-tight, 
constmcted  as  described,  or  in  any  manner  substantiallv  the  same,  for 
the  purposes  set  forth.  Also,  the  turn-table,  constructed  of  a  ring  and 
its  station-box,  in  combination  with  ^  other  rings  or  their  equivSents. 
Also,  the  method  of  announcing  the  arrival  of  the  plimger,  by  means 
of  the  compression  of  the  air  within  the  cylinder  at  the  instant  of  th« 
arrival  of  the  plunger,  through  the  orifice  in  the  cylinder,  the  valve, 
and  the  hammer ;  compresseu  air  being  the  agent.  Also,  the  combina- 
tion of  the  pendant  weighted  lever  witn  the  valve  and  spring,  or  ana 
logons  devices;  by  which  means  the  valve  is  drawn  up  to  its  seat  when 
no  lon^  kept  open  by  the  pressure  of  the  atmosphere,  and  firmly 
locked  m  that  position  imtil  the  lever  is  again  tripped,  by  the  passing 
plunger  or  loaa. 

No.  9,904. — Stephen  P.  Ruggles,  of  Boston,  Mass. — Improvement  in 
Printing-Pressee. — Patented  Aug.  2d,  1853. 

The  nature  of  this  inven- 
tion consists  in  so  arranging 
a  series  of  diverging  springs 
(see  fig.)  upon  a  plate  k,  ex- 
tending across  the  rear  or 
lower  part  of  the  platen  d, 
as  that  they  will  make  a 
guide  for  the  paper  when  it 

IS  sliding  on  to  tne  tympan;  

the  springs  are  forced  down  by  the  paper-holder,  so  as  to  be  condensed 
between  tne  type  and  the  furniture  of  the  press. 

The  paper,  guided  by  the  diverging  springs  c,  is  placed  on  the  tym- 
pan, when  the  platen  is  drawn  up  by  4^^he  arms  eccentrically  arranged 
on  tiie  circular  plates  on  the  shaft  which  drives  the  press,  until  it 
reaches  the  paper-holder  j,  which,  by  the  resistance  of  the  spiral 
spring  N,  presses  down  the  paper-guiies,  and  then  clasps  tlie  paper 
between  the  holder  and  the  tympan,  and  holds  it  until  it  reaches  the 
impression,  and  falls  back  to  nearly  its  lowest  position,  when  the  paper- 
holder  is  released  by  the  relaxation  of  the  spring,  and  the  sheet  is  re- 
moved. F  is  one  of  the  arms ;  e,  the  rock-shaft ;  p,  eccentric-shaft 
passing  through  the  platen  d  ;  i,  set-screw ;  o,  lever ;  r,  set-screw  rest- 
ing against  the  platen  to  regulate  a  heavy  or  light  impression.  The 
figure  represents  an  end  view  of  the  platen,  detached  from  the  press. 
To  stop  the  impression  the  lever  q  is  drawn  down,  which  lowers  the 
platen  on  its  axis,  so  as  to  prevent  it  from  reaching  the  form. 

Claim.- 
ing-springs, 
sliding  to  its  position. 


\im, — ^The  combination  of  the  adjustable-gauge  with  the  diverg- 
rings,  for  catching  and  guiding  the  edge  of  me  sheet  when  it  is 


No.  9,905. — Nathan  Thompson,  Jk.,  of  Williamsburgh,  N.  Y. — Im- 
provement m  tJhe  Mode  of  Indicating  the  Height  of  Water  in 
Steam-Boilers.— PsXentei  Aug.  2d,  1853. 

This  invention  consists  of  an  apparatus  for  stopping  the  main  engine, 
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and  bringing  it  to  a  state  of  rest  when  the  water-level  becomes  dan- 
geronsly low ;  which  is  accomplished  by  a  float,  a  throttle-valve,  and  an 
appropriate  connection  between  them;  the  whole  so  arranged,  that  the 
liJling  of  tlie  water  gradually  contracts  and  fintdly  closes  entirely  die 
area  of  the  steam-pipe,  at  first  gradually  retarding,  and  finally  com- 
pletely stopping  the  main  engine.  Upon  the  float  is  a  pin  whicn  rises 
perpendicularly,  and  prevents  the  float  fix)m  rising  higher  than  the 
ordmary  working  water-level. 

Claim. — ^The  method  of  "  slowing"  and  stopping  the  main  engine 
•by  means  of  a  float  or  its  equivalent,  which  is  governed  in  its  position 
bv  the  height  of  the  water  in  the  boiler,  whereby  a  reliable  intimation 
01  the  level  of  the  water  is  obtained,  which  cannot  be  disregarded. 
Also,  a  hook  and  pin,  or  their  equivalents,  in  combination  with  a  boiler 
float,  whereby  the  float  is  prevented  from  acting  during  ordinary  fine- 
tuations  of  the  water-level. 


BTo.  9,906. — ^William  Van  Anden,  of  Poughkeepsie,  N.  Y. — Improw- 
meni  in  Machinery  for  making  RaHroaa  Chaira. — Patented 
Aug.  2d,  1863. 

The  nature  of  this  invention  consists  in  arrranging,  and  combining 
with  a  suitable  frame,  a  shaft;  propelled  by  any  convenient  power,  (Hi 
which  is  secured  a  cam  for  operating  a  lever  for  depressing  tne  die  for 
holding  the  metal,  while  being  cut  by  a  pair  of  roller-shears,  which 
are  forced  upwards  by  a  second  lever,  operated  by  a  second  cam,  also 
on  the.  driving-shaft;,  the  operation  of  the  rollers  being  to  cut  Ae  grain 
ef  the  metal  more  perfectly  than  by  a  fixed  or  punching  cuttii^  ar- 
rangement. Also,  in  combination  with  the  roller-shears,  two  a^nst- 
able  benders,  secured  at  each  side  of  the  machine  on  the  ends  of  levers, 
operated  by  cams  on  the  ends  of  the  driving  shafts,  for  the  purpose  of 
bending  over  the  lips  of  the  chair  as  they  are  cut  and  raised  by  the 
action  of  the  roller-shears,  so  as  to  give  them  the  form  of  the  die,*from 
which  the  chair  is  discharged  by  a  forked  rod  on  the  end  of  a  connect- 
ing-rod, working  on  the  main  or  driving  shaft;,  and  projected  out  by  i 
cam  on  the  driving  shaft;,  as  the  shears,  benders,  and  cue  are  restored 
to  their  original  position,  to  push  the  chair  off  the  head  of  the  die, 
and  projected  back  again  by  a  second  cam  on  the  opposite  side  of  the 
driving  shaft;  for  that  purpose. 

CUmn. — ^The  combmation  of  rollers  with  adjustable  shear-stocks, 
for  cutting  and  shaping  the  lips  of  wrought-iron  railroad-chairs,  and 
their  combination  with  the  dies.  Also,  me  use  of  a  movable  drop 
upper-half,  or  female  die,  in  combination  with  a  stock,  and  their 
combination  with  the  discharging  apparatus.  Also,  the  use  of  adjust* 
able  and  removable  benders,  in  bender-«tocks,  in  combination  widi 
the  levers  and  cams  on  the  main  shaft;  for  operating  the  same  in  an 
oblique  and  downward  direction,  and  their  combination  witJb  the  dies 
and  cutters  for  making  wrought-iron  railroad-chairs. 
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BTo.  9,907. — Stephen  Waterman,  of  Williamsbnrgh,  N.  Y. — Improve- 
ment in  the  means  of  Ohviaimg  the  Dcmger  from  Steam-^oUer 
JEtplosions. — ^Patentea  August  2d,  1863. 

The  nature  of  this  improvement  may  be  understood  from  the  claim 
of  the  inventor. 

OUnm. — ^The  combination,  with  a  safety-chamber  and  safety-plate,  of 
a  cold-water  reservoir,  which  has  means  of  communication  at  the 
lower  part,  with  the  safety-chamber  or  steam-space  in  the  boiler, 
and  at  the  upper  part  with  the  steam-space  in  the  boiler ;  which  means 
cf  communication  are  closed,  when  tne  boiler  is  in  proper  operation, 
by  cocks  or  their  equivalents,  which  are  caused  to  open  by  the  tearing 
apart  of  the  safety-plate. 

Ko.  9,908.— Jesse  Young,  of  Franklin 
Furnace,  Ohio.  —  Im^oved  Ar- 
rangement of  Pipes  JOT  Hotiilast 
Furnaces, — Patentea  August  2d, 
1863. 

This  invention  consists  in  a  series  of 
annular  horizontal  pipes  d  (see  fig.), 
connected  by  short  vertical  pipes  c  and 
E,  which  also  serve  as  supports  or  ped- 
estals, and  a  hollow  base  upon  which 
the  pipes  rest,  and  through  which  hol- 
low base  A  the  cold  air  is  admitted 
into  the  pipes. 

Glaim. — ^The  arrangement  of  a  series 
of  annular  horizontal  pipes  n;  short 
vertical  connecting  pipes  c,  e,  which 
also  serve  as  supports  or  pedestals ;  and 
a  hollow  base  a,  through  which  the 
cold  air  passes  into  the  pipes,  and 
npon  which  the  pipes  rest ;  by  which 
arrangement  the  air  is  made  to  pass 
dowljr  through  the  pipes  and  base, 
and  IS  exposed  a  sumcient  length  of 
time  to  the  heat,  with  a  small  expen- 
diture of  Aiel,  to  become  heated. 


No.  9,909.  Austin  O.  Wnxx)x,  of  Philadelphia,  Pa. — Improvement  in 

Hot-air  Engines. — ^Patented  August  2d,  1863. 

The  effective  power  of  this  engine  is  as  the  capacity  of  the  trans- 
ferring cylinder  is  to  the  capacity  of  each  working  cylinder;  and  when 
the  diameters  of  the  transferring  and  working  cyfinders  are  equal,  this 
ratio  will  be  as  the  comparative  lengths  oi  their  respective  strokes. 
Any  desirable  amount  of  pressure  on  the  piston  is  produced  by  con- 
densing the  medium ;  thus  forming  a  powerful  engine,  which  occupies 
comparatively  little  space.  The  engine  is  render^  more  compact  bj 
having  the  renovator  in  the  piston  itself,  and  by  applying  the  fire 
immraiately  under  the  cylinder. 
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Claim. — ^Placing  the  economizmg  disks  within,  or  attaching  them 
to  the  driTing-piston  itself,  to  effect  the  complete  rarefactiGn  of  the 
heated  air  while  the  piston  is  descending,  and  before  the  cold  air  ii 
again  let  into  the  cylinder. 

Also,  inclosing  the  exhanst  end  of  each  single-acting  working 
cylinder  with  an  air-tight  head,  when  combined  with  a  self-actiiig 
valve,  which  opens  from  the  exhanst-end  of  the  cvUnder  into  the  educ- 
tion-pipe, in  order  to  exclude  the  external  atmosphere,  and  ako  for 
the  aonble  pnrpc^e  of  enabling  any  d^ree  of  rare&ction  to  take 
place  within  the  exhanst-end  of  the  cylmder,  without  the  return  of 
air  from  the  reservoir,  and  to  allow  the  spent  air  finally  to  escape  to 
Raid  reservoir. 

AIbo,  inclosing  each  working  cylinder  with  a  jacket,  regularly  in- 
creasing in  thickness  fit)m  the  bottom  to  the  top,  so  that  when  surrounded 
by  water  or  other  fluid,  the  temperature  of  the  working  cylinder  will  be 
kept  reduced  to  a  proper  and  nearly  uniform  d^ree ;  thus  preventing 
injury  to  the  lubricatmg  fluid  inside,  and  aQowmg  the  heat  to  be  ap- 
pued  immediately  under  the  cylinder. 


No.  9,910. — Jean  T.  Coupieb  and  Mabie  A.  C.  MgT.T.T»g^  of  Paris, 
France. — ImprovemerU  in  the  manufacttrrs  of  jPaper-SU^.— 
Patented  August  2d,  1853. 

The  claim  explains  this  improvement 

Claim. — ^The  process  of  reducing  straw  and  other  similar  v^etahb 
matter  into  pulp,  for  making  paper :  the  process  consisting  in  applj' 
and  circulating  the  solution  of  the  hydrate  of  soda  or  potash.  A^ 
the  employment  of  hypochlorites  in  the  process  of  bleaching  8traw| 
similar  vegetable  matter,  when  prepared  as  above  for  the  pnrpoee^^ 
making  paper,  as  set  forth,  that  is  to  say,  using  them  at  or  about  w 
streDgtn  set  forth  in  the  specification,  viz.  3°  Beaum6 ;  and  this  degi|| 
of  strength  only  when  employed  upon  such  materials. 


No.  9,911. — JiTLius  Herbiet,  of  New  York,  N.  Y. — Improvement  tii 
Elastic  Type  for  PrmUng  on  Irregular  Surfaces. — Jratented  Aug. 
2d,  1853. 

The  inventor  prepares  a  mould  of  plaster,  containing  the  requisite 
impressions  or  figures;  into  which  ne  casts  a  substance  or  cona- 
pound,  of  three  parts  of  coopers'  glue,  and  two  parts  of  molasses. 
This  substance  when  well  mixed  is  poured  into  the  mould,  and  when 
cold  taken  out,  and  is  ready  for  use. 

Claim. — Making,  by  casting  in  moulds. or  by  pressure,  plates  with 
raised  characters  or  figures,  the  entire  substance  of  such  plates  being 
sufficiently  elastic  to  adapt  them  to  printing  on  irregular  siuiaces. 

No.  9,912. — George  T.  Parry,  of  Spring  Garden,  Pa. — Improvemsni 
in  Anti-Friction  Boxes. — Patented  Aug.  2d,  1853. 

The  nature  of  this  invention  consists  in  the  employment  of  a  series 
of  rollers  nade  in  the  form  of  double  frustums  of  cones,  united  at  tfieir 
bases  o  (see  fig.),  and  adapted  to  run  in  grooves  of  nearly  corresponding 
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de  in  the  surfaces  be- 

hich  ihey  are   inter- 

rhe  inner  firostams  of 

B,  and  the  correspond- 

of  the  surfaces  of  the 

are  made  on  bevels 

Qed  to  the  diameter  of 

rs  and  the  grooves  in 

ey  mn,  wherebjr  the  rolling  of  the  rollers  about  a  common 

accomplished  without  slip. 

. — Making  the  rollers  in  the  form  of  double  frustums  re- 

id  united  at  their  bases,  and  travelling  in  circular  grooves  of 

rresponding  form  of  the  surfaces  between  which  me  rollers 

>06ea. 


). — Samuel  Canby,  of  EUicott's  Mills,  Md. — ImprevemsrU  m 
ywers  of  Ora/in, — Patented  Aug.  9th,  1853. 

ivention  relates  to  the  manner  of  graduating  the  blast  of  a 
•,  so  that  it  shall  not  be  influencea  by  the  irregularities  of 
o  which  the  fan  or  blower  may  be  subjected.    (See  figures.) 


le  fism-chamber  a,  and  opening  into  it,  is  a  regulator  consist- 
ree  apartments  d'  d"  d'",  the  exterior  d'  d"  containing  open- 
their  sides  for  the  admission  of  air  to  the  fan,  the  central 
nt  d'"  being  furnished  with  a  piston  n  suspended  by  a  cord 
VGT  an  exterior  pulley  l,  and  balanced  by  a  weight  n,  at  the 
'-  of  a  lever  m,  attached  to  the  shaft  l  ;  extending  across  the 
irtments  is  the  shaft  i :  the  imder  side  of  the  piston  h  being 
to  a  rack-rod  f,  mashing  into  a  pinion  o  upon  the  shaft  i. 
on  H  opens  the  air-passages  as  the  blast  is  weakened,  or 
5S  their  extent  when  tne  blast  is  too  strong,  o  is  the  hopper ; 
ging  door,  which  distributes  the  grain  evenly  over  the  bottom 
pper.  The  blast  is  passed  through  the  channels  s  and  t. 
— ^The  construction  of  the  reoeivmg  and  discharging  passages 
rain ;  that  is,  the  passage  at  door  p,  passage  c,  and  passage  o", 
inner  and  for  tl^e  purpose  as  set  fortn. 
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No.  9,914. — Frank  Dibben  &  Lewis  Bollman,  of  New  York,  N,  Y.— 
Irmrovement  in  Multiplying  Oearirvg  for  transmitting  Boitairy 
Motion^  at  increased  or  decreased  Vewcities. — ^Patentea  Augugt 
9tli,  1853. 

(See  figure.)  The  circles  a  and  i  in  the 
diagram  represent  the  pitch -lines  of 
two  annular  toothed  wheels,  hung  loosely 
upon  a  common  axis  e  /  and  the  dotted  cir- 
cles c  and  d  represent  the  pitch-lines  of 
two  toothed  wheels  both  last  together 
upon  the  common  axis  f,'  c  rolling  on  a, 
and  d  on  J  /  and  both  axes  e  and  /  sta- 
tionary in  relation  to  each  other.  Suppose 
the.  circumference  or  number  of  teeth  in 
the  wheels  to  be  in  the  following  propor- 
tions: a=-ll,  J  =  10,  o=— 10,  and  flf=9;  then  if  all  the  circles  are 
made  to  revolve,  a  will  make  100  revolutions  for  every  99  of 
J,  &c. 

Claim. — ^The  employment  (for  the  purpose  set  forth)  of  two  pain 
of  toothed  or  fiiction  wheels,  a  c  and  h  d^  combined  and  arranged  as 
described. 


No.  9,915.— Daniel  Dodge,  of  New  York,  N.  T.,  and  Phijieab  Bui- 
GKSS,  of  East  Boston,  Mass. — TmprovemerU  in  iXfe-BooitB. — ^Patented 
August  9th,  1858. 

The  nature  of  this  invention  con- 
sists in  constructing  a  platform  o  (see 
figure)  stationary  in  the  central  hori- 
zontal plane;  and  the  two  sets  of 
thwarts  are  secured  in  the  boat  at 
fixed  points  on  opposite  sides  of,  and 
at  equal  distances  from  the  platform. 
A  A  represents  the  hull  of  the  boat, 
being  water-tight ;  b,  the  interior  of 
boat;  d  d^  openings  to  allow  the  escape  of  water;  d  d,  thwarts;  Ffj 
guard-rails  or  life-rods,  secured  in  fastenings. 

Claim. — ^The  central  fixed  platform  o,  which  is  secured  in  the 
opening  b  of  the  boat,  in  a  plane  passing  centrally  and  horizontalljr, 
or  neany  so,  through  the  same,  which  may  be  said  to  form  a  parti- 
tion between  two  opj)Osite  recesses,  the  platform  serving  as  a  floor  to 
the  boat,  whichever  side  is  upward,  and  oeing,  from  its  fixed  position, 
incapable  of  becoming  disarranged  by  any  accident. 


N.  r. — Improw- 
jBoZfo.— Patented 


No.  9,916.— George  W.  Eiomax,  of  New  York, 
m£fnt  in  Setting  up  Ten-Pins  amd  Returning 
August  9th,  1863. 

The  claim  will  suflSiciently  explain  this  invention. 

Clami. — Setting  up  the  pins  by  an  apparatus,  operated  from  tike 
head  of  the  table,  by  means  of  weights  attached  to  ti^em  by  cords, 
when  combined  with  the  elevation  board,  which  raises  and  sustaatf 
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lie  weight  or  weights,  to  admit  of  the  pinfl  bein^  knocked  down. 
Also,  the  UBe,  at  the  back  end  of  the  table,  of  a  delivery  board,  con- 
structed and  applied  as  described,  in  combination  with  an  elevator, 
for  the  elevation  and  return  of  the  balls. 


No.  9,917. — ^Benj.  H.  Green,  of  Princeton,  N.  J. — Improvemeni  in 
Carpent&ri  Clamps. — Patented  August  9th,  1853. 

The  nature  of  this  invention  consists  in  the  construction  of  the 
clamp,  in  such  a  manner  as  to  be  applicable  to  manv  different  sizes  of 
articles.  A  pair  of  arms  h  h  (see  figure)  are  attached,  one  on  each 
side,  to  the  beam  a,  by  means  of  bolt  a  ;  the  arms  vibrate  ^pon  the 
bolt,  which  may  be  transferred  to  other  lioles  in  the  beam  a.  Through 
the  curved  end  of  the  arms  passes  another  bolt  h^  and  through  bar  i, 
which  has  a  large  jaw  d  on  its  shorter,  and  a  smaller  jaw  e  on  its 
longer  arm. 


Ite  bar  i  is  made  to  turn  freely  upon  the  bolt  A.  The  bar  o  hav- 
ing a  small  jaw  on  one  end,  may  be  attached  to  the  larger  jaw  f, 
but  removable  at  pleasure.  When  the  bar  is  attached  to  the  jaw  r, 
the  smaller  jaw  e  of  the  bar  i  is  brought  opposite  its  iaw,  as  shown  in 
the  figure.  When  large  articles  are  to  be  clamped,  the  small  bar  o  is 
removed,  and  the  bar  i  reversed. 

Claim. — ^The  combination  of  the  adjustable  vibratory  arms  h  h,  and 
reversible  jaws  d  e^  with  the  adjustable  clamp,  for  the  purpose  of 
presenting  jaws  of  different  sizes,  and  at  different  distances  from  eadi 
other,  in  me  manner  set  forth. 


No.  9j918. — John  Hahtin,  of  New  York,  N.  T. — Irnproved  Method 
of  btymg  Paper. — ^Patented  August  9th,  1853. 

The  nature  of  this  invention  consists  in  dnring  paper  by  conducting 
it  between  opposite  series  of  equal-sized  ans  revolving  with  equS 
velocities,  causmg  the  air  to  act  simultaneously  upon  opposite  sides  of 
the  paper.    The  object  is  to  give  to  the  paper  a  uniform,  even  surface. 

Claim. — ^The  above-described  method  or  drying  paper. 


No.  9,919. — Samuel  Hiokok,  of  Buffalo,  N.  T. — Improvem,ent  in 
Railroad  Car-Seoite. — ^Patented  August  9th,  1853. 

This  invention  consists  in  the  method   of  readily  changiug  Ae 
Beat  in  either  direction,  and  converting  it  from  an  upright  to  a  re- 
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clinii^  podtkm ;  e  is  die  support  fin*  the  onto-  end  of  the  seat  (see 
figure),  to  which  the  seat-frame  is  secured.  Secured  on  opposite  eades, 
and  to  the  bottom  of  the  sliding 
seat,  are  two  steel  notched  bars  cc; 
and  secured  to  the  dde-rails^/*  are 
metal  plates  e  e^  which  fall  into  the 
notches,  and  confine  the  seat  in 
position^  The  seat  can  be  slid  out 
either  to  the  right  or  left,  by  jM^ess- 
ing  the  end  of  either  of  the  spring 
bars  which  project  in  fit>nt,  re- 
gardless of  wnich  side  the  back  of 
me  seat  is  placed.  The  back  of  the 
aeat  may  be  raised  -in  an  inclined  position,  or  lowered,  when  its  poo- 
tion  will  be  nearly  vertical. 

Claim. — Constructing  a  car-seat,  by  connecting  and  arranging  the 
sliding  seat  with  the  reversible  back  hinged  at  the  extremity  of  the 
reversing  arms ;  and  combining  therewith  the  double  ratchet-bars,  in 
such  a  manner  that  it  can  be  easily  converted  into  a  day  or  night  seat, 
and  at  the  same  time  not  occupying  more  space  than  the  ordinary  seat 
Also,  the  triangular  foot-rest,  in  combination  with  the  sliding  seat, 
whereby  it  is  made  adaptable  to  the  seat,  when  used  either  as  a  daj 
or  night  seat. 

No.  9,920. — ^Lewis  S.  Inor^hah,  of  Cuyahoga  Falls,  Ohio. — Improve- 
m^nt  in  Winnowers. — ^Patented  August  9th,  1853. 

The  nature  of  this  invention  consists  in  making  the  screens  stair- 
shaped  or  fluted,  and  vibrating  them  perpendicmarly  or  diagonally, 
instead  of  traversing  or  shaking  them  horizontally ;  whereby  the  grain 
is  made  to  fall  successively  from  one  stair  or  flute  to  the  next ;  in 
combination  with  a  plain  screen,  which  may  be  used  either  before  or 
after  the  stair  screen. 

Claim. — The  stair  or  fluted  screen,  constructed  and  operated  sub- 
stantially as  described,  for  the  purpose  set  forth. 


No.  9,921. — John  W.  Jenkins,  of  Greenport,  N.  T. — Improvement  in 
Iran  Posts  for  Fences. — Patented  August  9th,  1853. 

The  figure  represents  the  post  a,  with  the  arrow-headed  or  barbed 
button  pieces  eee:  to  the  post  is  attached  a  twisted  cross-piece  b ;  J, 
the  openings  for  tne  boards  or  rails ;  rf,  hook  for  wire. 


Claim. — The  arrow-headed  or  barbed  button  pieces  ^  ^  «  of  the  post, 
in  combination  with  the  twisted  cross-piece  b. 
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9^22, — George  Leonabd,  of  Shrewsbury,  M,BSBr---^Improvenient 
^  Fire- Arms. — Patented  August  &th,  1853. 
"he  operation   of  this  im- 
ved  pistol  is  described  by 
inventor  as  follows  :    The 
ger  T  (see  figure)  is  drawn 

the  notch  in  the  lever 

back  the  main-spring, 

caiTies  back  the  ham- 
at  the  same  time  the 
p  carries  down  the  point  of  I 
ratchet-lever,.and  tunis  the 
living  fire-guide  r;  when 
hammer  h  is  nearly  back, 
of  the  percussion  pills  in 
priming  magazine  m  drops 
►  the  hole  in  the  hamtnier-guide ;  the  motion  of  the  trigger  being 
tinued,  the  lip  of  the  main-gpring  lifts  oflf  the  notch  of  the  lever, 
m  the  main-spring  drives  forward  the  hammer,  and  the  piUs  are 
loded  ih  the  bottom  of  the  hole  in  the  revolving  fire-guide ;  the 
is  guided  through  the  small  hole  o  in  the  revolving  fire-guide  into 
of  the  five  small  boles,  into  the  barrel  with  which  it  is  in  coinci- 
ce,  and  the  barrel  is  discharged. 

Uaim. — A  revolving  fire-guide,  which,  bj?-  tlie  continued  operation 
he  fire-arm,  shall  successively  communicate  fire  to  tlie  different 
rges  of  several  barrels.'  "  : 


9,923.  —  John/Lkwi^,  of 
SuflTalo,  N.  Y7—  Imp^cyce- 
lent  in  Printing  Presses ^ — 
*atented  Angusl  Dth,  1S53. 

lie  nature  of  thisranvention 
sists  in  constioicting  a«wing- 

bail  D  (see  figure)  c^pd  a 
ssui'e  bail,  in  5  combination 
h  the  lever  power;;  in  such 
lanner  as  to  bring  the  power 
m  the  centre  of  the  platen 
)y  one  motion  of  the  lever 

F  represents  the  bed-plate. 
Tlaim. — ^The  swinging  bail 
nd  the  pressure  bail  e,  cou- 
icted  and   operated  as  set 
th. 


'.  9,924. — ^Eben  L.  Millis,  of  Rochester  Depot,  Ohio. — Imprave- 
nent  in  Com-SheHera, — ^Patented  August  9th,  1853. 

Phis  invention  consists  of  a  toothed  cylinder  and  a  concave,  which 
)  used  £>r  breaking  up  the  larger  ears  of  com,  before  feeding  them 
18 
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to  the  com-Bheller,  to  prevent  clogging  or  stopping  the  sheller,  ii\m 
ears  of  com  are  fed  to  tne  sheller  in  bmk. 

Claim. — Eeducing  the  larger  ears  of  com  to  be  shelled  to  a  nearij 
Tiniforaa  si?e  with  the  smaller  ones,  by  passing  the  whole  throup 
between  a  toothed  cylinder  and  concave,  where  the  larger  eare  we 
caught  and  partially  reduced,  .preparatorv  to  passing  between  the 
second  cylinder  and  concave,  to  complete  tne  shelling. 


No.  9,925. — Joel  G.  Nobthrup,  of  Syracuse,  N.  Y. — Trnprovemmb 
in  Printing-Presses. — ^Patented  August  9th,  1853. 

The  nature  of  this  invention  consists  in  combining  with  a  vibrating 
bed,  a  series  of  intermittin^ly  rotating  platens,  so  that  the  sheets  maT 
,ced  on  the  platens  m  the  most  convenient  manner,  and  m 


receiving  the  impression,  without  requiring  a 


be  placed 

from  the  platen  after 

delivery  apparatus. 

Claim.— lihQ  combination  of  the  series  of  intermittinfily  rotating 
platens  with  a  vibrating  bed,  when  so  arranged  as  that  Qie  deliv^ 
of  the  printed  sheet  is  from  the  lower  of  the  series  of  platens,  so  that 
it  may  drop  fix)m  the  platen  on  to  the  paper-table,  or  into  a  drawer. 


No.  9,926. — James  Patterson,  of  Franklinville,  N. 
Y. — Imjprovem^rd  in  Priction-HoUers. — Patented 
August  9th,  1853. 

The  nature  of  this  invention  consists  in  arran^g 
within  a  central  aperture  of  the  car-wheel  a  (see  ng.), 
and  around  its  axle,  a  series  of  anti-friction  rollers, 
each  of  which  has  bearing  portions  of  different 
diameters;  the  larger,  co,  of  which  roll  upon  the 
inner  periphery  a  of  the  car- wheel,  and  the  smaller, 
«c,  upon  an  enlarged  portion  b  of  the  axle  b. 

Claim. — Fitting  the  bearing  of  a  rolling  car- 
wheel  on  a  fixed  axle  with  a  series  of  friction-rollers, 
having  bearings  of  large  diameter  to  run  in  contact 
with  the  wheel,  and  of  smaller  diameter  to  run  in 
contact  with  the  axle,  the  latter  being  enlarged  at 
ihe  point  of  contact  with  the  rollers,  as  herein  speci- 
fied. 


Ko.  djm.—CameUed 


Ho.  9,928.— Alfred  B.  Seymour,  of  Hudson,  N.  Y. — Improvemeni 
in  Polling  Pailroad  and  other  Iron. — ^Patented  August  9th,  1853. 

In  the  figure,  a  represents  the  frame,  and  hb  the  first  pair  of 
rollers,  moimted  on  fixed  bearings,  except  that  one  of  the  rollers  is  ad- 
justable to  the  other.  Just  back  of  iJiis  pair  there  is  a  second  pair 
of  rollers  ce?,  mounted  in  the  lower  end  of  a  pendulous  frame  d^  bt^ 
pended  at  its  upper  end  to  a  shaft  «,  hung  in  the  upper  part  of  the 
firame  a.    The  first  pair  of  rollers  are  geared  together  by  cog  or  spur 
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wheels,  and  on  the  shaft  of  one  of  { 
these  rollers  there  is  a  belt-wheel  g^ 
which,  by  a  belt  A,  communicates 
motion  to  a  cog-wheel  in  the  upper 
part  of  the  frame  a^  which  engages 
a  corresponding  wheel  on  the  shaft 
«5  on  which  is  suspended  the  pen- 
dulous frame  of  the  second  pair 
of  rollers ;  and  this  last-mentioned 
wheel  carries  a  pulley  to  communi- 
cate motion  by  a  belt  to  a  pulley  on 
the  shaft  of  one  of  the  rollers  of  the  second  pair ;  and  as  the  pulley 
is  on  the  shaft  to  which  the  pendulous  frame  is  suspended,  it  follows 
that  the  moving  of  the  frame  will  not  affect  tiie  communication  of  the 
driving  power.  A  third  pair  of  rollers  n  are  mounted  in  a  pendulous 
frame  (?,  back  of  the  first,  and  in  every  particular  like  the  second  pair. 

The  second  pair  of  rollers  must  be  geared  to  turn  faster  than  the 
first,  the  third  faster  than  the  second,  and  so  on  throughout  the  series. 
The  iron  passes  from  one  pair  of  rollers  to  another,  and  is  caught  suc- 
cessively hy  each  pair  of  the  series. 

Claim, — ^The  employment  of  a  series  of  pairs  of  rollers,  so  arranged 
that  the  pairs  shall  be  free  to  move  from  or  towards  each  other,  to 
adapt  themselves  to  the  condition  of  the  metal  in  the  process  of  rolling. 


ITo.  9,929. — Joshua  Stephens,  of  Chicopee,  Mass. — Improvement  in 
JRepeating  Fire-Arms, — ^Patented  August  9th,  1853. 

The  operation  of  this  improvement  is  explained,  substantially,  in 
the  claim  of  the  inventor. 

Claim. — To  so  construct  and  combine  together  the  lock,  trigger,  and 
mechanism  for  rotating,  and  locking  and  unlocking  the  chambered 
cylinder,  as  that  while,  by  a  simple  pull  of  the  trigger,  the  operations 
of  unlocking  and  rotating  the  magazine  or  chambered  cylinder,  re- 
locking  it,  and  discharging  the  cock,  shall  be  caused  to  take  nlace  by 
power  applied  to  the  trigger  alone,  the  cocking  shall  be  efiected  by 
means  of  the  hand  of  the  person. 

Also,  the  combination  of  the  stirrup,  the  spring-bolt,  and  the  lever, 
arranged  and  made  to  operate  together. 

Also,  the  combination  of  the  sectoral  plate  (made  as  described)  with 
the  spring-bolt  and  its  slot,  tlie  plate  being  applied  and  made  to  ope- 
rate as  explained  in  the  specification. 

Also,  the  method  of  constructing  the  lever  of  two  parts  (turning  on 
one  common  pin),  in  combination  with  their  confining  and  adjusting 
screws. 


No.  9,930. — Suspended, — See  issue  of  December  6th,  1853. 
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No.  9,931. — Geo.  W.  Baynes,  Thomas  Hintt,  and  MmTEB  Jacb^h, 
of  Glenville,  Virginia. — Improvement  in  Bedstead  JFastdningi.^ 
Patented  August  16th;  1853. 

This  fastening  is  so  construct- 
ed that  the  tenon  marked  a 
(fig.  2)  being  pivoted  or  swung 
in  a  mortise  in  the  rail,  free  to 
rise  and  fall  in  the  mortise  of 
the  post,  while  the  other  tenon 
d  is  rigid  in  its  connection  with 
the  rail,  may,  by  means  of  screw 
B  (fig.  1)  operating  on  the  head 
and  foot  rails,  securely  fasten  not 
only  tliese  rails,  but  the  side 
ones  also,  by  the  same  device. 
Fig.  2  shows  a  rail  with  the 
pivoted  tenon  a  and  the  ri^d  tenon  d.  Fig.  3  shows  the  position  of 
the  tenons  in  the  post,  the  ngid  tenon  d^  in  the  rail  a,  resting  upon 
the  rigid  tenon/,  in  the  side  rail  g ;  the  tenons  a  a  being  secured  bj 
means  of  pins  ^d. 

Claim, — ^The  combination  and  arrangement  of  the  tenons  a  a,  pins 
e  e^  tenons  d  and/,  with  the  screw  b,  for  the  purposes  set  forth. 


No.  9,932. — ^William  Beach,  of  Philadelphia,  Pa. — Iinproved  In- 
strument for  makinff  Meat  Tender. — Patented  August  16th,  1853. 

In  fig.  1,  B  is  the  plate,  with  teeth 
thereon,  fastened  with  screws  to  han- 
dle A.  Fig.  2  is  a  side  view,  and  fig. 
3  a  section. 

Claim. — Forming  a  meat-maul  for 
the  purpose  designed,  by  securing  to 
one  end  of  an  oblong  block  t^f  wood 
whose  opposite  end  is  fonned  into  a 
handle,  a  series  of  rows  of  tapered 
teeth,  cast  on  a  plate,  or  driven  singly  into  the  wood. 


No.  9,933. — John  Binder,  of  Chelsea,  Mass. — Improvement  in  Singes 
applicable  to  the  Joints  of  Iron  Bedsteads. — Patented  August 
16th,  1853. 

The  fiffure  represents  tliis  improved 
hinge,  which  is  intended  to  diminish 
the  friction  upon  the  centre  pin  A, 
upon  which  the  two  halves  of  the 
hinge  fl' J' turn;  these  two  halves  are 
toomea,  the  bearing  surfaces  ii'i" 
being  arcs  of  a  circle  whose  centre  is 
the  centre  of  the  pin  A ;  the  jaws  or 
teeth  are  chamfered,  for  the  purpose 
of  preyenting  lateral  motion. 
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^  Claim. — ^The  method  herein  described  of  conBtracting  a  hinge  with 
the  circular  bearing  surfaces  i  i'  i",  for  the  purpose  set  forth. 


No.  9,934. — ^P.  F.  Charpie,  of  Mount  Vernon,  Ohio. — Improvement 
in  Ghm-Locka. — ^Patented  August  16th,  1853. 

(See  figure.)  The  nature 
of  this  invention  consists  in  i 
connecting  the  dog  e,  of  i 
the  mainspring  c,  to  the  | 
hanmier  b,  by  means  of  a 
screw  5,  passing  through  a 
curved  slot  c^  in  the  lock- 
plate  A,  in  combination 
with  suitable  packing  en- 
compassing the  slot  on  the  outside  of  the  plate  a  ;  and  surrounding  the 
slot  e,  there  is  a  circular  recess,  in  which  recess  is  placed  a  suitable 
packing,  which  prevents  moisture  from  entering  the  lock.  The  ad- 
vantages of  this  lock  are  "  prevention  from  moisture"  and  "  cheap- 
ness."    (The  mainspring  and  dog  are  on  the  inside  of  the  plate.) 

Claim,-— ThQ  Iock  constructed  substantially  in  the  above-described 
manner. 


Xo.  9,935. — ^Thomas  Ceossley,  of  Roxbury,  Mass. — Improvement  in 
the  Manvfacture  of  Carpets. — Patented  August  16th,  1853. 

,  The  filling  used  in  the  production  of  this  carpet  is  slightly  colored, 
or  plain,  and  is  beat  up  very  hard  over  the  stretched  warp,  in  order 
to  conceal  the  latter  entirely  from  view,  and  prevent  the  coloring  matter 
from  passing  through  from  one  side  to  the  other.  This  fabric  is  then 
printed  on  one  or  both  sides. 

Claim. — A  single- ply  printed  carpet,  made  by  combining  the  warps 
and  filling  in  the  manner  described,  and  subsequently  printing  them 
on  one  or  ooth  sides,  without  the  colors  passing  through  and  discoloring 
or  intermingling  with  the  colors  on  the  opposite  side  of  tfie  fabric. 


No.  9,936. — ^Benjamin  F.  Delano,  GJhelsea,  Mass. — Improved  Rudder- 
Bra/^foT  Ships  and  other  Vessels. — Patented  August  16th,  1853. 

The  nature  of  this  invention 
consists  in  the  application  to  the 
rudder-head  of  a  lever  or  brace 
which  is  permitted  to  turn  freely 
npon  a  pintle  or  centre  project- 
ing from  the  deck  of  the  vessel, 
wEch  lever  is  ccmnected  to  the 
rudder-head  by  arms  with  hinge 
joints,  by  which  means  the  rud- 
der-stock is  caused  to  turn  freely 
in  the  opening  in  the  deck,  thus 
giving  tne  rudder  an  additional  support,  and  rendering  it  more  secure 
and  safe  in  its  position. 
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B  IS  the  rudder-head ;  c,  the  tiller ;  d,  a  lever  vibratmg  upon  flie 
pintle  E,  projecting  from  the  deck;  f,  a  portion  of  a. metallic  ring;  o^ 
arms. 

Claim. — ^The  brace  d,  connected  with  the  rudder.  Also,  tlie  com- 
bination of  the  brace  d  with  the  elliptical  tiller  h  (not  shoNvn  in  fig.),  or 
any  other  analogous  device  for  tlie  purpose  of  actuating  the  rudder,  by 
the  application  of  power  to  the  braces,  instead  of  to  the  rudder  itself. 


Ko.  9,937. — ^Michael  B.  Dtott,  of  Philadelphia,  Pa. — Improvemeni 
in  Facing  or  Veneering  Buildings. — Patented  August  16th,  1853. 

The  plates  b  are  hung  to  the 
wall  bjr  loops  J,  upon  spikes  and 
projecbons  c  (?,  which  latter  are  cast 

"■^^-fcethod  of  »ppo*  pKaiillHfflHIIlllB 

ing  a  veneering  of  thin  cast-iron  or 
other  plates  upon  their  inside,  and 
miiting  the  same  firmly  with  the  ex- 
ternal surface  of  the  building,  by  so 
fixing  the  plates  in  relation  to  the  | 
wall  as  to  leave  a  sufficient  space  i 
between  them  to  allow  a  cement  in 
a  liquid  form  to  be  poured  in,  to  fill  I 
the  space  and  all  the  interstices  of 
the  plate  perfectly,  solidify  around  and  upon  the  hooks  and  other  fast- 
enings, and  exclude  the  air  and  all  dampness,  whereby  the  veneering  is 
gtrei^thened,  protected,  and  preserved. 


No.  9,938. — Aaeon  W.  Qkaheart,  of  Beallsville,  Ohio. — Imj^rovefnerU 
in  Machines  for  preparing  Spoke  Timber. — ^Patented  August  16th, 
1863. 

The  timber  for  the  spoke  is  laid  on  the  bench  o,  with  one  end  against 
the  fixed  rest,  and  the  oridle  in  contact  with  the  other  end ;  the  opera- 
tor, seated  on  the  bench  b,  with  his  foot  on  the  lever  a,  causes  the 


didinff  ways^y,  carrying  the  bridle  m  to  move  towards  the  rest,  and 
securely  clamp  the  piece  of  timber ;  the  ordinary  drawing-knife  is  then 
applied.  The  adjustable  bench  o,  the  height  of  which  is  r^ulated  by 
tiSe  screws/y,  gauges  the  amount  to  be  taken  off  of  the  timber.  Aft^ 
dressing  any  desired  number,  the  bench  o  is  raised  and  adjusted  &r 
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ickness  of  the  spoke.  To  ^ve  the  necessary  taper,  one  end  of  the 
inch  is  raised  higher  than  me  other. 

By  an  additional  device  (fie.  2),  which  is  to  be  placed  on  h,  the  bevel 
ay  be  given  the  tenon  end  of  the  spoke,  by  TOich  the  dish  of  the 
heel  is  obtained. 

Claim. — The  arrangement  of  the  adjustable  bed  o,  the  bridle  or 
amp  wi,  the  sliding  guide  or  gauge  y,  and  foot-lever  a,  for  the  pur- 
)6e,  and  operating  in  the  manner  set  forth. 


o.  9,939. — Akshal  H.  McKinley,  of  Higginsport,  Ohio. — Improved 
Socket  for  Au^&r-HandUa  and  Braces. — Patented  August  16th, 
1853. 

a  is  the  handle ;  J,  the  socket ; 
the  circular  head,  with  the  cap 
jecured  to  the  head  by  means  of 
rews  t,  passing  through  slots ;  A, 
spring  attached  to  tne  handle, 
issing  through  notches /*5',hold- 
g  the  cap  in  its  place. 
Claim. — ^The  peculiar  arrange- 
ent  of  mechanism  bv  which  I 
lable  the  shipping  and  unshipping  of  the  bit  and  handle  of  an  auger 
other  boring  tool ;  that  is  to  say,  the  socket  having  a  circidar  head 
id  vibrating  cap,  whose  aperture  can  be  made  at  one  position  to 
incide  with  the  moutii  of  me  socket,  and  in  the  other  position  to  op- 
«e  its  straight  edges  to  the  projecting  comers  of  the  shank,  the  cap 
jing  retained  in  the  desired  position  by  spring  and  notch,  or  their 
[uivalents. 

o.  9,940. — Jacob  Mumma,  of  Mount  Joy,  Pa. — Impr^vem^ent  in 
Draught  Appwra^ms  of  Seed-Planters. — ^Patented  August  16th, 
1853. 

This  improvement  consists  in  combining 
tongue  (see  fig.)  having  a  vertical  and 
teral  motion,  with  a  supporting  and  di- 
eting wheel,  so  as  to  relieve  the  horses 
om  me  strain  they  are  subjected  to  in 
her  drills,  and  to  enable  the  operator 
run  the  di-ill  straight  forward,  and 
3ep  it  in  its  course  when  the  horses  de- 
ate  considerably. 

Claim. — ^The  combination  of  a  tongue, 
iving  motion  vertically  and  laterally,  with  the  directing  and  suppoi'^ 
g  wneel,  substantially  as  set  forth. 


o.  9,941. — ^E.  K.  EooT,  of  Hartford,  Conn. — Improvement  in  Comr 
pound  ScreW'Drcp  or  Hornimer. — ^Patented  Aug.  16th,  1853. 

The  claim  explains  this  improvement 

Claims — The  method  of  elevating  the  drops  or  hammers,  by  meaoi 
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of  a  screw  having  a  contmnous  rotary  motion,  in  combination  widi  flie 
mechanism  for  disconnecting  the  drops  or  hanmiers  from  tiie  ecrew 
to  permit  them  to  drop.  Also,  the  method  of  disconnecting  the  drops 
or  hammers  by  the.  rotation  of  the  elevating  screw,  which  is  notched  to 
catch  and  act  upon  the  finger  or  its  equivalent,  connected  with  tiie 
slide  or  its  equivalent,  to  force  it  back  and  clear  the  thread  of  the 
screw.  Also,  in  combination  with  tiie  slide  which  connects  the  drop 
or  hammer  \^ith  the  elevating  screw,  and  with  the  finger  on  the  slide 
or  their  equivalents,  tiie  employment  of  a  catch-lever  for  holding  up 
the  drop  or  hammer  when  it  is  liberated  from  the  elevating  screw,  and 
there  holding  it  until  it  is  required  to  be  dropped.  Also,  in  combuia- 
tion  with  the  slide  which  fonns  the  connection  with  the  elevating  screw, 
and  with  the  catch  which  holds  the  slide  when  liberated  from  the  ele- 
vating screw,  the  employment  of  tiie  rebound  latch,  or  its  eqwivalent, 
which  liberates  the  parts  by  the  rebound  when  the  drop  or  hammer 

strikes.  

No.  9,942. — ^William  Van  Anden,  of  Poughkeepsie,  N.  Y. — Imjn-ovtd 
Trip-Hammer. — ^Patented  August  16th,  1853. 

This  improvement  consists  in  having  the  hammer-shaft  j  (see  fig.) 
attached  to  a  collar  which  works  loosely  around  the  shaft  f,  to  which 


a  spring  o,  which  forces  down  the  hammer-shaft  j,  is  attached.  The 
spring  IS  made  to  act  more  or  less  upon  the  hammer-shaft,  by  means 
of  a  set^crew  J,  and  lever  i,  against  which  the  cam  d  operates,  which 
rotating  with  the  shaft  o,  and  bearing  against  the  friction-rollers  nn,  ele- 
vates me  hammer-shaft  j ;  tiie  cam  k,  as  it  rotates,  bears  upon  and 
depresses  the  lower  end  of  the  lever  i.  The  upper  end  of  lever  i 
consequentiy  bears  against  the  set-screw  h ;  and  the  shaft  f,  to  which 
the  spring  is  attached,  is  turned.  The  spring  o  bears  upon  the 
hammer-shaft  j ;  and  when  tiie  highest  points  of  me  cam  d  have  passed 
the  friction-rollers  n,  tiie  spring  o,  of  course,  forces  the  hammer-shaft 
downward,  and  the  hammer  k  strikes  the  anvil  m.  The  pressure  upcffl 
the  hammer-shaft  is  varied  by  raising  or  depressing  the  set>«crew  J. 

Claim, — ^The  claim  of  the  inventor  is  substantiaSy  embraced  in  the 
foregoing  description.  • 

No.  9,943. — John  P.  Schenkl,  of  Boston,  Mass. — Improvemmi  w» 
Breech-loading  Fire-Arms. — ^Patented  August  16th,  1853. 

This  invention  consists  in  a  method  of  unscrewing  the  breech  from 
Hie  barrel  and  withdrawing  the  same ;  of  turning  up  the  breech,  so,  u 
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o  bring  its  chamber  into  a 
'Brtical  position  for  load- 1 
ng,  and  then  returning  the 
breech  into  the  barrel  and 
ocking  the  two  together ; 
^hich  motions  are  perform- 
ed through  the  intervention 
>f  appropriate  cams,  catch- 
js,  and  springs,  by  the  motion  of  a  single  lever  by  the  hand  of  the  ^mmer. 

The  figure  represents  the  barrel  b  and  breech  d,  with  the  male  and 
'emale  screws,  with  sections  y  of  the  threads  cut  away.  The  apparatus 
'or  accomplishing  the  above  operations  is  attached  to  the  ring  d  and 
n  t  and  h. 

Claim. — ^The  above-described  combination  of  parts,  for  the  purpose 
3f  operating  the  movable  breech. 

Ifo.  9,944.— William  H.  BABBrr,  of  Waynesburg,  Pa. — InyprovemerU 
.  m  mU-eide  Ploug/is.—Feitented  August  16th,  1853. 

Fig.  1  represents  a 
perspective  view  of  the 
plough  body  and  a  por- 
tion of  the  beam  ;  c,  the 
head ;  a,  the  upright ;  m, 
the  bolt;  o,  the  lever; 
and  F,  the  mould-board : 
H  and  o  forming  the  lock 
by  which  the  plough  body 
is  kept  in  proper  position. 
Fig.  2  shows  the  construction  of  the  head  c  and  the  hole  for  the  bolt. 
Fig.  3  shows  the  head,  with  the  groove  g  in  which  the  mould-board 
works.    The  mould-board  is  shown  in  fig.  4. 

Claim. — Constructing  and  arranging  head  c  in  the  hinge  which 
connects  the  beam  with  the  upright  a,  so  as  to  lock 
the  hinge  by  means  of  bolt  m  before  the  pivot  of  said 
hinge,  and  by  lever  o  behind  the  pivot,  for  the  pur- 
pose of  making  the  bearings  in  the  hinge  adjustable. 


No.  9,945. — AuRY  G.  Goes,  of  Worcester,  Mass. — 

Improved  Screw-  Wrench. — Patented  August  16th, 

1853. 

The  figure  represantB  a  section  of  this  wrench. 

Claim. — ^The  combination  and  arrangement  of  the 
Bcrew-tube  o,  its  male  and  female  or  external  and  in- 
ternal screws  i  f,  fhe  screw  k  on  the  shank  b,  the  an- 
nulus  and  its  female  screw,  as  applied  to  the  sliding 
jaw  ;  the  whole  bein<j  made  to  operate  together,  for 
the  purpose  of  enabliiig  a  pereon  to  readily  move  the 
sliding  Jaw  c  on  the  shank,  with  the  velocity  com- 
pounded of  the  velocities  of  motion  of  two  female 
screws  on  two  male  screws. 
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No.  9,916. — ^WiLMAH  CoLEKAK  and  Stkphsn  G.  Colxmak,  of  Pnm> 
dence,  R.  'L'-^Improvement  in  the  canstrucUon  of  Ships*  Blocks.-^ 
Patented  Angust  16th,  1853. 

A  and  B  represent  the  two 
cheeks;  c,  the  sheave;  d,  the 
sbeave-pin ;  and  s  f,  wooden 
connecting  pieces;  and  instead 
of  straps,  the  staple  or  eye  a  is 
employed. 

Claim. — The  mode  of  con- 
Btructinff  the  hook-and-eye  staple 
of  the  block,  and  supporting  it 
within  and  by  means  of  the 
cheeks,  without  any  extension  of 
it  around  and  in  contact  with  the 
sheave  pin,  and  whether  each  of 
the  cheeks  is  made  whole  or  in  two  parts ;  and  in  combination  there- 
with, the  mode  of  sustaining  the  sbeave-pin,  and  connecting  the  two 
parts  of  each  cheek,  by  a  metallic  rod  extending  through  them  and 
directly  under  and  against  the  sheave-pin. 


Wo.  9,947. — ^Alpheus  C.  Gallahub,  of  Alleghany  City,  Pa. — Imprcve^ 
ment  in  Mttchirhea  for  Pegging  Boots  ana  Shoes.— PB,tented  August 
letli,  1853. 

Claim. — ^The  sliding-lever  having  a  hook  for  entering  the  staple  of 
the  last,  which,  passing  through  slote  in  the  uprights  of  the  turn-table, 
secures  the  last  to  the  table  By  the  introduction  of  the  wedge.  Also, 
the  turn-table  mounted  on  the  slide-table,  which  works  on  ways  upon 
the  moving-table,  and  is  actuated  by  springs,  for  the  purpose  of  keep- 
ing the  edge  of  the  sole  at  all  times  in  contact  with  the  gauge,  when 
this  is  combined  with  mechanism  for  giving  the  turn-table  a  semi- 
revolution  at  the  point  where  its  centre  is  brought  opposite  to  the  awl 
by  the  motion  of  the  table,  that  regularity  in  inserting  the  pegs  mav 
be  secured.  Also,  the  combination  of  tiie  spring,  lever,  eaten,  or  flieir 
equivalent  sliding-wheels,  and  racks  and  mitre  wheels,  by  which  a 
semi-revolution  is  given  the  turning-table  while  the  pegs  are  being  in- 
serted around  the  lieel  by  the  shitting  mechanism.  Also,  the  mecha- 
nism by  which  a  driving  stroke  is  given  the  peg-driver  and  the  awL 
Also,  giving  the  peg-tube  and  driver  a  side  motion,  independent  of  the 
awl  and  awl-rod,  by  means  of  the  cam  and  lever.  Also,  the  combina- 
tion of  a  cam  and  stirrup  with  the  swing  peg-cutter,  by  which  the  peg- 
wood  is  split  from  below  by  the  Imife,  ana  at  the  same  time  forced  mto 
the  tube. 


No.  9,948. — QiBsoK  Nobth,  of  Philadelphia,  Pa. — Imjmwement  in  ths 
Chen^doors  of  Cooking  Stoves  and  Jtanges. — ^Patented  August  16th, 
1858. 
The  nature  of  Hiis  invention  consists  in  enamelling  the  oveihdoon^ 

t»  the  piopoBe  of  retaining  the  heat 
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Claim. — Hie  application  of  an  adhesive  coat  of  enamel,  or  other 
substance  answering  the  same  purpose,  to  the  inside  of  the  oven-doors 
y(  ranges  or  cooking  stoves. 

RTo.  9,949. — Abuah  R.  Tewksbuey,  of  Boston,  Mbsb,— ^Improved  Boat 
or  Scow, — ^Patented  August  16th,  1853. 

This  boat  is  made  of  a  sheet  of  | 
india-rubber  f,  or  other  flexible  water- 
tight material,  lined,  and  covered  with 
boards,  so  hin^d  together  that  the  sides 
and  ends  will  fold  together  upon  the 
bottom  of  the  boat,  so  as  to  require  but 
little  room  for  storing. 

Claim, — ^The  above-described  method  of  constructing  a  boat,  viz : 
by  attaching  its  sides  and  ends  to  its  bottom  by  water-tight  hinges,  in 
combination  with  connecting  the  edges  of  the  sides  and  ends  by  water- 
tight flexible  gores,  so  that  the  boat  may  be  unfolded,  or  the  sides  and 
ends  turned  down  into  the  plane  of  the  bottom  thereof. 


No.  9,950.— Hbnby  Staiitok,  of  U.  8.  Army,  N.  T. — Irjwrovement  in 
dischofrging  Breechrloading  Fire-Arms. — Patented  August  16th, 
1853. 

The  nature  of  this  invention  con- 
sistB  in  constructing  a  movable 
breech  in  such  a  manner  that  it 
will,  when  placed  in  one  position, 
form  a  prolongation  of  the  Dore,  to 
allow  the  lo^  to  be  introduced 
through  it  into  the  chamber;  and, 
when  placed  in  another  position, 
will  close  the  but«nd  of  the  bore, 
^niting  at  the  same  time  the  charge,  by  shearing  or  cutting  off  the 
ralminating  fuse  attached  to  the  cartridge,  as  shown  in  the  figure,  o 
represents  the  chamber ;  b,  the  cylindrical  plug,  with  the  aperture 
F ;  o,  the  trigger ;  h,  the  cartridge,  with  the  finminating  charge  or- 
fuse  attached. 

Claim, — ^The  method  herein  described,  of  firing  the  charge  of 
breech-loading  fire-arms  by  the  breech  itself,  in  the  act  of  closing ; 
thereby  dispensing  with  the  ordinary  lock.  Also,  the  method  of 
igniting  the  charge,  by  shearing  through  the  fulminating  compound 
attached  to  the  cartridge. 


No.  9,951. — ^LuTHEB  Atwood,  of  Boston,  Mass. — Improvement  in  pro- 
oesses  for  purifying  Alcohci. — Patented  August  23d,  1853. 

This  invention  consists  in  the  employment  of  finely-ground  manga^ 


nese 


oxide,  3  lbs. ;  nitrate  of  potash  or  nitrate  of  soda,  5  lbs.,  in  a 
moistened  state ;  to  be  slowly  melted  in  a  crucible :  continuing  the 
heat  until  the  melted  mass  passes  from  a  fluid  to  a  stifir  pasty  concutioii. 
When  cold,  it  is  powdered  and  kept  for  use. 
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For  every  gallon  of  alcohol,  of  85  or  90  per  cent^  two  ounces  of  the 
manganese  compound,  dissolved  in  eight  ounces  of  water,  are  used 
This  proportion  is  the  average  quantity  for  common  alcohol ;  but  so 
much  should  be  used  as  is  sufficient  to  destroy  the  odor  of  the  fusel  or 
odorous  oils.    The  alcohol  is  then  distilled.  -         . : .    . 

Claim. — ^The  use  of  manganates  and  permanganates  existing  in  solu- 
ble compounds,  however  obtained,  for  pmifying  alcohol,  so  as  to  adapt 
it  to  nice  purposes. 


No.  9,952. — J.  B.  MomiER  and  P.  H.  Boutigny,  of  Paris,  France.— 
Improved  Method  of  generating  Steam. — Patented  August  23d, 
^  1853. 

The  nature  of  this  invention  consists  in  so 
forming  the  generator  as  to  cause  a  direct  pro- 
duction of  steam  at  high  temperatures — 500°  or 
upwards — ^by  means  oi  ejecting  water  at  the  top, 
or  near  the  top  of  the  generator,  when  the  same 
is  in  a  heated  state,  and  causing  the  water  to 
come  in  small  quantities  in  contact  with  the  sur- 
faces of  perforated  metallic  diaphragms,  placed 
within  the  generator,  and  also  to  come  in  con- 
tact with  the  sides  of  the  generator,  so  as  to  in- 
crease the  evaporating  surface  of  the  generator 
(see  fig.)  A  represents  the  feeding-pipe ;  c, 
boiler ;  d,  diaphragms ;  e,  set-pipe ;  m,  steam- 
gauge  ;  r,  purger ;  s,  safety-valve :  v,  mouth  of 
steam-boiler.  ;  •  ,  .     ;;  f 

Claim. — (In  generators  for  generating  steam  at  high  temperatures, 
from  water  introduced  into  the  generator  when  in  a  highly  heated 
state)  injecting  or  introducing  water  from  the  top  or  near  the  top 
of  the  generator,  when  this  mode  of  feeding  or  introducing  the  water 
is  combined  with  the  series  of  perforated  metallic  diaphragms,  ar- 
ranged one  above  another  in  the  generator,  so  as  to  subdivide  the 
water,  and  increase  the  evaporating  surface,  the  water  being  gradu- 
ally heated  and  subdivided  in  its  passage  through  the  apertures  of  the 
diaphragms,  before  it  comes  in  contact  with  me  more  highly  heated 
surface  of  the  generator. 


No.  9,953. — James  B.  Duff,  of  New  York,  N.  Y. — Improvement  in  the 
method  of  cutting  Soap. — Patented  August  23d,  1853. 

The  nature  of  this  invention  consists  in  the  employment  of  a  traver- 
sing slatted  bed,  having  a  hinged  head-piece,  in  combination  with  a 
series  of  vertical  and  horizontal  yielding  wire-cutters. 

Claim. — Making  the  wire-knives,  arranged  and  set  with  weights, 
capable  of  yielding,  so  that  they  will  form  a  loop  in  passing  through 
ttie  soap,  and  consequently  cut  it  smoothly  and  straight,  in  combina- 
tion with  the  feeding  slatted  bed,  or  any  other  equivalent  device  for 
feeding  or  forcing  the  soap  up  to  the  yielding  wire-knives. 
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No.  9,954. — ^MoBBiB  J.  Gasdneb,  of  York,  V2L,--Imfpr(y»em&n;t  m  Os- 
ciUaiing  Steam-Miffines.—YBLtQnted  August  23d,  1853. ' 

The  nature  of  this  invention  consists  in 
the  manner  of  introducing  the  steam  through 
circular  tubes  into  the  steam-chest,  and  at 
the  same  time  constituting  the  tubes  the 
circle  around  which  the  cylinder  oscillates. 
(See  fig.)  a  a,  the  circular  tubes,  being 
made  stationary  on  the  frame  of  the  en- 

S'ne  ;  i  J,  large  circular  tubes  attached  to 
e  steam-chest,  which  contain   the   pack- 
ing, and  glide  over  the  tubes  a  a. 

Claim, — ^The  mode  of  introducing  the 
steam,  the  circular  steam-tubes,  the  circu- 
lar sfceam-chest  and  packing-boxes,  oper- 
ating in  the  manner  described,  ^vithout  re- 
gara  to  the  positions  or  dimensions  of  the 
various  parts. 

No.  9,955. — ^Peteb  Hobn,  of  Hagerstown,  Md. — IrnprcvemerU  in  Seed- 
PZan^«.— Patented  August  23d,  1853. 

The  nature  of  this  invention 
consists  in  providing  the  boot  b 
(see  fig.)  T\ith  an  arm  a,  which 
is  attached  to  the  frame  of 
the  planter  by  a  hinge  n,  and 
is  operated  by  a  lever  c, 
whose  fulcrum  f  is  also  at- 
tached to  the  frame,  and  by 
which  the  boot  b  may  be  low- 
ered or  elevated  at  pleasure. 
When  the  arm  is  elevated  in 
passing  over  uneven  surfaces,  the  projection  l  strikes  the  bent  spring 
above  it  and  raises  it,  thus  closing  me  aperture  through  which  the  seed 
passes  from  the  hopper  into  the  boot,  and  tliercby  saving  the  grain 
which  otherwise  would  be  lost. 

Claim. — ^The  spring  a,  in  combination  with  the  projection  l  and 
arm  or  lever  a,  for  the  purpose  of  opening  and  closing  the  recess 
through  which  the  seed  passes.  Also,  tlie  arm  or  lever  a,  in  combina- 
tion with  the  lever  c  and  fulcrum  f,  for  the  purpose  of  raising  or  low- 
ering the  drill  tubes  and  operating  the  spring  a. 


No.  9,956. — Fkederiok  B.  Pakkee,  of  Queensville,  Ind. — Improve- 
ment in  Say-Iiakes. — ^Patented  August  23d,  1853. 

The  object  of  this  improvement  is  to  prevent  the  rake  from  tipping 
by  any  other  force  than  mat  applied  bj^  the  operator  for  the  purpose  ; 
and  consists  in  a  pair  of  steel  springs  ^i  (see  hg.),  which  are  attached 
to  the  handle-bars,  projecting  downwards,  and  terminating  with  lips, 
to  rest  upon  two  of  tne  front  tmes. 
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Claim. — The  Bpring-catches  ^rojectiiig  downwards  from  the  froni 
ends  of  the  hand-bars,  and  provided  with  sloping  lips,  which,  bearing 
upon  the  front  tines,  assist  in  holding  the  rake  to  its  place,  until  re- 
lieved by  the  withdrawal  of  the  main  stop  bj  the  operator. 


No.  9,957. — Milton  Eoberto,  of  South  Levant,  Maine. — Imprcvemeni 
m  the  arrangement  ofCuUersfw  Turning. — ^Patented  August  23d, 
1853. 

This  invention  relates  to 
an  improved  lathe-attach- 
ment, for  turning  bed- 
posts, chair  stuff,  and  the 
like;  and  consists  in  pla- 
cing a  series  of  knives  or 
cutters  and  beading-tools, 
one  or  both  being  used  in 
a  suitable  frame,  the  frame 
being  moved  in  a  direction 
transversely  of  the  stick  to 
be  turned.  The  stick  is 
centred  in  an  ordinary 
lathe,  and  the  frame,  with 
its  guides,  arc  so  attached  to  the  latter  as  to  allow  the  knives  to  come 
in  contact  with  the  stick  as  the  frame  is  moved :  the  knives  operating 
upon  the  stick  sufficiently  to  give  it  the  required  form  during  a  single 
stroke  or  vibration  of  the  frame.  In  the  figure,  d  represents  two  sets 
of  knives  in  an  inclined  position ;  e  f  o  are  beading-tools  attached  to 
the  frame  at  the  lower  part  of  it 

Claim. — Arranging  straight-edged  and  grooved  cutters  on  a  frame 
moving  parallelly  to  the  axis  of  the  lathe,  when  the  cutters  are  placed 
in  pairs  obliquely  to  the  piece  to  be  turned,  each  set  forming  salieut 
angles  with  each  other  in  the  frame ;  by  which  arrangement  eiKh  nl 
acts  by  a  gradual  drawing  cut  upon  the  piece,  tbe  gruoved  tools  fot 
lowing,  to  finish  the  work 
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No.  9,958. — ^Samuel  Vansyckkl,  of  Little  York,  N.  J. — Impraffiomeni 
in  Grak'Bars,— Patented  August  23d,  1853. 

The  nature  of  this  invention  consists  in  casting  or  otherwise  securing 
to  the  under  sides  of  grate-bars,  hooks  or  catches,  through  which  a 
rod  or  bar  is  passed  and  held,  and  by  which  the  grate-bars  are  prevented 
firom  warping  or  twisting  by  the  heat,  or  from  falling  down,  if  one  end 
should  slip  off.  (See  fig.)  a  is  the  grate-bar ;  b,  the  catch  or  hook ; 
c,  the  bar. 


-The  construction  of  the  aboye-described  grate-bar,  as  set 


Claim- 
forth. 

No.  9,959. — ^Miss  Lettie  A.  Smtth,  of  Pineville,  Pa. — Improved  Ma- 
chine for  Working  Butter. — Patented  August  23d,  1853. 
This  machine  consists  of  the  butter- 
tray  or  pan  f,  and  the  cooling-drawer  o, 
which  is  placed  imder  it,  and  into  which 
ice  is  placed  to  keep  the  butter  in  a  cool 
state  while  being   worked.    Also,  of  a 
working-apparatus,   the   handle    of   the 
worker  h  passing  through  a  circular  open- 
ing in  the  back  of  the  stationary  frame, 
and  the  other  end  extending  over  the  front 
part  of  the  tray.    This  adjustable  appara- 
tus or  working-lever  is  formed  witn  acute  angles  at  the  sides  of  its 
working  face,  so  as  to  serve  the  double  purpose  of  pressing  the  butter 
and  turning  it  over. 

Claim, — ^The  combination  of  the  cooling-drawer  or  ice-box  o,  with 
a  butter-tray  f,  for  the  purpose  described.  Also,  forming  the  work- 
ing-lever with  acute  angles  at  the  sides  of  its  working  face,  for  the 
purposes  set  forth. 

No.  9,960.— William  M. 

Wahren,  of  Watertown, 

Conn. — Irriprovement  in 

Railroad  Car  Seats. — 

Patented   August    23d, 

1853. 

This  improvement  con- 
sists in  the  construction 
and  use  of  sliding  foot- 
boards, j)laced  below  the 
seat,  as  shown  in  the  fig- 
wre. 

Claim, — ^The  manner  in 
which  the  foot-boards  l  l 
ftre    constructed  and   ar- 
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ranged,  viz.,  the  foot-boards  being  attached  by  joints  to  slides  kk,  the 
slides  having  racks  ZZ  on  their  upper  surfaces,  and  working  on  beds  J/ 
connected  by  hinges ;  tiie  under  sides  of  the  slides  being  provided  with 
spurs  or  clicks  Tin  which  catch  into  the  racks  and  retain  the  foot- 
boards when  pressed  upon  by  the  feet ;  the  beds  being  retained  im- 
demeath  the  seat  when  the  foot-boards  are  not  in  use,  by  means  of 
the  catches,  or  any  other  convenient  mode. 


No.  9,961.— L.  A.  B.  Walbach,  of  Pikesville,  Md.- 
Boring  Cannon, — Patented  August  23d,  1853. 


-IfThpraoeTnent  in 


This  invention  consists  in  producing  a  cylindrical  hole  in  any  solid 
metal  suitable  for  making  cannon  or  small  arms,  by  boring  out  an  an- 
nulus  of  the  diameter  of  the  required  hole,  leaving  a  central  core, 
which  can  be  broken  oflF.when  the  :anntilus  is  completed- to  the  required 
depth,'  and  removed  in  a  solid  mass.  (See  figs.)  x  is  the  core ;  a,  the 
cutter-head . of  the  boring  tool;  AAA,  the  cutters;  b,  the  shear;  and 
PFF,  the  spiral  flanges.  To  operate  the  tool  s  for  cutting  oflTthe  core, 
the  wedge  p  must  be  fed  forward  upon  the  tool  by  a  screw.  The  sur- 
face of  the  core  will  show  any  defects,  should  there  be  any  in  the 
metal  of  the  cannon,  upon  its]  inner  surface. 


Claim. — ^The  metnod  herein  described  of  boring  cannon  or  the  bar- 
rels of  other  ordnance  or  fire-arms,  in  combination  with  a  second  oper- 
ation for  removing  the  core.  Also,  the  transverse  cutter,  for  grooving 
or  cutting  oflf  the  oase  of  the  core.  Also,  the  method  of  ascertaining 
the  quality  of  the  gun  by  testing  the  core.    ... 


No.  9,962. — Zachariah  Allen,  of  Providence,  R.I.- 
Caunterpa/nes. — ^Patented  August  23d,  1853. 


-ImprovemerU  in 


This  invention  consists  in  weaving  cloth  of  a  ^vidth  equal  to  the 
length  required  for  a  counterpane,  the  weft  of  the  cloth  being  cora- 
sed  of  cord  and  thread  woven  in  alternate  order,  the  thread  being 
usual  size  for  the  warp  employed,  and  the   cord  considerably 
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thicker :  woven  so  as  to  form  a  ribbed  stirface.  The  thickness  and 
twist  of  the  cord  should  be  such,  that  when  woven,  its  tension  and  ri- 
gidity will  produce  kinks  by  its  tendency  to  untwist,  which  will  form 
nelicoidal  curves,  and  give  the  ribs  a  wavy  and  undulating  sur&ce. 

Claim. — ^The  ribbed  counterpane  herein  described,  being  so  made 
that  the  thickness  and  twist  of  the  cords  forming  the  ribs,  by  their  ten- 
dency to  untwist,  will  give  to  the  ribs  a  wavy  and  undulating  surface. 


No.  9,963. — ^Henby  Ritchie,  of  Newaik,  N.  J. — Improvement  in  Pad- 
Zocfo.— Patented  August  23d,  1853. 

nils  improvement  consists  in 
the  combination  of  a  bolt,  toothed 
tumbler,  and  ^ard,  so  arranged 
as  to  prevent  the  bolt  from  bemg 
forced  firom  the  shackle  in  the  bow 
by  means  of  blows  upon  the  case 
of  lie  lock.  A  represents  the  case; 
c,  the  bolt;  d,  the  tumbler ;  andE, 
the  guard  or  lever,  having  its  fal- 
crum  on  k. 

Claim, — ^The  combination  of  the 
bolt  c,  guard  e,  and  the  double- 
toothed  tumbler  d,  one  tooth  n  of 
the  tumbler  fitting  in  the  shackle 
d^  and  the  other  tooth  j  fitting  in 
the  notch  at  the  back  of  the  bolt. 
The  bold,  guard,  and  tumbler  op- 
erating as  set  forth  in  the  body  of  the  specification. 


"NTo.  9,964. — Snow  Magoun,  of  Newton,  Mass. — Improved  Machi/nefor 
Ouking  and  Bevdlmg  Printers^  Bides. — ^Patented  August  23d, 
1853. 


The  strip  of  metal  fi'om  which  the  i*ule  is  to  be  cut  is  placed 
19 


398  ANNUAL  BEPOBff  OF  THE 

npon  the  bed-piece  a,  and  rifftdly  held  by  the  set-screwa  q  g^  and  at 
the  end  by  the  slides  A  h  mstened  in  any  desired  position  by  b^ 
screws.  The  tool-carriaffe  ccS&  moved  forward  and  back  across  tk 
bed-piece  a,  by  the  hancue  k  k,  turning  on  a  fulcrum  at  Z,  and  jointed 
to  the  arm  m,  which  is  attached  to  the  tool-carriage  at  n.  The  toda 
are  depressed  as  the  cutting  progresses  by  the  screws  o  o,  and  raised 
up  again,  when  the  screws  are  relieved  from  the  tools,  by  the  springs 

*  Clcdm, — ^The  machine  abovc^  described,  having,  or  being  constructed 
with,  a  sliding  tool-carriage,  which  carries  the  cutting  tool  forward  and 
back  across  t£e  rule. 


No.  9,965. — Jonathan  Foreman,  of  Boston,  Mass. — ImpraveTnsnt  t» 
Dwing-BeUs.—PsLtented  August  23d,  1853. 

The  peculiarity  in  operation  of  this  invention  is,  that  by  the  com- 
bination of  a  reservoir  of  condensed  air  at  the  surface,  in  communica- 
tion with  the  diving  chamber  and  the  traversing  block,  it  is  practicable 
at  all  times  so  to  ree^ulate  the  equilibrium  oi  internal  and  external 
pressure,  as  to  control  the  movements  of  the  bell. 

Claim. — ^The  combination  of  the  compressed-air  reservoir  at  the 
surface,  in  connection  with  the  diving  chamber  or  bell,  and  the  arrange- 
ment of  the  movable  block  or  pufley,  whereby  the  chamber  or  beB 
may  be  moved  and  directed  at  the  will  of  the  operator  within. 

No.  9,966. — ^M.  B.  Dyott,  of  Philadelphia,  Pa. — IfjyprovemerU  in 

Hoiron/r  Fv/macea. — ^Patented  August  30th,  1863. 

(See  figure.)  A  represents  the  fire-cham- 
ber ;  B,  the  fire-grate ;  c,  a  cylinder  or  flue ;  d, 
a  passage  from  the  fire-chamber  into  a  drum 
E ;  F,  a  pipe  passing  through  the  drum,  serving 
as  a  partition  to  cut  off  the  communication 

all  around  the  interior  of  the  drum,  and  com-  ^^ 

municates  with  drum  a;  h,  a  pipe  communi-  ^P"*^^ 
eating  with  drum  g  and  drum  e  ;  i,  pipes  which 

Sass  &om  the  upper  part  of  the  inner  cylin- 
er  or  flue  o  to  tne  outer  side  of  the  external 
shell  or  covering  j ;  k,  the  door ;  l,  ash-pit. 
Claim, — ^The  combination  of  the  internal 
cylinder  c,  with  the  drums  e  g,  arranged  in 
the  manner  described;  by  which  combination 
heating  surface  is  exposed. 

No.  9,967. — Oliver  P.  Drake,  of  Boston,  Mass. — Improved  Appa- 
raticsfor  Vaporizing  Benzole. — Patented  August  30Mi,  1853. 
The  claims  of  the  inventor,  by  reference  to  the  accompanying 
flgure,  will  explain  the  nature  of  this  improvement. 

Claim. — ^The  combination  of  the  heater  k,  and  gas-burner  l,  with 
the  water- vessel  b,  and  vaporizing-chamber  a  ;  so  that  by  means  of  the 
heater  and  gas-burner,  and  the  pipes  connecting  them  with  the  water- 
vessel  B  and  the  chamber  a,  the  whole  or  a  part  of  the  mixture  of 
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air  and  benzole  vapor  produced  by 
fee  apparatus,  may  not  only  be  used 
in  any  convenient  place,  for  the  pur- 
pose of  illumination,  but  also  for 
beating  the  water  of  the  vessel  b. 

Also,  the  combination  of  the  closed 
vaporizing-chamber  a,  the  rotary  va- 
porizer or  disseminator  i  (placed  tnere- 
in),  and  the  rotary  meter- wheel  q,  and 
its  closed  case  s,  or  an  air-forcing  ap- 
paratus, as  made  to  force  a  stream  of 
air  into  the  hollow  shaft  of  the  va- 
porizer, and  through  or  against  sat- 
urated portions  of  the  disseminator, 
and  into  the  vaporizing-chamber  or 
regenerator,  so  as  to  vapori2»  the 
benzole  or  hydrocarbon,  and  mix  it 
with  air. 

Also,  in  combination  with  the  me- 
ter-wheel and  its  case^  and  fee  hot- 
water  vessel  B.  fee  coiled  induction 
pipe  H,  as  made  to  pass  through  fee 
water  in  fee  vessel  b,  and  feereby  re- 
ceive heat  feere&om ;  so  as  to  warm^e  air  as  it  passes  through  fee 
pipe,  and  to  supply  oxygen  to  fee  volatilized  vapors,  and  for  fee 

gurpoee  of  fiwilitating  fee  evaporation  of  the  same.    Also,  in  com- 
ination  wife  fee  inmiction  air-pipe  h,  fee  chamber  n,  and  its  regu* 
lator  slide  and  orifice,  applied  for  fee  purpose  of  supplying  cold 
"^*     to  fee  warmed  air  or  to  fee  meter-wheel,  in  order  to  reffulate 
temperature  of  fee  air  passing  into  fee  wheel,  and  forced  into 
vaporizing-chamber.     Also,  the  peculiar  mode  of  making  the 
dissemmator  or  vaporizer  i,  viz.,  of  two  perforated  heads  or 
^       ^  a  hollow  perforatea  shaft,  and  strands  of  lamp-wicking,  or 
^^Irtlier  absorbent  material,  stretehed  from  one  head  to  fee  other. 

Also,  for  fee  purpose  of  an  air-blast  apparatus,  the  application  and 
use  of  fee  meter- wheel,  its  closed  case,  and  liauid  therein ;  having  its 
wheel  operated  by  a  separate  power,  and  applied  in  conjunction  wife 
fee  water  and  ctosed  case,  ana  induction  and  eduction  pipes,  for  the 
purpose  of  blowing  air. 

No.  9,968.— R.  E.  Finch,  Jr.,  of  New 

York,  N.  Y. — Improvement  in  Stove- 

jnpe  CoUan*8, — Patented  August  30fe, 

1863. 

The  nature  of  feis  invention  consists 
in  having  a  collar  o  (see  figure)  attached 
to  fee  ena  of  fee  flue  b,  which  projects  a 
short  distance  from  fee  stove ;  one  side 
of  fee  collar,  as  well  as  fee  end  of  fee 
flue,  being  bevelled  at  an  angle  of  45°. 
By  feis  means,  fee  collar  may  be  so 


300 


ANNUAL   REPOBT   OF  THE 


E laced  or  attached  to  the  end  of  the  flue,  that  the  pipe  may  prqeot 
orizoutally  (see  d)  from  the  stove,  or  perpendicular^  (see  n'Jnom 
it, — ^the  collar  being  movable  or  reversible,  and  fitted  to  thie  nueby 
means  of  a  flanch  J,  and  button  a,  on  the  end  of  the  jflue. 

Claim, — ^The  reversible  collar  o,  constructed,  arranged,  and  applied 
to  the  stove  in  the  manner  and  for  the  purpose  described. 


No.  9,969.— Th<»cas  S.  Gore,  of  Jersey  City,  N.  J. 
/Si^e^.— Pat^ted  August  30th,  1853. 

The  nature  of  this  invention  consists  in 
surrounding  an  inner  cylinder  a  of  the 
stove,  with  spiral  flues  f  f,  so  arranged  or 
connected  to  the  base  e,  that  the  heat 
which  passes  down  the  spiral  flues  will  meet 
or  unite  with  a  main  flue  connected  to  the 
ordinary  smoke-pipe. 

Claim. — ^Tlie  spiral  flues  f  f,  surrounding 
tlie  cylinder  d,  arranged  and  connected  to 
tlie  base  e,  for  the  purpose  of  obtaining  a 
large  extent  of  heating  surface  for  flues,  and 
also  for  forming  a  space  between  them,  for 
the  admission  and  heating  of  cold  air. 


'IrJy[>ravemeldv^ 


No.  9,970. — Lansing  E.  Hopkins,  of  New  York, 
N.  Y.  —  Improvement  in  Conchictora  in  Ma- 
chines for  Forming  Hoi; -Bodies. — Patented 
August  30th,  1863. 

The  nature  of  this  invention  consists  in  a  bifur- 
cated conductor,  so  constructed  and  arranged  as  to 
place  the  exhaust-cone  between  two  jets  of  fiir. 
^ee  fig.) 

Claim, — ^The  bifdrcated  conductor  and  blast,  the 
conductor  having  its  openings  opposite  to  each 
other,  or  nearly  so,  and  tne  cone  between  them. 


No.  9,971. — Benjamin  Ievino,  Green  Point,  N.  Y. — Improvem>&fU  in 
Steams-Boilers. — ^Patented  August  30th,  1853, 

The  objects  of  this  invention  are  to  secure  a  more  perfect  combustion 
of  the  gases  generated  by  the  consumption  of  fuel,  and  to  present  a 
large  extent  of  heating  surface,  without  subjecting  any  part  of  it  to  a 
veiy  intense  heat,  ana  to  guard  against  explosions  of  the  boiler,  to 
gain  more  compactness,  and  strength,  and  durability,  and  to  reduce  the 
necessary  weight  of  metal  and  quantity  of  water.  The  gases  rise  into 
the  cylinder  g  (see  fig.),  and  between  the  cylinders  b  and  e,  where 
they  are  consumed  and  made  to  heat  the  coils  and  other  surfaces. 
The  products  of  combustion  descend  and  pass  ofi*  into  the  circular  flue 
M,  irom  whence  they  escape  through  vertical  tubes  into  the  circular 
flue  N,  which  is  in  immediate  communication  with  the  chimney  p. 
The  steam  generated  by  all  these  heating  surfaces  rises  into  the  dome 
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z  s,  from  whence  it  is  taken  off  bj  the 
.  pipe  Q,  or  from  any  other  part  of  the 
:  steam-chamber. 

Claim. — A  boiler  composed  of  an 
r  ext^nal  "  water-jacket"  of  cylindri- 
cal oc  other  form,  with  a  steam-cham- 
ber at  the  top,  and  with  or  with- 
oat  one  or  more  inner  water-jackets 
connected  with    the   outer    water- 
jackets,   when    either   water-jacket 
itains  one  or  more  vertical  coils 
.«team-pipe  whose    lower    ends 
Ifiect  with  one  of  the  water-jack- 
;and  whose  upper  ends  discharge 
the  steam-chamber.     Also,  dry- 
-the  steam  by  passing  it  through 
ifeoil  within  or  between  the  water- 
jaekets.. 


N'o.  9,972. — John  Krauseb,  of  Reading,  Pa. — Improvement  in  Oider- 
jr«2&.— Patented  August  30th,  1835. 
c  is  the  cylinder ;  p  p',  pistons.  The  cylinder  is 
made  to  revolve  rapidly,  while  the  revolving  eccen- 
■^ '  s  which  are  on  tne  smift  move  the  pistons  m  oppo- 
S  directions,  and  force  the  fruit  against  the  grindmg 
tider  c. 
tim, — Arranging  the  hopper  with  reference  to 
ireral  operatmg  parts  of  the  machine,  so  that  the 
E  shall  not  rest  against  the  roughened  exterior  of  | 
inding  cylinder,  but  directly  upon  so  much 
upper  surface  of  the  anterior  ends  of  the  pis- 
\'  or  plungers  as  shall  be  found  operating  or  ex- 
ed  within  its  inclosed  sides.  Also,  to  cause  the  in- 
CHmbent  substance  to  press  upon  the  cumbent  or  that 
contained  within  the  cells,  so  as  to  oppose  the  upheaving  or  ejectment 
of  the  same,  while  in  the  act  of  being  pressed  against  the  passing 
teeth  of  the  revolving  cylinder  c,  by  the  action  of  the  alternating 
pistons  or  plungers. 

No.  9,973. — O.  S.  LEAvrrr,  of  Maysville,  Ky. — Improvement  in  Hemp 
atid  Flax  Breaking  Machines. — Patented  August  30th,  1853. 
h  is  the  endless  feed  apron ;  jj^  rollers ;  k  i,  stationary  blades ;  I  Z, 
movable  blades ;  ^  §',  flying  rollers ;  pp^  second  pair  of  feed-rollers ;  r  r, 
tiiird  pair ;  1 1^  stationary,  and  u  u^  movable  blades ;  z^  slot ;  cc\  delivery- 
PoUers ;  yy*,  combs  set  in  arms  gg\  and' worked  by  rock-shaft  I, 

The  hemp  or  flax  is  fed  to  the  machine  upon  an  endless  aprpn, 
which  supplies  two  pairs  of  grooved  rollers;  and  it  then  passes  between 
the  stationary  blades,  also  blades  working  vertically ;  thence  the  flax 
passes  to  fluted  and  toothed  rollers,  and  finally,  when  finished,  to  the 
delivery-rollers. 


802 


ANNUAL   REPOEff  OF  TEDB 


Claim. — ^The  combing  apparatus,  in  connection  with  the  pieces  i«^ 
which  move  alternately  up  and  down,  to  hold  the  hemp  or  flax  against 
the  combs  y/*. 

Ko.  9,974. — ^William  H.  MrrcHEL,  of  Brooklyn,  N.  Y. — Imprcm- 
ftt,fint  m  a  Machine  for  Distributing  and  Co'm{po9vng  Ik/pes.— 
Patented  August  30th,  1853. 

This  machine  consists  of  means  for  distributing  the  types  from  the 
form,  and  setting  them  up  in  rows  within  grooves,  a  given  letter  in 
each  groove  or  row,  with  the  faces  of  the  types  upwards,  and  in  a 
line.  From  these  grooves  the  types  are  removed,  eacn  row  of  a  giv^ 
letter  at  a  time,  and  placed  within  slides  or  conductors,  which  supply 
tiem  to  an  apparatus  connected  with  finger-keys.  The  striking  of  any 
given  finger-key  drops  one  of  the  types  upon  one  of  a  series  of  belts,  whicn 
are  moved  by  competent  pulleys ;  the  belts  conduct  the  types  to  a  com- 
posing-wheel and  conductor,  in  the  order  in  which  the  keys  drop  them. 

Claim, — ^The  several  parts  of  the  apparatus,  with  their  combina- 
tions, for  the  purpose  set  forth. 


No.  9,975. — ^Frederick  Nish- 
wrrz,  of  Williamsburgh,  N. 
Y. — Imjprovement  in  Graimr 
Harvesters, — Patented  Aug. 
30th,  1853. 

The  nature  of  this  invention 
consists  in  a  peculiar  con- 
struction and  arrangement  of 
cutters  and  fingera.  (See  fiff.) 
The  cutters  a  05  project  at  riAt 
angles,  in  spiral  lines,  from  tibe 
shaft  A,  and  pass  between  slots 
0  in  the  fingers  J.  The  grass 
or  grain  passes  between  the 
fingers  5,  which  have  an  ob- 
lique position.  And  in  the  em- 
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plojxnent  of  flanged  rollerek  for  the  purpose  of  throwing  the  grain 
Dx>in  the  discharging  ends  of  the  belts. 

Claim. — ^The  conabination  of  the  fingers  b  and  cutters  a,  constructed^ 
arranged,  and  operating  aA  set  form.  Also,  the  employment  or 
use  of  die  flanged  puUeys  fff,  for  the  purpose  of  throwing  or 
detaching  the  grass  or  grain  from  tiie  belts  d  d  d. 

"No.  9,976. — Sjlmuel  Darlino,  of  Bang#r,  Me. — Improved  Apparatus 
for  Orimdrng  and  Shaping  Metals, — ^Patented  August  30tn,  1863. 
This  invention  consists  in  the  arrangement  of  an  adjustable  table, 
pliK^d  under  the  grinding  stone,  for  uie  purpose  of  facilitating  the 
operation,  and  making  accurate  work. 

daim. — ^The  combmation  of  the  holder  of  the  article  to  be  ground, 
with  a  grindstone  or  j^rinding  disk,  so  that  the  article  and  stone  will 
change  positions  relatively  to  each  other,  during  the  operation,  in  three 
directions,  namely :  towards  each  other,  and  parallel  with,  and  trans- 
Terse  to  the  axis  of  the  stone. 


JTo.  9,977. — ^Andkbw  Ralstoh,  of  West  Middletown,  Pa. — Improvs- 
ment  in  /Sxt^^JTiZJf.— Patented  August  SOth,  1853. 

The  prominent  features  in  this  improvement  consist  in  operating  the 
saw  horizontally,  instead  of  vertically,  and  with  greater  velocity ;  and 
in  an  arrangement  and  combination  of  the  saw  with  other  parts  of  tht 
saw-mill,  so  that  the  saw  will  run  through  and  beyond  each  end  of 
the  log,  and  then  be  automaticaUv  let  down  a  proper  distance  for  the 
thickness  of  the  stuff  to  be  sawed,  and  the  motion  of  the  carriage  re- 
versed ;  teeth  being  formed  on  both  edges  of  the  saw. 

CZaim.— Sawing  logs  or  other  timber  by  means  of  a  reciprocating 
saw  operated  in  a  horizontal  position.  Also,  the  arrangement  and 
combination  of  the  saw  with  the  other  parts  of  the  saw-mill,  so  that  the 
saw  will  run  through  and  bevond  each  end  of  the  log,  and  then  be  let 
down  automatically  as  set  forth,  and  the  carriage  reversed,  without 
stopping  the  machine,  and  so  on  imtil  the  log  is  entirely  sawed  into 
the  required  dimensions.  Also,  connecting  the  operating  pitman  with 
the  saw-gate,  through  the  medium  of  a  secondary  pitman,  connected 
with^the  saw-frame  and  saw-gate,  so  that  the  operating  force  shall  be 
applied  in  a  direction  nearly  coincident  with  that  of  the  saw  in  its 
successive  positions. 

Ifo.  9,978. — Stephen  P.  Kuoglbb,  of  Boston,  Mass. — Improvement  ui 
Machines  for  Gutting  Sheet-Metal. — ^Patented  August  30th,  1863. 


Li  this  machine  the  cutting  blades  b  and  j  (j  being  a  rotary  blade), 
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are  so  hiing  or  arranged  that  their  cutting  edges  are  in  the  same  line, 
•ne  placed  above  the  other,  but  not  in  contact  or  overlapping;  by 
which  means  perfectly  straight,  square,  and  smooth  edges  are  cut 
The  cutting-blades  may  be  accurately  adjusted  for  cutting  varioos 
thicknesses,  by  means  oi  the  eccentric  pins  or  bolts  e  e.  If  tne  pulley 
i  is  set  in  motion,  the  box  a,  which  cai'ries  the  rotary  blade  j,  will 
tiove  along,  as  is  apparent  from  the  figures. 

Claim. — The  inventor  claims  substantially  the   above-described 
tpparatus  or  machine,  for  the  purpose  set  forth. 

No.  9,979. — Dandel  Winslow,  of  Westbrook,  and  Fbblet  D.  Cum- 
MINGS,  of  Portland,  Me. — Im^ovemervt  in  Paper-Files, — ^Patented 
August  30th,  1853. 

By  reference  to  the  figure,  the  claim 
will  explain  this  improvemtnt. 

Claim, — ^The  combination  of  the 
plates  a  and  },  with  the  elastic  bands 
f  and  ^,  so  arranged  as  that  the  side 
edges  of  the  top  plate  shall  be  bent 
down  upon  the  bands,  and  hold  them  securely,  while  the  side  edges 
of  the  bottom  plate  are  turned,  but  left  far  enough  from  the  bottom 
plate  for  the  bands  to  move  freely  between  them  and  the  plate;  the 
edge  lips  of  both  plates  being  so  bent  inwards  and  rounded  on  the 
oomers  as  to  protect  the  bands  from  being  chafed  or  worn. 


No.  9,980. — Charles  Weston,  of  Salem,  Mass. — Improvement  in 
Machinery  far  Splitting  Zeather. — ^Patented  August  30th,  1853. 
The  nature  of  this  inven- 
tion consists  in  an  arrange- 
ment for  adjusting  and  hold- 
ing the  spring-plate,  by  at- 
taching the  arm  which  ope- 
rates the  cams  to  a  spring- 
rack,  so  that  the  spring-plate 
will  not  only  be  susceptible  of  | 
adjustment  for  the  diflFerent 
thicknesses  of  the  split,  and 
exert  a  constant  and  uniform 
pressure  upon  the  same,  but 
will  also  yield  to  the  various 
ineaualities  of  the  hide  as  it 
Is  orawn  through  the  ma- 
chine. (See  fig.)  a  a,  frame- 
work ;  J,  roll  upon  which  the 
leather  is  wound ;  c,  pressure 
loU,  set  in  the  turning-bar  d; 
4j  stationary  cutting-knife ;  y,  spring-plate  turning  upon  journals ;  i, 
cam,  and  h  its  shaft,  which  is  attached  to  arm  Z,  which  is  held  bjr  the 
rtunk  of  the  movable  rod  m ;  i?,  spiral  spring,  shown  in  dotted  Imes; 
f,  stationary  stud,  against  wbick  w^  ^^VtiiL  «^f«i^\i9i%x^. 
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Claim, — ^The  arrangement  abore  deecribed,  for  exerting  a  constant 
ind  uniform  pressure  lipon  the  leather,  and  at  the  same  time  allowing 
;he  spring-plate  to  yield  to  the  inequalities  of  the  hide,  the  same  con- 
listing  in  a  spring-rack  for  holding  the  arm  which  is  connected  to  the 
apring-plate  by  tne  turning-shaft  and  cams. 


No.  9,981. — ^WiujAM  WiosTON,  of  New  York,  N.  T. — Improvement  in 
AppartUxie  for  Purifying  Gas. — Patented  August  30th,  1863. 

By  reference  to  the  figure,  the  claim  will  explain  the  nature  and 
QfMration  of  this  invention. 


A  is  the  lower  part  of  a  dry-lime  purifier ;  x  y,  surface  of  the  liquor ; 
B^  inlet-pipe ;  c,  outlet-pipe ;  d,  '^scrubber"  (made  of  wood);  o,  cir- 
cular opening  in  the  scrubber ;  d  c?,  annular  cavity  in  the  scrubber ; 
e  e  and//,  passages. 

Claim.—  Constructing  the  scnibber  or  float  d  with  a  cavity  rf,  to 
receive  the  gas  above  the  surface  of  the  fluid,  and  partly  submerged 
passages  e  e  and//  leading  from  the  cavity  througn  the  sides  of  the 
float,  to  allow  the  escape  of  the  gas  from  the  cavity,  and  cause  its  dis- 
tribution over  the  surface  of  the  fluid  in  thin  streams,  to  produce  a 
diffused  contact  with  the  fluid. 


Ko.  9,982. — Elliot  Savage,  of  Berlin,  Conn. — Improved  Machinery 
for  Cutting  and  Bending  Metallic-IHska, — Patented  August  SOth, 
2853. 

By  applying  to  the  two 
rollers  h  and  a  the  support 
roller  m,  the  plate  is  nmily 
held  at  or  near  its  outer  edge ; 
the  bending  of  it  down  is 
eflected  by  the  action  of 
the  bending-roller  B.  \VTien 
the  plate  is  put  in  revolu- 
tion, the  roller  r  is  moved 
aroimd  against  it,  and  turns 
down  the  edge  against  the 
eonic  surface  of  the  roller  a.  b  and  o,  the  circular  disks  or  gripes ; 
B  and  D,  rotary  shafls ;  h  and  i,  cutting-rollers ;  n,  vertical  arm  sup- 
porting the  roller  m.  The  bending-roller  b  can  be  turned  into  poo* 
tion  y. 

Claim. — ^The  combination  and  arrangement  of  the  xoVW  iLm^ii^'^ 
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roller  «,  and  the  bending-roller  r  ;  so  as  to  operate  together  and  inde- 
pendently of  the  clamps  b  c,  substantially  as  specifieoT 

No.  9,983. — Elijah  Valentine,  of  Palmer,  Mass. — Tm^n^ovement  tn 
Shingle  MachiTies.—Psitetited  August  30th,  1853. 

The  shingle  to  be  dressed  is  placed  in  the  recess  rf,  and  is  carried 
forwards  therein  past  tie  mouth-piece  t,  and  under  the  series  of  roDen 
D  D.  When  die  driver  passes  backwards,  the  catches  a  arrest  the 
shingle,  and  cause  it  to  fall  on  the  platform  c ;  and  as  the  led^ 
K  K  pass  fix)m  under  tiiie  arbors  of  the  rollers  d  d,  they  all  in  8iicce8fl;ioii 
faU  upon  the  shingle,  and  flatten  it,  in  case  it  should  be  warped,  and 


cause  it  to  pass  freely  under  the  after  mouth-piece  (,  to  be  operated  upon 
by  the  knives  during  the  next  return  movement  of  the  driver.  As  the 
next  shingle  is  carried  forward,  the  front  end  of  the  driver  strikes 
against  the  end  of  the  shingle  first  carried  into  the  machine,  and  forces 
under  the  mouth-piece  J,  in  contact  with  the  knives  f  f  ;  which  knives, 
as  ihej^  approach  each  other,  impart  the  proper  taper  to  the  shingle. 

Claim. — ^The  inventor  substantially  claims  the  combination  and  ar- 
rangement of  the  several  parts,  for  the  purpose  set  forth. 


No.  9^984. — James  T.  Asbury,  of  Taylorsville,  N.  C. — In^f^ravemmt 
in  Stra/uO'CvMera, — Patented  September  6th,  1863. 

The  nature  of  this  invention 
consists  in  so  arranging  the 
cutting-knives  c,  d,  and  e,  that 
one-third  of  the  feed  shall  be 
cut  by  each  of  the  knives,  as 
they  successively  come  in  con- 
tact with  the  straw.  The 
knives  are  fastened  to  three 
arms  of  a  vertical  wheel.  The 
fourth  arm  of  the  wheel  is  fur- 
nished  with  a  cam  for  moving 
the  feeding  apparatus.  The 
arms  are  constructed  with  re- 
cesses c  d  ef^  to  permit  each 
to  pass  over  the  protrudin^ 
straw.  A  is  the  cutter-box ; 
and  2,  feeding-rollers. 
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^im. — ^The  coinbination  of  the  thrfee  cntting-knivee,  as  described, 
recessed  arms,  for  the  purposes  substantiallj  as  set  forth. 


),985. — Philos  Blakb,  Eli  W.  Blake,  and  John  A.  Blakb,  of 
tw  Haven,  Conn. — Improvement  in  Nv/t-Crackera. — ^Patented 
ptember  6th,  1853. 

is  improvement  consists  in  the  ar- 
sment  of  the  jaws  in  relation  to 
other,  and  to  me  axis  on  which  the 
,ble  jaw  turns,  and  in  combination 
with  stops,  to  limit  the  motions  of 
lovable  jaw  in  both  directions,    f, 


jaw ;   I,  movable  jaw ;  n,  stop ; 

axis  on  which  the  movable  jaw 

.    This  axis  is  parallel  to  the  plane  in  which  the  jaws  diverge. 

pring  0  keeps  the  jaws  open. 

Tim. — ^The  aivergence  of  the  jaws  in  a  plane  which  is  parallel  to 

xis  of  motion,  wnerebj  nuts  of  different  sizes  are  all  received  at 

form  distance  from  the  centre  of  motion. 

30  the  divergence  of  the  jaws  in  a  plane  parallel  to  the  axis  of 

«!,  in  combination  with  the  two  stops,  collectively. 

30  the  divergence  of  the  jaws  in  a  plane  parallel  to  the  axis  of 

>n,  in  combination  with  their  extension  beyond  the  supports  of  the 

whereby  the  line  of  the  axis  of  motion  is  brought  \vl  close  prox- 

to  the  acting  faces  of  the  jaws,  without  impairing  free  access  to 
,  to  introduce  and  remove  me  nuts. 


9,986.— James  Barnes,  of  Franklin,  N.  Y. — Im^ovemerU   in 
ichinesfor  Edging  Leather  Straps, — ^Patented  Sept.  6th,  1853. 

3  the  circular  knife ;  e  e^  spring  to  hold  the  leather  tight  to  the 
i\  hh/  h'\  three  sides  of  a  parallelogram  jointed  together,  the 


•  part  h  of  which  is  movable  round  the  points  j  j;  A  touches  the 
sides  of  the  columns  c  c,  and  against  its  ends  press  the  strings  f 
\  J  ff  a  pair  of  dividers  inverted  with  a  slioulder  on  eacn  leg  to 
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rest  upon  the  upper  edge  of  A,  and  hold  the  leather  straight  to  the  arc  of 
the  knife ;  ff  turn  round  k.  Strips  of  leather  of  different  widths  may 
be  drawn  mrough  this  machine,  and  their  edges  rounded ;  to  be  used 
in  various  parts  of  harness,  &e. 

Claim, — ^The  combination  of  the  parallelogram  and  inverted  divi- 
ders as  a  regulating  gauffe,  to  work  in  front  of  the  edge  of  a  curved 
knife ;  so  that  strips  ofleamer  of  different  widths  may  be  rounded  to 
feather  edges,  wim  the  same  perfection,  without  the  change  of  Imife, 
or  any  part  of  the  machine ;  the  whole  being  constructed  substantially  , 
in  the  manner  herein  described'. 


No.  9,987. — VicTOB  Beaumont,  of  New  York,  N.  Y. — Ivn^ovementim 
Printing  Presses, — Patented  September  6th,  1853. 

This  press  consists  of  a  printing  cylinder  a  a  (see  figure^,  on  a  part 
of  the  surface  of  which,  from  b  to  b',  are  fixed  the  forms  or  type ;  the 
remainder  b  c  b'  of  tlie  surface  being  used  as  a  distributing  table. 
Around  this  large  cylinder  are  fixed  twelve  impression  cylinders,  num- 
bered 12  3  4,  &c.,  and  between  them  are  elastic  inking-roUers.  Un- 
der the  printing  cylinder  is  the  ink  fountain^,  the  rollers  q  and  r,  to 


«tistribute  ink  on  the  distributing  table,  and  the  shaft  ^,  by  means  of 
which  the  machine  is  made  to  revolve. 

Claim, — ^The  combination  of  two  or  more  impression  cyKnders,  with 
a  type  cylinder,  so  arranged  as  to  print  all  over  on  one  side  a  contin- 
uous sheet  of  paper,  in  the  manner  described. 

Also  the  combination  of  the  eccenti-ic  k,  rod  a'  &',  and  the  folder 
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uranged  as  to  lay  the  continuous  sheet  in  piles,  after  being 
on  one  side. 

iie  eombination  of  the  indented  knife  with  the  roller  b  and  s, 
ged  as  to  cut  the  sheofc  into  proper  lengths,  as  printed. 


>8. — ^William  Compton,  of  New  York,  N.  Y. — Improvement  in 
ofortee, — Patented  September  6th,  1863. 

inding-board ;  a,  re8^plank;  cc^gg^  strings;  J,T;  1 1,  pin. 
s  a  top  view  of  the  apparatus.  Fig.  2  is  a  side  view  of  the 
f  c,  &c.    Fig.  3  is  a  siae  view  of  the  strings  g  g^  &c. 


Yh, — ^The  means  for  securiuj^  the  string  into  the  angles  of  the 
the  combined  operation  of  the  upbearing  bridge  or  rest,  to 
be  T's  are  connected ;  and  crossing  and  dr^  wing  the  strincs  to- 
it  said  bridge  or  rest,  for  the  purpose  of  relieving  the  sounding- 
r  rest-plank  of  vertical  pressure. 


)89. — Henbt  Hunt,  of  Brooklyn,  N.  Y. — Improvement   in 
Mode  of  Preserving  Fruity  (be, — Patented   September  6th, 


lature  of  this  invention  consists  in  ex- 
air  from  articles  put  up  in  canisters  or 
jssels,  by  providing  the  vessel  with  a 
ibe,  and  connecting  the  tube  with  the 
of  an  air-pump ;  and,  after  exhausting 
pressing  or  mashing  the  tube  together, 
I  an  air-tight  joint  until  separated  from 
pump,  and  then  soldering,  a  is  the 
nd  B,  the  canister. 

n. — ^The  above  description  embraces 
mtor's  elaim. 
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No,  9,990. — Joseph  R.  Lindnkr,  of  New  York,  N.  Y. — InymyvemmU 
m  Horse-ColloTS. — Patented  September  6th,  1853. 

Tliis  invention  consists  in 
forming  the  hame-plate  so  that 
it  shall  add  secnrityto  the  collar 
by  its  springs,  and  also  combin- 
ing witn  the  spring  hame-plate 
a  look  widi  triple  fastemngs. 
Fig.  8  represents  the  flat  pieoe 
of  wronght-iron  e  in  the  shape  of 
a  collar;  a  a  is  the  padded  por- 
tion of  the  collar,  secured  to  the 
hame-plate;  <?  (Z  are  the  lock- 
pieces.  Fig.  1  represents  them 
as  open ;  and  flg.  2,  as  closed. 

Claim. — ^The  nnion  of  the 
hame-plate  and  collar,  in  com- 
bination with  the  lock-plates. 
Also  the  triple  fastening  of  the 
lode-plates,  m  combination  with  the  ontward  and  backward  spring  of 
the  hame-platee. 


TSo.  9,991. — John   IfoTUc,  of  Martinsburg,  Va. — Im^ovement  in^ 
/S^rouhC^w^^^r*.— Patented  September  6th,  1858. 

Fig.  1  is  a  section  of  the 
apparatus.  Fig.  2,  a  top 
view  of  the  spring  ^.  |JFrom 
lever /the  motion  is  trans- 
mitted to  two  levers  j,  and 
consequently  to  the  holder 
h ;  the  bar  i  moving  in  the 
slot  y  to  accommodate  this 
motion,  e^  knife ;  ^,  plate, 
limiting  the  protrusion  of 
the  straw ;  m,  rods  connect- 
ing the  levers  j  and  n  \p^ 
fulcrum  of  lever  n.  The 
connecting-rods  m  are  drawn 
forward  by  the  motion  of  Z,  and,  striking  the  arms  r  of  the  rake  y,  pass 
forward  the  rake  so  as  to  move  the  straw. 

Claim. — ^The  combination  of  the  rake  q  and  holder  A,  for  feeding 
the  straw  to  be  cut,  and  binding  it  to  the  box. 


No.  9,992. — Chables  Montaotjb,  of  Pittsfieid,  Mass. — ImpraoemMt  i» 
PrirUing  Presses. — ^Patented  September  6th,  1858. 

B,  fig.  1,  horizontal  bed,  to  which  a  vibratory  motion  is  imparted 
by  the  vibrating  lever  d,  disk  s,  and  cord  j  ;  ty  reciprocating  ink-dis- 
tributing roller ;  s  ss^  ink-rollers,     a,  fig.  2,  pressure-cyUnaer,  diri- 
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ded  into  two  or  more 
gect^ons  respectively,  of 
suitable  wiath  to  press 
Bpon  the  entire  lorm, 
and  separated  by  narrow 
openiDgs  a  a.  Upon 
one  end  of  the  shaft  f 
of  cylinder  a  is  at- 
tached a  wheel  (see  fig. 
1)  d^  the  periphery  of 
which  is  provided  with 
notches  e  e^  each  of  them 
opposite  to  the  respec- 
tive opening  a  a.  On 
the  siae  of  this  wheel  dis 
placed  a  pulley,  which 
plavs  freely  on  axis  f, 
and  carries  with  it  a 
ring  ffj  and  a  click  /. 


nnd  said  pnllev  passes  a  cord  c,  the  ends  of  which  are  attached 
to  the  ends  m  ana  n  of  a  projecting  bar  A,  on  bed  b. 

Cladm. — Such  a  combination  and  arrangement  of  cylinder  a  and 
bed  B,  that  whilst  one  sheet  is  receiving  its  impression,  the  sheet  to 
receive  the  next  impression  will  be  carried  forward  upon  the  cylinder 
nearly  to  the  bed,  for  the  purpose  of  being  in  readiness  to  commence 
receiving  its  impression  the  moment  after  the  bed  starts  upon  its  neii 
forward  movement. 


No.  9,993. — Charles  Montague,  of  Pittsfield,  Mass. — In^provemerU  tk 
PrifUmg  Presses. — Patented  September  6th,  1853. 


RjT  reference  to  the  figure,  the  claup  will  explain  this  improvement 

(fUUm. — ^The  combination  of  the  intermittingly  winding  cylinder  s 

and  feed-roller  A,  or  their  equivalents,  with  the  reciprocating  pressure 
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cylinder  a,  bed  b,  and  rollers  d  d  and  eee^  arranged  and  operating  in 
such  a  manner  as  to  successiyely  make  an  impression  on  tne  contmo- 
ons  sheet  at  each  movement  of  the  bed.  Also,  in  combination  with  a 
double  set  of  inking-roUers,  the  arrangement  of  the  arms  a  q  for  inkhig 
both  sets  of  rollers  from  a  fomitam  placed  vertically  below  the 
impression  cylinder. 

No.  9,994. — Stephen  MEEEDrra,  of  Erie,  Pa. — Improvement  in  FuA 
Apparahis  to  Oaa-Oenerators. — ^Patented  September  6th,  1853. 

The  natm^  of  this  in- 
vention consists  in  the 
construction  of  a  peculiar 
retort,  by  which  a  heated 
surface  is  constantly  pre- 
sented to  the  tar  fluid. 
This  is  effected  by  placing 
within  the  retort  c  a  re- 
volving cylinder  d,  upon 
which  the  fluid  drops 
from  a  perforated  pipe  e. 
(See  figure.) 

Claim. — ^The  peculiar 
construction  of  the  retort  as  described ;  viz.,  having  the  retort  c  of 
cylindrical  shape,  or  of  other  suitable  shape,  and  placing  within  it  a 
revolving  cylinder  n,  which,  as  it  rotates,  constantly  presents  a  heated 
surface  to  the  fluid,  and  converts  it  into  gas,  preventing  the  fluid 
from  cooking  the  retort,  and  also  preventing  the  formation  of  any  in- 
crustation on  the  same. 


No.  9,996. — Ja3£E8  Spratt,  of  Cincinnati,  Ohio. — Imfprovmrh&nX  tn 
Botde  -^Jw^dnwijr*.— Patented  September  6th,  1863. 

A  is  the  bottle :  b,  ground  stopple :  d,  cement 
After  expelling  the  air  by  placing  the  bottle  in 
hot  water  or  sand,  a  few  drops  of  wax,  gum,  or 
the  like,  are  melted  into  the  orifice  f,  untQ  it  is 
filled,  and  slightiiy  overflows  the  bottom  of  the 
cup  E.  The  bottle  is  filled  before  the  stopple  b  is 
placed  in  its  mouth,  and  cemented ;  and  tne  small 
aperture  p,  where  die  air  and  steam  escape,  is  all 
that  is  necessary  to  seal  by  means  of  the  melted 
gum. 

Claim, — ^The  application  of  the  cup  or  cavity  e,  and  aperture  f,  fcr 
seiding  preserved  edible  substances. 


No.  9,996.— William  W.  Spafford,  of  Boston,  Mass.— /mprw- 
TThmi  in  Machinery  for  Planing  Metals. — Patented  September 
6th,  1853.  • 

the  main  carriage  or  bed  of  a  planing  machine,  sliding  <» 


AIS 


frame  b  b  ;  from  which  extends,  at  right  an^es,  the  brace  d;  thronp» 
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tlie  top  of  which  is  a  long 
dove-tail  slot  a,  c,  metallic 
plate,  fixed  to  the  top  of 
the  planing  table,  on  wnich 
i-ests  the  plate  b.  This  plate 
h  terminates  in  a  radiating 
arm  c  h.,  which  has  a  long 
Blot  d.  The  shorter  slot  e  re- 
ceives a  piny.  The  thumb- 
nut  n  sei'ves  to  clamp  the  centre-pin  h  to  any  part  of  the  brace ;  the 
screw-pin/ is  adjustable  in  its  slot:  thus  the  distance  of  the  conmion 
centre  of  the  two  screw-pins  from  the  plate  h  of  the  radial  arm  maj 
Be  regulated  at  pleasure,  so  as  to  cause  the  centre,  or  any  other  point 
in  auch  plate,  wnen  a  is  put  in  movement,  to  describe  a  circular  arc  of 
any  required  radius  within  certain  limits.  A  piece  of  metal  placed 
on  the  top  surface  of  plate  J,  may  be  planed  in  curved  lines. 

Claim — ^The  combination  of  the  receiving  table,  or  plate  J,  and  it» 
ann  c  (composing  the  radial  arm  h),  the  adjustable  centre-pins,  or  their 
.  equiviUents,  and  the  brace  d,  together  with  the  main  planing  table  a^ 
and  its  supporting  frame  b  ;  the  same  being  made  to  operate  substan- 
tially as  specified,  and  for  the  puri>ose  of  adapting  the  planing  machine 
to  planing  in  curved  lines. 

No.  9,997.— GroKON  B.  Smtth,  of  Baltimore,  Md. — Improvement  in 
Counterfeit  Coin  Detectors. — Patented  September  6th,  1863. 
This  invention  consists  in  a  hole  or 

slot  A  (see  figure),  just  large  enough  to 

let  the  genume  com  pass  through  upou 

the  end  of  lever  I.    Ir  the  coin  is  genu- 
ine, it  will  pass  snugly  through  the  slot 

A,  and  its  weight  will  depress  the  end 

of  the  lever,  and  it  will  fell  through ; 

but  if  counterfeit,  it  will  either  be  too 

fau^  to  pass  through  the  slot,  or  be  too  light  to  depress  the  lever, 

which  is  so  baltncea  as  to  require  the  exact  weight  of  the  genuino 

coin  to  depress  it 

Claim. — ^The  above  description  fully  sets  forth  the  inventor's  claim. 


No.  9,998. — ^Henry  L.  Weeks,  of  Hannahatchie,  Ga. — Irfyprovemefrd  tn 

Ci7tf{>n-^7W.— Patented  September  6th,  1853. 

The  nature  of  this  invention  consists  in  arranging  and  securing  the 
boxes  in  which  the  ginning  rollers  operate,  in  a  revolving  or  adjusta- 
ble frame  or  box ;  so  as  to  adjust  or  msten  the  box  at  such  an  angle  as 
it  may  be  necessary  or  desirable ;  so  as  to  operate  upon  the  cotton  to 
liie  best  advantage,  whether  it  is  dry  or  moist;  bo  as  to  allow  the  seed, 
after  the  cotton  is  removed,  to  drop  from  tlie  rollers,  and  thereby  adapt 
the  rollers  to  cotton  with  large  or  small  seed,  whetlier  picked  early  or 
late.  Also  in  the  use  of  one  or  more  fluted  metal  rollers,  in  conjunc- 
tion with  one  or  more  covered  witli  raw  hide,  leather,  india-niobcr, 
#r  guttapercha.  Also  in  the  use  of  two  feeding  aproiw,  one  moving 
20 
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faster  than  the  other,  so  as  to  spread  the  cotton,  and  allow  ihe  sand, 
d^c,  to  pass  out  between  them,  through  a  space  left  for  that  pmpoee. 
Also,  in  arranging  and  operating  two  aprons,  so  as  to  take  the  cotton 
from  the  ginning  rollers  and  condense  it  into  thick  sheets,  and  aave  the 
labor  of  one  person. 

H  is  the  box,  fitted  so  as  to  turn ;  b,  the  box  containing  &e  round 
hole,  indicated  by  the  dotted  lines,  to  which  the  box  h  is  mted ;  i  is  a 
wronch  made  to  turn  the  boxes  to  set  the  rollers  at  the  desired  angle; 
J  is  a  pin  to  fasten  the  boxes ;  k  k  are  the  ginning  rollers ;  t,  roller  to 


keep  the  apron  tight,  when  roller  b  is  carried  nearer  or  farther  from 
roller  b',  by  alterations  in  box  h  ;  s  and  q  are  aprons ;  w  w'  are  also 
aprons,  surrounding  the  rollers  v  v' ;  /  and  e  are  tightening  roUen. 

Claim, — Arranging  and  securing  the  boxes,  in  which  the  ginning 
rollers  operate,  in  a  revolving  or  adjustable  frame  or  box,  or  its  eaui?- 
alent ;  so  that  the  rollers  can  be  adjusted  or  set  at  such  an  angle  as 
itiay  be  requisite  or  desirable,  so  as  to  discharge  the  seed,  or  faolitate 
the  falling  from  the  rollers,  after  the  cotton  ip  drawn  off  by  the  roller. 
Also,  givmg  to  the  feeding  aprons  different  Telociti^,  K)r  the  pirn 
pose  of  snreading,  distributing,  or  drawing  apart  the  balls  of  cotton ;  so 
that  Sana  and  dut  may  fall  out,  and  not  be  carried  to  the  ginning  rot 
lers.  Also,  passing  the  cotton,  after  it  is  ginned,  between  doable 
aprons,  or  eauivalent  devices,  when  the  aprons  move  with  lees  ve- 
locitjr  than  the  ginning  rollers,  for  the  purpose  of  compressing  9xA 
makmg  more  compact  me  cotton  afler  it  is  ginned. 


No.  9,999. — ^Thomas  Wabnkb,  of  Chicopee,  Mass. — Impravemeni  in 
Hoisted  Gun-JBarrels.— Patented  September  6th,  1853. 
The  object  of  this  invention  is  to  produce  a  gun-barrel  that  will  re- 
sist more  effectually  the  explosive  force  of  gunpowder.  A  bar  of 
iron,  of  suitable  quality  ana  size,  is  first  heated  (equally  and  suffi- 
ciently), and  then  twisted  in  the  manner  of  a  strand  of  rope ;  the 
twisted  bar  is  then  upset  (endwise),  and  the  calibre,  of  any  desired 
^ize,  bored  out 
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Claim. — ^A  new  mannfiictnre  of  gnn-barrels,  made  out  of  a  solid  bar, 
irith  the  fibres  of  the  metal  havinff  a  gradually  increased  twist,  from 
ihe  inside  to  the  outside  of  the  bar.  Also,  in  the  process^  making 
nvigted  barrels,  by  twisting  a  bar  of  metal  of  the  required  size  when 
n  a  heated  state,  and  then  boring  out  the  calibre,  in  the  manner  and 
for  tibe  purpose  Reified. 

^o.  10,000. — ^Benjamin  Ievino,  of  Green  Point,  N*.  Y, — Imj^ovemeni 
in  Paddle- Whede  for  P'npdlmg  VeeseU. — ^Patented  September 
6th,  1853. 

The  floats  are  arranged  with  their 
>uter  edges  in  lines  running  spirally 
round  the  wheel  in  opposite  (Erections, 
it  angles  of  about  75°  to  the  axis ;  the 
crossing  of  these  lines  forms  rhomb- 
shaped  buckets,  which  have  no  open- 
ngs  except  from  and  towards  the 
centre  of  the  wheel.  The  inner  open- 
ngs  of  the  buckets  are  contracted 
mdwise,  for  the  purpose  of  giving  the 
!ront  angles  such  a  form  as  to  prevent  back-lift  in  rising  from  the 
pirater ;  which  makes  the  inner  openings  depart  from  the  rhombic  form, 
nAsmuch  as  the  side  angles  are  cut  off,  and  the  figure  is  made  six- 
iided.  Close  inside  of  the  rings,  a  number  of  half-buckets  are  formed. 
>f  triangular  shape. 

Claim. — Arranginjg  and  combining  the  floats  so  as  to  form  a  series 
>f  buckets  of  rhombic  or  substantially  similar  form. 

No.  10,001. — Thomas  Allison,  of  Milton,  N.  Y. — Im^fMnyoem^mt  in 
/S5ra«^C^«^«»— -Patented  Sept.  6th,  1853* 

The  nature  of  tfiis  in- 
rention  consists  in  the  em- 
ployment of  a  peculiar 
shaped  adjustable  roller 
0  (see  fig.),  which  has  its 
axis  set  at  an  an^Ie  to  the 
axis  of  the  feed-trough, 
in  combination  with  a  cyl- 
inder B,  of  straight  knives, 
which  are  set  longitudi- 
nally round  its  periphery ; 
the  roller  being  desired, 
by  its  shape  and  position, 
to  facilitate  the  feeding 
of  the  straw,  in  such  a  manner  as  to  cause  the  knives  to  operate  upon 
the  straw  as  effectually  as  though  they  were  made  spiral,  and  set  ob^ 
liquely  round  the  cylinder.  The  object  is  to  obviate  the  difficulty 
attending  the  sharpening  of  the  spiral  knives  now  in  use,  and  save  ex- 
pense in  constructing  the  same. 

Clwim, — ^The  above  description  embraces  the  claim  of  the  inventor. 
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No.  10,002. — ^Lbyib  H.  Davk,  of  Keimett  Square,  Pa. — Tmprowmmt 
m  CortirSheUers.— Patented  Sept.  6th,  1853. 

This  invention  consists  in 
placing  below  the  common 
shelling-apparatus,  another 
shelling-wheel  o,  upon  the 
ahaft  F  of  the  picker-wheel 
B,  having  in  front  a  toothed 
arm  h,  attached  by  a  spring 
I  to  the  frame  of  the  macnine, 
80  that  when  the  cob  is  iasned 
from  the  npper  shelling  ar- 
rangement, its  extremity  is 
caught  in  the  lower  sheller, 
which  removes  the  kernels  remaining  upon  it,  and  at  the  same  time 

Srevents  the  ear  from  falling  suddenly  and  imperfectly  stripped  from 
le  upper  sheller.  Also,  in  adding  to  the  covering  of  tie  cog-wheel 
B,  and  pinion  o  (operating  the  machine),  flanges  a,  od  each  side,  to 
prevent  the  admission  of  ^ain  to  the  gearing. 

Claim. — The  introduction  of  the  wheels  o  and  arms  h,  attached  to 
the  springs  i,  and  regulated  b^  the  screws  k,  as  described ;  for  the  pur- 
pose of  stripping  the  ear  of  its  kernels.  Also,  the  flanges  a,  upon 
me  gear-covering  b,  for  protecting  the  gearing  from  the  admissiou  of 
shelTed  oom. 


-Improvemeid 


No.  10,003. — PoETKK  DiCKmsoK,  of  Amherst,  Mass.- 
va  CornrSIieUera. — ^Patented  September  6th,  1853. 

This  improvement  con- 
sists in  the  addition  of  a 
pair  of  toothed  rollers  to 
com-shellers  (similar  to 
that  patented  by  J.  W. 
Gordon,  Oct.  7th,  1846), 
which  seize  the  cob  after 
the  com  is  shelled  from 
it,  and  drag  it  entirely 
through  the  machine  (see 
fig.).  B,  gearing ;  d,  hol- 
low tube ;  a,  bearings  of 
tube  D ;  d^  guides ;  h  A', 
toothed  sheUers,  pressed 
towards  each  otner  by 
springs  i  i\  h  i,  toothed 
rollers,  the  lower  one  re- 
volving, and  the  upper  one  pressed  down  by  springs  k. 

CUmm. — The  combination  of  the  revolving  spring  shellers  hh'  with 
the  toothed  rollers  kk  operating  in  the  manner  substantially  as  do- 
scribed. 
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),0M. — Stbphbk  Mobse,  of  Springfield,  Maes. — Inyprtroemmt  «n 
%  (7aAiffm£ev.— Patented  September  6th,  1858. 

natore  of  this  invention  confiists  in  providing 

:e,  of  cast  metal,  constructed  so  that  the  fric- 

irface  a  (see  fig.)  will  be  worn  off  before  im- 

g  other  portions,  caused  by  the  great  heat 

ited  when  in  operation.    Also,  in  construct- 
in  one  solid  mass,  thereby  dispensing  with 

md  pins.    Also,  in  placing  the  point  of  suspension  in  such  posi- 

lat  the  brake,  when  relieved  of  pressure,  will  disengage  with  the 

by  its  own  gravity,    c  is  the  point  of  suspension. 

tm. — The  spine,  having  the  point  of  suspension  c,  and  socket, 

he  open  spaces  and  brace  plates,  in  combination  with  the  rubber 

don  surface  plate  a. 

0,005. — Hiram  Sands,  of  Cambridge,  Mass^  and  Gast  Cum- 
^,  of  West  Derby,  Vt — Improvement  in  JBrick  Machines. — 
ented  September  6th,  1853. 

ure  1  is  a  section  of  the  apparatus ;  a,  pug-mill ;  s,  mould-car- 

D,  mould-charger ;  h,  piston  within  the  mould-eharger,  which 

the  clay  out  of  the  bottom  of  the  charger  into  the  brick-mould ; 


i  L  of  the  piston  is  jointed  to  the  front  end  of  lever  m  ;  n  is  the 
[  bearing  of  lever  m,  which  htw  a  movable  fulcrum  y,  which  is 
ed  to  a  connecting  fork  A,  worked  by  a  lever  i,  that  turns  on 
m  k.  Fig.  2  represents  a  front  view  of  the  apparatus.  Lever  m 
ked  by  cams  m  and  n,  connected  to  rod  p ;  <?,  horizontal  shaft 
jted  to  vertical  shaft  r  by  bevel-wheels  rs.  The  machine  is  used 
per  the  clay  and  press  the  brick. 

im. — ^The  modification  of  such  arrangement,  by  substituting  for 
aft  with  reversing  gear,  the  shaft  with  continuous  motion,  opera- 
te carriage,  and  producing  the  intervals  of  rest^  by  ixi<^%s&  q(\Xi<^ 
pin  acting  alternately  upon  studs  d  and  e,  coiiii<^^\.^^  ^V^  ^^ 
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monld-caiTiage,  whereby  greater  certainty'atid  precision  of  action  ia 
the  machine,  with  greater  simplicity  and  durability,  are  obtained. 
Also,  in  combination  with  the  piston  and  the  lever  ic,  the  slot  in  die 
lever,  the  slotted  bearings  of  the  movable  fnlcrum-pin,  the  connectiif 
fork  and  hand-lever ;  the  same  being  for  the  purpose  of  increasing  or 
diminishing  the  amount  of  pressure  of  the  piston  on  the  day  in  the 
mould. 


No.  10.006. — Samuel  H.  Tubnsb,  of  Brooklvn,  BT.  T. — Improvement 
in  Jrrinters^  Ink. — Patented  September  6th,  1868. 

This  improvement  consists  in  the  employment  of  ^  colophonic  tur," 
in  connection  with  other  ingredients,  in  the  manufacture  of  printing- 
ink.  Also,  in  the  employment  of  colophonic  tar  as  a  printing-iu 
varnish.  What  the  inventor  denominates  colophonic  tar,  is  the  tany 
residuum  remaining  in  stills  after  the  various  stages  of  distiUatioQ, 
commonly  employed  in  obtaining  colophonic  oil,  iSie  ingredients  uid 
the  proportions  are  as  follows :  colophonic  tar,  14  lbs. ;  fine  lamp- 
black, 3  lbs. ;  fine  pulverized  indigo-blue,  8  ounces ;  fine  pulverised 
Indian  red,  4  ounces ;  yellow  rosin  soap,  1  lb.  The  ingredients  are 
mixed  by  the  aid  of  heak 

Claim. — ^The  employment  of  colophonic  tar,  produced  and  com- 
bined substantially  as  set  forth  in  specification,  both  in  the  manufac- 
ture of  printinff-ink,  and  also  as  a  varnish  to  be  used  bv  printers,  to 
modify  the  condition  of  their  ink  to  suit  the  temperature  of  the  weather 
and  the  kind  of  work  to  be  executed. 


No.  10,007. — Matthias  W.  Baldwin,  of  Philadelphia,  Pa. — Imfnm- 
ment  in  the  Oear  of  Variable  Cutroff  Vtdves  for  Steam-Engtnei,— 
Patented  September  13th,  1853. 

A,  steam-cylinder ;  b,  valve-chest ;  c,  exhaust-valve ;  d,  independent 
cutK)ff  vaive.  The  stem  e  connects  by  a  rod  f  with  a  vibrating  arm 
e,  on  rock-shaft  h.  '  f  is  jointed  to  a  block  i,  that  slides  up  and  down 


upon  the  arm.    Block  i  has  a  stem  i',  which  is  connected  by  strapB 
aaBnA  cc\o9k  Quadrant  j:  o^ hand-lever. 
Ibe  object  to  be  attainea  'by  1^^  ViiN^iD&oTi  S&  \i^  ^Vna.tA  the  rubbing 
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id  the  Bliduig-block  npon  the  ann,  while  the  arm  is  vibrating,  and  the 
rapid  wearing  out  of  that  part  of  the  arm  on  which  the  block  is  most 
used* 

Clmm. — ^The  arrangement  of  the  sliding  pivot-block  i,  f^^i^d  with  a 
stem  i',  connected  wit£  a  sector  j,  by  straps,  chains,  or  cogs,  the  hand- 
lerer  o,  and  the  intermediate  connecting  mechanism. 


No.  10,008. — John  CmLoorr  and  Bobebt  Snell,  of  Brooklyn,  N,  T. — 
In^provement  m  IndiorRuHber  Soleafor  Boots  cmd  Shoes. — ^Patented 
September  13th,  1853. 

The  sole  is  made  of  three  parts,  viz.,  the  indiarmbber  sole,  a  leather* 
lining,  and  a  leather  border  or  edge.  The  india-rubber  sole  is  made 
smaller  tlian  the  sole  it  is  intended  to  cover,  and  it  has  its  edges  bevelled 
off  thin  all  round ;  the  leather  lining  is  of  the  ftdl  size  of  the  botton 
of  the  boot  or  shoe,  and  is  united  to  die  upper  side  of  the  india-rubber 
sole  by  water-proof  adhesive  material,  leaving  a  margin  of  the  lining 
all  round  the  edge  of  the  india-rubber  part ;  the  leather  border  or 
edge  is  of  ti.*^  same  thickness  as  the  india-rubber  sole,  and  overlaps 
the  bevelled  part  of  it,  and  is  also  bevelled  so  that  its  outer  face  will 
be  level  with  the  outer  face  of  the  india-rubber.  Thus  is  made  the 
solid  sole,  of  uniform  thickness,  which  may  be  secured  to  a  boot  or 
ahoe,  by  sewing,  cementing,  or  pegging. 

(7iaim.— Connecting  the  whole  or  any  portion  of  the  sole  of  a  boot 
or  shoe,  substantially  as  described,  of  india-rubber,  with  ita  inside  or 
edges  covered  and  protected  by  leather,  which  is  united  with  it  by  any 
water-proof  cement,  with  or  without  stitching,  and  forms  a  hard,  firm 
leather-edge. 

Ko.  10,009. — John  CHnxxyrr  and  Robert  Snell,  of  Brooklyn,  N.  Y. — 
Im/provemewt  in  Boots. — Patented  September  13th,  1858. 

This  improvement  consists  in  cutting  a  boot 
out  of  a  piece  of  leather,  in  such  a  form  as  not 
to  require  crimping  (see  fig.) 

Clavm. — ^The  form  of  the  piece  of  leather  or 
other  material,  substantially  as  shown  in  the  fi^- 
tire  and  described  in  the  specification,  by  which 
the  upper  leather  of  a  boot  is  made,  so  as  to  fit 
any  leg,  foot,  and  heel  (not  deformed),  of  one 
piece,  without  crimping  or  Joining  other  pieces  thereto ;  one  half  or 
side  of  the  boot  is  wrmed  of  a  part  a,  without  joint,  and  die  other  half 
by  the  junction  of  a  part  b,  folded  from  the  back  of  the  side  a,  and 
a  part  cA,  which  is  partly  cut  from,  or  which,  when  flat,  lies  close  oi 
near  to  the  front  of  a  above  the  instep,  and  partly  folded  over  fron^ 
the  instep ;  the  part  c  h  being  of  such  form  as  to  U)rm  one  side  of  the 
foot,  and  extend  round  the  heel  to  the  other  side  a,  and  cover  an  open- 
ing made  in  the  lower  part  of  the  back,  to  give  the  required  form  to 
the  heel,  and  make  part  of  the  necessary  stifi^ning. 
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No.  10,010. — ^PiEBRB  Demeure  and  Augubte  Maubitz,  of  New  York, 

N.  Y. — IrryprovemerU  in,  BedrBoUoms. — ^Patented  September  184, 

1858. 

(By  reference  to  the  figure, 
the  claim  will  explain  the  na- 
ture of  this  invention.) 

Clnim. — The  manner  of 
constructing  the  spring-mat- 
tress, by  combining  the  verti- 
cal springs  with  an  elastic  or 
spring  net-work  of  spiral  me- 
tallic firings,  for  supporting 
the  vertical  springs  or  for  in- 
creasing the  elasticity,  so  that 
a  person  lying  on  the  bed 
will  be  equally  supported  on  all  sides. 


No.  10,011. — ^Wiluam  p.  Greenlbaf,  of  Washington,  N.  II.— ///i- 
provement  in  Scythes. — ^Patented  September  13th,  185^. 

a  is  t  le  scythe-blade ;  &,  the  cutting  edge, 
wliich  id  curved.  The  fastening  is  so  accom- 
plished as  to  leave  the  shank  entirely  free  along 
its  inner  edge. 

C^Zaim.— Widening  and  curving  the  blade  of 
the  scythe  at  the  shank,  for  the  purpose  of 
strengtnening  the  same,  and  adapting  it  to  cut- 
ting bushes  as  well  as  grass. 

No.  10,012. — ^Zadok  H.  Mann,  of  Cincinnati,  Ohio. — Improvement  in 
Safety-  Valves  for  /^eam-BoUers. — ^Patented  September  13th,  1853. 


This  invention  has  for  its  object,  to  insure  the  opening  of  the  valve 
at  the  desired  time,  of  the  maximum  of  pressure ;  and,  also,  so  as  to 
increase  the  size  of  opening  in  proportion  to  the  force  of  steam,  and 
thus  insure  an  adequate  vent  for  the  steam  under  all  circumstances, 
and  thereby  remove  all  danger  or  w>«a\bility  of  explosion,  with  a  suit- 
able  boiler,    a,  boUer  •,  e  e,  cIiwmi^  iot  ^<6  ^X«mii  Xa  ^^^^^  formed 
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by  the  cnp-like  rims  of  th«  valve  d  and  its  seat  o\  i  is  a  pinion, 
and  j  a  spur-wheel,  which  transfer  rotary  motion  to  the  governor  i, 
whose  sleeve  m  is  connected  to  lever  n.  Lever  n  is  connected  with 
main  lever  p  by  a  link  o.  Link  o  can  be  fastened  to  any  one  of  the 
holes  in  lever  n^  by  the  pin  q^  in  order  to  determine  how  much  the  play 
of  the  balls  shall  lift  the  valve;  r  balances  the  governor;  h  is  the 
flutter- wheel. 

Claim. — ^The  constniction  and  application  to  a  safety-valve,  of  flutter- 
wheel,  governor,  and  supplementary  lever,  or  equivalent  devices,  in 
order  to  insure  promptness  of  action  and  an  increase  of  vent,  according 
to  the  force  of  steam,  with  or  without  the  adjustable  link  and  counter- 
weight. 


^o.  10,013. — Gkoboe  Potts,  of  Cincinnati,  Ohio. — Lvavng  Oast-iron 
Cylinders  with  Copper. — Patented  September  13th,  1863. 

To  perform  this  operation,  a  cy- 
lindrical sheet  of  copper  is  placed 
within  the  iron  barrel,  and  the  tool 
(see  fig.)  is  advanced  by  suitable 
mechanism,  until  the  rollers  are  just 
entered  within  the  limits  of  the 
casing;  the  nut  is  screwed  down  so  as  to  force  the  rollers  apart  as 
much  as  is  requisite  to  commence  the  lining  process,  and  the  tool  is 
then  rotated  and  gradually  advanced  along  the  mterior  of  the  cylinder 
until  it  reaches  the  other  end.  a  is  the  mandrel ;  cc,  grooves  of  the 
conical  head  ;  f^  nut ;  ^  A  i,  sleeve ;  «,  cast-steel  rollers. 

Claim. — The  revolvnig  mandrel,  furnished  with  one  or  more  rollers, 
whose  distance  from  the  axis  of  the  mandrel  can  be  increased  or  di- 
minished by  means  of  a  nut,  sleeve,  and  conical  head,  or  any  equivalent 
device,  for  the  purpose  of  lining  with  one  metal  the  interior  of  a  cylin- 
der formed  of  anotlier  metal. 


No.  10,014. — ^ANi)p:w  Robeson,  Jr.,  of  Newport,  R.  I. — Improved 
Mode  of  Bowking  or  Bucking  Cloth. — Patented  September  13th, 
1853. 

The  goods  to  be  bucked  or  bowked  are  laid 
in  chamber  u  of  the  kier  a,  and  ai'ound  the 
pipes  o  and  u,  the  chamber  b  being  packed 
with  the  goods  nearly  up  to  the  level  of  the 
top  of  the  pipe  u ;  the  scouring  or  bowking 
liquor  is  placed  in  the  chamber  c,  and  such 
chamber  is  to  be  heated,  or  not,  as  occasion 
may  require.  The  liquor  is  forced  up  by  the 
force-pump  y,  through  the  pipe  o,  against  the 
deflector  jt,  by  which  it  will  be  distributed 
upon  the  top  surface  of  the  cloth.  Tlie  in- 
troduction of  steam  into  the  chamber  b  will 
aid  the  filtration  of  the  bowking  liquor  through  &e  cloth  into  the 
f^hunber  a    Is  caae  more  steam  is  mtrodacea  iS^i&si  S&  Ti^^^esasrj  \(^ 
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caufie  the  liqnor  to  descend  through  the  cloth,  the  safetj-valve  t  wQ} 
be  forced  open. 

Claim.--^e  employment  of  a  closed  Ider  or  vessel,  above  described, 
and  extracting  the  bowking  liqnor  from  the  lower  part  of  it,  and 
forcing  it  into  the  npper  part  of  it,  while  steam  is  being  injected  only 
into  the  upper  part  of  the  vessel,  and  on  the  top  of  the  goods ;  whereb?, 
while  the  bowking  liquor  is  being  thrown  on  top  of  the  mass  of  goods, 
the  steam  is  constantlj  and  simultaneously  made  to  press  upon  and 
pass  into  and  through  the  goods,  and  iacilitate  the  action  of  the 
Dowking  liquor,  and  its  passage  through  the  cloth. 

No.  10,015. — Hebvy  8.  Ross,  of  Cincinnati,  Ohio. — Improvemeni  in 
Fences.— Fsitentod  September  18th,  1853. 

The  object  of  this  invention  is  to  so  construct  a  fence,  that  it  can  be 
conveniently  removed  from  one  place  to  another. 

Claim. — ^The  zigzag  and  interlocked  arrangement  of  panels,  sup- 
ported by  a  swivel-joint  to  posts  at  suitable  intervals,  and  having  the 
joint  between  the  two  middle  panels  furnished  with  inclined  hook  and 
eye,  each  of  said  middle  panels  being  provided  with  boards  sloping 
in  opposite  directious,  so  that  by  the  action  of  a  flood,  each  half  of  the 
intervening  line  of  panels  may  separate  midway,  and  swing  in  direction 
of  the  current ;  or  devices  suDstantially  equivalent. 

No.  10,016. — Samuel  B.  Sumner,  of  Grantville,  Hass. — ImpropemerU 
in  Bootjacks. — ^Patented  September  13th,  1858. 

One  foot  being  placed  upon  the  body  of 
the  jack  to  keep  it  steady,  the  heel  of  the 
other  foot  is  placed  between  the  jaws,  and 
the  bar  d  bemg  grasped  by  the  hand,  the 
shaft  0  is  pressed  down  upon  the  toe  of  the 
boot,  by  which  means  it  is  easily  withdrawn. 

Claim. — ^The  application  to  an  instru- 
ment for  taking  off  boots,  of  the  side-bars, 
the  shaft  o,  and  the  bar  d,  arranged  and  operating  in  the  manner  set 
forth. 


No.  10,017. — JosiAH  M.  Smfth,  of  New  York,  N.  Y. — Improvement  in 
Cutter-Heads  for  MotUding-Mdchines. — Patented  September  13th, 
1853. 

This  invention  consists  in  an 
improvement  in  the  construc- 
tion of  cutter-heads  for  cutting 
mouldings  in  wood,  marble, 
and  other  like  materials.  The 
object  of  this  invention  is  to  put 
in  order,  and  afterwards  keep 
in  order,  the  cutting  edges  of  the 
series  of  chisels ;  which  is  ac- 
complished  by    grinding   the 


they: 


cimela  while  they  rest  in  the\r 
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ij  agalBBt  tiie  rides  </  d.  (See  fi^.)  But  during  the  cntt'ng  prooesB 
I  motion  beins  in  the  opposite  direction),  the  chisels  rest  against  the 
osite  sides  c  aoi  the  slots,  and  conseqnentii  j  present  cutting  edges  df 
een  in  fig.  2  in  dotted  lines. 

'laim. — The  combination  of  the  supporting  slotted  flanges,  or  their 
ivalents,  with  the  chisels,  hinged  and  operated  in  the  manner  and 
the  purposes  as  set  forth. 


10,018. — ^EioHASD  H.  TowNSEND,  of  Ncw  York,  N.  Y. — Improve- 
ment in  Valves  for  Steam-Enginea. — ^Patented  September  18th, 
358. 


hds  invention  consists  in  iLc  combination  of  the  eccentric  f  and 
n,  the  eccentric  working  as  usual  to  give  the  engine  steam  nearly 
entire  stroke ;  the  cam  is  so  shaped  that  when  it  is  brought  into 
•ation,  the  valve  is  moved  in  such  a  way  as  to  cut  oflF  at  the  small- 
)art  of  the  stroke  at  which  the  engine  is  required  to  work.  Theso 
ions  are  combined  by  means  of  a  sector  A,  operated  on  by  the  gov- 
►r.  In  case  the  valve  does  not  supply  tiie  required  steam^  the  throt- 
'alve  is  opened  ti^riher^  hj  a  peculiar  appaiatoa* 
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Claim. — The  combination  of  a  cam  and  eccentric,  by  means  of  the 
sector  A,  or  its  equivalent,  to  operate  npon  the  valve,  or  parts  that  move 
the  same,  and  cut  off  or  work  with  the  full  pressure,  bv  the  eccentric, 
according  to  the  position  of  said  sector.  Also,  adjusting  the  positioi^ 
of  the  sector  A,  by  means  of  the  governor,  through  the  screw  or  other 
suitable  means,  whei'eby  the  governor  regulates  the  position  of  Uie 
sector,  Uy  communicate  the  desired  motion  to  the  valve  of  the  engine, 
from  the  eccentric  or  cam,  or  both,  according  to  the  power  required 
fipom  the  engine.  Also,  the  ix)d  25,  and  points  26  and  27,  to  take  mo- 
tion from  the  block  />  at  its  extremes  of  motion,  and  communicate  the 
same  by  means  of  the  right-angle  lever  r  to  the  throttle-valves. 


No.  10,019. — Fbedkrick  W.  Norton,  of  Lasswade.  Great  Britain.— 
Improvements  in  the  m^jmufaeture  qf  Plain  and  JPigvred  Fabrics,— 
Patented  September  ISth,  1853. 

(To  fully  explain  the  nature  and  opemtions  of  these  improvementB 
'  would  require  too  much  space  for  this  Repjort) 

Claim. — The  manufecture  of  woven  fabrics  by  cross-weaving,  by  cs^ 
nring  the  cross- warp  alternately  over  a  stationary  warp,  and  binding 
tne  cross-warp  on  each  side  of  the  stationary  warp  by  a  shot  of  filling. 
Also,  carrying  contiguous  movable  cross-warps  over  and  across  eaoi 
other's  path,  and  over  one  or  more  stationary  warps,  and  binding  the 
cross- warps  to  the  stationary  warps  by  shots  of  filling.  Also,  the  man- 
ufacture of  ornamental  fabrics  by  cross-weaving  elongated  printed 
warps. 

No.  10,020. — James  Bankin,  of  Detroit,  Michigan. — Improvement  ta 
hanging  MiUrSaws. — Patented  September  13th,  1853. 

The  nature  of  this  invention  consists  in  hanging 
mill  and  other  saws,  by  providing  them  at  one  or 
both  ends  with  a  cylinder  and  piston,  the  piston 
being  coupled  to  the  end  of  the  saw  by  its  rod, 
and  Sien  applying  atmospheric  or  other  pressure 
with  any  elastic  fluid,  on  the  side  of  the  piston 
nearest  the  saw. 

F,  frame ;  s,  saw  ;  h,  clutch ;  l,  piston ;  p,  pis- 
ton-rod ;  V,  valve. 

Claim. — The  arrangement  of  an  air  chamber 
cylinder  and  valve,  in  the  manner  substantially 
described,  for  the  purpose  of  straining  saws  in  mo- 
tion by  the  elastic  pressui*e  of  compressed  air,  or  its  equivalent. 


N'o.  10,021. — John  Chiuott  and  Robert  Snkll,  of  Brooklyn,  N.  Y.— 
Improvement  in  Screw-Faetenings  for  Boots  and  Shoes. — Patented 
September  13th,  1853. 

Hie  ecrew-fasteninffs  consist  of  a  double  metal  screw,  or  two  male 
Bcrews  o{  different  sizes,  of  ^^cSti  ^^\Qjc\g^TS&\skj^VLQ^^and  contaipt 
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a  ftmale  screw  to  receiye  the  smaller;  iSiese 
screws  are  inserted  throngh  the  sole  from  opposite 
sides,  thus  holding  the  parts  securely  together. 
The  head  of  the  inner  or  smaller  screw  is  let  into 
the  leather  forming  the  inner  sole. 

Claim. — ^The  combination  (as  and  for  the  pur- 
poses herein  described)  of  the  two  screws,  of  which 
one  forms  a  nut,  and  will  hold  it  secure  until  all 
worn  away. 


No.  10^022. — Leonard  A.  Stookwhll,  of  Batavia, 
If.  Y. — Improved  Lard  Lamp. — Patented  Sep- 
tember 13th,  1853. 

ce^  cup  which  receives  the  lard ;  e  e^  tube  for  the 
heated  air  to  pass  down  through ;  Vy,  holes  for  the 
heated  air  to  communicate  with  tne  lard  cup;  dd^ 
heated  air-chamber.  As  the  heated  air  passes  from 
the  chamber  to  the  flame,  the  chamber  is  supplied 
through  holes  h  h  with  cooler  air. 

Claim. — ^The  combination  of  the  reservoir  of  a 
lamp  for  burning  lard  or  tallow,  with  an  outer  cov- 
ering, so  arranged  as  to  form  an  air-chamber  sur- 
rounding the  reservoir,  in  the  manner  and  for  tlie 
purposes  mentioned. 


No.  10,023. — ^Thomas  J.  Alexander,  of  Westerville,  Ohio. — Improved 
Machine  for  sanxAng  Sticks  for  Broom-Handles. — Patented  Sep- 
tember 20th,  1853. 


n,  bed-piece;  b,  horizontal  saw;  ek,  two  vertical  saws;  o,  frame, 
sliding  on  main  frame  a  ;  h,  top  cross-piece,  swinging  un  the  upright 
frame  o;  ii,  screw-rods;  and  cc,  circular  nuts;  J,  log  held  by  ii;  k, 
shaft ;  L,  crank ;  rf,  pulley ;  and  «,  cord. 

Claim. — The  method  (described  in  specification^  of  handling  and 
adjusting  the  log  to  its  place,  and  to  its  various  positions  for  the  several 
mlBi  by  means  of  the  radius  rods  or  olampinK  ^cx^^v^^  ^qk)c^<^  vkA 


zt$ 


AMmJML 


Hfpemied  m  qpedfied,  nd  m^ended  bj  s  fwn^ine  fraais;  m  iB^alhj 
bearing  laterally  od  die  flcrew-lever  or  handle  whilst  tniiiii^  H,  die 
clamping  screws  are  swung  laterallj,  and  raised  or  lowered  8imidtn»> 
onslj,  to  approach  the  \oe  on  the  table  and  conTejr  it  with  fiKiKtj  to 
the  gauge,  and  to  adjust  me  log  expeditioaslj  when  mder  operation  tD 
its  Tarioos  s^s  laterallj  and  verticallj. 


No.  10,024.— James  Black,  of  Phfladelphia,  VtL—TlaneUuy  Ify 
dratdic  Steam-Enffine.'^— Patented  September  20th,  1353. 

This  invention  consists  in  a  revolving- 
shaft  s  provided  with  four  hollow  arms  a, 
opening  into  fonr  vessels  i  upon  their  ends, 
which  vessels  are  furnished  with  flexible 
diaphragms  d  of  vulcanized  india-rubber ; 
so  tnat  Sie  vessels  may  be  alternately  tilled 
with  water  and  steam  upon  the  opposite 
sides  of  the  diaphragms  a,  without  letting 
the  steam  come  in  contact  with  the  water 
so  as  to  condense  it.  p  are  supply  steam- 
pipes. 

r  ig.  1  is  a  side  view  of  the  apparatus, 
Und  fig.  2  a  section  through  one  of  the  vessels. 

Claim. — ^Tlie  arrangement  of  tlie  vessels,  pipes,  and  diaphragms,  or 
their  equivalents,  up<jn  a  shaft,  so  as  to  revolve  with  or  upon  the  shift. 


Ko.  10,025. — Uriah  A.  Botoen,  of  Boston,  Mass. — In^provemmU  ta 
rwrJtW*.— Patented  September  20th,  1853. 

cf,  disk;    1 11^    leading    curves    or  I 
guides ;  a,  annular  gate ;  gg^  lining  of 
gp,te  a ;  ^,  tube ;  te?,  water-wheel ;   r, 
rim;  J  J,  buckets;  n,  diaphragm;  ^,  | 
shaft ;  m,  rod  to  raise  gate  a ;  A,  frame ;  i 
y,  flume. 

Claim. — ^The  leaning  or  inclining  of  | 
the  leading  curves  or  guides  to  the 
plane  of  the  wheel.     Also,  the  making 
of  the  inside  of  the  garniture,  or  the 

Eart  of  the  gate  next  to  the  disk,  or 
oth,  of  such  a  curve  or  form  that  the 
water  at  the  upper  part  of  the  stream  or  streams  where  it  leaves  fte 
garniture  or  gate  wiU  have  a  downward  motion,  inclining  to  the  plane 
ol  the  water-wheel,  and  making  the  upper  sides  of  the  passages  for  the 
water  through  the  wheel,  descending  or  inclining  to  tne  plane  of  the 
wheel,  from  the  commencement  of  the  passa^  next  to  the  gate  to 
about  half  way  from  the  inner  to  the  outer  ec^  of  the  upper  rim  of 
the  wheel,  wnere  they  are  nearly  or  quite  horizontal,  or  nearly 
or  quite  parallel  with  the  plane  of  the  wheel ;  the  inclination  of 
(hat  part  of  the  lower  surfece  of  the  upper  rim  of  the  wheel  which 
10  next  to  the  gate^  b^Vag  iii^  Baxn^  qrt  tl<^t\^  ^3el^  ^axae  as  that  of 
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die  lower  snrfiEU^e  of  the  gate  next  the  upper  rim,  and  the  change 
ffom  inclining  to  horizontal  being  gradual,  as  bj  a  curve,  or  min- 
ing the  upper  surface  of  the  disk  next  the  lower  rim  of  the  wheel  to 
incline  up  towards  this  rim,  and  making  the  lower  sides  of  the  parts 
of  the  passages  through  the  wheel  which  are  next  the  disk  ascending 
or  incbning  to  the  plane  of  the  wheel,  so  that  the  stream  will  gradually 
diminish  in  height  at  the  entrance  or  entrances  into  the  wheel,  so  that 
the  water  which  passes  in  the  upper  parts  of  the  stream  or  streams  will 
converge  towards  that  which  passes  m  the  lower  parts  of  the  streams 
before  striking  the  floats ;  and  continuing  this  converging  into  the 
wheel  to  about  one-half  the  distance  from  me  inner  to  the  outer  edges 
of  Ae  rims  of  the  wheels.  Also,  the  forming  of  the  lower  part  of  the 
tube  which  sustains  the  disk,  and  the  forming  of  the  top  of  the  disk  on 
that  part  of  it  next  the  tube,  and  £a.stening  these  parts  together. 


No.  10,026. — Uriah  A.  Boydbn,  of  Boston,  Mass. — ImprovemerU  in 
Turoines.—P&tented  September  20th,  1853. 

tr,  water-wheel,  and  i,  its  lower 
rim ;  r,  upper  rim ;  b  i,  buckets ;  ^  rf, 
diaphragms;  II,  leading  curves;  a, 
annular  gate ;  m,  one  of  three  rods 
for  moving  the  gate ;  y,  garniture  or 
lining. 

Claim. — ^The  arrangement  of  a  gate 
at  the  entrance  of  the  water  into  the 
wheel,  with  a  part  or  all  of  the  garni- 
ture or  lining,  and  other  narts  of  the 
turbine  within,  over,  ana  about  the 

Site,  such  that  the  gate  and  a  part  of 
e  garniture,  if  any  be  attached  to 
the  gate,  may  move  freely,  while  the 
part  of  tne  garniture  not  attached  to 
the  gate,  and  other  parts  over  and 
about  it,  remain  stationary ;  and  so 
closely  fitted  that  little  or  none  of  the  water  in  the  flume  can  run  to 
the  upper  part  of  the  gate,  except  by  passing  under  the  stationary  gar- 
niture, and  afterwards  upward  so  as  to  dimmish  the  liability  of  sedi- 
ment being  carried  by  the  water  to  the  upper  part  of  the  gate  or  mova- 
ble part  of  the  garniture,  if  any  be  attached  to  the  gate,  so  as  to 
obstruct  the  motion  of  the  gate  or  movable  part  of  me  garniture. 
Also,  the  leaning  or  inclining  of  the  floats  of  buckets  of  turbines  to  the 
rims  of  the  wheels,  so  that  the  leaning  of  the  floats  will  diminish  the 
spreading  or  deflecting  of  the  streams  into  the  parts  of  the  wheel  oppo- 
site the  gate.  Also,  the  arrangement  of  the  diaphragms  or  partitions 
in  reacting  wheels,  and  in  the  wheels  of  turbines,  at  different  distances 
from  the  nms  of  the  wheels  in  the  several  spaces  between  the  floats,  to 
&cilitate  regulating  the  motions  of  the  wheels.  Also,  the  combination 
of  the  device  of  making  the  gate  at  the  entrance  of  the  water  into  the 
wheel  to  move  separately  fix)m  the  garniture,  with  leaning  the  guides 
or  leading  curves  which  direct  the  water  into  the  wheel ;  so  that  when 
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the  gate.is  partially  open,  the  part  of  the  water  which  passes  by  or  neir 
the  surface  of  the  gate  in  flowing  towards  this  passage  into  the  wheel 
made  by  such  partial  opening  of  the  gate,  has  its  motion  directed  the 
way  the  wheel  turns,  in  consequence  of  the  leaning  of  the  guides. 


No.  10,027. — Uriah  A.  Boyden,  of  Boston,  Mass. — Improvermnt  in . 
Hydraulic  Motors. — ^Patented  September  20th,  1853.  ' 

Shaft  8  of  this  turbine  is  sus- 
pended. The  same  lettere  refer 
to  the  same  parts  in  this  figure 
!Ls  in  the  preceding  figures. 

Claim. — The  arrangement  of 
tiie  gates  around  and  next  out- 
side of  the  peripheries  of  the  wa- 
ter-wheels oetween  the  wheels 
and  the  guides,  which  capses  the 
water  to  move  obliquely  towards 
the  wheels  in  the  way  tne  wheels 
turn  when  the  water  first  strikes 
the  floats  or  buckets.  Also,  the 
device  to  cause  the  height  of  the 
wheel,  or  the  position  of  the  parts 
which  partially  confine  the  water 
which  presses  the  wheel  upward 
to  vary  as  the  height  of  tne  water  or  fall  varieis,  so  that  the  width  of 
the  aperture  whicn  lets  the  water  escape  from  the  place  where  it 
presses  the  wheel  upward  varies  proportionably  to  the  quantities  of 
water  pressed  into  it ;  so  that  the  force  with  which  the  water  presses 
the  wheel  upwards  will  be  nearly  or  quite  constant,  though  die  height 
of  the  fall  vari/Bs  greatly.  Also,  the  combination  of  a  gate  around  and 
near  the  periphery  of  a  water-wheel  between  the  wheel  and  the  guides, 
or  other  things  which  direct  the  water  the  way  in  which  the  wheels 
turn  into  the  wheels,  with  the  parts  of  the  floats  near  the  gate  covered, 
so  that  the  water  will  strike  tneir  concave  sides.  Also,  the  shape  of 
the  spaces  between  the  rims  of  water-wheels  which  the  floats  are  fest- 
ened  to,  in  which  they  flare  towai'ds  the  axes  of  the  wheels. 


No.  10,028. — Alfred  F.  Chatman,  of  New  York,  N.  Y. — ImprovemerU 
in  RazoT'St/ropB. — Patented  September  20th,  1853. 

This  improvement  is  designed  to 
renovate  and  elevate  the  centime  of 
the  p^\ip  e  as  aften  as  it  is  pulled 
out,  by  Its  coming  in  contact  witli  a 
piece  of  soft;  metal  7  (fig.  1) ;  and 
also  to  hold  the  razor  evenly  or  ac- 
curately by  means  of  a  concave  end-piece  /*,  and  a  convex  piece  6. 
The  machine  is  fastened  to  the  ed^e  of  a  table  when  in  use  by  meaw 
gf  tlie  screw  %,    Fig.  2  is  a  front  view  of  the  ehd-piece/l 
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(Haitn. — ^The  metallic  renovator,  In  combination  with  the  spring- 
barrel,  or  it8  equivalent,  to  operate  on  the  strop  e.  Also,  the  convex 
endy,  and  rest  6,  to  elevate  tlie  centre  of  the  strop,  as  described  and 
Bhown. 


No.  10,020. — Isaac  Fay,  of  Cambridgeport,  Ma-^s. — Jmprovenient  in 
RaUroad  <7a?'-&a^.— Patented  September  20tli,  1858. 

o  is  a  pin;  o,  sliding-bolt ;  a' 
is  one  of  the  positions  to  which  tlie 
seat  may  be  changed. 

Claim, — ^The  combination  of  the 
groove  rf,  and  one  or  more  dogs  A, 
as  applied  thereto,  and  made  to  op- 
eratt^.  for  the  support  of  the  back, 
and  to  enable  it  to  be  elevated,  or 
its  8upix>rting  pin  raised  out  of  the 
groove  rf,  as  described  in  specifica- 
tion. Also,  in  combinatiou  with 
the  inclined  uotchcjiJ,  and  long  slot 
of  each  bar  k  or  f,  the  sliding-bolt, 
or  slide  o,  as  applied  thereto.  Al- 
so, the  convex  and  concave  toothed 
racks  a  and  J,  in  combination  with 
the  seat  and  the  chair-frame ;  the 
same  being  for  the  purpose  of  ena- 
bling the  seat  to  be  set  with  such  inclination,  either  forward  or  back- 
ward, as  may  be  conducive  to  the  ease  and  comtbrt  of  the  person  sit- 
ting thereon,  whether  the  person  be  in  an  upright  or  recumbent 
position. 


No.  10,030. — David  Freed,  of  Huntingdon,  Pa. — Improvement  in 
Toilet  Furniture.— YditQxiiQ^  September  20th,  1853. 

This  invention  consists  in  attaching  to  a 
piece  of  furniture  an  apparatus,  by  means 
of  which  pantaloons  may  be  drawn  off  with- 
out stoopingor  sitting  c^own. 

Claim,-^YhQ  attaching  or  combining  with 
a  wash-stand,  or  other  toilet  or  chamber- 
furniture,  the  brackets  b  and  bolt  c,  when 
the  bolt  is  thrown  against  the  brackets  by 
means  of  a  crank  or  knob  k,  at  or  under- 
neath the  top  of  the  stand  througli  the  lev- 
ers HP,  or  their  equivalents,  in  the  manner 
and  for  the  purpose  herein  set  forth. 
21 
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No.  10,031. — Samukl  Hulbert,  of  Ogdensburgh,  N.  T. — Imfmrn- 
Tnmt  in  Flaugha.—Paiented  Sept.  20th,  1853. 

This  plough  is  constructed  with  a  convex  mould-board  from  front  to 
rear,  and  from  top  to  bottom,  imiformly ;  so  that  a  concave  arc  of  t 
<5ircle,  when  applied  to  the  mould-board  horizontally,  will  fit  in  every 
part,  and  a  concave  arc,  when  applied  vertically  to  tne  line  at  the  base, 
shall  also  adapt  itself  to  every  part  of  the  mould-board,  which  is  so 
curved  as  to  timi  the  furrow-slice. 


Claim. — Constructing  a  mould-board  of  a  plough,  so  that  a  horizon- 
tal line  drawn  at  any  height  across  its  working  side,  shall  describe  the 
convex  arc  of  a  given  circle,  and  any  line  drawn  across  its  working  side 
at  right  angles  to  its  base,  shall  also  describe  the  convex  arc  of  a  cirdei 
substantial^  as  set  forth. 


No.  10,032. — Samuel  Jenkins,  of  Portsmouth,  Pa. — Improvement  in 
Seed-Flantera.—PatentQd  Sept.  20th,  1853. 

c  is  a  steel  cutter,  which  is  ad- 
justable, for  the  purpose  of  regu- 
lating the  depth  of  tooth  or  tube 
B ;  E,  runner ;  a,  drag-bar  attached 
to  the  front  part  of  tlie  fmme. 

Fig.  1,  position  of  cutter  when 
necessary  to  regulate  the  depth  in 
soft  soil,  and  pass  over  any  ob- 
stnictions.  Fig.  2,  position  of 
the  cutter  when  necessary  tu  pass 
over  any  obstructions  in  hard  soil. 

Claim. — ^The  peculiar  shape  and  construction  of  the   adjustaUe 

cutter,  its  passing  through  the  drag-bar,  and  fitting  in  a  dovetail  in 

the  point  of  the  shovel ;  all  in  combination  as  herein  described,  for  the 

purpose  of  allowing  the  tooth  to  pass  easily  over  any  obstructions,  and 

specially  to  regulate  the  depth  of  fun'ow. 
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ITo.   10,033. — Oliver  8.  Leavitt,  of  Marcellus,  N.  Y. — Imprcyved 
BemjhBreaker.—Fskteinted  Sept.  20th,  1853. 

J,  frame ;  a,  driving-shaft,  with  cranks 

J,  which  cany  the  upright  pieces  jr  g  np^ 

and  down;  to  these  pieces  the  sprmgjj 

is  bolted  («,  bolt) ;  and  to  this  spring  the 

beater  is  attached  by  bolts  k ;  e,  beam, 

made  fast  on  frame  y,  i^  the  grooves  r  r, 
iato  which  the  beater y  presses  the  hemp ; 
c,  rock-ehaft ;  n'  m'  and  n  wi,  fluted-rol- 
lers  for  the  purpose  of  passing  the  hemp 
cmder  the  piece  e. 

The  beater  is  composed  of  a  number 
>f  blades,  made  to  strike  rapidly  into 
ihe  grooves  of  the  fluted  beam. 

Claim, — ^The  combination  of  a  recip- 
■ocating  beater  with  parallel  blades,  set 
xt  decreasing  distances  from  each  other, 
writh  a  fixed  bar,,  fluted  or  serrated,  to 
correspond  with  the  blades  and  spaces 
^f  the  beater. 


No.  10,034. — Oliver  S.  LEAvrrr,  of  Marcellus,  N.  Y. — Improvement  in 
Drawing-Frames  for  Hemp  and  Flax, — ^Patented  Sept.  20  th,  1858. 

The  object  of  this  invention  is  to  introduce  the  material  in  an  ad- 
vantageous manner  to  the  machine. 

Claim, — ^The  peculiar  form  of  the  gill-bar,  in  combination  with  the 
rocking-lever  w,  the  dog  i,  and  the  cam  or  tappet^',  for  the  purpose 
of  withdrawing  the  gill-pins  from  the  material,  and  directing  the  bar's 
backward  movement.  Also,  the  device  by  which  the  rods  are  pressed 
down,  for  the  purpose  of  making  the  gill-pins  penetrate  efiectually  the 
material  to  be  drawn,  being  operated  by  the  lever,  in  the  manner 
specified. 

No.    10,035. — Wareen    Lyon,  of 

New  York,  N.  Y. — Improvement 

in  Drilling  and  Counter-sinking 

Machines, — Patented  Sept.  20th, 

1853. 

The  nature  of  this  invention  con- 
sists in  having  a  weight  attached  to 
the  arbor  of  the  di'ill,  for  the  pur- 
pose of  giving  the  requisite  pressure ; 
and  in  having  a  system  of  levers 
and  a  counterpoise  connected  to  the 
upper  part  of  the  arbor,  for  the  pur- 
pose of  elevating  the  arbor  and 
graduating  the  pressure  which  is 
given  the  drill  by  the  weight  upon 
me  arbor.    When  it  ia  necessary 
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to  wididraw  the  drill  firom  the  hole,  the  rtck-bar  k  is  drmwn  dowih 
ward,  SDd  the  rack  is  made  to  catch  into  the  side  of  the  receeBe,therebj 
keeping  the  drill  si^pended-  The  pressure  of  e  can  be  chained  by 
adjusting  connterpoise  k,  on  rod  x. 

Claim. — ^The  combination  of  the  weight  e.  levers  h  j,  and  comiltt- 
poise  s,  constructed^  arranged,  and  operating  in  the  manner  and  for 
the  purposes  6nb?>tantially  as  herein  de^ribed  and  shown. 


No.  10,036. — James  R.  Nich<^^»ls,  of  Ilaverhill,  Mas». — ImprovemeU 
in  Lamp-Feeders. — Patented  Sept,  20th,  1S53. 

Bj  reference  to  the  annexed  fgure  ^^^^^^BP^^^|HBB|H^ 
die  claim  will  explain  this  impnjve-  ^^K^^^^^^^^wrw^^K' 
ment  JEBSaaR'M-^^i^y.^ 

Claim. — ^Tlie  application  to  the  ordi-  [[^^HKnH^  ^H  W^W^tKii 
nary  decanting  vessel  of  a  spring  valve  Ks9^^H\V^^Lji^V^^B|^ 
or  valves,  easily  and  conveniently  9iS|^||j^^^M^v^^^H 
opened  bv  the  thumb  or  linger  while  ^BfiSJI^^^^^^^Kj^^^Wr 
replenish mg  lamps,  or  decanting  there-  i^HB  fj^^^^^^^^H^^^H^ 
from,  whether  said  spring  and  valves  ^^^^^^^^^^^^^^Ki^^SBf} 
be  made  and  arranged  in  the  manner  as  shown,  or  other  mode  snh- 
stantially  the  same,  by  which  similar  results  shall  be  produced. 


No.  10,037. — IlfrxRY  Perrin  and  Wiluam  Rudduck,  of  Wilmington^ 
Ohio. — Improvement  in  Seed-Planters. — Patented  Sept  20th,  1853. 


The  object  of  tliis  invention  is  to  effect,  in  a  simple  and  certain 
manner,  uniformity  in  planting,  and  to  prevent  the  clogging  of  the 
seed  from  ol>8tiaicting  the  discharge,  anci  otherwise  impa>ve  tlie  dis- 
tributing mechanism  of  seed-plan ters. 

Fig.  1  is  a  top  view,  and  fig.  2  a  section  through  the  centre  of  f,  on 
a  larger  scale,  f  is  an  oscillating  disk- valve,  turning  on  a  centre  pivot 
Q ;  F  is  perforated  with  an  aperture  a  to  receive  seeds  or  kernels,  one 
at  a  time ;  o,  receiving  tube ;  f  is  vibrated  by  means  of  a  pin  j  sliding 
in  an  endless  groove,  which  runs  obliquely  round  a  cylinder  on  the 
end  of  axis  l. 

Claim. — ^The  method  of  supplying  the  distributing-tube  with  graifl 
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or  seed  from  the  hopper,  by  means  of  the  reciprocating  or  vibratory 
valve  F  in  the  hopper,  in  combination  with  the  cap  ii,  and  the  discharg- 
ing plate  8,  and  receiving  chamber  o. 


No.  10,038. — PniLo  Sylla  and  Augustus  Adams,  of  Elgin,  111. — 7m- 
provements  in  Grain  and  Grass  Harvesters. — Patented  Sept.  20th, 
1853. 

This  machine  is  constructed  with  suitable  and  convenient  platforms, 
to  enable  the  bindera,  lus  well  as  raker,  to  remain  npon  the  machine 
during  its  progre&=i,  when  in  use,  and  bind  the  cut  grain  thereon ;  there 

I     is  also  attached  to  the  machine  a  box  to  receive  the  sheaves,  which 
box  may,  by  means  of  the  mechanism,  be  easily  upset,  and  thus  Iho 
.-    machine  carries  the  grain  together  to  be  shocked. 

Claim. — ^The  weighted  level's,  or  their  equivalents,  which  carry  the 
sickle-bar  and  sickle,  and  allow  them  to  vibrate  perpendicularly,  and 
accommodate  the  sickle  to  uneven  ground  in  cutting  grass,  which  levers 
may  be  made  pennanent  when  cutting  grain.  Also  the  link  or  hinged 
brace,  in  combination  with  the  weighted  levers,  which  brace  prevents 
the  sickle-bar  from  being  traversed  longitudinally  by  the  action  of  the 
sickle,  but  allows  it  to  vibrate  perpendicularly,  and  accommodate  itself 
to  uneven  ground.  Also,  the  stands  of  the  binders,  constructed  so  as 
to  allow  them  to  stand  so  much  lower  than  the  horizontal  platform,  that 
they  can  bind  the  gavels  into  sheaves  with  greater  facility,  far  less 
labor,  and  much  faster  than  by  any  of  the  modes  heretofore  practised. 


No.    10,039. — Ancil  Stickney,   of    Norwich,  Vt. — BliAo-Pipes  for 
Enlarging  Blasting  Cavities. — Patented  Sept.  20th,  1853. 
Claim. — An  improved  process  oi 
enlarging  the   drill-hole   by  means 
of   an   air-blast    and   charcoal,    or 

other  combustible  fuel  placed  in  the 

hole;  the  same  consisting  in  the  employment  of  a  blast-tube  made 
with  lateral  perforations,  and  a  closed  or  nearly  closed  bottom. 


No.  10,040.  —  Ancil  Sticknky,  of  Norwich, 
Vt. — Imjyroveinent  in  Blow-Pipes  for  En- 
larging  Blasting  Cavities. — Patentt^d  Sei»t. 
20th,  1853. 

The  object  of  this  invention  is  to  enlferge  the 
lower  portion  of  the  drill-hole,  in  rocks,  so  as 
to  afford  sufficient  space  to  contain  the  charge 
of  blasting  powder.  Tlie  rock  is  decomposed  by 
means  of  an  extreme  degree  of  heat,  produced 
by  the  employment  of  a  cylindrical  box  of  less 
diameter  than  tlie  drill-hole,  partitioned  into 
two  chamlxji's,  d  and  o  (see  fig.) ;  hydrogen  gas 
is  forced  down  one  of  tlie  pipes  h  i  and  oxygen 
down  the  other,  into  chambers  d  and  a,  and  out  of  the  orifices  a  and  h. 
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When  inflamed,  the  gases  will  bum  with  int^se  heat,  and 
pose  part  of  the  rock,    d  d  are  guide  fncticm-rcAerB. 

Claim. — ^The  instrnment  for  enlarging  the  drill-hole,  by  the 
ment  of  gases,  viz. :  the  two  chambers,  the  perforations  or  orii 
h  by  &c.,  and  supply-tubes  n  i,  as  arranged,  for  commingling  tl 
and  disseminatint^  flame  therefrom,  entirely  around  and  aga 
sides  of  the  drilliole,  whereby  the  drill-hole  is  speedily  ema 
a  suitable  charge  chamber. 


No.  10,041. — Abel  Shawk,  of  Cincinnati,  Ohio. — Improve, 
SteamrGenerators.—Fatented  Sept  20th,  1853. 

The  nature  of  this  invention  consists  in 
a  tubular  generator  a'  a"  a'",  which  ex- 
tends gradually  from  a'  up  to  a'",  and 
has  a  forced  circulation,  and  which,  while 
it  lines  the  fire-box,  and  is  expanded  in  its 
diameter  from  above  the  fire-box  to  its  ter- 
mination, is  connected  to  a  steam  cham- 
ber, or  receiver  outside  of  or  exterior  to  it. 
c  is  the  outside  jacket;  rf,  inside  jacket ; 
^,  chimney ;  y*,  air  vessel ;  o,  steam  cham- 
ber ;  g^  end  of  the  generator ;  A,  blow-off 
pipe ;  i,  cock  in  blow-off  pipe ;  j,  cock 
in  supply  pipe ;  Z,  safety  valve ;  m,  sup- 
ply pipe ;  <>,  steam  pipe  from  steam  re- 
ceiver. 

Claim. — A  tubular  generator  which 
has  a  forced  circulation,  and  is  arranged  and  operates  as  al 
scribed  and  shown. 


No.  10,04:2.— Oscar  Willis,  of  McDowell  Oonnty,  N.  C— J 
ment  in  Saws  for  Inserting  Iran  Buckets  in  Water-  Whet 
tented  Sept  20tb,  1853. 

This  saw  is  designed  for  cutting  the  gi^oovee, 
for  inserting  iron  buckets  in  wooden  water- 
wheels. 

c  c  are  circling  pieces  of  iron,  with  the  two- 
edged  saw  fastened  between  them,  by  the 
screws  e  k.  The  distance  of  the  saw  from  the 
centre  of  motion  is  regulated  by  the  two  nuts 
D  D.     F  is  the  handle  to  work  the  saw. 

Claim. — An  adjustable  apparatus  for  sawing 
out  the  grooves  or  fillets  in  water-wheels,  for 
the  reception  of  the  buckets,  composed  of  a  two-edged  saw 
between  clamps,  and  connected  by  a  screw-rod  a  to  a  slidii 
when  the  sliding-bar  is  made  adjustable  upon  a  radius  arm  o, 
the  centre  of  the  wheel.  The  whole  being  combined  and  o] 
aa  set  forth. 
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lo.   10,043. — GsoROiB  GoRiiAK,  of  Lamar,  Miab. — Improvement  m 
CciionrStalk  CWfor*.— Patented  Sept.  20th,  1858. 

(By  reference  to  the  figure  the 
laim  win  explain  this  machine.^ 

Claim. — ^Ine  construction  and 
xrangementof  the  machine,  con- 
isting  of  rotary  whippers  or 
eels  ^  J,  on  a  bar  supported  in  a 
rame  admitting  of  elevation  and 
lepression;  the  whippers  being 
inven  by  band-wheels  c,  on  one 
a*  both  supporting  wheels  of  the 
oachine,  lor  the  purpose  of  effec- 
nally  reducing  tlie  stalks  of  cot- 
^a,  and  thus  rendering  them 
peful  as  a  manure,  and  in  a  con- 
pion  to  offer  no  obstructions  to 
^  plough  in  the  afler  cultivation  of  the  land 


|o.  10,044. — Hai.vor  IIalvorson,  of  Hartford,  Conn. — Improvement 
in  Loovia  for  Weamng  Hair-Cloth. — Patented  Sept.  27th,  1853. 


Fig.  1  is  a  section  of  the  apparatus.  Fig.  2  a  top  view  of  shuttle, 
'ig.  3  a  side  view  of  depresser. 

y,  cloth-making  part  of  the  apparatus ;  e,  trough ;  ff  pair  of  pin- 
ers;  -w,  depresser,  which  has  on  its  lower  end  a  groove  just  large 
noagh  to  catch  one  hair ;  the  hair  is  caught  by  the  pincers,  which 
are  at  the  same  time  screwed  together,  by  the  screw-head  i  striking 
gainst  the  projection  m.  After  tliat,  the  shuttle  returns  to  the  other 
md  of  the  table,  and  there  catches  another  hair,  and  so  on. 

Claim. — ^The  combination  of  the  trough  or  tro\x|^%^  oti'^  ot  N?«^  ^^ 
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presseiB,  one  or  two  sete  of  pincers  applied  to  the  shuttle,  and  mechan- 
ism for  opening  and  closing  the  pincers;  the  whole  being  applied  to 
one  or  both  ends  of  the  lay  and  to  the  ehuttle,  and  made  to  operate 
together,  for  the  purpose  of  carr}ung  the  hairs 
into  the  shed  of  warps.     Also,  the  arrangement 
of  one  or  both  troughs  with  respect  to  the  de- 
presser  or  depressors,  and  to  the  shuttle  boxes 
and  the  lay;  the  ti'ough  in  such  arrangement 
being  made  to  extend  from  the  depresser  towards 
the  middle  of  the  lay. 

No.  10,045. — Hknky  Hocustrasser,  of  Phila- 
delphia, Pa. — Improvement  in  Sash  Fasteners, 
—Patented  Sept.  27th,  1853. 

m  rriy  catches ;  o,  a  spring  detent  secured  to 
one  of  the  lugs  e ;  y,  catch-bar ;  *,  stump  or  re- 
cess; 6^,  plate  through  which  the  catch  pr<»- 
trudes ;  n,  spring. 

Claim. — ^The  self-acting  catch,  made  and  opt- 
rating  substantially  as  nerein  described  and 
shown  in  figure. 
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No.  10,046. — ^Nicholas  Mason,  of  Roxbury,  Mass.- 
Cooking  Ranges. — Patented  Sept.  27th,  1853. 

B,  fire-box;  c,  upper  oven;  «, 
damper.  When  but  one  oven  is  to 
be  used,  a  is  opened  as  seen  in  fig. 
The  heat  fills  f,  and  passes  tlirough 
E  o  to  a  flue  in  the  rear  of  c,  thence 
to  I,  and  round  a  partition  to  k,  and 
thence  escapes  through  tlie  upper 
flues.  When  both  ovens  are  to  be 
used,  a  is  shut,  and  the  heat  passes 
through  M,  round  q  into  the  space 
o,  thence  through  q  into  flue  g. 

Claim. — ^Tlie  emplopnent  of  two  ovens,  in  combination  with  the 
jjeculiar  arrangement  of  the  flues  around  their  top,  bottom,  back,  and 
sides,  by  which  five  sides  of  eitlier  one  or  both  may  be  heated  at  the 
same  time. 


No.  10,047. — Henry  McCarty,  of  Pittsburg,  Pa. — Improvement  in  thi 
Manvfactiire  of  Sheet-Iron. — Patented  Sept.  27tli,  1853. 

Claim. — ^Imparting  to  the  surface  of  sheet-iron  the  peculiar  mottled 
appearance  of  Kussia  sheet-iron,  by  passing  the  ^et  between  a  pair 
of  planished  or  hanmier-dressed  rollers. 
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IJ^o.  10,048.— Jordan  L.  Morr,  of  New  York,  N.  Y .—Im^prw&nhmt  m 
Cooking  Sioves  and  Ranges.— Fatented  Sept.  27th,  1863. 

a,  series  of  bottom  flues  or  tubes, 
with  small  spaces  left  open  be- 
tween each  two  of  them;  these 
flues  are  held  together  by  end 
plates  d  rf,  and  are  removable 
through  the  oven  door  ^;  c,  to]> 
plate  of  bottom  flue  f ;  tw,  ash- 
pan  ;  i,  grate ;  «,  journals  on  which 
grate  Ic  turns;  n  upright  ann  of 
lever. 

Claim.  —  Connecting    the    top 

{>late  of  the  bottom  flue  with  the 
ower  part  of  the  series  of  flue-tubes,  r^o  that  in  taking  out  tlio  series 
of  flue  tubes  for  cleaning,  the  top  plate  of  the  bottom  flue  shall  be 
removed  at  the  same  time,  and  tliereby  expose  to  view  the  lower  flue 
space,  greatly  facilitating  the  operation  of  cleaning.  Also,  the  com- 
bination of  the  swinging  grate  with  the  self-acting  weighted  latch  n, 
connected  with  the  plate  below  the  grate,  whereby  the  contents  of  the 
grate  can  be  readily  discharged,  and  the  grate  readjusted,  by  a  slight 
use  of  a  poker. 


No.  10,049. — Jordan  L.  Mott,  of  New  York,  N.  Y. — Improvement  m 
BcUhing-Tuhs.— Patented  September  27th,  1853. 

a  is  the  tub,  with  a  waste-hole  i,  and  waste-pipe  h ;    d^  overflow- 
hole  ;  y,  channel  connecting  the  overflow  and  waste-hole ;  g,  supply- 


hole,  for  the  hot  and   cold  water  t;»  enter  at  the  bottom  and  com- 
mingle. 

Claim. — ^Tlie  mode  of  combining  with  a  bathing-tub  either  one  or 
both  of  the  channel-ways,  and  making,  when  construbted,  part  of  the 
tub;  one  of  which  channel-ways  connects  the  overflow  and  tlie  waste- 
holes  with  the  waste  pipe,  and  the  other  is  adapted  to  the  insertion 
of  the  hot  and  cold  water  pipes,  and  discharging  the  hot  and  cold 
water  together,  at  or  near  the  bottom  of  the  tub,  and  in  a  horizontal 
position. 
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Ho.  lO^OfiO. — Chbisti AN  Sleppt,  of  Newport,  Pa. — Improvemmi 
Mctchinesfor  making  Chains. — Patented  September  2Tth,  1S53. 

This  machine  consists  of  four  rollers,  having 
cogs,  by  which  they  are  propelled.  On  the 
edge  of  each  roller  are  steel  dies,  with  sharp 
edges,  corresponding  to  the  size  of  the  chain  to 
be  for^twL  The  dies  converge  to  a  point,  and, 
in  passing  each  other,  make  me  chain. 

The  red-hot  bar  first  passes  through  guide  a 
(see  fig.  2),  and  then  comes  between  the  four 
cog-wheels  hhhh  (fig.  1). 

Claim. — ^The  forging  and  making  chains  out 
of  a  solid  bar,  without  the  weldmg  process, 
which  is  done  instantly  as  the  bar  passes  through 
between  the  four  rollers,  which  mould  the  liims 
into  form ;  and  of  any  size  desired,  and  of  any  metal. 


No.  10,051. — DAvro  Stuart,  of  Philadelphia,  Pa. — Improved  Mode  cf 
Annealing  Hollow  IronrAjoarc. — Patented  September  27th,  1853. 

The  nature  of  this  invention  consistB  in  covering  the  inside  of  iron 
hollow  ware  with  a  paste  made  of  a  composition  to  exclude  the  air, 
and  which  resists  the  influence  of  the  heat ;  when  the  hollow  ware  is 
properly  prepared  in  this  manner,  it  is  placed  in  the  oven  and  heated 
to  a  cherry-red,  which  takes  the  chill  out  of  the  surface,  and  ren- 
ders it  so  soft  that  it  can  be  turned  bright  in  a  turning  lathe,  or  by  other 
means.  The  compoRition  may  be  soapstone-dust  and  carbon;  the 
more  carbon  in  the  mixture,  the  better.  These  ingredients  are  mixed 
with  water,  to  about  the  tliickness  of  thick  cream,  and  with  it  the 
inside  of  the  article  is  to  be  completely  covered.  The  heating  takes 
from  twenty  to  thirty  minutes. 

Claim. — ^The  above  process,  consisting  in  coating  the  articles,  in  flie 
manner  specified,  with  some  composition  fliat  will  resist  heat  and  exclude 
air  from  the  surface,  and  heating  the  articles  about  the  length  of  time 
specified. 


No.  10,052.— KobektWaskey,  of  Mill  Creek,  Va.— 
Improvement  in  SmutrMachines. — Patented  Sep- 
tember 27th,  1853. 

This  improvement  consists  in  inserting  between 
the  head  of  the  beating  cylinder  a  (see  figure)  and 
the  fan-chamber  e,  a  diaphragm  f,  with  inclined 
openings  fff^^  &c.,  for  the  purpose  of  preventing 
the  grain  from  being  cairied  off  with  the  smut  by 
the  action  of  the  blast. 

CZai^Ti.— The  construction  of  the  diaphragm  f, 
the  central  part  being  solid,  and  that  near  the  peri- 
phery made  into  several  oblique  valvular  passages, 
to  check  or  throw  back  the  kernels  of  grain. 
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2fo*  10)053. — WuAJkM  ZncMERMAK,  of  Qnincy,  Dl. — ImpravemerUin 
Smut-Machines. — Patented  September  27th,  1853. 

The  natiire  of  this  invention  consists  of 
a  series  of  two  or  more  stationary  cones 
w  p  (see  fimire),  with  one,  two,  three,  or 
more  revolving  cones  u  v,  placed  alter- 
nately between  the  stationary  cones.  The 
grain  is  carried  up  the  roughened  inside 
fiurfaces  of  u  and  v,  by  the  centrifugal 
force,  and  follows  the  direction  of  the  ar- 
rows. L  is  the  hopper ;  o,  rotating  disk ; 
T,  perforated  ventilating  box. 

Claim. — (In  the  described  machine  for 
cleaning  and  scouring  grain,  hulling  rice, 
pearling  barley,  hulung  buckwheat,  or 
other  operations  upon  grain,  seed,  &c.)  a 
aeries  of  two  or  more  stationary  cones,  with  one,  two,  or  three,  or  more 
revolving  cones,  placed  and  operating  as  above  described,  so  made  and 
arranged  as  to  perform  the  service  required. 


No.  10,054. — Chas.  E.  Wethered,  John  Wethered,  and  Samubi 
Wethered,  of  Baltimore,  Maryland. — Improvement  in  the  applica 
Hon  of  Steam, — Patented  September  27th,  1853. 

A  is  the  boiler ;  b,  furnace ;  c, 
<^nmey ;  d,  steam-chest ;  f,  usual 
flteam-pipe;  e,  cylmder;  o,  sur- 
charging pipes  passing  into  the 
chimney,  tnence  into  tne  flue  be- 
neath the  boiler,  and  thence 
through  the  furnace  into  the  box 
H,  which  receives  the  three  sur- 
charging pipes ;  I,  pipe  connect- 
ing the  box  II  and  the  steam- 
ehest  D. 

Hie  steam  is  converted  into  what  is  known  as  superheated  steam, 
by  its  passage  through  the  pipes  which  pass  through  tlie  furnace.  By 
means  of  this  apparatus,  which  unites  the  ordinary  and  superheated 
steam,  any  water  m  the  ordinary  steam  is  at  once  converted  into  steam,^ 
aod  thus  the  expansion  of  the  steam  is  increased  as  it  passes  into  the 
cylinder. 

Claim. — ^The  combining  of  steam  and  surperheated  or  surcharged 
Ift^m,  for  actuating  engines,  when  generated,  the  elasticity  increased,. 
nA  operated  as  herein  set  forth. 
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No.  10,066. — ^WiLUAM  Browk,  of  Glasgow,  Scotland. — ImpraoemaA 
in  DUtdlUng  Coal^  &c. — ^Patented  September  27th,  1863. 

To  fully  describe  the  several  o])cra- 
tions  or  processes  (by  means  of  which 
the  inventor  prodnces  lubricating  oil, 
paraffine,  and  eupione,  from  coal  or 
other  bituminous  matter)  would  require 
too  much  space  for  this  Report. 

Claim. — ^The  use  of  superheated  steam,  as  specified,  for  the  pnrpo^ 
indicated.  Also,  the  mode  of  separating  and  purifying  eupione,  lobri- 
cating  oil,  and  paraffine,  obtained  by  previous  process. 


No.  10,056. — Caleb  B.  Burnap,  of  Hartford,  Conn. — Improved  Method 
of  Veneering  Surfaces. — Patented  September  27th,  1853. 

The  object  of  this  invention  is  to 
make  a  more  perfect  and  equal  pres- 
sure on  the  surface  of  veneers,  in 
gluing  them  to  articles  of  any  shape. 
The  veneers  are  pressed  on  the  sur- 
faces to  be  veneered,  by  means  of  a 
fluid  acting  on  a  flexible  substance 
interposed  and  making  part  of  a  vessel  containing  water  or  other  fluid 
The  fluid  may  be  used  in  a  heated  state,  to  keep  the  glue  warm.  (See 
figure.)  a,  vessel  containing  the  water,  which  is  covered  with  a  sheet 
of  vulcanized  india-rubber  b ;  ^,  discharge  pipe,  with  a  stop  cock ;  /, 
pipe  for  letting  in  the  water ;  c  c,  screws  to  screw  down  the  veneer 
against  the  india-rubber  sheet. 

Claim. — ^The  above  description  substantially  embraces  the  inventor^ 
claim. 


No.  10,057. — Daniel  P.  Fales,  of  West  Poultney,  Vt. — Improvemeni 
in  Car-  TFi^^^*.— Patented  September  27th,  1853. 

Fig.  1,  front  view.  Fig.  2, 
ficction  through  d.  Fig.  3,  sec- 
don  through  €.  Tliis  improve- 
ment is  intended  to  give 
etrenffth  to  the  rim  of  the 
wheel. 

Claim. — ^Tlie  improved  car- 
wheel  composed  of  the  face- 
plate E,  which  curves  first  in- 
wards, then  outwards,  and  then 
inwards,  and  expands  into  the 
rim,  and  the  rear-plate  b,  which,  by  the  series  of  curves  represented  in 
figures  2,  3,  and  4,  combines  tlie  inner  end  of  the  hub  with  the  facd* 
pTatej  and  with  alternate  portiona  of  the  inner  edge  of  the  rim. 
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Ho.  10,066. — James  M.  Dick,  of  Buffalo,  N.  Y. — Improved  Railroad 
iSuTi^A.— Patented  September  27th,  1853. 

Hie  switch-rails  a  turn  round 

Eivot  a,  and  are  attached  by 
olts  J  to  a  cross-piece  f,  which 
18  provided  with  nanges  c  c,  and 
covers  the  whole  length  of  cross- 
piece  o. 

Claim, — ^The  construction  of  the  slide  f  with  the  depending  flanges 
or  side-plates  c,  which  inclose  the  slide  and  cross-piece  upon  which  it 
works,  and  afford  a  certain  and  effective  protection  against  gravel, 
dirt,  snow,  sleet,  ice,  and  other  substances,  which  might  otherwise  enter 
between  them,  and  derange  the  operation  of  the  switch. 


No.  10,059. — Charles  H.  Platt,  of  New  York,  N.  Y. — Improvement 
in  Ships*  Blocks. — ^Patented  September  27th,  1853. 

Claim, — ^Tlie  employment  or  use  of  the 
rods  E,  passing  through  the  cheeks  a  a  in  a 
direction  transversely  to  their  fibre,  for  the 
purpose  of  preventing  the  splitting  of  the 
cheeks ;  said  rods  also  securmg  the  plates 
F  o  to  the  cheeks,  and  forming  a  staple  for 
the  hook  n.  Also,  the  rods  d  d,  placed  un- 
derneath the  ends  of  the  shaft  c,  for  tlie  pur- 
pose of  preventing  the  wearing  of  the 
cheeks,  and  thereby  forming  double  bearings 
for  the  shaft,  as  set  forth  in  the  specificatioiu 


No.  10,060. — William  Richardson,  of  New  Orleans,  La. — Improve^ 
ment  in  Centrifugal  Draining-Machines, — Patented  September 
27th,  1853. 

By  reference  to  the  figure,  the 
claim  explains  this  machine. 

Claim. — ^The  arrangement  in  the 
tub  y  of  the  induction-tube  a,  supply- 
bulb  B,  and  annular  tube  or  ring  d  d, 
placed  below  the  water-line  exte- 
rior to  the  tub,  in  combination  with 
the  ascending  tubes  e  e  and  f  f,  and 
a  second  annular  tube  g,  having  dis- 
charges II  H,  for  the  purpose  of  self- 
prinung,  protecting  the  machine 
from  the  resistance  of  water  exterior 
thereto,  and  giving  steadiness  to  the 
ascending  column  of  water  discharged  by  the  madvm^. 
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Ko.  10,061. — SnETBiA  E.  Pakbh,  of  New  York,  N.  T. — Impnmt 
Jfaekine  to  Aid  in  Layiny  Floftrw. — Pstented  Sefptember  9TA, 
1853. 

The  nature  of  this  inven- 
tion consisto  in  making  a 
brace,  having  a  forked  end, 
with  shoulder  pieces  attached  I 
to  its  nnder  side,  so  as  to  strad- 
dle one  of  the  flooring  beams, 
in  combination  with  a  screw 
working  at  right  angles  to  the 
brace,  and  having  on  it  a 
ratchet-wheel  and  lever,  and 
pawls  for  working  up  the 
screw  against  the  edge  of  the 
plank. 

Claim. — ^Tlie  use  of   the 
brace  having  clawed   ends, 
for  acting  at  opposite  sides  of  % 
a  beam,  m  comoination  with  ~ 
a  screw  working  at  right  angles  to  the  same,  snbstantially  in  princi{Je 
of  construction  and  operation  as  set  forth. 


No.  10,062. — Joel  Bakes,  of  Boston,  Mass. — Improvement 
road  Car-  TTAeeZ^.— Patented  October  4th,  1853. 


tn 
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The  inventor  constructs  the  wheel  of  two  distinct  convex  hub-plates, 
and  two  distinct  rim-plates,  each  being  connected  by  a  number  of 
short,  small  branches,  which  pass  through  openings  of  the  opposite 
convex-plate,  up  to  the  rim-plate,  interlacing  the  convex  and  rim  plates 
at  proper  intervals,  in  such  a  manner  as  to  form  a  whole  compact  wheel 
of  great  strength.    (See  fig.) 

Ulaim. — ^The  connection  and  intersection  of  the  convex  and 


run 


f>lates,  by  independent  and  interlacing  branches,  substantially  as  sel 
brth. 


No.  10,068. — EuHu  K.  Benson,  of  Warsaw,  N.  Y. — Improvem^eni  tW 
Window-Blinde.—PBXQVLtjQ^  October  4th,  1853. 

Claim. — ^The  arrangement  for  moving  the  hollow  augers  back  and 
forth^  in  performing  tlie  m\\&ig  ot  \)o^  ^liAa  ^^  \Saa  A%.ta  a^  once,  com- 
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blued  with  the  slide,  operated  substantially  in  the  manner  and  for  the 
purppses  set  forth  in  the  q>ecification.  Also,  the  manner  of  feeding  the 
ttreasinff  and  sticking  portions  of  the  machine,  by  means  of  a^dei 
Also,  toe  method  of  sticking  the  wires  by  means  of  hooks  and  drivers, 
operated  as  specified. 

No.  10,064. — Gardner  A.  Bruce,  of  Mechanicsbnrgh,  111. — Improve- 
ments  in  DrilUfor  Planting  Cam. — ^Patented  October  4th,  1853. 

This  invention  consists  in  the 
[nanner  of  distributing  the  seed 
by  means  of  a  small  halance- 
beam  o,  placed  in  the  hopper  d 
'see  fig.),  the  beam  having  wires 
LI  H  attached  to  each  end,  which, 
as  the  beam  is  operated,  fit  or 
work  alternately  in  apertm*es 
b  h  in  the  bottom  of  the  hopper, 
and  properly  adjust  the  seed  in  the  aperturCvS  c  c  of  the  dropping  slide 
E,  wnich  extends  entirely  across  the  frame.  Underneath  the  hopper 
there  is  a  hole  d  through  the  side-piece  of  the  frame.  The  rod  i  con- 
nects the  balance-beam  o  to  e  ;  k  is  worked  forward  and  backward  by 
means  of  the  lever  f. 

Claim, — ^The  employment  or  use  of  the  balance-beams  o  o,  with  the 
rods  H  H  attached  to  them,  and  operating  as  described,  for  the  purpose 
[)f  properly  adjusting  the  seed  in  the  holes  of  the  dropping  slide,  and 
also  to  prevent  the  clogging  of  the  same,  as  shown  and  described  in 
the  body  of  the  specification. 


No.  10,065. — A.  A.  Dickson,  of  Griflin,  Ga. — Improvement  in  Ma- 
chines for  Topping  Cotton, — Patented  October  4th,  185e3. 

This  invention  con- 
sists in  the  employment 
3f  two  sets  of  cutters, 
[)ne  set  e  e  being  se- 
cured horizontally  on  a 
vertical  revolving  shaft 
)ver  the  centre  of  the 
nachine,  so  as  to  cut 
)ff  the  tops  of  the  cot- 
on ;  and  the  other  set 
'  F  being  arranged  ver- 
ically  on  a  horizontal 
•evolving  shaft,  at  tlie  back  end  of  the  machine,  or  just  behind  the 
)ropelling  wheel  b,  so  as  to  lop  off  the  ends  of  the  branches  which 
ap  across  the  middle  of  the  row.  The  motion  of  the  cutters  is 
laused  by  the  propelling  wheel.  The  cutters  are  made  adjustable 
o  suit  the  width  of  the  rows  by  means  of  the  set-screws,  and  to  suit  their 
leight  by  means  of  the  cap  of  j,  which  is  made  to  slide  up  and  down 
)n  uie  square  top  part  s  of  the  shafts    This  latter  adjustment  is  effected 
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by  tuiTling  crank  c,  and  thereby  winding  the  cord  <i  round  the  dnmiD. 
E*  is  a  top  view  of  e.  The  machine  is  moved  like  a  wheelbarrow,  die 
handles  being  at  l. 

Claim. — ^The  employment  of  two  sets  of  cutters  ee  and  ff,  one 
set  being  adjustable  and  revolving  in  a  horizontal  direction,  and  the 
otlier  being  iixed  and  revolving  in  a  vertical  direction,  and  both  sets 
being  set  in  operation  by  the  action  of  the  driving-wheel  b  in  any 
manner  described,  and  for  the  purpose  specified. 


Ko.  10,066.— Mark  Fisuer  & 
John  H.  Norris,  of  Trenton, 
N.  J. — Apparatus  for  Polish- 
hig  Anvils. — Patented  Octo- 
ber 4th,  1853. 

(See  figure.) 

Claim. — Suspending  the  anvil 
in  the  sliding  and  vibrating 
frame,  and  aiTanging  it  in  re- 
spect to  the  polishing  part  of 
the  apparatus,  and  operating 
them  as  described  fully  in  the 
specification. 


No.  10,067. — Joseph  F.  Flanders,  of  Newbury  port,  Mass. — Improve- 
ment  in  Machines  for  Dressing  LeatJier. — patented  October  4di, 
1853. 

The  main  features  of  this  inven- 
tion consist,  first,  in  the  employment 
of  a  vertical  shaft  a  (see  tig.),  with 
arms  extending  from  its  sides,  lor  the 
purpose  of  carrying  the  tools ;  in  the 
peculiar  construction  of  the  tool-hold- 
er; and,  lastly,  in  the  construction 
of  the  horizontal  table. 

Claim. — Tlie  employment  of  a  ver- 
tical-shaft a,  with  arms  fl^«  extending 
from  its  sideff,  for  the  purpose  of 
carrying  the  tools  and  their  accom- 
panying mechanism,  in  combination 
with  a  plain  surface  horizontal  table 
K,  for  the  purpose  described  in  speci- 
fication. Also,  the  jointed  tool-hold- 
er, either  with  or  without  springs, 
constructed  substantially  as  described.  Also,  the  arrangement  of  the 
movable  table,  permitting  of  an  endwise,  and  at  the  same  time  cio^ra- 
ward  motion,  or  the  equivalent  thereof. 
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No.  10,068. — ^Joshua  Gibbs,  of 
Canton,  Ohio. — ImjyrovefmerU 
in  Apparatus  for  Chindmg 
Ploitgh  Castings. — Patented 
October  4th,  1853. 

(See  fig.)  The  carnage  a  is 
moved  along  under  tlie  stone  l 
by  the  operator,  who  takes  hold 
of  the  handles  h  A,  for  the  pur- 
pose— the  wheel  b  moving  in 
groovey  of  stand  s. 

Claim. — ^The  carriage  «,  upon 
which  the  casting  c  is  fastened  by  means  of  weight  w,  and  grooved 
stand  «,  upon  which  tlie  carriage  is  moved. 


No.  10,069. — ^Robert  A.  Graham,  of  New  Paris,  Ohio. — Improve- 
ment  in  Ploughs. — Patented  October  4th,  1853. 

By  reference  to  the  figure 
the  claim  will  explain  this 
improvemwit. 

Claim. — ^The  screw-bolt'!^. 
Of  its  equivalent,  for  setting 
out  or  in  the  rear  edge  of  the 
mould-board,  with  respect 
to  the  land-side,  acting  in 
combination  with  the  bolts  e 
andy*/  which,  being  tighten- 
ed, attach  to  each  other  the 
mould-moard,  sheath,  and 
lipped  or  flanged  share  ;  and 
wmch  bolts,  being  tempora- 
rily relaxed,  permit  the  vibration  of  the  mould-board  about  the  bolt 
«,  without  interrupting  the  continuity  of  ploughing  surface,  or  discon- 
necting the  several  parts.  Also,  tlie  snifting  or  adjustable  socket 
attachment  of  the  beam  to  tlie  sheath,  in  combination  with  the  dove- 
taQ  and  adjustable  connection  of  the  rear  end  of  the  beam  to  the  helve, 
or  equivalent  devices,  so  as  to  vary  the  direction  of  the  draft  of  the 
plough,  to  suit  the  requirement  of  a  change  in  the  flare  of  the  mould- 
t)oara,  and  other  objects,  as  explained  in  the  specification. 


No.  10,070. — ^Thomas  C.  Hakgreaves,  of  Schenectady,  N.  Y. — Machine 
for  jBusking  Com  ami  Maize. — Patented  October  4th,  1853. 

(See  fig.)  The  ears  of  com,  having  first  been  broken  from  the  stalks 
or  gathered,  are  placed  in  the  passage-ways  mmoi  the  circular  plate 
u,  with  the  stalk  end  towards  the  centre  of  theplate,  above  the  rim  n., 
and  the  base  of  the  ear  against  the  rim  n.  Tne  machine  is  made  to  . 
operate  by  turning  the  handle  a  /  m  and  p  are  gates  with  cutters  n^  n', 
to  descena  and  pierce  the  ear :  the  chisels  being  about  five-eighths  of  an 
inch  broad,  they  partially  sever  some  of  the  leaves  on  Nii^  xmm'^  ^'^^'^  ^^ 
22 
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the^usk,  and  divide  the  cob  at  or  through  the  first  row  of  kernels,  bnt  do 
not  cut  any  of  the  sides  or  underpart  of  the  husk.  When  thus  cnt, 
the  cam-wheel  i  acts  on  the  cogs  88  8  on  the  slide  b,  and  forces  the 
gate  p  with  cutter  n*,  and  the  ear  of  com  free  from  any  husk  to  the 


cuter  edge  of  the  circular  plate  u,  into  the  receiving  trough.  The 
husk  is  finally  removed  from  the  machine  by  the  elbow  w.  The 
spring  i  returns  gate  p  to  its  position  for  action,  g  and  i  are  cams,^  is 
a  lever  acting  on  spring  and  lever  k. 

Claim, — The  application  of  tlie  chisel  or  chisels,  cutter  or  cutters  n,  in 
combination  with  the  ffate  m,  or  gates  m  and  p,  operated  by  gearing  or 
other  means.  Also,  me  construction  of  the  circular  plate  u  or  its 
equivalent,  in  combination  witli  the  cutters  for  severing  the  cob,  and 
the  elbow-lever  for  discharging  the  husks.  Also,  the  combination  of 
the  cam  f,  lever  y,  and  sprmg  k  with  stud  Z,  for  holding  the  circular 
plate  u  stationary,  whilst  removing  the  ear  and  husk  from  the  maclnne, 
or  any  other  equivalent. 


No.  10,071. — ^WiLLTAM  IIoRSFALL,  of  Ncw  York,  N.  Y. — Annuncior 

tors  for  IloieU^  c&c. — Patented  October  4th,  1835. 

The  rod  j  (fig.  1),  having  a  horizontal  lifting  or  tripping  arm  y, 
which  extends  underneath  each  of  the  swinging  index-plates  b;  the 
rod  and  arm  being  arranged  in  such  relation  to  the  rocking-firame 
which  carries  the  alarm  bell  l,  that  as  either  of  the  rods  is  raised  for 
the  purpose  of  tripping  one  of  the  index-plates,  and  exposing  its  num- 
ber to  view,  the  frame  and  bell  will  also  be  raised,  and  me  pendu- 
lous hammer  m  allowed  to  descend  some  distance ;  and  consequendy 
when  the  rod  descends,  which  it  does  instantly  after  the  index-plate 
has  been  tripped,  the  rocking-frame  and  its  alarm  bell  will  descend 
also,  and  cause  a  short  finger  of  the  pendulous  hammer  to  be  operated 
upon  by  a  lever  connected  to  the  arm  m,  which  sustains  the  bell,  and 
the  lon^  arm  or  weighted  end  of  the  pendulous  hammer  to  rise,  strike 
the  bell,  and  sound  the  alarm,  b  vibrates  on  horizontal  rod  n ;  b  is 
thrown  back  after  indicating  its  number,  by  means  of  the  eccentric- 
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rod  E ;  D  is  secured  in  the  cog-wheel  f  (fig.  2),  which  geai'S  into  the 
movable  rack-bar  a,  and  the  rod  e  is  also  secured  eccentrically  in 
4he  same  cog-wheel. 


Claim. — ^The  constructing  and  arranging  the  index-plates  b  b  b  or 
c  c  c,  in  combination  with  the  alarm  and  its  necessary  attachments,  so 
tiiat  each  plate  can  be  operated,  and  its  number  exposed  to  view,  and 
also  the  alarm  sounded  instantly  after,  by  simply  employing  a  rod  j, 
having  a  tripping-arm  g.  Also,  the  manner  of  tlirowing  the  index- 
plates  back  to  t!:2ir  proper  posi- 
tion, by  means  of  the  eccentric- 
rod  E,  m  combination  with  the 
peculiar  construction  and  ar- 
rangement of  the  said  index- 
plates,  the  eccentric  being  ope- 
rated in  any  manner  equivalent 
to  that  shown  and  described. 


No.  10,072. — ^Richard  Ketch- 
am,  of  Seneca  Castle,  N.  Y. 
— Improvement  in  Straw- CiUr 
ters, — Patented  October  4th, 
1853. 

The  main  feature  of  this  in- 
vention consists  in  the  manner 
of  hanging  the  knife,  so  that  its 
"(b^w''  may  be  increased  or 
diminished,  to  suit  the  varying 
resistance  of  the  straw  to  be 
cut ;  also  to  prevent  clogging  at 
the  finishing  end  of  the  knife. 
e  eiQ  the  cutting  edge  of  the 
table;  c,  the  cutter;  the  dotted 
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lines  represent  the  position  of  the  knife  c  and  the  gauge  b,  after  the 

cutting  nas  been  performed. 

Claim, — ^The  method  herein  described,  of  hanging  and  operaliog 
the  cotter  by  means  of  its  pivoted  attachment  to  the  slide  f,  in 
combination  with  gnide-rod  g,  the  latter  being  made  adjustable  bj 
the  helical-spring  c  at  the  top,  or  other  equivalent  device.  Also, 
in  combination  with  the  inclined  reciprocating  knife,  and  simu]- 
taneonsly  with  the  descent  thereof,  giving  to  the  gauge  b  a  lateral 
curvilinear  or  oblique  downward  action  away  from  the  rear  end  of 
the  knife  towards  tne  front  end  thereof,  and  below  the  cutting  edge 
of  the  table,  whereby  the  strain  is  restrained  from  being  crowded 
towards  the  back  end  of  the  knife  by  the  inclination  of  the  cut,  and  a 
free  escape  is  established  for  the  cut  particles  to  pass  ofL 


No.  10,073. — Zadock  H.  Makn,  of  Newport,  Ky. — Improvement  in 
Ccust-Ircm  Car-  TFA^€Z*.— Patented  October  20th,  1853. 

By  reference  to  the  figure,  the  claim  will  explain  this  improvement 

(flaim. — ^The  construction 
as  described  of  a  cast-iron 
car-wheel  for  railroads,  whose 
web,  or  portion  connecting  the 
hub  and  rim,  consists  at  the 
hub  of  broad  radiating  plates 
in  the  plane  of  the  axis,  wnence 
turning  alternately  to  the  right 
and  to  the  left,  they  contract 
in  the  direction  parallel  with 
the  axis,  and  expand  propor- 
tionally in  the  direction  of  rev- 
olution, those  of  each  alter- 
nate set  uniting  as  they  approach  their  respective  margins  of  the  rim- 
concave,  so  as  to  form  flanges  having  openings  left  ror  each  interme- 
diate plate  on  the  other  side,  forming  a  braced  and  counterbraced  wheel, 
possessing  the  requisite  lateral  stability  and  continued  support  at  the 
rim,  together  with  adequate  provision  for  the  strain  arising  from 
shrinkage,  «&c.,  whether  the  web  be  formed  in  a  "  cyma-reversa"  curve 
as  descnbed,  or  in  any  way  substantially  equivalent. 


No.  10,074. — Benjamin  Eut- 
TER  and  Henry  Eouzer,  of 
Piqua,  Ohio.  —  Machine 
for  Cleaning  and  Separa- 
ting Grain, — Patented  Oc- 
tober 4th,  1853. 

By  reference  to  the  annex- 
ed figure,  the  claim  explains 
this  machine.  I 

Claim, — ^The  narrowing  of  the  spout  near  the  grain  discharge  m^  in 
combination  with  the  curved  ipa&s>«i^<^^  ^•i^i'^'i  «^d  z,^  which  receive  and 
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lischarge  at  their  respective  apertures  the  light  grain  and  trash  taken 
Tom  the  grain-discharge  aperture. 


S'o.  10,075. — John  C.  F.  Salomon,  of  Washington,  D.  C. — Tnvprav&- 
merU  in  Rotary  Steam-Engines. — Patented  October  4th,  1853. 

(See  figure.^  c  is  the  cylinder ;  p  is  the  piston  of  the  same  height 
IS  the  cylinaer,  and  elliptical  in  foi-m,  its  greatest  diameter  bemg 
^qual  to  the  inner  diameter  of  the  cylinder ;  at  top  and  bottom  it  has 
Em  annular  flange,  which  fits  an  annular 
CTOOve  in  the  bottom  and  top  of  the  cylin- 
aer, and  is  made  to  fit  steam-tiffht  bv 
packings.  Four  abutments  slide  tnrough 
four  sides  of  the  cylinder  a.  The  annulai* 
space  SB  outside  of  the  cylinder  always 
being  filled  witli  steam,  the  abutments  are 
always  pressed  against  the  elliptical  sur- 
face of  the  piston,  thereby  dividing  the 
space  between  the  elliptical  surface  of  the 
piston  and  the  inner  side  of  the  cylinder 
in  spaces  which  have  no  communication 
with  each  other;  by  means  of  valves, 
these  spaces  are  made  to  communicate  with  the  supply  pipes  1111,  and 
the  exhaust  pipes  2  2  2  2,  and  thereby  the  piston  is  made  to  revolve. 
The  valves  are  moved  by  two  cams  placed  on  the  axis  of  the  piston. 

Claim. — ^The  combination  of  the  elliptic  wheel  and  its  cylinder, 
^\h  the  sliding  abutments  or  stops,  an^anged  in  such  manner  that  a 
continuous  propelling  force  may  be  communicated  to  the  wheel  with- 
out exposing  it  to  the  imequal  pressure  of  the  fluid  on  opposite  sides 
of  its  axis  throughout  the  entire  revolution  in  either  direction.  Also, 
in  combination  with  the  revolving  wheel  or  piston,  the  arrangement 
and  operation  of  the  valves  in  such  a  manner,  that  as  the  effective 
propelling  area  of  the  piston  surface  exposed  to  the  impelling  fluid 
between  either  two  abutments  diminishes,  the  wheel  is  assisted  by  an 
increasing  area  of  piston  surface,  exposed  to  the  action  of  the  fluid  on 
the  opposite  sides  of  tlie  abutments,  as  specified,  whereby  the  propel- 
ling fluid  may  be  worked  expansively  without  impairing  the  imiformity 
of  the  active  power  of  the  engine,  as  herein  set  forth. 


No.  10,076: — George  S.  G.  Spence,  of  Boston,  Mass. — improvemmt 
in  Cooking-Ranges. — Patented  October  4tli,  1853. 

Figure  1  is  a  section  through  the  fire-grate. 

Figiu*e  2  is  a  section  tlirough  the  middle  of  the  oven. 

Claim. — ^Xlic  arrangement  of  the  openings  yy,  and  damper  z, 
with  respect  to  the  arrangement  of  smoke-flues  above  and  oelow 
them,  substantially  as  above  specified ;  whereby  tlie  heat  is  caused 
to  pass  under  the  back  half  of  the  bottom  of  the  oven  up  alongside  the 
entire  back  of  the  oven,  and  up  the  rear  portion  of  the  left  siae  of  the 
oven,  and  over  the  top  of  the  oven  into  the  chimney,  instead  of  carrying 
it  entirely  around  the  oven.    Also,  the  arrangement  oi  ^<^  ^ix^^^^^stf^  k^ 
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boiling-chamber  d,  and  smoke-flues  leading  under  the  oven,  and  in 
rear  of  the  back  thereof,  in  combination  with  the  peculiar  arrange- 
ment of  the  hot  air-cliambei-s  e,  f,  and  h;  whereby  tne  fire-place  and 
oven-flues  are  not  only  made  to  heat  the  air-flues,  but  the  bottom  plate 
of  the  boiling-chamber  is  also  made  to  impart  heat  thereto,  ana  the 
back  as  well  as  the  front  of  the  upright  air-nue  h  is  also  heated  by  the 
smoke-flue,  through  which  it  passes. 


No.  10,077. — Edward  Brown,  of  Kindge,  N.  H. — Improved  Burglari 
Alarm%  or  ArmuncicUora. — Patented  October  4th,  1853. 

B,  door-frame ;  5,  slot  in  cylindrical  tube  d  ;  e, 
cylindrical  slider  with  tube  d  resting  on  spring  f, 
and  provided  with  a  horizontal  arm  c ;  o,  friction 
matcn  holder;  i,  arm  projecting  laterally  and 
passing  a  short  distance  over  the  <foor,  and  beyond 
Its  edge  when  the  slider  is  depressed ;  ^^  notch  at 
the  lowest  position  to  which  it  is  desired  to  de* 
press  the  slider,  the  notch  being  large  enough  to 
receive  the  horizontal  part  of  arm  c  when  the 
slider  is  turned  for  the  purpose  of  moving  it  into 
the  notch  to  hold  the  slider  down ;  l,  spint-lamp^ 
to  which  is  fixed  a  piece  of  sand-paper  m  for  the 
match  to  rub  against.  Plate  i  being  forced 
downwards  and  laterally  until  it  catches  in  the 
notch,  the  apparatus  is  set  for  sounding  an  alarm 
and  lighting  the  wick  w  of  the  lamp.  The  door, 
on  bemg  opened,  i&  moved  against  arm  i,  and 
thereby  c  is  released  out  of  the  notch. 

Clavffh. — ^The  impix>vement  of  so  connecting  the  match-holder  and 
the  bell-spring  o  witn  the  slide  e,  that  the  spring  f  of  title  slide,  on  being 
set  free  by  the  opening  of  the  door,  shall  not  only  elevate  the  matcb- 
holder,  but  set  the  bell  in  naotioiu 
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Ko.  10,078. — ^Ephbaim  L.  Pratt,  of  Worcester,  Mass. — Imprfyvement 
vn  Apple-Paring  Machines. — Patented  October  4tli,  1853. 

When  this  machine  is 
to  be  operated,  the  apple  is 
placed  upon  the  fork  e  (see 
lig.),  and  the  shaft  c  turned 
by  the  crank  d.  Tlie  worm 
F  turns  the  gear  o,  with 
the  shaft  n  and  gear  i, 
which  drives  the  sector 
gear  k,  which  carries  the 
fihaft  L  and  rod  o,  so  as  to 
move  the  knife  t  over  the 
surfece  of  the  apple  as  it 
18  turned  by  the  fork  e. 

Clairrh.  —  Hanging  or 
connecting  the  block  *, 
which  carries  the  knife  to 
the  rod  which  carries  the 
block,  so  that  the  block 
and  knife  can  vibrate  in 
•ne  or  either  direction  (by 
means  substantially  as  de- 
scribed in  specification),  so 
as  to  allow  the  knife  to 
vibrate  and  accommodate 
itself  to  any  irregularities 
in  the  surface  of  the  apple  (as  it  is  turned  by  the 


fork  e). 


No.  10,079. — Joseph  C.  Strode,  of  East  Bradford  Township,  Pa. — 
Hydraulic  Ram, — Patented  October  4th,  1853. 

This  invention  consists  in  laying  the  driving-pipe  which  conveys  the 
water. from  the  head  to  the  ram  in  the  brachystocnrone  curve,  which  is 
that  curve  in  which  a  body  will  descend  from  one  point  to  another 
point  not  in  the  same  vertical  line  in  the  shortest  time,  and  therefore 
with  the  greatest  mean  velocity.  This  property  of  the  above  curve 
will  enable  a  greater  quantity  of  water  to  be  raised  by  a  machine  of  a 
given  size,  than  can  be  raised  with  the  driving-pipe  laid  in  any  other  di- 
rection, and  will  cause  a  greater  reaction  oi  the  water  to  take  place 
after  the  closing  of  the  valves  leading  to  the  air-chamber,  and  thug 
more  j)erfectly  insure  the  opening  of  Ui^  discharge- valve. 

Claim. — ^The  application  of  the  brachystochrone  curve  to  the  conduit 
pipes  of  hydraulic  rams,  in  the  manner  and  for  the  purposes  set  forth. 


No.  10,080. — ^Henry  Vandewater,  of  Albany,  N.  Y. — Improvemeni 
in  Turbines  or  Water-  FA^^fo.— Patented  October  4th,  1853. 

In  fig.  1 A  is  the  penstock ;  b,  chute-chamber  \ff^  buckets  of  the  turbine ; 
I,  annular  ring  which  covers  the  chutes  coco,  and  rises  iu  a  ijer^wdia\iiMt 
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y,  which  is  fastened  to  the  underside 
of  the  penstock ;  e^  annular  ring  cov- 
ering the  buckets  of  the  turbine  ;  the 
circular  band  i  between  the  chutes  and 
buckets  can  be  raised  or  lowered  for 
the  purpose  of  regulating  the  size  of 
the  openings  of  the  chutes.  The  tur- 
bine 18  surrounded  by  a  cylinder  j^ 
which  has  a  horizontal  annular  flanch 
k\  j  has  openings  all  round  corre- 
sponding to  the  discharge  openings  of 
the  buckets,  and  similarly  bevelled  off. 
(See  fig.  2.)  The  inside  of  ring  k  is 
provided  with  teeth  in  which  the  little 
wheel  m  can  be  made  to  gear  by  low- 
ering it ;  and  then  by  turning  the  hand- 
wheel  71,  the  cylhider  j  can  be  turned 
so  as  to  shut  more  or  less  the  discharge 
openings  of  the  buckets. 

Claim. — ^The  method  of  regulating  the  discharge  openings  of  the 
buckets  from  the  outside,  in  combination  with  tlie  centi-al  gate  i,  for 
adapting  the  wheel  to  varying  heads  of  water,  and  to  the  nature  and 
amount  of  work  to  be  done  by  it,  consisting  of  the  circular  gat^^,  con- 
structed,  arranged,  and  operated  with  the  wheel. 


No.  10,081. — James  A.  Woodbury,  of  Winchester,  Mass.,  and  Joshua 
Merrill  and  George  Paitbn,  of  Boston,  ^QSs,^-Improvemeni  in 
Air-Engines, — Patented  October  4th,  1853. 

The  main  feature  of  this  improvement  consists  in  taking  into  the  air- 
pump  dense  or  compressed  air  (so  as  to  exert  a  greater  pressure  than 
atmospheric  air)  in  commencing  to  operate  the  engine. 

Claim. — In  this  improvement  in  atmospheric-air  engines,  supplying 
the  air-piunp  from  a  receiver,  into  which  air  has  been  condensed  by  a 
hand-pump,  auxiliary  engine,  or  otlierwise  (the  hand-pump  or  auxilianr 
engine  being  used  for  the  purpose  of  charging  ana  sustaining  a  uni- 
form pressure  in  the  receiver,  from  which  me  air-pump  is  supplied), 
when  the  same  is  done  in  combination  with  a  second  receiver,  into 
which  the  air  is  to  be  still  more  compressed,  and  maintained  at  a  uni- 
form pressure,  or  nearly  so,  by  the  application  of  heat  to  the  air  on  its 
passage  to  the  working  cylinder. 


No.  10,082. — Elizur  Wright,  of  Boston, 
Mass. — Improvem£nt  in  Stop-Cocks. — Pat- 
ented October  4th,  1853. 

Claim. — ^The  combination  of  a  ball  e^  with 
an  elastic  cylindrical  ring-seat  dd^  coaistructed 
with  or  without  a  wire,  for  the  purpose  of  form- 
ing a  valve. 
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o.  1CL083. — John  E.  Anderson,  of  New  York,  N.  Y. — Improvement 
in  Jieffulator-  Valves  for  St^ajn-SngiTies.-^Ysiteint^d  October  4th, 
1853. 

The  nature  of  this  invention  consists  in 
le  employment,  as  a  throttle  or  reffula- 
►r,  in  connection  with  a  governor,  ot  two 
rlindrical  valves,  constructed,  an^an^ed, 
id  c^ejating  in  such  a  manner  that  they 
ill  at  all  times  balance  each  other  per- 
>ctly,  and  that  their  effect  upon  the  en- 
ine  will  be  varied  by  .an  extremely  slight 
lovement.  The  object  of  the  invention 
i  to  produce  a  valve  which  will  work 
dth  veiy  little  friction,  will  wear  cor- 
3Ctly  for  a  long  time,  and  will  be  very 
msitive  to  the  slightest  changes  in  the 
peration  of  the  governor. 

Claim, — ^Tlie  combination,  to  sei've  the  pm'pose  of  a  throttle-valve  or 
Bgulator,  of  two  hollow  cylindrical  valves  a  a,  connected  with  a  lever 

on  opposite  sides  of  its  fulcrum,  and  having  slotted  openings  a  a  cor- 
Bsponding  with  similar  openings  in  the  cylindrical  valve-seats  b  b, 
hie  several  openings  being  arranged  in  the  manner  substantially  as 
pecified. 


fo.  10,084:. — Edmund  H.  Graham,  of  Biddeford,  Maine. — Imjproved 
Magazine  Oun, — Patented  October  4th,  1853. 


By  depressing  the  tricger-gaard  n,  the  charge-receiver  k  and  mag- 
zine  E  are  BimultaneouSy  rotated,  the  former  ftir  enough  for  the  re- 
«ption  of  the  charges  of  powder  and  ball,  or  allot,  osid  \£fe  \^a^Xfc\  's^  %s^ 
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to  carry  a  load  of  such  powder  and  ball,  or  shot,  directly  into  lii^] 
the  connecting-passages  i  and  h  of  the  barrel.    By  turning  the^ 
little,  the  load  will  pass  from  the  magasdne  into  the  chai-ge-r 
through  passages  l  and  m. 

Claim, — ^The  arrangement  of  the  series  of  ball-chambers  hh\ 
and  the  series  of  powder-chambers  a  a  a,  &c.,  in  concentric  eircl 
on  the  side  of  the  gun-barrel,  and  out  of  the  sight-range,  and  %i\ 
only  to  revolve  and  work  against  a  common  plate  e  affixed  to  " 
of  the  gun,  but  to  operate  in  conjunction  with  a  rotary  chargq-1* 
K  placed  within  the  barrel ;  such  arrangement  of  the  magazine  oik 
here  not  only  causing  the  powder  of  the  charges  to  be  kept  in  sel 
chambers,  so  as  to  lessen  tne  danger  of  accidents,  but  causing  thel 
azine  to  be  so  aiTanged  as  to  be  out  of  range  of  the  sight  in  1 
aim.  Also,  to  so  combine  the  percussion-hammer  or  cock,  the  : 
charge-receiver,  and  the  rotary  magazine  with  the  trigger-guard,  Aflt 
by  the  movement  of  the  guard  away  from  the  stock  they  mav  be  si- 
multaneously put  in  motion,  and  the  hammer  brought  up  to  fiill  cock. 


No.  10,086. — Levi  B.  GRiFFrra,  of  Honeybrook,  Pa. — Improvement  m 
jPfotfj'A.-B^TTW.— Patented  October  4th,  1863. 


The  rods  aaaa  are  welded  together  at  a. 

Clmm. — Constructing  a  plough-beam  of  four  round  iron  rods  a  a  ao, 
centre-piece  b,  and  clamps  ccm  combination,  the  rods  being  of  uniform 
size  from  end  to  end,  curved  to  the  shape  specified,  and  welded  togeflier 
at  the  places  designated,  the  centre-piece  and  rods  being  held  firmly  in 
their  position  by  the  clamps. 

No.  10,086. — Archibald  S.  LrrxLEFiELD,  of  Portland,  Me. — ImpTtm- 
ment  in  Safety-Switches  for  EaUroada. — Patented  October  4th, 
1853. 

The  principal  object  of  this  invention  is  to  enable  a  moving  car  or  train 
to  bring  into  alignment  with  a  main  or  sidling  track  a  switch  that  may 
be  out  of  engagement  with  that  one  thereof  on  which  such  car  or  train 
may  be  movmg  towards  the  switch,  and  this  in  order  to  prevent  acci- 
dent, or  running  off  the  track,  which  must  otherwise  result  to  the  car 
or  train.  The  ligure  represents  a  transverse,  veitical,  and  central  see- 
tion,  taken  through  the  switch-lever ;  the  switch-rails  beiuff  applied  to 
the  main-track  and  turnout  rails,  so  as  to  be  capable  of  having  a  move- 
ment into  or  out  of  alignment  with  one  or  the  other,  as  the  case  may 
require. 
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Claim. — ^The  combination  of  the  transverse  rocker-lever  g,  the  shaft 
H,  the  toothed  sector  k,  and  the  rack  l,  as  applied  to  the  switch,  and 
the  main  and  turnout  tracks.  Also,  in  combination  with  the  toothed 
aector,  the  locking-plate  o,  provided  with  notches,  the  same  being  for 
the  purpose  of  locking  the  switch. 


ffo.  10,087. — Leonard  S.  Marino, 
of  Westport,  Mass. — Impraoed 
Machine  for  Boring  Ca/rriage- 
Hubs, — Patented  October  4th, 
1853. 

The  wheel  is  placed  with  one  end 
of  its  hub  on  the  middle  of  bar  a, 
the  shaft  c  being  inserted  and  fixed 
in  a  bench  or  floor,  and  made  to 
stand  vertically  and  pass  through 
the  hole  in  the  hub  of  the  wheel, 
and  the  bar  f  brought  down 
apon  the  upper  end,  and  forced 
down  upon  it  by  setting  down  the 
screw-nuts  A  A.  The  cTampnacrew 
a  is  then  unscrewed  so  as  to  un- 
3lamp  the  screw-nut  r  from  the 
frame,  in  order  that  the  frame  may 
t)e  put  in  revolution  on  the  said 
ant.  Bv  adjusting  the  slide  t  on 
the  shaft  c  to  the  proper  position, 
the  descent  of  the  cutter  into  the 
top  of  the  hub  will  be  arrested, 
when  the  top  of  tlie  bar/ is  brought 
up  a^inst  the  slide  r. 

Claim,. — Combining  the  backer  p  with  the  shaft  e  and  the  knife  x» 
for  the  purpose  set  forai.  • 
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No.  10,088. — Hiram  Powers,  of  Florence,  Italy. — Inyprovemefnst  i» 
making  Files  or  Hasps. — Patented  October  4th,  1853. 

•    See  figure. 

Clmm. — ^The  forming  of  perfora- 
tions or  throats  to  the  cutting  edges 
of  files  or  i-asps,  for  allowing  the  par- 
ticles cut  away  to  pass  through,  and 
to  prevent  the  instrument  from  clogging  or  choking. 


No.  10,089. — PmLiP  P.  Kuger,  of  New  York,  N.  Y, — Improvenimtin 
Machmes  for  Turning  Spiral  Mouldings, — Patented  October  4th, 
1853. 

The  claim  of  the  inventor  explains  the  nature  of  this  invention. 
Claim. — Combining  with  a  rotary  progressive  motion  of  the  article 
to  be  cut  (of  any  desired  configuration)  a  series  of  cutters  placed  around 
the  article,  to  form  and  complete  the  pattern  upon  the  article,  the  cut- 
ters being  made  to  revolve  in  a  stationary  fi-ame  perpendicular  to  the 
axis  of  motion  of  the  article  to  be  wrought,  either  m  a  radial  line  or 
somewhat  inclined  thereto,  so  as  to  form  the  desired  figure  and  under- 
cut to  any  extent  desired. 


No.  10,090. — John  H.  Ward,  of  Sonora,  Cal. — Improvement  in  Ma- 
chines for  Washing  amd  Separating  Gold, — Patented  October  4th, 

1853. 

• 

The  nature  of  this  invention 
consists  in  the  method  of  ar- 
ranging the  several  parts  one 
above  the  other,  and  operating 
tliem  so  arranged,  as  to  perform 
the  whole  washing  and  separa- 
ting process  in  a  compact  ma- 
chine, easily  transported,  and 
at  great  saving  of  water.  (See 
figure.)  Wheel  l  gives  a  re- 
ciprocating motion  to  the  boxes 
o  and  g'.  The  studs  d  d  are 
for  the  purpose  of  separating 
the  material  by  the  fi*iction  on 
them,  in  combination  with  the  action  of  water.  On  the  top  of  box  o' 
is  a  pan  n,  with  a  perforated  bottom,  through  which  the  water  enters. 
The  pan  n  slides  on  ways  m  m,  and  can  be  run  out  if  box  o'  is  to  be 
filled  or  emptied.  The  second  operation  is  performed  by  box  d, 
with  its  perforated  bottom,  f  is  an  apron  over  which  the  heavier 
material  passes  out.  p,  reservoir  for  the  finer  particles  to  settle,  while 
the  water  gradually  passes  out  through  holes  A  when  the  slide  %  is 
withdrawn. 

Claim. — ^The  employment  t)f  the  reciprocating  perforated  box  or 
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rough  armed  with  cutters  or  breakers^  in  combination  with  the  sieve 
tnd  decanting  trough,  arranged  beneath  the  reciprocating  trough. 
^so,  the  percolating  plate  arranged  above  the  same. 


S'o.  10,091.— Charles  T.  P.  Ware,  of  New  York,  N.  Y,— Improve- 
ment  in  PrqpeUera, — ^Patented  October  4th,  1863. 

The  blades  are  constructed  of  india-nib- 
>er  or  the  like  material,  in  combination 
ivith  elastic  ribs,  or  with  inflexible  parts, 
ind  are  attached  to  the  shaft  or  shafts.  The 
lotted  curves  or  represent  the  vessel's 
jounter ;  b  represents  a  blade  in  a  certain 
position  relative  to  the  shaft  s ;  the  blade,  de- 
creasing in  thickness  from  its  point  of  junc- 

ion  wiSi  the  shaft  at  d  towards  every  point  of  its  outward  and  inner 
boundaries  ft  and  dt,  haS  its  inner  boundary  dt  much  stiffer  than 
F  T,  so  that  it  shall  yield  much  less  to  the  resistance  of  the  water  than 
the  outer  boundary  f  t.  The  shaft  passing  into  the  vessel  at  v,  is  acted 
an  by  alternate  partial  revolutions.  While  d  t  retains  a  stiffer  bearing 
against  the  resistance  of  the  water,  the  blade  presses  upon  the  water 
obliquely  like  the  blade  of  a  screw,  the  angle  accommodating  itself  to 
the  amount  of  such  resistance,  which  of  course  is  greatest  towards  the 
tip  T,  so  that  the  blade  being  forced  round  with  great  velocity,  the  tip, 
according  to  its  degree  of  flexibility,  will  tend  to  be  drawn  tlirough  the 
water  edgewise,  exerting  but  very  little  if  any  power  of  propulsion. 
But  at  the  point  where  the  blade  commences  its  return  sweep,  the 
checking  of  the  momentum  gained  by  the  previous  sweep  causes  the 
combined  forces  of  such  momentum  and  of  the  motive  power  applied, 
to  accumulate,  as  it  were,  at  the  extremity  of  the  blade,  and  down 
along  the  outer  boundary  towards  the  shaft,  before  it  can  again  be 
drawn  through  the  water,  by  being  thrown  backward  in  a  direction 
parallel  to  the  shaft.  Tliis  mode  of  construction  combines  tie  propul- 
sive action  of  the  paddle  and  the  screw. 

Clcma. — A  propeller  having  one  or  more  blades,  the  front  and  rear 
edges  of  which  are  of  unequal  stiffness,  these  blades  being  arranged 
upon  an  oscillating  shaft,  and  operating  substantially  as  set  forth. 


No.  10,092. — William  C.  Dean,  of  Jacksonville,  N.  Y. — Improved 
Guide  for  DoweUi/ng  Fdloes  for  Wheda. — ^Patented  October  4tli, 
1853. 

The  end  of  the  felloe  is  inserted  at  a  ;  on  each 
side  of  groove  a  is  a  guide  b,  and  on  one  side  a  set- 
screw  0  to  fasten  the  felloe  with ;  in  the  centre  of  ' 
the  groove  is  a  metallic  tube  d  running  through  to 
^de  the  bit  when  boring  for  the  dowel.  The  ob- 
ject of  this  guide  is  to  prevent  the  grain  of  the 
wood  from  drawing  the  bit. 

Clcmn. — ^The  combination  and  arrangement  of  the  tube,  guides,  and 
set-screw,  for  the  purpose  of  holding  the  wood  and  guiding  the  bit. 
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No.  10,093. — Mabshall  Finley,  of  Canandaigua,  N.  Y. — Impro^ 
Daguerreotype  Plate  Holder, — Patented  October  4th,  1853. 

The  figure  and  claim  illus- 
trate and  explain  this  im- 
provement. 

Claim.  —  Constructing  a 
solid  daguerreotype  plate 
holder,  or"  block,  having  fast- 
enings at  each  corner  made 
by  spiral  springs,  in  combina- 
tion with  tightening  bolts  hav- 
ing concave  heads,  into  which 
the  bent  or  turned  corners  of 
the  plate  to  be  buffed  are 
hooked,  so  as  to  admit  of  a  uniform  bufiing. 


l:\a  I 


No.  10,094. — Charles  B.  Hutcuinson,  of  Syracuse,  N.  Y. — Irryprcmi 
Machine  for  Jointing  Sta^e^, — Patented  October  4th,  1853. 

Claim, — ^Tlie  use  of  the  circular 
^de-ways  in  combination  with 
3ie  movaole  piers,  and  the  cams, 
or  levers,  or  other  suitable  means 
of  moving  the  same  simultaneous- 
ly and  equally  along  the  circular 
guide-ways,  so  that  the  saws  or 
other  cutters  may  be  instantane- 
ously adjusted  for  any  required 
width  of  stave,  without  stoj)ping 
their  motion  or  changing  their  di- 
rection towards  a  constant  central 
point.  Also,  the  use  of  the  wing 
or  leaf-gauge  n,  in  combination 
with  the  index  moving  over  a 
graduated  arc  or  dial,  both  moving 
in  connection  with  the  saws,  so  as 
to  indicate  at  a  glance  the  width 
between  the  saws,  and  to  guide 
the  operator  in  setting  the  stave  on 
its  bed-plate,  and  in  adjusting  the 
saws.  Also,  the  mode  of  jointing 
staves  to  any  required  bilge  and 
bevel,  without  bending  or  springing  them,  by  rotating  them  endwise 
in  a  plane  perpendicmar  to  their  width,  between  saws  or  other  cutters 
so  inclined  as  to  give  the  correct  bevel,  whether  adjustable  as  above 
or  not,  said  rotation  being  upon  a  circle  or  other  proper  curve,  such  as 
to  present  each  part  of  the  stave  to  the  action  of  the  mclined  cutters  at 
the  precise  point  or  height  requisite  to  give  it  its  exact  proportionate 
width  or  I  Hge ;  the  rotation  oeing  obtained  by  means  of  a  central 
arch-j)iece  moving  over  rollers  about  a  constant  centre  of  motion,  sub- 
stantially as  descnbed. 
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NTo.  10,095. — ^I.  Augustus  Koth,  of  PhUadelphia,  Pa. — Removmg 
CMormefrom  Bleached  Fabrics, — Patented  October  4th,  1853. 

The  inventor  says  that  the  strength  of  fabrics  and  the  permanence 
rf  their  colors  are  increased  by  removing  the  chlorine  after  they  have 
been  bleached.  For  this  purpose  he  employs  a  solution  to  be  applied 
to  the  fabric,  which  he  denominates  sulphite  of.  soda  (and  is  prepared 
by  a  process  described  in  his  specification). 

Claim, — ^The  process  of  removing  chlorine  from  fabrics  by  means 
Df  the  solution  described  in  specification. 


No.  10,096. — James  H.  Mubrill,  of  Richmond,  Va. — Improvement  in 
Locnnsfor  Weaving  GoachrLace^  &c, — Patented  October  4th,  1853. 

Claim, — Tlie  revolving  pliers,  operated  by  the  spindle,  whirl,  con- 
necting-rod, lever,  and  cams,  in  combination  with  the  finger,  wedge, 
and  cylindrical  stand,  by  which  combination  the  needles  upon  which 
the  pile  is  formed  are  seized,  removed  from  the  finished  portion  of  the 
fabric,  carried  up,  inserted  imder  the  colored  warp  selected  by  the 
jacquard  for  the  figure,  and  released.  Also,  the  construction  of  the 
stationary  shuttle-box,  having  its  front  sustained  by  and  movable  about 
the  projecting  rod,  so  as  to  operate  the  ungearing  apparatus  upon  a 
miss-thi-ow  oi  the  shuttle,  in  the  manner  specified.  Also,  the  combi- 
nation of  the  sliding-reed  with  the  stationary  shuttle-box.  Also,  the 
combination  of  the  notched  wheel,  rock-shaft,  and  arms,  with  the  lever, 
spring,  shaft,  rod,  and  bar,  for  operating  the  ungearing  apparatus  when 
a  derangement  occurs  in  the  machinery  operating  the  needles.  Also, 
the  springs  k,  as  arranged  upon,  in  combination  with  the  rods  <Z,  by 
means  of  which  the  strain  upon  the  eyes  of  the  harness  is  diminished. 


No.  10,097. — John  P.  Hayes,  of  Boston,  Mass. — ImprovemerU  in  Cook- 
ing Ranges, — Patented  October  4th,  1853. 

^^,  outer  casing  of  oven; 
jry,  inner  movable  oven,  com- 
posed of  three  sides  and  the 
top,  the  bottom  being  formed 
by  the  stationary  plate  r  at- 
tached to  j!?jp,  on  which  plate 
the  oven  can  be  moved  m  or 
out.  The  smoke,  &c.,  of  the 
fire-pot  passes  through  aperture  ^,  and  then  follows  the  direction  indi- 
cated by  the  arrows  into  vVjXx^  being  made  to  pass  round  the  oven 
by  the  partition  a^  which  prevents  it  from  passing  directly  into  the 
smoke-pipe.  The  hot  air  is  received  from  the  chamber  about  the  fire- 
pot  into  the  receiving-flue  m,  and  then  passes  through  a  box-flue  b'  J/ 
into  the  oven.  The  object  is  to  prevent  the  smell  of  any  thing  being 
cooked  in  the  oven  from  passing  into  the  hot-air  chamber,  and  providing 
means  whereby  the  odor  may  oe  carried  ofl^in  the  flues. 

Claim. — ^The  receiving  or  box  flue  mm  formed  under  the  oven  for 
Ae  purpose  specified.    Also,  combining  the  movable  oven,  sliding 
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upon  a  stationary  bottom,  through  which  the  hot  air  is  admitted,  \n^ 
the  smoke-flues  about  the  same,  so  as  to  cause  the  smoke,  ifec.,  to  pa» 
about  and  over  the  oven,  and  the  hot  air  to  pass  into  the  same. 


No.  10,098.-0.  J.  Davie  and  Thomas  W.  Stephens,  of  Erie,  Pa.- 
Improvement  in  Machines  for  Punching  and  Shearing  MetaU.— 
Patented  October  4th,' 1853. 

The  nature  of  this  invention 
consists    in    disconnecting    the 

f)unch,  or  its  stock  l  (see  fig.), 
rom  the  yoke  j,  by  an  automatic 
movement  at  each  operation  of 
the  machine,  by  means  of  a 
weight  i  acting  in  connection 
witn  a  wedge  ^,  in  which  posi- 
tion the  punch  ceases  to  operate 
until  the  metal  to  be  punched 
is  properly  in  place,  when,  by 
a  slight  touch  of  the  operator 
upon  the  rising  of  the  punch, 
the  connection  oetween  tnem  is 
again  made,  and  the  punch  is 
again  thrown  into  operation,  by 
tms  means  allowing  the  ma- 
chine to  continue  m  motion, 
whilst  the  punch  is  only  brought 
into  action  when  required,  k  k, 
fidction  and  pressing  rollers ;  g, 
eccentric. 

Claim.  —  Disconnecting  the 
punch-stock  from  the  machine 
automaticallv  at  each  operation 
of  the  punch,  by  means  of  the 
weighted  lever  and  key  or  their  ! 
eouivalenta,  for  the  purpose  of 
affording  lie  operator  time  to 
place  his  sheets,  without  regard 
to  the  motions  of  the  machine, 
when,  by  a  slight  movement  of  the  ball  or  lever  upon  the  rising  of  the 
punch,  tne  connection  can  be  again  formed. 


No.  10,099. — John  Newell,  of  Boston,  Mass. — Improvement  in  Canir 
phene  Lamps. — Patented  October  4th,  1853. 

This  improvement  is  ftdly  set  forth  in  the  inventor's  claim. 

Clwi/m, — Silvering  the  perforated  metal  or  brass,  copper,  or  iron  wire- 
gauze,  used  in  safety  lamps  and  cans  or  otiier  vessels  designed  to  pre- 
vent explosions  from  the  vapor  of  camphene,  burning-fluid,  &c.,  the 
silvering  being  applied  for  the  purpose  of  preventing  me  corrosion  oi 
the  metal  or  wire-gauze.    Also,  the  introduction  of  perforations  in  the 
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caps  of  lamps  used  for  burning  camphene,  burning-fluid,  &c.,  so  small 
as  not  to  admit  the  communication  of  flame  through  them,  for  the  pur- 
pose of  allowing  the  escape  of  the  vapor  formed  within  the  lamp  from 
camphene,  &c.,  and  thereby  preventmg  the  bursting  of  the  lamps  by 
the  pressure  of  the  vapor. 


No.  10,100. — Richard  Pindell,  of  Favette  County,  Ky. — Tinprm^evient 
in  Planing-Machines, — ^Patented  October  4t\h\  1853. 

In  frame  a,  two  eoual 
pairs  of  wheels  b  revolve, 
carrying  the  endless  feed- 
ing and  planingbed  c, by 
the  planes  d.  This  bed  is 
constructed  of  slats  e,  con- 
nected by  hinge-joints, 
and  has  slight  chisel  pro- 
jections, on  which  tlie 
plank    is    impressed    bjr 

})ressui*e-rollers  f,  as  it  is 
ed  to  the  machine.  The 
ends  of  these  bars  slide  in 
grooves  g  in  the  frame, 
and  are  concave  at  tlieir 
parts  of  contact  with  the  wheels,  to  fit  snuglv  thereon.  The  axle  of 
one  pair  of  wheels  is  adjustable  to  regulate  the  tension  of  the  travel- 
ling-bed. The  power  is  applied  to  the  crank  h.  Tongueing  and 
grooving  knives  can  be  attached  to  the  machine  on  the  side  opposite 
3ie  planes. 

(Jlaim. — ^The  combination  of  the  differential  velocities  of  feed-motion 
and  the  motion  of  the  knives;  that  is,  when  their  relative  speed  is  such 
that  the  knives  shall  cut  on  their  back  as  well  as  on  their  forward 
motion.  Also,  giving  to  straight-edge  planes  for  dressing  lumber  a 
partial  reciprocatino^  rotary  motion  about  their  own  centre.  Also,  the 
yielding  pressm*e-roTler  placed  in  front  of  the  stocks,  in  combination 
with  an  endless  planing-bed,  for  the  purpose  of  feedini::  planks,  &c.,  to 
the  planes. 


No.  10,101. — C.  R.  Brinckekiioff,  of  Batavia,  N.  Y. — Improvement 
in  P/wgfA^.— Patented  October  11th,  185:3. 

The  width  of  the  furrow  is  gauged  by  adjusting  the  wheel  d  to  a 
greater  or  less  distance  from  the  beam  l.  Wheel  g  (on  the  land  side) 
IS  provided  with  a  slip-collar,  so  that  the  axle  may  be  taken  out  of  its 
supporter  when  necessary.  This  plough  requires  no  holding,  except 
when  turning  round,  and  can  be  attended  by  a  boy. 

Claim, — Combining  with  the  plough-beam,  between  the  plough  and 
the  clevis,  two  wheels,  one  on  each  side  of  the  beam,  and  of  different 
diameters,  the  one  resting  in  the  furrow  and  the  other  on  the  land,  for 
the  purposes  set  forth.  Also,  making  the  tread  of  the  furrow-wheel 
narrow,  so  that  it  may  press  lightly  against  Ae  land,  and  gauge  the 
23 
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width  of  the  forrow-slice,  and  cast  aside  any  small  stones  that  nuiy 
roll  against  the  land.  Also,  making  the  wlfeels,  especially  the  fumw- 
wheel,  adjustable  in  the  direction  of  its  axis,  for  the  purpose  oi  adapt- 


re 

lin- 


ing it8  position  to  furrows  of  different  widths.  Also,  making  the  fur- 
row-wheel bevelling  outward  on  the  side  Avhich  presses  against  the 
land.    Also,  making  the  small  wheel  adjustable  vertically  with  refer- 


ence to  the  shaft  b  and  the  large  wheel 


No.  10,102. — H.  P.  Byram,  of  Louisville,  Ky. — Improved  Machine 
far  Cleaning  Blue  Grass  and  other  /S^erf^.— Patented  October  11th, 
1853. 

The  nature  of  this  invention 
consists  in  removing  the  chaff 
or  hulls  from  the  seed,  by  press- 
ing and  holding  it  np  against 
an  emery  or  sand  wheel,  by  an 
unvarying  pressure,  whether  the 
hopper  be  more  or  less  full. 

B,  hopper;  follower  c  fits 
close  in  said  hopper,  and  its 
arm  d  is  carried  m  guide  e; 
cord  F  and  weight  o  draw  for- 
ward follower  0,  and  thereby  the  seed  is  forced  up  to  the  sand-wheel 
H,  with  sufficient  power  for  the  wheel  to  cut  away  the  chaff.  He  seed 
drops  down  on  to  the  screen  i. 

Claim, — In  combination  with  the  rubbing  or  scouring  wheel,  the 
method  of  feeding  up  and  holding  against  the  wheel  tlie  seed  to  be 
cleaned,  by  a  pressiu'e  which  is  unvarying,  whether  the  hopper  be  fall 
or  not 


No.  10,103. — J.  B.  CoLLAN,  of  Reading,  Pa. — Imj^rovefnent  in  Sieam- 

Boilers,— PaXentei  October  11th,  1853. 

By  reference  to  the  figure,  tlie  claim  will  explain  this  improvement 
Fig.  2  represents  one  of  the  D-shaped  water-linings. 
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7Zatm. — ^A  detachable  lining  for  the  sides  and  ends  of  fire-boxes  of 
im-boilers,  consisting  of  one  or  more  tubes  connected  with  the  ad- 


ent  water-space  by  means  of  hollow  bolts  or  their  equivalent,  sub- 
Qtially  as  described,  so  as  to  admit  of  the  ready  removal  and  re- 
x^ement  of  the  tubes, 


>.  10,104. — Oilman  Davts,  of  Koxbuiy,  Mass. — Improved  Ask-Pans 
^ar  Locomotive  Engines, — Patented  October  11th,  1853. 

rhe  arrows  indicate  the  direction  of  the 
Tent  of  air. 

Claim. — ^The  taking  in  of  the  air  in  front 
the  ash-pan,  and  introducing  it  into  tlie 
5-box,  in  a  direction  opposite  to  the  fumace- 
3r8,  to  protect  the  firemen  from  the  back- 
fa  of  the  fire  when  the  doors  are  opened. 

K  10,105. — S.  G.  Ddgdale,  of  Richmond,  InA.—rlmproved  Apparatus 
^or  Opening  and  Closing  Oates. — Patented  October  11th,  1853. 


Pin  h  moves  in  grooves  8^c^t\  when  the  gate  is  shut  it  rests  mc\ 
len  open,  mtov8\  the  cord  v  is  firmly  connected  to  the  lower  end 
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m  of  pin  h ;  at  some  distance  from  gate  o,  on  both  sides  of  it,  the  cord 
V  is  attached  to  a  combination  of  levers,  in  such  a  manner  that  the  gate 
opens  as  soon  as  the  carriage-wheel  strikes  one  of  the  levers,  and  stands 
open  until  the  wheel  strikes  one  on  the  other  side  of  the  gate,  after 
having  passed  the  gate.  Fig.  2  shows  the  levers  a  and  b  on  both  sides 
of  the  gate,  and/*  extends  into  the  street,  and  the  carriage- wheel  is  to 
pass  over  it.  liie  weight  w^  attached  to  lever  a,  turns  a  so  that  i: 
strikes  lever  b  when  the  carriage-wheel  passes  overy. 

Claim, — Opening,  closing,  fastening,  and  unfastening  the  gate,  bv 
moving  the  bottom  of  the  gate  in  an  oblique  direction  from  and  to  the 
post  upon  which  it  is  hung.  Also,  the  use  of  the  pendulous  and  verti- 
cal levers /y  and  ii,  and  arms  r^/and  A  A,  in  combination  with  the 
hinges  of  tne  gate,  the  whole  bemg  operated  and  arranged  in  the  man- 
ner and  for  the  piu'pose  as  above  set  forth. 


If  0. 10,106. — Charles  Goodyear,  of  New  York,  N".  Y.  ImprovemerA 
in  Coating  Metals  with  GtUta-Percha,  Patented  October  lltk 
1853. 

The  nature  of  this  invention  consists  in  the  application  of  "caout- 
chouc or  gutta-percha,"  when  mixed  with  pulverized  sulphur  (six  or 
eight  ounces  of  sulphur  to  one  pound  of  gum),  to  the  surface  of  metal. 
Tlie  article  covered  is  subjected  to  a  liigh  degree  of  heat,  from  260^  to 
300°  Fahrenheit,  from  tliree  to  seven  hours.  The  hard  compound 
covering  may  then  be  polished  and  varnished. 

Claim, — ^The  art  or  method  of  coating  articles  composed  wholly  or 
partly  of  metal  with  compounds  of  caoutchouc  or  gutta-percha,  and 
subjecting  the  same  to  a  high  degree  of  artificial  heat,  or  the  pix)ceas 
of  vulcamzation,  substantially  as  specified. 


No.  10,107. — ^Nathan  Harrison  and  John  W.  H.  Metcalf,  of  Ridge- 
ville,  Va. — Improved  Hillside  Plough, — Patented  October  11th, 
1853. 

The  nature  of  this  improvement  consists  in  so  constructing  the  plough 
as  to  give  it  superior  strength,  durability,  and  simplicity,  and  rencfer 


it  not  so  liable  to  get  out  of  order  as  those  heretofore  in  use.  The  en- 
tire plough  is  made  of  wrought  iron,  except  the  mould-board,  which  is 
cast. 
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m. — Curving  downward  and  inward  the  beam  a  in  the  rear 
as  to  cause  it  to  sup^rt  the  rotary  part  of  the  plough,  which 
nns  in  combination  with  the  standard. 


1,108. — Joseph  Harris,  Jr.,  of  Boston,  Mass. — Machine  for 
ing  Circtdar  Saws. — Patented  October  11th,  1853. 
jference  to  the  annexed  figure, 
;m  will  show  the  nature  oi  this 
ement. 

m. — ^The  method  of  hanging 
3or-frame  on  journals,  for  its 
ich  side  of  the  driving-pulley 
g  the  axis  of  the  arbor-frame 
the  circumference  of  the 
-pulley,  or  on  a  line  passing 
1  the  driving-pulley,  so  tnat  the 
feeding  the  stuff  to  the  saw  or 
will  press  the  arbor-pulley 
the  driving-pulley. 
,  hanging  the  arbor-frame  on 
I  angle  that  the  act  of  feeding  the  stuff'  to  the  cutter  will  press 
)or-pulley  against  the  driving-pulley,  in  combination  with  a 
spring,  or  its  equivalent,  for  holding  the  arbor-pulley  firmly 
the  ariving-pulley. 

L109. — ^Daniel  Hdll,  of  Bartonia,  Ind. — Harrow  and  BoUer 
t.n€C?.— Patented  October  11th,  1853. 

ire  a  pair  of  wheels ;  rf,  the  axis  of  the  wheels ;  a,  roller ;  jr, 
;  h  A,  rods  carrying  the  harrow,  and  sliding  in  staples  i  i.  The 
of  this  arrangement  of  the  parts  is  to  permit  the  harrow  to  ac- 
date  itself  to  every  inequalitjr  of  the  ground ;  A;  is  a  lever  turn- 
pivot  h^  and  adjustable  oy  pm  at  tu 


m. — The  arrangement  and  mode  of  attaching  the  harrow  to  the 
I  axle  of  a  roller,  in  the  manner  and  for  the  purposes  specified. 

,110. — ^Thomas  B.  Jones,  of  Carloville,  Ala. — Improved  Straw 
Cob  C^^^.— Patented  October  11th,  1853. 

g.  1,  B  represents  the  shaft  which  supports  the  shelling  and 
wheel,  wnich  consists  of  a  metallic  disk  c,  with  a  series  of 


J 
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shelling  teeth  ^,  cast  fast  to  its  face  ;  d  is  the  lim  of  the  disk,  and  it 
projects  beyond  the  face  and  back,  thus  increasing  its  stiifness,  and 
lurnishing  a  support  for  the  knives  f.  Tlie  inner  extremities  oi*  the 
knives  are  made  fast  to  the  hub  of  the  wheel,  which  also  projects  be- 
yond the  face  and  back  ;  their  outer,  extremities  are  made  fast  to  the 
raised  rim,  and  are  supported  at  intervals  by  bosses  i  %  cast  fast  to  the 


disk.  E  is  the  feed-tube :  the  feed-trough  f  is  secured  to  the  back  of  the 
frame,  for  the  introduction  of  the  straw.  The  feed-trough  is  provided 
with  a  feed-roller  g  (fig.  2),  which  is  toothed ;  and  its  gudgeon,  which  pro- 
jects through  the  box,  is  fitted  with  a  screw-wheel  A,  which  has  teeth 
that  engage  with  the  threads  of  screw  i,  on  the  shaft  of  the  cutting  and 
shelling  wheel ;  Ms  a  roller,  supported  above  the  first  by  frame  m\ 
the  beam  o  supports,  at  its  inner  extremity,  the  trough  f.  o  is  an  in- 
clined feed-tube,  for  the  presentation  of  corn-cobs  to  the  action  of  the 
cutters ;  /•  is  a  ring-gauge,  which  limits  the  length  of  pieces  cut.  Tie 
wheel  t  engages  with  a  pinion  on  the  shaft  b,  to  which  wheel  the  power 
is  ar  "' " 


llaim, — ^The  combination  of 
the  feeding-trough  f,  its  gauge- 
disk  c,  the  tube  o,  and  its  gauge- 
ring  r,  with  the  knives  A  where- 
by the  same  knife  will,  at  the 
same  time,  cut  fodder  coarse 
and  cobs  fine,  and  thereby  im- 
prove the  quality  of  the  product 
as  feed  for  animals. 


No.  10,111.— H.M.  Keller,  of 
Newark,  Ohio.  —  Immrooe- 
merU  in  J^arminff-Muls. — 
Patented  October  11th,  1853. 

The  front  end  of  screen  h  can  be  raised  or  lowered  by  straps  o,  to  let 
ihe  grain  pass  off  more  or  less  rapidly ;  and  the  revolutions  of  fiui- 
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G  are  made  to  give  an  oscillating  motion  to  the  hopper,  the  riddle, 
le  screea^.  The  trap-door  m  is  shut  when  no  screening  is  necessary. 
iim. — ^Tlie  trap-door  m,  in  combination  with  screen  n,  arranged 
•porated  in  the  manner  and  for  the  purposes  described  in  the 
ication. 


10,112. — J.   J.  Pabkek,  of  Marietta,   Ohio. — Imjyravement   in 
%w-0utter8. — Patented    Octo- 
11th,  1853. 

is  a  reciprocating-gate,  to 
I  is  attached  an  iron  or  steel 
H,  extending  up  the  sides  of 
ate  as  far  as  the  gate  moves 
I  knife  f  ;  j,  pitman,  of  elastic 
or  metal ;  e,  board  to  gauge 
ngth  of  the  straw  cut ;  p,  rake. 
:ate  o  is  pressed  against  knife 

account  of  the  elasticity  of 
n  J. 

lim. — Operating  both  the  re- 
3ating-gate   and   tlie  feeding- 

by  means  of.  the  compomid 
^  pitman. 


0,113. — Samuel  Snow,  of  Fayetteville,  and  Alexander  Hine, 
Lafayette,  N.  Y. — Improvement  in  Cultivatorg. — Patented  Oc- 
er  11th,  1853. 
3  figure  and  claim  illustrate  and  explain  this  iT)iprov(^niont. 


aim, — The  combination  of  the  two  toothed  cylinders  with  the 
ving-box,  all  being  arranged  and  suspended  on  an  adjustable 
3,  in  the  manner  and  for  the  purposes  set  forth  in  the  specification. 


0,114. — J.  L.  Van  Yalkenburgh,  of  Ogdensbur^h,  N.  Y. — im- 
wed  Machine  far  sepa/raUng  Cockle^  ikc^from  Wheat — ^Patented 
itober  11th,  1853. 
the  figure,  a  represents  the  frame;   b,  the  receiver,  which  is 
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The  rotation  of  i 


BTipported  adjustably  by  rods  o 
from  the  frame ;  c,  coarse  sieve, 
which  permits  the  grain  to  pass  | 
through  freely ;  d,  sieve  fine 
enougn  to  retain  the  grain;  e, 
bottom  of  receiver;  f,  opening 
to  let  the  coarse  dirt  pass  off;  o, 
opening  for  the  grain  to  pass  out ; 
I,  driving-pulley  on  shaft  j ;  k, 
crank,  with  slot  *,  for  the  recep- 
tion of  shaft  J ;  the  end  pivot  p  of 
crank  k  turns  in  the  centre  of  a  bar 
L,  which  is  attached  to  the  two  sides  of  fhe  receiver, 
will  set  the  receiver  in  rotary  motion. 

Claim. — ^The  communication  of  a  reciprocating  rotating  motion  to  the 
sieves  or  separators,  and  also  the  construction  of  the  machine  in  the 
manner  substantially  as  set  forth,  for  separating  grain  from  cockle  and 
other  impurities. 

No.  10,115. — H.  W.  WooDEUFF,  of  Watertown,  N.  Y. — Imj>roved  mode 
of  treating  Metals  in  Casting, — Patented  October  11th,  1853. 

The  object  of  this  invention  is  the  expulsion  of  impurities  which  are 
mechanically  mixed  witli  the  metal  in  tlie  molten  state.  The  proce® 
is  as  follows :  After  the  iron  has  been  run  from  the  furnace  into  the 
ladle  in  the  usual  manner,  a  larc^e  potato,  secured  on  the  end  of  an 
riron  rod,  is  plunged  into  the  molten  iron,  and  kept  at  the  bottom  as 
Jong  as  mav  be  desired :  the  mass  sjon  becomes  violently  agitated,  by 
.which  all  foreign  substances  are  thrown  up  to  the  surlace,  from  which 
they  can  be  skimmed  off  or  otherwise  removed. 

KVlaim. — ^Treating  metals  while  in  a  molten  state,  to  expel  impurities 
therefrom,  by  immersing  therein  some  porous  or  cellular  non-conducting 
substance  or  substances,  containing  liquid  matter,  substantially  as  de- 
scribed. 


No.  10,116.— D.  H.  Whit- 
TEMORE,  of  Chicopec 
Falls,  Mass. — Improved 
Machine  for  Cutting 
Yegei/MesfoTFoddeir, — 
Patented  October  11th, 
1858. 

The;figure  and  claim  il- 
lustrate and  explain  this 
improvement. 
^  ijlaim* — ^The  combina- 
ti<m  of  t!ie  long  and  short 
kfflives  on  the  periphery  of 
the  cyliader,  with  the  hop- 
per, arraoged  as  described 
and  represented. 
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17. — H.  G.  RoBERTBON,  of  Greenville,  Tenn. — ImprovemerU  m 
ng-Machines. — ^Patented  October  11th,  1853. 

aachine  consists  of  a  rocking-frame  D  (see  fig.)  on  a  rocking- 
having  hinged  slatted  washing-hoards  e  arranged  inclining, 
ing  cords  e  e  for  holdinff  the  cloths  under  its  bottom  while 
ished.  A  is  the  tub,  diviaed  into  two  compartinents,  for  wash- 
3  and  colored  clothes  at  the  same  time.  The  bottom  of  the  tub 
atted,  and  works  in  combination  with  the  wash-boards.  The 
causes  the  clothes  to  strike  parallelly  the  horizontal  bottom  and 
juds,  which  latter  are  forced  through  the  pores  of  the  clothes " 
vo  slatted  surfaces  coming  together. 


^. — ^The  employment  of  the  double-chambered  slatted-bottom 
combination  with  the  vibrating  or  rocking-frame  d,  constnicted 
ibed ;  the  wash-boards  being  made  movable  or  swinging,  so 
clothes  can  be  easily  laid  on  the  cords ;  the  whole  bemg  con- 
arranged,  and  operated  in  the  manner  set  forth. 


18. — Banford  Gn-BERT,  of  Pittsburgh,  Pa. — Improvement  in 
Ze«.— Patented  October  11th,  1853. 

^. — Constructing  griddles  of  two  pieces,  separated  by  flanges 
I  \\ith  openings  to  admit  of  the  passage  of  cool  air  between 
iT  and  lower  pieces  of  the  griddle,  which  openings  may  be 
;  pleasure. 


L19. — A.  B.  Latja,  of  Cincinnati,   Ohio. — Improvement  in 
motion   of  Oscillating  Engines, — Patented    October    11th, 

ference  to  the  annexed  figures,  the  claim  will  explain  this 

1. 

'u — ^The  mode  of  arranging  the  valve-chambers  outside  the 

or  trunnion  on  whicli  the  cylinder  oscillates,  in  such  manner 

[low   the    wrist-pin   of  the   eccentric  rod   to    move    equally 

le  centre  of  the   trunnion,  and  moving  equally  above  and 

and  thereby  giving  motion  to  the  valve  or  valves  by  said 
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eccentric,  independently  of  the 
oscillating  of  the  cylinder. 

Also,  the  sliding  bar  or  bars 
to  which  the  eccentric  is  attach- 
ed, and  passing  np  the  whole 
length  of  the  valve-chambers  to 
the  end  or  ends,  as  the  case 
may  be,  and  attached  to  the 
valve-rods,  thereby  giving  mo- 
tion to  the  valves. 

Also,  this  arrangement,  as 
set  forth  by  drawings  or  their 
mechanical  equivalents. 


No.  10,120. — Yelland  Fore- 
man, of  New  York,  N.  Y. — 
Improvement  in  MetaRic 
Boats,  —  Patented  October 
11th,  1853. 

The  object  of  this  invention 
is  to  obtain  the  greatest  amount 
of  interior  space,  strength,  and 
stiffness,  and  at  the  same  time 
a  large  amount  of  insulated 
buoyant  power,  safely  distributed 

Claim, — Constructing  the  body  of  life-boats  wholly  of  metallic 
brazed  or  similarly  united  throughout,  thus  affording  a  water-tigl 
solid  metallic  connection  and  mutual  bracing  of  every  part,  wbi 
the  objects  referred  to  are  attained  in  an  advantageous  manner 

Also,  in  combination  with  such  boat,  the  detachable  tubular  se; 


No.  10,121. — ^William  Stephens,  of  Pittston,  Pa. — Improvem-eni  in 
the  Slide-  Valve  Motion  of  Oscillatwg  Erujwts, — Patented  October 
11th,  1853. 

The  valve-motion  which  forms  the  subject  of  this  improvement  i;ro- 
duces  the  necessary  movement  of  the  slide-valve  by  means  of  a  foed 
groove  or  guide  attached  to  some  part  of  the  engine-frame,  in  a  conve- 
.  nient  poisition  to  receive  a  stud  attached  to  tlie  valve-rod,  the  stud  re- 
ceiving a  proper  motion  by  being  carried  along  the  grcK>ve  or  guide 
by  the  oscillation  of  the  cylinder.  (See  figs.)  a,  cylinder,  oscillating 
in  bearings  a ;  d,  valve-box ;  o,  slide-valve ;  h,  frame,  which  has  a 
hole  on  its  top  to  receive  a  hollow  journal  e  at  tlie  top  of  way-frame  i, 
which  is  adjustable,  containing  the  groove  or  guide ;  screw-stud  / 
forms  a  pivot  for  the  lower  part  of  the  way-frame — the  journal  6 
and  pivot  y^  thus  forming  an  axis  which  is  radial  to  the  axis  of  oscilla- 
tion of  the  cvlinder.  The  arc  j  has  a  groove  or  guide  formed  by 
strips  fl'fl'',  projecting  on  its  under  side  for  the  reception  of  friction-roller 
A,  which  turns  on  a  pivot  on  the  cross-head  k,  secured  to  the  valve-rod ; 
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the  two  eyes  ^  ^  of  this  rod  fit  to  two  guide-rods  1 1^  which  are  so  se- 
cured to  the  valve-box  as  to  preserve  the  rectilinear  motion  of  the  rod. 
Frame  i  is  mider  the  control  of  lever  l,  having  its  fulcrum  in  the  en- 
gine frame ;  and  can  be  adjusted  on  its  axis  ef^  so  as  to  bring 
ire  J  at  an  inclination  to  the  axis  of  the  cylinder's  motion,  as  shown  in 
ig.  2,  or  at  right  angles  to  the  axis,  as  in  fig.  3.  The  arc  being  in  this 
latter  position,  the  engine  is  stopped  ;  but  when  in  the  position  shown 
n  fig.  2,  the  groove  is  similar  to  the  recess  in  the  thread  of  a  screw, 
md,  as  the  cylinder  oscillates,  gives  motion  to  the  valve.  ' 


Claim, — ^The  combined  arrangement  of  the  slide-valve  and  the  guide 
J,  which  assists  the  oscillation  of  the  engine  in  producing,  and  du'ects 
the  motion  of  the  valve,  substantially  as  described,  to  wit :  the  valve 
being  arranged  to  work  transversely  to  the  cylinder,  and  the  guide 
being  in  the  form  of  part  of  a  helix  or  screw,  concentric  to  the  axis  of 
the  cylinder's  oscillation,  and  receiving  an  arm  or  cross-head  attached 
directly  to  the  rod  or  stem  of  the  valve,  whereby  the  intermediate 
mechanism  usually  employed  is  dispensed  with. 

Also,  giving  the  necessary  or  desired  "  lead,"  by  means  of  the  ad- 
justable sliding  lining  pieces  m  m',  which  line  the  sides  of  the  guide, 
and  are  furnished  witn  projecting  or  rising  parts  n  n,  which  wifl  give 
the  necessary  "  lead,"  in  working  the  engine  in  either  direction. 
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No.  10,122. — John  A.  Elder,  of  Westbrook,  Me. — Machine  far  Out- 
tiiig  Pasteboard. — Patented  October  11th,  1853. 

To  operate  this  machine,  power 
is  communicated  to  shaft  p,  and 
the  pasteboard  laid  on  the  table 
or  arm  q,  and  then  moved  into 
the  series  of  shears  e  e,  which 
close  and  cut  into  the  pasteboard  ; 
then  the  board  is  moved  to  the 
rolls  V  V,  which  take  the  board 
.and  move  it  to  the  shears  i  J ;  tli2 
shear-blade  i,  which  moves  in  a 
vertical  slot,  is  drawn  do^vn  by 
the  eccentric  m,  and  at  the  same 
time  the  series  of  shears  e  e  cut 
into  the  pasteboard,  and  when 
they  are  openuig,  v  turns  the 
ratchet-wheel  r,  and  this  wheel  turns  the  rollers 
alon^  the  pasteboard ;  then  the  shears  e  e  and  i  close  and  cut  the 
pasteboard,  and  so  on  until  the  whole  sheet  of  pasteboard  is  cut  up. 

Claim. — ^Tlie  arrangement  of  machinery  for  cutting  pasteboard  into 
strips,  and  those  strips  a  given  length  at  the  same  time.  Also,  the 
arrangement  of  the  rocker-shaft  c,  rolls  vv,zz,  and  ehears  u,  for 
the  purpose  specified.  Also,  the  series  of  shears  e  e,  or  its  equiva- 
lent, for  the  purpose  described 


and 


z,  carrying 


No.  10,123.— L.  M.  WnrrMAN, 
of  Weedsport,  N.  Y. — Im- 
provement in  Cultivators. — 
Patented  October  11th, 
1853. 

By  reference  to  the  annexed 
figures,  tlie  claim  explains  the 
nature  of  this  improvement. 

CJaim. — Tlie  employment 
of  the  long  inclined  8i)ring- 
wings  c  c,  secured  at  tlieir 
front  ends  to  the  share  and 
main  standard,  and  turning 
upon  the  pin  e',  in  combina- 
tion with  the  mechanical  con- 
trivances herein  shown,  for 
expanding  and  contracting 
the  wings,  or  setting  them 
more  perpendicular  and 
nearer  togetner,  for  the  pur- 
pose of  throwing  more  pulver- 
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d  soil  against  or  up  to  the  hills,  or  setting  them  less  inclined 
the  horizontal  jjlane,  and  further  apart,  for  the  pui*pose  of  allowing 
J  pulverized  soil,  weeds,  &e.,  to  pass  over  tliem  into  the  broaa 
3n  spaces  in  the  centre,  the  wings,  in  either  case,  cutting  up  the 
eds  and  pulverizing  the  soil,  as  fiuly  set  forth  in  specification. 


►.  10,124. — ^Ebenezeb  Beard,  of  New  Sharon,  Me. — Improvement  in 
Serew-Prapellerd  for  Propelling  Vessels. — Patented  Oct.  18th,  J 853. 

rhis  invention  relates  to  certain  improve- 
nts  in  the  form  given  to  the  blades  of  a 
ew-propeller,  and  consists  in  placing  flanges 
3uinlerentially  upon  the  propelling  surfaces 
the  blades  at  their  outer  margins,  and  also 
their  inner  margins,  when  the  blades  are 
de  much  broader  than  their  arms,  as 
►wTi  in  the  figure.  They  are  also  placed 
)n  the  back  sides  of  the  blades  at  their 
3umference  to  render  them  more  eflicient 
working  backwards. 

Olmm, — ^The  use  of  one  or  more  flanges 
rims,  placed  circumferentially  upon  the 
des  of  a  screw-propeller,  substantially  in 
I  manner  and  for  the  purposes  describecl. 


'Improved 


.  10,125. — Edwin  B.  BownrrcH,  of  New  Haven,  Conn.- 
S</a^^<grf.— Patented  Oct.  18th,  1853. 

By  reference  to  the  an- 
ced  figure,  the  claim 
1  explain  this  improve- 
nt.  A  is  the  under  seat 
Lged  to  the  front  of  the 
a  in  such  a  way  that  it 
I  be  turned  out,  when 
1  seat  B  is  turned  back. 
s  the  back  of  the  seat, 
i  may  be  moved  back, 
indicated  in  the  dotted 

Olaim, — ^Tlie  arrange- 
nt  of  hinging  the  ordinary  sofa-seat  to  the  back-rail  of  the  sofa- 
me,  in  combination  with  the  arrangement  of  hinging  an  under  seat 
h  the  upholstered  side  down  to  me  front-rail  of  tiie  sofa,  so  that 
i  under  seat,  by  lifting  the  ordinaiy  seat  back,  can  be  turned  out  to 
front  of,  and  on  a  level  with  the  ordinary  seat,  thus  forming  a  bed. 
30,'the  arrangement  of  hinging  the  stuffed  back  to  the  top  rail  of 
I  sofe,  and  attaching  the  back,  at  the  bottom,  to  the  top  seat  by 
ps  of  iroli,  in  combination  with  the  arrangement  of  hinging  the 
►  seat  at  the  back  lower  comer. 


mi 

mm 
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No.  10,126. — ^William  CRioinoN,  of  Fall  River,  Mass. — Im^prowmad 
in  Shuttle-motion  of  Zooms. — Patented  Oct.  18th,  1853. 


This  invention  consists  in  connecting  the  two  pickers  g  g  (see  fig.) 
by  means  of  a  rigid  rod  n  passing  through  the  lay,  and  giving  motion 
to  the  same,  by  a  picker-lever  i,  which  is  operated  upon  to  mrow  the 
shuttle  in  both  directions  by  a  single  cam  on  a  short  shaft  at  one  side 
of  the  loom.  The  object  of  this  improvement  is  the  giving  of  the 
pickers  a  perfectly  parallel  motion,  by  simpler  mechanism  than  that 
commonly  employed  for  the  purpose.  Figure  1  is  a  front  view  of  the 
apparatus,  and  figure  2  shows  parts  of  it  in  a  side  view. 

Claim. — Connecting  the  two  pickers  with  a  rod  or  rigid  connection 
H,  which  receives  motion  from  a  single  lever  i,  and  one  cam  f,  where- 
by both  pickers  are  operated,  as  herein  set  fortli. 


No.  10,127. — Henry  S.  CRiDEa  and  David  Williams,  of  Lancaster, 
Ohio. — TmproveTnent  in  Mechanical  Dentistry, — Patented  Oct  18th, 

1853. 

•  ■ 

Claim. — Securing  the  artificial  teeth  to  a  plate  by  the  usual  method, 
and  afterwards  fastening  said  plate  on  the  alveolar  ridge  of  the  plate 
having  the  impression  o#  the  mouth,  either  by  riveting  or  the  employ- 
ment of  sort  solder,  so  as  to  prevent  the  application  to  the  plate  (haviM 
the  impression)  of  the  intense  heat  requii'ed  to  secure  the  teeth,  as  ana 
for  the  purpose  herein  set  forth. 


No.  10,128. — James  J.  Clark,  of  Philadelphia,  Pa. — TmprovemerU  in 
the  ConMr^ietion  of  Selfwinding  Telegraph-Registers, — Patented 
Oct.  18th,  1853. 

The  operation  of  the  several  parts  of  this  improvement  is  as  follows: 
When  tlie  spring  unwinds  ana  propels  the  train  of  register-wheels, 
it  also  rotates  the  break-circuit  wheel  m  ;  as  the  wheel  m  revolves,  the 
spring  J  alternately  strikes  tlie  face  of  the  teeth  x  x,  and  falls  into  the 
cavities  between  them.  Each  time  j  (the  spring)  presses  on  the  teeth 
X  X,  it,  by  so  doing,  closes  a  galvanic  circuit  extending  from  the  bat- 
tery around  the  winding  magnet.    When  the  spring  falls  between 
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Beth,  this  circuit  is 
a.  Tlie  winding-mag- 
,  thus  cansed  alter- 
to  attract  and  re- 
tlie  armature  r  and 
ver  j\  attached  there- 
ves  the  ratchet-wheel 
ugh  the  sjace  of  one 

at  each  vibration, 
inibor  of  teeth  on  the 
•circuit  wlieel  m  is  so 
rtioned  that  tlie  lever 
iused  to  vibrate  with 
ent  rajiidity  to  re- 
the  spring  shaft 
gh  its  gearing  with 
aft  t)  with  the  same 
ty  that  the  spring  unwinds  itself  to  revolve  the  train  of  register- 
3.    To  start  the  train  of  register-wheels  the  wheel  k  is  turned, 

winds  up  the  spring,  which  is  fastened  to  the  same  shaft. 
im. — ^Tlie  combmation  of  the  winding-magnet,  the  break-circuit 
,  and  spring,  with  the  train  of  wheels  of  an  ordinary  telegraph- 
jr,  as  set  forth. 


[0,129. Charles   Flan- 

9,  of  Boston,  Mass. — Im- 
*)ement  in  Steenruf  Ajppor 
w  for  Vessels, — Patented 
.  18th,  1853. 

aim,  —  The  combination 
rrangement  of  the  rope  i, 
ro  sets  of  leading-blocks 
K  k',  and  the  sheaves  c  d 
!  after  end  of  the  tiller, 
►ne  another ;  the  tiller  and 
iss  so  as  to  operate  to- 
•  and  move  the  nidder, 
ntially  as  described. 


),130. — Benjamin  Frazek,  of  Durham ville,  N.  Y. — Improved 
iahh  '-MtcUy''  Saw-Mills,— PatenUid  Oct.  18th,  1853. 

nature  of  this  invention  consists  in  the  method  of  attaching 
w-blade  to  the  main  shaft;,  by  which  a  reciprocating  move- 
is  imparted  to  the  saw  in  such  a  manner  that  die  saw  will 
nto  the  log  in  its*  downward  movement,  and  draw  out  from 
5  and  clear  itself  on  its  upward  movement;  the  whole  being 
acted  without  the  usual  mcumbrances  of  sash,  pitman,  car^ 
or  geared  or  cogged  pinions.    (See  figs.)  a  a  horizontal  sills  of 
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the  main  jBrame ;  dj  main  shaft ;  /j^,  the  two  head-blocks  connected  by 
the  endless  chains  g  g.  These  chains  pass  over  pulleys  on  the  feedings 
shaft  which  is  operated  by  the  ratchet-wheel  and  pawl. 


Claim. — ^Attachinig  a  reciprocating  saw-blade  to  the  main  shaft  by 
means  of  a  slotted  lever  and  crank-pin  operating  in  the  manner  set 
forth. 


No.  10,131. — Robert  Grifftihs,  of  Newport,  Ky.,  and  George  Shield, 
of  Cincinnati,  Ohio. — Improvement  in  Machinery  for  making 
Wrcmgktri/ron  Railroad'Chairs. — Patented  Oct.  18th,  1853. 


This  invention  has  reference  to  that  class  of  machines  for  making 
railroad-chairs  in  which  the  blank  or  plate  is  first  clipped,  and  the 
clip  afterwards  bent  to  form  the  lip  for  lapping  over  the  lower  flange 
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>f  the  rail  on  the  sleepers  or  bearers,  and  consists  in  a  novel  construe- 
:ion  and  mode  of  hanging  the  clipping  and  bending  levers,  whereby 
hey  are  made  "  adjustable  to  the  greatest  nicetv,  to  suit  different 
•hicknesse^  of  blanks  or  plates,  various  lengths  oi  lips  and  distances 
ipart  between  the  clips,  and  various  degrees  or  configurations  of  bend 
xy  the  chp,  as  the  form  of  the  rail  may  require.  (See  figure.)  b  is  the 
iiandrel  upon  which  the  plate  or  blank  is  placed  after  being  heated ; 
B  the  clipping-levers  (ana  in  the  same  manner  tlie  bending-levers)  hav- 
iiig  their  fulcra  c  in  eccentrics  d  inserted  in  the  he^d-stocks,  and  being 
[iiade  to  operate  upon  the  plate  by  the  action  of  the  revolving  cams  o 
eig:ainst  then*  tail-end,  their  own  weight  serving  to  throw  them  back  or 
open,  after  the  operation  has  been  performed.  The  tail-end  of  each  ot 
the  levers  is  pivoted  by  a  joint-pm  e  to  the  box-lever  e,  and  affixed 
therein  at  any  required  set  by  adjusting  screws/*  and  g. 

daim. — ^Hangmg  the  ftilcra  of  the  clipping  and  bending  levers  ec- 
centrically in  boxes  made  capable  of  circular  movement,  for  the  pur- 
pose of  adjusting  the  said  levers  to  their  work  with  facility  and  accu- 
racy. Also,  the  method  of  adjusting  the  angular  set  of  the  clipping 
ana  bending  levers  by  pivoting  and  adjustS^ly  connecting  them  to 
outer  operating  levers,  whereby  a  varied  inclination  may  be  given  to 
the  cutting  and  bending  of  tne  clip,  to  suit  different  thicknesses  of 
blanks  or  forms  of  chair  required. 


No.  10,132.  George  W.  Griswold,  of  Carbondale,  Pa. — Improve- 
ment  in  Cutting  Apparatus  for  Tailors^  dkc. — ^Patented  Oct.  18tb^ 
1853. 

(See  fig.)  The  cloth  is  passed 
between  the  jaws  a  and  c.  The 
jaw  A  has,  through  nearly  its 
whole  length,  a  slot  i  to  make 
room  for  the  knife  ^',  as  it  passes 
along.  The  knife  is  hinged  to 
the  piece  b,  Which  sli&s  on 
dove-tail  nuts  a  a,  outside  the  jaw  a.  The  foot  f  of  the  knife  passes 
alon^  the  waved  bottom  line,  and  the  knife  ^'  moves  up  and  down  di  r- 
ing  uie  cutting  operation. 

Claim. — Stretching  the  material  to  be  cut  over  the  two  jaws  of  t'  e 
stock,  and  holding  it  firmly  in  place  by  the  clamp,  whilst  the  knitb 
divides  it  with  a  draw-cut,  substantially  as  set  forth. 


Wo.  10,133.^  Thomas  Hinkley,  of  Hallowell,  Me. — Impr(yved  Machine 
far  finding  Distance^  Departure^  Difference  of  Latitude^  a/nd  for 
i?ra/5^.— Patented  Oct.  18th,  1853. 

The  axes  of  the  wheels  b  b  and  b'  b'  are  made  to  turn  and  slide 

longitudinally  in  boxes  a  a  a,  and  gear  into  racks  r  r  and  r'  r'.    By 

means  of  the  sunken  racks  (or  the  racks  provided  with  parallel  edges 

or  bars  a  a),  the  pinions,  and  the  shafts  made  to  rotate  and  slide  in 

24 
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these  supports,  a  compound  or  re- 
Biiltant  parallel  motion  of  the 
compass-plate  can  readily  be  ob- 
tained. 

(The  accompanying  figure  repre- 
feents  a  top  view  of  the  machine.) 

Claim. — ^The  method  or  means 
of  obtaining,  in  the  above-described 
machine,  a  comix)und  or  resultant 
parallel  motion,  the  same  consisting 
in  a  combination  of  pinions  or  gears 
and  sunken  racks  (racks  provided 
with  parallel  bars),  two  sliding 
and  rotary  shafts,  as  arranged,  con- 
nected, and  supported  so  as  to  be 
operated  together. 


No.  10,134:.    Daniel  Lynahon,  of  Buffalo,  N.  Y. — IrnprovemerU  wi 
making  uncrimped  Boots. — Patented  Oct.  18th,  1853. 
First,  cut  the  vamp  according  to  figure  1, 

and  fold  it  together  as  usual.    Secondly, 

cut  the  piece,  fig.  2,  and  sew  it  on  the  side 

c  of  the  vamp  kj\  the  opposite  half  of  the 

same  size  being  a  substantial  part  of  the 

vamp.    Then  sew  up  the  centre  of  the  front, 

whicn  forms  the  seams  Im  and  m  n.    Then 

the  top  0  is  added.    The  front  seam  is  cov- 
ered with  the  tongue  t,  which  is  also  a  part 

of  the  vamp. 

Claim. — ^The  tongue  t,  which  gives  to  the  vamp  a  more  eiMi 

crimped  turn ;  secondly,  covers  the  seam  n  n  from  being  seen,  and 

prevents  it  from  ripping ;  and  thirdly,  keeps  the  other  seams  I  m  and  »» 

permanent,  by  receiving  the  strain  that  comes  on  them  when  drawing 

on  the  boot. 


No.  10,135.    William  Mason,  of  Taunton,  Mass. — Improvemtrd  in 
Power-Looms. — Patented  Oct.  18th,  1853. 

This  invention  consists  in  the  employment  of  a  whip-roll,  over  which 
the  warps  pass  from  the  warp-beam  to  the  breast-beam,  which  roll  is 
forced  up  by  adjustable  weiglits,  when  the  roll  is  combined  by  means 
of  a  friction  strap  or  band  with  the  periphery  of  a  wheel,  which,  by 
gearing,  communicates  the  let-oflf  motion  to  the  warp  beam,  and 
which  receives  motion  from  a  crank  or  eccentric  from  the  lay  or 
crank-sliaft;  by  a  weighted  cord  wrapped  around  it,  so  that  when  the 
whip-roll  is  up  and  tlie  friction-strap  or  band  is  loose,  the  weighted 
cord,  actuated  ])y  the  crank  or  eccentric,  will  turn  tlie  friction-wlieel 
in  both  directions,  and  therefore  will  not  let  off  the  war}>s ;  but  when 
the  whip-roll  is  drawn  d^nvn  by  progress  of  weaving  until  the  friction- 
strap  or  band  is  drawn  tiuht,  the  weighted  cord  slips  in  one  direction 
on  the  wheel,  and  on  the  return-motion  turns  it  to  give  out  the  warps. 


COHMIBSIOIIEB  OF  FATBHTS. 


87t) 


(Bee  %.>  ay  the  warps;  (?,  the 
whip-roll  on  two  arms  d  a^  which 
sit  on  a  rock-shaft  «,  provided  on 
the  other  side  with  two  other  arms 
yy  within  the  frame,  and  one  g 
outside  of  the  frame ;  A  A,  weights 
,  which  force  the  whip-roll  np 
against  the  warps ;  i,  fiiction- 
etrap  suspended  to  arm  gr;  i 
presses  around  one  of  the  grooves 
m  the  periphery  of  wheel  ^';  the 
other  groove  receives  cord  o^ 
which  18  wrapped  around  it  with 
a  weight^ ;  the  other  end  of  this 
cord  IS  connected  to  an  eccentric 
T  on  the  end  of  the  lay-shaft  s. 

Clcdm, — ^The  method  of  oper- 
ating the  warp-beam  to  let  off 
the  warps,  ana  ease  them  in  the 
opening  of  the  shed  by  means 

01  the  weighted  cord  acting  on  the  periphery  of  a  wheel  geared  to  the 
warp-beam,  and  receiving  motion  m)m  an  eccentric  or  its  equivalent ; 
in  combination  with  the  mode  of  regulating  the  delivery-motion  by  the 
action  of  the  warps  on  a  weighted  whip-roller  acting  by  a  friction- 
strap  on  the  friction-wheel  of  the  letK)ff  apparatus,  substantially  as  and 
for  the  purpose  specified. 

No.  10,136. — ^Norman  Millington  and  Dennis  J.  George,  of  Shafts- 
bury,  Vt — Improvement  in  the  Mode  of  Figuring  Ca/rpenterfi^ 
5^t«we*.— Patented  Oct.  18th,  1853. 
This  improvement  consists 

in    providing    the    recjuisite 

nuniber  of  chases  set  with  the 

.proper  dies  or  figures,  for  the 

several  lines  of  figures  to  be 

stamped  on  the  di&rent  sides 

of  the  bar  and  tongue  of  the 

squares,^  and    placmg   them 

perpendicularly  on   me  rim 

of  the  wheel  to  which  they 

are  connected  by  a  joint  at 

the  bottom  in  the  proper  order 

for  stamping.    And  then  placing  the  sauares  on  an  anvil,  arranged  to 

.move  laterally  on  wavs,  so  as  to  bring  tne  end  of  the  line  to  be  figured 

directly  opposite  to  tne  end  of  the  chase,  which  is  turned  down  upon 

the  end  of  the  line  or  space  for  which  the  line  of  figures  was  arranged. 
Clavm. — ^Tlie  combination  of  the  revolving  chase-wheel  ,w  with  the 

lateral  moving-anvil  a,  by  which  the  relative  position  of  the  square  to 

be  stamped  and  tlie  required  chase  is  so  regulated,  that  the  line  of  the 

square  to  receive  the  impression  is  brought  under  the  chase  containing 

the  desired  figures,  as  set  forth. 
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No.  10,137. — John  Pender,  of  Worcester,  Mass. — Improvement  wi  ik$ 
Mode  of  opera/tmg  Heddles  of  Power-Looms. — ^Patented  Oct  18&, 
1853. 

The  nature  of  this  invention  con- 
sists in  so  arranging  the  harness,  or 
heddles  of  the  loom,  that  they  will 
play  np  and  down  in  a  guide,  and 
rest  on  a  positive  foundation,  and 
be  moved  up  and  down  as  indicated 
by  a  pattern,  bv  means  of  jacks 
with  nooks,  (oee  fig.)  a  is  the 
frame  of  the  loom;  b  b  are  the 
standard-guides  in  which  the  har- 
ness-frames slide ;  b  b  and  c  c  are 
the  rest  supported  on  the  pillar  e. 
The  harness-shafts  fall  upon  this  rest 
whenever  they  are  let  down.  The 
pillar  E  is  supported  on  lever  f, 
which  lever  is  moved  up  and  down 
by  means  of  eccentric  o  and  pit- 
man V.  The  jacks  are  attachea  to 
the  harness-frames,  and  hang  down- 
ward to  the  lever  k  through  the 
rack  H,  on  the  part  y  of  the 
frame  A. 

Clcmn. — ^The  rest  o  o,  in  combi- 
nation with  the  guides  b  b,  when 
constructed  as  described. 


No.  10,138. — Benjamin  F.  Rice,  of  Clinton,  Mass. — Improvement  in 
Hameee  for  Power-Loom^, — Patented  October  18th,  1853. 

The  nature  of  this  invention  consists  in  employing  levers  formed 
of  two  or  more  parts,  one  of  these  parts  being  so  constructed  as  to 
oscillate  within  tne  other  pai-t  by  the  action  of  hooks  and  pins  set  in 
tihe  grooves  of  a  figuring  chain,  said  hooks  and  pins  acting  upon  the 
upper  portion  of  the  oscillating  part  of  the  levers,  thereby  causing  the 
lower  portion  of  the  oscillating  part  to  move  to  and  fro  within  the 
outer  and  larger  part  of  the  levers,  thus  forming  a  groove  in  which  ft 
vibrating  roller  is  made  to  act  upon  the  outer  and  larger  part  of  the 
levers ;  which  operation  raises  and  depresses  the  harnesses,  by  which 
means  a  more  positive  action  is  given  to  the  levers  which  act  upon  tbe 
harnesses  when  run  at  an  unusual  speed,  and  a  uniform  shed 
18  produced.  Also,  in  giving  motion  to  the  figuring  chain  by  die 
use  of  a  crown-wheel,  turned  by  the  action  of  a  finger  projecting  from 
a  vibrating  lever,  and  working  in  the  openings  oi  the  crown-wheeL 
Also,  in  constructing  the  bars  which  connect  tiie  links  of  the  figonng 
chain  in  such  a  manner  as  to  admit  of  the  insertion  of  hooks  or  piffl, 
the  lower  part  of  which  are  made  in  the  form  of  an  inverted  wedge. 
80  that  the  hooks  or  pins  are  more  easily  adjusted,  and  also  h3d 
more  firmly  in  their  position. 


OOMMIBSIONEB   OF  PATENTS.  881 

Claim. — ^The  application  of  compound  levers,  confitructed  enbstan- 
tially  as  herein  described,  to  the  raising  and  depressing  of  harnesses  or 
heddles.  Also,  employing  a  finger  attached  to  the  vibrating  lever, 
operating  as  described,  in  combination  with  the  crown-wheel,  to  move 
the  figuring  chain.  Also,  foniimg  a,  groove  in  the  bars  of  the  figuring 
chain  for  the  insertion  of  hooks  or  pins,  or  their  equivalents,  in  the 
manner  substantially  as  specified. 


No.  10,139. — John  Scx>'n\  of  Philadelphia,  Pa. — Improveinent  in  Air- 
^erf«.— Patented  October  18th,  1853. 

(The  inventor's  claim  fully  explains  the  nature  of  this  improvement.) 
Claim. — Forming  a  bed  of  an  air-tight  indiarrubber  cloth  sack,  in- 
closed or  enveloped  in  a  pouch-formed  mattress,  composed  of  two  thick- 
nesses of  ticking  or  other  suitable  material,  between  which  is  inter- 
posed feathere,  hair,*cotton,  or  other  soft  substance,  retained  by  proper 
quilting ;  tlie  mattress  conforming  in  shape  and  size  to  the  au*-sack 
when  extended  with  air  by  flexible  pipes. 


U"o.  10,140. — ^Nathan  Thompson,  Jr.,  of  Williamsbm'gh,  N.  Y. — Life- 
.^t^fe^.— Patented  October  18th,  1853. 

The  nature  of  this  invention  consists  in  confining  between  an  inner 
and  outer  vessel  a  tight  stuffing  of  cork  or  its  equivalent,  said  vessel 
completely  inclosing  the  cork  or  stuffing^  and  the  whole  being  so 
shaped  that  it  answers  as  a  pail  or  bucket.  Also,  in  securing  the 
handle  or  bail  thereto  by  means  of  metallic  tubes  and  grooves  in  the 
handle. 

Claim. — A  double  vessel,  the  space  between  the  outer  and  inner 
taide  thereof  being  filled  with  cork,  or  its  equivalent,  by  which  it  is  in 
a  great  measure  secured  against  leakage,  and  retains  sufficient  buoy- 
ancy when  punctured,  and  serves  as  a  reliable  bucket  and  life-pre- 
eerver.  Also,  attaching  the  handles  thereto  by  means  of  the  tubes,  the 
nicks  in  the  handles,  and  the  bending  of  the  ends  of  the  tubes  therein. 


No.  10,141. — ^Nathan  Thompson,  Jr.,  of  Williamsburgh,  N.  Y. — Life- 
preserving  Seat  or  Bucket. — Patented  October  18th,  1853. 

Claim. — ^The  folding  life-preserving  seat,  with  a  buoyant  divided 
top.  Also,  the  clasp,  m  combination  with  the  surfaces  on  which  it 
elides,  operating  to  hold  the  stool  either  shut  or  open. 


No.  10,142.— Thomas  E.  Wabren,  of  Troy,  N.  Y.—Iran  Carriage- 
Bodies  far  liailroads  cmd  other  pwrposes. — Patented  October  18th, 
1853. 

The  specification  describes  this  car  or  carriage  as  being  constructed 
of,  or  consisting  of,  three  elements,  which,  united,  go  to  form  a  strong, 
light,  and  dm*able  structure.  These  elements  form  the  sides,  and 
unite  all  the  parts,  and  are  a  series  of  straight  panels  of  thin  sheet- 
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metal,  which  serves  as  diagonal  braces,  and  columns  of 
the  same  material,  for  strengthening  the  plates  to  which 
they  are  firmly  riveted,  together  with  bolts  extending 
through  the  colums  to  hold  the  top  and  bottom  to 
the  sides,  a  service  which  there  is  not  strength  enough 
in  the  thin  metal  sides  to  perform,  if  riveted  to  the  top 
and  bottom. 

Claim. — ^The  combination  of  hollow  sheet-metal 
columns  and  panels,  as  described,  with  the  through 
bolts  holding  the  top,  bottom,  and  sides  all  firmly  together,  in  4e 
manner  and  for  the  purposes  set  forth. 


No.  10,143. — J.  W.  Weatherby,  of  Kingsville,  Ohio. — Machine  f (ft 
Laying  Carpets. — Patented  October  18th,  1853. 


To  make  use  of  this  machine  (represented  in  the  figure),  one  comer 
of  the  carpet  is  first  fastened  in  its  place,  and  then  tlie  teeth  t,  at  the 
point  B,  are  inserted  in  the  opposite  end  of  the  carpet,  and  the  end  of 
the  stock  A  is  placed  against  a  board  reaching  the  opposite  side  of  the 
room.  By  turning  the  pinion  p,  tlie  rack  is  pushed  out,  and  thereby 
the  carpet  may  be  held  to  any  desired  tension,  until  one  whole  side  or 
end  is  secured. 

Claim. — ^The  general  construction  and  arrangement  of  the  carpet- 
stretcher,  made  and  operated  as  described. 


No.  10,144. — Linus  Yale,  of  Newport,  N.  Y. — Improvement  in  Loch. 
—Patented  October  18th,  1853. 

The  distinguishing  feature  of  this  lock  is  the  manner  of  applyiflg 
the  key  to  verv  simple  and  eflScient  stops,  so  situated  that  they  cannot 
be  approached  by  any  means  with  an  instrument  subject  to  the  control 
of  the  burglar  or  other  operator. 

On  the  front  plate  a  is  a  projection  a  a,  astride  of  which  is  fitted 
to  slide  a  crotched  bolt  b  running  dose  at  the  sides,  making  an  essr 
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moTement  to  stop  or  lock  by  di- 
Tided  pins  o  o  driven  across  the 
joint  by  sjjiral-sprinffs  d  d,  and 

Srojected   into  the  key-hole  e, 
lere    to    be    adjusted   by  the 
planes  ff  on  the  key  f  (fig.  3). 

Behind  the  wheel  a  is  a  re- 
volving key-chamber  i,  through 
which  the  wrench  h  also  passes. 
The  wrench,  in  revolving,  moves 
first  the  key-chamber,  and  then 
the  wheel  a  (having  a  notch  j 
to  catch  pin  h  on  bolt  b — K  being 
a  cog-arm),  and  in  its  end  mov3- 
ment  carries  the  key  into  the 
chamber,  and  then  draws  it  from 
the  chamber  into  the  key-hole, 
and  arranges  the  stops  for  the 
passage  of  the  bolt. 

Clamh. — ^Introducing  and  ap- 
plying the  key  fi:om  behind,  in- 
stead of  in  front  as  is  usual,  by 
means  of  a  permanent  wrench, 
revolving  key-chamber,  and  tiie 
passage  J. 


No.  10,145. — ^Haeey  WnrrAKEE, 
of  Buffalo,  if.  Y. — Improve- 
msTtt  m  Pr(?2>eZi!er*.— Patented 
October  18th,  1853. 

The  annexed  figure  illustrates 
die  arrangement  and  application 
of  this  improvement. 

Claim. — ^The  direct  applica 
tion  of  the  crank  outside  of  the 
hull  to  side -screw  propellers, 
when  such  application  is  com- 
bined with,  or  effected  by,  a 
high-pressure  engine,  arranged 
also  outside  of  the  hull,  substan- 
tially as  set  forth. 


No.  10,146. — Calvin  Adams,  of  Pittsburgh,  Pa. — Inyprovement  in 
Wmdov)-dhuMer  Fastener  and  Solder. — ^Patented  October  25th, 
1853. 

This  invention  consists  in  combining  with  a  latch  or  bolt  of  a  shutr 
ter-fastener  a  device  for  securing  the  shutters  in  a  partially  opened 
position,  g  is  an  arm  firmly  attached  to  arm  d;  a  and  b,  the  two 
shutters  in  a  half-opened  position:    when  to  be    entirely  shut,  / 


384 


ANNUAL    BEFOBT   OF   THE 


is  drawn  back  a  little,  so  as 
to  lift  h  above  c ;  shutter  a  is 
.opened  a  little  further,  so  as  to 
let  arm  g  pass  below  n,  by 
drawing  /  rorward ;  then  the 
shutters  are  shut  and  latched 
by  turning  f  entirely  down, 
until  the  back  part  of  d  comes 
to  rest  on  plate  v,  and  m  on  the 
back  part  n  of  pin  c. 

Claim.— The  combining  with 
the  latch  or  bolt  of  an  inside 
shutter-fastener  a  contrivance 
for  securing  the  shutters  in  a  par- 
tially opened  position,  by  means 
of  the  rings/  A  h'  and  the  arm  jr,  in  combination  with  the  latch  d  and 
pin  0,  substantially  in  the  maimer  and  for  the  purpose  herein  before  set 
f  »rth. 

No.  10,147. — Q.  T.  Beauregabd,  of  New  Orleans,  La. — Improved 
Self -acting  Bar-Excamjctora, — ^Patented  October  25th,  1853. 

The  excavator  is  anchored  at  the 
inner  edge  of  the  bar  in  the  thread 
of  the  strongest  current  of  the  stream. 
The  top  ot  the  frame  n  m  c  d  is 
then  M^eigliu^d  down;  the  current 
near  the  upper  surface  enters  at  a 
D,  and  forces  itself  out  of  the  smaller 
aperture  b  c  with  an  increased  ve- 
locity, and  thereby  excavates  the  bottom  in  front  of  the  excavator. 

Claim, — ^The  bar-excavator,  in  which  the  surface  current,  by  means  of 
the  inclined  plane,  is  deflected  downward,  and  made  to  act  upon  the  bar. 


No.  10,148.— Ezra  H.  Dawes,  of 
Litehfield  Corners,  Maine. — 7m- 
provement  in  Dung -Forks. — 
Patented  Oct.  25th,  1853. 

The  construction  of  this  fork  is 
such  that  it  may  be  readily  con- 
verted into  a  garden  cultivator  or 
hoe.     (See  fig.) 

Claim. — llakin/  the  tines  of  or- 
dinary dung  or  h»  forks  to  revolve 
upon  the  handle,    i  the  manner  and  for  the  purpofle  set  forth. 

No.  10,149.— Fei«  dkric  P.  Dmpfbl,  of  Philadelphia,  Pa. — Improw- 
ment  in  ProptUing  Vessels. — Patented  October  25th,  1853. 

The  propeller  represented  in  the  figure  is  arranged  to  work  below 
the  keel  or  bottom  of  the  ship ;  it  may  also  be  arranged  to  work  at 
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fte  AdeB  or  other  portions 
of  the  vessel  below  the  sur- 
face of  the  water. 

The  piston  b  is  set  in  a 
Reciprocating  motion  by 
being  connected  with  a 
steam-engine,  which  is  sit- 
uated above  it.  This  pro- 
peHing-piston  u  Is  placed 
within  an  oblong  cliamber 
c  that  communicates  on  ils  opposite  sidea,  and  at  or  near  its  opposite 
ends,  witli  water  passages  d  ana  e,  which  also  run  parallel  to  the  keel ; 
and  one  pipe  or  passage  d  is  open  at  its  end  next  to  the  bow  of  the  ship, 
while  the  open  end  of  tlie  omer  pipe  e  faces  the  stem  of  the  vessel. 
Valves  F  and  g  are  situated  near  either  end  of  the  reciprocating  piston- 
chamber  at  the  poiiita  of  connection  of  the  water  passages  d  and  e  with 
the  said  chamber. 

Claim, — ^Tbe  aiTangement  of  the  water  passages,  apertures,  and 
valves,  in  combination  with  the  reciprocating-piston  and  its  chamber, 
substantially  in  the  manner  and  for  the  purposes  set  forth  in  the  speci- 
fication. 

ISo.  10,150. — AuGirsTus  Eliaeks,  of  Boston,  Mass. — Improvement  in 
Zotmffes. — Patented  October  25th,  1853. 

The  figure  and  claim  show  the 
construction  and  nature  of  this  im- 
provement. 

<7fei7»..— Kestiug  tlie  part  which 
forms  the  support  to  the  upper 
•part  of  the  body  in  lounges,  or 
other  similar  articles  of  furniture, 
upon  springs  and  hinges,  so  as  to 
vary  its  inclination  at  Uie  pleasm^e 
of  the  occupant,  the  said  support 
being  fastened  and  held  in  any  desired  position  by  a  set-Bcrow  and 
curved  arm,  as  above  set  forth. 


No.  10,151. — Augustus  Eltaebs,  of  Boston,  Mass. — Improved  Zxh*art/ 
Step-Chair.— Patented  October  25th,  1853. 
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Claim. — ^A  library  step-chair,  or  a  chair  which  may  be  changed  at 
pleasure  into  a  flight  of  steps,  in  which  the  fold  or  hinge  of  me  two 

Sarts  is  formed  in  tne  top  or  an  extension  of  the  front  legS  of  the  chair, 
lereby  permitting  the  seat  to  be  so  stuffed  as  to  form  an  omamentd 
and  coinfoi'table  cnair,  and,  when  opened,  to  form  a  flight  of  five  sU^ 

No.  10,152. — ^WoosTER  A.  Flanders,  of  Sharon, 
Vt. — Iirvprovement  in  Bee-Hives. — Patented 
October  25th,  1853. 

h  is  an  extra  passage  adapted  to  the  hive^  and 
capable  of  being  gauged,  so  that,  while  the  work- 
ing bees  are  permitted  to  pass  and  repass  without 
hinderance,  the  passage  is  not  suflSciently  large  to 
pennit  the  queen  to  leave  the  hive,  a  is  the  in- 
terior of  the  hive;  d?  is  an  adjustable  screw. 
Plate  B  is  hinged  to  the  hive  at  y*;  d,  glass ;  c, 
aperture. 

Claim, — ^The  adjustable  passage  J,  by  which 
the  entrance  to  the  hive  may  be  enlarged  or 
diminished. 


No.  10,153.— J.  D.  FiLKiNs  and  William  H.  De 
Put,  of  Lima,  Ind. — Improvement  in  Hitching 
Horses  to  Ploughs.— PoX/^nX/^  Oct.  25th,  1853. 

This  apparatus  is  shown  in  the  annexed  figure. 


Claim. — ^The  combination  pf  the  limber  tongue  h'  and  stiff  tongue  } 
with  the  running  gear,  to  adapt  the  gang-plough  to  being  drawn  bj 
two  teams  abreast. 

No.  10,154. — Samuel  Hutchinson,  of  Kockport,  Ind. — Improvement  in 
Cutting  amd  Planting  Potatoes. — Patented  October  25th,  1853. 

In  the  figure,  d  represents  the  share;  ff^  a  sliding  floor,  which  car- 
ries the  knife  i'^  g^  a  spring,  which  presses  the  sliding  floor  back; 
cams  h  A,  on  the  axle  of  the  wheels,  press  the  sliding  floor  forward. 
K,  trap-door,  which  is  set  in  a  reciprocating  motion  by  the  pin  Z,  strik- 
ing against  the  rod  m\  blades  n'  scrape  the  earth  back  over  the  pota- 
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toes  after  they  have  been  dropped.  There  is  also  a  pin  to  hold  the 
trap-door  permanently  back ;  if  desired,  a  ratchet  and  pawl  prevents 
the  return  movement  of  the  wheels. 


Claim, — The  construction  and  combination,  as  described,  of  cam, 
sliding-platform,  cutting-blade,  and  trap-doors,  with  the  furrowing-share 
and  covering-blade,  for  the  purpose  of  cutting,  dropping,  distancing, 
and  covering  potatoes. 

No.  10,156. — David  S.  Maokbt  and  Jabvib  K.  Smith,  of  Batavia,  N. 
T. — Improvement  m  Wmnaioers. — ^Patented  October  26th,  1853. 

The  nature  of  this  in- 
vention consists  in  the 
maimer  of  operating 
the  screens,  by  means 
of  two  eccentrics  work- 
ing between  blocks  at- 
tached to  the  under  side 
of  the  screens,  and  in 
having  two  blasts  pro- 
ceed from  a  single  fan, 
the  blasts  crossing  each 
other,  and  being  so  ar- 
ranged that  the  grain  is 
subjected  to  one  of  the 
blasts  before  passing 
through  the  screen, 
while  the  other  blast 

!)revents  the  screen  from  being  clogged  with  chaff  and  other  matter. 
See  fig.)  The  eccentrics  o  and  d  are  set  on  the  same  shaft;  c  works 
against  block  J,  and  d  against  block  a,  which  blocks  support  the  screens. 
Clai?n. — ^The  peculiar  manner  of  operating  the  screen;  viz.,  by 
means  of  the  eccentrics  o  d  placed  in  a  reversed  manner  upon  the 
shaft  E,  and  working  between  the  blocks  a  h  attached  to  the  under 
side  of  the  tM^reea^  as  shown  and  described. 
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Also,  producing*  two  blasts  from  a  single  fan,  and  having  the  two 
blasts  cross  or  intersect  each  other,  by  which  a  blast  passes  horiam- 
tally  over  the  top  of  the  screen,  and  a  blast  also  passes  upward  throogh 
the  screen,  preventing  the  screen  from  being  clogged  or  choked. 


Uo.  10,156. — ^E.  G.  Matthews,  of  Troy,  N.  Y. — Impraoement  m  Ma- 
chines for  Dremng  Stone. — ^Patented  October  26th,  1853. 


The  rocking-bar  l  is  hung  in  journals  j ;  and  when  the  roller  n 
strikes  the  inclined  plane  I  on  its  end,  the  front  edge  of  bar  l  will  be 
depressed,  and  consequently  the  rear  edge  will  be  raised ;  and  as  this 
rear  edge  fits  into  the  shoulders  8  of  the  cutter  stocks  e  e,  these  will  be 
raised. 

Claim. — ^The  driving-apparatus  for  driving  the  cutters :  said  appa- 
ratus beinff  constmcteaol  the  driving-wheel /*  and  friction-wheel  g  in 
the  frame  A  h  attached  to  the  driving-rod  k,  dv  means  of  which  rod  a 
reciprocating  motion  is  given  to  the  frame,  wliich  canses  the  driving- 
wheel  to  roll  back  and  forth  on  and  over  the  heads  of  the  cutter  stocks, 
thereby  causing  the  cutters  to  make  the  desii-ed  cut  in  the  stone,  the 
fiiction-wheel  meanwhile  rolling  on  the  periphery  of  the  driving-wheel, 
and  also  in  a  groove  in  the  cross-bar.  Also,  the  rocking-bar  l,  with 
inclined  planes  at  each  end,  in  combination  with  the  cutter-stocks  e 
and  roller  ;i,  or  its  equivalent,  attached  to  the  frame  h  of  the  driving- 
apparatus,  for  the  purpose  of  rolling  or  striking  on  the  inclined  planes 
of  the  bar  as  the  driving-apparatus  reaches  the  end  of  its  stroke,  so  as 
to  rock  or  tip  the  bar,  thereby  causing  the  inner  edge  of  the  bar  to 
catch  or  strike  under  the  shoulders  in  tlie  cutter-stocks,  and  raise  them 
up  in  position  for  the  driving-wheel  to  act  upon  them  in  its  return 
stroke. 


No.  10,157. — Charles  Perlet,  of  New  York,  N.  Y. — Improvement  ii 
Ships'  Side-Lights.— PBXjmt^A  Oct.  25th,  1853. 

The  nature  of  this  invention  consists  in  the  use  of  a  circular  giaee 
or  light  g^  inclosed  \)y  a  c\ic>\iiax  ii^asi^^  o\i  ^\^^  vc^  teeth  gearing 
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into  a  fixed  rack  on  the  inside  of  a  metal  box 
that  is  let  into  the  side  of  the  vessel.  To  open 
the  light,  it  is  rolled  to  one  side  within  the 
box;  and  when  it  is  to  be  closed,  the  light  is 
rolled  back  again,  and  a  screw-ring  rorced 
into  an  elastic  packing  j^  in  the  frame  of  the 
^lass.  Any  water  that  may  by  accident  nm 
mto  the  box  can  escape  by  a  small  hole  f. 

Claim. — ^The  means  herein  described  and 
shown  for  preventing  any  leakage  from  a  side-light  passing  into  a 
yessel,  by  inclosing  the  siae-light  m  a  metallic  box  let  into  the  side  of 
the  vessel  and  provided  with  a  small  hole  or  holes  to  pass  out  the  leak: 
age,  as  specified. 


Ifo.  10,158.^-Alphonse  Quantin,  of  Philadelphia, 
Pa. — Improvement  hi  Valve-Omige  for  BoUtc^.— 
Patented  Oct.  25th,  1853. 

The  figm'e  shows  the  mode  in  which  this  gauge 
is  arranged  and  operates,  d  is  a  weight  upon  the 
rod  which  connects  the  two  valves ;  as  the  bottle  is 
inclined  the  liquid  fills  the  space  between  the  two 
valves,  and  the  weight,  sliding  by  the  inclination  of 
the  bottle,  closes  the  lower  valve,  and  at  the  same 
time  opens  the  valve  at  the  mouth  of  the  bottle, 
thus  permitting  no  more  of  its  contents  to  escape 
than  what  is  contained  between  the  two  valves. 

Clavm. — ^The  above-described  machine  or  gauge, 
with  the  arrangement  of  the  valves,  one  opening  Dy 
the  act  of  closmg  the  other,  so  as  to  pour  out  ol  the 
vessel  to  which  the  gauge  is  attached  only  the 
quantity  of  liquid  contamed  in  tiie  space  between  the 
two  valves. 


No.  10,159. -IIexky  L.  Kl'sskll,  of  Hud- 
son, Mich. — Tmjyroveiihent  in  MetaUio 
Piston- PaeJciiig, — Patented  Oct  25th, 
1853. 

See  figure. 

Claim, — Expanding  tlie  metallic  bands 
nrj,  which  encompasH  the  drum  a,'  by 
means  of  the  levers  «,  placed  in  the  periph- 
ery of  the  dmm  a,  and  operated  by  means 
of  the  ring  c  within  the  dmm ;  the  ring  c 
being  prevented  from  moving  casually  by 
means  of  the  coil-spring  d,  and  ratchet  f, 
a2id  pawl  jr,  or  their  equivalent. 
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No.  10,160. — ^William  W.  Bichabim,  of  Philadelphia,  FtL^-Ift^prow 

ment  m  Shovels^  Spades^  cfec. — Patented  Oct.  25th,  1853. 

The  object  of  this  invention  is  to  obtain  a  neater  degree  of  tough- 
ness, sti*ength,  and  sharpness  in  these  utensils  flian  heretofore. 

The  manner  of  construction  is  as  follows :  on  one  or  both  sides  of  a 
slab  of  steel  is  placed  a  slab  of  iron ;  these  slabs,  called  a  "  pile,"  are 
first  heated  to  a  welding  heat,  and  then  hammered  or  rolled  into 
sheets. 

Clcdm. — As  a  new  manufacture,  shovels,  spades,  and  other  imple- 
ments made  of  a  composite  sheet  of  metal,  whose  constituents  are 
parallel  laminae  of  unequal  hardness,  as  herein  set  forth. 


Ko.  10,161. — Benjamin  P.  Saegent,  of  Sutton, 
N.  H. — Expanding  Horseshoe.  —  Patented 
1    Oct.  25th,  1853. 

This  invention  is  intended  to  prevent  the  con- 
traction of  the  frog,  or  heel  part  of  the  hoof 
of  a  horse. 

The  shoe  is  formed  in  separate  parts,  and 
connected  by  joints  de,  and  may  be  contracted 
or  expanded  by  the  screw  h. 
*  (7fom.— The  combination  of  the  bearers  or 
ears  ef  with  the  jointed  quarters  or  bars  ab, 
jointea  together  or  to  a  common  toe  piece  or 
cork  c,  and  operated  by  an  expansion  screw,  as 
specified. 


No.  10,162. — Jacob  T.  Sargent,  of  Sutton,  N.  H. — Imjprovement  «n 
Ga/rden  and  other  Soes, — ^Patented  Oct.  25th,  1863. 

By  reference  to  the  figure,  the  claim  will 
explain  this  improvement. 

Claim, — ^The  improved  attachment  of  the 
blade  and  shank,  whereby  the  blade  not 
only  can  be  readily  removed  from  or  as 
readily  confined  to  the  shank,  but  when 
afl^ea  to  it  is  prevented  from  breakage 
where  the  greatest  leverage  or  sti'ain  is 
brought  upon  it;  meaning  to  claim  the 
beanng-head  a,  fixed  firmly  to  and  making 
part  of  the  shank;  the  movable  plate  or 
stiffener  g^  or  its  cqivaleiits  (appliea  to  the 
back  of  the  blade  and  made  separate  from  the  shank) ;  the  screw  rf, 
on  the  shank ;  the  screw-nut  f^  and  tlie  recess  5,  in  the  hoe-blade,  as 
combined  together,  and  with  the  shank  of  the  handle,  and  made  to 
operate  substimtially  as  specified. 
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Ko.  10,163. — David  M.  Smith,  of  Springfield,  Vt. — TrriproveTnent  in 
Clothes-Pina.—PeLtQnted  Oct.  25th,  1853. 

The  claim  and  figure  explain  the  nature  of  this  im- 
provement. 

Claim. — ^The  arrangement  of  the  lineopening  d, 
and  the  spring  c,  on  opposite  sides  of  hinge  a,  of  the 
two  levers  a  b  ;  whereby,  by  pressure  of  the  longer 
legs  of  the  levers  between  the  thumb  and  finders  of 
the  hand  of  a  person,  the  instrument  is  renderea  very 
convenient  of  application,  without  danger  during 
the  same  of  teanng  the  clothes  secured  by  it  on  a 
line. 


No.  10,164. — Jambs  Trees,  of  Salem,  Pa. — Improvement  in  Sub- 
merged  PropeUere. — ^Patented  Oct  25th,  1868. 

The  nature  of  this  invention  consists 
in  the  application  to  submerged  pro- 
pellers (wnose  area  where  the  water 
enters  is  greater  than  the  hinder  ex- 
tremity, where  the  water  escapes)  of 
blades  or  vanes,  and  a  shaft  to  which 
they  are  attached,  all  tapering  from 
front  to  rear ;  assuming  as  the  front  of 
said  blades  and  shaft  that  part  where  the  blades  first  impinge  upon 
the  water,  and  where  the  propulsion  conMnences. 

Claim. — ^The  combination  with  submerged  propellers,  whose  area 
where  the  water  enters  is  greater  than  the  hmder  extremity  where 
the  water  escapes,  of  helical  blades  or  vanes,  and  a  tapering  shaft  to 
which  they  are  attached;  both  the  blades  and  shaft  tapering  from 
point  to  rear,  substantially  in  the  manner  and  for  the  purposes  speci- 


No.  10,165. — Albert  Vose,  of  Pittsfield,  Vt. — Improvemmt  in  Ox- 
J7,fe*._Patented  Oct  25th,  1858. 

See  figures. 

Claim. — The  construction  of  the 
semi-revolying  neck-blocks,  each 
having  a  curved  groove  and  pin 
fitting  into  it,  for  enabling  the  neck- 
block  to  always  adjust  itself  at  right 
angles  to  the  direction  of  the  neck 
of  the  animal.  Also,  in  combination  with  the  groove  in  the  neck- 
block,  the  use  of  tlie  pin  subserving  the  double  purpose  of  controlling 
the  movement  of  the  neck-block,  and  adjusting  the  length  of  the 
yoke. 
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No.  10,166.— William  Wheeler,  of  West  Poultney,  Yt—Cuttinf 
Bars  and  Teeth  of  Ourry- CoTnis.— Pa,tmtQd  Oct  25th,  1853. 

In  the  figure,  m  represents  a  strip  of  I 
metal  of  the  width  of  the  dies  ee^  in- 
serted between  the  dies  for  the  purpose 
of  cutting  a  row  of  teeth  in  the  same, 
both  on  the  end  of  the  plate  and  on  the 
piece  or  bar  cut  off  by  the  descent  of  I 
the  jaw. 

Claim, — Tlie  method  of  forming  the 
bars  of  cuny-combs  by  punching  them 
out  of  plates ;  so  that  at  a  single  opera- 
tion a  strip  of  the  proper  width  for  the 
bar  is  severed  from  the  plate,  and  one 
row  of  teeth  cut  thereon,  and  another 
row  upon  the  end  of  the  plate  for  the 
next  bar. 


No.  10,167. — William  Couohlan,  of  Baltimore,  Md. — Mineral^watet 
Fovnt  and  Refrigerator. — Patented  Oct.  25th,  1853. 

The  nature  of  this  invention  consists  in 
adding  an  auxiliary  faucet  or  valve  J,  to  the 
fount  a,  for  the  purpose  of  rapidly  filling  the 
fount  with  mineral-water  already  prepared  in 
a  stationaiy  apparatus. 

Tlie  spigot  d  is  provided  on  its  outer  end 
with  a  female  screw,  to  receive  the  end  of  the 
pipe  whereby  it  is  filled  or  emptied.  The 
spjgot  e  sen'es  to  pass  off  the  superabundant 
gas,  and  thus  avoids  the  necessity  of  repeatedly  unscrewing  the  filling 
tube  for  the  san:e  purpose,  and  permits  the  fount  to  receive  a  due 
quantity  of  water. 

Claim. — ^The  auxiliary  faucet  or  valve  J,  for  the  purpose  of  enabling 
the  fount  to  be  filled  with  prepared  inineral-water. 


No.  10,168. — Nelson  Crocker,  of  Sandwich,  Mass. — Fmprovemeni  jb 
Rigging  Fe««^.— Patented  Oct.  25, 1853. 


^c       A,  B  p> 

SO— *-M^i-.^ 

"       Fly.2 

In  fig.  1,  j  represents  a  yard,  on  the  end  of  which  a  bolt  b  ii 
secured  by  the  two  eye-bolts  c  c  (which  are  driven  into  the  yard),  and 
a  pin  b ;  and  on  this  bolt  are  one  or  more  hooks  A,  to  receive  the  head 
(uingles,  which  are  made  in  the  usual  way,  but  have  an  iron  thimblo 
worked  into  tham.    Th\a  ^\ixi\AQ  <io\xi<^%  \Ti  ^Q»\v^ct  with  tlie  hook,  and 
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prevents  the  chafing  of  the  rope.    To  prevent  the  cringle  from  slipping 
off,  a  mousing  of  spun-yarn  is  passed  around  the  hook.     (See  tig.  3.) 

Claifn, — ^Tne  head-crinffle  nooks  and  their  fixtures,  constructed  and 
combined  with  rigging  of  a  vessel,  in  the  manner  and  for  the  purpose 
specified.  

No.  10,169. — ^Nathan  C.  Davis,  of  West  Jefferson,  Ohio. — Iinprove- 
merU  in  Seedr Planters, — Patented  Oct.  25th,  1853. 
In   the  figure,  c  represents  the 

drill-box  in  which  the  com  is  placed, 

from  where  it  falls  into  depression 

rf,  wbich  is  kept  full.    The  operator 

f)resses  down  the  end  m  of  the 
ever  g  with  his  thumb,  at  certain 
intervals.  For  convenience  the  lever 
m  is  bent  towards  the  handle  n,  on 
which  the  hand  rests.    By  the  de- 

!>ression  of  this  lever  the  piston  a  is 
ifted  up  through  the  gram,  so  that 
the  kernels  in  the  hollow  h  will  fall 
out  ovor  the  partition  c  into  the 
aperture  «,  and  to  the  fiirrow. 

Claim, — ^The  piston  a^  provided 
with  a  notch  or  hollow  h  in  its  upper 
end,  and  so  arranged  in  combma- 
tion  with  partition  c  and  the  depression  rf,  that  it  will  bring  up  and 
discharge  through  the  aperture  e  the  desired  number  of  grains  of  com 
every  tmie  it  is  raised  by  the  operator. 

No.  10,170.^ — ^Daniel  Notes,  of  Abington,  Mass. — Improved  Machine 

for  Hammering  Iron, — Patented  Oct.  25th,  1853. 

m  is  the  wheel  from 
which  the  motion  is  trans- 
fered  to  the  machine  \klV 
are  the  three  hammers; 
and  h  the  anvil.  One  of 
the  most  essential  features 
of  this  machine  consists  in 
the  relative  position  of  the 
ends  of  the  connecting- 
rods  dd^oo^  and  the  fm- 
cra  or  journals  of  the  ham- 
mer-beams at  the  time  of 
giving  the  blow;  as  the 
journals  of  all  the  ham- 
mers are  so  placed  as  to 
be  in  nearly  a  straight 
line,  at  the  time  of  givmg 
the  blow,  with  the  con- 
necting-rods from  which 
they  derive  their  motion. 
25 
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Claim. — A  ihaclime  for  hammering  iron :  viz.,  a  hammer  for  giTing 
the  blow  upon  the  upper  surface  of  the  iron,  acting  in  conjunction 
with  two  hammers^  which  Bimultaneously  strike  the  sides  of  the  iron. 
Also,  the  use  of  the  two  side  hammers,  whether  used  in  connection  witii 
the  upper  hammer  or  without  it.  Also,  so  arranging  the  relative  po- 
sition of  tlie  fulcra  of  the  hammer-beams,  and  the  ends  of  the  connec^ 
ing-rods  attached  to  the  beams  and  to  the  crank-shaft  and  gears  from 
which  they  derive  their  motion,  as  to  bring  the  fulcra  and  connectiiig- 
rods  in  nearly  a  straight  line  at  the  time  of  giving  the  blow,  tke 
opposite  ends  of  tlie  connecting-rods,  just  before  giving  the  blow, 
moving  in  opposite  directions,  so  as  to  give  a  rapid  and  powerful 
blow.  Also,  causing  the  anvil  to  descend  from  the  iron  just  before 
the  blow  of  the  side-nammers  and  to  ascend  just  before  tlie  blow  of  the 
upper  hammer,  by  means  of  a  rod  attached  at  one  end  to  the  under 
Biae  of  the  upper  hammer-beam,  and  at  the  other  end  to  a  tilting  arm 
which  embraces  the  anvil. 


I 


No.  10,171. — Samuel  Pratt,  of  Boston,  Mass. — Improvement  in  Screw- 
iViw^5.— Patented  Oct.  25th,  1853. 

The  object  of  tliis  invention  is  to  construct 
a  spike  or  nail,  so  that  it  may  be  turned  into 
the  wood  by  driving,  without  having  its  head 
bruised  (that  it  may  be  turned  out  bv  a  turn- 
screw)  by  driving,  and  without  breaking  the 
wood  by  driving,  so  as  to  prevent  it  from 
forming  a  good  and  compact  counter-screw 
for  the  threads  of  the  nail  to  turn  in.  The 
elevations  at  c  c  are  to  prevent  bruising  bv 
driving.  The  inclination  of  the  thread  is 
veiy  oolique.    Fig.  3  is  a  section  through  a  b. 

Claim,  A  screw-nail,  constructed  with  a  thread,  substantially  as 
herein  described.  Also,  shaping  the  head  so  that  the  battering  caused 
by  the  driving  will  not  obstruct  the  application  of  the  turn-screw. 


No.  10,172. — Samuel  Sweet,  of  New  York,  N.  Y. — ImprovemefrU  «i 
Spark- Arresters  for  Locomotvves, — ^Patented  Oct.  25th,  1853. 

This  invention  consists  in  placing  a  deflector  of  novel  construction 
within  and  near  the  top  of  the  outer  case,  and  directly  over  the  top  of 
the  smoke-pipe,  so  as  to  deflect  the  sparks  as  they  rise  and  give 
them  a  direction  downwards  into  the  chamber  formed  between  the 
outer  sloping  case  and  the  smoke-pipe,  and  in  combination  with  the 
deflector ;  employing  a  metallic  top-plate  or  cover,  which  has  a  series 
of  inverted  hollow  wire-cloth  sieves  set  in  and  around  it,  with  their 
lower  tapering  end  extending  down  some  distance  into  the  hood  or 
outer  chamber ;  the  funnel-shaped  sieves  rendering  the  escape  surface 
for  dratt  very  large,  and  admitting  the  deflector  to  be  employed  with- 
out increasing  the  size  of  the  hood. 

Claim, — ^The  combination  of  the  reticulated  inverted  frustums  of 
cones  H,  constructed  and  situated  as  described,  with  the  trumpet- 
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shaped  deflector  and  guard  b,  the  reticulated  cylinder  j,  nnder  the 
opening  i,  provided  with  the  reticidated  valve  k,  when  these  parts  are 
arranged  in  the  upper  portion  of  an  enlarged  or  expanded  external  pipe, 
such  as  that  represented  at  b  ;  the  whole  operating  in  the  manner  and 
for  the  purpose  set  forth  in  the  specification. 


No.  10,173. — ^Kasimib  Vooel,  of  Chelsea,  Mass. — Machine  for  the 
Mamifacture  of  Wea/oer^  Harness. — Patented  October  25th,  1853. 

Li  the  figure,  a  represents  a  vertical  shaft, 
having  on  its  top  a  tongue  to  receive  the  eye, 
and  around  its  low^er  part  a  spiral  spring.  Tlie 
tongue  passes  througn  the  die  b,  and  into  the 
die  c;  aie  b  is  fitted  to  the  tongue  of  tlie  shaft 
A,  80  as  to  slide  up  and  down  freely  upon  it ; 
die  c  is  inserted  in  the  end  of  a  piston  wliicli 
moves  up  and  down,  and  the  die  c  has  an  ori- 
fice to  receive  the  point  of  the  tongue  in  tlie  top 
of  A.  The  dies  d  d  are  fitted  with  lips  at  the 
ends,  which  press  on  plate-springs,  and  are 
grooved  at  the  opposite  end  next  the  dies  b 
and  c.  Dies  d  d  are  made  to  slide  horizon- 
tallv.  The  heddle  yam  is  placed  in  the  grooves  of  the  metallic  eye, 
which  has  dropped  on  the  tongue  of  the  sliaft  a  ;  by  the  action  of  the 
spiral  spring  the  tongue  is  thrust  to  the  point,  and  the  dies  d  d  and  b  o, 
by  the  action  of  levers,  compress  the  lids  of  the  eye  around  each  yarn 
of  the  heddle,  and  connect  two  yams  to  each  eyelet,  without  making  a 
knot,  braid,  or  loop  in  the  heddle. 

Claim. — ^The  combination  of  the  loom  for  weaving  the  borders  ot 
the  hamess,  with  the  press  for  securing  the  metallic  eye  upon  the 
threads  of  the  hamess,  without  a  knot,  braid,  or  loop. 


No.  10,174. — WiLiAKii  Ballabd,  of  New  York,  N.  Y. — Improvemeni 
in  Protecting  Rifle  Batteries  {in  Vessels  of  War). — ^Patented  No- 
vember 1st,  1853. 

The  nature  of  this  invention  consists  in  attaching,  by  means  of 
hinges,  a  series  of  shield-boards  to  the  inside  of  the  rail  of  the  bul- 
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warks,  so  as  to  be  raised  up  in  time  of  naval  engagements,  as  a  pro- 
tection to  the  riflemen ;  and  also  in  arranging  a  series  of  stanchiong 
and  rails  along  the  line  of  the  deck,  parallel  with  the  bnlwarks,  and 
from  four  to  six  feet  from  them,  for  the  support  of  the  inner  ends  of  the 


shield-boards  when  raised  up,  the  space  between  the  stanchions  being 
panelled  up  by  sliding  panels,  which  may  be  taken  down  when  not 
required. 

Claim., — ^The  use  of  the  shield-boards  c  in  combination  with  the  bul- 
warks of  a  ship.  Also,  the  use  of  tlie  stanchions  e,  rail  o,  and  pands 
H,  in  combination  with  the  deck  of  the  vessel  and  the  shield-boards  c 
for  the  purposes  and  principle  of  construction  and  operation,  substan- 
tially as  set  forth. 


No.  10,175. — Calvin  Cakpenter,  Jr.,  of  Pawtucket,  Mass. — Improve' 
merit  m  Magnetic  Electric  Machines, — ^Patented  November  1st,  1853. 

The  object  of  this  invention  is  to  develop  a  perfectly  continuons 
electric  current  through  the  agency  of  permanent  magnets.  The  in- 
vention consists  in  the  arrangement  and  combination  of  permanent 
magnets  and  disks  of  helices. 

Claim. — ^The  combination  of  one  or  more  series  of  permanent  mag- 
nets, radically  arranged,  the  poles  of  each  series  being  in  one  plane, 
and  in  two  concentric  circles,  with  a  disk  or  disks  of  helices  arranged 
in  three  sets,  in  such  manner  that  the  three  sets  may  be  acted  upon 
successively  at  nearly  equal  intervals  of  time ;  one  set  by  the  inner  cir- 
cle of  poles,  and  the  other  two  sets  of  helices  being  thrown  into  one 
constant  or  uninterrupted  current,  by  means  of  the  current  dischaigen 
and  springs,  or  their  equivalents,  as  described. 


No.  10,176.— A.  P.  Chatham,  of  Oanoga,  N.T 
Couplings. — Patented  November  1st,  1853. 

By  reference  to  the  figure, 
the  claim  explains  this  im- 
provement. 

Claim, — Constructing  the 
buflfer  A  with  a  recess  a,  to 
hold  the  link  o  in  the  proper 
position  for  entering  the  buf- 
fer B,  and  the  buffer  b  Vvlii  a 


'Improvement  in  Car- 
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»vity  and  inclined  dranght-catch  f  extending  to  nearly  the  top  of  the 
javity,  so  that  when  a  link  c  is  connected  to  the  bufler  a,  and  passed 
>ver  the  catch  f  of  the  buflfer  b,  it  cannot  jump  up  and  become  de- 
ached  from  the  catch  while  the  cars  are  in  motion,  whereby  the  dan- 
ger of  the  cars  being  separated  while  running  is  greatly  lessened,  while 
he  coupling  is  simple,  cheap,  and  not  liable  to  get  out  of  order. 


Jfo.  10,177.— Gilbert  S.  Clakk,  of  New  York,  N.  Y.— Improved 
Pen  cmd  PencUrcase, — Patented  November  let,  1853. 

In  the  figure,  a  represents  the  body  of  the  case,  around 
B^hich  there  is  a  band  b  ;  c,  tube  fitting  in  a,  and  attached  by 
pivots  to  band  b,  by  means  of  which  it  can  be  shoved  in  or 
int ;  E,  pen,  inserted  in  the  lower  end  of  tube  d  ;  d  can  be 
shoved  in  or  out ;  tubes  c  d  form  the  pen-slide ;  f,  stationary 
ube,  secured  to  a  :  o,  pencil-slide,  which  lias  a  disk  c  at  its 
ipper  end,  to  which  disk  tube  h  is  soldered ;  i,  pencil,  with 
%  pivot  d  working  in  a  slot. 

Claim. — ^Tlie  peculiar  arrangement  of  the  pen  and  pencil- 
glides  :  viz.,  the  pencil-slide  o  with  its  covering  tube  f  ; 
ivithin  the  pen-slide,  or  tubes  c  and  d,  and  operating  the  two 
slides,  independently  of  each  other,  in  the  manner  as  set 
'orth. 


ffo.  10,178. — J.  W.  CoRMACK,  of  Quincy,  HI. — Imprc/oemmi 
in  OomcrndSugcMT-ca/ne  Cutters. — Patented  November  1st, 
1853. 

The  knife  b  is  on  a  level  with  the  body  of  the  sled,  and  pro- 
jecting some  two  or  three  feet  over  its  side.  The  arm  a,  by 
means  of  the  framing,  is  placed  some  three  feet  over  the 
knife,  and  slightly  in  advance  of  it ;  so 
that  when  the  sled  is  drawn  forward, 
the  arm  comes  first  in  contact  with 
the  com,  and  bends  it  forward,  and 
then  the  knife  comes  in  contact  with 
it,  and  in  addition  to  its  being  drawn 
forward,  it  has  a  slight  side  motion  by 
means  of  a  spring,  which  facilitates 
the  cutting  operation.  The  arm 
throws  the  com  forward,  and  lays  it 
all  in  one  direction.  The  knife  and 
arm  may  be  revolved  from  one  side 
of  the  sled  to  the  other. 

Claim. — ^The  framing  and  manner 
of  attaching  the  knife  and  arm  to  the  sled. 
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No.  10,179. — ^Benjamin  Crawford,  of  Pittebtirffb,  Pa. — TmpravemefU 

in  Candensei'sfor  Steam-E?iff{ne8, — Patented  J^'ovember  Ist,  1853. 

In  tlie  figure,  b  repre- 
sents the  air-pump,  with 
which  the  upper  series  of 
tubes  communicate ;  the 
lower  limbs  of  the  same 
communicate  with  tlie  es- 
cape pipe,  leading  fi-om 
tlie  exlianst  valve  of  the 
engine.  The  openings  rf, 
in  the  front  ends  of  the  two 
limbs  of  the  water-jacket  a, 
and  a  similar  opening  ^,  in 
the  opposite  end  of  a,  fonn 
inlet  and  outlet  passages 
for  the  water  through  tlie 
condenser,  and  are  con- 
nected with  the  water  out- 
side, so  tliat  a  constant  current  of  water  will  be  forced  through  the 
jacket  and  among  the  tubes,  for  the  purpose  of  condensing  the  steam 
or  vapor  entering  the  tubes  from  tne  engine.  The  escape  pipe  a 
which  conveys  the  steam  to  the  condenser,  connects  with  an  intervening 
chamber  that  contains  an  evaporator  g  within  it. 

The  steam  in  entering  from  the  engine  passes  through  the  tubes  in 
the  evaporator,  and  round  the  sides  thereof,  communicating  heat  to 
J^^he  water,  in  order  to  distil  it  from  the  salt  or  other  extraneous  matter. 

Clmm, — ^The  arrangement  of  the  tubes  or  passages  in  the  condenser 
with  the  inlet  and  outlet  openings  in  the  case,  so  that  a  cnrrent  of  cold 
water  is  caused  to  flow  round  the  ends  of  the  tubes  ;  whereby  the  con- 
denser is  prevented  from  undue  heating,  and  the  tubes  kept  coolest  at 
both  ends,  and  warmed  at  the  middle,  whereby  the  great  bulk  of  the 
heat  is  transferred  to  the  condensing  water,  near  the  point  at  which  it 
is  discharged  from  the  case. 

No.  10,180. — Chancey  O.  Crosby,  of  New  Haven,  Conn. — Machine fov 

Sticking  Pins. — Patented  November  Ist,  1853. 

Claim. — ^The  method  of  crimping  the  paper  by  means  of  movable 
folding  blades,  in  combination  with  the  bed-plate,  while  the  back  and 
front  sides  of  the  paper  are  sustained  by  the  clamping-bars.  Also, 
the  method  of  crimping  the  paper  by  means  of  moving  folding-blade?, 
descending  and  ascending  between  the  stationary  and  moving  clamp- 
ing-bars, when  these  clamping-bars  serve  as  a  part  of  the  crimping 
apparatus,  whether  the  paper  be  sustained  by  the  bed-plate  or  otlier- 
wise.  Also,  the  method  of  lifting  the  pins  from  the  distributor,  and 
carrying  them  away,  and  sticking  them  into  the  crimped  paper,  while 
the  distributor  is  bringing  another  supply  of  pins  in  Iront  of  the 
clamping-bars,  thereby  keeping  the  lifting-pliers,  or  other  lifting  ap- 
paratus, continually  in  operation.  Also,  the  lifting  apparatus,  or  any 
substantial  part  thereof,  when  constructed,  combined,  and  made  to  op- 
erate substatiaUy  as  described  in  the  specification.   Also,  the  combine- 
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don  of  the  lifting  apparatus  with  the  inclined  transverse  notches  in  the 
stationary  clampiDg-oar,  by  which  means  the  pin  will  always  be  stuck 
in  an  exact  line,  even  though  the  pins  are  not  straight.  Also,  the 
combination  of  the  conical  rollers  with  the  side-planes,  to  form  a 
straight  inclined  conducting  channel.  Also,  the  lifting-pliers,  either 
with  or  without  the  creeper,  sliding-guide,  or  director  n. 


No.  10,181. — Chancey  O.  Crosby,  of  New  Haven,  Conn. — Improve^ 
Tnent  in  Machinery  for  Sticking  Pins. — Patented  November  1st, 
1853. 

Claim, — ^The  combination  of  the  puftches  i  (working  in  horizontal 
grooves  t?)  with  the  slide  g  and  the  straight  inclined  channels  d  d.  Also, 
the  combination  of  the  punches  with  the  double  folding-blades,  when 
these  are  combined  with  the  movable  and  stationary  clamping-bai-s, 
and  the  whole  is  constructed  and  combined  substantially  as  aescribed. 
Also,  the  method  of  crimping  the  paper  by  means  of  folding-blades 
worlflng  between  stationary  and  moving  clamping-bars,  when  those 
clamping-bars  serve  as  a  part  of  the  crimping  apparatus.  Also,  the 
bars  forming  the  side-guides  to  the  spaces,  to  guide  the  pins  while 
falling  down  from  the  separator  to  thenorizontal  grooves,  in  combina- 
tion with  the  grooves  and  punches. 


No.  10,182. — Chancey  O.  Crosby,  olT  New  Haven,  Conn. — Machvne 
for  Sticking  Pins. — Patented  November  Ist,  1853. 

Claim. — ^This  claim  embraces  the  various  parts  of  the  machinery  as 
constructed,  arranged,  and  operating,  for  the  purpose  of  crimping  the 
paper,  and  sticking  the  pins  therein. 


No.  10,183. — ^DAvm  Dkmarbst,  of  New  York,  N.  Y. — Improved  Mode 
of  Protecting  Engine  Hose. — Patented  November  1st,  1853. 

This  invention  consists  in 
the  employment  of  a  portable 
section  of  a  rail-track,  which 
has  an  arch  or  opening  cut 
in  its  bottom,  into  which  the 
hoee  fits.  (See  figure.)  o  is  the  opening ;  b,  the  hose ;  d,  brace  for 
sirengthening  a  where  the  opening  c  is  cut  through. 

Claim. — ^Ilie  employment  of  a  portable  section  of  a  rail-track,  with 
an  opening  o  in  its  centre  for  the  hose  b  to  fit  in  when  the  section  is 
placed  over  the  hose ;  for  the  purpose  of  covering  the  hose  at  certain 
points,  and  saving  them  from  the  great  injury  fliey  sustain  from  car- 
riages and  cars  passing  over  them  during  the  time  of  fires. 
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No.  10,184. — Joseph  Farnsworth,  of  Madison, 
Ind. — Improvement  in  Car-wheels, — Patented 
November  Ist,  1853. 

Claim. — A  cast-iron  car-wheel  constructed  as 
herein  described  (viz.,  having  the  hub  and' 
flanged  rim  connected  by  a  curved  annular  disk 
extending  from  the  outer  edge  of  the  hub  to  the 
outer  edge  of  the  rim). 


No.  10,185. — L.  R.  Fauqht,  of  Macon,  Ga. — Improved  Heffulatars for 
SteamrEnginea, — Patented  November  1st,  1853. 

In  the  figure,  d  represents  a  rod  flattened  at  e  e^  to  be  received  in  the 
friction-box,  which  consists  of  a  boss  o  secured  to  the  valve-rod,  and 
has  two  horns  ff  g^  forming  guides  for  two  metal  friction-plates  A  A, 


between  which  the  flattened  part  ^  ^  is  received ;  the  upper  plate  h  is 
pressed  down  by  means  of  spring  i.  Rod  d  is  connectea  l)y  a  link  a, 
with  a  short  arm  Z  on  a  rock-shafl;  f^  from  which  pendulum  b  is  sus- 
pended. 

Claim. — Connecting  the  cut-off  with  the  slide-valve,  bo  tiiat  the 
latter  drives  the  former  by  friction,  when  the  cut-off  is  at  the  same 
time  connected  with  a  pendulum,  air-spring,  or  some  other  device,  ot 
fering  such  a  resistance  to  its  movement  as  will  prevent  its  moving  the 
same  distance  as  the  valve,  and  arrest  it  at  such  a  point  in  the  motion 
of  the  valve  as  to  cut  off  the  steam  at  the  desired  point  in  the  stroke, 
and  will  increase  or  diminish  with  any  increase  or  diminution  of  the 
speed  of  the  engine,  and  thereby  retard  the  motion  of  the  cut-off  more 
or  less,  in  order  to  cut  off  the  steam  earlier  or  later  in  the  stroke,  and 
thus  to  regulate  the  speed. 


No.  10,186. — C.  P.  Kelsey,  of  Livingstonville,  N.  T. — Invprovemeid 
in  Grai/n-Cradlea, — Patented  November  1st,  1853. 

The  object  of  this  improvement  is  to  enable  the  workman  to  ky 
the  grain  more  regularly,  to  cut  the  entire  length  of  the  scythe,  an3 
to  readily  adjust  me  fingers ;  also,  so  that  the  cradle  shall  balance 
better  on  the  handles,  and  be  capable  of  being  folded  up  when  not 
in  use. 

a,  fingers ;  J,  post ;  <?,  a  bar  of  iron  which  forms  the  connection 

between  the  post  and  lower  end  of  the  snath ;  a  thumb-screw  passes 

rough  this  bar  at  c*  lo  5a&lea  \t  \ft  ^^  «aa.>i!cL,  'Y^i^^^ijg^rs  are  attached 
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ces,  which  have  joints  or  links  as  at  rf,  e^f^  g^  for  the  purpose  of 
;  their  position  adjustable. 


'm.-^The  bar  <?,  or  its  equivalent,  for  attaching  the  frame  of  fin- 
the  snath.  Also,  so  connecting  the  braces  S,  e^f^  g^  with  the 
,  by  means  of  links  or  other  imiversal  joints,  that  the  snath  may 
ed  close  against  the  fingers,  without  requiring  that  the  braces 
e  loosened  in  the  snath. 


),187. — Edmond  More  wood  and  George  Rogers,  of  London, 
land. — Jjnproved  Apparatus  for  Coating  Sheets  of  Metal, — 
snted  November  Ist,  1853. 

three  rollei-s  d  e  f  revolve  in  the  direc- 

the  arrows,  and  d  and  f  are  adjusta- 
their  distance  from  e,  so  as  to  admit 
of  various  thicknesses  between  them, 
e  sheet  fed  in,  submerged  under  the 

s  of  the  bath,  the  operator  supporting 

er  edge   by  means  of  a  hooked-bar 

ker  the  sheet  has  passed  through  the 

D  and  e,  it  is  thrown  against  the  bar  J, 

position  shown  in  the  hgure  in  dotted 

and  the  operator  feeds  it  between  the 

E  F,  which  draw  it  out  of  the  bath,  press  the  coat  of  metal  on 

flatten  out  all  irregularities  on  the  sheet. 

m.— The  method  described  of  coating  diee\a  oi  mfeXsJL^Vj  \sdl- 
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mersing  them  in  other  molten  metalfl  which  are  more  fusible,  by  metoi 
of  rollers,  as  described  ;  so  that  with  the  same  machine,  sheets  of  metal 
varying  in  thickness  may  be  coated,  free  from  puckers,  bends,  or  in- 
dentations on  their  siufaces. 


No.  10,188. — ^KussEix  S.  Morse,  of  East  Dixfield,  Me. — Tmpramneni 
in  Carriage-Springs, — ^Patented  November  Ist,  1853. 

By  raising  or  lowering 
the  screw  c,  the  pressure 
of  springs  d  e  on  tne  bed- 
spring  B,  will  be  increased 
or  diminished. 

Claim, — ^The  adjustable 
auxiliary  springs  d  e,  in 
combination  with  the  bed-spring  b,  substantially  as  represented. 


No.  10,189. — Howard  Perkins,  of  North  Bridgewater,  Mass. — Itf^ 
jprovemeni  in  Bits  and  Bit-stocks, — Patented  November  Ist,  1853. 

Claim, — ^The  manner  of  construc^ 
ing  and  fastening  the  bit  into  the 
socket  by  the  slide-lock,  having  the 
end  of  the  bit  so  formed  as  to  nt  into 
the  groove  in  the  key,  and  having  the 
end  of  the  bit  press  down  upon  the 
key,  so  that,  when  the  key  is  slipped 
back,  the  bit  may  be  easily  removed. 


No.  10,190. — Henry  M.  EmERBAND,  of  New  York,  N.  Y. — Improved 
Gold-washer  and  Separator, — Patented  November  1st,  1853. 

The.  object  of  this  invention  is,  by  tlie  agency 
of  water,  to  obtain  a  force,  which,  being  just  sufli- 
cient  to  overcome  the  gravity  of  the  earthy  mat- 
ter mixed  with  the  gold,  is  ineffectual  to  over- 
come the  superior  gravity  of  the  gold. 

Claim. — ^The  combination  of  the  tube  b,  valve 
y,  and  lip  m^  constructed  and  having  the  relative 
proportions  substantially  as  described  in  the  speci- 
fication, forming  an  apparatus  for  removing  earth 
and  stones  from  auriferous  earth. 


-Improvem'tnt  in 
Patented  Novem- 


No.  10,191.— John  A.  Taplin,  of  Fishkill,  N.  Y. 
Machines  for  Threshing  and  Cleaning  Orain,- 
ber  Ist,  1853. 

The  axis  of  the  threshing  cylinder  a  (see  figure)  is  connected  with 
crank-shaft  A,  by  means  of  belting ;  and  the  revolutions  of  a  will  give 
to  the  grain-separator  g  a  reciprocating  motion,  by  means  of  connect- 
ing-rods o.    The  grain  is  fed  in  upon  apron  e,  passes  along  spout  f, 
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and  comes  on  the  reciprocating  screen  k,  falling  through  uj)on  the  flu- 
ted bottom  L,  while  the  straw  is  delivered  at  the  end  of  the  machine. 
The  grain  is  finally  moved  towards  n,  where  it  is  delivered  upon  the 
riddle  k,  and  meets  the  blaat  of  the  fan ;  ^  is  the  place  of  delivery. 


Claim. — The  vibrating  straw-carrier  and  grain-separator,  with  a 
screen  k  and  fluted  bottom-board  l,  for  the  purpose  of  8e])arating  the 
grain  from  the  straw,  returning  the  former  to  me  winnowing  appara- 
tus, and  conveying  the  straw  to  the  hinder  extremity  of  the  macaine. 


No.  10,192. — William  H.TowERS,of  Philadelphia,  Pa. — Improvement 
in  Metallic  Pens, — Patented  November  1st,  1853. 

Tlie  nature  of  this  improvement  consists  in  making  metallic  pens 
flat,  with  cavities  or  depressions  in  both  surfaces,  for  retaining  the 
ink,  in  such  a  manner  as  to  enable  the  pens  to  be  more  easily  formed, 
and  of  a  less  bulk  of  metal,  and  more  convenient  for  use,  as  they  can 
be  used  for  writing  on  either  side. 

Claim. — Making  metallic  pens  with  depressions  or  cavities  for  re- 
taining the  requisite  quantity  of  ink,  and  making  them  flat  on  both 
surfaces,  and  tapering  the  shank  or  main  body  of  the  same,  and  inseil;- 
ing  it  in  a  corresponding  socket,  in  the  centre  of  the  lower  end  of  the 
pen  holder. 


No.  10,193. — Increase  S.  Watte,  of  Hubbardston,  Mass. — Improved 
Machine  for  Turning  Cylinders^  vfec. — Patented  November  1st, 
1853. 

To  fully  describe  the  construction  and  operation  of  this  machine, 
would  require  too  much  space  for  this  Keport. 

Claim, — ^The  combination  composed  of  the  feeding  hopper,  the  series 
of  rotary  mandrels  and  centres  applied  to  the  shaft  a,  the  revolving 
cutter  or  cutter-cylinder  s,  the  mechanism  for  giving  each  mandrel 
an  endwise  movement  backwards  and  forwards ;  mechanism  for  ar- 
resting the  rotary  movement  of  the  shaft  a,  or  the  heads  e  f,  during 
the  time  necessary  for  the  operation  of  the  cutter  or  cutter-wheel  s, 
on  each  piece  of  wood ;  and  finally,  a  mechanism  for  rotating  the 
shaft  A  and  its  two  heads ;  the  mechanism  for  moving  each  mandrel 
endwise  being  the  spring  k,  the  wheel  l,  and  cam-plate  p;  that  for 
rotitting  the  mandrel  being  the  gear  n  and  the  gear  w,  on  the  shaft  y, 
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put  in  revolution  as  described  ;  that  for  arresting  the  rotation  of  the 
shaft  A  being  the  stud  i'  k'  or  l',  stop-plate  m',  and  the  screw  applied  to 
each  mandrel ;  and  finally,  n — 
that  for  rotating  the  shaft  a, 
being  the  friction-roller  f, 
made  to  operate  against  the 

Eeriphery    of    the    .circular 
ead  F,  and  to  be  rotated  and 
borne  against  said  head. 


No.  10,194.— Petfer  H.  Wat- 
son, of  Washington,  D.  C. — 
Trnprovement  in  Steam- 
Boilers  and  Engines, — Pat- 
ented November  1st,  1853. 

Claim, — ^The  method  of  re- 
covering the  heat  of  the  ex- 
haust-steam, by  passing  it 
through  the  comparatively 
cool  water  in  the  lower  portion 
of  the  boiler.  Also,  the  ar- 
rangement of  the  upper  end 
of  me  drop-flues  c  in  an  in- 
clined plate  a^  to  facilitate 
the  entrance  of  the  smoke  into 
the  flues,  and  the  passage  of 
the  steam  from  beneath  the 
inclined  plate  into  the  upper 
part  of  the  boiler. 


OOMMISSIOirER   OF  PATENTS. 


405 


"To.    10,195. — Jacob  V.  A.  Webcple,  of  Chicago,  HI. — Machine  for 
Separathig  and  Cleaning  Orain, — ^Patented  November  1st,  1853. 
This  invention  consists  in  the 

iinployment  of  a  separating  and 

>reak  cylinder  f,  so  situated  and 

operating,  as  regards  the  thresh- 

ng-cylinder  a,  as  to  break  the 

brce   with  which  the  straw  and 

frain   is   thrown  on   the  endless 

ipron  D ;  also  sei*ving  as  a  partial 

eparator. 
Claivi. — ^The    employment    of  | 

I   cylinder  f,    having  tangential 

)r  other  suitably  projecting  plates 

icross  or  along  its  periphery,  for 

ihe    purpose   of  separating    the 

rrain,  and  breaking  tne  impinging 

effect  produced  by  the  threshmg- 

*ylinder  on  the  endless  apron  d  ;  the  cylinder  f  being  so  situated,  and 

>perating  in  rear  of  the  threshing-cylinder,  as  gently  to  feed  over  it  the 

jtraw  and  headings,  as  they  are  delivered  from  the  threshing-cylinder. 


i^^ssBi 


N'o.  10,196. — ^George  Calvert,  of  Upperville,  Va. — ImproveTnent  in 
Bee-Hives, — Patented  November  1st,  1853. 

The  object  of  this   improve- 


[nent  is  to  eflect  a  perfect  clean- 
ing of  the  hives  of  litter,  by 
means  of  inclined  planes  d',  in 
the  store-hives  d,  connected  with 
the  double  flue  a,  at  the  top  of 
the  brood-hives  b  ;  the  litter  to 
pass  down  the  sides,  rather  than 
through  the  centre  of  the  brood- 
hives  B,  so  as  not  to  disturb  the 
brood  colony  at  work.  The 
cross-piece  h,  brought  down  to 
the  mouth  of  the  planes  d',  be- 
comes a  base  for  the  support  of 
the  combs. 

Claim, — ^The  combination  of  the 


honey-boxes  d  d  with  the  box  b 
and  cross-pieces  h  h,  arranged  and  operated  in  the  manner  and  for  the 
purposes  set  forth. 


NTo.  10,197. — Sekeca  Lapham,  of  Salem,  Ohio. — Im^ovement  in  Cuir 

Uvators, — ^Patented  November  Ist,  1853. 

A  represents  the  frame  of  the  machine,  and  tongue  a  is  secured  to  it 
by  means  of  king-bolt  j,  round  which  it  can  turn ;  pin  l,  projecting  from 
brace  k,  forms  the  fulcrum  for  lever  m  ;  staple  n  is  secured  to  tongue 
a,  and  through  this  staple  passes  lever  m.  By  tliis  means  lateral  move- 
ment can  readily  be  given  to  the  tongue. 
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Claim. — The  combination  and  ar- 
rangement of  the  parts,  consisting  of 
the  lever  m  and  its  attachment  to  the 
brace  k,  and  the  connection  of  the 
tongue  a  to  the  lever  by  the  staple 
N ;  and  this  in  its  application  to  the 
purpose  of  changing  the  direction  of 
this  and  other  machines. 


No.  10,198. — William  B.  Leonard, 
of  New  York,  N.  T. — Recording  \ 
Fluid  Metres, — Patented  Novem- 
ber 1st,  1853. 

The  object  of  this  improvement  is 
measuring  the  quantity  of  fluid  that 
may  pass  through  a  pipe,  or  is  dis- 
charged therefrom,  without  regard  to 
the  regularity  or  velocity  of  the  cur- 
rent. 

Claim, — ^The  combination,  in  fluid 
metises,  of  mechanism  for  meas- 
uring the  volume  of  a  flowing  fluid, 
however  variable  ;  mechanism  for  measuring  the  velocity  of  the  flowinj 
fluid,  however  that  may  vary ;  mechanism  for  multiplying  the  two  quan- 
tities together ;  and  mechanism  for  recording  the  product,  in  such  nuuJ- 
ner  as  to  show  on  a  register  the  quantity  of  fluid 
that  has  passed.  Also,  the  combination  of  a 
self-acting  guard-valve  or  valves,  however  con- 
stnicted  or  arranged,  w'ith  the  water-wheel  or 
other  motor,  in  a  meter,  in  such  manner  that 
the  flow  of  water  through  the  meter  will  be  ar- 
rested whenever  its  pressure  is  not  suflicient  to 
give  motion  to  the  motor  the  instant  it  begins 
to  flow,  whereby  the  escape  of  water  thi*ough 
the  meter  unmeasured  is  prevented. 

No.  10,199.— William  T.  MERRrrr,  of  Hart's 
Village,  N.  Y. — Improved  Mode  of  Open- 
ing and  Closing  Gates, — Patented  Novem- 
ber 1st,  1853. 

By  reference  to  the  annexed  figure,  the 
claim  explains  this  improvement. 

Claim. — ^The  method  of  elevating  and  de- 
pressing, or  opening  and  closing  the  gate,  as 
shown  and  described ;  viz.,  by  means  of  the 
shaft  D,  having  upon  it  the  pulleysyy,  g  g^  the 
pulleys  g  g  being  attached  permanently  to  the 
shaft,  and  having  ropes  h  h'  attached  to  them, 
and  the  pulleys  y*/ being  placed  loosely  on 
the  shaft,  and  connected  to  it  at  a  certain  pe-  j 
riod  by  means  of  pins  h  A,  on  the  shaft  working  I 
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tin  dots  ii in  the  boBsee  or  hnbe  of  the  pulleys  ff;  these  pulleys  ff 
fbaviDg  the  chains^^'  attached  to  them  and  to  tte  upper  ends  of  the 
Ugate-stiles  o  e^  and  also  the  chains  j  j  with  the  weights  o  o ;  the  said 
* 'lains  Jj  being  attached  to  the  lower  ends  of  the  stiles  cc^  the  gate 
^ing  prevented  from  being  casually  depressed  or  opened  by  means 
P  tne  pawl  j,  which  is  freed  from  the  notch  jp,  in  the  boss  or  hub, 
the  oog  L,  substantially  as  set  forth  in  the  specification. 


*3J"o.  10,200. — Gkorge  Willtston,  of  BnmsNvick,  Me. — Immcyoement  in 
Straightening  or  Curving  Rails  of  Railroads^  &c. — Patented  No- 
vember Ist,  1853. 

Claim, — ^The  combination  of  the  screw,  strap,  beam,  and  slides, 
-constructed  and  combined  substantially  in  the  manner  described ;  with 
the  beam  placed  on  the  top  or  side  of  the  rail,  for  the  purpose  of 
]^araightening  or  curving  rails  on  railroads,  without  the  necessity  of  re- 
iHioving  the  same  from  the  sleepers. 
*  ■ 

IKo.  10,201. — Samuel  S.  Allen,  of  Salem,  N.  J. — Irnmraoemeni  in 
Harvesting  and  Mowing  Machines, — Patented  NoveniDer  8th,  1853. 


The  nature  of  this  invention  consists  in  balancing  the  frame-work 
and  gear  operating  the  cutters  on  the  driving-wheel,  as  a  centre  of 
oscillation,  and  thus  balancing  the  weight  of  the  arm  and  cutters  there- 
on ;  also,  in  an  arrangement  of  the  tongue  between  the  driving-wheel 
,tod  the  cutter-arm  or  beam,  so  as  to  constitute  a  centre  draft,  by  the 
application  of  the  adjustable  secondary  wheel  on  the  side  of  the  fram- 
ing opposite  to  that  of  the  cutter-arm,  and  thus  obviate  the  tendency 
46  swing  around  against  the  shoulder  of  the  horse ;  also,  in  other  im- 
provements which  are  explained  in  the  claims  of  the  inventor. 

Clamn, — ^The  arrangement  by  which  tlie  driving-wheel  d  is  made 
the  centre  of  oscillation,  in  counter-balancing  the  cutter-beam  and 
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cutters  thereon,  embracinff  the  secondary  wheel  i  and  spring  l  fcr 
the  pui-poses  set  forth.  Also,  the  combination  of  the  tongue  n  with 
the  driving-wheel  d  and  secondary  wheel  i.  Also,  the  method  of 
balancing  the  cutter-blades  t  on  the  angular  bar  a  by  the  slidinff-bare, 
in  combination  with  the  blade  ^,  or  their  equivalents.  Also,  the  con- 
stniction  of  the  cutter-blades,  as  fonned  on  the  under  side  with  a  ni^ 
or  roughened  surface,  while  the  upper  side  forms  a  shear-cutting  edge, 
for  the  purpose  of  preventing  choking  of  the  fingers,  and  supplying 
an  oil-box  to  the  cutter-bar,  as  set  forth  in  the  specification  am 
drawings. 


1 


No.  10,202. — John  Blue,  of  Covert,  N.  Y. — Impr(mement  in  3fach{ne* 
for  Separating  O-rainfrom  Straw. — Patented  November  8th,  1853. 

This  improvement  is  confined  to  what  the  inventor 
denominates  a  '"  shaker."  It  consists  in  connecting  the 
cornered  roller  on  either  side  to  another  on  the  other 
side  opposite,  with  the  same  nimiber  of  comers  or  arms, 
by  fastening  both  on  a  shaft,  in  such  a  manner  that  when 
either  side  of  the  belt  rests  upon  one  comer  or  arm  of 
the  roller  on  that  side,  the  other  side  rests  upon  the  side 
of  the  roller,  between  the  comers  or  on  the  ends  of  two 
arms,  for  the  purpose  of  agitating  the  straw  and  grain 
while  passing  over  the  endless  slotted  apron. 

Claim. — ^The  arrangement  of  the  cam-blocks /*  and  €,  or 
their  equivalents,  on  me  shaft  ^,  for  agitating  the  endl^s 
apron,  as  set  forth. 

No.  10,203. — Cornelius  S.  Cooper,  of  New  York,  N.  T. — Iviprood 
Basa-Ba/r  for  the  Violin. — Patented  November  8th,  1853. 

A  represents  the  bass-bar. 

Cla/im. — ^The  application  of 
the  sprina  hass-heam  or  Jar,  in 
place  of  tne  solid  beam,  which 
IS  taken  from  the  violin,  for 
the  violin^  t&nore  or  viola^ 
violoncello^  double  bass  or 
violono^  or  any  other  instniment  requiring  a  bass-beam  or  bar  for  the 
production  of  tone ;  then  the  support  of  the  ends  of  tlie  spring  or  im- 
proved bass-bar,  by  cutting  notches  or  mortises  in  the  end-blocks,  as 
shown  in  the  figure,  and  supporting  said  ends  of  spring  in  any  manner, 
by  connecting  me  bearings  of  the  spring  to  the  end-blocks  to  produce 
the  desired  effect.  Also,  the  separation  of  the  bass-bar  or  beam  fi-om 
the  top  or  sound  board,  except  three  inches,  which  will  produce  the 
desired  effect. 


No.  10,204.— Nathaniel  Gear,  of  Zanesville,  Ohio. — Improvemmtin 
Machmea  for  CvMing  Irregular  Forms. — ^Patented  November  8di, 
1853. 
F,  lower  cutter-head ;  g,  brace  supporting  the  upper  cutter-head  h, 
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ich  is  removable;  o  also  forms  a. throat  to  the  cotters;  the  cutters 
re  set  in  the  inclined  grooves  in  the  upper  and  lower  cutter-head, 
i  fastened  by  screwing  down  j.  To  cut  a 
plicate  of  the  pattern  y,  the  material  is 
kced  on  top  of  it,  and  held  there  by  some 
irp  projections  in  the  upper  side  of  y. 
e  two  pieces  are  fed  along  by  hand  in  the 
ection  of  the  running  of  the  cutters,  which 
iws  them  tight  up  against  the  lower  cut- 
head.  The  cutters  work  upon  the  edge 
the  piece  to  be  cut,  whilst  the  cutter-head 
jeives  the  pattern  and  prevents  it  and  the 
>ce  upon  it  from  coming  any  closer  to  the  cutters  than  a  fixed  distance, 
e  kmves  are  gauged  by  tne  cutter-head,  and  the  pattern  is  guided 
the  cutter-head  also,  which  serves  as  a  guage  to  the  pattern. 
Claim. — ^The  combination  of  knives  in  the  manner  described  with 
•otary  cutter-head,  bo  that  said  head  shall  serve  as  a  guide  or  direc- 
K  to  the  form  or  pattern  carrying  the  material  to  be  dressed. 


).  10,205. — James  Gbebnhaloh,  Jr.,  of  Waterford,  Mass. — Improve- 
merU  in  the  Biamess  Motion  of  Power-Zooms. — Patented  November 
8th,  1853. 


Cla/i/m. — Suspending  each  leaf  of  harness  from  two  jacks  o  c',  which 
3  of  similar  form  and  length,  and  are  geared  together  by  toothed 
jtors  8  s,  for  the  purpose  of  preserving  a  uniformity  of  motion  to 
di  ends  of  the  harness.  Also,  attaching  the  knife  o  to  the  levers  ff, 
d  applying  springs  dd\o  the  same,  in  such  a  way  tliat  it  will  move 

the  levers  in  its  descent,  in  closing  the  shed  suflSciently  to  pass  the 
ints  of  those  hooks  of  the  ascending  portion  of  the  harness  which 
3  in  a  position  to  be  raised  to  make  the  succeeding  shed,  and  after 
ssing  tne  points  of  the  hooks  will  slip  under  them  substantially  as 
scribed.    Also,  suspending  the  heddle-frames  1 1,  or  the  top  rails  o  o, 

means  of  sheet  or  noop  iron  links  j  j,  which  are  pivoted  to  the  jacks, 
d  are  fiumished  with  pms  r  r  to  enter  slots  or  notches  in  the  ends  of 
e  top  rails  o  o,  by  which  a  simple  means  of  attachment  and  detach- 
ent  IS  obtained. 
36 
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No.  10,206. — Jebome  B.  Greene,  of  Worcester,  Maes. — Imptowmab 
in  Temples  for  Looms. — Patented  November  8th,  1853. 

This  temple  consists  of   a  i^^^^SS^JJgSSSg^^B^^iB 

roller,  which  tnms  freely  on  an 
axle  placed  parallel  with  the 
weft  ;  and  it  is  surrounded, 
or 'partially  surrounded  by  a 
guard,  which  is'  adjustable  on 
uie  same  axle.  The  roller  and 
the  guard  keep  the  cloth  properly  stretched,  either  by  holding  it  be- 
tween two  conical  surfaces,  or  by  pins  on  the  roller,  upon  which  the 
cloth  18  held  by  the  guard ;  the  roller  being  kept  in  position  for  hold- 
ing the  cloth  by  a  spring,  which  will  allow  it  to  be  withdrawn  when 
necessary.  The  axle  upon  which  the  temple  turns  forms  part,  of  an 
elastic  stem,  which  gives  the  temple  the  necessary^  elasticity. 

Claim, — ^The  arrangement  of  the  roller  d,  adjustable  guard  e,  and 
springs  g^  upon  the  axle  a,  which  is  parallel  with  the  weft,  whether 
the  roller  and  guard  hold  the  cloth  between  two  conical  feces,  or  by 
teeth  on  the  roller. 


No.  10,207. — John  Jones  and  Alexander  Lyle,  of  Bochester,  N.  T.— 

Improvement  in  Machines  for  OuUing  Straw. — ^Patented  November 

8th,  1858. 

The  knives  a  are  secured  to  the 
inside  of  the  flanges  ^,  in  order 
to  prevent  them  from  overreach- 
ing and  cutting  into  the  mouth- 
piece of  the  box  containing  the 
straw,  y,  set-screws  for  regulat- 
ing the  knife ;  A,  bolts  which  hold 
the  knife  on  the  inside  of  the 
flanges. 

Claim. — ^The  combination  of  the  knives  and  segments  of  flanges 
(which  are  attached  to,  and  form  a  part  of  the  heads),  the  knives  being 
placed  on  the  inside  of  the  flanges,  instead  of  the  outside,  in  the  man- 
ner and  for  the  purpose  set  forth. 

No.  10,208. — Samuel  Earns,  of  Bloody  Kun,  Pa. — ImproveTnerU  in 
Machines  for  SvUing  Clover-Seed. — Patented  November  8th,  1853. 

This  invention  consists  in  a  new  method  of  constructing  the  teeth  of 
the  concave  and  cylinders,  by  forming  them  of  wire,  and  securing 
them  to  sheets  of  leather  or  other  elastic  substance,  which  are  made 
fast  to  the  faces  of  the  cylinder  and  concave ;  the  teeth  thus  formed 
having  the  quality  of  elasticity,  which  allows  them  to  yield,  and  pass 
any  accidental  obstruction  that  may  occur  when  the  machine  is  in 
operation,  while  the  wearing  away  of  the  leather  is  retarded  by  encas- 
ing it  with  wire  or  thin  bands  of  metal. 

Claim. — ^The  binding  of  the  teeth  to  the  hulling-cyUnder  by  means 
of  the  wire  band,  as  set  forth. 
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No.  10,209. — Jonathan  Knowles,  of  Cohoes,  N.  Y .--Improvement  m 
Looms. — Patented  November  8tli,  1853. 

This  invention  relates  to  the  mechanism  for  letting  off  the  warp  from 
the  warp-beam  as  the  weaving  progresses ;  and  consists  in  arranging 
what  is  termed  the  tension  or  whip-roll,  which  is  hung  in  the  usual 
Jl^anner  upon  the  arms  of  a  vibrating  lever,  to  roll  up  and  down  in- 
l^ined  guiaes  in  its  vibrations,  to  accommodate  itself  to  the  length  of 
Ae  yam  unwound  from  the  warp-roll. 

Vlaim. — ^The  combination  of  inclined  guides  with  the  whip-roll,  for 
the  purpose  of  graduating  the  tension  of  the  warps. 


No.  10,210. — Abraham  Lash  and  Miles 
MooBE,  of  Bellville,  Ohio. — Improve- 
ment in  Oram- Cleansing  Machines. 
—Patented  November  8th,  1853. 

H,  flutes  in  the  upper  cleanser,  which 
keeps  the  grain  continually  rolling  by 
means  of  a  vibratory  motion,  in  order 
to  obviate  clogging.  The  flutes  k  in  the 
rmdet  cleanser  serve  the  same  purpose. 

Claim. — ^The  two  fluted  cleansers,  or 
their  equivalents,  and  the  combination 
of  said  cleansers.  (They  may  be  used 
in  any  common  winnowing  machine). 


No.  10,211. — ^William  H.  Meriwkthek,  of 
the  County  of  Comal,  Texas. — Improve' 
ment  in  the  Construct/ion  of  Wire  Fences. 
—Patented  November  8th,  1853. 
Claim. — ^The  employment  of  the  undulat- 
ing or  zig-zag  wire  lor  fencing,  which,  by  its 


elasticity,  increases  the  durability  and  eflfectiveness  of  the  fence. 


No.  10,212.— Abbam  B.  Petebson,  of  Dexter,  Mich. — Improoement 
in  Machines  for  Sepa/raUng  amd  Cleaning  Grain.  —  Patented 
November  8th,  1853. 

Bv  reference  to  the  figure,  the  claim  explains  this  improvement. 

Vlaim. — ^The  raddle  a,  with  swinging  sections,  in  combination  with 
ihe  interior  carrier  or  elevator  b,  to  separate  the  grain  from  the  straw, 
and  discharge  the  grain  on  the  riddles  under  tiie  head  of  the  carrier 
or  elevator  b,  with  tne  effect  of  permitting  the  cylinder  and  concave 
to  be  set  low  down ;  the  whole  operating  substantially  as  set  forth. 
Also,  the  running  of  the  raddle  a  and  earner  or  elevator  b  on  separate 
and  independent  pulleys,  in  the  manner  and  for  the  purposes  herein 
describea.  Also,  the  introduction  of  the  protecting  apron  h  between 
the  carrier  or  elevator  b  and  raddle  a,  to  serve  the  do\}fc\e  y^t^^^*^  ^^ 
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preventing  the  straw  from  driving  throngh  the  raddle  a,  and  protect- 
ing the  carrier  or  elevator  b  from  abrasion  by  the  grain.  Also,  hanging 
the  riddles,  or  the  riddle  and  wheat-board,  to  upright  standwls  w,  to 
give  the  npper  riddle  the  longest  stroke. 


No.  10,213.— William  Eobebtbon,  of  New  York,  N.  Y. — Imipnjm- 
ment  in  Violins  and  other  Stringed  Musical  InstrvmenHs. — ^Patented 
November  8th,  1863. 


The  performer  presses  his  fingers  on  the  projecting  keys  a ;  the 
string,  which  is  just  below  the  sumjleinentcd  Jlngerboard,  will  be 
pressed  against  the  lower  finger-boara 

Claim, — Combining  with  the  finger-board  of  a  violin,  or  musical 
instrument  of  like  character,  a  supplemental  keyed  finger-board,  con- 
structed and  operating  as  describea. 

No.  10,214. — Safpord  E.  Stubtkvant,  of  Hartford,  Vt — Imjprwd 
Mode  of  Attaching  the  Shafts  of  Vehicles  to  Axles. — ^Patented 
November  8th,  1853.  ^ 

This  attachment  consists  of  an  eye  or  collar,  having  taper  or 
conical  ends,  which  fit  in  adjustable  sockets.  The  eye  or  collar 
may  be  attached  to  the  shaft,  and  the  sockets  to  the  clasps  whidi 
encompass  the  axie\  or  tk^  e;^^  ot  <^Uai  may  be  attached  to  die 
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im, — Securing  the  shafts 
licles  to  axles  by  means 
eye  or  collar  c,  having 
>r  conical  ends  dd^  which 
idjustable  sockets  gg\  the 
'  d  of  the  collar  c  being 
rmly  in  the  sockets  by  means  of  the  screw-bolt  k ;  the  collar 
ckets  being  attached  to  the  shaft  and  axle  in  either  of  the  modes 
described. 


0,215. — ^Thomas  Spilleb,  and  Anthony  Crowhubst,  of  No.  5 
-Lion  Square,  in  the  County  of  Middlesex,  England. — /mpr^w^ 
t8  in  Propelling  Stecmir  Vessels.  —  Patented  November  8th, 

\  invention  consists  in  the  application  of  vanes,  blades,  or  fins, 
ed  upon  an  axle  which  has  free  motion  in  the  bearing  of  a 
which  frame  slides  vertically  in  a  groove  or  guide  prepared  for 
le  dead-wood  of  the  stem  or  any  omer  part  of  the  vessel  below 
iter^line — an  alternating  vertical  motion  oeing  communicated  by 
ie  mechanism.  The  vanes,  blades,  or  fins  are  moved  up  and  down 
:h  the  water,  and  assume  an  angle  of  resistance  to  it,  which  is 
ted  by  a  suitable  arrangement  of  stops.  The  angular  position 
the  vanes  or  blades  assume  in  their  motion  through  the  water 
lar,  somewhat,  to  that  of  the  tail  of  a  fish. 
im. — ^Vanes,  blades,  or  fins  of  whatever  form,  or  wheresoever 
d  in  a  vessel  for  the  purpose  of  propelling  the  same,  when  such 
blades,  or  fins  are  mounted  on  an  axle  or  shaft  vibrating  or 
g  freely  upon  its  axis,  and  moving  vertically  through  the  water. 


,216. — George  Spencer,  of  Utica,  N.  T. — Improved  Apparatus 
VenMaUng  RaUway  Cars. — ^Patented  November  8th,  1852. 

figure  represents  the  form  and  construction 

;  ventilator,    a  is  the  mouth  for  the  recep- 

■  the  air ;  r,  the  narrow  throat  of  the  mouth ; 

turn  of  water ;  n,  the  barrier  to  prevent  the 

from  being  dashed  over  into  the  car  through 

aductor  o.    The  ventilator  is  placed  on  me 

•  the  top  of  the  car,  and  the  current  of  air  is 

jed  by  the  motion  of  the  car  or  cars. 

im. — ^The  application  of  a  single  "  throat,"  being  the  termination 

gathering"  or  gradually  contracted  opening,  in  combination  and 

Late  connection  with  a  single  enlarged  air-chamber,  directly 

a  surface  of  water,  for  the  purpose  of  freeinff  flie  air  forced  into 

r  from  dust  and  cinders,  thus  enabling  the  dust  and  cinders  to 

on  the  water  by  their  own  gravity  alone. 
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No.  10,217. — Samuel  D.' Tillman,  of  Seneca  Falls,  N.  T. — Impn 
Method  of  lUudt/ratmg  cmd  Measurmg  Mimcal  Intervals. — ^Patei 
November  8th,  1853. 

By  reference  to  the  annexed 
figure,  the  claim  will  explain 
this  invention. 

.  Claim, — ^The  employment  of 
a  fixed  disk,  on  which  the  musi- 
cal intervals  within  the  octave 
are  represented  by  divisions  of  | 
a  circle,  and  the  letters  com- 
monly used  to  desiffnate  the 
notes  of  the  fixed  scale,  in  com- 
bination with  one  or  more  arms, 
disks,  or  rings,  rotating  around 
the  centre  of  the  circle  of  tlie 
fixed  disk;  on  which  rotating 
arms,  disks,  or  rings,  are  the  true 
and  tempered  divisions  of  the 
diatonic  scale,  so  arranged  that 
the  relations  of  those  divisions  of 
the  diatonic  scale  with  those  on 
the  fixed  scale  may  be  clearly 
seen,  when  the  point  designating  the  tonic  or  key-note  on  the  mo^ 
scale  is  placed  opposite  any  of  uie  divisions  of  the  fixed  scale. 


No.  10,218.— W.  D.  Williams,  of  Ealeigh,  N.  C.—Impravemem 
Wagon-Brakes. — Patented  November  8th,  1853. 

a,  one  of  the  front 
wheels ;  a,  front  axle ;  e, 
tongue;  A, brake.  When 
the  wagon  moves  on  a 
level,  the  brake  will  be 
disengaged  from  the 
wheel,  as  seen  in  fig.  2 ; 
but  if  moving  down  an 
Inclined  plane,  the  brake 
will  be  thrown  in  the 
position  represented  by 
dotted  lines  in  the  same 
fi^ire,  and  the  carriase 
will  press  with  its  whole 
weiff ht  against  the  brake. 
(fbdm. — Forming  two 
swinging  or  rolling  joints 
between  the  front  axle  a  and  the  front  hounds  dd,  in  combina 
with  the  swinging  brake  i,  A  A,  ^  y,  arranged  on  top  of  the  reach  an< 
front  of  the  wneela,  for  tii^  -pwrpose  of  rendering  the  wagon  more  ] 
3ctly  self-locking,  or  for  «tipipVj\ivg  Xiv^  \5it«J&R»»  ^sxsv^-^  \r5  lljLft  aid  of 
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horse  and  waeon,  and  disengaging  them  by  the  forward  action  of  the 
former,  the  wnole  being  constructed  and  operating  as  set  forth.  Also, 
making  the  brake  capable  of  swinging  on  a  centre,  so  that  it  may  be 
thrown  over,towards  the  front  of  the  reach  when  it  is  desired  to  dump 
the  load,  and  again  thrown  to  its  proper  place  after  dumping. 


-Imfprofoemerd  in  Wash- 


No.  10,219. — Joel  Wisnee,  of  Aurora,  N.  T.- 
ing  Machines. — Patented  Nov.  8th,  1853. 

The  nature  of  this  invention  consists  in  con- 
structing the  interior  surface  of  the  tub  at  the 
bottom  of  the  tub  and  under  side  of  the  rubber 
with  radial  ribs,  in  the  form  of  semi-frustums  of 
cones,  with  their  larger  bases  towards  the  exte- 
rior of  the  tub  and  perimeter  of  the  rubber ;  the 
under  surface  of  the  rubber  being  bevelled  out- 
ward and  upward,  so  that  the  elements  of  the 
ribs  on  both  rubber  and  bottom  which  are  far- 
thest fix)m  said  surfaces,  will  be  parallel  when 
the  ribs  have  the  position  shown  in  figure  3, 
which  represents  a  section  through  a  d. 

Claim, — Making  the  wash-board  of  a  conical  form,  having  its  surface 
higher  above  the  bottom  of  the  tub  at  the  circumference  man  at  the 
centre,  and  attaching  to  it  and  to  the  bottom  of  the  tub  radial  ribs,  of 
the  form  of  a  half  cone,  when  these  ribs  are  formed  of  such  depth,  and 
with  spaces  so  wide  between  them,  as  to  receive  the  clothes  m  those 
spaces,  in  such  manner  as  to  turn  or  roll  them  over  as  the  board  is 
rotated  back  and  forth. 


No.  10,220. — Samuel  Greene,  of  Lambertville.  N.  J. — Improvement 
in  BoUs  or  Locks  for  fastening  Doors^  Shutters^  dkc. — Patented 
November  8th,  1853. 

B  is  the  bolt ;  c,  case  of 
the  bolt;  b,  case  to  I'e- 
ceive  the  end  of  the  bolt 
when  locked ;  d,  knob  sli- 
ding in  a  slot  s  in  the  case ; 
E,  spring,  with  one  end  fastened  in  the  bolt,  and  fitting  in  a  recess 
N  ;  when  drawn  out,  as  shown  in  figure,  the  other  end  of  the  spring 
leaves  the  recess  n  and  falls  into  recess  g,  thereby  acting  as  a  stop ;  at 
the  same  time  the  drop  h,  which  slides  in  a  groove  in  toe  back  of  the 
bolt,  will  fall  into  recess  i,  thereby  acting  as  another  stop ;  a  key  to  fit 
in  a  hole  in  recess  g  is  used  to  unlock  the  spring  and  drop  when  re- 
quired. 

Claim. — ^The  spring  and  drop,  or  tumbler,  arranged  with  reference 
to  each  other  ana  the  notch  in  the  case  as  described,  and  so  formed 
and  located  that  they  may  be  acted  upon  in  the  manner  described  by 
a  single  key. 
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No.  10,221. — AusxANDKR  C.  TwmiNG,  of  Hndson,  Ohio. — Trnprovemeni 
in  Hefrigeratmg  Process  amd  Ajmaratusfor  Toakmg  Ice  and  other 
Uke  purposes. — l^atented  Nov.  8tE,  1853. 

Claim. — ^The  combiDation  of  an  exhaustiDg  pump  or  apDaratos  that 
is  also  condensing  or  compressing,  with  a  restorer,  and  witn  a  freezing 
cistern  having  water-chambers.  Also,  the  same  pmnp  and  restorer  in 
combination  with  a  separate  exhaust-vessel,  in  or  around  which  die 
ether  or  other  liquid  uncongealable  at  the  temperature  employed  is 
cooled  and  made  to  pass  into  the  freezing  cistern  and  there  perform  ite 
office.  Also,  the  percolator,  or  apparatus  introducing  into  the  cistern, 
or  the  separate  exhaust^vessel,  the  ether  or  volatile  liquid,  in  jetB  or 
drops,  in  combination  with  the  exhaust^pump  and  restorer.  Abo,  the 
use  of  the  water-vessel,  in  combination  with  the  water-chambers  and 
the  intervening  liquid  for  perfecting  contact,  as  set  forth.  Also,  m 
combination  with  the  restoring  apparatus,  the  cooling  of  the  liquid 
around  the  same  by  exhaustion,  using  therefor  the  secondary  pump  and 
connections. 


No.  10,222. — ^Ebastds  B.  Bioelow,  of  Boston,  Mass. — Tmprovemeni  w 
Zooms  for  wecmng  Looped  and  Velvet  Pile  Fairies.— Patented  No- 
vember 15th,  1853. 

(This  improvement  is  too  complicated  to  admit  of  a  brief  description 
of  its  nature  and  operation.) 

Claim. — ^The  method  of  constructing  and  operating  the  pincers  or 
their  equivalents  for  successively  operating  the  pile-wires,  so  that  they 
shall  carry  said  pile-wires  forward  to  the  face  of  the  cloth,  and  hola 
them  in  position  with  their  proper  edges  upwards  until  they  are  other- 
wise secured.  Also,  constructing  the  pincers  for  successively  operating 
the  pile-wires  with  ffrooved  jaws,  opening  and  closing  in  a  Ime  wim 
the  pile-wire  and  wim  a  motion  in  advance  of  the  lathe,  whereby  col- 
lision with  the  lathe  is  easily  avoided.  Also,  the  application  of  long 
horizontal  guides.  Also,  the  application  of  a  vibrating  box  or  holdw, 
in  combination  with  the  pincers,  or  their  equivalents,  for  successively 
operating  the  pile-wires.  Also,  in  combination  with  the  pile-wires,  a 
bar  or  ffuide,  which  shall  successively  press  against  the  pile-wires,  to 
keep  tnem  in  proper  position  during  the  operation  of  cutting.  Abo, 
the  method  of  applying  the  tension-weight  and  brake  to  the  wnip-roller 
by  means  of  the  arms.  All  in  the  manner  and  for  the  purposes  set 
forth  in  the  specification. 


No.  10,223. — John  Glkdhill,  of  New  York,  N.  T. — ImprovemerU  in 
PowefT-Looms. — ^Patented  November  15th,  1868. 

The  improvements  which  constitute  this  invention  are  for  the  most 
part  intended  only  to  be  applied  to  the  weaving  of  hair-doth.  That 
part  relating  to  the  lay  motion,  however,  is  applicable  to  looms  of  eveiy 
description.    (See  fiffure.) 

Claim. — ^The  coim)viia\ioTi  oi  \h!^  is^m  comiecting-rods  s,  links  f, 
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and  radius-rods  o,  for  giving  the  lay  a  motion,  the  forward  part  of  which 
is  accelerated,  and  the  backward  part  retarded,  for  the  purpose  set 
forth.  Also,  the  "  automatic  server,"  consisting  of  a  block  or  head  p, 
furnished  with  any  number  of  hooks  ti,  or  analogous  devices,  arranged 
in  any  number  of  series,  according  to  the  number  of  bunches  of  fillmg 
hair  or  threads,  and  in  order  of  succession ;  the  said  block  or  head  being 
hung,  substantially  as  described,  on  a  pivot,  in  such  a  position  that 
when  a  proper  amount  of  circular  motion  is  given  to  it  by  suitable 
mechanism,  the  hooks  will  withdraw  the  hairs  m)m  one  or  otner  of  the 
bunches,  and  bring  them  to  a  suitable  position  to  be  taken  by  the  nip- 
pers or  other  device  which  draws  them  through  the  warp.  Also,  a 
pair  of  nippers,  QB,  which  are  operated  by  suitable  mechanism,  to 
make  their  jaws  pass  through  the  warp  from  one  side  thereof  every 
time  the  shed  is  opened,  seize  one  or  more  hairs  or  threads  from  the 
opposite  side,  and  return  through  the  open  shed  with  the  same,  and 
release  the  same  when  it  is  beaten  up  and  the  shed  is  closed.  Also,  the 
combination  of  the  fixed  stud,  finger,  lever,  spring,  and  arm,  as  described, 
the  stud,  finger,  and  spring  being  for  the  purpose  of  producing  a  proper 
tension  on  the  hairs  or  tl^ads  as  they  are  being  arawn  through  the 
shed,  and  the  lever  and  arm  being  for  the  purpose  of  moving  the  finger, 
to  allow  the  nippers  to  pass  in  coming  to  fetcn  the  hairs  or  threads. 


No.  10,224. — Henry  P.  M.  BmKiNBiNE,  of  Philadelphia,  Pa. — Iwr 
proved  Mode  of  RegvlaMng  the  Motion  of  Puvypvng  Engines, — 
Tatented  November  15th,  1853. 

This  invention  relates  to  that  description  of  pumping  machinery 
generally  known  among  engineers  as  the  "  Cornish  engine,"  and  con- 
sists of  intercepting  the  passage  through  the  eqmlibrium  pipe,  by 
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means  of  any  convenient  valve-apparar 
tus,  in  connection  with  machinery  for 
regulating  the  same. 

A  is  the  equilibrium  valve;  b,  the 
valve  seat,  which  also  forms  a  seat  for 
the  supplementaiy  valve  o ;  J,  crank ; 
ahcd^  oevel- wheels ;  f^  screw-spindle, 
which  serves  to  bring  c  fiirther  from  or 
closer  to  its  seat,  thereby  obstructing 
more  or  less  the  passage  of  the  steam 
from  the  equilibrium-valve. 

Claim, — ^The  use  of  the  adjustable 
valve-apparatus,  or  any  equivalent  to 
the  same,  for  intercepting  more  or  less 
the  steam  in  the  equilibrium  passage, 
so  as  to  regulate  the  rapidity  of  descent 
of  the  plunger,  according  as  the  head 
of  water  may  require. 


No.  10,225. — James  Beown,  of  New  York,  N.  Y. — Tmjproverrunt  *» 
Daguerreotype  Appa/ratua. — Patented  November  15th,  1853. 

The  nature  of  this  invention  consists  in  the 
employment  of  an  ornamental  diaphragm,  with 
a  suitable  opening  placed  in  a  suitable  'position 
in  front  of  the  person  to  be  represented,  for  the 
purpose  of  producing  a  portrait  or  picture,  with 
an  appropnate  or  tasteful  ornamental  border, 
either  with  or  without  the  name  of  the  person  or 
subject,  and  the  name  of  the  artist. 

(7^1771.— The  employment  of  a  diaphragm, 
with  a  suitable  opening  through  which  the  per- 
son or  subject  is  presented  to  the  camera,  wnen 
the  opening  is  surrounded  by  ornament  or  embellishment,  for  the  pur- 

{)08e  of  producing  a  portrait  or  picture  with  an  ornamental  or  emoel- 
ished  border. 


No.  10,226. — Charles  S.  Bulkley,  of  New  York,  N.  Y. — Impro^ 
ment  in  EUctro-Magnetic  Annunciator  for  Hotels. — ^Patented  No- 
vember 15th,  1853. 

This  annunciator  consists  of  circuit  closers  placed  in  the  several 
rooms  of  the  hotel,  and  a  register  situated  in  the  office  of  the  hotel,  a 
branched  circuit  of  insulated  wires  connecting  the  several  circuit 
closers  with  the  register  and  a  galvanic  battery.  When  the  guest 
wishes  any  thing  at  the  office,  he  grasps  the  key  b  (situated  in  his 
room,  ana  always  kept  drawn  back  by  the  spring  f^  except  whea 
in  use),  and  dniws  it  forward  directly  under  the  word  which  ex- 
presses his  desire.  By  this  action  the  pin  e  first  closeB  the  circuit 
with  the  plate  a,  which  causes  the  bell  k  to  strike;  it  then  comeB 
in  contact  successively  with  all  the  points  of  the  plate  h^  whereby  the 
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drcnit  with  its  wire  is  closed  six  times, 

Sr  which  the  magnet  w  is  magnetized 
at  number  of  times,  and  consequent- 
^  six  teeth  of  the  rack  f  are  allowed 
6»  pass  down  by  the  escapement  lever 
8i  and  the  figure  "  5"  is  brought  in 
sight  on  the  face  of  the  register ;  it 
then  closes  the  circuit  once  with  the 
plate  c,  whereby  the  magnet  t  is  once 
magnetized,  and  a  single  tooth  of  the 
racK  E  allowed  to  cj^cape,  exposing  the 
cipher  on  the  face  of  the  register ;  tlnis 
the  number  of  the  room  (50)  is  com- 
municated at  the  office.  It  then  closes 
and  breaks  the  circuit  with  plate  d 
a  certain  number  of  times,  according 
to  the  order  in  which  the  word  he  de- 
sires to  communicate  is  arranged  over 
the  key,  whereby  the  rack  g  is  brought 
down  that  number  of  notches  by  the 
magnet  j?,  and  exhibits  the  corre- 
sponding word  on  the  face  of  the  re- 
gister, miere  the  word  "  Paper"  agrees 
with  the  word  over  the  key  in  fig.  2. 

Claim, — ^The  circuit  closer,  in  combination  with  the  other  parts,  as 
substantially  set  forth  for  the  purposes  described. 


No.  10,227. — Joseph  D.  Elliot,  of  Leicester,  Mass. — Imfprovement  in 
Machines  for  Dressing  StaA)es. — Patented  November  15th,  1853. 

The  nature  of  this  inven- 
tion relates  more  particu- 
larly to  the  use  of  a  trans- 
versely inclined  bed,  upon 
which  the  staves  are  fed 
into  the  cutters,  so  as  to 
adapt  the  machine  to  the 
cutting  of  thick  or  thin, 
tapering  or  wedge-shaped, 
riven  staves,  with  the  grain 
of  the  wood,  without  sep- 
arately adjusting  the  ma- 
chine, or  assorting  the 
staves.  (See  figures.)  e  is 
the  cutter- wheel,  to  which 
motion  is  given  by  means 
of  drum  f  ;  e  dresses  the  concave  side  of  the  stave ;  o,  weighted  roller, 
and  so  situated  as  to  hold  the  stave  against  the  bed  h,  and  against  the 
lifting  cut  of  the  wheel ;  i,  concave  cylinder  with  straight  knives  arranged 
transversely  across  it,  which  dress  the  convex  side  of  the  stave.  The 
weighted  roller  jholds  the  stave  against  the  action oi  V!Ki<^\]sA<6\  ^\I^;^l(^^s^ 
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Claim. — Hie  combination  of  the  transversely  inclined  bed  wiA  the 
swivelled  roller,  for  the  purpose  of  adapting  the  machine  to  the  dresBing 
of  riven  staves  with  the  grain  of  the  wood,  whether  thick  or  thin,  taper- 
ing or  inclined  fi'om  edge  to  edge,  without  any  separate  adjnstment  for 
the  various  sizes,  substantially  as  described. 


No.  10,228. — ^Franklin  FRurr,  of  Jefferson  City,  Mo. — TmprovemaU 
in  Machines  for  cutUng  Ba/rrdrHeads, — Patented  November  15fli, 
1853. 

The  nature  of  this  invention  consists  in  holding  th«  material  of  which 
the  barrel-he^  is  cut  by  means  of  a  chuck,  having  a  series  of  centres 
placed  in  circular  form,  and  concentric  with  the  periphery  of  the 
chuck.  Each  centre  ib  provided  with  a  spiral  spring,  which  enables 
the  centres  individually  to  give  or  yield,  so  that  the  different  pieces 
forming  the  barrel-head  may  vary  in  thickness  and  still  be  firmly  held 
by  the  chuck. 

Cla/im, — ^The  chuck,  constructed  of  two  circular  disks  connected  hr 
studs,  and  centres  placed  between  the  studs,  the  centres  passing  througn 
both  the  front  and  back  disks,  and  having  collars  upon  them ;  each  cen- 
tre being  provided  with  a  spiral  spring,  which  is  placed  between  the 
collar  and  the  inner  side  of  the  back  <&sk,  and  by  which  springs  each 
centre  will  yield  or  give  independently  of  the  others,  so  that  the  differ- 
ent pieces  forming  me  barrel-head  may  varv  in  thickness,  and  still  be 
properly  adjusted  and  secured  between  the  face-plate  and  the  chuck 


No.  10,229. — Banford  Gilbert,  of  Pittsburgh,  Pa. — Impro^yement  wi 
Propellers  for  Steamboats. — Patented  November  15th.  1853. 

f  is  the  cross-piece  of  the 
frame,  to  which  tne  floats  e  e' 
are  attached  by  hinges.  The 
arm  h  turns  round  i,  and  there- 
by transmits  a  horizontal  re- 
ciprocating motion  to  rod  A, 
which  is  pivoted  to  one  of  the 
andjors  g^  which  are  made  to 
swing  round  the  centre  pivot  i,  and  thereby  alternately  turn  one  of  the 
floats  round  its  hinge. 

Claim. — ^The  combination  of  the  anchors  g  with  the  double  floats  or 
paddles  e  e\  suspended  so  as  to  hang  vertically  in  the  water  when  in 
use,  and  operating  with  a  horizontal  reciprocatmg  motion ;  one  of  the 
floats  in  each  set  propelling  the  boat  in  one  direction,  and  the  other 
float  in  each  set  propelling  it  in  the  opposite  direction ;  one  anchor 
being  combined  with  each  set  of  double  floats,  for  the  purpose  of  re- 
taining one  float  in  a  horizontal  position,  so  as  to  pass  through  the 
water  with  the  least  possible  resistance  when  not  in  use,  and  sustaining 
the  pressure  of  the  water  against  tlie  paddle  in  use,  when  in  the  verti- 
cal position  which  the  anchor  compels  it  to  retain  while  propelling  the 
boat|  and  leaving  it  {roe  \o  ttes^xmi^  >iS[i!^  «x^^  of  least  resistance  while 


OQMMIBSIONXB  OF  PATENTS. 


421 


retnmin^  through  the  water.   The  simultaneous  reversinff  of  the  double  ■ 
paddles  oeing  accomplished  by  means  of  a  handle  wnich  shifts  the 
connecting-rc3,  to  which  all  the  anchors  in  one  frame  are  attached,  in 
die  manner  described. 


No.  10,230. — ^Leonabd  Gilson,  of  Brighton,  Mass. — Improvement  in 
Machines  for  Dressing  Circular  /SS«A,  dsc. — Patented  November 
15th,  1863.  * 

By  means  of  the  wheel  d  and  the 
rack,  the  bed-fitime  o  may  be  ad- 
justed to  an  inclined  position.  The 
lever  t  can  be  made  to  press  against 
the  material  to  be  planed  at  w,  by 
screwing  y,  which  will  raise  the  up- 
per end  of  the  lever  t. 

When  circular  work  is  required 
to  be  made,  the  carriage  is  placed 
in  the  centre  of  the  frame  o,  and  se- 
cured there,  the  bed  is  turned  down 
at  right  angles  with  the  cutters,  and 
the  levers  tt  are  removed,  and  an 
angle-frame  is  placed  upon  the  bed- 
plate, as  shown  in  Fig.  2. 

Claim. — ^The  swing  bed-frame, 
and  adjustable  bed-plate,  in  combi- 
nation with  the  lever  t,  clamps  w, 
and  set-screws  y.  Also,  an  angle- 
fi^me,  with  a  joint  at  or  near  the 
vertex,  to  increase  or  diminish  the 
an^le,  with  a  movable  se^ent-plate  thereon,  in  combination  with  the 
bed-plate  and  cutter,  for  circular  work,  as  herein  described. 


No.  10,231. — Daniel  H.  Hovey,  of  Kilborn,  Ohio. — Improved  Mor 
chine  for  Creasing  Straps  of  Leathei\  i&c, — PatentedT  November 
15th,  1853. 

The  operation  of  this  invention  is  as  follows, 
viz.:  (See  fig.)  A  A  are  the  creasers,  which 
are  pressed  together  by  springs  i  i.  The  leath- 
er is  placed  between  said  creasers;  and  the 
roller,  which  has  its  bearings  in  springs  h  J,  is 
brought  down  upon  it  by  depressing  a  lever 
with  the  foot  of  the  operator.  The  strap  is 
then  drawn  through  the  machine.  The  creas- 
ers will  adjust  themselves  to  the  various  widths  of  straps  by  means  of 
the  springs  i  i. 

^  Claim.— T!he  combination  of  the  self-adjusting  creasers  A  A,  springs 
ft,  vibrating  cam  m,  and  pressure-roller  c,  ammged  and  operating  as 
described. 
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No.  10,232. — Joseph  Leeds,  of  Philadelphia,  Pa. — Tmjprovemei^  w 
VefiMoAora. — Patented  November  16tn,  1853. 

The  nature  of  this  invention  consists  in  arranging 
a  series  of  downwardly  inclined  curved  openings  in 
the  outer  case  or  shell  of  the  ventilator,  for  taking  in 
and  directing  downward  into  the  building  to  be  ven- 
tilated a  current  or  currents  of  pure  air ;  and  in  con- 
necting therewith  a  passage  in  the  centre  of  the 
ventilator,  through  which  the  impure  air  may  be 
drawn  upwards  by  an  accumulated  or  increased 
draft  over  the  top  or  the  passage ;  also  in  the  manner 
of  increasing  the  draft  across  the  top  of  the  ventila- 
tor, to  aid  the  upward  current  of  air  through  the  cen- 
tre pag«age. 

Claim. — ^The  combination  in  one  case  or  shell  of 
the  series  of  downwardly  inclined  curved  openings 
in  the  outer  shell,  for  taking  in  and  directing  downwards  a  column  of 
pure  air,  with  the  centre  pipe  or  opening  crowned  with  the  two  frus- 
tums of  cones  with  their  apices  towards  each  other,  for  producing  a 
counter-current,  and  carrying  from  the  apartments  to  be  ventilated  the 
impure  air,  and  increasing  the  ejecting  current,  the  whole  requiring 
but  a  single  opening  in  the  roof. 


No.  10,233. — ^Wn^LiAM  Lewis  and  Whjjam  H.  Lewis,  of  New  York, 
N.  Y. — Improved  ApparoMs  for  ChemicaUy  preparing  Surface 
for  the  Daguerreotype^  or  sim/da/r  Processes. — ratented  November 
15th,  1853. 


This  improvement  consists,  first,  in  means  to  apply  either  heat  or 
cold  to  the  chemical,  to  regulate  the  evaporation  thereof  as  required, 
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and  according  to  the  state  of  the  weather ;  the  chemical  in  gammer-  * 
time  evaporating  too  quickly,  while  in  winter  it  is  too  slow  in  its  opera- 
tion. Second,  m  fitting  theglass  pot  containing  the  chemicals,  so  that 
it  is  less  liable  to  break,  ifiird,  m  providing  the  slide  carrying  the 
daguerreotype  plate  to  be  coated.  Fourth,  in  fitting  tfie  cap  or  cover 
idm  rollers  to  obviate  friction.  Fifth,  in  the  means  for  securing 
to  the  slide  and  adjusting  the  plate  of  glass  that  sets  over  the  pot 
eontaining  the  chemicals.  Sixth,  in  the  means  of  attaching  the  yoke 
that  passes  over  the  slide,  to  keep  it  down  to  the  box. 

Claim, — ^The  metallic  base  formed  as  a  box  a,  to  which  cold  water 
or  heat  is  to  be  applied,  to  regulate  the  temperature  of  the  chemicals 
in  the  coating-box.  Also,  suspending  the  glass  pot  within  the  coating 
box  by  means  of  a  flanch  or  Dead  on  the  upper  edjge  thereof.  Also, 
iJhe  rollers  3  in  combination  with  the  ways  a^  formed  with  the  inclines 
to  relieve  the  friction.  Also,  the  rollers  10  on  the  cover  y*,  combined 
with  the  ways  and  inclines  11  on  the  slide,  to  lift  the  cover  and  relieve 
friction.  Also,  the  rebates  6  to  support  the  glass  on  the  lower  surface 
thereof,  in  combination  with  the  screws  7  to  retain  the  same  against  the 
rebates.  Also,  securing  the  metal  yoke  g  in  place  by  means  of  ribs  16 
on  the  inner  sides  of  the  vertical  parte  thereof,  and  the  slides  15.  Also, 
the  hub  13,  on  the  yoke  taking  the  80cket^2,  in  the  cover/*,  and  con- 
taining the  spring  14,  whereby  the  cover  is  retained  in  place,  but  al- 
lowed to  take  ite  proper  bearing. 


No.  10,234. — Seroius  P.  Lyon,  of  Farmington, 
Mich. — Irwprovement  in  the  Method  of  Con- 
structing Stove-Do/mpera, — Patented  November 
15th,  1853. 

(The  claim  explains  this  improvement  by  refer- 
ence to  the  annexed  figure.) 

Claim. — ^The  arrangement  of  the  lever  h,  having 
the  valve  d  on  its  lower  end,  and  a  curved  portion 
G  and  flat  spring  e  on  its  upper  end,  in  combina- 
tion with  the  lever  a,  pivoted  between  the  curve- 
portion  and  spring  (said  lever  attached  to  the  uppei 
valve  c),  the  thumb  screw  n,  and  expansible  plate 
H ;  the  whole  acting  automatically  in  the  reg- 
ulation of  the  draft  of  air  to  the  fire,  and  also  to 
the  induction  of  air  to  the  fine. 


No.  10,235. — William  H.  Muntz,  of  Norton, 
Mass. — Improvem^rvt  in  Paddle-wheds  for  F2«- 
*^fo.— Patented  Nov.  15th,  1853. 

This  improved  wheel  is  constructed  of  three  circular  wheels  (with 
a  shaft  passing  through  their  centres)  placed  at  equal  distances  apart 
A  B  o  are  the  wheels;  d',  the  shaft.  The  centre  wheel  is  about 
twice  the  diameter  of  the  others.  To  these  wheels  the  buckets  are 
aflixed ;  one  set  of  them  bei«g  made  to  extend  from  the  inner  part 
of  one  wheel  a  to  that  of  the  other  wheel  b,  while  thft  Qtk<^x  sft^^ 
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are  made  to  extend  from  the  circumference 
of  the  wheel  o  to  that  of  the  wheel  b. 

The  buckets  are  formed  of  sheet-metal,  in 
the  following  «janner,  viz. :  First,  the  bucket 
is  bent  so  that  one  part  a  shall  stand  at  about 
a  right  angle  to  the  other  part  A.  Tlie  part 
a  is  properly  the  paddle  or  float,  and  h  the 
guard.  These  parts  are  each  curved  in  a  pe- 
culiar manner.  The  float  strikes  the  water 
flatwise,  but  ehtera  the  water  at  an  angle  of 
about  forty  degrees  to  the  horizontal,  so  that 
its  narrowest  part  shall  not  only  enter  the 
w^ater  first,  but  shall  be  the  firet  part  of  the 
float  to  leave  the  water. 

Claim, — ^The  mode  of  making  the  paddle-wheel,  consisting  in  ma- 
king the  supports  of  the  buckets  a  cutwater-wheel,  and  two  wheels  a  c  of 
smaller  diameter;  of  forming  each  bucket  of  a  float  and  ^ard,  made 
to  stand  at  an  angle  to  each  other ;  of  making  the  guara  to  extend 
from  the  rim  of  the  cutwater-wheel  to  the  other  or  smaller  wheel,  and 
80  that  the  guard  shall  not  only  pass  edgewise  through  the  water,  but 
endwise  into  the  water,  th^float  being  made  to  project  inwards  fipm 
the  guard. 


Ko.  10,236. — Geoeoe  Phillips,  Philadelphia,  Pa. — Improvement  in 
Cultivators  and  Seed-Planters, — ^Patented  Nov.  15th,  1853. 


The  nature  of  thi&  improvement  consists  in  so  constructing  and  com- 
bining the  several  parts  of  the  planter,  harrow,  and  cultivator-plough, 
as  to  enable  them  to  be  separated  or  attached,  and  to  perform  either 
of  the  functions  for  which  they  are  designed  in  a  more  eflTective  man- 
ner than  heretofore ;  and  also  in  attaching  to  the  upright  post,  at  the 
back  part  of  the  centre  or  draught  beam,  a  graduating  and  driving 
wheel  capable  of  being  used  for  those  purposes,  or  as  a  pivot-wheel 
to  turn  the  machine  on,  when  it  is  desii^d  to  do  so  for  any  purpoee. 
(See  figure.)  d'  d"  slotted  bars  secured  by  the  nut-screw  f  passing 
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b  the  slots,  and  also  throngh  the  slot  of  the  centre-beam  d  ; 
>rs ;  K,  projecting  tubes  witn  suitable  holes  for  dropping  the 
e  band-wheel,  which  is  made  to  revolve  the  hollow  shafts 

riie  arrangement  and  combination  of  the  side  pieces  b  and 
am  D,  and  slotted  bars  d'  d",  and  the  hollow  sectional  axle 
/,  and  k",  for  the  purpose  of  allowing  the  expansion  and 
o(  the  side  pieces.  Also,  attaching  the  driving  and  grad- 
1  to  the  back  part  of  the  machine  by  means  of  notched 
•ed  to  the  upright  post  of  the  centre  or  draught  beam  by  a 
hich  they  move,  and  suspending  above  the  same  pawls, 
the  notches,  thus  enabling  the  wheel  to  perform  its  func- 
alating  the  height  of  the  back  part  of  tlie  machine,  and 
distributing-shafts,  and  to  be  drawn  or  thrown  under  the 
aught  beam,  to  form  a  pivot-wheel,  upon  which  the  ma- 
3  raised  from  the  ground  and  turned,  in  the  manner  and 
ose  specified. 


—Timothy  Randletf,  of  Enfield  N.  H. — ImjyroveTnent  in 

ds. — Patented    Kovem-  

1853. 

ovement  is  explained  in 
f  the  inventor,  by  refer- 
annexed  figure, 
rhe  binder  o,  and  revolv- 
er c,  combined  with  and 
the  united  cross-head  b, 
,  and  ridge  d. 


—Robert  Sinclair,  Jr.,  and  Richard  F. 
,  of  Baltimore^  Md. — Improvement  in 
«er^.— Patented  Nov.  15th,  1853. 

ntion  relates  to  means  for  feeding  the 
,  and  consists  in  the  employment  on  the 
)r,  of  alternate  right  and  left  fins,  so 

to  form  a  double  spiral  or  screw,  for 
of  feeding  forward  the  straw,  prevent- 
jrowding  to  the  right  or  left  of  the  box, 
5sing  it  as  it  is  passed  to  the  knives, 
rhe  employment  of  alternate  right  and 

arranged  as  to  form  a  double  spiral 
e  fins  operating  together  for  the  pur- 
>rth, — ^and  constitutmg,  all  togetner, 
^entors  denominate,  "  2ie  double  screw 
)r  straw-cutters. 
J7 
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No.  10,239. — John  H.  Thompson,  James  M.  Thompson,  and  Hosea.  Q. 

Thompson,    of    Holderness,    N.    H. — Im- 

j)roved  Machine  far  THmming  the  Soles 

of  Boots  and  Sfioea, — Patented  Nov.  15th, 

1853. 

(See  iigure.)  h  is  the  platform;  upon  its 
<edge  rests  the  sole  c\  d  d  are  the  knives  set  in 
the  revolving  knife-stock  e\  h  h^  the  pattern- 
plate,  which  is  first  fastened  to  the  sole ;  h  is 
the  gauge-bar ;  o  o,  guides. 

Claim, — A  machine  in  which  the  sole  is 
trimmed  by  revolving  knives,  and  guided  as 
fed  along  by  the  operator,  by  an  adjustable 
gauge-bar,  against  wnich  the  edge  of  the  pat- 
tern-plate abuts. 

No.  10,240. — ^William  H.  Towers,  of  Philadelphia,  Pa. — Impnmi 
Attachment  to  Registers  of  "  Hot-air  Furnaces?'^ — Patentea  Not. 
15th,  1853.  ^ 

The  nature  of  this  invention  consists  in  placing  on  or  about  the  re- 
gister a  convenient  contrivance  to  hold  water  to  be  evaporated  in  the 
apartment  into  which  the  register  conducts  the  heated  air,  by  which 
means  the  moisture  of  the  air  of  each  apartment  may  be  regulated  to 
suit  the  occupants. 

Claim, — Placing  within  the  jambs  of  each  register  the  means  of 
moistening  the  heated  air. 


No.  10,241.-~WiLLiAM  TowNSHEND,  of  Hiusclale,  Mass. — Impnyoemerdin^ 
Z(?t>m».— Patented  Nov.  15th,  1853. 

The  natm*e  of  this  invention  con- 
sists in  the  use  of  levers,  connected 
to  the  heddles,  and  so  set  on  slotted 
fulcrums,  that  they  receive  an  end- 
wise-motion  from  the  pattern-chain, 
or  similar  means,  to  connect  said 
levers,  near  one  end  or  the  other, 
with  cross  levers,  to  be  carried  up 
by  such  levers,  and  either  elevate 
or  depress  the  heddfes,  according  to 
which  end  of  said  sliding-lever  is 
elevated. 

Clai/m. — ^The  levers  n^  on  a  slot- 
ted fulcrum,  with  their  latch-pieces 
u  and  v^  or  their  equivalents,  com- 
bined with  the  levers  w  and  w  1; 
by  which  arrangement,  the  levers  n 
are  connected  to  eitjier  lever,  w  or 
^  1,  by  means  of  the  end-motion,  and 
carried  up  and  down  by  competent 
power  applied  to  the  levers  w  and  w  1 . 
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No.  10,242. — Jonathan  E.  Warner,  of  Boston,  Mass. — Improvemmt 
in  Machine  for  Finishing  the  ends  of- Staves. — ^Patented  Nov.  15th, 
1853. 

The  object  of  this  invention  is  to  finish  the  two  ends  of  a  stave 
simultaneously,  which  includes  the  distinct  operations  of  cutting  the 
staves  to  the  proper  length,  bevelling  the  ends,  reducing  to  the  re- 

auired  tiiickness,  and  cutting  the  groove,  within  which  the  edges  of 
le  head  are  to  rest,  or  "  crozing."  These  four  combined  operations 
are  technically  known  as  "  working  off,"  and  are  usually  performed 
after  the  cask  is  "  set  up,"  and  by  hand-labor. 

Claim.^ — A  feed-bed  revolving  in  bearings,  which  are  capable  of 
being  moved  by  weights,  springs,  or  other  means  towards  the  beds  or 
stops  on  which  the  back  or  outer  side  of  the  stave  is  supported ;  the 
extent  of  such  movement  depending  upon  the  tliiokness  of  the  staves 
operated  on.  Also  the  comoination  of  the  feed-bed  with  the  saws, 
cutters,  fixed  stops,  and  movable  frame,  and  their  equivalents,  for  the 
purpose  and  in  the  manner  above  described. 


No.  10,243. — ^HjaiRY  Waterman,  of  the  City  of  Hudson,  N.  T. — Im- 

f  movement  in  the  Mode  of  Constructing  Safety-  Valves. — Patented 
ov.  15th,  1853. 

This  improvement  relates  to  ■■ESH^BnHMBSSSBSB 
locomotive  engines,  and  is  de-  ^^BrS^^B^^BSI^BB^I 
si^ed  to  obviate  the  uncertainty  ^^■pn^^^^^^^HI^|Hll 
with  which  the  weighted  lever  ■Hlii^^^B^P'SVH 
indicates  the  pressure  of  steam  ^^^BSj^^^^^^^^S^m^^^^ 
(on  account  of  the  sudden  up-  lf^^l^^^|||^^^^S^|H 
ward  and  downward  motion  of  W;-;^l^g^B|^^^^^^^^W 
the  locomotive),  and  to  prevent  ifll^gJj^l^^Bl^^^^^^^^B 
the  escape  of  steam  unnecessa-  HJEIlijlH 

rily ;  and  consists  in  the  applica-  ^l_2i£I^  ^^ll^^^^^^^^^l 
tion  of  weighted  rod  d  (see  fig.)  •*^^^^^-^—  ■  -^^^^^^^^^^M 
to  the  outer  end  of  the  lever  c,  which  is  connected  to  the  valve  f,  in 
the  cylinder  g,  which  cylinder  is  filled  witb  sperm  oil  or  other  similar 
fluid  nearly  to  its  top,  completely  covering  the  piston.  By  this 
means  the  piston  can  move  no  faster  than  the  fluid  is  made  to  pass  by. 
the  piston,  and  consequently  all  sudden  vibrations  of  the  weighted 
lever  will  be  checked. 

C?aim.— The  piston  f,  attached  to  the  weighted  end  of  the  valve- 
lever  within  the  cylinder  g,  and  inmiersed  in  the  liquid  in  the  cylin- 
der, combined  and  operated  for  the  purpose  and  in  the  manner  herein 
set  forth. 


No.  10,244. — Jonathan  Whtte,  of  Antrim,  N.  H. — ImproveTnent  in 
Shovels.— PvAjQut^A,  Nov.  15th,  1853. 

This  improved  shovel  has  a  cast-steel  blade,  with  iron  strap  to  receive 
the  handle  welded  to  it,  instead  of  bein^  riveted  as  heretofore. 

Claim. — ^The  uniting,  by  welding,  of  Ae  iron  handle-straps  to  the 
sheet  castHiteel  blade. 
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No.  10,245. — HosEA  H.  Qeover,  of  North  Cohocton,  N.  Y. — Impnm' 
ment  in  Chums. — Patented  JTov.  15th,  1853. 

(See  fig.)  This  chum  is  in  the  form  of  a  flaring 
tub:  J,  the  dasher  attached  to  the  crank-shaft. 
The  centrifiigal  motion  of  the  milk  causes  it  to  rise 
up  until  it  reaches  the  cross-pieces  {?,  when  it  is 
thrown  back  upon  the  dasher. 

Claim. — A  chum  consisting  of  a  conical  tub, 
fiimished  with  a  vertical  revolving  dasher  at  its 
bottom,  combined  with  breakers  at  the  top,  in  the 
manner  and  for  the  purpose  set  forth. 


No.  10,246. — Evan  H.  Branson,  of  Fredericksburg,  Va. — Impravid 
Mode  of  Planing  Crooked  Timber. — Patented  Nov.  15th,  1S53. 

The  nature  of  this  invention  consists  in  supporting  tlie  arbor  of  one 
of  two  pulleys,  carrying  an  endless  belt  of  knives,  upon  elastic  bearings. 

Claim. — Supporting  the  arbor  of  one  of  two  pulleys,  carrying  an 
endless  belt  of  knives,  for  dressing  crooked  timber,  upon  elastic  bear- 
ings, for  the  purpose  of  yielding  to  any  undue  strain  upon  the  knives. 


No.  10,247. — William  Beschke,  x)f  Alexandria,  Va. — Invproved  Modi 
of  Joining  and  Riveting  MetaUio  Plates. — ^Patented  No vember  22d, 

1853. 

• 

The  claim  explains  the  nature  of  this  improvement. 

Claim. — ^The  method  of  equally  dividing  the  weakness  resulting 
from  the  joining  of  iron,  steel,  or  any  other  metallic  plates ;  which  is 
effected  hj  puttmg  the  plates  together  so  as  to  break  joint  at  the  ends, 
and  riveting  over  these  another  similar  set  of  plates,  so  as  to  break 
joint  at  the  sides  and  ends  with  the  first,  thus  entirely  covering  the 
joints  of  the  first ;  the  rivets  over  the  surface  being  equi-distant  from 
each  other,  and  from  those  confining  the  edges. 


No.  10,248. — ^Gardner  S.  Browne,  of  Hartford,  Conn.- 
in  Body  Bra^ces. — ^Patented  November  22d,  1853. 

i  i  are  the  dorsal  springs,  with  each  a 
hole  and  a  slot  at  d,  into  which  fit  screws 
jind  pivots.  The  pivots  project  from  the 
sacral  spring  3.  The  connection  of  the 
two  springs  allows  a  lateral  motion  to 
the  dorsal  springs,  rendering  the  brace 
flexible  and  easy  to  the  patient.  2  2  are 
the  hip-springs ;  4  4,  the  dorsal  pads ; 
5  5,  the  star-plates,  for  uniting  and  holding 
the  hip  ana  sacral  springs  together;  6, 
the  spring  of  the  attachment  9,  with  two 
small  knobs  for  depressing  the  springs  at 
each  end  of  the  attachment. 

Claim. — Uniting  the  shoulder  and  abdominal 


-Improvemsrd 


brace  by  pliable 
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!ng8  i  i  so  arranged  and  constructed  that  they  shall  be  confined  on 
h  side  of  the  spine  to  the  abdominal  brace,  and  when  fastened  at 
end,  permit  a  limited  vibration,  and  when  fastened  to  the  other 
,  be  rigid ;  whereby  the  same  brace  can  be  adapted  to  a  vanety  of 
ients  in  different  stages  of  disease,  or  to  different  stages  of  disease 
he  same  patient. 

10,249. — Henry  Carter  and  James  Rees,  of  Pittsburgh,  Pa. — 
mprovement  in  Machines  for  Making  JVuts. — ^Patented  November 
2d,  1853. 

liese  improvements  refer  to  the 
box,  ana  are  illusti*ated  in  the 
ompanving  drawing.  The  die 
sists  of  six  blocks,  corresponding 
he  sides  of  a  nut.  The  die-blocks, 
nd  b\  have  central  apertures  for 
eye-pimch  o  to  work  through, 
•ck  p  is  moved  up  and  do\vn,  oy 
ans  of  a  cam,  to  admit  the  blank, 
I  reduce  the  end  of  the  bar  of 
tal  to  the  proper  thickness.  The 
►  side  blocks  are  held  against  V 
means  of  set-screws,  c  is  a  cam- 
er  connected  with  the  die-block  c  (back  of  the  side  blocks),  for  the 
pose  of  discharging  the  finished  nut,  and  moving  back  to  receive 
•ther  blank.  The  fi-ont  die  g  rises  and  falls,  corresponding  with  the 
veraents  of  the  back  die-block.  The  front  die-block  carries  a  knife 
is  lower  edge  to  sever  the  blank  fmm  the  bar. 
yiaim, — ^The  arrangement  of  the  devices,  substantially  as  herein 
cribed,  for  reducing  the  end  of  the  blank  bar  to  a  given  thickness, 
paratory  to  severing  the  blank ;  whereby  nuts  of  uniform  thickness 
produced  from  bars  of  irregular  thickness,  and  the  machine  is  pro- 
ted  against  injurious  strains. 

.  10,250. — ^Thomas  Champion  and  Samuel  Champion,  of  Washing- 
on,  D.  C. — Improvement  in  Transporting  Bridges. — Patented 
!fovember  22d,  1853. 

rhe  bridge  is  built  upon  the  ground  near  the  stream  over  which  it 
o  be  placed.  The  abutments  being  erected,  the  bridge  is  moved 
)n  trucks  or  rollers  placed  upon  heavy  plank,  until  its  forward  end 
jects  over  the  first  abutment  A  vessel  is  then  placed  beneath  the 
jecting  end  of  the  bridge,  with  a  substantial  frame  upon  its  deck, 
)n  which  the  bridge  rests,  and  is  carried  forward.  Tlie  vessel  must 
t  be  ballasted  witn  water,  or  other  material ;  and  as  the  bridge  is 
dually  pushed  forward  towards  the  opposite  side  of  the  stream,  the 
last  must  be  I'emoved  to  give  proper  buoyancy  to  the  vessel,  and 
ible  it  to  carry  the  increasing  weight  of  the  bridge  resting  on  the 
sel  at  a  suitable  height  to  rest  upon  the  opposite  abutment.  If  the 
eel  is  ballasted  with  water,  it  may  be  pxan^d  ovsX  «aT^^vt^^\  ^^^ 
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if  other  material  be  used  as  ballast,  it  can  be  removed  to  aoodiflr 
vessel  near  by. 

Claim, — ThQ  mode  of  operation  as  herein  described,  viz. :  building 
bridges  on  shore,  on  a  level,  or  thereabouts,  with  their  resting-places  on 
the  abutments,  and  then  setting  them  in  place  in  the  manner  (Ascribed 


No.  10,251. — Stillman  A.  Clemens,  of  Springfield,  Mass. — Improoe- 
me7it  in  Ventilators  far  Hailroad-Cars. — Patented  Nov.  22d,  1853. 

The  nature  of  this  invention  consists 
in  an  air-lilter,  so  made  and  arranged 
with  other  apparatus,  as  to  be  kept  wet 
with  water,  and  through  which  a  cur- 
rent of  air  is  directed  into  the  car  or 
other  apartment  to  which  the  apparatus 
is  attacned.  The  air-filter  may  be  made 
of  sponge  or  felt,  or  any  porous  or  fibrous 
material  suflBciently  porous  to  absorb 
water  by  capillary  attraction,  and  at  the 
same  time  admit  the  passage  of  a  ciurent  of  air  through  it  when  wet 
(See  figm^e.) 

Claim, — ^The  mode  of  ventilating  railroad  cars,  etc.,  by  causing  the 
air  to  pass  through  sponge,  or  other  suitable  porous  or  fibrous  sub- 
stance or  material ;  said  material  being  provided  with  means  for  a  con- 
tinual supply  of  water  to  moisten  it,  and  replace  that  which  is  evap- 
orated by  the  air  which  passes  through  it. 


No.  10,252. — Oliver  A.  Kelly,  of  Woonsocket,  R.  I. — Improvemeni 
in  Looms, — Patented  November  22d,  1853. 

Claim, — The  arrangement  of  levers  (as  described  in  specification}, 
connected  by  a  spring  or  elastic  connecting-rod,  in  combination  witn 
the  tappet^wneel,  whereby  the  shuttle-boxes  are  raised  and  lowered  by 
a  yielding  mechanism,  which  diminishes  greatly  the  liability  to  break- 
age. Also,  the  method  of  balancing  tlie  shuttle-boxes  on  the  lay,  in 
combination  with  mechanism  for  simultaneously  raising  one  set  and 
depressing  the  other.  Also,  the  reciprocating  and  rotating  pattern- 
cylinder,  m  combination  with  the  vibrating  lever,  or  the  equivalent 
thereof,  for  the  purpose  of  rendering  the  intervals  between  the  changes 
of  the  shuttles  regular  or  irregular.  Also,  the  rack-cylinder,  or  uie 
equivalent  thereot,  in  combination  with  the  two  pinions,  and  the 
mechanism  for  throwing  them  alternately  into  or  out  of  gear,  or  the 
equivalent  thereof,  whereby  the  racks  are  moved  in  alternately  oppo- 
site directions,  with  a  variable  range  of  motion,  as  required  for  opera- 
ting the  pattern-cylinder.  Also,  a  series  of  pins,  or  the  equivalent 
tliereof,  on  the  inner  end  of  the  rows  of  holes  in  the  pattem-cjlinder,  a 
disk  having  a  corresponding  number  of  pins  or  teeth  on  its  periphery, 
placed  loosely  on  the  axis  of  the  rack-cylinder  and  the  pawls,  which 
tui-n  the  disk  and  pins,  in  combination  with  the  rack-cylinder,  whereby 
the  latter  is  turned  at  each  extreme  of  its  vibration,  so  as  to  throw  one 
pinion  out  of  gear  with  the  racks,  and  the  other  in,  to  reverse  the  nu)- 
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tion.  Also,  the  method  of  uniting  the  pattem-cvlinder,  or  its  equiva- 
lent, with  the  rack-cylinder,  or  its  equivalent,  by  a  yielding  or  slip 
coupling,  whereby  the  danger  of  breaking  the  mecfianism,  when  it 
happens  to  become  deranged,  is  greatly  lessened.  Also,  the  method 
of  working  the  same  row  of  holes  in  the  pattern-cylinder  to  the  right 
and  left  in  succession,  in  case  the  cylinder  should  not  have  holes 
enough  to  work  the  ornamental  design  in  the  cloth,  by  working  the 
holes  once  only;  whereby  a  cylinder  of  a  given  size  will  be  capable  of 

froducing  a  much  more  elaborate  design,  or  larger  figm'e,  than  if  the 
oles  coiud  be  used  but  once  in  the  production  of  the  same  figure. 


ISFo.  10,253. — Fbedkrick  Smtth,  of  Pontiac,  N.  T. — Improvemervt  in 
Water-wheeU.—'PdAj^TitQdL  November  22d,  1853. 

This  improvement  consists  in  a  series 
of  buckets  d  (see  fig.)  so  arranged  as  to 
produce  a  twofold  direct  action,  com- 
bined with  a  twofold  reaction  of  the 
water  upon  the  wheel;  and  in  a  new 
method  of  ventilating  tlie  wheel,  by  which 
a  powerful  draft  of  air  is  secured  through 
the  wheel,  which  draft  acts  in  conjunc- 
tion with  the  water  passing  down  on 
the  lower  buckets,  ana  supplies  the  va- 
cuum induced  in  the  wheel  by  the  cen- 
trifugal force  and  discharge  of  the  water, 
and  also  helps  produce  me  curved  cur- 
rent of  the  water  as  it  passes  from  the 
upper  to  the  lower  buckets  of  the  wheel. 
J  is  the  air-tube. 

Claim, — ^The  ventilating  water-wheels, 
inclosed  by  a  curb,  scroll,  or  box,  by 
means  of  a  tube  communicating  with  the 
wheel,  or  in  any  other  manner  substan- 
tially the  same,  in  combination  with  the 
buckets  H,  D,  E,  and  f,  constructed  and 
arranged  in  the  manner  and  for  the  purpose  herein  set  forth. 


No.  10,254. — James  K  Kain,  of  TiflSn  City,  Ohio. — Irrvproved  Appa- 
ratu%  for  Cutting  Screws  on  Bedsteads, — Patented  Nov.  22d,  1863. 

This  improvement  consists  in  the  metliod  of  securing  the  rail  in 
the  machine,  by  means  of  spiral-faced  plates,  'svith  points  on  their 
inner  faces,  attached  to  ana  movable  by  a  spring-lever,  the  ar- 
rangements being  such  that  the  securing  points  advance  simultane- 
ously an  equal  distance  on  each  side  of  the  rail.  Also,  in  the  method 
of  cnanging  the  right  and  left  nuts,  and  keeping  them  in  position 
by  means  of  a  spring-catch  and  notched  tie-piece,  which  holds  firmly 
the  required  nut  against  the  screw.  The  reversible  cylinder  a  (see 
figures)  carrying  the  cutters  h  h  sits  upon  the  head  of  the  double- 
threadisd  screw  Cy  the  nuts  dd  of  which  are  ii\on«X:\^  \i5c>«vi\.^xM^^^^ 
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and  are  held  together  by  tie  /,  having  on  its 
under  edge  the  notches  g  g^  by  which  the 
spring-catch  h  holds  either  of  the  nuts  against 
tne screws?.  Z Z, horizontal  arms ;  m?/i, spirals; 
n  n,  screw-plates ;  m  the  spring  which  keeps 
the  plates  nn\n  place. 

Claim,— T\iQ  combination  of  the  spiral- 
faced  plates  n  n'^  with  the  arms  I  I'  and 
spring  j[?,  for  securing  the  rail  in  the  machine, 
as  specified.  Also,  the  catch  A,  in  combina 
tion  with  the  notched  tie  ^  and  pins  e  €,  for 
carrying  the  right  and  left  nuts  against  the 
screw,  and  securing  them  in  position. 


No.  10,255. — William  Lewis  and  Willlim 
EL  Lewis,  of  New  York,  N.  Y. — Im^oved 
Method  of  Sxmplying  Business  Cards^  dkc. 
—Patented  November  22d,  1853. 

The  object  of  this  invention  is  to  furnish 
means  whereby  any  pereon  can  take  from  a 
case  or  box  one  card  at  a  time,  and  no  more, 
for  the  purpose  of  business,  as  the  address  of 

f)arties,  or  for  memoranda.  (See  figure.)  By  pulling  the 
ip  i  will  draw  out  the  lowest  card  of  the  pack 
g ;  the  gate  z,  by  means  of  spring  5,  will  pre- 
vent more  than  one  card  passing  at  a  time  be- 
neath it.  The  india-rubber  spring  2  will  draw 
the  slide  f  to  which  the  knob  3  is  attached, 
back  to  its  first  position. 

Claim. — ^The  lip  1  on  the  slide  f  combined 
with  the  gate  i,  to  draw  out  one  card  at  a  time. 


knob  3. 


No.  10,256. — Samuel  T.  McDocgal,  of  New  York,  N.  Y. — Improu- 
meat  in  Platform  and  other  Scales, — ^Patented  Nov.  22d,  1853. 
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rhis  improvement  consists  chiefly  in  the  addition  of  the  forward 
jer,  and  ite  connection  with  the  principal  lever. 
Ulaim, — ^1  he  arrangement  of  the  triangular  lever  e  and  the  two  in- 
pendent  side-levers  g,  having  their  long  arms  suspended  from  knife- 
jes  attached  to  the  lever  e  ;  ^vhereby  the  final  adjustment  necessary 
make  tlie  scale  give  the  same  weight  on  all  parts  of  the  platform 
ly  be  made  by  moving  the  bar  ii  only,  which  earner  the  two  last- 
cned  knife-edges,  without  the  necessity  of  any  precise  adjustment  of 
5  two  knife-edges  a  upon  the  levers  g  to  equal  distances  from  the 
era  of  those  two  levers. 


>.  10,267. — J.  Parsons  Owen,  of  Norwalk,  Ohio. — Improvement  in 
Machines  for  Cutting  Screws  for  Bedsteads, — ^Patented  November 
22d,  1853. 


rhis  invention  refers  to  the  manner  of  holding  the  posts  and  rails, 
d  also  to  the  mode  of  arranging  the  mandrels  for  cutting  ri^ht  and 
i  screws,  and  consists  in  the  use  of  eccentric  cams,  faced  with  soft 
jtal,  and  operated  by  a  lever,  for  holding  the  post  in  position,  and 
o  in  the  constiniction  of  the  cams  with  eccentric  grooves,  which  so 
erate  jaws  moving  in  them,  as  to  hold  the  rail  firmly  for  cutting 
5  screw ;  the  cutting  being  eftected  in  both  cases  by  reciprocating 
mdrels,  one  with  a  right  and  the  other  with  a  left  screw,  so  supportea 
an  oscillating  frame  that  either  can  be  used  when  occasion  requires ; 
)  frame  being  locked  by  a  lever  and  wedge  during  tlie  cutting  op- 
ition. 

b  J,  mandrel  heads,  for  cutting  the  post-threads ;  these  mandrels  are 
)laced  by  others  when  the  tliread  is  to  be  cut  on  the  rails ;  d^  frame, 
lich  is  movable  about  bolt  ^,  and  held  in  position  by  lever y*  pressing 
ainst  one  side  of  wedge  g.  The  post  b  is  pressed  into  bed  h  by  cams 
ivhich  are  operated  by  levei-s^',  and  about  journals  k.  The  grooves 
m  serve  to  move  up  or  down  the  bars  n  n,  by  moving  lever  j^  and 
jrcby  to  grasp  the  rail  between  tlieir  jaws  I. 

C^iW.— Supporting  the  mandrels  in  the  oscillatory  frame  rf,  as  de- 
ibed,  which,  m  combination  with  the  lever /and  wedge  <7,  permits 
her  mandrel  to  be  brought  effectively  into  operation  for  cutting, 
so,  the  eccentric  grooves  m  of  the  cams  i,  in  combination  with  the 
rs  w,  for  the  purpose  hereifl  set  forth. 
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No.  10,258. — ^WiLUAM  PiKEPOiNT,  of  Stflem,  N.  J. — Imprcvemmi  ik\^ 
Mowing  <md  Reaping  Machines. — ^Patented  November  22d,  lg63.  I  ^ 


This  improvement  consists  in  the  metliod  of  hanging  and  moving 
the  Gutters.  The  cutter  is  caused  to  advance  in  a  curvibnear  direction 
by  means  of  the  double  crank-shafts  d  and  g^  which  are  connected  by  a 
rod  A,  and  which  receive  their  motion  from  the  large  carriage-wheel,  to 
which  the  inner  shaft  d  is  geared.  The  cutting  is  effected  by  the  move- 
ment of  the  cutter  in  one  airection  only ;  and  during  its  return  move- 
ment, it  is  shielded  from  the  grass  or  grain,  and  thus  prevented  from 
becoming  entangled  thereby. 

Cladm. — ^Hanging  the  cutter-blade  at  each  end  Uy  a  crank,  so  as  to 
cause  the  mtary  draw-cut  in  form  of  a  circle,  in  combination  with  the 
counter-rod  A,  for  insuring  tlie  perfect  revolution  of  both  shafts  in 
unison. 


No.  10,259. — Morgan  L.  Kood,  of  Marshall,  Mich. — Improvement  in 
Bevolvin^  Fire- Arms. — Patented  November  22d,  1853. 

By  reference  to  the  an- 
nexed figure,  this  improve- 
ment is  fully  explained  in 
the  inventor's  claim. 

Claim. — The  arrange- 
ment by  which  the  guide- 
pin  D,  in  connection  with 
the  stop-notches  n  n,  ad- 
justing spring  E,  and  the 
nook  connection  between 
the  smoke -guard  w  and 
rock-shaft  i,  causes  a  more 
perfect  joint,  and  more 
secure  connection  between 
the  cylinder  and  barrel; 
thus  preventing  all  leak- 
age, keeping  the  cylinder  and  its  attaclimenta  clean,  and  protecting 
the  surrounding  charges  from  taking  fire.     Also,  the  arrangement  of 
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lie  dotted  arm  g  and  the  hammer,  by  means  of  which  the  gon  may 
ye  cocked,  with  or  without  moving  the  cylinder. 


KTo-  10,260. — William  Silver,  Jr.,  of  Pittston,  Pa. — Invprovement  in 
the  Manufacture  of  Blasting-Powder, — Patented  Nov.  22d,  1858. 

The  object  of  this  improvement  is  the  production  of  a  ])owder  that 
may  safely  be  used  in  mmes,  and  that  will  produce  less  suffocating  gas 
when  it  is  ignited.  In  the  manufacturing  of  this  powder,  19J  lbs.  of 
prepared  charcoal,  68  lbs.  of  good  saltpetre,  and  12J  lbs.  of  good  sul- 
phur, are  ground  together,  pressed,  and  granulated.  A  strong  solution 
of  chlorate  of  potash  is  then  sprinkled  upon  the  granulated  powder, 
imtil  it  becomes  thoroughlv  moistened,  the  powder  being  stirred  whilst 
it  is  being  sprinkled.  The  powder  is  left  about  four  days  in  a  room 
heated  to  100^  Fahr.,  when  it  is  ready  for  use. 

Claim, — The  blasting-powder,  as  above  set  forth ;  the  same  consist- 
ing in  an  unglazed  powder,  composed  of  charcoal,  nitre,  and  sulphur, 
in  the  proportions  specified,  prepared  and  treated  with  chlorate  of  pot- 
ash, as  set  forth. 

"  I  do  not  claim  the  use  of  chlorate  of  potash  as  a  means  of  prevent- 
ing smoke  in  mine-blasting,  except  when  combined  with  charcoal,  iful- 
phur,  and  nitre,  in  the  manner  set  forth." 


No.  10,261. — HiBAM  Smtth,  of  Norwalk,  Ohio. — Improved  Ajjfparatus 
for  Gutting  Screws  on  BedsteadrRaUs  and  in  Posts  of  the  same. — 
Patented  November  22d,  1853. 


This  improvement,  which  refers  to  the  manner  of  attaching  the  v 
cutters  to  the  cutter-heads,  the  attachment  of  the  cutter-heads  to  the 
spindle,  and  the  mode  of  securing  the  machine  to  the  rails  and  posts 
when  in  operation,  consists  in  constructing  the  cutters  so  as  to  form  a 
portion  of  the  cylindrical  section  of  the  head,  attached  by  a  base  at 
right  angles  to  the  axis  of  the  head,  by  means  of  bolts  passing,  in  the 
case  of  uie  cutter  of  the  male  screw,  through  an  ear  upon  the  exterior 
of  the  head,  and  in  the  other  case,  throuffh  the  axis  of  the  spindle. 
Also,  in  the  employment  of  a  system  of  clamps,  for  the  purpose  of  at- 
taching the  cuttmg  machinery  to  the  posts  and  rails  dunng  the  opera- 
tion ol  forming  the  threads.  Tlie  operation  of  cutting  the  screws  is  as 
follows.    (See  figure.)    The  rail  is  first  secured  to  a  ;^om^t^«»  b^\i^\\^^\ 
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in  a  vise,  and  the  clamp  o  passed  over  its  end  until  the  shoulder  of  the 
rail  rests  against  the  stop  z  on  the  block  b,  the  extremity  of  the  tenon 
entering  the  head  d  of  the  spindle  a,  which  is  withdrawn  to  the  M 
extent  of  its  thread.  Tlie  lever  l  of  the  plate  w  is  then  moved  to  the 
right,  forcing  out  the  slides  e  and  firmlv  grasping  the  rail.  The  cut- 
ting is  performed  in  the  usual  way.  The  screws  at  both  ends  ma? 
be  cut  at  the  same  time,  bv  securing  longitudinally,  at  opposite  ends 
of  the  bench,  cutters  and  clamps,  as  described.  Tlie  operation  of  cut- 
ting the  post-thread  is  similar  to  that  described  for  the  rail. 

Claim, — ^The  formation  of  the  v  cutters  as  described  in  sections  of 
the  cutter-heads,  which  are  secured  by  means  of  screw-bolts.  Also, 
securing  the  section  of  cutter-hcjid  containing  the  post  v  cutter  by 
means  of  a  polygonal-headed  bolt  passing  as  described  through  the 
hollow  spindle,  cutter-head,  and  section-base ;  which  arrangement,  in 
addition  to  securely  holding  the  v  cutter,  admits  of  the  adjustment  of 
the  cutter,  for  insuring  tlie  formation  of  tight  joints  between  the  post 
and  rail.  Also,  the  method  of  attaching  the  tenon-socket  d  to  the 
spindle.  Also,  the  arrangement  of  the  standards  a  and  g,  and  clamp 
o  upon  the  blocks  b  and  h,  by  which  the  macliine  is  secured  to  the 
p^st  and  rails,  and  the  operation  of  cutting  facilitated. 


No.  10,262. — Joseph  Goldmark,  of  New  York,  N.  Y. — Improvement 
in  Facing  the  open  ends  of  Percussion  Caps, — Patented  November 
22d,  1853. 

The  nature  of  this  invention  consists  in  inserting  a  series  of  per- 
cussion caps  in  appropriate  holes  made  in  a  plate  fitted  to  or  making 
part  of  a  stock,  to  be  used  in  combination  with  the  surface  of  a  grina- 
mg  wheel,  so  that  when  so  inserted  in  the  holes  ^■^^■■^^■^^B  ^ 
of  the  plate,  with  the  open  ends  outwards,  ^|P^^^^^^^^h  ^ 
they  may  be  reduced  to  the  same  level  by  the  ^B^^^j^^S^^B  ' 
grinding  surface.  Also,  in  the  employment  of  ^^RsiR9!s!||H 
another  plate  with  similar  holes  for  guiding  UBilP^lililltslill^H 
llie  caps,  as  they  are  thrown  upon  the  holding-  B^^liM|I^Sp^^B 

Elate,  that  the  caps  may  readily  enter  the  |!j|^^HBL3H 
oles  in  the  holding-plate.  (See  hg.)  g  is  the  ^^^5S^R9^B9 
Slate  provided  wim  punches  A,  miich  is  let  B^BBl^^lSi^B 
own  so  that  the  puncnes  tit  into  the  caps  and  and  press  them  down 
into  the  holes  J. 

Claim. — In  combination  with  the  holding^plate,  the  employment  of 
the  guide-plate,  to  facilitate  the  insertion  of  the  caps  into  the  holes  d 
the  holding-plate,  for  the  purpose  described.  Also,  in  combination  as 
specified,  me  employment  of  the  plate  with  the  series  of  punches  or 
pins,  for  the  purpose  of  forcing  all  the  caps  to  the  required  deptii  in 
the  holding-plate. 

No.  10,263. — ^Enoch  R.  Morrison,  of  Troy,  Pa. — Tmprovemeni  i» 
Shingle  JfacAi7i€«.— Patented  November  22d,  1853. 

The  nature  of  this  invention  consists  in  carrying  the  riven  shingle 
forward  by  an  intermittent  motion,  so  as  to  be  operated  upon  sneces- 
sively  by  the  shaving  and  edging  knives,  the  motion  being  imparted 
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lie  reciprocating  movement  of  the  riving  knife-stock,  through 
g-hooks,  stops,  or  dogs,  or  their  equivalents.  Fig.  1  is  a  top 
;  tig.  2  a  side  view,  and  fig,  3  a  view  of  the  under  side  of  the 
line. 


le  bolt  of  timber  is  placed  upon  the  rest  c,  which  is  connected 
the  stationary  bed  b;  the  reciprocating  frame  a,  canyitig  the 
g-knife  d,  moves  forward  and  severs  the  shingle  from  the 
and  it  drops  upon  the  second  bed  f.  Wlien  the  frame  a  re- 
j  for  the  next  riving  operation,  the  shingle  last  riven  is  caught  by 
logs  dj  and  carried  forward,  and  held  down  by  the  spring-plate  o, 
it  is  caught  by  the  spring-dogs  e  e^  which  rise  up  to  catch  the  end 
le  shingle.  As  the  frame  a  returns,  the  knife  h  shaves  one  side  of 
hingle ;  the  spring-dogs  /are  also  attached  to  frame  a,  and  after 
last  operation,  drop  beliind  the  shingle ;  and  after  the  release  of 
logs  e  e^f  takes  their  place,  and  carry,  by  the  forward  movement 
le  frame,  the  shingle  to  the  shaving-knife  J,  which  shaves  the  op- 
e  side.  The  knife  j  being  attached  to  the  fixed-frame  b,  the  rear 
on  of  the  moving  part  now  becomes  the  bed  against  which  the 
?le  is  held  by  the  spring-plate  k. 

^m?7i. — Tlie  combination  of  a  reciprocating  river  and  finishing 
J,  with  a  fixed  knife ;  so  that  on  the  backward  motion  of  the  river 
face  of  the  shingle  shall  be  dressed,  and  by  its  next  forward  mo- 
the  second  face  will  be  dressed  by  the  fixe^  knife. 


10,264. — Elnathan  Sampson,  of  Cornish,  N.  H. — Tm^provement 
Platfann  /SboZ^.— Patented  November  22d,  1853. 

ear  the  comers  of  the  frame,  four  hangers  aaaa  are  attached, 
support  four  levers  hbbb^  the  vibratory  ends  of  which  are  sus- 
led  at  8  888^  from  the  ends  of  two  short  levers  e^  that  are  attached 
vibratory  shaft  e,  passing  crosswise  under  the  middle  of  the  frame, 
supported  by  two  hangers  n  n^  attached  to  the  sides  thereof.  Two 
IS  D  ^  pass  crosswise  under  the  frame,  and  support  the  platform 
lese  beams  may  be  extended  at  both  ends  by  means  of  sliding-bars 
I  dy  which  fit  in  grooves.    The  bars  are  ^\mk  ^Ti\k^^  Vc^ri  *^^ 
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beams  when  not  in  use.  The  bars  on  one  side  are  to  be  drawn  cot 
and  a  plank  laid  on  them,  whenever  any  thing  wider  than  the  platfonn 
is  to  be  weighed. 


Claim. — ^The  combination  of  the  sliding-bars  dddd  and  Z,  with  the 
platform,  the  actiiating-levers,  and  the  scale-beam,  in  such  a  mannff 
as  to  enable  the  platform  to  be  laterally  expanded  or  contracted. 


No.  10,265. — James  H.  Ceygier,  of  New  York,  N.  Y. — ImproremoA 
in  Bank  and  Safe  Locks, — Patented  November  22d,  1853. 

This  improvement  consists  in  the  use  of  lever-guards,  so  arranged 
as  to  be  thrown  into  circular  toothed  disks,  when  the  bolt-tumbler  is 
raised  by  the  key ;  the  lever-guards  being  operated  by  the  bolt-tumbler, 
instead  of  being  directly  operated 
upon  by  the  key.  The  lever-guards 
prevent  the  lock  from  being  pick- 
ed by  pressure  obtained  upon  the 
bolt.      Also,   in    the    peculiar    man- 


ner of  effecting  the   changes,   or  of  i 
altering  the  position  of  the  indexes. 
(See  figure.) 

Claim, — ^Tlie  employment  or  use  of 
the  lever-guards  f  f',  constructed  and 
arranged  so  as  to  operate  against  the  disks  d,  and  prevent  them  from 
turning  as  the  bolt-tumbler  c  is  raised,  as  shown  and  described  in 
specification.  Also,  connecting  the  ratchets  j  to  the  circular  toothed 
oisks  D,  by  means  of  pawls  «,  and  operating  said  pawls  by  means  of  the 
tumbler  m  or  its  equivalent ;  whereby  the  ratchets  may  be  connected 
and  disconnected  from  the  several  disks  d  simultaneously,  and  the 
changes  effected  with  the  greatest  faciKty. 


No..  10,266. — Lawrence  F.  Frazee,  of  New  Brunswick,  N.  J. — Im- 
provem£nt  m  Life-Floats. — Patented  November  22d,  1853. 

The  nature  of  this  invention  consists  in  combining  together  buoyant 
vessels,  shaped  and  arranged  by  means  of  a  frame ;  the  vessels  tiing 
made  of  canvas,  md\a-TXjL\>\>%T,  ot  cSL-A^^'Qa^.^  ^\»fis5d.'^th  cork  or  its 
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eqnLT-alent ;  corLstituting  as  a  whole  a  life-float,  not  liable  to  accident, 
nor  expensive ;  but  capable  of  propulsion,  light,  and  always  right  side 
Dp,  no  matter  in  what  manner  it  is  thrown  into  the  water.    The  frame 


is  one  of  the  floats  or  balsas, 
floats,  constructed  as  above 


8  made  of  hickory  wood.     The  bottom 
md  the  two  sides  ai*e  also  balsas 
lescribed. 

Claim. — ^The  combination  of  the  balsas,  shaped  and  arranged  with 
espect  to  each  other  as  described,  with  the  finme  which  keeps  them 
n  shape  and  position,  and  is  itself  protected  by  the  balsas  ;  the  whole 
constituting  a  life-float,  having  the  qualities  set  forth. 


S'o.  10,267.— William  K.  Hall,  of  Phillippi, 
Va. — Irrvmo^emeixt  in  Mowing  Machines, — 
Patentedlfovember  22d,  1853. 

In  this  machine  the  revolving-blades  A, 
[see  fig.)  attached  to  arms  g  revolve  round  the 
rertical-shaft  s.  This  improvement  consists  in 
attaching  to  the  frame  of  the  machine  a  semi- 
circnlar  tram  m  m  slightly  elevated  in  the 
pear  at  a,  upon  which  staples  i,  attached  to  the 
Bums  g^  run  after  the  cut  is  made,  for  the  pur- 
pose of  raising  the  knives  h  above  the  surface  of  the  ground,  while 
performing  the  rear  portion  of  their  revolution. 

Clcwm. — ^The  tram  tti,  in  combination  with  the  staples  i,  on  the  arms 
y,  substantially  as  described,  for  the  purposes  ^ecined. 


No.  10,268. — S.  E.  Holt,  of  Worthingtou,  Ohio. — Improvement  in 
Self 'Acting  Pr^^^e^.-^Patented  November  22d,  1853. 

By  reference  to  the  annexed  figure  the  claim  explains  this  im- 
provement. 

Claim. — So  arranging  the  lever 
G,  and  providing  it  with  a  self-ad- 
justing follower,  m  combination  with 
the  lever  d  and  the  bed-plate,  with  I 
its  supporting  frame  b,  that  the  mo- 
tion of  the  article  pressed  may  be 
transmitted  to  the  long  end  of  the 
lever  o,  at  or  near  the  fixed  centre 
of  motion  of  the  frame  b  ;  causing 
the  weight  of  the  press  and  article 
being  pressed  to  exert  power  on  the 
follower,  and  thereby  gradually  press 
the  article  into  a  more  compact  and 
solid  form ;  the  power  being  increased,  when  the  weight  of  the  article 
18  not  suflficient,  oy  means  of  the  pinion  and  rack-bar,  which  receive 
motion  from  a  driving-shaft;  the  whole  being  constructed,  arranged, 
and  operating  substantially  as  set  forth  in  the  speci&^iatiow. 
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No.  10,269. — ^WiLLAKD  B.  CuMMiNos,  of  Tjmgsborougb,  Maas^  and 
Nathan  P.  Dadman,  of  Chelmsford,  Mass. — Improvement  in  Ma- 
chines/or Dressing  MiU- Stones, — Patented  November  22d,  1853. 


This  improvement  refers  to  the  machine  patented  by  S.  W.  and  R 
M.  Draper,  May  25,  1852,  and  consists  in  an  arrangement  by  means 
of  which  the  pick  is  caused  to  revolve  npon  a  block  made  fast  to  the 
stone;  the  block  serves  as  a  bearing  and  a  guide  for  the  head-piece b^ 
-which  is  designed  to  prevent  any  tremulous  or  other  motion  from 
being  communicated  by  the  revolution  of  the  cam  to  the  bar  a  and 
the  parts  carrymg  and  giving  motion  to  the  pick. 

Claim, — The  combination  of  the  pedestal  c,  the  head-piece  b,  and 
the  cam  n,  for  the  purpose  described. 


No.  10,270. — Samuel  F.  Allen,  of  New  York,  N.  Y. — Improvemeni 
in  FluidrBumers  or  Lamps. — Patented  November  29t!i,  1853. 

(In  the  figure,  f  represents  the  wick ;  j^ 
wire-gauze ;  *,  slit ;  a,  vessel  containing 
the  camphene.)  This  invention  consists 
in  making  the  flame-tube  of  greater  length 
on  either  side  of  the  vertical  wick-tube, 
and  in  combination  with  the  same,  enca- 
sing the  wick  which  it  carries  inside  of 
the  fine  wire-gauze  which  serves  to  give 
out  the  fluid  m  a  spread  and  open  state, 
and  consequently  to  make  the  light  more 


■ 

I 

1 

ifftfiV 

1 

powerful,  or  brilliant  and  open,  and  also  preserve  the  wick  a  great 
length  of  time  from  being  charred  or  consumed. 

Claim. — ^The  horizontal  flame-tube,  for  burning  camphene  and  like 
fluid,  having  a  long  slit  cut  in  its  top,  in  combination  with  the  wick  f, 
when  encased  in  wire-^uze ;  the  encasing  of  the  wick  in  gauze  cane- 
ing  the  fluid  to  be  discharged  and  burned  in  a  sheet  the  fiill  length 
of  the  slit. 
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No.  10,271. — J.  Bloom,  of  East  Wobum,  Mass. — Improvement  in  the 
Met/u>d  of  Absorbing  Smoke. — ^Patented  Kovember  29th,  1853. 

The  nature  of  this  invention  consists  in  passing  the  smoke  through 
vrater,  it  being  condncted  in  pipes  to  the  hollow  oi  a  suitable  reservoir, 
made  air-tight  and  nearly  filled  with  water,  which  reservoir  is  kept 
constantly  exhausted  by  air-pump. 

Claim, — Passing  the  smoke  ot  furnaces  or  other  fires  through  water, 
[)y  means  of  air-piunps,  in  the  manner  described,  and  for  the  purpose 
jet  forth. 


tTo.  10,272. — M.  C.  Grttzneb,  of  Washington,  D.  C. — Irriproved  Mode 
qf  separating  Precioics  Metals  from  Ores^  Sa/nd^  dec. — ^Patented 
JNovember  29th,  1853. 

The  nature  of  this  invention  consists  in 
bhe  arrangement  of  two  or  more  screens,  ■■^^jl 
[)ne  having  oblong  and  the  other  square 
meshes,  the  square  meshes  to  be  of  the 
iame  size  of  the  short  diameter  of  the  oblong 
meshes,  for  the  purpose  of  separating  ana 
retaining  the  leaf  or  flake  gold,  and  permit- 
ting the  oalance  of  the  material  to  be  sub-  ■■™^.-f,j 
jected  to  a  blast,  in  uniform  or  nearly  uni-  W^^  ^^^^^■^^iim 
form  sizes,  so  as  to  be  differently  operated  fcajt  atl^B^^^^^ 
apon  by  their  different  specific  gravities.  IHlK^^ 
Also,  in  the  interposition  oi  guide-rollers,  or  IH;^SBI^ 
their  equivalents,  between  the  shaking-hop- 
per and  the  blast,  for  the  purpose  of  guiding 
or  bringing  the  material  in  a  proper  manner 
to  the  blast. 

Claim. — ^The  arrangement  of  the  screens  s  s',  constructed  and  opera- 
ting as  set  forth,  for  the  purposes  specified.  Also,  the  interposition  of 
the  guide-rollers,  or  their  equivalents,  in  the  manner  and  for  tlie  pur- 
pose described. 


No.  10,273. — Benjamin  F.  Meller,  of  New  York,  N.  Y. — Improvement 
in  Iron  Fences, — Patented  November  29th,  1853. 

A  and  B  represent  the  ends  of  the  halves  of  the  top 
rails  and  of  the  bottom  rails ;  e  e  are  the  filling-bars, 
with  their  countersinks  d  d  ;  f  f  are  bosses  cast  on  the 
rails  to  fit  the  countersinks.  Bv  this  mode  of  con- 
struction the  fence  is  adapted  to  nt  any  grade  or  incli- 
nation of  ground. 

Claim, — Constructing  the  top  and  bottom  rails  in 
"  lateral  halves,"  and  holding  said  halves  together  by 
screws,  rivets,  or  bolts,  in  combination  with  bosses  or 
pivots  cast  on  the  inside  of  the  respective  halves  of 
the  rail,  with  corresponding  countersinks  or  perfora- 
tions near  the  ends  of  the  filling-bars. 
28 
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No.  10,274. — John  W.  Peer,  of  Schenectady,  N.T. — Improvema^yKk 
Vertical  Trvp-Hammera. — ^Patented  November  29tli,  1853. 

The  nature  of  this  invention  consists 
in  raising  and  lowering  the  hammer  by 
means  of  a  screw-cam  arranged  upon  a 
circular-plate,  secured  fast  on  a  revolv- 
ing shaft,  and.  connected  to  the  helve 
of  the  hammer  by  means  of  a  horizon- 
tal lifting-arm,  which  has  one  of  its 
ends  attached  fast  to  the  hammer  by 
set-screws,  and  its  other  end  sliding 
freely  up  and  down  over  the  vertical 
cam-shaft  as  the  hammer  rises  and  falls, 
said  arm  carrying  a  small  fiiction-roUer, 
which  as  the  cam-shaft  revolves,  turns 
freely  and  plays  upon  the  top  of  the 
screw-cam,  ana  prevents  friction  fi'om 
the  weight  of  tne  hammer  upon  the 
cam,  as  me  hammer  is  gradually  raised 
by  the  cam.  Also,  in  arranging  the 
screw-cam  upon  a  frame  which  is  ad- 
justable, to  vary  the  length  and  force 
of  the  blow  given  by  th^  hammer. 

(See  figure.)  d,  hammer;  dd^  ham- 
mer-guides; E,  screw-cam;  f,  the 
Bcrew-cam  plate,  secured  to  revolving 
shaft  G,  the  lower  end  of  which  rests  on  the  table  j,  which  can  be 
raised  or  lowered ;  f^  driving-pulley ;  h,  arm ;  g  and  A,  two  collars  of 
arm  h  ;  l,  friction-roller. 

Claim, — ^The  arrangement  of  the  screw-cam  e,  and  the  adjustable 
table  to  which  it  is  attached,  for  the  purposes  described. 


No.  10,275. — ^David  N.  Eopbs,  of  Meriden,  Conn. — Improvement  «i 
the  Mode  offasteni/ng  Handlea  to  the  Blades  of  TaMe-ITnvoei  and 
Forks.— PsLtented  November  29th,  1853. 


K  is  the  blade ;  c^  the  cap ;  «,  screw;  h,  handle ;  o,  hole  in  cap c; 
A,  thread  cut  in  the  handle.  When  screwed  together,  the  bolster  g  is 
soldered  to  cap  c. 

Claim, — ^The  use  of  the  metallic  cap,  interposed  between  the  han<De 
and  the  blade  of  the  knife  or  fork,  and  secured  to  each  substantially  in 
the  maimer  described. 
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No.  10,276. — ^BoBEBT  R.  Taylor,  of  Beading,  Pa. — Improvement  in 
Vahes^  Parts^  and  Parages  for  operating  SteamrHammera.-^ 
Patented  Nov.  29th,  1853. 

The  steam-valves  are  so 
arranged  that  the  steam  can 
at  wiU  be  made  to  act  on 
the  lower  side  only  of  the 
piston,  or  on  its  npper  side, 
with  more  or  less  force.  The 
chests  and  valves  of  the 
steam  side  are  shown  in  fig. 
1,  and  of  the  exhaust  side  in  J 
%2. 

Claim. — ^The  arrangement,  as  described,  of  the  steam  ports  and  pas- 
sages ;  the  variable  automatic  valve,  for  directing  the  steam  alternately 
above  and  below  the  piston,  and  for  admitting  a  variable  quantity  ot 
steam  beneath  the  piston ;  and  the  adjustable  hand-valve,  to  exclude 
altogether  the  steam  above  the  piston,  or  to  admit  a  greater  or  less 
quantity  of  it ;  both  valves  being  adjustable  while  the  hammer  is  in 
opemtion,  so  that  the  steam  can  be  made  to  act  with  a  variable  force 
on  either  the  up  or  down  fetroke  of  the  piston,  or  on  both,  or  prevent-ed 
from  acting  on  the  down  stroke,  without  interrupting  the  action  of  the 
hammer,  as  herein  set  forth. 


No.  10,277. — Silas  B.  Terry,  of  Plymouth,  Conn. — Improvem£nt8  in 
75f?ie-Pie(je*.— Patented  November  29th,  1853. 

This  improvement  is  appli- 
cable to  the  "  marine  clock,'^ 
and  consists  in  making  the 
"fork  or  crutch-wire"  a  flat  and 
elastic  spring  at  and  near  the 
end  where  it  is  attached  to  the 
verge  or  verge  arbor,  the  oppo- 
site end  .being  made  small 
•  and  round  to  enter  a  hole  per- 
forated in  the  arm  of  the  oal- 
ance-wheel,  or  in  a  collet  on 
the  balance  arbor  or  spindle. 
This  arbor  is  placed  at  right 
angles  to  the  verge  arbor,  and 
in  a  line  with  the  crutch 
where  it  is  attached  to  the 
verge  arbor.  The  spring  part 
of  the  crutch  should  be  made 
of  sufficient  stren^h  to  produce  the  oscDlations  or  vibrations  of  the 
balance,  when  set  m  motion  by  the  motive  power  of  the  clock,  in  about 
such  time  as  may  be  desired.    It  consists  also  in  regulating  the  force 
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of  tbe  cratch-spring  by  increasing  or  lessening  its  tension,  by  means  of 
screws  and  a  collet. 

(See  figures.)  b,  escapement-wheel;  o,  verge;  d,  verge-arbOT;  i, 
crutch-spring  attached  to  the  verge-shaft  by  means  of  collet  a ;  f,  bal- 
ance ;  ad^  cams  fast  to  the  verge-shaft,  in  each  of  which  are  female 
screws  which  admit  the  regulator  screw  «,  which  screw  terminates  (m 
the  wire/*,  which  is  flattened  where  it  passes  partly  round  collet  a,  to 
which  it  is  hung  by  pins  j,  and  in  contact  with  the  crutch-spring. 

Claim. — Making  the  crutch-spring  e  perform  the  oflSce  of  the  com- 
mon hair-spring  m  producing  the  vibrations  of  the  balance,  substan- 
tially in  the  manner  herein  set  forth. 
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No.  10,278. — ^R.  C.  Wbenn,  of  Mount  Gilead,  Ohio. — Tmprovemeni  ih 
Seed^Flant&ra.—PAtented  November  29th,  1853. 


This  invention  consists  in  the  employment  of  the  elbow  slide-shifters 
attached  to  the  bottom  of  the  slides,  in  combination  with  one  or  more 
cams  arranged  fast  on  the  outer  faces  and  near  the  periphery  of  the 
propelling  wheels,  whereby  the  slides  can  be  moved  inwards  and  out- 
wards, and  made  to  perform  their  functions  at  every  quarter,  half,  or 
whole  revolution  of  the  wheels,  as  majr  be  desired. 

Claim. — ^The  combination  of  the  slides  e,  cams  d,  and  elbow  levers 
or  shifters  i  j,  arranged  and  operating  in  the  manner  and  for  the  pm^ 
pose  set  forth  in  the  specification. 


No.  10,279. — Ephraim  B.  Benedict,  of  Clinton,  N.  Y. — Tmprovemeni 
in  Fastening  Shafts  to  Axles  of  Carriages^  (&g. — ^Patent^  Novem- 
ber 29th,  1853. 

Fiff.  1  is  the  clip ;  fig.  2  the  slotted 
tumbler;  fig«  3  the  draught  iron. 

Claim,'-^rhe  coupling,  consisting  of 
the  combination  of  the  clip,  the  tum- 
bler, and  draught  iron,  constructed  and 
arranged  as  described  (in  specification), 
for  the  purpose  of  a  secure  and  expeditious  attachment  of  the  shafts  or 
pole  to  carriages  and  other  vehicles. 
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),280. — ^Erastub  T.  Bussell,  of  Shelbvville,  Ind. — Im^orcvement 
he  oambination  of  IndiorRvbber  and  Sted. — ^Patented  Kovember 
1, 1853. 


I  improvement  consists  in  a  combination  of  vul- 
d  india-rubber  with  spiral  steel,  so  arranged  that 
lustains  the  other,  so  as  to  make  a  ^^  most  perfect 
:"  for  elasticity  and  durability,  which  is  applicable 
Iroad  cars,  carriages,  buggies,  &c.  In  the  fipire, 
^present  the  metallic  caps  on  each  end  of  a  mited 
n  of  india-rubber  (of  which  o'  is  a  section),  sur- 
ed  with  steel  spring  yi 

im, — Fluting  a  cwumn  of  vulcanized  india-rub- 
)ngitudinallv,  and  then  surrounding  it  with  the 
1  spring:    being    an    improvement    on    "Ray's 


0,281. — Samuel  Chapman,  Jr.,  of  New  York,  N.  Y. — Irwprove- 
\t  in  Machines  for  Savnng  Stone. — Patented  November  29th, 
3. 


Fig.  1. 


»  nature  of  this  invention  consists  in  the  application,  adaptation, 
Tanging  of  a  series  of  circidar  saws,  attachea  in  alternate  counter- 
or  perforations  to  the  sides,  near  the  edge  of  a  straight,  or  the 
lery  of  a  circular  driving-plate,  in  such  a  manner  as  to  cut  an 

ker^  of  sufficient  width  to  allow  the  combination  of  saws  and 
fastenings  to  pass  through,  in  like  manner  as  a  saw  of  ordinary 
uction,  cnangmg  by  this  combined  arrangement  the  cut  or  work- 
feet  of  the  teeth  from  the  ordinary  drawing  cut,  parallel  with  the 
r  motion,  to  the  effect  or  cut  of  the  edge  of  a  chisel  or  drill  driven 
and  nearly  perpendicular  thereto,  pressed  to  and  penetrating  the 

in  direction,  and  by  force  and  leverage  resulting  from  motion, 
juent  ^W>n  this  combined  arrangement 

tim, — ^The  application,  adaptation,  and  arranmng  of  a  series  of 
ar  saws,  as  set  forth,  so  as  to  produce  the  enect,  in  the  manner 
bed. 
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No.  10,282. — ^EiCHABD  Edwards,  of  Eagle  River,  Micliiean. — Impnm' 
meat  in  Machinery  for  Washing  Ore*. — ^Patented  November  29fli, 
1853. 

This  invention  is  applicable 
more  particularly  to  the  washing 
of  copper  ore  npon  a  large  scale, 
and  consists  in  the  employment 
of  a  rotating  hopper  l  (see  fig,), 
and  a  suspendea  oscillating  ba- 
sin. 

D  is  the  revolvinffHshaft :  gg, 
wheels  attached  and  revolving 
with  the  shaft,  the  lower  wheel 
resting  on  a  stationary  circular 
way,  and  the  upper  wneel  strik- 
ing against  the  ways  1 1. 

Claim, — ^The  rotating-hopper, 
and  the  suspended  oscillating 
basin,  arranged  and  operating  as 
described  in  specification. 


No.  10,283. — John  Crabtrbb  and  Joseph  Hopkinbon, 
of  Philadelphia,  Pa. — Immrcyocd  mode  ofPaMng 
Steam-MigineSj  Purnps^  Sc. — ^Patented  November 
29th,  1853. 

This  invention  consists  in  a  peculiar  mode  of  tight- 
ening the  packing  of  pistons  of  steam  and  other  en- 
gines  and  pumps,  whereby  the  necessity  of  removing 
le  cylinder-head,  or  follower,  for  the  purpose  of  a<t 
justing  or  tightening  the  packing,  is  entirely  obviated. 
The  packing  is  composed  of  two  pairs  of  conical 
rings  A  B,  each  pair  consisting  of  two  rings. 

Ulmm. — ^Tightening  the  packing  of  tEe  piston  bv 
the  rod  passed  down  through  the  hollow  piston-roa, 
and  attached  to  follower,  the  nuts,  key,  and  hollow 

Siston-rod,  combined  and  operating  substantially  ae 
escribed  in  the  specification. 


Ko.  10,284. — ^Israel  Graves  and  Charles  A.  Bogert,  of  West  Dres- 
den, N.  Y. — Improvement  in  Shingle-Machines. — ^Patented  Novem- 
ber 29th,  1853. 

This  invention  consists  in  the  employment  of  a  gang  of  stationary 
and  movable  vertical  saws,  hung  in  an  ordinary  saw-^te,  and  so  a^ 
ranged  in  connection  with  cams,  or  their  equivalents,  that  the  movable 
saws  will  be  caused,  as  the  gate  moves  up  and  down,  to  have  a  grsA- 
ual  lateral  movement  from  and  towards  the  stationary  saws  as  the  staff 
is  fed  in,  and  also  at  the  same  time  a  movement  out  of  a  parallel  lifld 
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with  ihe  direction  of  feed  com- 
municated  to  them,  and  they 
conseqnentlj  caused  to  cnt  in  an 
inclined  direction  ov  line,  in- 
stead of  in  a  direct  line,  and 
thereby  give  the  proper  shape 
and  taper  to  the  shingle  from 
tip  to  Dutt.  (See  figure.)  J  J, 
moYable,  and  bbb,  stationary 
saws. 

Claim. — ^The  machine  for  sawing  shingles,  arranged  and  operating 
as  described  in  specification ;  the  lateral  movement  of  the  saws  being 
caused  by  means  of  grooved  cams  l  m,  which  operate  upon  the  pintle 
j  of  the  sliding-bars  n  o,  carrying  the  movable  saws :  the  movement 
slightly  out  of  a  parallel  line  with  the  direction  of  feed  being  caused  by 
means  of  the  cams  h  i,  which  operate  upon  the  pintle  of  the  sliding- 
bars  F  G ;  the  movement  last  mentioned  causing  the  stuff  to  be  cut 
tapering,  or  of  any  other  required  form. 


No.  10,285. — Chaklbs  Phelps,  of  Salem,  Mass. — InyprovemefU  for 
SuppoTtmg  Table-Leaves. — Patented  November  29th,  1853. 

When  the  short  arm  a  of  lever  a  is 
pressed  back,  the  end  of  the  longer  arm 
of  A  will  move  towards  y,  and  overcome 
the  force  of  spring  j ;  when  depressed 
the  catch  i  will  leave  the  edge  of  piece 
?,  and  the  leaf  l  of  the  table  will  be 
lowered.  The  lever  a  slides  through 
opening  in  the  piece  Ij. 

CUiim.  The  application  to  the  fall- 
ing leaf  of  tables  of  a  hinged  support- 
ing-brace in  the  form  of  a  bent  lever, 
combined  with  a  spring  on  the  under  side  for  throwing  it  upward  into 
its  catch,  whereby  the  table-leaf  can  be  conveniently  released  to  let 
down,  by  a  pull  at  the  short  arm  of  the  bent  lever. 


No.  10,286. — John  B.  Poaoue,  and  William  F.  Poaoue,  of  Fancy  Hill^ 
Va. — Improvements  in  Moulds  for  making  Hyd/randio  Vemeni 
P^.— Patented  November  29th,  1853. 

The  nature  of  this  invention  consists  in  forming  the  moulds  of  two 
Bide  pieces,  which  are  permanently  lined  with  cloth  or  similar  porous 
flexible  material  on  their  insides,  and  provided  with  air-openings,  be- 
tween which  openings  the  cloth  is  tacked,  or  otherwise  fastened  to  the 
moulds,  so  that  when  the  moulds  are  opened  at  one  end  the  cloth  will 
strip  or  part  from  the  pipe,  the  air-tubes  or  openings  allowing  the  air 
to  pass  in  between  the  cloth  and  pipe  to  facilitate  the  operation,  and 
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thus  leave  tihe  pipe  in  ita  green  or  nndried  state, 'in  Hie  precise  spol 
where  it  was  moulded.  Also,  in  covering  the  mandrel  wi&  a  bug 
inade  of  cloth  to  fit  it,  the  ba^  being  made  fast  to  one  end  of  tlie  mut- 
drel,  will  turn  inside  out,  and  be  withdrawn  with  the  mandreL 

Claim. — ^In  combination  with  the  moulds  permanently  lined  with 
cloth  or  other  porous  flexible  material,  the  auvspaces  intermediately 
placed  between  the  listenings  of  the  cloth,  so  that  it  may  ffwe  to  dicf 
pipe,  or  mould,  as  it  is  stripped  from  the  pipe.  Also,  Hie  manner  of 
withdrawing  or  stripping  the  cloth  from  tne  inside  of  the  freshly 
formed  pile,  by  attacning  it  to  the  end  of  the  mandrel,  so  that  in  with- 
drawing the  mandrel  the  cloth  will  turn  inside  out  and  strip  from  the 
pipe. 


No.  10,287. — ^Frederick  Skibert,  of  "Williamsburgh,  N.  Y. — Improf>ed 
Machine  for  Dressing  Morocco^  or  Polishing  the  same. — ^Patented 
November  29th  1853. 

This  improvement  consists 
in  the  employment  of  a  glass 
cylinder  rubber,  together 
with  the  devices  to  which  it 
is  affixed.  In  the  figure,  o 
represents  the  glass  cylinder 
rubber,  on  the  pendulous  arm 
or  lever  a,  and  supported  by 
the  plates  J,  one  of  which  is 
adjustable  at  J",  to  make  the 
rubber  work  accurately  upon 
the  bed-piece;  A  is  a  sprmg. 

Claim, — ^The  circular  or 
curvilinear  glass  rubber,  com- 
bined with  giving  ita  tilting 
motion,  for  me  purpose  of  en- 
abling it,  after  passing  off  tlie 
edge  of  the  leather  at  the  end 
of  the  stroke,  to  roll  back  and  mount  upon  the  leather  without  scraping 
it  up. 


No.  10,288. — Samuel  J.  Trofatter  and  Charles  H.  Tbofatteb,  of  Sa- 
lem, Mass. — Improved  Machine /or  Skiving  BootrCoitfUers. — ^Pat- 
ented November  29th,  1853. 

Figure  1  is  a  top  view,  and  figure  2  a  section  of  the  apparatus; 

*  guides  0  0,  the  edge  of  one 


concave ;  bb,  knives 


D  D,  spjring-bearers  fastened  to  the  top  of  guides 

of  which  is  convex,  and  the  edge  or  the  other 

to  operate  on  both  edges  of  the  leather.    The  rollers  kk',  ll',  mk', 

and  oo',  are  conical  frastra,  the  sides  of  which  as  well  as  their  axles 

converge  to  one  common  centre,  which  is  also  the  centre  for  the  curva- 
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e  guides  c  o ;  the  rollers  are  reared 
;  the  three  first  pairs  are  fluted ; 
I  o  receive  their  downward  prea- 
Qeans  of  springs  acting  upon  the 
,  kk'  and  ll'  serve  to  keep  the 
iraight,  and  to  advance  it  towards 
« ;  M  m'  and  o  o'  operate  as  draft- 
^o'  at  the  same  time  serving  to 
lie  creases  made  in  the  leather 
receding  rollers. 

. — ^The  arrangement  of  the  axles 
>ressure  and  draft  rollers,  in  con- 
lines,  in  combination  with  the 
^des,  as  applied  to  the  knives, 
B  being  made  to  advance  a  curved 
leather  between  the  guides,  with- 
e  pressure  against  either,  but  with 
of  pressure  against  the  guides. 


89. — J.  Heilmann,  of  France. — Improvemeiyt  in  Machinery 
ombvng  Wool  cmd  other  FHyrovs  /Substances, — ^Patented  No* 
r  29th,  1853. 

)ject  of  this  invention  is  to  remove  from  the  wool,  or  other 
aaterial,  all  the  short  fibres,  and  also  all  foreign  substances 
ay  be  mingled  therewith. 

. — ^The  segmentdrum,  constructed  and  arranged  substantially 
ibed  in  the  specification.  Also,  the  jaws,  for  griping  and 
Iff  the  wool  properly  to  the  combs  to  be  combed,  and  in  con- 
tnerewith  the  bars  and  comb  for  delivering  the  wool.  Also, 
PS,  or  their  equivalent,  for  seizing  and  retaining  the  wool  as  it 
id,  and  forming  it  into  a  continuous  sliver,  substantially  as 


90. — ^William  Baird,  of  Philadelphia,  Pa. — Irnprovement  in 
^Loorns. — ^Patented  November  29th,  1853. 

iture  of  this  invention  consists  in  an  arrangement  for  imme- 
irresting  the  forward  motion  of  the  lay  of  a  loom  when  a 
rap  breaks,  which  arrangement  at  the  same  time  will  stop  the 
f  the  loom,  f  is  a  plate  secured  to  the  breast-beam  by  means 
!W ;  and  when  the  picker-strap  breaks,  the  picker-sticK  strikes 
)  B,  and  withdraws^e  pin  o  from  the  loop  in  the  rod  d  ;  the 
then  instantly  acts  upon  plate  f,  and  draws  it  over  the  palm 
reast-beam  lever,  where  it  is  stopped  by  a  pin :  this  prevents 
1  from  coming  forward  so  that  it  can  strike  the  shuttle,  and  at 
I  time  shifts  tne  belt  on  to  the  loose  pulley. 
. — ^The  arrangement  of  the  plate  f  with  its  spring,  link,  staple, 
arranged  and  operating  in  the  maimer  and  for  the  purpose 
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No.  10,291. — ^Fredewok  NioHouaoN,  of  War- 
saw, N.  Y. — ImmrcvemerU  in,  Screuo^ackB 
for  raising  Buitdmga. — ^Patented  Novem- 
ber 29th,  1853. 

rBy  reference  to  the  annexed  figure,  the 
claim  explains  this  improvement.) 

Claim. — ^The  peculiar  combination  and  em- 
ployment of  the  hook  i,  the  liftinff-frame  h, 
the  screw  j,  the  divided  nuts  k,  and  the  sup- 
porting-frame a;  their  combination  being 
such  mat  by  the  alternate  employment  of  a 
pair  of  divided  nuts  k,  held  stationary  in  trans- 
verse notches  o  of  the  supporting-frame  a,  the 
screw  J  may  be  continued  up  to  any  desired 
height,  carrying  with  it  the  lifting-frame  h,  in 
which  it  is  confined,  and  which  slides  in  the 
longitudinal  grooves  of  the  supporting-frame 
A,  and  carries  along  with  itseii  the  hook  i, 
substantially  as  described  in  the  specification. 


No.  10,292. — John  Davk,  of  New  Bedford,  Mass. — Impravemeni  in 
Operoiting  the  EUctro-Magnetio  Telegraph. — ^Patented  Dec.  6^ 
1863. 

There  is  a  circular  index 
above  the  working  parts 
shown  in  fig.  4,  concen- 
tric with  the  axis  d,  pro- 
vided with  a  hand  or 
pointer  b.  a  is  the  elec- 
tro-magnet, the  armature 
of  which  is  provided  with 
a  slide  c,  and  carrying  a 
notched  stud  or  "impel- 
ler" B  (fig.  5) ;  this  notch- 
ed impeller  embraces  the 
inclined-planes  of  the  zig- 
zag wheel  D,  and,  by  its 
alternate  action  upon  those 
inclined-planes,  moves  the 
pointer  to  indicate  certain  letters  or  numyals  of  the  index. 

Claim. — The  improvement  which  consists  in  operating  the  electro- 
magnetic telegraph,  hj  means  of  the  index  or  escape-wheel,  slider,  and 
impeller,  as  set  forth  m  the  specification,  and  thereby  spelling  intelli- 
gence by  pointing  out  the  letters  composing  the  woros  of  the  com- 
munication, on  a  similar  contrivance  at  uie  distant  ofiice  to  which  tbe 
intelligence  is  sent  by  telegraph. 
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o.  10,293. — Simeon  Goodfkllow,  of  New  Or- 
leans, La. — Improvetnent  in  Stocks  and  Dies 
far  Cutting  Boks  and  Screws. — Patented  Dec. 
6th,  1853. 

The  dies  and  cutters  are  circular,  and  gradu- 
ed  tx)  different  sizes,  as  indicated  by  the  num- 
jrs  1,  2,  3,  4,  &c.  Fig.  1  represents  a  top  view 
the  stock  and  dies,  and  fig.  2  a  side  view  of  one 
the  dies.  The  dies  dd  are  tapered  from  their 
)per  surfaces  downwards. 
Claim, — ^The  arrangement  of  the  circular 
es,  having  threaded  scores  or  recesses  in  their 
jripheries  of  various  depths  or  sizes  in  the  die- 

3CK. 


o.  10,294. — ^Ebbnezeb  W,  Hanson,  of 
Spring  Garden,  Pa. —  Inwrovement  in 
Penr&olders.—PAtented  Dec.  6th,  1853. 

By  reference  to  the  figure  the  claim  ex- 
ains  this  improvement. 

Claim. — ^The  peculiar  construction  and 
^plication  of  the  thumb  and  finger  rests  to 
3n holders;  viz.,  making  the  projecting 
art  of  the  thumb  and  finger  rests  o^  an  ob- 
n^  or  parallelogramic  form,  so  that  they 
lall  cross  the  thumb  and  finder  respectively 
hen  held  for  use,  whether  the  rest  be  fixed 
•  made  adjustable. 


o.  10,295. — David  Matthew,  of  Philadelphia,  Pa. — Spark^w 
and  Feedrwater  Heaters. — ^Patented  Dec.  6th,  1853. 

The  nature  of  this  invention 
)nsr3t8  in  constructing  and  pro- 
iding  the  engine  of  locomotives 
ith  an  apparatus  which  receives 
id  consumes  the  sparks,  presents 
a  inner  water-surface  to  their 
re,  an  outer  and  also  central 
ater-surface  to  the  heat  from  the 
nes  of  the  boiler,  and  heats  the 
>ed-water  in  a  reservoir  or  space 
etween  these  water-surfaces,  for 
ipplying  the  boiler;  by  which 
le  sparks  are  saved  and  made  to 
id  in  generating  steam.    (See  fig.) 

is  the  boiler;  b,  the  apparatus; 
^  the  spark-furnace;  t>t>^  feed- 
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water  spaces;  jj  are  the  pipes  for  the  conveyance  of  the  exhiaiU 
steam  to  draw  the  sparks  irom  the  spark-catcher  to  the  furnace ;  1 1  are 
the  air-pipes  of  the  furnace,  which  also  serve  to  support  the  apparatos. 
Claim, — ^The  arrangement  and  amplication  of  the  two  concentric 
pipes,  tie  curved  plate-rings,  the  pipes  in,  the  furnace-grate  h,  the 
cover  M,  and  pipes  k  p  q  and  n,  forming  a  combined  apparatus  in  the 
smoke-box  for  burning  the  sparks  and  neating  the  feea- water. 

No.  9,930.— P.  H.  Watoon  and  E.  S.  Eenwick,  of  Washington,  D.  C—    | 
Im^ovement  in  Grain-Harvesters  and  Binders. — ^Patented  Dec 
6th,  1863 ;  antedated  June  6th,  1853. 


The  cut  grain  falls  upon  a  revolving  apron,  and  is  carried  by  the 
apron  oflF  at  the  side  into  a  receptacle,  where  it  is  separated  and  boiu)d 
into  sheaves  with  a  cord,  and  discharged  by  means  of  a  complicated 
arrangement  of  mechanism,  somewhat  analogous  to  tliat  employed  in 
net  machineiy.  The  annexed  figure  shows  a  vertical  cross-section  of 
the  machine,  in  which  the  course  of  the  grain  is  indicated  by  the 
arrows. 

Claim, — ^The  combination  of  a  continuously-acting  rake  wiA  a 
binding  mechanism.     Also  the  method  of  compressing  the  loose  grain 
into  sheaves,  vertically  instead  of  horizontally.     Also,  the  shifting  con- 
veyor.   Also,  the  combination  in  a  grain-harvester  of  two  series  of 
bands,  one  or  both  armed  with  teeth  for  carrying  the  grain  from  the 
rake  to  the  binder.    Also,  the  combination  of  a  shifting  stripper  with 
a  conveyor.     Also,  the  combination  of  the  discharging  gat«  with  the 
receiving  platform  and  the  binding  crib.    Also,  the  travelling  cord- 
nipners.    Also,  the  combination  of  the  cord-clamp  with   the  cord- 
feeaer.   Also,  the  method  of  drawing  the  binding-cora  round  the  sheaf 
with  the  proper  degree  of  tightness.     Also,  the  traversing  movement 
of  the  tjrmg-forceps  in  alternately  opposite  directions,  in  combination 
with  their  opening  and  closing  movement.    Also,  the  pronged  stand- 
ard, in  combination  with  the  tying-forccM  and  the  finger.     Also,  the 
method  of  rendering  da^V^^OTdi  \jo  l«if£m\»X/^  \k^  ^^si^  of  the  hand. 
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Iso,  the  arrangement  of  the  cord-nippere  upon  a  sliding-stock.    Also, 

e  retarding  of  the  cord  by  means  of  a  break.  Also,  the  arrangement 
the  sides  and  bottom  of  the  binding-crib  so  that  it  can  be  depressed 
jjermit  the  dischaige  of  the  sheaf.    Also,  the  arrangement  of  the 

itting  and  binding  mechanism  on  opposite  sides  of  the  driving- 

lieel. 


o.  10,296.— Iba  F.  Payson,  of  New  York,  N.  Y. — Improvemerd  in 
tfie  Ma/rmfacture  of  Soap, — ^Patented  Dec.  6th,  1853. 

The  nature  of  this  invention  consists  in  the  employment  of  sal  am- 
oniac  in  the  manufacture  of  soap,  in  combination,  in  part  or  in 
hole,  with  wheat-flour,  potatoes,  borax,  sal  soda,  "Meen  Fun,"  or 
.tin- white,  and  fullers'  earth,  or  their  equivalents;  the  combination 
3ing  a  soap  which  maintains  its  consistency  in  all  states  of  the  atmo- 
)here,  and  which  will  wash  in  water,  hard  or  soft.  The  parts  are,  3 
iUons  of  water  (heated  to  nearly  the  boiling  point) ;  50  lbs.  Meen 
nn,  or  satin-white ;  100  lbs.  fullers'  soap ;  25  lbs.  pulverized  potatoes; 
lbs.  sal  soda,  finely  pulverized ;  half  a  pound  of  sal  ammoniac ;  2  lbs. 
heat  flour,  made  into  a  thin  paste ;  half  a  pound  of  finely  pulverized 
3rax.    Stir  for  25  minutes  over  a  gentle  fire. 

Claim. — ^The  use  of  sal  ammomac,  in  combination  with  the  other 
igredienta. 


o.  10,297.— Jame3  Watt,  of  South  Boston,  Mass. — ImprovemerU  in 
Steam-Hammers. — Patented  Dec.  6th,  1853. 

The  object  of  this  invention 

to  regulate  the  force  of  the 

low  of  3ie  hammer  at  pleasure, 

•  suspend  the  hammer  above 
le  anvil. 

Claim.  —  The  revolving 
dve-rod,  the  barrel  y,  and  the 
Ijustable  screw-stop  Z,  con- 
ructed,  arranged,  and  opera- 
ag  as  described  (in  the  speci- 
•ation),  by  which  steam  may 
5  admitted  beneath  the  piston 
iring  any  portion  of  the  fall 

*  the  hammer,  without  alter- 
g  the  eflective  force  and 
ngth  of  the  stroke.  Also,  in 
)imection  with  the  above,  the 
•rangement  for  throttling  the 
eam  on  its  way  from  beneath  the  piston ;  by  which  means  the  inten- 
ty  of  the  blow  may  be  regulated  to  anv  degree  of  nicety,  or  the 
Eimmer  be  held  suspended  above  the  anvil,  in  uie  manner  and  for  the 
urpose  set  forth. 
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No.  10,298.— Gboeob  Wellman,  of  Lowell,  Mass.— imprtwemeia  tn 
Carding-Engines. — ^Patented  Dec,  6th,  1853. 


The  object  of  this  invention  is  to  eflFect  the  elevation  of  each  axni 
every  one  of  the  top  cards  from  their  beds,  or  the  frame  on  which  they 
are  supported ;  the  cleansing  of  these  top  cards ;  and  their  return  to 
their  respective  beds  after  oeing  so  cleansed:  thus  producing  by 
mechanism  what  has  heretofore  oeen  accomplished  by  hand  uibor. 
The  figure  represents  a  side  elevation  of  the  machine,  in  which  the 
main  card-cynnder,  doffers,  &c.,  are  not  shown,  t  is  the  block;  w, 
the  arm ;  u,  the  wheel ;  q  and  v,  shafts ;  o  is  the  frame  which  carries 
the  mechanism,  which  takes  hold  of  both  ends  of  a  top  card  and  lifts 
it  upwards  above  the  rest,  where  it  is  held  until  cleansed  by  a  broBh, 
which  is  actuated  by  appropriate  mechanism. 

Claim. — ^In  combination  with  a  series  of  top  cards  of  a  carding  en- 
gine, not  only  a  mechanism  for  raising  one  or  more  of  such  top  (irda, 
and  holding  the  same  upwards,  and  afterwards  depressing  tne  same 
back  into  place,  but  a  mechanism  for  acting  on  and  cleansing  such  top 
card  or  cards,  when  or  while  so  elevated ;  not  meaning  to  claim  the 
mechanism  for  moving  the  top  card  or  cards,  or  that  for  cleansing  it  or 
them  in  their  separate  combination  with  the  series  of  top  cards,  but  bodi 
in  their  joint  combination,  and  with  the  series  of  top  cards.  Also,  in 
combination  with  the  series  of  top  cards,  and  mecnanism  for  raiang 
and  cleansing  a  top  card  and  restoring  it  to  its  seat,  the  mechanism  for 
moving  the  raising  and  cleansing  mecnanism  in  succession  from  onet<^ 
card  to  the  other,  and  whether  from  one  cm^  to  the  next  one  thronghont 
the  series,  or  from  on^  \/o  «Kio\!ii<^T  oi  \k<^T(i\c^\k^\i<^xt  but  one,  or  in  my 
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other^  order.  Also,  the  combination  of  the  grooved  block  t,  the  arm  w, 
with  its  8tad  «,  and  tbe  notched  wheel  v,  as  applied  to  the  shafts  q  and  y, 
and  made  to  operate  together. 


No.  10,299. — John  E.  WmrKMOEB,  of  Joilet,  HI. — ImprovemerU  in 
Overshot  Waler^heds.—'P&tentQd  Dec.  6th,  1863. 

This  improvement  consists 
in  so  constructing  the  buck- 
ets, that  after  receiving  the 
impulsion  of  the  water  they 
are  closed  by  its  action,  and 
the  covers  fastened  down  by 
means  of  springs  and  levers 
on  the  face  of  the  wheel, 
which  latter,  by  striking  an 
exterior  cam,  throw  forward 
the  bolt-rods  connected  with 
them,  permitting  the  catches 
of  the  covers  to  descend, 
when  the  spring  beneath 
the  lever  draws  the  bolt  into 
the  catch  and  secures  the 
cover,  thus  confining  the 
water  and  allowing  its  weight 
to  act  until  the  bottom  of  flie 
wheel  is  reached,  when  another  cam,  striking  the  lever  attached  to  the 
bol^^od,  releases  the  catch  from  the  bolt,  and  permits  the  confined 
water  to  throw  open  the  door  and  fall  from  the  wheel,  contributing, 
by  its  reactive  power  on  leavinff  the  bucket,  to  the  propulsion  of  the 
wneel.  The  cover  hangs  loose  during  the  remainder  of  its  revolution, 
and  presents  an  open  bucket  to  the  action  of  the  water. 

Claim, — The  construction  of  the  buckets,  with  the  covers  d,  operating 
substantiallj^  as  described.  Also,  the  levers  rf,  springs  f,  and  bolt-rods, 
in  combination  with  the  cams  o  and  p,  or  tlieir  equivalents,  for  closing 
and  opening  the  buckets,  in  the  manner  and  for  the  purposes  set  forth. 


No.  10,300. — Alfred  Carson,  of  New  York,  N.  Y. — Improvement  in 
the  Mode  of  Ringing  Jix^d  Bells. — ^Patented  Dec.  6th,  1853. 

This  invention  consists  in  a  device  for  oper- 
ating the  clapper  of  a  bell,  by  means  of  a  lever 
that  turns  on  a  centre  below,  and  is  connected 
with  the  arm  of  the  clapper  by  means  of  a 
slotted  swivel  near  the  upper  part  thereof.  (See 
fig.)  A  A  is  the  elbow  lever,  having  its  fulcrum 
at  B. 

Claim, — ^The  device  herein  described,  as  ap- 
plied to  the  working  of  the  clapper  of  a  bell 
nung  in  the  usual  manner,  as  set  forth 
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No.  10,301. — ^LuciAN  B.  Flanders,  of  Dunkirk,  N.  T. — Imprcoeimt 
in  Apparatus  for  Seplacing  Cars  upon  the  Track  qf  JSaUroadir' 
Patented  Dec.  6th,  1863. 


This  apparatiifl  consists  of  two  flanges  with  inclined  bottoms;  tii« 
flanges  being  fitted  to  the  rails,  and  one  of  them  beins  provided  with 
a  movable  guide,  which,  as  the  car  is  moved  forwam  and  np  the  in- 
clined flanges,  guides  the  truck  to  its  proper  position  upon  tne  rafla. 
Tlie  two  flanges  are  placed  opposite  to  each  other,  one  upon  each  rwl, 
and  adjusted  to  the  rails,  so  that  the  lower  ends  of  the  bottoms  of  the 
flanges  will  be  in  contact  with  the  wheels  that  are  off  the  track.  (See 
figure.) 

Cluim. — ^Replacing  railroad  cars  and  locomotives  upon  the  track,  bj 
means  of  flanges  o  c',  naving  inclined  bottoms,  and  secured  or  attached 
to  the  rails,  when  used,  by  lips  or  projections  h  on  the  sides  of  the 
flanges ;  said  lips  or  projections  clasping  or  fitting  over  the  rails.  Tie 
flange  c'  being  provided  with  a  movable  guide  e,  which  directs  « 
guides  the  wheels  upon  the  rails ;  and  which  guide,  by  bein^  movable, 
will  act  upon  the  wneels,  the  flange  c'  being  adjusted  to  eimer  side  of 
the  rails. 


No.  10,302. — James  Glenn,  of  New  York,  N.  Y. — Improvemeni  i« 
Time  Indicators. — Patented  December  6th,  1853. 


The  nature  of  this  invention  consists  in  making  two  circular  brasB 
plates  A  B  (see  flgs.),  having  the  figures  of  time  cut  through  them—one 
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►  having  the  horn*  figures,  and  the  other  having  the  minute  figures. 
Hiese  plates  are  made  to  revolve  by  clock-work,  between  the  light  of 
a  lamp  and  two  magnifying  lenst  s,  which  throw'  the  images  of  two 
divisions  of  the  minute  figures,  and  one  division  of  the  hour  figures, 
on  a  screen  or  plate  of  ground  glass  placed  in  front.  The  figures  are 
thus  represented  in  Uqht  for  the  purpose  of  being  more  readily  seen 
than  in  other  meth.xls  now  in  use.  Figure  2  rejnesents  a  front  view 
of  the  ground  glass,  g  is  the  reflector;  d  and  e  are  the  lenses;  u,  the 
ground  glass,  alsi>  shown  at  fig.  2. 

Claim, — The  construction  of  two  circular  dial-platas,  arranged  and 
operating  as  described,  in  connection  with  the  other  parts,  by  means 
of  which  the  time  is  represented  in  wKiU  light  figures,  which  may  be 
seen  to  a  greater  distance,  and  more  distinctly  than  by  any  other 
method  at  present  in  use,  whether  used  Avith  or  without  a  magnifying 
lens. 


JTo.   10,303. — Iba   Warren,  of  Boston,  Mass. — Improved  Surgical 
,    Syrvnge. — ^Patented  December  Oth,  1853. 


The  object  of  this  invention  is  to  eject  suitable  solutions  to  diseased 
parts  of  the  throat  and  nose,  in  place  of  using  the  sponge,  as  hereto- 
lore.  The  syringe  is  of  the  usual  form,  to  which  is  attached  a  pipe 
that  may  be  bent,  or  straight,  as  may  be  required,  at  the  end  of  wmich 
18  a  small  hollow  globe,  tull  of  fine  holes,  through  which  the  solution 
is  ejected. 

Claim, — ^The  syringe,  as  al)ove  described,  constinicted  of  the  form 
and  of  the  materials  described,  for  the  purposes  set  forth. 


No.  10,304. — R.  M.  Evans,  of  Gilford,  N.  H. — Improvement  in  Irm^i 
for  Planing  Mouldings,,  dbc. — Patented  December  6th,  1853. 

The  object  of  this  improvement  is  to  furnish 
a  plane  which,  by  changing  its  irons,  will  pro- 
duce any  kind  of  moulding  desired.  The  irons 
are  made  in  small  sections  or  types,  so  as  to  be 
conveniently  adjusted  to  the  shape  of  any  given 
pattern.  When  so  adjusted,  they  are  fastened 
in  the  clamp  (see  fig.),  and  an  exact  edge  is 
obtained  by  grinding  or  filing. 

Claim. — ^Making  the  cutting-irons  of  mould- 
ing-planes or  tummg-tools  of  thin  sections,  in 
the  manner  described,  which,  after  being  set 
to  a  pattern,  and  confined  in  a  clamp,  may  be  brought  to  an  exact 
edge  by  filing  or  grinding. 
29 
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No.  10,305. — Carl  E.  Werner,  of  Newcastle,  HI — Improved  DM 
ling  Ajpfparatus. — Patented  December  6th,  1853. 


The  object  of  this  apparatus  is  to  condense  and,  with  facility,  to 
eliminate  spirit  of  any  determinate  strength,  and  consists  of  a  cucurbit, 
of  cylindrical  form,  surrounded  by  a  steam-jacket,  which  imparto 
the  required  degree  of  heat,  without  the  admission  of  steam  into  the 
beer.  This  cucurbit  is  divided  by  diaphragms  into  four  chambers  of 
equal  height.  The  chamber  n  (see  figure)  communicates  with  a  water- 
tank  by  a  pipe  o  passing  across  the  inteivening  water-space,  by  which 
it  is  kept  constantly  full ;  the  chamber  n,  also,  is  divided  by  two  or 
more  upright  tubes  p  p,  which  pass  through  it,  and  are  secured  to  each 
of  its  heads,  and  strengthen  it  against  the  hydrc>8tatic  pressure,  and  also 
afford  additional  condensing  surface.  The  upper  chamber  q  has  a 
greater  number  of  tubes  p^  p'*^  for  the  passage  of  vapor.  These  tubes, 
or  chambere,  are  extended  above  the  head  so  as  to  form  a  trough  k  b. 
The  arrows  show  the  direction  of  the  vapor  in  its  passage  through  the 
neck  T,  which  conducts  it  to  the  beer-heater,  and  thence  to  a  worm  in 
a  refrigerator,  from  whence  it  is  discharged  in  the  form  of  spirits. 

Claim, — ^The 'construction  of  the  condenser,  consisting  of  an  outer 
upright  cylinder,  with  its  upper  chime  projecting  above  the  head,  so 
as  to  form  a  circular  trough,  and  an  inner  refrigerating  cylinder,  trav- 
ersed by  vertical  tubes,  which  connect  the  vajpor  spaces  above  and 
below ;  the  whole  being  situated  above,  and  discharging  the  condensed 
fluid  back  into  the  rectifier. 


No.  10,306. — James  Cochrane,  of  New  York,  N.  Y. — Imjprovemeniii^ 
Hydrants. — Patented  December  13th,  1853. 

Tlie  object  of  this  improvement  is  to  prevent  the  water  from  freezing 
in  tlie  discharge-pipe  of  the  liydrant,  and  consists  in  combining  \sm 
the  discharge-pipe  a  contracting  and  expanding  chamber,  which  is 
expanded  when  the  main  valve  of  the  hydrant  is  being  closed  by 
the  ordinary  wastewater  running  or  falling  thei'ein  from  the  dis- 
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charge-pipe  to  protect  it  from  the  frost, 
and  contracted  or  emptied  before  or  at  the 
time  the  main  valve  or  cock  is  opened  to 
forco  tlie  water  back  into  the  discharge- 
pipe.  By  this  means  the  water  is  kept  out 
of  the  discharge-pipe. 

Claim. — Combining  \\'itli  the  issning-pipe 
and  main-cock,  or  two-way  cock,  flat  or 
conical  valve,  and  leakage  waste-way,  a  pis- 
ton and  chamber,  or  a  partly  flexible  cham- 
ber, emptying  into  and  receiving  from  the 
issuing-pipe  water  between  the  mterval  of 
opening  and  closing  the  main  and  leakage 
waste-way.  Also,  the  shutting  force  by  hy- 
drostatic pressure  and  gravity  of  the  ordi- 
nary waste  water;  also,  the  general  arrange- 
ment of  the  moving  parts  by  their  gravity 
to  favor  the  shutting  fgrce,  substantially 
such  as  herein  described  and  set  forth. 


No.  10,307. — John  Comstock,  of  New  Lon- 
don, Conn. — Improvement  in  Bit-Stocks 
of  Braces, — Patented  December  13th, 
1853. 

The  nature  of  this  invention  consists  in 
the  manner  of  operating  the  catch  which 
holds  the  bit  or  tool  in  the  stock.  After  in- 
serting the  bit,  with  its  notch  towards  the 
catch  h  (see  figure),  the  ring  a  is  turned 
BO  that  the  point  of  the  screw  c  will  ride 
upon  the  back  of  catch  A,  and  force  the  catch 
into  the  notch  of  the  bit.  To  remove  the 
bit,  turn  the  ring  back;  and  as  soon  as  the 
end  of  the  screw  is  oft'  of  the  catch,  the  heli- 
cal spring  will  push  the  catch  out  of  the 
notch. 

Claim, — ^Tlie  an-angement  of  the  ring  a,  with  its  pin  or  screw  <?,  in 
combination  with  the  eccentric-shaped  back-catch  A  and  the  helical 
spring  d^  the  whole  being  combinea  and  arranged  substantially  as  set 
forth. 


No.  10,308. — NoKMAN  Cook,  of  New  York,  N.  Y. — Im.provem>ent  in 
Umbrella  Coverings. — Patented  December  13th,  1853. 

Claim. — ^Tlie  application  of  a  dilute  solution  of  india-rubber  paste, 
or  cement,  to  cotton  or  gingham  umbrella  coverings ;  for  tlie  purpose 
of  enveloi>ing  the  fibre  of  the  cloth,  and  setting  the  color  of  the  same, 
without  adding  to  the  weight  of  the  umbrella. 
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No.  10,309. — Carmi  Hart,  of  Bridgeport,  Conn. — Improvement  m 
Cast-iron  Railroad  Car-  TTA^^?^.— ratented  December  13th,  1853. 

By  reference  to  the  accompany- 
ing figures,  the  claim  will  explain 
this  improvement. 

Claim. — ^Tlie  an^angement  of  the 
plates  of  the  wheel  in  the  arch  at 
the  hnb,  so  that  its  opposite  sides 
curve  in  similar  cm'ves,  adapting 
themselves  to  each  other,  and  are 
also  ogees ;  and  whose  continuation 
from  the  apex  or  point  of  union  is 
also  an  ogee  to  the  rim,  in  combina- 
tion with  the  spokes  or  radii,  which 
are  ogees  on  the  surface  of  the  inner  plate,  and  also  ogees  sidewise,  and 
forms  a  continuous  part  of  the  inside  plate  itself. 


No.  10,310.— Joseph  Nock,  of  Philadelphia,  Pa.- 
Ink-Sta/nds. — ^Patented  December  13th,  1853. 


-Improve J fi<)it  in 


This  improvement  consists  in  providing  the 
ink-stand  or  ink-well  cover  with  a  curvifinear 
hinge  on  the  top  of  the  ink-stand  or  ink-well 
cover,  which  cover  (see  figure)  is  to  be  closed 
to  form  a  round  or  smooth-turned  face,  and 
gives  an  opportunity  of  cleaning  when  soiled, 
mside  as  well  as  outside. 

Claim, — ^Tlie  application  of  the  stamped 
round  part  and  the  solid  part  (or  the  moving  lid 
or  cover),  fitted  together  as  a  hinge,  which  forms  a  rounded,  smooth- 
turned  face ;  and  the  manner  in  which  the  pin  is  connected  with  both 
parts,  using  for  that  purpose  the  two  pieces  to  fonn  a  regular  curvili- 
near or  round-turned  hinge,  made  of  any  materials  which  will  pro- 
duce the  intended  eflect. 


No.  10,311.— F.  S.  HorcHKiss  and  C.  W. 
Blakeslee,  of  Northfield,  Conn. — Improve- 
ment in  Clothes-Pins, — Patented  December 
13th,  1853. 

The  figure  and  claim  fully  illustrate  and  ex- 
plain this  improvement. 

Claim. — ^liie  connecting  together  of  the  two 
levers  by  one  piece  of  metal,  m  such  fonn  and 
jnanner  as  to  constitute  both  spring  and  hinge, 
for  the  purpose  set  forth. 


No.  10,312. — Melvin  Jinks,  of  Wayland,  N.  Y. — Improvem^ni  i» 
Twmkeysfor  Extracting  Teeth. — ^^atented  December  13th,  1853. 

Tliis  improvement  consists  in  providing  turnkeys  with  an  additional 
adjustable  claw  e.    (See  figure.) 
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Claim, — ^Tlie  adjustable  claw  k,  c<»iistructed  and  arranged  substan- 
tially as  de:?cnbed,  in  coinbiiiati(»n  with  the  chiw  ft,  and  the  rolling 
fiilcnim  havino^  a  limited  inntiou. 


No.  10,313. — Wk^^tley  E.  Meurill  and  Fkei-iman  Tuppek,  of  Kashna, 
N.  H. — Improvevient  in  Fasteninga  for  Bedsteads. — Patented  Dec. 
13th,  1853. 

The  posts  and  rails  are  attached 
together  by  means  of  comer-irons 
and  clamps.  The  comer-irons 
are  attached  to  the  ends  of  the 
rails,  and  are  bent  in  a  zig-zag 
form,  so  as  to  make  a  recess  for 
the  reception  of  the  post.  ITie 
iron  on  the  end  of  one  rail  has  two  prtmgs,  and 
the  iron  on  the  end  of  tlie  adjoining  rail  is  pn> 
vided  with  one  prono^,  which  fits  between  the 
two  prongs  of  the  adjoining  rail;  efieli  <if  tlio 
prongs  is  provided  with  a  small  ckat  at  the  ex- 
treme end  of  the  rail ;  and  the  post  has  a  bevelled  clamp  or  dog  e,  which 
fits  in  the  recess  formed  by  tlie  comer-irons,  and  binds  against  the 
cleats ;  and  thus  the  post  and  rails  are  firmly  secured  together.  (See 
figures.) 

Claim. — -Securing  the  posts  and  rails  together  by  means  of  the  cor- 
ner-irons c  attached  to  the  ends  of  tlie  rails,  and  tne  clamp,  or  dog,  b 
attached  to  the  posts ;  said  comer-irons  and  clamps,  or  dogs,  being  con- 
structed and  arranged  substantially  as  set  forth. 


No.  10,314. — Joseph  E.  Nesen,  of  Bufialo,  N.  Y. — Imjfrovem,ent  in 
lla/rvesting  Machines. — Patented  Dec.  13th,  1853. 

This  invention  consists  in  the  employment  of  an  endless  aprOn, 
having  an  intermitting  motion,  for  tlie  purpose  of  conveying  the  grain 
in  proper  quantity  to  the  binding-hooks.  Also,  in  gathering  in 
bundles,  by  means  of  binding-hooks,  the  grain  cut  by  the  reaper,  the 

frain  being  carried  up  to  the  hooks  by  the  endless  apron;  the 
inding-hooks  are  operated  by  means  of  slides  having  a  reciprocating 
motion.  Also,  in  tne  combmation  of  the  binding-hooks  and  endless 
apron. 

Claim. — Giving  the  endless  apron  c  an  intermitting  motion,  for  the 
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purpose  of  carrying  the  grain 
to  the  binding-hooks,  at  in- 
tervals and  in  proper  quan- 
tity ;  said  motion  being  com- 
municated to  the  apron  by 
means  of  belt -shipper  x 
worked  automatically  from 
some  moving  position  of  the 
machine.  Abo,  gathering  the 
grain  in  bundles  or  sheaves 
by  means  of  the  binding- 
hooks  D  D  d'  d',  or  then* 
equivalent^,  motion  being 
communicated  to  the  bind- 
ing-hooks by  means  of  the 
reciprocating  bai^s  e  f.  Also, 
the  binding-hooks  d  d  d'  d', 
in  combination  with  the  end- 
less intcnnittently  moving 
apron  c,  the  hooks  and  apron 
being  constructed  and  arranged  and  operating  substantially  as  set  forth 
in  the  specification. 


No.  10,315. — Chaeles  Page,  of  North  Danvei's,  Mass. — Im/provemeniM 
in  Sectional  Bedsteads. — ^Patented  Dec.  13th,  1853. 

The  inventor's  claim  will 
explain  this  improvement 
by  reference  to  the  annexed 
figure. 

Claim, — In  a  sectional 
folding-bedstead,  the  combi- 
nation of  the  adjustable  sec- 
tions B  b',  with  the  revolv- 
ing head  and  foot  boards  o 
c' ;  by  means  of  which  the 
bedstead  may  at  any  time  be  converted  into  an  invalid  bedstead,  and 
extended  in  such  manner  that  the  body  and  head  of  the  patient  may 
be  raised  and  lowered  independently  of  each  other,  his  feet  being  fur- 
nished with  an  elastic  foot-board. 


No.  10,316. — Joseph  Sawyer  and  Lyman  Clark,  of  South  Royalston, 
Mass. — Invprovements  in  "  Peg  Rasps?'* — Patented  Dec.  13,"  1853. 

Tlie  nature  of  tliis  invention  consists  in  hanging  tlie  rasp  upon  a 
pivot,  and  adapting  thereto  a  spring-bolt ;  by  which  means  it  may  be 
securely  fastened  in  one  of  two  positions,  so  that  the  same  instrument 
may  be  readily  adapted  to  work  either  in  the  heel  or  the  toe  of  tbe 
boot 
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Claim,, — ^The  combination  of  the  spring-bolt  and  thumb-piece,  or 
leir  equivalents,  with  the  pivoted  rasp. 


o.   10,317. — John   Wilmington,   of  South    Bend,   Ind. — Improved 
SheeirMetal  (7i^^r.— Patented  December  13th,  1853. 

The  object  of  this  inven-  %'^ 
>n  is  to  cut  sheet-metal 
to  angles,  parallel  lines, 
rcles,    and  segments  of 
rdes,  and  consists  in  the 
Qployment  of  the  vice  t 
3e  figure)  in  combination 
ith  mo  tram  upon  which 
moves.    The  cut  repre- 
nts  a  perspective  view  of 
e  apparatus. 
Claim, — ^Tlie  vice  t  in 
•mbination  with  the  tram 
)on  which  it  moves,  and  upon  which  the  sheet  rests  during  the  ope- 
tion  of  cutting. 

o.  10,318. — JoKL  R.  BAssErr,  of  Cincinnati,  Ohio. — Improvements  in 
Valves  for  Puynps.— Patented  December  13th,  1853. 

These  improvements  con- 
jt  in  an  arrangement  by 
hich  the  advantages  of  a 
leumatic  cushion,  check- 
ilve,  and  stationary  valve, 
e  combined ;  and  in  provid- 
g  the  discharge  openings  of 
aouble-acting  pump  with  a 
de-valve  common  to  both, 
oving  simultaneously  with, 
id  actuated  by,  the  sujpply- 
ilves. 

Claim, — ^The  construction 
the  puppet  check-valve, 
rving  also  as  the  piston  of 
pneumatic  spring,  and  pro- 
ded  at  its  lower  end  with  a 
lall  starting  valve,  substan- 
dly  in  the  manner  and  for 
e  objects  explained  in  the 
ecification.    Also,  the  seg- 
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mental  cylindric  slide-valve  of  the  discharge  openings,  having  prongs, 
as  described,  connecting  it  with  the  clack-valves  upon  the  sup^T- 
openings,  so  that  the  motion  of  tlie  supply-valves  shall  be  eommnni- 
cated  to  the  discharge-valve. 


No.  10,319.— John  Buti-er,  of  Buffalo,  N.  Y. 
Improvement  in  Machines  for  Moulding 
Brick,     Patented  Dec.  13th,  1853. 

J  J  are  two  follower,  operated  by  either 
level's  or  gears,  to  pre^  the  clay  from  op- 
posite directions  into  the  moulds. 

Clahn. — ^Two  hinged  followei's,  so  con- 
structed and  operated  as  to  press  the  clay 
unifonnly  into  the  moulds,  that  is,  each  end 
alike,  whether  operated  by  gears  or  levers. 


No.  10,320. — John  E.  Brown  and  Stephen  S.  Baktlictt,  of  Woon-    I 
socket,  R.  I. — Tmjyromment  in    FTaroef<ter8. — Patented    December 
20th,  1853. 

By  reference  to  the  annexed  figure  the  claim  explains  tliis  improve- 
ment. The  teeth  dd^  &c.,  gather  Jhe  grain  or  grass,  and  the  aouble 
bladed-knives  k  k  k,  &c.,  cut  it. 


Claim. — ^The  double-bladed  or  two-edged  knife  k  or  its  equivalent, 
BO  constructed  as  to  cut  in  each  direction  as  it  is  vibrated,  as  described 
in  specification.  Also,  the  knife  k,  in  combination  widi  the  curves 
o  and  teeth  d  rf,  &c.  Also,  the  mode  of  operating  the  donble-bladed 
knives  or  cutters  kk  by  means  of  the  rack  m  and  pinions  LL,8ab- 
Btantially  as  set  forth.  Also,  the  arrangement  of  the  devices  which 
communicate  motion  from  the  internal  part  of  the  driving-wheel  to 
the  rack  m.     Also,  the  gearing  arranged  and  combined  so  as  to  woik 
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rithin  the  raain-wheel  b*,  and  operate  the  crank  upon  the  axle  of  the 
nain- wheel,  substantially  as  described. 


^o.  10,321.— Wm.  G.  Crka- 
MER,  of  New  Haven,  Conn. 
— ImjpTOved  Mode  of  Ope- 
rating Brakes,  —  Patented 
December  20th,  1858. 

This  invention  consists  in  a 
Qode  of  opening  the  brakes 
f  railroad  cai-s  by  pulling  the 
ignal  cord,  which  method 
loes  not  interfere  with  the 
ise  of  the  brakes  by  the 
>rakeman  as  usual,  nor  inter- 
fere with  the  use  of  the  cord 
6r  transmitting  signals  to  the 
ngineer. 

Claim.  —  The  method  (as 
lescribed  in  the  specification)  of  attaching  the  lines  that  operate  the 
prings  or  weights  to  the  signal-line,  so  that  the  engineer  may  be  able 
3  close  all  the  brakes  by  said  line,  while  it  may  be  used  for  transmit- 
ing  signals  from  the  rear  of  the  train  to  the  engineer  without  operating 
he  brakes. 


^o,  10,^22.— BKNJ.VM1N  H.Frank- 
lin, of  Worcester,  Mass. — Im- 
provement in  Manure  and  other 
ForJcs.  —  Patented  December 
20th,  1853. 
(See  figure.) 
Claim. — Making  the   tines  of 

brks    three-sided,   whereby    the 

weight  is  diminished,  the  strength 

etained,  and  the  holding  properties  of  the  fork  improved;  and  at 

he  same  time  it  is  prevented  from  choking,  and  the  article  is  more 

iheaply  constnicted. 

!To.   10,323. — Uriau  H.  Goblk,  of  Springfield,  Ohio. — Improvement 
in  Harvesters. — Patented  December  20th,  1853. 

The  nature  of  this  invention  consists,  first,  in  making  the  driving 
>r  ground  wheel  conical,  with  tlie  larger  diameter  next  the  grain,  for 
he  double  purpose  of  thnjwing  forward  that  end  of  the  machine 
vhich  is  in  the  grain,  and  causing  it  to  run  out  of  the  grain,  as  it 
7ere  (its  natural  tendency  being,  tnrough  leverage  and  the  resistance 
>f  the  standing  grain,  to  run  into  it\  and  also  for  balancing  the  ma- 
;hine,  by  throwmg  the  weight  ot  it  on  the  outside  of  tne  wheel, 
md  preventing  the  side  dralt,  or  counteracting  it,  and  causing  the 
€aper  to  follow  the  Jine  of  draft.     Also,  \i\  \eiav\v\^  «^  «^^^<6  «^^^cet^ 
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around  the  cutter-bar  where  it  passes  through  the  guard  or  fingen, 
which  space  may  be  eiihirged  in  rear  of  the  bar,  and  supporting  and 
guiding  the  bar  in  its  i-eciprocating  movement  in  guides  or  boieB 
placed  between  the  fingers,  for  the  purpose  of  preventing  the  bar  firom 
clogging  in  the  fingers,  and  allow  it  to  clear  itself  of  the  gum,  straw, 


or  lint.  Also,  in  hinging  an  apron  on  the  rear  part  of  the  platform, 
in  such  a  mannei*,  that  by  moan.s  of  a  cam  on  the  reel-shaft,  and  a 
swung-lever,  or  their  equivalents,  said  rear  part  of  the  platform  may, 
at  stated  periods,  be  let  down,  to  facilitate  the  throwing  ofi*  the  cut 
grain  fmm  the  platform.  (See  tig.)  b  is  the  conical  shaped-wheel; 
c,  the  cam ;  d,  lever ;  a,  platfonn. 

Claim. — Tlie  above  description  embraces  the  claim  of  the  inventor. 


No.  10,3:^4. — Joseph  Monigomerv  and  James  Montgomery,  of  Lan- 
caster, Pa. — Impro^emenU  in  Wimwmng  Machines. — Patented 
December  20th,  1853. 
This  invention  consists 
in  the  combination  of  an 
additional  removable  shoe 
and  a  closable  door,  or 
aperture,  in  tlie  apron  of 
a  winnowing  machine, 
with  an  ordinaiy  winnow- 
ing machine.  (See  fig.) 
G  is  the  shoe ;  c,  the  open- 
ing. The  object  is  to  in- 
crease or  diminish  the 
screening  surface,  and 
thereby  adapt  the  ma- 
chine to  cleaning  various 
■ized  seed  orgrain,more  ex- 
peditiously than  hitherto. 
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Claim. — ^The  coastruction  and  arraiigeraeiit  of  the  ordinary  shoe  a, 
so  as  to  receive  an  extra  shoe  g,  and  door  c,  substantially  in  the  man- 
ner and  for  the  purposes  specified. 

Ko.  10,325. — ^Thomas  F.  Nelson,  of  Clark  Co.,  Va. — Improved  Mode 
of  Sowing  Guano  and  other  fine  Manures. — Patented  December 
20th,  1853. 
This  invention  consists  of  two  toothed  evlinders  1 1,  and  shaft  b,  in 

combination  with  a  seed-planter  (see  fi^.),  for  pulverizing  and  sowing 

manures. 


Claim, — ^The  combination  of  the  fluted  or  toothed  evlinders  I'l" 
with  the  toothed-shaft  b,  fur  the  purpose  of  grinding  and  distributing 
goano,  &c.,  the  wliole  being  in  combination  with  any  f»rdinary  seed- 
planter. 

No.  10,326. — William  Schnebly  and  Thomas  Schnebly  of  New  York, 
N.  Y. — Imp7*ovement  in  Grain  and  Grass  Ha'n^efiters. — Patented 
December  20th,  1853. 
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This  invention  consists  in  the  arrangement  of  the  gear  by  whidi 
flie  lateral  motion  of  the  cutters  is  regulated  ;  in  the  constraclion  of 
the  guard-fingers  ^  and  the  arrangement  of  the  self  acting  rake. 

Claim. — 'uiQ  method  of  arranging  the  gear  in  combination  with 
the  movable  plate  to  which  the  crank-pin  fx  is  fastened,  said  movable 
plate  being  located  on  the  flange  f  of  the  second  pinion ;  by  which 
method  the  lateral  distance  of  the  motion  of  the  cutters  can  be  in- 
creased or  diminished.  Aljfo,  the  method  of  constructing  the  hollow 
guard-fingers,  each  one  being  a  single  piece  only.  Also,  the  self 
acting  rake  with  jointed  fingers,  in  combination  with  the  guide-rods 
upon  which  it  is  made  to  slide  back  and  foilh. 


No.   10,327.— HiEAM  N.  Tripp,   of  Alfred,   UL\—/mj/tvt>emeni  mi 
Pawer'Bakes.—FsLtented  December  20th,  1853. 

The  annexed  figure  shows  two  positions  of  this  rake. 


Claim. — ^The  combination  of  a  set  of  levers  and  braked  raft-ban 
with  the  rake-head  and  shafts,  so  that,  by  the  conjoined  action  of  the 
forward  draft  of  the  horee  and  the  back  draft  of  the  attendant,  tic 
rake  may  be  either  tmned  up  or  off  the  ground,  and  supported  on  its 
wheels,  or  turned  down  so  as  to  bring  its  teeth  in  contact  with  the 
ground. 


No.  10,328.— Robert  P.  Walkkr,  of  New  York,  N.  Y,— Improved 
Machine  for  Hulling  and  Scouring  Coffee. — ^Patented  December 
20th,  1853. 

This  invention  consists  in  providing  a  revolving  cylinder,  covered 
witJi  wire-net,  with  a  series  of  rasping  or  toothed  beaters  c  d  (see  fig.), 
which  can  be  set  at  any  desired  angle;  together  with  a  series  of 
springing  gum-elastic  rubbers,  for  the  purpose  of  giving  a  proper 
Section  to  the  coffee ;  separating  the  shell  and  iimer  coatings  of  the 
^rnels,  and  scouring  the  grains. 

Claim. — ^The  comoiiiaXVoiv  o^  ^ik^  ^^xVai^^  T>cWw«-flLaq8^  or  scoorert 
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and  polishers  eee  with  the  angularly  set  Imllers  or  beaters  c dy  the 
whole  being  constructed  and  arranged  in  any  equivalent  manner  to 
that  described,  and  operating  as  eet  K)rtli. 


Ko.  10,329. — J.  B.  Armstrong,  of  Barnwell,  S.  C. — Imprcyvemertt  in 
OoUon-Presses. — Patented  December  20th,  1853. 

Hiis  invention  consists  in  the  use  of  a 
false  platen  n,  in  addition  to  the  ordinary 
platen  a,  so  arranged  as  to  cany  the  load 
of  cotton  under  compression  during  the 
ascent  of  the  screw.  The  bale  is  re- 
strained from  yielding  by  its  retention 
between  the  false  top  and  bed — and 
while  thus,  is  stitched  and  roped — when 
the  link-rods  are  unhooked  from  holding 
the  false  top,  which  drops  down  on  the 
main  platen,  and  the  finished  bale  is  re- 
moTed. 

Claim, — ^The  method  of  holding  the 
bale  under  compression,  and  preventing 
it  from  springing  or  yielding  auring  the 
stitching  ana  roping  of  the  same,  whilst 
the  platen  is  bemg  run  down  or  back  by 
means  of  a  false  top  or  platen,  hooked 
or  otherwise  hitched  to  the  bed,  and  ar- 
ranged to  work  in  connection  with  the 
mam  platen,  whereby  time  is  economized 
in  the  operation  of  the  press. 


No.  10,330. — Charles  Atwood,  of  Birmingham,  Conn. — Im/proved 
Mode  of  Attaching  Hooka  and  Eyes  to  Cards. — Patented  De- 
cember 20th,  1853. 

This  invention  consists  in  the    manner  of  fastening  hooks   and 
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eyes,  with  thread,  small  si)lints  of  wood,  or 
other  suitable  material,  to  crimped  cards  which 
have  been  pierced  with  transverse  rows  of 
mortise  holes — suitable  for  laying  them  in,  or 
passing  them  through ;  and  also  in  the  process 
of  attaching  them  to  the  cards,  by  the  aid  of 
suitable  apparatus.     (See  figure.) 

Claim. — The  crimped  and  perforated  cards, 
combined  with  thread  or  thin  splints,  to  fasten 
hooks  and  f^-es  to  them,  as  described.  Also, 
the  attaching  of  hooks  by  the  aid  of  a  block, 
clamp,  and  cords,  or  by  means  substantially  the 
flame. 


No.  10,331.— D.  E. 
— Improvetnent 
1853. 


BATOiiRSHALL  and  M.  Battershali.,  of  Ti'oy,  N.Y. 
Candle- Moulds,  —  Patented   December  30tli, 


in 


The  nature  of  this  invention 
consists  in  the  peculiar  man^* 
ner  of  cutting,  centering,  and 
holding  the  wick  tight  m  the 
moulds,  in  readiness  for  use ; 
by  means  of  spring-jaws,  with 
cutter,    centering-plate,    and 
wick-holder,  airanged  on  the 
top  of  the  machine  and  moulds; 
also  a  wick-tightener  arranged  at   tlio  huttoin  uf 
the  machine.    (See  fig.)   jj  arc   \\n*-  jaws;  u  ii, 
buttons  or  tumblers,  which  are  macli*  to  tbrcc  open 
the  jaws,  or  bear  against  them. 

Claim. — ^The  arrangement  for  t-iittluji^,  for  cen- 
tering, and  for  holding  the  wick::?  at  one  and 
the  same  operation,  by  means  w^  the  L-uttcTj 
guide-plate,  jaws,  springs,  tumbK  is,  erauk-amis, 
connecting-rods,  horizontal  slidin^-lmrj  ]>invl,  ec- 
centric-plate, and  vertical  slidin^^bar;  the  parts 
being  arranged  and  operating  in  the  manner  and  for  the  purposes 
Bet  forth.    Also,  the  wick-tightener  l. 


No.  10,332. — James  Baxendale,  of  Providence,  R.  I. — Machine  far 
Stamping  Patterns  on  Boilers. — Patented  December  20th,  1853. 

Tins  invention  consists  in  stamping  the  rollers  with  any  device,  re- 
peated in  circular,  spiral,  longitudinal,  or  irregular  succession,  by 
means  of  a  punch  or  punches,  attached  to  a  weighted  ann  or  lever, 
which  is  raised  by  a  cam,  and  which  falls  on  an  elastic  gauge,  which 
serves  to  raise  the  punch  from  the  surface  of  the  roller,  immediatel/ 
after  the  blow  is  stmck,  and  prevents  it  from  being  broken  eitlier  by 
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vere  concussion,  or  by  the  movement  of  the  roller  while  it  r»- 
in  the  indentation  it  has  made. 


im. — Stamping  rollers  for  printing  cotton  or  other  textile  fabrics 
tans  of  a  punch  c,  which  is  attached  to  a  weighted  arm  or  lever 
3d  by  a  cam  j,  and  allowed  to  fall  on  an  elastic  gauge  n,  at  regu- 
tervals  of  time,  while  the  roller  is  moved  in  the  direction  in 
the  pattern  is  to  be  repeated. 


3,333. — James  Bolton,  M.  D.,  of  Eichmond,  Va. — IirvprovemerU 
UotrAir  Furndces. — -Patented  December  20th,  1853. 

\  nature  of  tliis  invention  consists 
iding  an  air-chamber,  surround- 
stove  or  furnace  by  partitions 
separate  compartments,  each  of 
I  is  to  be  connected  with  one  or 
separate  warm  air  flues,  so  that 
flue  or  set  of  flues  may  be  sup- 
with  warm  air  from  that  com- 
ent  exclusively  with  which  the 
^r  set  of  flues  may  be  connected. 

,im. — ^The  division  into  compart- 
.  of  the  air-chamber  surrounding 
7e,  furnace,  pipe,  or  other  contri- 
for  wanning  the  air  which  it  contains,  so  that  the  warm  air  may 
•awn  ofl^  by  flues  from  each  compartment,  without  interfering 
Jie  supply  of  warm  air  from  the  other  compartments. 
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No.  10,334. — Lazare  Cantel,  of  New  York,  N.  Y. — Improvemeni  » 
Metalldc  Trunk-Frames.— Psitenied  December  20th,  1853. 

Claim.  —  Forming  the 
joints  of  trunks  (see  fig.) 
\\v  arming  tlie  edges  of 
the  material  of  which  the 
body  is  composed  with 
sheet  metal  covering, 
crimped  in  the  form  of 
tongues,  wherel>y  protec- 
tion to  the  sm'face  from  wear  is  obtained ;  and  also  the  effect  of  a 
stiffening  frame,  as  well  as  strength  in  the  tongues,  and  at  a  small 
expense. 


1 


No.  10,336. 
Shuttles.— 


— DAvro  Carroll,  of  Baltimore, 
■Patented  December  20th,  1853. 


Md. — Irtiproceinmi  «« 


The  object  of  this  invention  is  to  prevent  the  thi^ead  from  looping 
when  it  plays  off  too  fast  from  the  bobbin,  and  consists  of  a  goaid- 
plate,  placed  in  front  of 
the  pomt  of  tlie  bobbin, 
and  extending  back  over 
the  point  of  the  bobbin, 
by  which  means  the  thread 
is  prevented  from  getting 
back  far  enough  to  throw 
out  from  the  snuttle.  (See 
figures.) 

Claim. — In  combination  with  the  bobbin  of  an  oi-dinary  shutde^ 
the  hinged  guard  projecting  from  and  over  the  point  towards  the  heel 
of  the  bobbin,  for  the  purpose  of  preventing  tho  thread  or  yam,  when 
playing  off  too  fast,  from  looping  or  tying. 


No.  10,336. — John  D'Homergue,  of  New  York,  N.  Y. — futpromnri^t 
in  Railroad  Car-Brakes. — Patented  December  20th,  1853. 

This  invention  consists  in 
the  employment  of  hollow 
sheaves  attached  permanent- 
ly to  the  middle  of  the  axles, 
within  each  of  which  sheaves, 
and  detached  from  it,  is  a 
system  of  cams,  moved  si- 
multaneously, and  made  to 
press  against  the  inner  peri- 
phery of  the  rim  of  the 
sheave,  making  an  effectual 
brake. 

Claim. — The  arrangement 
of  the  cams  c,*as  described,  upon  the  blocks  d,  and  within  the  sheaves 
B,  so  as  to  press  simultaneously  against  the  inner  periphery  of  «ud 
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sheaves  by  the  action  of  the  tri- 
branched  ring  b,  substantially  as 
i^cified. 

No.  10,337. — Alexajjder  Frank- 
ENBERG,  of  Columbus,  Ohio.— 
Improvement  in  Soda-  Waiet' 
Fountains. — Patented  Decem- 
ber 20th,  1853. 

This  soda  fountain  consists  in 
combining  with  an  ordinary  water- 
cooler  a  vessel  with  two  chambers, 
one  for  the  acid  and  the  other 
for  the  soda,  the  acid*chamber 
being  lined  with  bees-wax;  each 
chamber  is  supplied  with  a  stop- 
cock, which  stop-cocks  are  imited 
toffether  by  a  spigot  which  has  a 
soda  and  acid  passage  in  it,  corres- 
ponding to  the  passages  in  the 
faucet ;  the  soda  and  acid  are  let 
out  hj  this    apparatus,  in   ecj^ual 

auantities  at  the  same  time,  mto 
be  tumbler. 
Claim. — ^The    arrangement  and 
combination  of  the  stop-cock  ap- 
paratus with  reservoirs  g  h,  as  set 
forth. 


No.  10,338.— W.  J.  Hatfekld,  of  Dayton,  Ohio.— Machim  for  Jomt- 
ing  TaUe  Tops  or  Leaves. — ^Patented  December  20th,  1853. 
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In  the  machine  represented  in  the  figure,  the  top  or  leaf  of  the  tatile 
to  be  jointed  is  fed  along  over  a  b^,  with  its  edge  to  be  dreeadd 
bearing  against  a  guide-strip,  through  which  rotary  cutters  proJ€« 
and  perform  the  woA  of  jointing  the  edges  of  the  top  and  leaves  ss 
they  are  passed  in  succession  over  the  bed.  The  cutters  turn  hori- 
zontally, and  are  to  be  driven  by  pulleys. 

Claim. — ^The  method  describea  of  jointing  and  hanging  tables,  by 
means  of  rotary  cutters,  arranged  and  operating  as  specified,  whereby 
time  and  labor  are  economized,  and  greater  accuracy  is  insured. 


No.  10,339. — ^L.  Otto  P.  Meyer,  of  Newtown,  Conn. — Im^rovemetd 
in  the  Manufacture  of  Camttchouc  and  other  VulccmizcdMe  Gums,-' 
Patented  December  20th,  1853. 

The  nature  of  this  invention  consists  in  producing,  by  means  of  oil 
and  other  fatty  substance,  smooth  and  glossy  surfaces  upon  the  ma- 
terial commonly  known  as  the  hard  compound  of  vulcanized  caout- 
chouc, or  gutte-percha,  or  other  similar  ^ums,  which  may  be  miwu- 
factured  according  to  the  processes  described  in  letters-patent  granted 
to  Charles  Goodyear,  June  15tti,  1844,  and  Nelson  Qoodyear,  may  64, 
1851. 

Claim. — ^The  producing  of  smooth  and  glossy  sur&ces  upon  the  hard 
compounds  of  caoutchouc,  and  other  vulcanizable  gums,  by  means  of 
the  use  of  oil,  or  other  equivalent  substance,  applied  to  the  surface  of 
the  prepared  gum,  aud  between  the  gum  and  tbe  plates  of  metal,  or 
the  moulds. 


No.  10,340. — James  A.  MncHKLL,  of  Ringgold,  Ga. — Tmprovemeni 
in  HandrLoom9. — Patented  December  2o3i,  1853. 

This  invention  con- 
sists in  the  employment 
and  an'angement  of  suit- 
able mechanism,  where- 
by the  heddles  of  hand- 
looms  are  made  to  oper- 
ate tlie  harness  by  the 
fingers  of  the  operator. 
(See  fi^e.) 

Claim. — ^The  combin- 
ation of  the  keys  or  pegs 
a  a  a  a^  through  the 
rods  J,  levers  c,  links  rf, 
and  springs  y,  or  their 
equivalents,  with  the 
treadles,  substantially  in 
the  manner  describea  in 
specification ;  whereby 
the  harness  of  hand- 
looms  is  caused  to  operate  by  a  movement  of  Hiq  fingers^  instead  of  lie 
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No.  10,341.— Ephraim  Parker,  of  Rock  Island,  VX.—Machmefor  Saw- 
ing and  Planing  Clapboards, — Patented  December  20th,  1853. 

Claim. — Planing  or  dreflsing  the  insides.of  two  clapboards  at  the 
same  time,  by  means  of  the  combination  of  the  saw  c,  parting-gnide 


B,  one  cutter-head  f,  and  the  adjustable  metallic-beds  g  g  :  the  above 
parts  being  arranged  and  operating  substantially  as  described  in  the 
specification. 


No.  10,342. — GoDPRET  SoioK,  of  Reading,  Pa. — Improvement  in  Car- 
riages with  Shifting  Seats. — ^Patented  December  20th,  1853. 

This  carriage  is  so  constructed  as  to  be  readily  converted  fix)m  a 
double  to  a  single  seated  carriage ;  which  is  accomplished  by  remov- 
ing the  front  seat  and  foot-board,  and  sliding  back  the  dash-board, 
(See  figure.) 


Claim. — ^The  manner  herein  described  of  constructing,  arranginff, 
and  applying  or  using  the  removable  front  seat,  foot-board,  and  dash- 
board, and  of  adapting  the  body  of  the  carriage  thereto. 
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No.  10,343. — Solon  Staples,  of  Topsliam,  Me. — Screvr  for  PlanJdng 
Ships. — ^Patented  December  20tb,  1853. 

This  invention  consists  in  brining  the 
planks  tised  in  sliip-building  to  their  proper 
position  for  being  spiked  to  the  timbers,  by 
the  use  or  employment  of  the  device  shown 
in  the  flrare,  aenominated  by  the  inventor,  a 
"  self-holding  plankin^-screw." 

Clavm. — ^fiie  combmation  of  the  shank  a, 
its  arm  b,  and  screw  g,  with  the  brace  i  k  l, 
screw  c,  and  chain  m,  constructed  and  com- 
bined in  the  maimer  set  forth. 


Ko.  10,344. — Henry  L.  Sweet,  of  Foxborouffh.  Ifcss.— i7iipr^>wwi^ 
in  OuidesfoT  Sevnng-JIfachines.'^YBtent^  iD^emb^*  20th,  1853. 

The  object  of  this  improvement  is  to 
aid  in  sewing  on  binmn^  to  hats  and 
tiiie  like.  Fig.l  is  a  top  view.  ^  Fig.  2, 
a  front  view.  Pig.  3,  its  receiving  end. 
Fig.  4,  its  delivery  end ;  and  fig.  6,  a . 
perspective  view  of  the  ^ide.  This 
guide  is  to  be  used  in  sewing-machines. 

Claim,~T!he  doubling-guide,  as  not 
only  made  with  a  flat  mouth,  or  one 
capable  of  receiving  the  ribbon,  tape, 
or  binding,  in  a  flattened  state,  but  with 
a  bent  channel  or  sides,  such  as  shall 
gradually  bend  or  double  it,  and  discharge  it  at  the  other  end  in  a 
ttoubled  state,  ready  to  be  applied  to  any  article  conveniently  placed 
to  receive  it,  and  leave  it  sewed  thereon. 


No.  10,345. — 'William  H.  Towers,  of  Philadelphia,  V^^^Imjprovemefd 
in  jSbr^e-^Aotf*.— Patented  December  20th,  1853. 

The  nature  of  this  invention  consists  in 
making  the  shoe  with  inclined  flauffes  or  lips, 
rising  fi'om  the  front  and  sides  of  its  upper 
surface,  corresponding  in  form  with  the  parts 
of  the  hoof  a^inst  which  they  are  caused  to 
bear,  when  htted  to  the  horse.  One  of  the 
side  flanges  is  made  separate  from  the  shoe, 
and  fastened  to  it  by  sliding  the  base  of  the 
flange  into  a  corresponding  recess  in  the  side  of  the  shoe,  the  base 
being  secured  by  a  screw  passed  through  it  and  the  shoe. 

Claim, — Constructing  the  shoe  with  a  detached  flange,  secured  sub- 
stantially as  described,  ^o  that  the  side  and  front  flanges  shall  firmly 
fasten  the  shoe  (vrithoul  tW  «a^  o^  w-aW^  Vi  ^\^ Vsr>\, 
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Ko.  10,846. — ^Elias  Ungeb,  of  Dayton,  Ohio. — Machme  for  Dressing 
TJLmb&tfor  CahUiet  iPf^rptw^.— Patented  December  20th,  18S3. 

The  object  of  this  machine  is 
dressing  timber  to  various 
forms,  suitable  to  cabinet- ware ; 
and  consists  in  the  employment 
of  a  slotted  table,  carrying 
fitandaixis  for  holding  timber  in 
the  devsired  position,  while  the 
table  is  moved  longitudinally, 
so  as  to  bring  the  material 
against  the  cutters  of  a  rotary 
face-plate ;  the  standards  being 
furnished  with  eccentric  points 
for  securing  the  timber  at  the 
proper  angle  for  the  dress  required. 

Claim, — Securing  the  timber  to  be  dressed  between  two  clamps,  on 
traversing  carriages,  by  means  of  "  eccentric  pins,"  so  that  the  faces 
or  surfaces  dressed  by  the  cutter  may  have  any  desired  angle  with  \h% 
axis  of  the  piece,  for  the  purposes  and  in  the  manner  set  forth. 


No.  10,347. — ^Wbliiam  Wisdom,  of  Cleveland,  Ohio. — Tm^proved  Mode 
of  Cleansing  HoArfor  Beds^  &c, — Patented  December  20th,  1853. 

The  figure  represents  a  cham- 
ber, in  which  nair  or  feathers 
are  subjected  to  a  vapor-bath  of 
chlorine  gas.  The  material  is 
first  washed  in  clear  water,  and 
then  di*ained,  and  afterwards 
washed  in  a  solution  of  sal  soda. 

Claim, — ^Purifying  hair  and 
feathers  by  destroying  all  nox- 
ious insects  or  infectious  matter 
contained  therein,  by  subjectinaj 
the  same  to  a  vapor-bath  of 
chlorine  gas,  after  tne  material 
has  been  cleansed  by  a  batli  of  sal  soda. 


No.  10,348. — Edmund  H.  Bard  and  B!enbt  H.  Wn> 
so»r,  of  Philadelphia,  Pa. — Imprcvemewt  in  Chid 
Pens. — Patented  December  20th,  1863. 

Claim, — ^The  construction  of  metallic  pens,  hav- 
ing the  fonn  of  the  semi-cylindrical  barrel,  com- 
bined with  the  angular  diverging  planes,  by  com- 
pressing the  metal  oetween  correspondingly  shaped 
dies. 
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No.  10,349. — ^B.  F.  Greenough,  of  Cincinnati,  Ohio. — 
Im^ovement  m  Separatiriff  Alcohdfrom  Water  a/nd 
other  Hecmer  Fluids, — ^ratented  December  20th, 
1863. 

Claim, — The  separating  of  alcohol  and  its  compounds 
of  parts  of  diflferent  specific  gravities,  by  means  of  the 
pressure  of  a  colmmi  of  such  liquids,  thereby  causing 
what  tihe  inventor  denominates  "  hydrostatic  displace- 
ment" 


No.  10,350. — ^Benjamin  F.  Stevens  and  Walter  Kn> 
DER,  of  Lowell,  Mass. — Improvement  in  Shingle-Ma- 
cAiw^«.— Patented  December  20th,  1853. 
The  principal  feature  of  this  improvement  conasts 
in  the  arrangement  of  two  shaving-knives  o  e  in  a  re- 
ciprocating &ame ;  the  lower  knife  being  so  arranged 
as  to  be  raised,  by  means  of  cams,  on  the  main-shaft, 
so  as  to  taper  the  shingle  gradually,  and  in  a  more  per- 
fect manner  than  by  the  machines  heretofore  in  use. 
Claim. — ^The  combination  of  the  movable  side-bars 


with  the  shaving  knives  and  cams,  arranged  and  operated  as  shown 
and  described.  Also,  the  combination  of  the  sliding-arms  carrying 
the  riving-knife  with  the  driver,  for  tiie  purposes  specified. 

No.  10,351.— Andres  E.  Botter,  of  New  York,  N.  Y.— Improved 
Folding  Wardrobe  Bedstead. — Patented  December  20th,  1853* 
By  reference  to  the  an- 
:  nexed  figure,  the  claim  will 
I  explain  this  improvement. 
Claim. — The     peculiar 
construction  of  the   bed- 
stead, having  the  two  parts 
b  0  connected  by  hinges, 
connected  to  a  cWt  ^);>y 
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binMB  e ;  by  which  coostraction  the  bedstead  may  be  folded  or  shut 
up  anriiig  the  day,  occupying  but  little  room,  and  resembling  a  piece 
of  room  ftuTiiture,  and  unfolded  at  night  when  desired  for  use.  The 
chest  ▲  being  provided  either  with  drawers,  or  a  crib  for  children. 


No.  10,352. — ^IsAAo  D.  Gasliok,  of  Lyons,  N.  T. — Self -acting  Apparor 
tusfor  Weighing  Qrcmh  and  Making  a  Becord  of  the  Weight. — ^Pat- 
ented December  20^^  1853. 

Claim. — The  auxiliary-gate  Z^ 
when  combined  with  the  loaded 
bent  lever  u  and  cam-catch  q^  or 
their  equivalents,  which  act  upon 
the  steelyard  so  as  to  lift  it  shortly 
before  the  weight  of  grain  in  the 
weighing-box  becomes  suflBcient  to 
raise  it,  substantially  in  the  manner 
set  forth  in  the  specification.  Also, 
suspending  the  weighinff-box  o  in 
the  frame  d,  by  means  of  the  rack 
Z,  pinion  m,  and  loaded  lever  m, 
whereby  it  is  made  to  slide  up  and 
down  within  said  frame  at  each 
weighing,  and  to  produce  the  move- 
ments described  in  specification. 
Also,  the  arrangement  and  com- 
bination of  the  Dent  cam-lever  J', 
the  pin  &^  on  Ihe  frame  d,  and  the 
curved  elastic  rod  a',  connecting  the  lever  with  the  lid  n,  for  the  pur- 
pose of  opening  the  lid  at  eacli  descent  of  the  weighing-box,  within 
the  frame  d,  and  then  closing  it  by  the  ascent  thereof.  Also,  the  sus- 
pended hopper  E,  in  combination  with  the  vibratory  lever  k.  Also, 
the  combination  of  the  notches  h  k  and  catch-wire^*  with  the  elastic 
shoe  gr  and  pin  i  of  the  lever  ^,  arranged  in  such  manner  that  said 
lever  is  successively  set  free  irom  the  notch  A,  catch  y,  and  notch  A?, 
i^pectively  by  the  ascent,  descent,  and  second  ascent  of  the  steel- 
yard. Also,  the  adjustable  cam-catch  <?,  in  combination  with  the 
shouldered-rod  q,  for  the  purpose  set  forth.  Also,  the  slotted-rod  % 
in  combination  with  the  vibratory  lever  k,  when  an-anged  in  such  a 
manner  that  the  ascent  of  the  lever  will  raise  the  ^ate  &,  and  hook 
the  catch  q  over  the  pin  p  of  the  steelyard,  but  wm  not  disturb  the 
gate  in  its  descent.  Also,  the  arrangement  and  combination  of  the 
adjustable  notched  and  perforated  disk  (?",  the  coupling-pins  *"  and  ^", 
inaex  m",  arm  t,  and  stop  V. 


No.  10,353. — Charles  F.  Sibbald,  of  Philadelphia,  Pa.- 
in  SteamrBoilers, — Patented  December  20th,  1853. 


-Improvement 


This  invention  consists  in  a  certain  arrangement  of  flue  and  water 
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spa<;es  of  a  certain  form,  in  connection  with  the  arrangement  of  At 
foe-chamber,  so  as  to  obtain  a  great  surface  for  the  rapid  derdop 
ment  of  steam,  and  a  great  saying  of  Aiel ;  also  in  tlie  mode  of 
putting  together  the  plates  composmg  a  boiler,  of  such  form  and 
an-angement  as  to  make  a  very  tight  and  strong  boiler ;  and  in  an 
arrangement  for  circulation.  This  last-named  improvement,  the  in- 
ventor denominates  the  "  Condensed  Plate-boiler." 


Claim, — ^The  fire-box,  deflecting-plates,  fire-surface,  and  wate^fl;Q^ 
face,  as  constructed  and  arranged.  Also,  the  additional  eteam-cham- 
ber  placed  below  the  water-surface  and  behind  the  fire-box.  and 
connected  to  the  main  steam-chamber  by  a  pipe  passing  throu^  the 
smoke-stack. 


No.  10,354. — Sherbukne  C.  Blodgett,  of  Georgetown,  Mass. — Im- 
jprov€7neni  in  Sewing-Machines. — ^Patented  December  20thy  1853. 

By  reference  to  the  figure,  the  claim 
will  explain  the  nature  of  this  inven- 
tion. 

Claim, — ^The  formation  of  a  seam  in 
cloth  or  other  material,  by  the  inter- 
looping  of  two  threads,  by  the  conjoint 
action  of  two  needles  in  such  manner 
that  each  needle  shall  be  made  to  carry  a  loop  of  thread  throng  a 
loop  formed  by  the  other  needle,  and  through  the  cloth,  whereby  one 
thread  serves  as  a  binding-thread  to  the  other. 


No.  10,355. — ^William  H.  Akins,  of  Ithaca^ew  York. — Improvement 
in  Machines  for  Eegistering  Tim^, — Patented  December  20th, 
1853. 

To  give  a  full  description  of  the  operation  and  arrangement  of  this 
machine,  woidd  lequir^  too  xdlvic^  ^«^^  tox  tScdsL  EA^jort 
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The  object  of  this  invention  is  to 
register  days,  months,  and  years,  as 
wSl  as  hours,  minutes,  and  seconds. 

Claim. — ^The  particular  arrangement 
of  the  months,  Mrith  their  appropriate 
number  of  days,  on  the  paper  b,  and  tor 
the  purposes  described  in  the  specifica- 
tion, commencing  February  1st,  Feb- 
ruary 2d,  and  so  on  for  twenty-eight 
days  only,  and  then  all  of  the  other 
months  m  their  regular  order,  with 
their  appropriate  number  of  days  for 
the  whole  year  (with  the  February 
first  mentioned  having  twenty-eight 
days).  Then  again,  Febmaiy  navmg 
twenty-nine  days,  and  also  eight  or  ten 
days  of  another  March,  at  the  last  end 
of  the  paper  r,  and  within  which  eight 
or  ten  days  the  machine  must  be  wound 

up  in  every  bissextile  year,  and    re-  _ 

quiring  to  be  wound  up  in  the  first,  second,  and  third  years  after 
leap-year  during  February  having  twenty-nine  days,  and  before  the 
twenty-ninth  day  thereof.  Also,  the  arrangement  and  combined 
action  of  the  rollers  k  and  l,  showing  the  day  of  the  week,  and  draw- 
ing up  the  paper  b,  exhibiting  the  month  and  days  of  the  month 
in  their  regular  order;  the  paper  after  it  is  drawn  between  the  rollers 
X  and  L,  being  disposed  of  by  winding  it  upon  the  roller  s,  by  means 
of  a  weight  or  spring. 


No.  10,366. — John  C.  Concklin,  of 
Peekskill,  N.  Y. — Improvement  in 
Pick  -  axes,  —  Patented  December 
20th,  1853. 

Claim, — ^The  combination  of  the  bar 
A  with  the  braces  h  h  and  the  loops  c  e, 
substantially  in  the  manner  set  forth. 


No.  10,357. — ^William  A.  Martin,  of  Brooklyn,  N.  T. — Machine  for 
Folding  Seidlitz-Powders. — Patented  December  20th,  1853. 

The  powders  are  first  parcelled  out  upon  papers,  and  then  subjected 
to  the  action  of  the  machine,  which  cuts  the  papers  and  folds  them, 
ready  to  be  packed  in  boxes. 

Claim. — ^The  bars  d  e  and /J  moved  by  the  means  herein  shown,  or 
any  analogous  device,  for  folding  the  paper.    Also,  the  frame  ^,  with 
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its  cutters  s^  and  blocks  r,  in  combination  with  the  beds  on  which  the 
paper  lies,  to  divide  the  papers  containing  the  powder,  and  fold  Ae 
ends  against  the  ends  of  the  blocks  c^  as  specified. 


LIST  OP  RE-ISSUES  AND  CLAIMS  FOR  1853. 


No.  229.- 


-Improvement  in  A 
the  Aoi 


ratuafor DUchcMrging  Water fnm 

of  Vessi'' 


I  claim  the  combination  of  a  system  of  two  series  of  chambers,  con- 
necting-pipes, discharffing-pipe,  receiving-hole  or  orifice,  and  ventila- 
ting-pipes,  as  arranged,  connected,  and  applied  to  the  hold  of  a  naviga- 
ble vessel,  and  maae  to  operate  during  tne  rolling  or  pitching  move- 
ments thereof,  substantially  in  manner  and  for  the  purpose  of  elevating 
and  discharging  water  therefirom,  as  set  forth. 

Keheboah  Hodos. 


No.  230. — Improvement  in  Eeduding  Dust  from  Bailrocut  Cars. 

I  claim,  and  desire  to  secure  by  letters  patent,  inducing  outward 
currents  of  air  through  the  windows  of  railroad  cars,  to  prevent  the  en- 
trance of  dust,  &c.,  \)y  the  action  of  the  surrounding  air  on  deflectors, 
combined  with  the  sides  of  the  car,  substantially  as  specified,  and 
operating  on  the  principle  set  forth. 

E.  Hamiltok. 
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No.  231. — Improvement  m  the  Mode  of  Operating  Brakes  for  Cars. 

I  claim  an  improvement  in  actuating  the  brakes  of  a  car  having 
two  trucks,  that  is  to  say,  a  combination  of  two  levers  ff  a  rod  A, 
two  levers  o  (J,  and  rods  ad^  as  applied  to  the  brakes  and  two  wind- 
lasses of  the  car,  and  operated  by  either  of  the  windlasses,  so  as  to 
bring  down  at  the  same  time  the  brakes  of  both  trucks  upon  tiie  wheels 
thereof  with  the  same,  or  practically  the  same,  degree  of  force,  and 
whether,  when  the  car  is  running  on  the  railway,  the  axles  of  one 
truck,  or  of  the  wheels  of  one  truck,  are  thrown  or  moved  out  of  pa- 
rallelism with  those  of  the  other  truck,  or  the  rubbers  or  brakes  oe- 
come  unequally  worn,  or  of  an  unequal  thickness,  as  stated.  , 

JTkhemtah  Hodoe. 


No.  232. — ImprovemerU  m  Splints  for  Fracbwresr. 

I  claim  and  desire  to  secure,  by  letters  patent,  the  cutting  out  a  por- 
tion of  the  splint,  to  afford  an  opportunity  for  dressing  as  often  as  may 
be  necessary,  the  upper  and  lower  portions  of  the  splint  being  kept 
firmly  united  by  means  of  the  brace  b,  so  as,  bv  extension  and  counter 
extension,  to  keep  throughout  the  treatment  the  proper  relative  posi- 
tion of  the  parts  concerned,  the  slide  being  replaced  after  each  dress^ 
ing,  or  any  other  device  substantially  the  same. 

AnAM  BCayb. 


No.  233. — Improvement  in  Self -acting  Mules  for  Jamming. 

I  claim  and  desire  to  secure,  bv  letters  patent,  governing  the  revolu- 
tion of  the  spindles  in  winding  the  yam  on  the  cop,  and  also  in  back- 
ing off  during  the  progressive  stages  of  the  building,  by  means  of  a 
cam  B,  or  any  equivalent  device  of  irregular  form,  circumferentially, 
with  the  said  irregularity,  varying  from  end  to  end ;  the  said  cam,  or 
equivalent,  being  caused  to  operate  upon  the  mechanism  which  drives 
the  spindles  in  anjr  wot  that  will  produce  the  result  set  forth.  I  also 
claim  the  mechamsm  for  causing  the  finger  dj  through  which  the  irreg- 
ular surface  of  the  cam  b,  or  its  equivalent,  acts  upon  the  mechanism 
which  drives  the  spindles,  in  backing  off  and  building  on,  to  traverse 
the  said  cam,  and  to  be  kept  close  to  its  surface,  consisting  of  the 
screws  e  and  k,  the  nut  7',  cord  or  chain  f  lever  o,  and  stud  A,  opera- 
ting in  combination,  in  the  manner  substantially  as  set  for&. 

Wanton  Eouse. 


No.  234. — Machine  for  Arrcmging  and  Feeding  ScrevyBlanks. 

I  claim  and  desire  to  secure,  by  letters  patent,  the  lifters  which  select 
and  lift  the  blanks,  etc.,  from  the  hopper,  substantially  as  specified,  in 
combination  with  ways  or  conductors,  or  the  equivalents  thereof,  sub- 
stantially as  s^cified,  into  or  on  to  which  the  olanks,  etc.,  are  trans- 
ferred, as  specified.  I  also  claim  givii^  to  the  lifters,  or  to  the  in- 
clined ways,  or  their  equivalents,  a  lateral  motion^  in.  comhin&tiQi^'^tk 
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a  stop  or  detector,  substantially  as  specified,  for  the  purpose  of  arrest- 
ing tne  operation  of  the  lifters  until  a  further  supply  is  required,  as 
specified.  I  also  claim  tlie  sliding-carrier,  with  its  recess  for  receiv- 
ing  and  holding  the  screw-blanks,  substantially  as  specified,  in  com- 
bination with  the  spring-fingers,  substantially  as  specified,  for  taking 
the  screw-blanks  from  tne  carrier,  and  presenting  them  to  the  jaws,  as 
specified.  Thob.  J.  Sloane. 

•  No.  235. — Improvement  in  Machinery  for  TrimTning  Book%^  d&c. 

I  claim  the  turning  and  adjustable  book-holder,  arranged  as  de- 
scribed, 60  as  to  be  made  to  assume  either  of  the  three  positions  speci- 
fied, and  so  that  the  three  edges  of  a  book  may  be  trinmied  by  a  smgle 
adjustment  of  the  same  in  said  holder,  and  by  the  movement  of  saiJ 
holder  on  jits  pivot  consecutively  to  each  of  the  aforesaid  three  posi- 
tions, whether  such  holder  be  combined  with  a  reciprocating  knite  or 
coitter  having  any  other  shape  or  motion.  I  also  claim  the  ^justaUe 
frame  f,  in  combination  mth  the  turning  book-holder,  or  the  turning 
and  adjustable  book-holder,  for  the  purpose  specified.  I  also  claim 
the  combination  of  the  table  (on  which  the  book-holder  is  supported), 
arranged  so  as  to  be  gradually  raised  to  convey  the  edges  of  the  book 
to  the  knife,  with  a  reciprocating  knife,  or  any  other  knife  or  cutter 
having  any  other  shape  or  motion. 

Labnasd  F.  MAggTiAif, 


1 


No.  286. — Imff&oemjefnix  in  Momble  Breeches  for  Fire-Arms^  and 
Appurtenances  of  the  sams. 

I  claim  and  desire  to  secure,  by  letters  patent,  in  combination  with 
a  hinged  breech-piece,  the  support  o,  the  slot  y,  and  lever  l,  whereby 
tlie  said  breech-piece  is  easily  moved  into  and  out  of  place,  in  closing 
and  opening  the  gun  for  the  purpose  of  loading,  swabbing,  &c.,  sut 
stantially  as  described.  I  also  claim,  in  con^ination  with  a  gun 
having  a  dissected  screw-breech,  the  flanged  shield  through  which  the 
cartridge  is  made  to  pass  into  chamber  over  the  dissected  screw,  with- 
out* danger  of  being  oroken  by  the  ends  and  edges  of  the  threads,  as 
set  forth.  I  also  claim,  in  combination  with  a  rammer  for  charging 
guns  at  the  breech,  the  projecting  central  point  n,  whereby  the  car 
tridge,  in  being  driven  to  its  place  in  the  chamber,  is  perforated  at  itB 
base,  to  receive  the  point  of  the  percussion-cap  described,  for  the  pur- 
pose of  insuring  the  ignition  of  the  gunpowaer,  as  set  forth.  I  also 
claim  the  enlargement «,  near  the  shoulder  s\  of  the  rammer,  whereby 
the  shield  through  which  the  cartridge  has  been  rammed  is  made  to 
adhere  by  friction  to  tlie  rammer,  and  to  be  drawn  out  of  the  breech 
of  the  gun  without  requiring  a  separate  operation  for  taking  it  out 

B.  Chahbebs. 


No.  237. — Improved  Cwnnon-Lock. 
I  claim  and  desire  to  secure,  by  letters  patent,  the  method  of  Been- 
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ring  the  lock  to  the  gnn  by  means  of  the  sectional  or  quarter  screws 
t  if,  for  the  purpose  of  speedily  opening  or  remoying  the  lock,  to  supplj 
it  with  the  cap,  pellet,  or  other  material  by  which  the  gmipowder  is 
ignited,  and  for  nrmly  holding  the  same  in  place  on  the  ^n  when  it 
is  to  be  discharged,  substantialty  as  described.  ^  I  also  claim  forming 
the  gnn-lock  in  such  a  manner  that  the  hammer-rod  and  the  percus- 
sion-rod Bhall  be  in  separate  pieces,  l^g  axially  within  the  same 
barrel,  whereby  the  coiled  main-spring  is  made  to  urge  the  hammer- 
rod  against  the  head  of  the  percussion-rod  to  discharge  the  piece,  and 
the  recoil-spring  on  the  percussion-rod  is  made  immediately  to  draw 
back  and  hold  the  yalye  which  closes  the  interior  of  the  lock  against 
access  of  smoke  and  gases,  as  set  forth. 

B.  Chambebs. 


No.  238. — Improvement  in  Reaping-Machines. 

I  claim  and  desire*  to  secure,  by  letters  patent,  placing  the  cutter- 
bar  and  cutters  lower  than  the  frame  of  the  machine,  and  opposite  the 
side  of  the  plane  of  the  wheel,  in  such  a  manner  as  to  leaye  unob- 
structed space  below  the  fi*ame,  and  also  between  the  wheel  and  the 
cutters,  with  their  supports,  to  allow  the  machine  to  pass  freely  and 
without  clogging  oyer  the  cut  grass  or  grain,  as  set  forth.  I  also  claim 
placing  the  cutters  lower  than  the  frame  and  axle,  and  in,  or  nearly 
m,  the  same  yertical  plane  with  the  axle  on  which  the  frame  hangs 
and  yibrates,  and  parallel,  or  nearly  so,  to  said  axle,  so  that  the  yibra- 
tions  of  the  frame  ozi  uneyen  ground  shall  not  materially  eleyate  or 
depress  the  cutters,  as  set  fortlu  I  also  claim  the  endless  chain  of 
cutters,  in  combination  with  the  guard-teeth,  operating  substantially  as 
described.  Wm.  F.  Ketohum. 


No.  239. — Improvement  m  Beaping-Machines. 

I  claim  and  desire  to  secure,  by  letters  patent,  placing  the  gearing 
and  crank  forward  of  the  driving-wheel,  for  protection  from  dirt,  (fee, 
and  thus  carrying  the  driying-wheel  further  back  than  heretofore,  and 
BuflSciently  so  to  balance  the  rear  part  of  the  frame  and  the  raker 
thereon,  when  this  position  of  the  parts  is  combined  with  the  sickle 
back  of  the  axis  of  motion  of  the  driying-wheel  by  means  of  the  vi- 
brating-leyer,  substantially  as  described.  I  also  claim  the  combina- 
tion 01  the  reel  for  gathering  the  grain  to  the  cutting-apparatus,  and 
depositing  it  on  the  platform  with  the  seat  or  position  for  the  raker, 
arranged  and  located  as  described,  or  the  equivalent  thereof,  to  enable 
the  raker  to  rake  the  ^ain  from  the  platform,  and  deliver  and  lay  it 
on  the  ground  at  the  side  of  the  machine,  as  described. 

C.  H.  McCoRMICK. 


Ko.  240. — Improvement  in  Cooking-Ranges. 

I  claim  the  improvements  by  which  the  hot-water  back  is  connected 
with  the  plate  o,  and  by  means  of  which  said  hot- water  back  may  be 
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either  readily  removed  at  any  time,  or  applied  in  sncli  mamier  thtt 
the  directions  of  itB  water-pipes  may  be  disposed  so  as  to  accommodale 
the  bath-boiler  into  which  they  are  usually  led,  on  whatever  side  of 
the  range  the  said  bath-boiler  may  be  placed ;  the  said  improvements 
consisting,  first,  in  the  connecting-piece  h,  and  the  attachments  of  it, 
and  the  not-water  back ;  the  whole  beiuff  made  to  operate  together 
fiubstantiallv  in  the  manner  set  forth.  I  also  claim  a  second  set  of  at- 
tachments {fixed  on  the  opposite  face  of  the  water-back),  in  combin*- 
tion  with  the  first  set  thereof,  as  described.  I  also  claim  the  peculiar 
arrangement  of  the  flues  which  lead  the  smoke  and  volatile  prodnctB  of 
combustion  directly  around  the  oven,  the  said  arrangement  of  fines 
causing  the  heat  to  course  against  a  portion  or  one  haS  of  the  bottom 
of  the  oven,  next  into  anomer  flue,  which  takes  it  backwards  and 
against  the  other  portion  or  half  of  the  bottom  of  the  oven,  thence  m 
a  flue  against  the  oven,  thence  through  a  flue  extending  over  and 
against  a  portion  or  half  of  the  top  of  the  oven,  thence  into  and 
through  another  flue,  which  carries  it  backwards  and  over  and  against 
the  top  of  the  oven,  and  conveys  it  to  the  chimney  or  discharge  fine. 
I  also  claim  the  two  recesses  I  m,  and  two  flue-plates  p  y,  applied  to 
the  plate  k,  in  combination  with  the  two  valve-openings  x  a',  their 
damper,  and  cover-plate,  as  applied  to  the  top-plate  of  the  oven-fi«me, 
and  used  under  an  arrangement  of  oven-flues,  substantially  as  de- 
scribed, the  same  allowing  of  the  adaptation  of  the  oven  to  either  side 
of  the  fire-place,  or  the  use  of  two  sucn  ovens  and  their  frames  in  con- 
nection with  the  fire-place,  all  essentially  as  stated.  I  also  claim  the 
improvement  by  which  the  oven  can  be  raised  and  readily  removed, 
ana  by  which  me  smoke  is  prevented  from  passing  underneath  tie 
partition  which  separates  the  flues  on  top  of  the  oven,  the  same  con-' 
sisting  in  the  sliding  or  gravitating  plate  o  aflSxed  to  the  partition,  and 
made  to  operate  substantially  in  the  maimer  specified. 

Moses  Pokd. 


No.  241. — Iinproved  Lubricatmg  Compound. 

I  claim  and  desire  to  secure,  by  letters  patent,  the  combination  of  a 
solution  of  caoutchouc,  or  other  smiilar  gum,  with  animal  or  vegetable 
oil,  or  fatt7  matter,  substantially  as  specified,  applicable  as  a  substitute 
for  oil  in  lubricating  machinery,  and  for  other  purposes. 

Patrick  S.  DsvuLir. 


No.  242. — Improvement  in  apparatue  for  (Operating  ShiUHe-Boxes  of 

Zooms, 

What  is  claimed  therein  as  the  invention  of  the  said  Robert  Bums 
Goodyer,  is  the  employment,  for  the  purposes  of  weaving,  of  an  in- 
dex-plate, having  movable  and  adjustable  pins,  projecting  at  difierent 
distaiices  from  the  face  of  said  plate,  in  combination  wifli  the  shoe  h 
or  its  equivalent,  having  projections  corresponding  to  the  different 
length  of  pins,  for  the  purpose  of  raising  ana  falling  the  shuttle-boxes 
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to  correspond  with  the  pattern  desired  to  be  formed.    The  whole  con* 
stmcted  and  arranged  in  the  manner  herein  described. 

James  A.  Bowie, 
Charles  Cabb. 


No.  243. — Improvement  in  Machinery  for  making  Mouldings, 

What  I  claim  as  new,  and  desire  to  secure  by  letters  patent,  is :  First, 
The  combination  of  a  ring-or  rings  with  a  cutter  or  cutters  for  operating 
on  an  angular  strip  for  making  a  moulding,  whether  the  said  cutter 
or  cutters  be  rotating  or  stationary,  or  both,  and  whether  the  said 
cutter  or  cutters  operate  on  the  face  or  on  the  edge  of  the  strip,  or  on 
both  the  face  and  the  edge,  substantially  as  herein  described ;  and, 
Second,  The  combination  of  the  adjustable  bed  with  the  ring  or  rin^ 
and  a  cutter  or  cutters  as  aforesaid,  for  operating  on  an  angular  strip 
for  making  a  moulding ;  whether  the  cutter  or  cutters  be  rotating  or 
stationary,  or  both,  and  whether  the  said  cutter  or  cutters  operate  on 
the  &ce  or  on  the  ed^e  of  the  strip,  or  on  both  the  &ce  and  the  edge, 
substantially  as  described.  Alfred  T.  Sbbrell. 

No.  244. — Improvement  in  Oae-Reg^JLatore^ 

What  I  claim  as  my  invention,  and  desire  to  secure  by .  letters 
patent,  is  balancing  the  varying  pressure  of  the  gas  in  the  main  by 
connecting  with  the  valve  a  disk  which  receives  pressure  from  the 
main,  to  balance  the  pressure  on  the  valve,  substantially  as  described, 
or  the  equivalent  therefor,  in  combination  with  the  method,  substantially 
as  described,  of  governing  the  aperture  through  which  the  gas  passes 
to  the  branch  of  the  varying  pressure  of  the  sas,  beyond  the  valve 
which  governs  the  aperture,  as  described ;  so  that  when  the  pressure 
becomes  too  ^eat,  tne  aperture  shall  be  reduced,  and  vice  versa. 
And  I  also  claim,  in  combination  with  the  above,  making  the  disk  so 
that  it  shall  be  also  acted  upon  by  the  varying  pressure  in  the  branch, 
to  assist  in  moving  the  valve  to  govern  the  aperture  for  the  passage  of 
the  gas,  substantially  as  specified,  whereby  the  action  of  the  instru- 
ment is  rendered  more  sensitive  and  prompt  as  a  governor. 

Walter  Ktoder. 


No.  245. — l7ypTovem£nt  in  the  process  of  FU/wrvng. 

What  I  claim  as  my  invention  and  improvement,  and  desire  to 
secure  by  letters  patent,  is  the  process  of  gnnding  the  offal  of  grain 
immediately  after  it  has  passea  from  the  Dolts,  cotemporaneous  with 
the  first  flouring;  and  by  the  continuous  operation  of  machinery 
adapted  to  said  process,  substantially  as  set  forth,  for  the  purpose 
of  increasing  the  quantity  and  improving  the  quality  of  the  superfine 
or  other  flour.  David  P.  Bonnell. 
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yo.  USj — Impnmetm^mi  im  Cemfmiiimftr . 

Whiit  I  elAJin  as  mr  hrresrirm^  az)d  desire  t«?  seeing  In-  letseR 

jyat'^riv.  IK  Yrr^  Th^  xmrrcj^  'Iicttoi  described »  of  sbe2»c  tar.  aod 
fea-xi.  »^  a  «!c'»>^tft::rt«  f.-r  rni-e  nietaL  Se©c«>i  I  claim  ti>c  Bse  of 
>iij>%^^'r  a*  a  ^/2L*>,  v>  fc^u  a  ^At=i6v:ite  for  trpe  metal,  ^miieai  3t  be  nixed 
M'jt}j  ta^  i^v^r-UiZif:/^  I  Lave  m^rL'U^.^ii^  or  witii  <«tit€r  Fnbsxziees  of  a 
kluiil^ir  vjs^nt.  Tliiri  I  cla:iJ3  also  tLe  Ofe  of  claj,  daj  xoixed  widi 
irfirid  in  van^ytM  prr*Ty»rr:^,i^.  ai-*:«  midi  gnm  aiabic.  bes-^rax.  <4£anne. 
txtHyvr,  aijd  oil.  a^  before  describei  for  tbe  p^irpoee  cf  eigriTn^or 
fonrjirjjr  roatnce^  ^^  mould*,  id  wLkh  to  make  caete  for  trpognmhical 
ynr]ff^'>^  fff  thfe  maXf^nsX  and  in  the  mamier  eabstaxxdallv  as  befein 
H^  forth.  Fourtii,  I  claim  aL^o  tbe  use  of  clay  as  a  baab  fi\*m  wbidi 
t/^  form  matrices  or  moulds  as  aforesaid,  whetber  it  be  mixed  witb  tbe 
materials  I  have  mentioned,  or  wbetfa^-  odier  sobstancee  be  «9ed  in- 
ffU^l  ^/f  tbern^  but  <»ul>&tantiaDy  of  die  same  natnie.  Fifth,  I  daim, 
m  c^mMnsLtUm  with  the  employment  of  plastic  material  for  stereotjnp- 
ifig,  the  employment  of  the  bearers  in  toe  mamier  described,  for  tae 
purj//he  of  ob^ning  casts,  exactly  level,  and  of  type  height. 

J06IAH  Wakkss. 


I 


Xo.  247- — ImprovermrU  in  Figure  or  Fancy  Power-Looms. 

Wbat  I  claim  therein,  is,  First,  The  jacks  witb  hooks  or  projec- 
tioTw  thereon,  capable  of  being  taken  or  passed  by  flie  lifter  aod 
depri*wer,  as  required,  in  combmation  with  the  harness  or  heddles,  ix 
the  purp/He  of  opening  the  shed.  Second,  The  combination  of  fte 
jaf'k^,  eoTwtructea  and  arranged  substantially  as  described,  widi  the 
jift(;r  and  depres^er,  as  described.  Third,  "the  combination  of  the 
patt<*m-cliain  or  cylinder  witb  tbe  jacks  constructed  in  tbe  manner  de- 
scribed. Fourth,  Arranging  and  connecting  the  lifter  and  depresser 
which  operate  the  jacks,  in  such  a  manner  that  they  shall  operate 
simultaneously  to  elevate  and  depress  the  jacks  and  warps  in  forming 
the  shed,  substantially  as   described.    Fifth,  Giving  motion  to  the 

I)att<*ni-ehain  or  cylinder  substantially  as  described.  Sixth,  The  com- 
)i nation  of  the  pattem-cbain  or  cylinder  witb  tbe  jacks,  lifl»r,  and 
di'presner  as  described.  Seventh,  So  constructing  or  arranging  the 
lifter  and  depresser,  and  tbe  books  or  projections  on  the  jacks,  with 
reference  to  each  other,  substantially  as  set  forth,  as  to  bring  tbe  upper 
warjm  all  into  tbe  same  plane,  and  tbe  lower  warp  all  into  another, 
when  the  nhed  is  opened.  Eighth,  Connecting  the  book-jacks  to  tbe 
bottom  treadles  or  levers  by  inclined  wires  or  meir  equivalents,  to  bold 
the  jacks  against  the  tubes  or  bars  of  the  pattern-cylinder  or  chain,  i 
when  not  thrown  out  by  tbe  rollera,  or  other  projections  thereon.  i 

WiLiJAM  Ckompton.  I 

Merrill  A.  Furbush. 
George  Crompton. 


N->.  248. — Tinprov^mcnt  in  Spark  and  Gas  Consumers. 
'*'it  I  claim,  18  t\\e  mauxv^T  \\\  vs'\\\q\\  1  \\ave  constructed  and  ar- 
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ranged  the  respec^ve  parts  that  constitute  the  inner  and  onter  cases  of 
the  apparatus,  which  is  placed  at  the  top  of  the  chimney.  Also,  I 
claim  tine  manner  of  constructing  and  arran^g  the  tmmpt-mouthed 
tube  D  within  the  inner  case,  said  tube  bemg  divided  mto  two  or 
more  parts,  and  being  made  to  deposit  and  discharge  the  larger  por- 
tion of  tha  sparl^B,  by  the  aid  of  the  opening  between  said  parts  as 
described,  substantially  as  set  forth.  I  also  cl£m  the  manner  m  whicb 
I  connect  the  apparatus  at  the  top  of  the  chimney  with  the  furnace 
or  fire-box,  by  menMs  ui  the  tube  or  pipes  h,  the  cases  l  l,  and  the 
openings  thence  inUj  the  ji.e-box  or  lumace,  for  the  purpose  made 
known.  I  likewise  claim  the  manner  of  preventing  the  entrance  ol 
water  into  the  fire-chamber  by  the  employment  of  tile  tubes  m,  in 
combination  with  the  tubes  h  h'. 

David  Matthew. 


No.  249. — Improvement  in  Planing  Machines. 

First,  What  I  claim,  is  the  reciprocating  beds,  arranged  with  re- 
spect to  the  stationary  beds  substantially  as  described,  in  combination 
with  the  clamps  or  their  equivalents  attached  to  them ;  whereby  the 
board  is  clamped  between  said  movable  beds  and  the  clamps,  and  is 
free  to  move  over  the  stationary  planing-bed,  and  is  fed,  ^*ing  the 
backward  stroke  of  the  planes,  the  whole  length  of  sM  stroke. 
Second,  I  claim  the  within  described  method,  or  any  substantially  the 
same,  of  clamping  and  feeding  lumber  to  knives  or  chisels. 

Abetus  a.  Wildeb. 


No.  250. — Improvement  in  Oil  Presses. 

I  claim,  Firgt,  The  pipes  slidinff  into  and  out  of  stuffing-boxes,  in 
combination  with  the  pressing-plates,  for  the  purposes  and  in  the 
manner  set  forth.  Second,  I  claim,  in  combination  with  the  pressing- 
plates,  the  complete  boxes  or  cases,  formed  on  the  surface  of  the  plates, 
as  shown ;  where  the  openings  to  the  said  boxes  or  cases  for  Uie  en- 
trance or  exit  of  the  substance  to  be  pressed,  are  closed  with  the  doors 
and  caps  as  set  forth,  the  cap  sliding  over  and  thus  securing  the  doors 
when  tfie  press  is  brought  into  action.  This  combination,  when  used 
in  conneciion  with  a  horizontal-press,  enables  me  to  communicate  and 
pr^i^  the  substance,  and  discharge  the  refuse  or  cake,  without  the  use 
of  bags  or  mats,  and  without  handling,  and  at  the  same  time  to  secure 
a  pe.tect  and  free  discharge  of  oil  from  the  entire  surface  of  the  cake, 
thiough  the  metallic  tilterers  and  vertical-channels. 

D.  L.  Latoubettb. 


No.  S!51. — Improvement  in  attaching  Mineral  Vitrifiable  Matter  to 

Metal. 

What  is  claimed,  is  attaching  mineral  vitrifiable  matter  to  metal  by 
inserting  a  metal  lie  tubular  shank  involving  the   characteristics  of 
thiimes8<,  yet  stiffness  enough  to  resist  lateral  strain^  ela&ticvt^^  «3^^ 
31 
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centre  vent  into  the  mineral  vitrified  matter,  as  herein  described;  i» 
that  the  quantity  of  metal,  in  proportion  to  the  bulk  of  mineral  ad- 
missible in  the  case,  being  tlius  very  small,  the  vitrified  mineral  enjoyi 
the  capacity  to  embrace  and  attach  itself  to  the  metal  without  gnj 
fitrain  m  or  upon  itself  during  its  crystallizatio/i,  the  difiference  betwea 
the  expansibility  and  contractilitv  of  the  metal  and  the  miBer&l,  the 
-one  to  the  other,  beinff  also  reduced  below  any  practically  injoriom 
degree,  that  is  to  say,  me  glass  being  just  as  strong  with  as  without 
iSucn  a  shank.  Thomas  O.  Clinton. 


No.  252. — Inyprov&merU  in  UtiUzmg  Slags  of  Furnaces, 

What  I  claim  is  the  process,  substantially  as  described,  of  prodn- 
cing  ware  from  the  slag  or  scoria  ejected  from  smelting  furnaces  for 
reducing  iron,  copper,  zinc,  and  other  metals  by  separatmg  dierefrozn, 
and  casting,  moulaing,  blowing,  or  pressing  the  same  in  the  heatei 
state,  as  it  comes  from  the  smelting  furnace,  and  then  aTinftaliTig, 
whether  additional  heat  be  applied  or  not,  substantially  as  and  for  the 
purpose  specified.  And  I  also  claim  the  method  of  obtaining  slag  or 
scoria  from  smelting  furnaces  in  a  vitrified  state,  fit  for  remelting,  to 
be  worked  into  ware,  substantially  as  described,  by  casting  it  into 
tiiin  sh^jg^  on  to  cold  plates  of  metal,  or  other  good  conducting  sub- 
stances, as  specified.  William  H.  Smith. 


No.  253. — Improvement  in  Looms  for  Weaving  Figwred  Fabrics, 

What  I  claim  is.  First,  The  combination  of  the  angularly  moving 
catch-bars,  operated  substantially  in  the  manner  described,  with  tbe 
shifting-hool^  hung  on  the  jacks,  so  as  to  vibrate  independendj 
thereof,  for  the  purpose  of  connecting  and  disconnecting  the  jacb 
with  the  said  catch-bars.  Second,  Tne  method  substantially  as  de- 
scribed, of  combining  and  arranging  the  parts  for  turning  the  fignriog 
chain  or  cylinder  in  either  direction. 

C.  W.  Blanghabd. 


No.  264. — Improvement  in  Stuffrng-Boooes. 

What  we  claim,  consists  in  combining  with  a  stationary  stnfiSng  a 
packing  box,  a  cup  or  ring,  or  .its  equivalent,  through  which  the  piston 
rod  or  shaft  passes  and  works  so  fitted,  substantially  as  describee^  dut 
the  end  thereof  shall  make  a  close  joint,  by  means  of  end  pressure  at 
the  bottom  of  the  stuflSng  or  packing  box,  and  be  free  to  slide  thereon 
laterally,  to  follow  the  vibrations  of  the  piston  rod  or  shaft,  as  set 
forth.  And  we  also  claim  making  the  inner  bore  of  the  cup  conical, 
in  combination  with  the  cut  metallic  rings  fitted  thereto,  substantially 
as  described,  so  that  by  the  application  of  end  pressure,  the  cut  rings 
shall  be  forced  into  close  contact  with  the  peripliery  of  the  piston  rod 
or  shaft:,  and  the  end  of  the  cup  into  close  contact  with  the  bottom  of 
the  box  as  described,  and  thus  efiectually  prevent  the  escape  of  steam 
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or  other  flnid,  and  at  the  same  time  permit  the  regnired  lateral 
plaj)  as  set  forth.  Thos.  W .  Allen. 

Chas.  W.  Koyes. 


No.  255. — Imfprcmd  Valves  for  Oovemors. 

What  we  claim  is,  the  making  the  opening  or  openii^,  controlled 
by  the  governor  valves  of  steam-engines,  of  gradually  increasing 
capacity  from  the  closed  towards  the  open  position,  substantially  in 
the  manner  and  for  the  purpose  specified.  And  we  also  claim  inter- 
posing a  spring  between  tlie  valve  cover  and  the  set-screw,  or  its 
equivalent,  which  determines  or  sets  the  position  of  the  face  of  the 
valve  to  its  seat,  so  that  the  tension  of  the  said  spring  shall  resist  the 
pressure  of  the  steam  on  the  valve  cover,  and  thereby  produce  an  in- 
creased flow  of  steam  to  the  cylinders,  substantially  as  specified. 
And  we  also  claim  the  employment  of  ihe  valve-lever,  adjustable  to 
the  stem  of  the  valve,  in  combination  with  a  fixed  indicator,  sub- 
stantially as  specified,  for  the  purpose  of  setting  the  valve  in  any  re- 
quired position,  without  opening  the  valve-box,  as  set  forth. 

Junius  Judson. 

Alfred  Judson. 


No.  256. — Tm^mement  in  Portable  HoTse-Powera. 

What  I  claim  is,  such  a  wheel  and  axle,  composed  of  a  number  of 
parts,  arran^d  and  connected  substantially  in  the  method  herein  de- 
scribed, so  mat  the  wheel  can  readily  be  taken  apart  and  put  together 
again,  to  facilitate  the  frequent  removal  of  the  horse-power  from  place 
to  place,  to  bring  it  near  the  work  on  which  it  is  to  be  used.  1  also 
claim  connecting  the  segments  of  the  rim  of  the  horse-power  by 
means  of  clamps,  constructed  as  herein  set  forth. 

John  A.  Taplin. 


No.  257. — Im^ovement  in  Apparahcafor  opening  Oaies. 

What  I  claim  is.  First,  Opening,  closing,  fastening,  and  unfastening 
the  gate,  by  moving  the  bottom  of  the  gate  in  an  oblique  direction, 
from  and  to  the  post  upon  which  it  is  hung,  as  above  specified.  Second, 
I  also  claim  the  use  of  the  pendulous  and  vertical  levers//  and  i  % 
and  arms  g  g  and  h  A,  in  combination  with  the  hii^es  of  the  gate, 
the  whole  being  operated  and  arranged  substantiauy  in  the  manner 
and  for  the  purpose  as  above  set  forth. 

Samuel  G.  Dugdalb. 
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LIST  OP  DESIGNS  A^ID  CLAIMS  FOR  1853. 


No.  640. — Design  for  a  Cooking  Steve. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  device,  "Prairie 
Flowei^'  on  the  front  plate,  the  arrangement  and  configuration  of  die 
floral  device  ornamenting  the  side-door  o,  consisting  of  a  full  blown 
central  flower  ^,  stems,  foliage,  and  pendant  flowers  g^  and  the  onu- 
mental  configuration  of  the  smaller  door  d,  as  represented  aod 
described. 

Sherman  S.  Jewett. 

Francis  H.  Eoot. 

No.  541. — Dedgnfor  a  Wood  Stove. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  configuration 
and  arrangement  of  the  ornamental  device  on  tlie  side-platea  of  tlte 
stove,  as  represented  and  described.  We  also  claim  the  omaraental 
design  of  the  fire-door,  as  represented  and  described.  We  likewise 
claim  the  ornamental  configuration  of  the  bottom  plate  f,  as  described. 

Sherman  S.  Jeweft. 

Francis  H.  Root. 

No.  542. — Design  for  a  Coohing  Stove. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  configuration 
and  arrangement  of  the  ornamental  design  of  the  plate  e,  as  descriM. 

Sherman  S.  Jkwftt. 
Francis  H.  Root. 

No.  543. — Design  for  a  Cooking  Stove. 

I  claim  the  arrangement  and  combination  of  the  represented  orna- 
ments, mouldings,  panellings,  and  shapes  in  the  above  specified  de- 
sign for  cooking  stoves,  substantially  as  sliown. 

Joseph  G.  Lamb. 

No.  544. — Design  for  a  Cooking  Stove. 

I  claim  tifie  ornamental  configuration  or  design,  substantially  as  rep- 
resented in  the  drawings  and  as  described. 

Joseph  Pratt. 
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No.  545. — Design  far  a  Parlor  Stove. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  combination  and 
arrangement  of  the  ornamental  forms  and  figures  represented  in  the 
drawings,  and  forming  together  an  ornamental  design  for  a  parlor 
stove. 

James  A.  Cokklin. 

No.  546. — Design  for  a  Sewing-Bird. 

I  claim  the  design  represented  by  the  feathered  bird  on  the  wing, 
bearing  a  burden  upon  its  back. 

Chas.  Watebmak. 


No.  547. — Design  for  a  Cradle. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  design  and  con- 
figuration of  the  ornaments  described  and  set  forth,  forming  together 
an  ornamental  design  for  a  horological  cradle. 

Alex.  Edmonds. 


No.  548. — Design  for  a  Bust  for  Daniel  Webster. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  new  design  of  a 
bust  of  Daniel  Webster,  of  colossal  size,  as  represented  in  the  drawing. 

T.  Ball. 


No.  549. — Design  for  a  Water- Cooler. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  design  and 
configuration  of  the  ornamental  water-cooler,  described  and  set  forth 
in  the  accompanying  drawing. 

Edward  M.  Manigle. 

George  Phipps. 


No.  550. — Design  for  a  Cloch-Case  Front. 

I  claim  the  design  and  configuration  of  the  plate  shown  in  the  draw- 
ings, forming  the  tront  of  a  clock-case. 

Chas.  Chinnock. 

No.  551. — Design  for  a  Clock-Case  Front. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  design  and  con- 
figuration of  the  metal  plate  represented  fully  in  the  drawings,  the 
same  forming  the  fi*ont  oi  a  clock-case. 

Chas.  Chinnock. 


4^4  AirarUAL  BEPOET  OF  THB 

No.  653. — Design  fat  a  Clot^Caae  Front. 

I  claim  the  design  and  configuration  of  the  plate  as  deccribed  acd 
represented,  forming  the  front  of  a  clock-case. 

Oha8.  CuiNAlXX 

No.  553. — Design  for  a  Coohmg  Stove. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  combination  and 
arrangement  of  the  ornamental  forms  and  figures,  represented  and 
forming  together  an  ornamental  design  for  a  cooking  stove. 

Jacob  Beeblbt. 

No.  554. — Design  for  a  Cookmg  Stove. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  c6nfigarati(8i 
and  arrangement  of  the  ornaments  in  bas  relief,  on  the  front  plates  ▲ 
and  D,  feed  door  b,  curved  surface  s,  doors  o  and  p,  panels  o,  kdA  le^ 
K  and  L,  forming  a  new  and  original  design  for  a  cook  stove,  demnfr 
nated  the  "  Victor  Complete." 

S.  H.  Sailok. 

No.  555. — Design  for  Oirwnddes^  Ca/nddabra^  <tc. 

I  claim,  and  desire  to  secure  by  letters  patent  the  combination  and 
arrangement  of  the  ornaments  as  described  and  set  forth,  to  fonn  m 
ornamental  design  for  girandoles,  candelabra,  &c. 

BoBEBT  E.  Dsnz. 

No.  556. — Design  for  Zadie^  Hair  Combs. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  design  and  oon- 
figuration  of  the  series  of  loops  forming  the  chains,  as  described  and 
represented. 

Jeremiah  Hnxs. 

No.  557. — Design  for  a  Portable  Range. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  desi^  and  con- 
figuration of  the  mouldings  and  ornamental  work  as  described,  form- 
ing an  ornamental  design  for  a  portable  range. 

Gabrettson  Smtth. 
Hbnby  Beowk. 

No.  558, — Design  for  a  CooJdng  Stove. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  configuration  and 
arrangement  of  the  ornaments  in  bas-relief,  upon  the  doors  a,  b,  o,  and 
D,  side-plates  f,  bed-plate  k,  back  w,  and  feet  p,  as  described,  formiitf 
a  new  and  original  design  for  cook  stoves,  designated  as  ^^  The  CapitoL 

8.  H.  Sailob. 
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No.  559. — Denffnfar  a  Portable  JScmge. 

I.  claim,  and  desire  to  secure  by  letters  patent,  the  configuration  and 
arrangement  of  the  ornaments  and  mouldings  upon  the  plate  b,  door 
A,  ana  foot  o,  as  set  forth,  forming  a  new  and  original  design  for  the 
£nont  of  a  portable  range. 

John  C.  Smith. 

No.  560. — Design  for  a  Orate  Frame. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  combination  and 
arrangement  of  the  figures,  fiowers,  and  ornaments  represented,  the 
whale  forming  an  ornamental  design  for  a  grate  frame. 

James  L.  Jackson. 

No.  561. — Design  for  a  Orate  Frame. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  combination  and 
arrangement  of  the  figures,  fiowers,  and  ornaments  represented,  the 
whole  forming  an  ornamental  design  for  a  grate  frame. 

Jambs  L.  Jaoksok. 

No.  562. — Design  for  a  Orate  Frame. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  combination  and 
arrangement  of  the  figures,  flowers,  and  ornaments  represented,  the 
whole  forming  an  ornamental  design  for  a  grate  frame. 

James  L.  Jaokson. 

No.  563. — Design  for  a  Chrate  Frame  and  Summer  Piece. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  combination  and 
arrangement  of  the  figures,  fiowers,  and  ornaments  represented,  the 
whole  forming  an  ornamental  design  for  a  grate  firame  and  summer 
piece. 

Jakes  L.  Jaokson. 

No.  564. — Design  for  a  CooTdng  Stove. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  configuration  and 
arrangement  of  the  ornaments  m  bas-relief,  and  mouldings  on  the 
fiY)nt-plate  p,  side-plates  h,  back-plate  x,  base-plate  v,  oven-doors  a  and 
D,  door  and  panel  f,  feed-doors  k,  draft-doors  m,  and  feet  p',  as  set  forth 
and  described,  forming  a  new  and  ornamental  design  for  the  cook  stove 
designated  as  the  "  New  World." 

S.  H.  SAHiOB. 

No.  565. — Design  for  a  Coohmg  Stove. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  configuration  and 
arrangement  of  the  ornaments  in  bas-relief,  and  mouldings  on  the 
doors  A,  E,  and  f,  plates  c  and  s,  and  feet  u  and  v,  as  set  forth  and 
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described,  forming  the  ornamental  desgi^  c>{  the  cook  stove  designated 
as  tiie  '^  Enchantress." 

JUUUB  HOLZEB. 

No.  666. — Design  for  a  Cooking  Siove. 

I  claim  the  ornamental  configuration  or  design  as  exhibited  in  tk 
drawings. 

E.  F.  BOBINSOH. 

No.  567. — Design  for  a  Parlor  Stove. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  combination  of 
mouldings  and  ornaments,  as  arranged  in  the  parlor  stove  d,  the  whole 
forming  an  ornamental  design. 

Samitel  D.  Yosb. 

No.  668. — Design  for  a  Cooking  Sieve. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  design  and  con- 
figuration of  the  ornaments  for  a  cooking  stove,  as  described  and 
shown  in  the  drawings. 

Anthony  J.  Gallaohix. 

John  J.  Baker. 

No.  669. — Design  for  a  Jamb  or  Side-Plate  for  a  Cooh-Stove. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  ornir 
mental  design  and  configuration  of  jamb-plate  for  a  cook  stove,  such 
as  herein  described  and  represented  in  the  annexed  drawing. 

John  T.  Davt. 

No.  670. — Design  for  a  Stove-Plate. 

What  I  claim,  and  desire  to  secure  bv  letters  patent,  is  the  orna- 
mental design  of  a  stove-plate,  substantially  as  described. 

John  Sabkt,  Jb. 

No.  571. — Design  in  Cook-Stoves. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  tlie  orna- 
mental design  in  bas-relief  upon  the  doors  bod  ana  f,  and  plates  a  p  k 
and  B,  of  the  configuration  and  arrangement  set  forth. 

EVERABD   BOLTOK. 

No.  672. — Design  of  Elevated  Oven  and  Cook  Stove. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  orna- 
mental design  and  configuration  of  cook-stove  plates,  as  described. 

N.  S.  VkDDEK. 
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No.  573. — Desiffn  for  a  Choking  Stove. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  combina-* 
tion  of  mouldings  and  ornaments  as  arranged  in  tlie  cooking  stove  a, 
the  whole  forming  an  ornamental  design. 

Saml.  D.  Vobe. 

No.  574. — Design  for  a  Cookiyig  Stove. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  combina- 
tion of  mouldings  and  ornaments  as  arranged  in  the  cooking  stove  b, 
the  whole  forming  an  oi?iamental  design. 

Saml.  D.'Vose. 

No.  575. — Design  for  a  Cooking  Stove. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  combina- 
tion of  mouldings  and  ornaments  as  arranged  in  the  cooking  stove  o, 
the  whole  forming  an  ornamental  design. 

Saml.  D.  Vobk. 

No.  576. — Design  for  a  Parlor  Stove. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  tlie  combina- 
tion of  mouldings  and  ornaments  as  arranged  on  the  parlor  stove  b, 
the  whole  foiming  an  ornamental  design. 

Saml.  D.  Vosb. 

No.  577. — Design,  for  a  Register  Face. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  new  and 
original  desii^n  for  a  register  face,  formed  by  tie  peculiar  arrangement 
of  the  metallic  bars,  as  shown  in  the  drawing. 

James  Cowles. 

No.  bU.— Design  for  the  Half  Plate  of  a  Waffle-Baker. 

1  claim  the  design  for  the  waffle  plate  or  mould,  substantially  as 
exhibited. 

Nathl.  Waterman. 

No.  579. — Design  of  Cook-Stove. 

What  we  claim,  and  desire  to  secure  by  letters  patent,  is  the  orna- 
mental design  and  configuration  of  cook-stove  plates,  as  described. 

James  J.  Duijlet, 
Samuel  Pierce. 

No.  580. — Design  for  a  Cooking  Stove. 

What  I  claim,  and  desire  to  have  secured  to  me  by  letters  patent,  is 
the  new  design  consisting  of  the  flower  work  and  ornamental  figures, 
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compoBed  of  the  raised  leaves  and  spear  heads  as  described,  for  &e 
front,  side,  and  back  plates  of  a  cooking  stove. 

John  MAsear. 

No.  581. — Design  of  Cooh-Stove. 

What  I  claim,  and  desire  to  secure  bj  letters  patent,  is  the  ona- 
mental  design  and  configuration  of  cook-stove,  as  aescribed. 

James  J.  Dullet. 

No.  582. — Design  for  a  Lady^s  Sewvng-BircL  ^ 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  £he  design 
and  configuration  of  the  sewing-bird  at  rest,  as  described. 

Jmjus  E.  MERBDCAisr. 

No.  5SS.— Design  far  the  Plates  of  a  Parlor  Stave. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  combisft- 
tion  and  arrangement  of  the  ornamental  forms  and  figures  repe- 
sented  in  the  drawing,  forming  together  an  ornamental  design. 

Ki.THTJ  Smtih. 

No.  584. — Design  for  a  Stave. 

What  I  claim,  and  desire  to  have  secured  bj  letters  patent,  is  the 
combination  and  arrangement  of  the  ornamental  forms  and  configora^ 
tions,  forming  an  ornamental  design  for  a  stove  as  described. 

HOSEA  H.  HUMTLET. 

No.  56&.-^Design  for  a  Cooking  Stave. 

What  I  claim,  and  d^pire  to  have  secured  bv  letters  patent,  is  the 
combination  and  arrangement  of  the  ornamental  forms  and  configura- 
tions of  a  cooking  stove,  forming  an  ornamental  design  as  described. 

HOSEA  H.  HUHTLET. 

No.  586. — Design  for  a  Caoki/ng  Stave. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  design 
and  configuration  of  the  mouldings  and  ornamental  work,  as  described. 

Thomas  Basbt. 

No.  687. — Design  for  a  Codking  Range. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  design 
and  configuration  of  the  moulding  and  ornamental  work,  as  describei 

Reuben  H.  N.  Bates. 

No.  588. — Design  for  a  Coohmg  Stove. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  design 
and  configuration  of  the  ornaments  and  mouldings  described. 

JuiJUS  TTOTCTE. 
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No.  589. — Dedfffh  fcr  a  Senomg-Bvrd. 

What  we  claim,  and  desire  to  secure  by  letters  patent,  is  the  design 
of  an  entire  bird  in  a  sitting  postore,  constituting  an  ornamental  design 
for  a  sewing-bird. 

Allen  Gebould, 
John  H.  Wabd. 

No.  690. — Design  for  a  Statuette  qf  Dcmiel  Webster. 

Whskt  I  claim,  is  the  new  design  for  a  statuette  of  Daniel  Webster, 
as  described. 

Thomas  Ball. 

No.  591. — Design  far  a  Cooking  Stove. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  design 
and  configuration  of  the  ornaments  for  a  cooking  stove. 

JoHK  W.  Van  Clbvb. 

No.  592. — Design  in  Stoves, 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  configura- 
tion and  arrangement  of  the  ornaments  in  bas-relief  and  mouldings  on 
the  plates  a  b  c  d  and  b,  and  door  f,  forming  a  new  and  ornamental 
design  for  a  stove,  called  the  ^  Seven-Plate  Stove." 

S.  H.  Sailob. 

No.  593. — Design  for  a  Cast-Iron  Frame  for  a  Milk  Stool. 

What  I  claim,  and  desire  to  secure  bv  letters  patent,  is  the  orna- 
mental design  and  configuration  of  a  milk  stool,  as  described. 

P.  A.  Palmeb. 

No.  594. — Design  in  Cook-Stoves. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  con- 
figuration and  arrangement  of  the  ornaments,  in  bas-relief  and  mould- 
ings, on  the  plates  a  h  x,  doors  b  and  o,  oven  door  i,  and  foot  b',  as 
described,  forming  a  new  and  original  design  in  cook-stoves. 

Fbedebick  Shultz. 

No.  595. — Design  in  Stoves. 

What  we  claim,  and  desire  to  secure  by  letters  patent,  is  the  con- 
figuration and  arrangement  of  the  mouldings  and  ornaments  on  the 
fi^nt,  top,  and  base  of  the  stove,  together  wifli  the  form  and  configura- 
tion of  ornaments  on  the  front  and  urn,  forming  a  new  and  original 
design. 

Gabbbttbon  Smtth, 
Henby  Bbown. 
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No.  596. — Design  for  Stoves. 

What  I  claim,  and  desire  to  Becure  bj  letters  patent,  is  the  raised 
shield  B (Z,  the  raised  shield  b' i,  the  lance  border  Ahc^  the  scrolls de^ 
and  the  borders  fgK  forming  an  ornamental  design  for  a  stove. 

S.  W.  GnuH. 

No.  697. — Design  in  Stoves. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  design, 
configuration,  and  arrangement  of  the  mouldings,  panels,  and  orna- 
ments on  die  front,  back,  and  side  plates  of  the  stove. 

W.  P.  Gray. 

No.  598. — Design  for  Bedsteads. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  deaen, 
configuration,  and  arrangement  of  the  several  ornaments  and  moiud- 
ings  on  the  posts,  rails,  head,  foot,  and  side-boards  and  cornice,  as  follj 
set  forth,  forming  a  new  and  original  design  for  bedsteads. 

John  H.  Babth. 

No.  599. — Design  for  Stoves. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  use  of 
the  ornaments  and  null  mouldings  described. 

JULIUB  HoiZBB. 

No.  600. — Design  for  Stoves. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  design 
and  configuration  of  the  ornamental  screen  and  standards,  and  toe 
combination  of  the  same  with  the  ornamental  base  and  the  cylinder, 
as  described. 

Geo.  H.  Tbtday. 

No.  601. — Design  for  Stoves. 

We  claim  as  our  invention,  and  desire  to  secure  by  letters  patent, 
the  desi^  and  configuration  of  the  mouldings  and  ornamental  work, 
as  described. 

Gabbettson  SMriH, 
Henry  Bbowm. 

No.  602. — Design  far  a  CooJeing  Stove. 

What  I  claim,  and  desire  to  have  secured  by  letters  patent,  is  the 
combination  and  arrangement  of  the  ornamental  forms  and  configura- 
tions of  a  cooking  stove,  as  represented  and  described. 

HOBSA  n.  HUNTLSY 
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No.  603.— Design  in  Stoves. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  design,  con- 
figuration, and  arrangement  of  the  omaiQents  in  bas-relief  and  mould- 
ings, forming  a  new  and  original  design. 

Oa£Bettson  Smtth, 

Henby  Beown. 

* 

No.  604. — Design  for  MetaUio  (Jojjhi^. 

What  I  claim,  and  desire  to  secure  by  letters  patont ,  is  ihe  design  of 
the  shape  and  configuration  of  the  coflm,  as  described. 

ThEODOBB  J.  GlLUES. 

No.  605. — Design  far  a  Cooking  Stove. 

What  I  daim,  is  the  general  ornamental  design  of  the  stove,  as 
shown  in  the  side  and  front  plates  o  d  and  l,  including  the  legs :  and 
separately  I  claim  the  ornamental  design  of  the  oven  door  b,  that  of 
each  of  tne  iront  doors  a  b,  that  of  the  doors  o,  that  of  the  door  f,  and 
that  of  the  panel  b. 

N.  P.  BiCHABDSON. 

No.  606. — Design  for  Furnace  Register. 

What  r  claim,  and  desire  to  secure  by  letters  patent,  is  the  desiffn, 
configuration,  aud  arrangement  of  the  ornaments  in  bas-relief,  on  tne 
slide  a  and  plate  h. 

Joseph  A.  Bead. 

No.  607. — Design  for  a  Parlor  Stove. 

I  not  only  claim  the  ornamental  design  of  the  blower,  but  that  of 
the  fire  place  front 

WiNSLOw  Ames. 

No.  608.— Design  of  Parlor  Staoe. 

What  we  claim,  and  desire  to  secure  by  letters  patent,  is  the  oma- 
meiital  design  and  configuration  of  parlor-stove  plates,  as  described. 

EZBA   RiPLKT, 

N.  S.  Veddee. 
No.  609. — Design  of  Cook-Stove. 

'^y\v\\  T  claim,  and  desire  to  secure  by  letters  patent^  is  the  oma- 
ri.  .til  design  and  configuration  of  cook-stove  plates,  as  described. 

N.  S.  Veddke. 

No.  <)1 0  — Design  for  an  Instrument  for  holding  Ladies^  Sewing  Work. 
What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  device 
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or  design  of  a  butterfly  bending  over  a  flower,  when  adapted  asd 
arranged  for  an  instrument  for  hmding  sewing  or  other  like  worL 

JOHK  LaHE. 

No.  611. — Design  for  Mevated  Oven  Coohing  Stoves. 

I  disclaim  all  other  or  farther  claim  in  the  premises,  beyond  the 
design  set  forth. 

S.  F.  MooBS. 

No.  612. — Design  for  a  Coohing  Stave. 

I  claim  the  ornamental  design  of  the  side-plate  of  the  body  of  die 
stove,  and  of  each  of  the  larger  and  smaller  doors  of  either  the  front 
or  side  plates. 

WlHBLOW  AjOB. 

No.  613.— Design  of  Parlor  Stwe. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  oniameDld 
design  and  configuration  of  parlor-stove  plates,  as  described. 

James  Wageb, 

YoLNinr   KlGHMOHD, 

Habtey  Shuh. 

TS<>.  61i.— Design  for  a  Oylindsr  OoaliS^ove.  ' 

We  claim,  and  desire  to  secure  by  letters  patent,  the  dfisign  and 
configuration  of  the  plates,  as  described. 

James  Wageb, 

YOLNEY  KlCHMOHD, 

Haevey  Smith. 
No.  615. — Design  for  a  HaU  Stove. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  ornamental  desgn 
or  pattern  for  a  stove,  substantially  as  described. 

WnxiAM  Besob. 

No.  616. — Design  for  a  Frame  for  a  Foot-Stool. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  new 
design  for  the  frame  of  a  foot-stool  or  ottoman,  consisting  in  the  orna- 
mental figures  set  forth. 

Ohasles  Zeubeb. 

No.  617.— Design  for  a  Frame  for  a  Foot-Stool. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  new 
design  for  the  ihime  for  the  footstool  or  ottoman,  consisting  in  tbe 
ornamental  figures  set  forth. 

OfTART.ES  ZkUNKSL 
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No.  618. — Design  for  a  Zcmndn/  Stave. 

I  cUum,  and  desire  to  secure  by  letters  patent,  the  described  orna- 
mental pattern  or  design  for  a  laundry  stove. 

,  Wm.  Bbsob.     • 

No.  619. — Desifffk  for  ZHningSoom  Stoves.    , 

We  cl*im,  and  desire  to  secure  by  letters  patent,  the  figures,  scrolls, 
and  mouldings,  forming  an  ornamental  design  for  dining-room  stoves. 

Conrad  Habbib, 
Paul  W.  Zoinkb. 

No.  620. — Design  for  Coal  Ooohing'Stoves. 

We  claim,  and  desire  to  secure  by  letters  patent,  the  ornamental 
design  for  a  stove,  as  described. 

OoNBAD  Habbib, 
•  Paul  W.  Zodtbb. 

No.  621. — Design  for  a  Sta/nd-for  Shovel  and  Tongs. 

.  What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  new 
design  for  a  stand  for  ahovel  and  tongs,  consisting  in  the  ornamental 
figures  set  forth. 

Ohables  ZsninEB. 

No.  622. — Design  for  a  Stand  for  Shovel  and  Tongs. 

What  I  claim,  and  desire  to  secure  by  letters  patent,  is  the  new 
design  for  a  pair  of  shovel  and  tongs'  stands,  consisting  in  the  orna- 
mental figures  set  forth. 

Ohablbb  Zbunbb. 

No.  623. — Design  for  Camion  Stove. 

I  claim  the  ornamental  design  or  pattern  for  a  stove,  substantially 
as  described. 

Wm.  Resob. 


No.  624. — Design  for  CooJcmg  Stove, 

dd  desire  to  secure  bv  letters  pal 
design  for  a  stove,  as  represented  in  the  drawings. 


We  claim,  and  desire  to  secure  by  letters  patent,  the  ornamental 
•      '^  ^  *    the  " 


OoNBAD  HaBBIS, 

Paul  W.  Zoinkb. 

No.  Q^b.— Design  for  Cooking  Stoves. 

I  claim,  and  desire  to  secure  by  letters  patent,  the  ornamental 
design  for  a  stove,  as  represented  in  the  drawings. 

Peteb  Seibkbt. 
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ADDITIONAL  IMPROVlJlklENTS. 


No.  104,  to  original  Letters  Patent,  No.  5438.— /^"br  improveniefU  in 

Organ  Pianos. 

What  I  claim  a^  my  invention,  and  desire  to  seenre  by  letters  pat- 
ent, is  the  application  to  an  organ  piano  of  a  series  of  strings  upon  a 
frame,  or  both  sides  of  a  sounding-board,  which  shall  produce  a 
diminuendo  r:=*-  termination,  and  add  volume,  power,  or  purity  to 
the  tones  made,  as  herein  described,  or  in  any  other  mode  substantially 
the  same,  for  the  purposes  set  forth.         • 

RUFUS  NUTTINO,  2d. 

No.  105,  to  original  Letters  Patent,  No.  5630. — Fbr  improvement  in 
Machines  for  separating  Straw  from  Grain. 

Having  thus  fully  set  forth,  in  addition  to  the  original  patented 
specification,  the  importance  and  utility  of  my  said  additiunal  im- 
provements, «nd  having  referred  thereto  by  diagrams,  explanations, 
and  letters  of  indication,  what  I  designate  as  new  and  oric^inal  witli 
myself,  and  desire  to  secure  by  letters  patent  of  the  United  States,  is 
as'  follows : 

First,  I  claim  the  peculiar  construction  of  the  rotary  apparatns 
formed  of  concavo convex  aprons  or  shields  ah  c  d^  combined  wirh 
the  curved  prongs  efg  A,  the  said  rotaiy  apparatus,  fig  .5,  used  in 
combination  with  the  threshing-cylinder  ii,  tig.  1,  specifically  as  a*t 
forth. 

Second,  I  claim  setting  the  spout  r  at  about  an  angle  of  4.5  degrees 
with  the  horizon,  and  adding  tJbe  escape-pipe  b,  to  prevent  the  grain 
from  flying  about.  Elisha  S.  Snydkr. 

No.  106,  additional  to   original,  No.   9579. — Fnr   improvement  in 
Winnouoers  and  Threshers, 

I  claim  the  constructing  of  the  suction  pipe  or  tuby  c  ^  c,  of  any  d  • 
sired  form,  with  a  sliding  hing.^d  flap-bottom  s  s  /?,  i'g.  2,  at'acliin^ 
said  tube  to  the  side  of  the  tluvslier  or  winnower,  in  anv  posit  (»n  and 
also  attaching  said  pipe  or  tulje  to  the  grain  clischa'ire  or  liag*^  n»r 
spout  ^Z*/*,  having  a  sieve  like  or  reticulated  bottom  qqqgq^  fiiT  -^^ 
and  using  said  attachment  in  ('()ml)ination,  fb"  ih  '  ])nr|>  e  f  <  I  rtuiiii: 
and  chaffing  or  double  wirniow  ng  grain  of  all  k  litis,  \vi  h  a  b'o\viii«; 
blast  of  air,  and  a  suction  diaughr  or  current  of  wi  d  vlso   n  c  nibina- 
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lion  and  in  one  operation,  and  at  the  same  time  for  the  purpose  speci- 
fically, as  hereinbefore  fully  set  forth. 


I  do  not,  however,  claim  inventing  or  originating  the  double  clean* 
ing  of  grain,  but  simply  the  peculiar  combination  above  mentioned. 

QeO.  F.  S.  ZlMlTKKMAy. 


DISCLAIMERS. 


jFor  improvement  m  m^aking  Lamp-Black, 

Your  petitioner,  therefore,  enters  his  disclaimer  to  so  much  of  said 
claim  as  includes  the  process  of  burning  lamp-black  in  a  confined 
building,  when  such  process  is  not  carried  on  by  the  arrangement  and 
combination  of  furnace  and  confined  room,  substantially  as  described 
in  said  letters  patent.  K.  S.  Child. 


For  im^ovem^rU  in  Spark- Arresters, 

Yoiu*  petitioners,  therefore,  enter  their  disclaimer  to  so  much  of  the 
said  claim  as  includes  the  separation  of  sparks  by  means  of  centrifugal 
force,  or  by  means  of  tangential  shutes,  when  such  separation  is  not 
effected  by  means  of  the  combined  operation  of  a  central  chamber,  a 
series  of  central  tangential  openings,  and  a  larger  circular  chamber 
furnished  with  a  senes  of  openings  J  J  into  exterior  chambers,  said 
openings  being  so  an^an^ed  as  to  extend  throughout  or  nearly  through- 
out the  veitical  extent  ot  the  walls  of  such  larger  chamber. 

E.  K.  Bknnet. 

James  Radley. 

J.  W.  Hunter. 
32 
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For  Machinefry  for  makmg  l£(Addinga. 

Your  petitioiier,  therefore,  hereby  enters  his  disclaimer  to  all  thtt 
part  of  the  claim  in  the  aforenamed  specification,  excepting  to  tlie 
combination  of  the  rollers  or  rings,  so  constructed  as  to  be  acyustable 
and  adapted  to  varying  irregular  forms  of  material  to  be  operated 
npon,  after  the  same  has  been  sawed  or  cnt  as  nearly  as  practicable 
to  the  general  form  of  the  moulding  to  be  made,  so  as  to  act  onl^  or 
most  strongly  npon  those  parts  of  the  material  from  which  most  is  to 
be  taken  off,  substantiidly  as  in  the  specification  is  described,  with  one 
or  more  cutters  or  planes,  whether  rotating  or  stationwy,  for  giving  the 
proper  form  or  dr^sing  to  the  moulding  as  described,  for  the  purpoee 
of  economizing  the  material  and  facilitating  the  operation ;  wmch  dis- 
claimer is  to  operate  to  the  extent  of  the  mterest  in  the  said  letters 
patent  vested  in  your  petitioner. 

John  Lawbenoe. 


FcT  improvement  in  Fire-arm^^  cmd  in  the  appa/roLtuB  used  thereunth. 

Your  petitioner,  therefore,  hereby  enters  his  disclaimer  to  that  psit 
of  the  claim  in  the  before-mentioned  specification  which  is  in  the 
following  words,  viz. :  "  I  claim  making  the  aperture  through  the  tubes 
or  nipples  (which  receive  the  percussion  caps)  conical  or  funnel  shaped, 
for  the  purpose  of  freely  admitting  the  fire  from  the  percussion  cap, 
and  concentrating  it  as  it  enters  tne  chamber," — which  disclaimer  js 
to  operate  to  the  extent  of  the  interest  in  said  letters  patent  vested 
in  your  petitioner.  Sak.  Q)lt. 


For  alleged  improvem^ents  in  Seal-Presses  cmd  Metallic  Boxes. 

Your  petitioner,  in  conjunction  with  Piatt  Evens,  Jr.,  made  appli- 
cation for  letters  patent  for  certain  alleged  improvements  in  seal-presses 
and  metallic  boxes  or  bushing  therefor,  and  that  so  much  of  said 
improvements  as  entitled  your  petitioner  to  be  a  joint  inventor  with 
said  Evens,  has  been  excluded  from  the  claims  under  said  application, 
and  make  no  part  of  the  subject  of  letters  patent  grantea  upon  the 
same  on  the  28th  day  of  June,  1853,  whereby  your  petitioner,  having 
no  right  or  title  to  be  considered  joint  inventor  or  joint  patentee  with 
said  Evens,  hereby  disclaims  all  right,  title,  and  interest  in  said  in- 
vention or  improvement  and  patent  as  joint  inventor  or  patentee,  and 
?rays  that  this  disclaimer  may  be  entered  of  record  in  the  Patent 
^Mce.  James  Foster,  Jr. 
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EXTENSIONS. 


Improvement  in  Mscavators. 

What  I  claim  is  the  application  of  power  to  force  the  scraper  for- 
ward against  a  bank  in  the  act  of  excavating,  and  to  withdraw  it  at 
pleasure,  by  the  aid  of  a  barrel,  chains,  and  other  apparatus,  con- 
structed and  operating  substantially  in  the  manner  herem  described, 
by  which  its  sudden  recoil  will  be  prevented  when  it  encounters  any 
unusual  resistance ;  and  this  I  claim,  whelher  the  apparatus  be  ar- 
ranged exactly  in  the  manner  set  forth,  or  in  anv  analogous  way  by 
which  the  same  result  will  be  attained.  I  claim  also  the  general  com- 
bination  of  the  friction  belt  around  the  pulley  upon  the  shaft  k,  and 
the  apparatus  for  tightening  the  same,  or  of  allowing  it  to  run  loose,  for 
the  purpose  and  in  the  manner  described. 

Wm.  S.  Otis. 


ImjprovemerUs  in  Steam-Boilers  cmd  Steamboats, 

I  claim  as  my  invention,  and  a  je  to  secure  by  letters  patent,  the 
manner  in  which  I  have  combined  ard  connected  the  common  safety- 
valve  with  the  apparatus  which  is  tv  operate  by  the  melting  of  the 
fusible  alloy,  this  apparatus  being  constructed  and  operatmg  sub- 
stantially in  the  manner  set  forth ;  by  which  arrangement  the  safety- 
valve  is  left  free  to  be  opened  by  the  pressure  of  steam,  in  the  ordinary 
way,  whilst  it  will  also  be  opened  by  the  safety  apparatus  from  the  in- 
fluence of  temperature  alone,  independent  of  pressure  from  the  elas- 
ticity of  the  steam. 

I  lay  no  claim  to  the  use  of  the  fusible  alloy  to  allow  the  escape 
of  steam,  but  only  to  the  combination  in  which  I  have  used  it  as  set 
forth. 

Second,  I  claim  the  manner  in  which  I  have  combined  the  float 
with  the  valves,  which  it  is  intended  to  open  in  the  outside  boilers  of 
any  series,  so  as  to  cause  a  horn  to  soxmd  on  one  side,  and  a  whistle  on 
the  other,  or  by  its  escape  to  produce  two  diffiBrent  distinctive  and 
characteristic  sounds,  which  shall  give  information  when  the  water 
has  descended  on  either  side  to  a  point  as  low  as  it  can  be  safely  al- 
lowed to  descend.  * 

I  do  not  claim  the  causing  of  a  horn,  whistle,  or  other  instnmient  to 
sound  from  the  escape  of  steam,  but  only  the  combination  and  amuse- 
ment of  the  parts  as  described,  so  as  to  aflbrd  the  desired  information 
in  the  manner  set  forth. 
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I  claim  the  manner  in  which  I  have  arranged  the  water-lcTel « 
level  whose  indications  are  governed  by  any  other  fluid  adapted  to  flie 
purpose,  by  which  arrangement  and  combination  as  set  forth,  that  is 
to  say,  the  water-level  resting  on  the  boilers  independently  of  the  wood- 
work of  the  boat,  and  extending  up  into  the  cabin,  where  it  is  made 
to  show  the  level  of  the  water  in  the  boiler  by  tie  co-operation  of 
the  apparatus  last  described,  namely,  the  apparatus  for  sounding  & 
horn  or  a  whistle;  and  affording  by  their  conjoint  action  a  knowt 
edge  of  the  height  of  water  in  the  boilers  respectively. 

1  do  not,claim  the  water-level  alone,  but  only  as  arranged  and  com- 
bined by  me,  as  described. 

I  claim  the  particular  apparatus  for  extinguishing  the  fire  as  herein 
set  forth,  operating  by  means  of  the  fusible  alloy  apparatus,  sab- 
stantially  as  described. 

And,  lastly,  I  claim  the  arrangement  and  application  of  the  appa- 
ratus for  preventing  the  careening  of  a  steamboat  at  a  wharf^  pier, 
landing,  or  other  stopping-places.  I  do  not  claim  the  giving  motion 
to  a  vertical  timber  or  to  a  sliding  apparatus  by  means  of  a  rack  and 
pinion  gearing,  this  being  a  well-known  device,  but  confine  my  claim 
m  this  particmar  case  to  the  combining  and  employing  of  this  appar 
ratus  with  a  steamboat,  by  which  a  new  and  important  result  is 
attained.  Cadwalladeb  EvAsa 


Im^cvement  in  the  Mode  of  sullying  Seated  Air  to  Fumaca, 

What  I  claim  as  my  invention,  and  desire  to  secure  by  letters 
patent,  is  the  employment  of  a  box  or  receptacle  constructed  in  the 
manner  set  forth,  and  which  is  to  contain  a  stratum  of  pebble  stones, 
or  of  anv  other  material  which  will  leave  interstices  tnrough  which 
air  may  be  forced  to  pass,  but  which  will  have  the  effect  of  producing 
pressure  within  the  furnace,  supplied  with  air  from  any  suitable  blow- 
ing apparatus ;  and  in  which  furnace  the  air  is  to  be  forced  into  a 
closea  ash-pit,  the  whole  being  combined  and  arranged  substantially 
in  the  manner  set  forth.  I  also  claim  the  mode  described  of  forcing 
in  with  the  atmospheric  air  a  portion  of  that  which  has  previously 
passed  through  the  fire,  by  which  means  it  is  made  to  enter  in  conse- 
quence of  the  pressure  to  which  it  is  subjected.  I  claim  likewise  the 
manner  of  shutting  off  the  draft  from  the  blowing  apparatus  by  the 
opening  of  the  door  for  feeding  the  fire,  as  set  forth. 

F.  P.  Ddipfel. 


Tnyprovement  in  Cooking  Stoves, 

What  I  claim  as  my  invention,  and  for  which  I  desire  to  secure 
letters  patent,  is  the  extending  of  the  oven  imder  the  apron  or  open 
hearth  of  the  stove,  and  the  combination  thereof  with  the  fines  con- 
structed as  above  specified,  by  which  means  I  am  enabled  to  obtain 
greater  room  for  baking  and  other  cooking  purposes,  and  effect  a 
greater  saving  of  expense  and  fuel  than  in  cooking  stoves  of  the 
ordinary  constniction.  Dajmus  Buck. 
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Imjprcfoemewb  on  Ships'^  OaUeya  for  DistiUing  Fresh  Water  from 

SaU  Water. 

What  I  claim  as  my  invention,  and  desire  to  secure  by  letters 
patent,  is  the  generator  of  the  peculiar  form  specified,  in  combination 
with  a  ship's  galley,  and  also  the  constructing  of  «  generator  for 
distilling  purposes,  by  making  the  sides  of  the  galley  double,  so  as  to 
form  a  vessel  for  containing  me  salt  water  to  be  distilled. 

Enoch  HurcmKsoN. 


Improved  mode  of  constfructing  Rake  Teeth. 

What  I  claim  as  mj  invention,  and  desire  to  secure  by  letter9 
jmtent,  is  obtaining  this  elasticity  more  effectually  for  the  use  de- 
signated, by  coiling  the  wire  of  which  the  teeth  are  made  around  the 
head  of  the  rake,  in  the  manner  and  for  the  purpose  described. 

Hbzekiah  Hatnes. 


Im^provement  in  the  m/ode  of  mahmg  Boxes  for  Axles  a/nd  Gvdgeons. 

What  I  claim  as  my  invention,  and  desire  to  secure  by  letters 
patent,  is  the  making  of  the  boxes  for  axles  and  gudgeons,  by  the 
casting  of  hard  pewter  or  composition  metal  of  whicn  tin  is  the 
basis  mto  said  boxes,  they  being  first  prepared  and  provided,  or  not, 
with  rims  or  ledges,  and  coated  with  tin. 

IsAAO  BABBrrr. 


Im/pro^ement  in  Smut  Machines. 

What  I  claim  as  my  invention,  and  wish  to  secure  by  letters  patent, 
is  the  combination  of  the  beaters  with  the  fans,  graters,  and  neads^ 
constructed  and  operating  as  described.  • 

LbOKABD  SlOTH. 


Improvement  in  the  construction  of  Fv/macesfor  Smelting  Iron  Ore. 

What  I  claim  as  my  invention,  and  desire  to  secure  by  letters 
patent,  is.  First,  The  arrangement  of  the  fire-chambers  or  boshes 
opening  into  one  horizontal  nue  above,  in  combination  with  the  boiler 
for  generating  steam,  and  the  pipes  1 1  for  heating  the  blast  placed  in 
said  flue,  the  whole  being  constructed  and  operating  as  described. 
Second,  The  method  of  constructing  the  fire  chambers  by  contracting 
them  at  the  centre,  and  forming  two  boshes  in  each  chamber,  for  caus- 
ing the  charge  to  descend  gradually,  so  as  not  to  obstruct  the  draft  and 
prevent  the  ascent  of  the  Bghter  substances,  as  before  described. 

August  Both. 
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Invprovemmt  in  the  eanstruction  qf  Wooden  or  Frame  Briigm, 

What  I  claim  as  new,  and  desire  to  secure  bj  letters  patent,  is, 

First,  The  forming  of  the  truss-frames  of  bridges  bj  coimcctiitf 
and  combining  the  string-pieces,  posts,  main  and  counter  braces,  m 
arch  braces  b?  the  aid  of  gibs  and  keys,  constructed  as  set  forth,  Bang 
therewith  sucn  bolts  or  treenails  as  I  may  deem  proper. 

Second,  I  claim  the  employment  or  use  of  the  gil«  and  keys  fonned 
in  the  manner  set  forth,  and  passing  through  the  string  pieces  and  into 
the  posts  near  their  ends,  for  the  purpose  of  trussing  and  straining  die 
frame  generalljr. 

Thira,  I  claim  the  manner  of  arranging  the  arch  braces,  so  as  to 
diminish  or  increase  the  camber  of  the  truss-frames,  by  the  employ- 
ment of  gibs  and  keys  passing  through  those  portions  thereof  wmdi 
constitute  the  lower  parts  of  said  arch  braces. 

Fourth,  I  claim  the  construction  and  employment  of  a  bearing  or 
step  of  cast-iron,  furnished  with  lugs  or  tuscums  which  are  let  into  vx- 
reeponding  notches  in  the  head  and  foot  of  the  main  braces  and  the 
posts,  in  the  manner  and  for  the  purpose  set  forth. 

Stephen  H.  Lobtg. 


Imfprovement  in  the  construction  ofjFan  Blowers, 

What  I  claim  as  my  invention,  and  desire  to  secure  by  Irtton 
patent,  is  inclosing  the  vanes  of  the  wind-wheel  with  circular  sdtt 
or  rims,  between  \^ch  and  the  outer  case  there  is  a  space  i  i  left,  is 
described,  and  attaching  a  collar  to  said  sides  or  rims,  to  adinit 
air  to  the  Involving  vanes  as  shown  at  d  (2,  said  collars  being  made  to 
run  air-tight  in  the  manner  set  forth,  to  prevent  the  escape  of  air  frm 
the  space  ^  t,  the  whole  being  ^  constructed  and  arranged  subfitan- 
tiaJly  in  the  manner  set  forth.       '  Fb.  P.  DncmL 


Improvement  in  the  mjode  of  constructmg  Sockets  for  holding  2bdi, 

What  I  claim  as  my  invention,  is  making  the  gripe  with  one  end 
conical,  and  fitted  to  the  outer  end  of  the  socket,  and  the  other  end 
provided  with  a  screw  fitted  to  a  female  screw  in  the  other  end  of  the 
socket  secured  in  the  handle,  in  the  manner  and  for  the  purpose  de- 
scribed ;  and  this  I  claim,  whether  the  gripe  be  made  in  two  or  more 
pieces,  or  in  one  piece  and  slit,  all  as  described. 

Hebbiok  Aiksf. 
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